
BSI Standards Publication

OPC unified architecture

Part 7: Profiles

BS EN 62541-7:2015

Full document details: BS EN 62541-7:2015

http://www.avadocuments.com/doc/bs-en-62541-7-2015
http://www.avadocuments.com/doc/bs-en-62541-7-2015


National foreword

This British Standard is the UK implementation of EN 62541-7:2015. It is
identical to IEC 62541-7:2015. It supersedes BS EN 62541-7:2012 which is
withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee AMT/7, Industrial communications: process measurement and
control, including fieldbus.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of
a contract. Users are responsible for its correct application.

© The British Standards Institution 2015.
Published by BSI Standards Limited 2015

ISBN 978 0 580 83006 8
ICS 25.040.40; 25.100.01

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2015.

Amendments/corrigenda issued since publication

Date                     Text affected

BRITISH STANDARDBS EN 62541-7:2015

Full document details: BS EN 62541-7:2015

http://dx.doi.org/10.3403/30192661
http://www.avadocuments.com/doc/bs-en-62541-7-2015
http://www.avadocuments.com/doc/bs-en-62541-7-2015


 
 

 
EUROPEAN STANDARD 

NORME EUROPÉENNE 

EUROPÄISCHE NORM 

 
 EN 62541-7 
  

 
 May 2015 

ICS 25.040.40; 35.100  Supersedes  EN 62541-7:2012         

English Version 

 OPC unified architecture - Part 7: Profiles 
(IEC 62541-7:2015) 

 

Architecture unifiée OPC - Partie 7: Profils 
(IEC 62541-7:2015) 

 OPC Unified Architecture - Teil 7: Profile 
(IEC 62541-7:2015) 

This European Standard was approved by CENELEC on 2015-04-29. CENELEC members are bound to comply with the CEN/CENELEC 
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration. 

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC 
Management Centre or to any CENELEC member.  

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation 
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the 
same status as the official versions. 

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, the Czech Republic, 
Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, 
Turkey and the United Kingdom. 

European Committee for Electrotechnical Standardization  
Comité Européen de Normalisation Electrotechnique 

Europäisches Komitee für Elektrotechnische Normung 

CEN-CENELEC Management Centre: Avenue Marnix 17,  B-1000 Brussels 

© 2015 CENELEC All rights of exploitation in any form and by any means reserved worldwide for CENELEC Members. 

  Ref. No. EN 62541-7:2015 E 

BS EN 62541-7:2015

Full document details: BS EN 62541-7:2015

http://dx.doi.org/10.3403/30192661U
http://dx.doi.org/10.3403/30192661
http://www.avadocuments.com/doc/bs-en-62541-7-2015
http://www.avadocuments.com/doc/bs-en-62541-7-2015


EN 62541-7:2015 - 2 - 

Foreword 
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automation" was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as 
EN 62541-7:2015. 

The following dates are fixed: 

• latest date by which the document has to be implemented at 
national level by publication of an identical national 
standard or by endorsement 

(dop) 2016-01-29 

• latest date by which the national standards conflicting with 
the document have to be withdrawn 

(dow) 2018-04-29 

 

This document supersedes EN 62541-7:2012. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such 
patent rights. 

This document has been prepared under a mandate given to CENELEC by the European Commission 
and the European Free Trade Association, and supports essential requirements of EU Directive(s). 

Endorsement notice 

The text of the International Standard IEC 62541-7:2015 was approved by CENELEC as a European 
Standard without any modification. 
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
OPC UNIFIED ARCHITECTURE –  

 
Part 7: Profiles 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 62541-7 has been prepared by subcommittee 65E: Devices and 
integration in enterprise systems, of IEC technical committee 65: Industrial-process 
measurement, control and automation. 

This second edition cancels and replaces the first edition published in 2012. This edition 
constitutes a technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) Added a large number of new Facets to cover additional functional areas of OPC UA. Most 
significantly: 
– Facets for Historical Access; 
– Facets for Aggregates; 
– Facets for HTTPs 
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– New Security Facets 
– New User Token Facet that supports anonymous access 
– Best Practice Facets, 

b) New Security Policy for asymmetric key length > 2048 

The text of this standard is based on the following documents: 

CDV Report on voting 

65E/378/CDV 65E/406/RVC 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts of the IEC 62541 series, published under the general title OPC Unified 
Architecture, can be found on the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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OPC UNIFIED ARCHITECTURE –  
 

Part 7: Profiles 
 
 
 

1 Scope 

This part of IEC 62541 describes the OPC Unified Architecture (OPC UA) Profiles. The 
Profiles in this document are used to segregate features with regard to testing of OPC UA 
products and the nature of the testing (tool based or lab based). This includes the testing 
performed by the OPC Foundation provided OPC UA CTT (a self-test tool) and by the OPC 
Foundation provided Independent certification test labs. This could equally as well refer to 
test tools provided by another organization or a test lab provided by another organization. 
What is important is the concept of automated tool based testing versus lab based testing. 
The scope of this standard includes defining functionality that can only be tested in an a lab 
and defining the grouping of functionality that is to be used when testing OPC UA products 
either in a lab or using automated tools. The definition of actual TestCases is not within the 
scope of this document, but the general categories of TestCases are within the scope of this 
document. 

Most OPC UA applications will conform to several, but not all of, the Profiles. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC TR 62541-1, OPC unified architecture – Part 1: Overview and concepts 

IEC TR 62541-2, OPC unified architecture – Part 2: Security model 

IEC 62541-3, OPC unified architecture – Part 3: Address space model 

IEC 62541-4, OPC unified architecture – Part 4: Services 

IEC 62541-5, OPC unified architecture – Part 5: Information model 

IEC 62541-6, OPC unified architecture – Part 6: Mappings 

IEC 62541-8, OPC unified architecture – Part 8: Data access 

IEC 62541-9, OPC unified architecture – Part 9: Alarms and conditions 

IEC 62541-111, OPC unified architecture – Part 11: Historical access 

IEC 62541-131, OPC unified architecture – Part 13: Aggregates 

______________ 
1  To be published. 
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3 Terms, definitions, and conventions 

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC TR 62541-1, IEC 
TR 62541-2, IEC 62541-3, IEC 62541-4, IEC 62541-6, and IEC 62541-8 as well as the 
following apply. An overview of the terms defined in this standard and their interaction can be 
viewed in Figure 1. 

3.1.1  
application 
software program that executes or implements some aspect of OPC UA 

Note 1 to entry: The application could run on any machine and perform any function. The application could be 
software or it could be a hardware application, the only requirement is that it implements OPC UA. 

3.1.2  
ConformanceUnit 
specific set of OPC UA features that can be tested as a single entity 

Note 1 to entry: A ConformanceUnit can cover a group of services, portions of services or information models. For 
additional detail see Clause 5. 

3.1.3  
ConformanceGroup 
group of ConformanceUnits that is given a name 

Note 1 to entry: This grouping is only to assist in organizing ConformanceUnits. Typical ConformanceGroups 
include groups for each of the service sets in OPC UA and each of the Information Model standards. 

3.1.4  
Facet 
Profile dedicated to a specific feature that a Server or Client may require 

Note 1 to entry: Facets are typically combined to form higher-level Profiles. The use of the term Facet in the title 
of a Profile indicates that the given Profile is not a standalone Profile. 

3.1.5  
FullFeatured Profile 
Profile that defines all features necessary to build a functional OPC UA Application 

Note 1 to entry: A FullFeatured Profile in particular adds definitions of the transport and security requirements. 

3.1.6  
ProfileCategory 
arranges Profiles into application classes, such as Server or Client 

Note 1 to entry: These categories help determine the type of Application that a given Profile would be used for. 
For additional details see 4.4. 

3.1.7  
TestCase 
technical description of a set of steps required to test a particular function or information 
model 

Note 1 to entry: TestCases provide sufficient details to allow a developer to implement them in code. TestCases 
also provide a detailed summary of the expected result(s) from the execution of the implemented code and any 
precondition(s) that must be established before the TestCase can be executed. 

3.1.8  
TestLab 
facility that is designated to provide testing services 
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Note 1 to entry: These services include but are not limited to personal that directly perform testing, automated 
testing and a formal repeatable process. The OPC Foundation has provided detailed standard describing OPC UA 
TestLabs and the testing they are to provided (see Compliance Part 8 UA Server, Compliance Part 9 UA Client). 

3.2 Abbreviations 
DA Data Access 
HA Historical Access 
HMI Human Machine Interface 
NIST National Institute of Standard and Technology 
PKI Public Key Infrastructure 
RSA Rivest-Shamir-Adleman 
UA  Unified Architecture 

4 Overview 

4.1 General 

The OPC Unified architecture multipart standard describes a number of Services and a variety 
of information models. These Services and information models can be referred to as features 
of a Server or Client. Servers and Clients need to be able to describe which features they 
support and wish to have certified. This document provides a grouping of these features. The 
individual features are grouped into ConformanceUnits which are further grouped into 
Profiles. Figure 1 provides an overview of the interactions between Profiles, 
ConformanceUnits and TestCases. The large arrows indicate the components that are used to 
construct the parent. For example a Profile is constructed from Profiles and 
ConformanceUnits. The figure also illustrates a feature of the OPC UA Compliance Test Tool 
(CTT), in that it will test if a requested Profile passes all ConformanceUnits. It will also test all 
other ConformanceUnits and report any other Profiles that pass conformance testing. The 
individual TestCases are defined in separate documents see Compliance Part 8 UA Server 
and Compliance Part 9 UA Client. The TestCases are related back to the appropriate 
ConformanceUnits defined in this standard. This relationship is also displayed by the OPC UA 
Compliance Test Tool. 
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Figure 1 – Profile – ConformanceUnit – TestCases 

4.2 ConformanceUnit 

Each ConformanceUnit represents a specific set of features (e.g. a group of services, portions 
of services or information models) that can be tested as a single entity. ConformanceUnits are 
the building blocks of a Profile. Each ConformanceUnit can also be used as a test category. 
For each ConformanceUnit, there would be a number of TestCases that test the functionality 
described by the ConformanceUnit. The description of a ConformanceUnit is intended to 
provide enough information to illustrate the required functionality, but in many cases to obtain 
a complete understanding of the ConformanceUnit the reader may be required to also 
examine the appropriate part of IEC 62541. Additional Information regarding testing of a 
ConformanceUnit are provided in the Compliance Part 8 UA Server or Compliance Part 9 UA 
Client test standards. 

The same features do not appear in more than one ConformanceUnit. 

4.3 Profiles 

A Profile is a named aggregation of ConformanceUnits and other Profiles. To support a 
Profile, an application has to support the ConformanceUnits and all aggregated Profiles. The 
definition of Profiles is an ongoing activity, in that it is expected that new Profiles will be 
added in the future. 
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An OPC UA Application will typically support multiple Profiles. 

Multiple Profiles may include the same ConformanceUnit. 

Testing of a Profile consists of testing the individual ConformanceUnits that comprise the 
Profile. 

Profiles are named based on naming conventions (see 6.3 for details). 

4.4 Profile Categories 

Profiles are grouped into categories to help vendors and end users understand the 
applicability of a Profile. A Profile can be assigned to more than one category. 

Table 1 contains the list of currently defined ProfileCategories. 

Table 1 – ProfileCategories 

Category Description 
Client Profiles of this category specify functions of an OPC UA Client. The 

URI of such Profiles can be part of a Software Certificate passed in 
the ActivateSession request. 

Security Profiles of this category specify security related functions. Security 
policies are part of this category. The URI of security policies has to 
be part of an Endpoint Description returned from the GetEndpoints 
service. Profiles of this category apply to Servers and Clients. 

Server Profiles of this category specify functions of an OPC UA Server. The 
URI of such Profiles can be part of a Software Certificate returned 
with the CreateSession service response and exposed in the server 
capabilities. 

Transport Profiles of this category specify specific protocol mappings. The URI 
of such Profiles has to be part of an Endpoint Description. These 
Profiles apply to Servers and Clients. 

 

5 ConformanceUnits 

5.1 Overview 

A ConformanceUnit represents an individually testable entity. For improved clarity, the large 
list of ConformanceUnits is arranged into named ConformanceGroups. These groups reflect 
the Service Sets in IEC 62541-4 and the OPC UA information models. Table 2 lists the 
ConformanceGroups. These groups and the ConformanceUnits that they describe are detailed 
in the Subclauses of Clause 5 starting with 5.2 ConformanceGroups have no impact on 
testing; they are used only for organizational reasons, i.e. to simplify the readability of this 
document. 
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Table 2 – ConformanceGroups 

Group Description 
Address Space Model Defines ConformanceUnits for various features of the OPC UA 

AddressSpace. 
Aggregates All ConformanceUnits that are related to Aggregates, including 

individual ConformanceUnits for each supported Aggregate as 
described in IEC 62541-13. 

Alarms and Conditions All ConformanceUnits that are associated with the OPC UA 
information model for Conditions, acknowledgeable 
Conditions, confirmations and Alarms as specified in 
IEC 62541-9. 

Attribute Services Includes ConformanceUnits to read or write current or 
historical Attribute values. 

Auditing User level security includes support for security audit trails, 
with traceability between Client and Server audit logs. 

Base Information All information elements as defined in IEC 62541-5. 
Data Access ConformanceUnits specific to Clients and Servers that deal 

with the representation and use of automation data as 
specified in IEC 62541-8. 

Discovery Services ConformanceUnits which focus on Server Endpoint Discovery. 
Historical Access Access to archived data of node Attribute values or Events. 
Method Services Methods represent the function calls of Objects. Methods are 

invoked and return only after completion (successful or 
unsuccessful). 

Miscellaneous This group contains ConformanceUnits that cover 
miscellaneous subjects, such as recommended behaviours, 
documentation etc. These ConformanceUnits typically do not 
fit into any of the other groups. 

Monitored Item Services Clients define MonitoredItems to subscribe to data and 
Events. Each MonitoredItem identifies the item to be 
monitored and the Subscription to use to send Notifications. 

Node Management 
Services 

Bundles ConformanceUnits for all Services to add and delete 
OPC UA AddressSpace Nodes and References. 

Protocol and Encoding Covers all transport and encoding combinations that are 
specified in IEC 62541-6. 

Query Services A Query may be used to provide advanced filtering and return 
a subset of data. 

Redundancy The design of OPC UA ensures that vendors can create 
redundant Clients and redundant Servers in a consistent 
manner. Redundancy may be used for high availability, fault 
tolerance and load balancing. 

Security Security related ConformanceUnits that can be profiled this 
includes all aspects of security. 

Session Services An (OPC UA) Session is an application layer connection. 
Subscription Services Subscriptions are used to report Notifications to the Client. 
View Services Clients use the View Service Set to navigate through the OPC 

UA AddressSpace or through a View (a subset) of the OPC 
UA AddressSpace. 

 

5.2 Services 

Tables 3 to 10 describe ConformanceUnits for the Services specified in IEC 62541-4. The 
tables correlate with the Service Sets. 

A single ConformanceUnit can reference several Services (e.g. CreateSession, 
ActivateSession and CloseSession) but can also refer to individual aspects of Services (e.g. 
the use of ActivateSession to impersonate a new user). 
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Each table includes a listing of the Profile Category to which a ConformanceUnit belongs, the 
title and description of the ConformanceUnit and a column that indicates if the 
ConformanceUnit is derived from another ConformanceUnit. A ConformanceUnit that is 
derived from another ConformanceUnit includes all of the same tests as its parent plus one or 
more additional TestCases. These TestCases can only further restrict the existing TestCases. 
An example would be one in which the number of connections is tested, where the TestCase 
of the parent required at least one connection and the derived ConformanceUnit would require 
a TestCase for at least five connections. 

The Discovery Service Set is composed of multiple ConformanceUnits (see Table 3). All 
Servers provide some aspects of this functionality; see Profiles categorized as Server Profiles 
for details. Clients may support some aspects of this functionality; see Profiles categorized as 
Client Profiles for details. 

Table 3 – Discovery Services 

Category Title Description Derived 
Server Discovery Get 

Endpoints 
Support the GetEndpoints Service to obtain 
all Endpoints of the Server. 
This includes filtering based on Profiles. 

 

Server Discovery Find 
Servers Self 

Support the FindServers Service only for 
itself. 

 

Server Discovery 
Register 

Call the RegisterServer Service to register 
itself (OPC UA Server) with an external 
Discovery Service via a secure channel with 
a SecurityMode other than "None". 

 

Server Discovery 
Configuration 

Allow configuration of the Discovery Server 
URL where the Server will register itself. 
Allow complete disabling of registration with 
a Discovery Server. 

 

Client Discovery Client 
Find Servers 
Basic 

Uses the FindServers Service to obtain all 
Servers installed on a given platform. 

 

Client Discovery Client 
Find Servers with 
URI 

Use FindServers Service to obtain URLs for 
specific Server URIs. 

 

Client Discovery Client 
Find Servers 
Dynamic 

Detect new Servers after an initial 
FindServers Service call. 

 

Client Discovery Client 
Get Endpoints 
Basic 

Uses the GetEndpoints Service to obtain all 
Endpoints for a given Server URI. 

 

Client Discovery Client 
Get Endpoints 
Dynamic 

Detect changes to the Endpoints after an 
initial GetEndpoints Service call. 

 

Client Discovery Client 
Configure 
Endpoint 

Allow specification of an Endpoint without 
going through the Discovery Service Set. 

 

 

The Session Service Set is composed of multiple ConformanceUnits (see Table 4). The 
CreateSession, ActivateSession, and CloseSession services are supported as a single unit. 
All Servers and Clients provide this functionality. 
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Table 4 – Session Services 

Category Title Description Derived 
Server Session General 

Service Behaviour 
Implement basic Service behaviour. This 
includes in particular: 
–  checking the authentication token 
–  returning the requestHandle in responses 
–  returning available diagnostic information as 

requested with the 'returnDiagnostics' 
parameter 

–  respecting a timeoutHint 

 

Server Session Base Support the Session Service Set 
(CreateSession, ActivateSession, CloseSession) 
except the use of ActivateSession to change the 
Session user. This includes correct handling of 
all parameters that are provided. 
Note that for the CreateSession and 
ActivateSession services, if the SecurityMode = 
None then: 
1)  The Application Certificate and Nonce are 

optional. 
2)  The signatures are null/empty. 
The details of this are described in  
IEC 62541-4. 

 

Server Session Change 
User 

Support the use of ActivateSession to change 
the Session user. 

 

Server Session Cancel Support the Cancel Service to cancel 
outstanding requests. 

 

Server Session Minimum 1 Support minimum 1 Session (total).  
Server Session Minimum 2 

Parallel 
Support minimum 2 parallel Sessions (total for 
all Clients). 

 

Server Session Minimum 
50 Parallel 

Support minimum 50 parallel Sessions (total for 
all Clients). 

 

Client Session Client 
General Service 
Behaviour 

Implement basic Service behaviour. This 
includes in particular: 
–  including the proper authentication token of 

the Session 
–  creating a requestHandle if needed 
–  requesting diagnostic information with the 

'returnDiagnostics' parameter 
–  evaluate the serviceResult and operational 

results 

 

Client Session Client 
Base 

Use the Session Service Set (CreateSession, 
ActivateSession, and CloseSession) except the 
use of ActivateSession to change the Session 
user. This includes correct handling of all 
parameters that are provided. 
Note that for the CreateSession and 
ActivateSession services, if the SecurityMode = 
None then: 
1)  The Application Certificate and Nonce are 

optional. 
2)  The signatures are null/empty. 

 

Client Session Client 
Multiple 
Connections 

Support unlimited connections (client side) with 
multiple Servers. Any limit on numbers of 
connections is from server side. May have a 
memory based limit, but not a software 
constraint limit. 
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Category Title Description Derived 
Client Session Client 

Renew NodeIds 
This ConformanceUnit applies to Clients that 
allow persisting NodeIds. 
Verify that the Namespace Table has not 
changed for NodeIds that the Client has 
persisted and is going to re-use beyond a 
Session lifetime. If changes occurred the Client 
has to recalculate the Namespace Indices of the 
respective NodeIds. 

 

Client Session Client 
Impersonate 

Uses ActivateSession to change the Session 
user (impersonation). 

 

Client Session Client 
KeepAlive 

Make periodic requests to keep the Session 
alive. 

 

Client Session Client 
Detect Shutdown 

Read or monitor the ServerStatus/State Variable 
to recognize a potential shutdown of the Server 
and clean up resources. 

 

Client Session Client 
Cancel 

Use the Cancel Service to cancel outstanding 
requests. 

 

Client Session Client 
Auto Reconnect 

Automatic Client reconnect including: 
–  ActivateSession with new SecureChannel if 

SecureChannel is no longer valid but Session 
is still valid 

–  Creation of a new Session only if Session is 
no longer valid 

 

Client Client Entry-Level 
Support 

The Client is able to interoperate with Servers 
with lowest level functionality. This includes the 
ability to operate with a single Session, a pre-
knowledge of the OPC UA Types (the Server 
may not expose them in the AddressSpace), and 
the ability to use Read vs. Subscriptions for 
monitoring. 
There may be further restrictions provided by the 
Server via the Server capabilities. 

 

 

The Node Management Service Set is composed of multiple ConformanceUnits (see Table 5). 
Servers may provide some aspects of this functionality; see Profiles categorized as Server 
Profiles for details. Clients may support some aspects of this functionality; see Profiles 
categorized as Client Profiles for details. 

Table 5 – Node Management Services 

Category Title Description Derived 
Server Node 

Management Add 
Node 

Support the AddNodes Service to add one or 
more Nodes into the OPC UA AddressSpace. 

 

Server Node 
Management 
Delete Node 

Support the DeleteNodes Service to delete 
one or more Nodes from the OPC UA 
AddressSpace. 

 

Server Node 
Management Add 
Ref 

Support the AddReferences Service to add 
one or more References to one or more 
Nodes in the OPC UA AddressSpace. 

 

Server Node 
Management 
Delete Ref 

Support the DeleteReferences Service to 
delete one or more References of a Node in 
the OPC UA AddressSpace. 

 

Client Node 
Management 
Client 

Uses Node Management Services to add or 
delete Nodes and to add or delete 
References in Server's OPC UA 
AddressSpace. 
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The View Service Set is composed of a multiple ConformanceUnits (see Table 6). All Servers 
support some aspects of this conformance group. Clients may support some aspects of this 
functionality; see Profiles categorized as Client Profiles for details. 

Table 6 – View Services 

Category Title Description Derived 
Server View Basic Support the View Service Set (Browse, 

BrowseNext). 
 

Server View 
TranslateBrowsePath 

Support TranslateBrowsePathsToNodeIds 
Service. 

 

Server View RegisterNodes Support the RegisterNodes and 
UnregisterNodes Services as a way to 
optimize access to repeatedly used Nodes 
in the Server's OPC UA AddressSpace. 

 

Server View Minimum 
Continuation Point 
01 

Support minimum 1 continuation point per 
Session. 

 

Server View Minimum 
Continuation Point 
05 

Support minimum 5 continuation points per 
Session. 
This number has to be supported for at 
least half of the minimum required 
sessions. 

 

Client View Client Basic 
Browse 

Uses Browse and BrowseNext Services to 
navigate through the Server's OPC UA 
AddressSpace. Make use of the 
referenceTypeId and the nodeClassMask 
to specify the needed References. 

 

Client View Client Basic 
ResultSet Filtering 

Makes use of the resultMask parameter to 
optimize the result set to be returned by 
the Server. 

 

Client View Client 
TranslateBrowsePath 

Uses the TranslateBrowsePathsToNodeIds 
Service to identify the NodeIds for Nodes 
where a starting Node and a BrowsePath 
is known. Makes use of bulk operations 
rather than multiple calls whenever 
possible. 

 

Client View Client 
RegisterNodes 

Uses the RegisterNodes Service to 
optimize access for Nodes that are used 
repeatedly. Use UnregisterNodes when 
Nodes are not used anymore. 

 

 
The Attribute Service Set is composed of multiple ConformanceUnits (see Table 7). The 
majority of the Attribute service set is a core functionality of OPC UA and as such is 
supported by most Servers. Most Clients will also support some aspects of the Attribute 
Service Set 
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Table 7 – Attribute Services 

Category Title Description Derived 
Server Attribute Read Supports the Read Service to read one or 

more Attributes of one or more Nodes. This 
includes support of the IndexRange 
parameter to read a single element or a 
range of elements when the Attribute value is 
an array. 

 

Server Attribute Read 
Complex 

Supports reading and encoding Values with 
Structured DataTypes. 

 

Server Attribute Write 
Values 

Supports writing to values to one or more 
Attributes of one or more Nodes. 

 

Server Attribute Write 
Complex 

Supports writing and decoding Values with 
Structured DataTypes. 

 

Server Attribute Write 
StatusCode & 
Timestamp 

Supports writing of StatusCode and 
Timestamps along with the Value. 

 

Server Attribute Write 
Index 

Supports the IndexRange to write a single 
element or a range of elements when the 
Attribute value is an array. 

 

Server Attribute 
Alternate 
Encoding 

Supports alternate Data Encoding when 
reading value Attributes. 
By default, every Server has to support the 
Data Encoding of the currently used Stack 
Profile (i.e. binary with UA Binary Encoding 
and XML with XML Encoding). This 
ConformanceUnit – when supported – 
specifies that the other Data Encoding is 
supported in addition. 

 

Server Attribute 
Historical Read 

Supports the HistoryRead Service. The 
details of what aspects of this service are 
used are listed in additional 
ConformanceUnits, but at least one of 
ReadRaw, ReadProcessed, ReadModified, 
ReadAtTime or ReadEvents must be 
supported. 

 

Server Attribute 
Historical Update 

Supports the HistoryUpdate service. The 
details of the supported features of this 
service are described by additional 
ConformanceUnits, but at least one of the 
following must be supported: InsertData, 
InsertEvents, ReplaceData, ReplaceEvents,  
UpdateData, UpdateEvents, DeleteData, 
DeleteEvents or DeleteAtTime. 

 

Client Attribute Client 
Read Base 

Use the Read Service to read one or more 
Attributes of one or more Nodes. This 
includes use of an IndexRange to select a 
single element or a range of elements when 
the Attribute value is an array. 
Clients shall use bulk operations whenever 
possible to reduce the number of Service 
invocations. 

 

Client Attribute Client 
Read with proper 
Encoding 

This ConformanceUnit refers to the ability of 
a Server to support more than one Data 
Encoding for Attribute values. Clients can 
discover the available encodings and can 
explicitly choose one when calling the Read 
Service. 

 

Client Attribute Client 
Read Complex 

Read and decode Values with Structured 
DataTypes. 
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Category Title Description Derived 
Client Attribute Client 

Write Base 
Use the Write Service to write values to one 
or more Attributes of one or more Nodes. 
This includes use of an IndexRange to select 
a single element or a range of elements when 
the Attribute value is an array. 
Clients shall use bulk operations whenever 
possible to reduce the number of Service 
invocations. 

 

Client Attribute Client 
Write Complex 

Write and Encode Values with Structured 
DataTypes. 

 

Client Attribute Client 
Write Quality & 
TimeStamp 

Use the Write Service to also write 
StatusCode and/or Timestamps along with a 
Value. 

 

Client Attribute Client 
Historical Read 

The Client makes use of the HistoryRead 
service. The details of which aspect of this 
service are used are provided by additional 
ConformanceUnits, but at least one or more 
of the following is used ReadRaw, 
ReadAtTime, ReadProcessed, ReadModified 
or ReadEvents. 

 

Client Attribute Client 
Historical 
Updates 

The Client makes use of the HistoryUpdate 
service. The details of this usage are 
provided by additional ConformanceUnits, but 
at least one or more of the following must be 
provided: InsertData, InsertEvent, 
ReplaceData, ReplaceEvent,  UpdateData, 
UpdateEvents, DeleteData or DeleteEvents 
or DeleteAtTime. 

 

 

The Method Service Set is composed of ConformanceUnits (see Table 8). The primary 
ConformanceUnits provide support for the call functionality. Servers may provide some 
aspects of this functionality; see Profiles categorized as Server Profiles for details. Clients 
may support some aspects of this functionality; see Profiles categorized as Client Profiles for 
details. 

Table 8 – Method Services 

Category Title Description Derived 
Server Method Call Support the Call Service to call (invoke) a 

Method which includes support for Method 
Parameters. 

 

Client Method Client 
Call 

Use the Call Service to call one or several 
Methods. 

 

 

The MonitoredItem Service Set is composed of multiple ConformanceUnits (see Table 9). 
Servers may provide some aspects of this functionality; see Profiles categorized as Server 
Profiles for details. Clients may support some aspects of this functionality; see Profiles 
categorized as Client Profiles for details. 
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Table 9 – Monitored Item Services 

Category Title Description Derived 
Server Monitor Basic Support the following MonitoredItem 

Services: CreateMonitoredItems, 
ModifyMonitoredItems, 
DeleteMonitoredItems and 
SetMonitoringMode. 

 

Server Monitor Value Change Support creation of MonitoredItems for 
Attribute value changes. This includes 
support of the IndexRange to select a 
single element or a range of elements 
when the Attribute value is an array. 

 

Server Monitored Items 
Deadband Filter 

Supports an absolute Deadband filter as 
a DataChangeFilter for numeric data 
types. 

 

Server Monitor Aggregate 
Filter 

Support for Aggregate filters for 
MonitoredItems. The result of this 
ConformanceUnit includes a list of 
Aggregates that are supported as part of 
the Profile Certificate. 

 

Server Monitor Alternate 
Encoding 

Support alternate encoding when 
monitoring value Attributes. 
By default, every Server has to support 
the encoding of the currently used Stack 
Profile (i.e. binary with UA Binary 
Encoding and XML with XML Encoding). 
This ConformanceUnit – when supported 
– specifies that the other encoding is 
supported in addition. 

 

Server Monitor Items 2 Support at least 2 MonitoredItems per 
Subscription. 

 

Server Monitor Items 10 Support at least 10 MonitoredItems per 
Subscription. 

 

Server Monitor Items 100 Support at least 100 MonitoredItems per 
Subscription. 
This number has to be supported for at 
least half of the required Subscriptions 
for half of the required Sessions. 

 

Server Monitor Items 500 Support at least 500 MonitoredItems per 
Subscription. 
This number has to be supported for at 
least half of the required Subscriptions 
for half of the required Sessions. 

 

Server Monitor QueueSize_1 This ConformanceUnit does not require 
queuing when multiple value changes 
occur during a “publish period”. 
I.e. the latest change will be sent in the 
Notification. 

 

Server Monitor 
MinQueueSize_02 

Support at least 2 queue entries for 
MonitoredItems. 
Servers often will adapt the queue size 
to the number of currently 
MonitoredItems. However, it is expected 
that Servers support this minimum queue 
size for at least one third of the 
supported MonitoredItems. 
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Category Title Description Derived 
Server Monitor 

MinQueueSize_05 
Support at least 5 queue entries for 
MonitoredItems. 
Servers often will adapt the queue size 
to the number of currently 
MonitoredItems. However, it is expected 
that Servers support this minimum queue 
size for at least one third of the 
supported MonitoredItems. 

 

Server Monitor 
QueueSize_ServerMax 

This ConformanceUnit is for events. 
When the Client requests 
queuesize=MAXUInt32 the Server is to 
return the maximum queue size that it 
can support for event notifications as the 
revisedQueueSize. 

 

Server Monitor Triggering Support the SetTriggering Service to 
create and/or delete triggering links for a 
triggering item. 

 

Server Monitor Events Support creation of MonitoredItems for 
an "EventNotifier Attribute" for the 
purpose of Event Notification. The 
subscription includes supporting a filter 
that includes SimpleAttribute Operands 
and a select list of Operators.  The list of 
Operators includes: Equals, IsNull, 
GreaterThan, LessThan, 
GreaterThanorEqual, LessThatorEqual, 
Like, Not, Between, InList, And, Or, 
Cast, BitwiseAnd, BitwiseOr. 

 

Server Monitor Complex 
Event Filter 

Support for complex Event filters, where 
complex is defined as supporting the 
complex filter operator (TypeOf). 

 

Client Monitor Client Value 
Change 

Use the MonitoredItem Service Set to 
register items for changes in Attribute 
value. 
Use CreateMonitoredItems to register 
the Node/Attribute tuple. Set proper 
sampling interval, Deadband filter and 
queuing mode. 
Use disabling / enabling instead of 
deleting and re-creating a 
MonitoredItem. 
Use bulk operations rather than 
individual service requests to reduce 
communication overhead. 

 

Client Monitor Client 
Deadband Filter 

Uses Absolute Deadband filters for 
subscriptions. 

 

Client Monitor Client by 
Index 

Use the IndexRange to select a single 
element or a range of elements when the 
Attribute value is an array. 

 

Client Monitor Client 
Aggregate Filter 

Uses Aggregate filters for Subscriptions.  

Client Monitor Client Events Use the MonitoredItem Service Set to 
create MonitoredItems for Event 
notifications. 

 

Client Monitor Client Event 
Filter 

Use the Event filter when calling 
CreateMonitoredItems to filter the 
desired Events and to select the columns 
to be provided for each Event 
Notification. 
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Category Title Description Derived 
Client Monitor Client 

Complex Event Filter 
Uses complex Event filters.  

Client Monitor Client Modify Use ModifyMonitoredItems Service to 
change the configuration setting. 
Use SetMonitoringMode Service to 
disable / enable sampling and / or 
publishing. 

 

Client Monitor Client Trigger Use the Triggering Model if certain items 
are to be reported only if some other 
item triggers. 
Use proper monitoring mode for these 
items. 
Use SetTriggering Service to link these 
items to the trigger item. 

 

 

The Subscription Service Set is composed of multiple ConformanceUnits (see Table 10). 
Servers may provide some aspects of this functionality; see Profiles categorized as Server 
Profiles for details. Clients may support some aspects of this functionality; see Profiles 
categorized as Client Profiles for details. 
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Table 10 – Subscription Services 

Category Title Description Derived 
Server Subscription Basic Support the following Subscription 

Services: CreateSubscription, 
ModifySubscription, DeleteSubscriptions, 
Publish, Republish and 
SetPublishingMode. 

 

Server Subscription 
Minimum 1 

Support at least 1 Subscriptions per 
Session. 
This number has to be supported for all of 
the minimum required sessions. 

 

Server Subscription 
Minimum 02 

Support at least 2 Subscriptions per 
Session. 
This number has to be supported for at 
least half of the minimum required 
sessions. 

 

Server Subscription 
Minimum 05 

Support at least 5 Subscriptions per 
Session. 
This number has to be supported for at 
least half of the minimum required 
sessions. 

 

Server Subscription Publish 
Min 02 

Support at least 2 Publish Service 
requests per Session. 
This number has to be supported for all of 
the minimum required sessions. Support 
of republish is optional and no notification 
retransmission queue has to be provided 
however the republish service must be 
provided and will return the appropriate 
operation level results. 

 

Server Subscription Publish 
Min 05 

Support at least 5 Publish Service 
requests per Session. 
This number has to be supported for at 
least half of the minimum required 
sessions. Support, as a minimum, the 
number of Publish requests per session 
as the size of the NotificationMessage 
retransmission queue for Republish. 

 

Server Subscription Publish 
Min 10 

Support at least 10 Publish Service 
requests per Session. 
This number has to be supported for at 
least half of the minimum required 
sessions. Support as a minimum, the 
number of Publish requests per session 
as the size of the NotificationMessage 
retransmission queue for Republish. 

 

Server Subscription Publish 
Discard Policy 

Respect the specified policy for 
discarding Publish Service requests. If 
the maximum number of Publish Service 
requests has been queued and a new 
Publish Service request arrives, the 
"oldest" Publish request has to be 
discarded by returning the proper error. 

 

Server Subscription Transfer Support TransferSubscriptions Service to 
transfer a Subscription from one Session 
to another. 
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Category Title Description Derived 
Client Subscription Client 

Basic 
Use the Subscription and MonitoredItem 
Service Set as an efficient means to 
detect changes of Attribute values and / 
or to receive Event occurrences. 
Set appropriate intervals for publishing, 
keep alive notifications and total 
Subscription lifetime. 
Supply a sufficient number of Publish 
requests to the Server so that 
Notifications can be sent whenever a 
publish timer expires. 
Acknowledge received Notifications with 
subsequent Publish requests. 

 

Client Subscription Client 
Republish 

Evaluate the sequence number in 
Notifications to detect lost Notifications. 
Use Republish to request missing 
Notifications. 

 

Client Subscription Client 
Modify 

Allow modification of the Subscription 
configuration using the 
ModifySubscription Service. 

 

Client Subscription Client 
TransferSubscriptions 

The Client supports transferring 
Subscription from other Clients. This 
ConformanceUnit is used as part of 
redundant Clients. 

 

Client Subscription Client 
Multiple 

Use multiple Subscriptions to reduce the 
payload of individual Notifications. 

 

Client Subscription Client 
Publish Configurable 

Send multiple Publish Service requests to 
assure that the Server is always able to 
send Notifications. 
The number of parallel Publish Service 
requests per Session shall be 
configurable. 

 

 

5.3 Transport and communication related features 

Table 11 describes security related ConformanceUnits. All of these ConformanceUnits apply 
equally to both Clients and Servers, where a Client uses the related security unit and a Server 
supports the use of it. These items are defined in detail in IEC 62541-6. It is recommended 
that a Server and Client support as many of these options as possible in order to achieve 
increased levels of interoperability. It is the task of an administrator to determine which of 
these ConformanceUnits are exposed in a given deployed Server or Client application. 
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Table 11 – Security 

Category Title Description Derived 
Security Security Certificate 

Validation 
A certificate will be validated as 
specified in IEC 62541-4. This includes 
among others structure and signature 
examination. Allowing for some 
validation errors to be suppressed by 
administration directive. 

 

Security Security None A suite of algorithms that does NOT 
provide any security settings: 
-> SymmetricSignatureAlgorithm – Not 
Used 
-> SymmetricEncryptionAlgorithm – Not 
Used 
-> AsymmetricSignatureAlgorithm – Not 
Used 
-> SymmetricKeyWrapAlgorithm  – Not 
Used 
-> AsymmetricEncryptionAlgorithm – 
Not Used 
-> KeyDerivationAlgorithm – Not Used 
-> DerivedSignatureKeyLength –  0 
The use of this suite of algorithms must 
be able to be enabled or disabled by an 
administrator. 

 

Security Security None 
CreateSession 
ActivateSession 

When SecurityPolicy=None, the 
CreateSession and ActivateSession 
service allow for a NULL/empty 
signature and do not require 
Application Certificates or a Nonce. 
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Category Title Description Derived 
Security Security Basic 128Rsa15 A suite of algorithms that uses RSA15 

as Key-Wrap-algorithm and 128-Bit for 
encryption algorithms. 
-> SymmetricSignatureAlgorithm – 
HmacSha1 – 
(http://www.w3.org/2000/09/xmldsig#h
mac-sha1). 
-> SymmetricEncryptionAlgorithm – 
Aes128 – 
(http://www.w3.org/2001/04/xmlenc#ae
s128-cbc). 
-> AsymmetricSignatureAlgorithm – 
RsaSha1 – 
(http://www.w3.org/2000/09/xmldsig#rs
a-sha1). 
-> AsymmetricKeyWrapAlgorithm – 
KwRsa15 – 
(http://www.w3.org/2001/04/xmlenc#rsa
-1_5). 
-> AsymmetricEncryptionAlgorithm – 
Rsa15 – 
(http://www.w3.org/2001/04/xmlenc#rsa
-1_5). 
-> KeyDerivationAlgorithm – PSha1 – 
(http://docs.oasis-open.org/ws-sx/ws-
secureconversation/200512/dk/p_sha1)
. 
-> DerivedSignatureKeyLength – 128. 
-> MinAsymmetricKeyLength – 1024 
-> MaxAsymmetricKeyLength – 2048 
-> CertificateSignatureAlgorithm – 
Sha1 
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Category Title Description Derived 
Security Security Basic 256 A suite of algorithms that are for 256-

Bit encryption, algorithms include: 
-> SymmetricSignatureAlgorithm – 
HmacSha1 – 
(http://www.w3.org/2000/09/xmldsig#h
mac-sha1). 
-> SymmetricEncryptionAlgorithm – 
Aes256 – 
(http://www.w3.org/2001/04/xmlenc#ae
s256-cbc). 
-> AsymmetricSignatureAlgorithm – 
RsaSha1 – 
(http://www.w3.org/2000/09/xmldsig#rs
a-sha1). 
-> AsymmetricKeyWrapAlgorithm – 
KwRsaOaep – 
(http://www.w3.org/2001/04/xmlenc#rsa
-oaep-mgf1p). 
-> AsymmetricEncryptionAlgorithm – 
RsaOaep – 
(http://www.w3.org/2001/04/xmlenc#rsa
-oaep). 
-> KeyDerivationAlgorithm – PSha1 – 
(http://docs.oasis-open.org/ws-sx/ws-
secureconversation/200512/dk/p_sha1)
. 
-> DerivedSignatureKeyLength – 192. 
-> MinAsymmetricKeyLength – 1024 
-> MaxAsymmetricKeyLength – 2048 
-> CertificateSignatureAlgorithm – 
Sha1 
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