BS EN 62561-2:2012

A —
[

Lightning Protection System
Components (LPSC)

Part 2: Requirements for conductors
and earth electrodes

[
bSlo ..making excelleDoewriembst.

Document Sharing Hub

Full document details: BS EN 62561-2:2012


http://www.avadocuments.com/doc/bs-en-62561-2-2012
http://www.avadocuments.com/doc/bs-en-62561-2-2012

BS EN 62561-2:2012 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 62561-2:2012. It was
derived from IEC 62561-2:2012. It supersedes BS EN 50164-2:2008,
which will be withdrawn on 16 March 2015.

The CENELEC common modifications have been implemented at the
appropriate places in the text and are indicated by tags (e.g.©@).

The UK participation in its preparation was entrusted to Technical Committee
GEL/81, Protection against lightning.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© The British Standards Institution 2012
Published by BSI Standards Limited 2012
ISBN 978 0 580 61126 1

ICS 29.020; 91.120.40

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee on 31 July 2012.

Amendments issued since publication
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Foreword

The text of document 81/417/FDIS, future edition 1 of JEC 62561-4, prepared by IEC/TC 81, "Lightning
protection”, was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as
EN 62561-2:2012.

A draft amendment, which covers common modifications to |JEC 62561-2 (81/417/FDIS), was prepared
by CLC/TC 81X "Lightning protection" and approved by CENELEC.

The following dates are fixed:

— latest date by which this document has to be (dop) 2013-03-16
implemented at national level
by publication of an identical
national standard or by endorsement

— latest date by which the national standards conflicting (dow) 2015-03-16
with this document have to be withdrawn

This document supersedes EN 50164-2:2008.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

Clauses, subclauses, notes, tables, figures and annexes which are additional to those in
IEC 62561-2:2012 are prefixed “Z”.

Endorsement notice

The text of the International Standard IEC 62561-2:2012 was approved by CENELEC as a European
Standard with agreed common modifications.
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COMMON MODIFICATIONS

Whole document
Replace all references to IEC 62305 by references to EN 62305.

Replace all references to IEC 62561 by references to EN 62561.

4 Requirements

Under 4.3, Table 1, footnote ¢, replace "JEC 60228" by "EN 6022g".

Under 4.5, Table 3, footnote ', replace "[EC 6022d" by "EN 60228".

5 Tests

Under 5.2.5.1, 1% line, replace “|SO 6892-1" by “EN 1SO 6892-1".

Under 5.2.5.1, 3 line, replace “as per D.1 of [SO6892-1:200" by “as per D.1 of
EN 1ISO 6892-1 :2003".

Annexes

Annex A (normative) Environmental test for conductors, air termination rods and earth
lead-in rods

In A.1, replace twice "JEC 60068-2-52:1996" by "EN 60068-2-52:1996".
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Add the following new annexes:

Annex ZA
(normative)

Normative references to international publications

with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE Where an International Publication has been modified by common modifications, indicated by (mod), the relevant

EN/HD applies.
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Environmental testing —
Part 2: Tests — Test Kb: Salt mist, cyclic (sodium
chloride solution)

Protection against lightning —
Part 3: Physical damage to structures and life hazard

Protection against lightning —
Part 4: Electrical and electronic systems within
structures

Lightning Protection System Components (LPSC) —
Part 1: Requirements for connection components

Metallic coatings — Hot dip galvanized coatings on
ferrous metals — Gravimetric determination of the
mass per unit area

Hot dip galvanized coatings on fabricated iron and
steel articles — Specifications and test methods

Non-magnetic coatings on magnetic substrates —
Measurement of coating thickness — Magnetic method

Metallic materials — Tensile testing —
Part 1: Method of test at room temperature

Copper alloys — Ammonia test for stress corrosion
resistance
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Annex ZB
(informative)

Identification and differences of tests between
EN 62561-2:2012 and EN 50164-2:2008

Table ZB.1 - Identification and differences of tests
between EN 62561-2:2012 and EN 50164-2:200§

Test EN 62561-2:2012 | Relerence: | ENwoiez5000g | Reference: -
description Clause: Annex Clause: Annex Remarks/Deviations
’ Table/Figure ’ Table/Figure
General
conditions for 5.1 5.1 None
tests
Tests for
thickness 5.2.1 Table 1 521 Table 1 None
coating on Table 3
conductors
Bend and
adhesion test 522 522 None
for coated
conductors
Environmental A1 Same tests. Listed
test 523 A.2 5.2.3 Annex A asA.1and A.2in
’ EN 62561-2:2012
Tensile and Table 2
elongation test 524 Table 4 524 Table 2 None
Electrical Annex D Annex D
resistivity test 525 Table 2 5.2.5 Table 2 None
y Table 4 Table 4
Tests for
thickness 5.3.1 Table 3 5.3.1 Table 3 None
coating on
earth rods
Adhesion test 5.3.2 Figure 2 5.3.2 Figure 3 None
Bend test 5.3.3 5.3.3 None
Environmental A Same tests. Listed
test 534 A.2 5.3.4 Annex A asA.1and A.2in
) EN 62561-2:2012
Tens”fezttrength 535 Table 4 535 Table 4 None
Electrical Annex D Annex D
resistivity test 5.3.7 Table 4 536 Table 4 None
Yield/tensile 5.3.6 Table 4 5.3.7 Table 4 None
ratio test
Compression
test for joints for 5.4.1 Figure 4 541 Figure 2 None
earth rods
Environmental A1 Same test. Listed as
clectrical tests 54.2 A2 54.2 Annex A A.1,A2and A3in
A3 EN 62561-2:2012
. Addition to
Marking test 55 EN 62561-2:2012
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Bibliography
Add the following reference:

EN 50164-2:2008, Lightning Protection Components (LPC) — Part 2: Requirements for conductors and
earth electrodes
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INTRODUCTION

This part of IEC 62561 deals with the requirements and tests for lightning protection system
components (LPSC) used for the installation of a lightning protection system (LPS) designed
and implemented according to the IEC 62305 series of standards.
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LIGHTNING PROTECTION SYSTEM COMPONENTS (LPSC) -

Part 2: Requirements for conductors and earth electrodes

1 Scope

This part of IEC 62561 specifies the requirements and tests for:

— metallic conductors (other than “natural” conductors) that form part of the air termination
system and down conductors;

— metallic earth electrodes that form part of the earth termination system.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC 60068-2-52:1996, Environmental testing — Part 2-52: Tests — Test Kb: Salt mist, cyclic
(sodium chloride solution)

EC 60228, Conductors of insulated cables

IEC 62305-3, Protection against lightning — Part 3: Physical damage to structures and life
hazard

EC 62305-4, Protection against lightning — Part 4: Electrical and electronic systems within
Structures

IEC 62561-1, Lightning protection system components (LPSC) — Part 1: Requirements for
connection components

SO 1460, Metallic coatings — Hot dip galvanized coatings on ferrous materials — Gravimetric
determination of the mass per unit area

SO 1461, Hot dip galvanized coatings on fabricated iron and steel articles — Specifications
and test methods

SO 2178, Non-magnetic coatings on magnetic substrates — Measurement of coating
thickness — Magnetic method

ISO 6892-1:2009, Metallic materials — Tensile testing — Part 1: Method of test at room
temperature

ISO 6957:1988, Copper alloys — Ammonia test for stress corrosion resistance

ISO 6988:1985, Metallic and other non-organic coatings — Sulphur dioxide test with general
condensation of moisture

Documents

Document Sharing Hub

Full document details: BS EN 62561-2:2012


http://dx.doi.org/10.3403/00818801
http://dx.doi.org/10.3403/03238792U
http://dx.doi.org/10.3403/30091814U
http://dx.doi.org/10.3403/00528663U
http://dx.doi.org/10.3403/01584472U
http://dx.doi.org/10.3403/30309407U
http://dx.doi.org/10.3403/30144369
http://dx.doi.org/10.3403/00527526
http://www.avadocuments.com/doc/bs-en-62561-2-2012
http://www.avadocuments.com/doc/bs-en-62561-2-2012

BS EN 62561-2:2012
-8- 62561-2 © IEC:2012(E)

3 Terms and definitions
For the purpose of this document, the following terms and definitions apply.

31

air termination system

part of an external LPS using metallic elements such as rods, mesh conductors or catenary
wires intended to intercept lightning flashes

3.2

air termination rod

air termination conductor

part of the air termination system for intercepting and conducting direct lightning flashes to
the structure

3.3

down conductor

part of an external lightning protection system which is intended to conduct lightning current
from the air termination system to the earth termination system

3.4

earth termination system

part of an external lightning protection system which is intended to conduct and disperse
lightning current to the earth

3.5

earth electrode

part or group of parts of the earth termination system which provides direct electrical contact
with and disperses the lightning current to the earth

Note 1 to entry Typical examples are earth rod, earth conductor and earth plate.

3.6
earth rod
an earth electrode consisting of a metal rod driven into the ground

[IEC 60050-604:1987, 604-04-09]

3.7
earth conductor
earth electrode consisting of a conductor buried in the ground

3.8
earth plate
an earth electrode consisting of a metal plate buried in the ground

[IEC 60050-604:1987, 604-04-10]

3.9

joint for earth rod

part of the earth termination system that facilitates the coupling of one section of an earth rod
to another for the purpose of deep driving

3.10
driving head
tool used in those applications where it is necessary to drive the earth rod
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