BS EN 62618:2016

on

Radiation protection
Instrumentation —
Spectroscopy-based
alarming Personal Radiation
Detectors (SPRD) for the
detection of illicit trafficking
of radioactive material

°
bSl. Documents

Document Sharing Hub

Full document details: BS EN 62618:2016


http://www.avadocuments.com/doc/bs-en-62618-2016
http://www.avadocuments.com/doc/bs-en-62618-2016

BS EN 62618:2016 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 62618:2016. It is
identical to IEC 62618:2013.

The UK participation in its preparation was entrusted to Technical
Committee NCE/2, Radiation protection and measurement.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of
a contract. Users are responsible for its correct application.

© The British Standards Institution 2016.
Published by BSI Standards Limited 2016

ISBN 978 0 580 88649 2
ICS 13.280

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2016.

Amendments/corrigenda issued since publication

Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 62618:2016


http://www.avadocuments.com/doc/bs-en-62618-2016
http://www.avadocuments.com/doc/bs-en-62618-2016

BS EN 62618:2016

EUROPEAN STANDARD EN 62618
NORME EUROPEENNE
EUROPAISCHE NORM October 2016

ICS 13.280

English Version

Radiation protection instrumentation - Spectroscopy-based
alarming Personal Radiation Detectors (SPRD) for the detection
of illicit trafficking of radioactive material
(IEC 62618:2013)

Instrumentation pour la radioprotection - Détecteurs Strahlenschutz-Messgerate - Spektroskopie-basierte
individuels spectroscopiques d'alarme aux rayonnements alarmgebende personliche Strahlungsdetektoren fiir den
(SPRD) pour la détection du trafic illicite des matieres Nachweis von unerlaubt transportiertem radioaktivem

radioactives Material
(IEC 62618:2013) (IEC 62618:2013)

This European Standard was approved by CENELEC on 2016-09-05. CENELEC members are bound to comply with the CEN/CENELEC
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC
Management Centre or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the
same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, the Czech Republic,
Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europiisches Komitee fiir Elektrotechnische Normung

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2016 CENELEC All rights of exploitation in any form and by any means reserved worldwide for CENELEC Members.

ROGUMBDES <

Document Sharing Hub

Full document details: BS EN 62618:2016


http://www.avadocuments.com/doc/bs-en-62618-2016
http://www.avadocuments.com/doc/bs-en-62618-2016

BS EN 62618:2016
EN 62618:2016 (E)

European foreword

This document (EN 62618:2016) consists of the text of IEC 62618:2013 prepared by SC 45B
“Radiation protection instrumentation” of IEC/TC 45 “Nuclear instrumentation”.

The following dates are fixed:

¢ latest date by which this document has to be (dop) 2017-09-05
implemented
at national level by publication of an identical
national standard or by endorsement

e latest date by which the national standards conflicting (dow) 2019-09-05
with this document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

Endorsement notice

The text of the International Standard IEC 62618:2013 was approved by CENELEC as a European
Standard without any modification.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

RADIATION PROTECTION INSTRUMENTATION -
SPECTROSCOPY-BASED ALARMING PERSONAL RADIATION
DETECTORS (SPRD) FOR THE DETECTION OF ILLICIT TRAFFICKING
OF RADIOACTIVE MATERIAL

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply |IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard |IEC 62618 has been prepared by subcommittee 45B: Radiation
protection instrumentation, of IEC technical committee 45: Nuclear instrumentation.

The text of this standard is based on the following documents:

FDIS Report on voting
45B/751/FDIS 45B/758/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.
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The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data
related to the specific publication. At this date, the publication will be

* reconfirmed,

* withdrawn,

* replaced by a revised edition, or
*+ amended.
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RADIATION PROTECTION INSTRUMENTATION -
SPECTROSCOPY-BASED ALARMING PERSONAL RADIATION
DETECTORS (SPRD) FOR THE DETECTION OF ILLICIT TRAFFICKING
OF RADIOACTIVE MATERIAL

1 Scope and object

This International Standard applies to Spectroscopy-based alarming Personal Radiation
Detectors (SPRD) which represent a new instrument category between alarming Personal
Radiation Devices (PRD) and Radionuclide Identification Devices (RID). SPRDs are advanced
PRDs that can be worn on a belt or in a pocket to alert the wearer of the presence of a
radiation source. They are not intended for accurate measurement of personal or ambient
dose equivalent (rate). In addition to the features of conventional PRDs, SPRDs provide rapid
simultaneous search and identification capability to locate and identify radiation sources.
They can discriminate innocent alarms such as Naturally Occurring Radioactive Materials
(NORM) or medical radionuclides against industrial sources or Special Nuclear Material
(SNM). Because of their limited sensitivity, SPRDs cannot replace RIDs. For first responders,
SPRDs can be particularly useful for immediate response measures.

This standard does not apply to the performance of radiation protection instrumentation which
is covered in |JEC 61526 and JEC 62401

The object of this standard is to establish performance requirements, provide examples of
acceptable test methods and to specify general characteristics, general test conditions,
radiological, environmental, mechanical and electromagnetic characteristics that are used to
determine if an instrument meets the requirements of this standard. The results of tests
performed provide information to end-users and manufacturers on instrument capability for
reliable detection, localization and identification of radiation sources.

Obtaining operating performance that meets or exceeds the specifications as stated in this
standard depends upon properly establishing appropriate operating parameters, maintaining
calibration, implementing a suitable maintenance program, auditing compliance with quality
control requirements and providing proper training for operating personnel.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60050-393:2003, International Electrotechnical Vocabulary (IEV) — Part 393: Nuclear
instrumentation — Physical phenomena and basic concepts

IEC 60050-394:2007, International Electrotechnical Vocabulary (IEV) — Part 394: Nuclear
instrumentation — Instruments, systems, equipment and detectors

EC 60529, Degrees of protection provided by enclosures (IP Code)
IEC 61187, Electrical and electronic measuring equipment — Documentation

IEC 62706, Radiation protection instrumentation — Environmental, electromagnetic and
mechanical performance requirements Documents
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EC 62758, Radiation protection instrumentation — Data format for radiation instruments used
in the detection of illicit trafficking of radioactive materials

, X and gamma reference radiation for calibrating dosemeters and doserate meters
and for determining their response as a function of photon energy — Part 3: Calibration of area
and personal dosemeters and the measurement of their response as a function of energy and
angle of incidence

ISO 8529-1:2001, Reference neutron radiations — Part 1: Characteristics and methods of
production

ICRU Report 39:1985, Determination of Dose Equivalents Resulting from External Radiation
Sources, International Commission on Radiation Units and measures

ICRU Report 47:1992, Measurement of Dose Equivalents from External Photon and Electron
Radiations, International Commission on Radiation Units and measures

3 Terms, definitions, abbreviations, quantities, and units

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions, as well as those given
in [IEC 60050-393 and IEC 60050-394 apply.

3.11
acceptable or correct identification
when an instrument correctly identifies only the radio nuclides present

3.1.2

accuracy of measurement

closeness of the agreement between the result of a measurement and the conventionally true
value of the measurand

Note 1 to entry: “Accuracy” is a quantitative concept.

Note 2 to entry: The term precision should not be used for “accuracy”.

[SOURCE: IEC 60050-394:2007, 394-40-35]

3.1.3

alarm

an audible, visual, or other signal activated when the instrument reading exceeds a preset
value or falls outside of a preset range

314
alarm criteria
condition that causes an instrument to alarm

3.1.5

ambient dose equivalent H*(10)

dose equivalent at a point in a radiation field, produced by the corresponding aligned and
expanded field, in the ICRU sphere at a depth of 10 mm, on the radius opposing the direction
of the aligned field (see ICRU Report 39 and 47)

Note 1 to entry: In defining these quantities, it is useful to stipulate certain radiation fields that are derived from
the actual radiation field. The terms "expanded" and "aligned" are used to characterise these derived radiation
fields. In the expanded field, the fluence and its angular and energy distribution have the same values throughout
the volume of interest as in the actual field at the point of reference. In the aligned and expanded field, the fluence
and its energy distribution are the same as in the expanded field but the fluence is unidirectional. Documents
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Note 2 to entry: The ICRU sphere (see ICRU Report 33) is a 30 cm diameter, tissue-equivalent sphere with a
density of 1 g-cm~3 and a mass composition of tissue equivalent material (see IEC 60050-393, 393-14-78).

Note 3 to entry: The recommended depth d, for environmental monitoring in terms of H*(d) is 10 mm, and H*(d)
may then be written as H*(10).

Note 4 to entry: An instrument that has an isotropic response and is calibrated in terms of H*(d) will measure
H*(d) in radiation fields that are uniform over the dimensions of the instrument.

Note 5 to entry: The definition of H*(d) requires the design of the instrument to take account of backscatter.

[SOURCE: IEC 60050-393:2003, 393-14-95]

3.1.6

ambient dose equivalent rate H *(10)

the quotient of the ambient dose equivalent at the recommended depth for environmental
monitoring of 10 mm dH*(10) by dt, where dH*(10) is the increment of ambient dose
equivalent in the time interval dt (see 3.4)

dH *(10)

H*(10) =
dt
3.1.7
background radiation level
radiation field in which the instrument is intended to operate, including background produced
by naturally occurring radioactive material

3.1.8

confidence indication

an indication provided by the instrument to assess the reliability assigned to the validity of the
identification. For each identified radionuclide, the instrument indicates the likelihood of its
correct identification.

3.1.9
coefficient of variation

ratio of the standard deviation o to the arithmetic mean x of a set of n measurements x; given
by the following formula:

COVz%zl- LI of s

X n —1 1
[SOURCE: IEC 60050-394:2007, 394-40-14]

3.1.10

conventionally true value of a quantity

value attributed to a particular quantity and accepted, sometimes by convention, as having an
uncertainty appropriate for a given purpose

Note 1 to entry: "Conventionally true value of a quantity" is sometimes called assigned value, best estimate of the
value, conventional value or reference value.

Note 2 to entry: A conventionally true value is, in general, regarded as sufficiently close to the true value for the
difference to be insignificant for the given purpose. For example, a value determined from a primary or secondary
standard or by a reference instrument, may be taken as the conventionally true value.

[SOURCE: IEC 60050-394:2007, 394-40-10]

3.1.11
false alarm Documents

alarm not caused by an increase in radiation level over background conditions
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3.1.12

functionality test

procedure to measure potential changes in the instrument response, such as drift in energy
calibration or sensitivity

3.1.13
influence quantity
quantity that is not the measurand but that affects the result of the measurement

Note 1 to entry: For example, temperature of a micrometer used to measure length.

[SOURCE: IEC 60050-394:2007, 394-40-27]

3.1.14

innocent alarm

an alarm caused by an increase in radiation resulting from non-threat radioactive material
such as NORM (e.qg. fertilizer, ceramic tiles) or medical radionuclides

3.1.15
manufacturer
includes the designer of the equipment

3.1.16

precision

the degree to which repeated measurements under unchanged conditions show the same
result (also called reproducibility or repeatability)

3.1.17
radioactive material
material containing one or more constituents exhibiting radioactivity

Note 1 to entry: For the purpose of this standard, radioactive material includes special nuclear material.

[SOURCE: IEC 60050-393:2003, 393-12-46]

3.1.18
reference point of an instrument
mark on the equipment at which the instrument is positioned for the purpose of calibration

Note 1 to entry: The point from which the distance to the source is measured.

Note 2 to entry: The reference point for calibration is also used as reference point for testing.

[SOURCE: IEC 60050-394:2007, 394-40-15]

3.1.19
reference source
radioactive secondary standard source for use in calibration of the measuring instrument

Note 1 to entry: In this standard, reference sources for calibration are used for testing.

[SOURCE: IEC 60050-394:2007, 394-40-19]

3.1.20

safety alarm

an audible and visual signal for detection of high radiation levels, which requires immediate
radiation safety measures

3.1.21
source indication alarm
an audible and/or visual signal to indicate the presence of a radiation source Documents
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