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National foreword

This British Standard is the UK implementation of EN 62637-1:2011. It is
identical to IEC 62637-1:2011.

The UK participation in its preparation was entrusted to Technical Committee
EPL/100, Audio, video and multimedia systems and equipment.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© BSI 2011
ISBN 978 0 580 75273 5
ICS 33.160.99; 97.180

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee on 31 July 2011.

Amendments issued since publication

Amd. No. Date Text affected
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English version

Battery charging interface for small handheld multimedia devices - Part 1:
2 mm barrel interface
(IEC 62637-1:2011)

Interface de charge de batterie pour petits Batterie-Ladeschnittstelle fur kleine
appareils multimédia portables — Partie 1: tragbare Multimedia-Gerate -
Spécification de l'interface cylindrique Teil 1: 2-mm-Zylinder-Schnittstellen-
2 mm Spezifikation

(CEI 62637-1:2011) (IEC 62637-1:2011)

This European Standard was approved by CENELEC on 2011-05-04. CENELEC members are bound to comply
with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and notified
to the Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus,
the Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy,
Latvia, Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia,
Spain, Sweden, Switzerland and the United Kingdom.
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© 2011 CENELEC -  All rights of exploitation in any form and by any means reserved worldwide for CENELEC members.
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Foreword

The text of document 100/1673/CDV, future edition 1 of |EC 62637-1|, prepared by technical area 1,
Terminals for audio, video and data services and contents, of IEC TC 100, Audio, video and multimedia

systems and equipment, was submitted to the IEC-CENELEC parallel vote and was approved by
CENELEC as EN 62637-1 on 2011-05-04.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN and CENELEC shall not be held responsible for identifying any or all such patent
rights.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2012-02-04

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2014-05-04

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 62637-1:2011 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following note has to be added for the standard indicated:

|EC 61076-2-102:2009 NOTE Harmonized as EN 61076-2-102:2009 (not modified).
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD
applies.

Publication Year Title EN/HD Year
EC 62637-2 - Battery charging interface for small handheld EN 62637-2 -

multimedia deviced -
Part 2: 2mm barrel type interface
conformance testing
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BATTERY CHARGING INTERFACE FOR SMALL HANDHELD
MULTIMEDIA DEVICES -

Part 1: 2 mm barrel interface

1 Scope

This part of IEC 62637 defines a charging interface between small handheld multimedia
devices and power-supply accessories, specifically chargers. Devices, which could be based
on this standard may vary over time, but have to comply with the limited power available?.

The interface is a 2 mm barrel type charging interface. This standard does not include the
whole charger nor does it include the internal functions of the device. Chargers and devices
shall follow the applicable EMC and safety standards. The scope of this part of IEC 62637 is
illustrated in Figure 1.

Charger Mobile device Battery
Operational, safety, erational, safety and reliability Operational, safety and
reﬂability standard)é tgndards, reﬁgblllty standari Is
National / International ational / International Standards National / International
Standards Standards

EM SW
Protectio Protection Charging Protection / safety Battery
Energy elements | | =%/ elements solution T’ elements cell
al

\ Charger interface specification

- Electrical parameters

- Mechanical parameters IEC 481/11

Figure 1 — Scope of the charging interface standard

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

EC 62637-4, Battery charging interface for small handheld multimedia devices — Part 2:
2 mm barrel type interface conformance testing

1 Devices like mobile phones, MP-3 players, portable radio receivers, small handheld TV regeivar -
navigators, gaming devices, digital cameras may use this interface if the delivered power is deqm&ﬁi"ﬁents
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