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Foreword 

The text of document 34A/1526/FDIS, future edition 1 of IEC 62639, prepared by SC 34A, "Lamps", of 
IEC/TC 34, "Lamps and related equipment" was submitted to the IEC-CENELEC parallel vote and 
approved by CENELEC as EN 62639:2012. 

 
The following dates are fixed: 

• latest date by which the document has 
to be implemented at national level by 
publication of an identical national 
standard or by endorsement 

(dop) 2012-12-27 

• latest date by which the national 
standards conflicting with the 
document have to be withdrawn 

(dow) 2015-03-27 

 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent 
rights. 
 

Endorsement notice 
The text of the International Standard IEC 62639:2012 was approved by CENELEC as a European 
Standard without any modification. 
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Annex ZA 
(normative) 

  
Normative references to international publications 

with their corresponding European publications 
  
The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.  
  
NOTE   When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD 
applies.  
  
Publication Year Title EN/HD Year 
  

IEC 60081 1997 Double-capped fluorescent lamps - 
Performance specifications 

EN 60081 1998 
 

  

IEC 60598-1 - Luminaires -  
Part 1: General requirements and tests 

EN 60598-1 - 
 

  

IEC 60929 - AC and/or DC-supplied electronic control gear 
for tubular fluorescent lamps - Performance 
requirements 

EN 60929 - 

 

  

IEC 61347-2-3 - Lamp controlgear -  
Part 2-3: Particular requirements for a.c. 
and/or d.c. supplied electronic control gear for 
fluorescent lamps 

EN 61347-2-3 - 

 

  

IEC 62532 2011 Fluorescent induction lamps - Safety 
specifications 

EN 62532 2011 
 

 
 

BS EN 62639:2012

Full document details: BS EN 62639:2012

http://dx.doi.org/10.3403/00326101U
http://dx.doi.org/10.3403/00326101U
http://dx.doi.org/10.3403/00218328U
http://dx.doi.org/10.3403/00989122U
http://dx.doi.org/10.3403/00989122U
http://dx.doi.org/10.3403/30164733U
http://dx.doi.org/10.3403/30164733U
http://dx.doi.org/10.3403/30184406U
http://dx.doi.org/10.3403/30184406U
http://www.avadocuments.com/doc/bs-en-62639-2012
http://www.avadocuments.com/doc/bs-en-62639-2012


 – 2 – 62639  IEC:2012 

 

CONTENTS 
INTRODUCTION ..................................................................................................................... 5 
1 Scope ............................................................................................................................... 6 
2 Normative references ....................................................................................................... 6 
3 Terms and definitions ....................................................................................................... 6 
4 Lamp requirements ........................................................................................................... 7 

4.1 General ................................................................................................................... 7 
4.2 Marking ................................................................................................................... 8 

4.2.1 General ....................................................................................................... 8 
4.2.2 Correlated colour temperature (CCT) and colour rendering index (Ra) ......... 8 
4.2.3 Polarity ........................................................................................................ 8 

4.3 Dimensions ............................................................................................................. 8 
4.4 Starting characteristics ............................................................................................ 8 
4.5 Electrical characteristics .......................................................................................... 8 
4.6 Photometric characteristics ..................................................................................... 8 
4.7 Lumen maintenance ................................................................................................ 9 
4.8 Life .......................................................................................................................... 9 

5 Information for ballast design ........................................................................................... 9 
6 Information for luminaire design ....................................................................................... 9 
7 Data sheets ...................................................................................................................... 9 

7.1 Diagrammatic data sheets for location of lamp dimensions ...................................... 9 
7.2 Lamp data sheets .................................................................................................. 18 
7.3 Maximum outline sheets ........................................................................................ 44 

Annex A (normative)  Method of test for starting characteristics ............................................ 55 
Annex B (normative)  Method of test for electrical and photometric characteristics ................ 57 
Annex C (normative)  Method of test for lumen maintenance and life .................................... 61 
Annex D (informative)  Information for ballast design ............................................................ 62 
Annex E (informative)  Information for luminaire design ........................................................ 66 
Bibliography .......................................................................................................................... 67 
 
Figure A.1 – Test circuit for measurement of starting characteristics ..................................... 56 
Figure B.1 – Schematic set-up for measurement of electrical characteristics of 
externally coupled induction lamps and photometrical characteristics ................................... 59 
Figure B.2 – Example of calorimetric set-up for measurement of power of internally a-
type coupled induction lamps ................................................................................................ 60 
Figure D.1 – Circuit for testing ballasts – Lamp voltage, lamp current, phase shift and 
frequency measured at starting and during operation ............................................................ 63 
Figure D.2 – Circuit for testing ballasts – Lamp voltage, current and frequency 
measured at starting ............................................................................................................. 64 
Figure D.3 – Circuit for testing ballasts – Lamp voltage, current, phase shift and 
frequency measured during operation ................................................................................... 65 
 
Table A.1 – Frequencies of specially prepared ballasts ......................................................... 55 
 

BS EN 62639:2012

Full document details: BS EN 62639:2012

http://www.avadocuments.com/doc/bs-en-62639-2012
http://www.avadocuments.com/doc/bs-en-62639-2012


62639  IEC:2012 – 5 – 

 

INTRODUCTION 

Performance standard IEC 62639 follows IEC 62532:2011-01, which is the safety standard for 
induction lamps. 

Requirements are given on marking, dimensions, starting characteristics, electrical 
characteristics, photometric characteristics, lumen maintenance and life. Further, information 
is given for designing ballasts and luminaires. 

The requirements are detailed by means of lamp data sheets, diagrammatic data sheets and 
maximum lamp outline sheets. 
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FLUORESCENT INDUCTION LAMPS –  
PERFORMANCE SPECIFICATION 

 
 
 

1 Scope 

This International Standard specifies the performance requirements for fluorescent induction 
lamps for general lighting purposes. 

In this standard, the term “lamp” stands for “induction lamp”. 

It may be expected that lamps which comply with this standard will start and operate 
satisfactorily at voltages between 92 % and 106 % of rated supply voltage and at an ambient 
air temperature between 10 °C and 50 °C, when operated with ballasts complying with 
IEC 60929 and IEC 61347-2-3, as far as applicable, and in a luminaire complying with 
IEC 60598-1. 

NOTE For some lamps, additional information for ballast design is given for proper starting at an ambient air 
temperature of –15 °C. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60081:1997, Double-capped fluorescent lamps – Performance specifications 

IEC 60598-1, Luminaires – Part 1: General requirements and tests 

IEC 60929, AC and/or DC-supplied electronic control gear for tubular fluorescent lamps – 
Performance requirements 

IEC 61347-2-3, Lamp control gear – Part 2-3: Particular requirements for a.c. and/or d.c. 
supplied electronic control gear for fluorescent lamps 

IEC 62532:2011, Fluorescent induction lamps – Safety specifications 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 62532 and 
IEC 60081 apply, together with the following. 

3.1  
ambient temperature 
Tamb 
average temperature of air or another medium in the vicinity of the lamp 
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3.2  
stabilization period 
time required after switching on a lamp to reach stable values of luminous flux or lamp voltage 

Note 1 to entry: Requirements on luminous flux are given in 4.6 and on tolerance of luminous flux in Clause B.2. 

3.3  
reference ballast 
special electronic ballast, which is specified by the design specification of manufacturer  

It is designed for the purpose of providing comparison standards for use in testing ballasts, for 
the selection of reference lamps or for testing regular production lamps under standardized 
conditions. It is essentially characterized by the fact that, at its rated frequency, it has a stable 
voltage/current ratio which is relatively uninfluenced by variations in current, temperature and 
magnetic surroundings, as outlined in the relevant ballast standard. 

[SOURCE: IEC 60050-845:1987, 845-08-36, modified] 

3.4  
life  
<general term> time during which a lamp is operated until its failure 

Note 1 to entry: Switch-off times are not regarded when calculating life. 

3.5  
nominal life 
life (in hours) as declared by the manufacturer  

It is published together with the switching cycle and failure rate on which it is based. 

Note 1 to entry: Example for a short version: 12B10 (12 h switching cycle / 10 % failures). 

4 Lamp requirements 

4.1 General 

A lamp, on which compliance with this standard is claimed, shall comply with the requirements 
of IEC 62532. 

A lamp has to comply with further requirements or more stringent requirements, if they 
published by manufacturer. 

A lamp shall be so designed that its performance is reliable in normal and accepted use. In 
general, this can be achieved by satisfying the requirements of the following subclauses. 

The requirements and information given apply to 95 % of production. 

NOTE The requirements and tolerances permitted by this standard correspond to the testing of a type test 
sample, submitted by the manufacturer for that purpose. In principle, this type test sample should consist of units 
having characteristics typical of the manufacturer’s production and being as close to the production centre point 
values as possible. 

It may be expected with the tolerances given in the standard that products manufactures in accordance with the 
type test sample will comply with the standard of the majority of production. Due to the production spread however, 
it is inevitable that there will sometimes be products outside the specified tolerances. 

Measurements are carried out under reference conditions with values specified on the data 
sheets, if available. Except where otherwise specified in the annexes, lamps shall be tested in 
an ambient temperature of between 20 °C and 27 °C. 
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4.2 Marking 

4.2.1 General 

In addition to the marking requirements of IEC 62532, the following is specified. 

4.2.2 Correlated colour temperature (CCT) and colour rendering index (Ra) 

The value of the correlated colour temperature and colour rendering index shall be provided 
on the lamp itself or on the packaging (under consideration). The value representing CCT and 
Ra may take the form as given in the International Lamp Coding System (ILCOS). 

NOTE An Ra of 80 and a CCT of 3 000 K may be combined in the abbreviation “830”. 

4.2.3 Polarity 

The polarity shall be identified by marking the terminals (+, -). Other means of identifying are 
possible instead, see Clause B.2. 

4.3 Dimensions 

The dimensions of a lamp shall comply with the values specified on the relevant lamp data 
sheet. 

Compliance: By measuring with callipers or equivalent. 

4.4 Starting characteristics 

A lamp shall start fully within the time specified on the relevant lamp data sheet and remain 
alight. 

Compliance: Visual inspection to verify that lamps are starting and remain alight. If the lamp 
has achieved breakdown at ≤Umin and stayed alight, it has passed the test. 

Conditions and method of test are given in Annex A. 

4.5 Electrical characteristics 

Requirements for lamp voltage and power are given below. 

a) The initial reading of the voltage at the lamp terminals shall comply with the values 
specified on the relevant lamp data sheet. 

b) The initial reading of the power dissipated by a lamp shall not exceed the rated power 
specified on the relevant lamp data sheet by more than 5 %. 

Conditions and method of test are given in Annex B. 

4.6 Photometric characteristics 

Requirements for luminous flux, chromaticity coordinates and colour rendering index are 
given below. 

a) The initial reading of the luminous flux of a lamp shall be not less than 90 % and the 
average of a batch shall be not less than 95 % (under consideration) of the declared 
value. 

b) If specified, the initial reading of the chromaticity co-ordinates x and y of a lamp shall be 
within 5 SDCM (standard deviation of colour matching) from the rated values. 

c) The initial reading of the general colour rendering index Ra of a lamp shall be not less 
than the rated value decreased by three. 
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Conditions and method of test are given in Annex B. 

4.7 Lumen maintenance 

The lumen maintenance of a lamp, at any time in its life, shall be not less than 90 % of the 
rated lumen maintenance value. 

Conditions and method of test are given in Annex C. 

4.8 Life 

Requirements are provided by the lamp manufacturer. 

5 Information for ballast design 

Refer to the relevant lamp data sheet and to Annex D for information for ballast design. 

6 Information for luminaire design 

Refer to the relevant lamp data sheet and to Annex E for information for luminaire design. The 
regional requirements on EMC should be regarded. 

7 Data sheets 

7.1 Diagrammatic data sheets for location of lamp dimensions 
62639-IEC-01 rectangular shaped lamps 
62639-IEC-02 circular shaped lamps 
62639-IEC-03 A110, A130 and A140 shaped lamps 
62639-IEC-04 G95 shaped lamps 
62639-IEC-05 PS110 shaped lamps 
62639-IEC-06 PS180 shaped lamps 
62639-IEC-07 R160 shaped lamps 
62639-IEC-08 T85 shaped lamps 
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 INDUCTION LAMPS 

DIAGRAMMATIC DATA SHEET FOR LOCATION OF 
LAMP DIMENSIONS 

 

 Rectangular shaped, externally coupled, a-type  
 These drawings are intended only to indicate dimensions to be controlled 

and are to be used in conjunction with the relevant lamp standard sheets. 
 

 

 
  

S L4 

W 

D 

L3 

L5 

L1 
L2 

H1 

H2 

 

 

 

 

 

 

 

 

 

Texte français au 
verso 

French text overleaf 
62639-IEC-01-1  

BS EN 62639:2012

Full document details: BS EN 62639:2012

http://www.avadocuments.com/doc/bs-en-62639-2012
http://www.avadocuments.com/doc/bs-en-62639-2012


62639  IEC:2012 – 11 – 

 

 

 INDUCTION LAMPS 

DIAGRAMMATIC DATA SHEET FOR LOCATION OF 
LAMP DIMENSIONS 

 

 Circular shaped, externally coupled, b-type  
 These drawings are intended only to indicate dimensions to be controlled 

and are to be used in conjunction with the relevant lamp standard sheets. 
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 INDUCTION LAMPS 

DIAGRAMMATIC DATA SHEET FOR LOCATION OF 
LAMP DIMENSIONS 

 

 A110, A130 and A140 shaped, internally coupled, a-type  
 These drawings are intended only to indicate dimensions to be controlled 

and are to be used in conjunction with the relevant lamp standard sheets. 
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 INDUCTION LAMPS 

DIAGRAMMATIC DATA SHEET FOR LOCATION OF 
LAMP DIMENSIONS 

 

 G95 shaped, internally coupled, b-type  
 These drawings are intended only to indicate dimensions to be controlled 

and are to be used in conjunction with the relevant lamp standard sheets. 
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 INDUCTION LAMPS 

DIAGRAMMATIC DATA SHEET FOR LOCATION OF 
LAMP DIMENSIONS 

 

 PS110 shaped, internally coupled, b-type  
 These drawings are intended only to indicate dimensions to be controlled 

and are to be used in conjunction with the relevant lamp standard sheets. 
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 INDUCTION LAMPS 

DIAGRAMMATIC DATA SHEET FOR LOCATION OF 
LAMP DIMENSIONS 

 

 PS180 shaped, internally coupled, b-type  
 These drawings are intended only to indicate dimensions to be controlled 

and are to be used in conjunction with the relevant lamp standard sheets. 
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 INDUCTION LAMPS 

DIAGRAMMATIC DATA SHEET FOR LOCATION OF 
LAMP DIMENSIONS 

 

 R160 shaped, internally coupled, b-type  
 These drawings are intended only to indicate dimensions to be controlled 

and are to be used in conjunction with the relevant lamp standard sheets. 
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 INDUCTION LAMPS 

DIAGRAMMATIC DATA SHEET FOR LOCATION OF 
LAMP DIMENSIONS 

 

 T85 shaped, internally coupled, a-type  
 These drawings are intended only to indicate dimensions to be controlled 

and are to be used in conjunction with the relevant lamp standard sheets. 
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7.2 Lamp data sheets 

Lamp data sheets are in the order: 

1) Shape: (a) round, elliptical, parabolic; (b) rectangular; (c) circular 
2) Power, starting with the lowest power 

 

Sheet-No 

62639-IEC- 

Power Frequency Shape Energetic 
coupling 

Lamp 
rated 

System 
nominal 

  

 W kHz   

0035 30 35 135 G95 Internally b-type 

0040 36 40 2 650 T85 Internally a-type 

0050 50 55 135 PS110 Internally b-type 

0055 47 55 2 650 T85 Internally a-type 

0070 63 70 2 650 A110 Internally a-type 

0085 78 85 2 650 A110 Internally a-type 

0100 90 100 2 650 A130 Internally a-type 

0150 135 150 2 650 A140 Internally a-type 

0160 150 165 135 R160 Internally b-type 

0165 150 165 2 650 A130 Internally a-type 

0200 180 200 250 A140 Internally a-type 

0260 240 260 135 PS180 Internally b-type 

1070 70 250 rectangular Externally a-type 

1075 75 250 rectangular Externally a-type 

1080 80 230 rectangular Externally a-type 

1100 100 250 rectangular Externally a-type 

1105 100 230 rectangular Externally a-type 

1120 120 230 rectangular Externally a-type 

1150 150 250 rectangular Externally a-type 

1200 200 230 rectangular Externally a-type 

2080 80 230 circular Externally b-type 

2100 100 230 circular Externally b-type 

2120 120 230 circular Externally b-type 

2150 150 250 circular Externally b-type 

2200 200 250 circular Externally b-type 
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INDUCTION LAMP 

DATA SHEET 

Internally b-type 

Page 1 

 ILCOS: FSGI-30-95/207 

 Nominal system power W 35  

 Bulb shape  G95  
   
 Dimensions (mm)  

 L (height) D (diameter) B (diameter lampbase)  

 207 95 80  
   
 Lamp electrical characteristics  

 Frequency Rated power Rated voltage Starting time (max.)  

 kHz W V s  

 135 30 300 1  
 Test position: Mechanical interface down.  

   

 Information for ballast design  

 Starting and operating characteristics; lamp substitution circuit, see Figures D.1c, D.2c and D.3c.  

 Duration of ignition pulse ∆tmin ms 40  

 Stop of ignition* tmax s 5  

 Ignition voltage U min Vpeak 1 600  

 Magnetising inductance of the 1 core at 25 °C Lem µH 164 ± 5 %  

 Resistance during operation Rd op Ω 1 400  

      

      
    
 Information for luminaire design  

 Maximum lamp ambient temperature (for coupling purpose) t a max. °C 60  
     

     

     

     

     

 * On-time 80 ms ± 40 ms, off-time 1 300 ms ± 700 ms. Repetition 3 times.    

Texte français au 
verso 

French text overleaf 
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INDUCTION LAMP 

DATA SHEET 

Internally a-type 

Page 1 

 ILCOS: not commercially available 

 Nominal system power W 40  

 Bulb shape  T85  
   
 Dimensions (mm)  

 L D B (diameter lamp cap)  

 150 ± 2 85 ± 1 58 ± 0,5  
   
 Lamp electrical characteristics  

 Frequency Rated power Rated voltage Starting time (max.)  

 kHz W V s  

 2 650 ± 0,3 % 36 220 ± 20 0,5  
 Test position: Mechanical interface down.  

   

 Information for ballast design  

 Starting characteristics; lamp substitution circuit for starting, see Figures D.1b and D.2b  

 Duration of ignition pulse ∆tmin ms 100  

 Stop of ignition tmax s 2  

 Ignition voltage U min Vpeak 1 500  

 Equivalent serial resistance @ 2,65 MHz Q-factor  > 35  

 Inductivity @ 2,65 MHz (power coupler substitution circuit) LPC µH 15 ± 0,5  

 Capacitance @ 8,0 MHz (power coupler substitution circuit ) CPC pF 56 ± 5  

 Operating characteristics; lamp substitution circuit for operating, see 
Figures D.1.b and D.3b 

    

 Equivalent arc resistance @ 2,65 MHz (during operation) EAR Ω 205  

 Equivalent arc inductance EAL @ 2,65 MHz (during operation) EAL µH 9,0  

      
    
 Information for luminaire design  

 Maximum lamp ambient temperature (for coupling purpose) t a max. °C 60  
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