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National foreword

This British Standard is the UK implementation of EN 62680-1-2:2017. It is
identical to IEC 62680-1-2:2016.

The UK participation in its preparation was entrusted to Technical Com-
mittee EPL/100, Audio, video and multimedia systems and equipment.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of
a contract. Users are responsible for its correct application.

© The British Standards Institution 2017.
Published by BSI Standards Limited 2017
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Compliance with a British Standard cannot confer immunity from
legal obligations.
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European foreword

The text of document 100/2728/CDV, future edition 1 of IEC 62680-1-2, prepared by IEC/TC 100
“Audio, video and multimedia systems and equipment” was submitted to the IEC-CENELEC parallel
wote and approved by CENELEC as EN 62680-1-2:2017.

The following dates are fixed:

o |atest date by which the document has to be (dop) 2017-09-13
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2019-12-13
standards conflicting with the
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of

patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

Endorsement notice

The text of the International Standard IEC 62680-1-2:2016 was approved by CENELEC as a
European Standard without any modification.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

UNIVERSAL SERIAL BUS INTERFACES FOR DATA AND POWER
Part 1-2: Common components — USB Power Delivery specification

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 62680-1-2 has been prepared by technical area 14: Interfaces and
methods of measurement for personal computing equipment, of IEC technical committee 100:
Audio, video and multimedia systems and equipment.

The text of this standard was prepared by the USB Implementers Forum (USB-IF). The
structure and editorial rules used in this publication reflect the practice of the organization
which submitted it.

The text of this standard is based on the following documents:

CbhV Report on voting
100/2728/CDV 100/2729/RVC

Full information on the voting for the approval of this International Standard can be found in
the report on voting indicated in the above table.
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A list of all parts in the IEC 62680 series, published under the general title Universal serial
bus interfaces for data and power, can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to
the specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

IMPORTANT - The 'colour inside’' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION

The IEC 62680 series is based on a series of specifications that were originally developed by
the USB Implementers Forum (USB-IF). These specifications were submitted to the IEC under
the auspices of a special agreement between the IEC and the USB-IF.

This standard is the USB-IF publication USB Power Delivery Specification Revision 3.0 V.1.0.

The USB Implementers Forum, Inc.(USB-IF) is a non-profit corporation founded by the group
of companies that developed the Universal Serial Bus specification. The USB-IF was formed
to provide a support organization and forum for the advancement and adoption of Universal
Serial Bus technology. The Forum facilitates the development of high-quality compatible USB
peripherals (devices), and promotes the benefits of USB and the quality of products that have
passed compliance testing.

ANY USB SPECIFICATIONS ARE PROVIDED TO YOU "AS IS, "WITH NO WARRANTIES
WHATSOEVER, INCLUDING ANY WARRANTY OF MERCHANTABILITY, NON-
INFRINGEMENT, OR FITNESS FOR ANY PARTICULAR PURPOSE. THE USB
IMPLEMENTERS FORUM AND THE AUTHORS OF ANY USB SPECIFICATIONS DISCLAIM
ALL LIABILITY, INCLUDING LIABILITY FOR INFRINGEMENT OF ANY PROPRIETARY
RIGHTS, RELATING TO USE OR IMPLEMENTATION OR INFORMATION IN THIS
SPECIFICAITON.

THE PROVISION OF ANY USB SPECIFICATIONS TO YOU DOES NOT PROVIDE YOU
WITH ANY LICENSE, EXPRESS OR IMPLIED, BY ESTOPPEL OR OTHERWISE, TO ANY
INTELLECTUAL PROPERTY RIGHTS.

Entering into USB Adopters Agreements may, however, allow a signing company to
participate in a reciprocal, RAND-Z licensing arrangement for compliant products. For more
information, please see:

http://www.usb.org/developers/docs/
http://www.usb.org/developers/devclass_docs#approved

IEC DOES NOT TAKE ANY POSITION AS TO WHETHER IT IS ADVISABLE FOR YOU TO
ENTER INTO ANY USB ADOPTERS AGREEMENTS OR TO PARTICIPATE IN THE USB
IMPLEMENTERS FORUM.”
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Universal Serial Bus
Power Delivery
Specification

Revision 3.0, V1.0. 11 December 2015
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INTELLECTUAL PROPERTY DISCLAIMER

THIS SPECIFICATION IS PROVIDED TO YOU “AS 18" WITH NO WARRANTIES
WHATSOEVER, INCLUDING ANY WARRANTY OF MERCHANTABILITY, NON-
INFRINGEMENT, OR FITNESS FOR ANY PARTICULAR PURPOSE. THE AUTHORS OF
THIS SPECIFICATION DISCLAIM ALL LIABILITY, INCLUDING LIABILITY FOR
INFRINGEMENT OF ANY PROPRIETARY RIGHTS, RELATING TO USE OR
IMPLEMENTATION OF INFORMATION IN THIS SPECIFICATION. THE PROVISION OF THIS
SPECIFICATION TO YOU DOES NOT PROVIDE YOU WITH ANY LICENSE, EXPRESS OR
IMPLIED, BY ESTOPPEL OR OTHERWISE, TO ANY INTELLECTUAL PROPERTY RIGHTS.

Please send comments via electronic mail to techsup@usb.org

For industry information, refer to the USB Implementers Forum web page at
http://www.usb.org

All product names are trademarks, registered trademarks, or service marks of their respective
owners.

Copyright © 2010-2015 Hewlett-Packard Company, Intel Corporation, LSI Corporation,
Microsoft Corporation, Renesas, STMicroelectronics, and Texas Instruments

All rights reserved.
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1 Introduction

USB has evolved from a data interface capable of supplying limited power to a primary
provider of power with a data interface. Today many devices charge or get their power from
USB ports contained in laptops, cars, aircraft or even wall sockets. USB has become a
ubiquitous power socket for many small devices such as cell phones, MP3 players and other
hand-held devices. Users need USB to fulfill their requirements not only in terms of data but
also to provide power to, or charge, their devices simply, often without the need to load a
driver, in order to carry out “traditional” USB functions.

There are however, still many devices which either require an additional power connection to
the wall, or exceed the USB rated current in order to operate. Increasingly, international
regulations require better energy management due to ecological and practical concerns
relating to the availability of power. Regulations limit the amount of power available from the
wall which has led to a pressing need to optimize power usage. The USB Power Delivery
Specification has the potential to minimize waste as it becomes a standard for charging
devices that are not satisfied by [USBBC 1.2].

Wider usage of wireless solutions is an attempt to remove data cabling but the need for
“tethered” charging remains. In addition, industrial design requirements drive wired
connectivity to do much more over the same connector.

USB Power Delivery is designed to enable the maximum functionality of USB by providing
more flexible power delivery along with data over a single cable. Its aim is to operate with and
build on the existing USB ecosystem; increasing power levels from existing USB standards,
for example Battery Charging, enabling new higher power use cases such as USB powered
Hard Disk Drives (HDDs) and printers.

With USB Power Delivery the power direction is no longer fixed. This enables the product with
the power (Host or Peripheral) to provide the power. For example, a display with a supply
from the wall can power, or charge, a laptop. Alternatively, USB power bricks or chargers are
able to supply power to laptops and other battery powered devices through their, traditionally
power providing, USB ports.

USB Power Delivery enables hubs to become the means to optimize power management
across multiple peripherals by allowing each device to take only the power it requires, and to
get more power when required for a given application. For example battery powered devices
can get increased charging current and then give it back temporarily when the user’'s HDD
requires spinning up. Optionally the hubs can communicate with the PC to enable even more
intelligent and flexible management of power either automatically or with some level of user
intervention.

USB Power Delivery allows Low Power cases such as headsets to negotiate for only the
power they require. This provides a simple solution that enables USB devices to operate at
their optimal power levels.

The Power Delivery Specification, in addition to providing mechanisms to negotiate power
also can be used as a side-band channel for standard and vendor defined messaging. Power
Delivery enables alternative modes of operation by providing the mechanisms to discover,
enter and exit Alternate Modes. The specification also enables discovery of cable capabilities
such as supported speeds and current levels.

1.1 Overview

This specification defines how USB Devices may negotiate for more current and/or higher or
lower voltages over the USB cable (using the USB Type-C CC wire as the nomrﬂﬂetjﬂfnents
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channel) than are defined in the [USB 2.0], [USB 3.1], [USB Type-C 1.2] or [USBBC 1.2]
specifications. It allows Devices with greater power requirements than can be met with today’s
specification to get the power they require to operate from Vg5 and negotiate with external
power sources (e.g. wall warts). In addition, it allows a Source and Sink to swap power roles
such that a Device could supply power to the Host. For example, a display could supply power
to a notebook to charge its battery.

The USB Power Delivery Specification is guided by the following principles:

—_

Works seamlessly with legacy USB Devices

)
2) Compatible with existing spec-compliant USB cables
3) Minimizes potential damage from non-compliant cables (e.g. ‘Y’ cables etc.)
4) Optimized for low-cost implementations

This specification defines mechanisms to discover, enter and exit Modes defined either by a
standard or by a particular vendor. These Modes can be supported either by the Port Partner
or by a cable connecting the two Port Partners.

The specification defines mechanisms to discover the capabilities of cables which can
communicate using Power Delivery.

This specification adds a mechanism to swap the data roles such that the upstream facing
Port becomes the downstream facing Port and vice versa. It also enables a swap of the end
supplying Voonn to @ powered cable.

1.2 Purpose

The USB Power Delivery specification defines a power delivery system covering all elements
of a USB system including: Hosts, Devices, Hubs, Chargers and cable assemblies. This
specification describes the architecture, protocols, power supply behavior, connectors and
cabling necessary for managing power delivery over USB at up to 100W. This specification is
intended to be fully compatible and extend the existing USB infrastructure. It is intended that
this specification will allow system OEMs, power supply and peripheral developers adequate
flexibility for product versatility and market differentiation without losing backwards
compatibility.

USB Power Delivery is designed to operate independently of the existing USB bus defined
mechanisms used to negotiate power which are:

e [USB 2.0], [USB 3.1] in band requests for high power interfaces.
e [USBBC 1.2] mechanisms for supplying higher power (not mandated by this specification).
e [USB Type-C 1.2] mechanisms for supplying higher power

Initial operating conditions remain the USB Default Operation as defined in [USB 2.0], [USB
3.1], [USB Type-C 1.2] or [USBBC 1.2].

e The DFP sources vSafe5V over Vg s.
e The UFP consumes power from Vg g.

1.3 Scope

This specification is intended as an extension to the existing [USB 2.0], [USB 3.1], [USB Type-C
1.2] and [USBBC 1.2] specifications. It addresses only the elements required to implement
USB Power Delivery. It is targeted at power supply vendors, manufacturers of [USB 2.0], [USB
3.1], [USB Type-C 1.2] and [USBBC 1.2] Platforms, Devices and cable assemblies.
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Normative information is provided to allow interoperability of components designed to this
specification. Informative information, when provided, may illustrate possible design
implementation.

1.4 Conventions
1.4.1 Precedence

If there is a conflict between text, figures, and tables, the precedence shall be tables, figures,
and then text.

1.4.2 Keywords

The following keywords differentiate between the levels of requirements and options.

1.4.2.1 Conditional Normative
Conditional Normative is a keyword used to indicate a feature that is mandatory when
another related feature has been implemented. Designers are mandated to implement all such

requirements, when the dependent features have been implemented, to ensure
interoperability with other compliant Devices.

1.4.2.2 Deprecated

Deprecated is a keyword used to indicate a feature, supported in previous releases of the
specification, which is no longer supported.

1.4.2.3 Discarded

Discarded is a keyword indicating that a Packet when received shall be thrown away by the
PHY Layer and not passed to the Protocol Layer for processing. No GoodCRC Message shall
be sent in response to the Packet.

1.4.2.4 Ignored

Ignored is a keyword indicating Messages or Message fields which, when received, shall
result in no action by the receiver, aside from returning a GoodCRC Message to acknowledge
Message receipt.

1.4.2.5 Invalid
Invalid is a keyword when used in relation to a Message indicates that the Message’s usage
or fields fall outside of the defined specification usage. When Invalid is used in relation to an

Explicit Contract it indicates that a previously established Explicit Contract which can longer
be maintained by the Source.

1.4.2.6 May

May is a keyword that indicates a choice with no implied preference.

1.4.2.7 N/A

N/A is a keyword that indicates that a field or value is not applicable and has no defined value
and shall not be checked or used by the recipient.

1.4.2.8 Optional/Optionally/Optional Normative

Optional, Optionally and Optional Normative are equivalent keywords that describe features

not mandated by this specification. However, if an Optional feature is imple e

feature shall be implemented as defined by this specification. nﬁ%gu}bﬁents
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1.4.2.9 Reserved

Reserved is a keyword indicating reserved bits, bytes, words, fields, and code values that are
set-aside for future standardization. Their use and interpretation may be specified by future
extensions to this specification and shall not be utilized or adapted by vendor implementation.
A Reserved bit, byte, word, or field shall be set to zero by the sender and shall be Ignored by
the receiver. Reserved field values shall not be sent by the sender and shall be Ignored by
the receiver.

1.4.2.10 Shall/Normative

Shall and Normative are equivalent keywords indicating a mandatory requirement. Designers
are mandated to implement all such requirements to ensure interoperability with other
compliant Devices.

1.4.2.11 Should

Should is a keyword indicating flexibility of choice with a preferred alternative. Equivalent to
the phrase “it is recommended that”.

1.4.3 Numbering

Numbers that are immediately followed by a lowercase "b" (e.g., 01b) are binary values.
Numbers that are immediately followed by an uppercase "B" are byte values. Numbers that
are immediately followed by a lowercase "h" (e.g., 3Ah) or are preceded by “0x” (e.g. 0xFF0O0)
are hexadecimal values. Numbers not immediately followed by either a "b", “B”, or "h" are
decimal values.

1.5 Related Documents

e [USB 2.0] — Universal Serial Bus Specification, Revision 2.0, plus ECN and Errata
http://www.usb.org/developers/docs/usb20_docs/.

e [USB 3.1] — Universal Serial Bus 3.1 Specification, Revision 1 plus ECN and Errata (this
includes the entire document release package including the OTG&EH v3.0 specification).
www.usb.org/developers/docs.

e [USBSECURITY 1.0], Universal Serial Bus Specification, Revision 1.0.
www.usb.org/developers/docs. Expected publication date H1 2016.

e [USBBC 1.2] — Universal Serial Bus Battery Charging Specification, Revision 1.2 plus
Errata (referred to in this document as the Battery Charging specification).
www.usb.org/developers/devclass_docs#approved.

e [USBBridge 1.0] — Universal Serial Bus Bridging specification version 1.0

e [USBPD 2.0] — Universal Serial Bus Power Delivery Specification, Revision 2.0,
www.usb.org/developers/docs.

e [USBPDCompliance] - USB Power Delivery Compliance Plan version 1.0
http://www.usb.org/developers/docs/devclass_docs/.

e [USB Type-C 1.2] — USB Type-C Specification Version 1.2 www.usb.org/developers/docs

e [IEC60958-1] |[EC 60958-1 Digital Audio Interface Part:1 General Edition 3.0 2008-09
www.iec.ch

e [IEC 60950-1] |IEC 60950-1:2005 Information technology equipment — Safety — Part 1:
General requirements: Amendment 1:2009, Amendment 2:2013

e [IEC62368-1] IEC 62368-1 Audio/Video, information and communication technology
equipment — Part 1: Safety requirements

e [IEC 63002] Draft CD for IEC 63002 Identification and Communication Interoperability
Method for External DC Power Supplies Used With Portable Computing Devices.
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1.6

This section defines terms used throughout this document. For additional terms that pertain to
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Terms and Abbreviations

the Universal Serial Bus, see Chapter 2, “Terms and Abbreviations,” in [USB 2.0], [USB 3.1],
[USB Type-C 1.2] and [USBBC 1.2].

Table 1-1 — Terms and Abbreviations

Term Description
Active Cable A cable with a USB Plug on each end at least one of which is a Cable Plug
supporting SOP’, that also incorporates data bus signal conditioning circuits. The
cable supports the Structured VDM Discover Identity Command to determine its
characteristics in addition to other Structured VDM Commands (Electronically
Marked Cable see [USB Type-C 1.2]).
Active Mode A Mode which has been entered and not exited.

Alternate Mode

As defined in [USB Type-C 1.2]. Equivalent to Mode in the PD Specification.

Alternate Mode Adapter
(AMA)

A PDUSB Device which supports Alternate Modes as defined in [USB Type-C 1.2].
Note that since an AMA is a PDUSB Device it has a single UFP that is only
addressable by SOP Packets.

Alternate Mode Controller
(AMC)

A DFP that supports connection to AMAs as defined in [USB Type-C 1.2]. A DFP
that is an AMC can also be a PDUSB Host.

Atomic Message Sequence
(AMS)

A fixed sequence of Messages as defined in Section 8.3.2 typically starting and
ending in one of the following states: PE_SRC_Ready, PE_SNK_Ready or
PE_CBL_Ready. An AMS can be Interruptible or Non-interruptible.

Attached

USB Power Delivery ports which are mechanically joined with USB cable.

Battery

A power storage device residing behind a Port that can either be a source or sink
of power.

Battery Supply

A power supply that directly applies the output of a Battery to V4. This is
exposed by the Battery Supply PDO (see Section 6.4.1.2.4)

Binary Frequency Shift
Keying (BFSK)

A Signaling Scheme now Deprecated in this specification. BFSK used a pair of
discrete frequencies to transmit binary (Os and 1s) information over V See
[USBPD 2.0] for further details.

BUS"

Biphase Mark Coding (BMC)

Modification of Manchester coding where each zero has one transition and a one
has two transitions (see [[EC 60958-1]]).

BIST

Built In Self-Test — Power Delivery testing mechanism for the PHY Layer.

BIST Data Object (BDO)

Data Object used by BIST Messages.

BIST Mode

A BIST receiver or transmitter test mode enabled by a BIST Message.

Cable Plug Term used to describe a PD Capable element in a Multi-Drop system addressed by
SOP’/SOP” Packets. Logically the Cable Plug is associated with a USB plug at one
end of the cable. In a practical implementation the electronics may reside
anywhere in the cable.

Cable Reset This is initiated by Cable Reset Signaling from the DFP. It restores the Cable Plugs
to their default, power up condition and resets the PD communications engine to its
default state. It does not reset the Port Partners but does restore VCONN to its
Attachment state.

Chunk A MaxExtendedMsgChunkLen (26 byte) or less portion of a Data Block. Data Blocks
may be sent either as a single Message or as a series of Chunks.

Chunking The process of breaking up a Data Block larger than MaxExtendedMsgLegacyLen
(26-bytes) into two of more Chunks.

Cold Socket A Port that does not apply vSafe5V on Vg ¢ until a Sink is Attached.

Command Request and response pair defined as part of a Structured Vendor Defined

Message (see Section 6.4.4.2)

Configuration Channel (CC)

Single wire used by the BMC PHY Layer Signaling Scheme (see [USB Type-C
1.2]).

Connected

USB Power Delivery ports that have exchanged a Message and a GoodCRC
Message response using the USB Power Delivery protocol so that both Port
Partners know that each is PD Capable. Docum
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Term

Description

Consumer

The capability of a PD Port (typically a Device’'s UFP) to sink power from the power
conductor (e.g. V<) This corresponds to a USB Type-C Port with Rd asserted on
its CC Wire.

BUS

Consumer/Provider

A Consumer with the additional capability to act as a Provider. This corresponds to
a Dual-Role Port with Rd asserted on its CC Wire.

Continuous BIST Mode

A BIST Mode where the Port or Cable Plug being tested sends a continuous
stream of test data.

Contract

An agreement on both power level and direction reached between a Port Pair. A
Contract may be explicitly negotiated between the Port Pair or may be an Implicit
power level defined by the current state. While operating in Power Delivery mode
there will always be either an Explicit or Implicit Contract in place. The Contract
may only be altered in the case of a (re-)negotiation, Power Role Swap, Data Role
Swap, Hard Reset or failure of the Source.

Control Message

A Message is defined as a Control Message when the Number of Data Objects field
in the Message Header is set to 0. The Control Message consists only of a
Message Header and a CRC.

Data Message

A Data Message consists of a Message Header followed by one or more Data
Objects. Data Messages are easily identifiable because the Number of Data
Objects field in the Message Header is a non-zero value.

Data Block An Extended Message payload data unit. The size of each type of Data Block is
specified as a series of bytes up to MaxExtendedMsgLen bytes in length. This
is distinct from a Data Object used by a Data Message which is always a 32-bit
object.

Data Object A Data Message payload data unit. This 32 bit object contains information specific

to different types of Data Message. Power, Request, BIST and Vendor Data
Objects are defined.

Data Role Swap

Process of exchanging the DFP (Host) and UFP (Device) roles between Port
Partners using the [USB Type-C 1.2] connector.

Dead Battery

A device has a Dead Battery when the Battery in a device is unable to power its
functions.

Detached

USB Power Delivery ports which are no longer mechanically joined with USB cable.

Device

When lower cased (device), it refers to any USB product, either USB Device or
USB Host. When in upper case refers to a USB Device (Peripheral or Hub).

Device Policy Manager
(DPM)

Module running in a Source or Sink that applies Local Policy to each Port in the
Device via the Policy Engine.

Discovery Process

Command sequence using Structured Vendor Defined Messages resulting in
identification of the Port Partner, its supported SVIDs and Modes.

Downstream Facing Port
(DFP)

Indicates the Port’s position in the USB topology which typically corresponds to a
USB Host root Port or Hub downstream Port as defined in [USB Type-C 1.2]. At
connection the Port defaults to operation as a USB Host (when USB
Communication is supported) and Source.

Dual-Role Data (DRD)

Capability of operating as either a DFP or UFP.

Dual-Role Data Port

A Port Capable of operating as either a DFP or UFP.

Dual-Role Power (DRP)

Capability of operating as either a Source or Sink.

Dual-Role Power Device

A product containing one or more Dual-Role Power Ports that are capable of
operating as either a Source or a Sink.

Dual-Role Power Port

A Port capable of operating as either a Source or Sink.

End of Packet (EOP)

K-code marker used to delineate the end of a packet.

Enter Mode Process

Command sequence using Structured Vendor Defined Messages resulting in the
Port Partners entering a Mode.

Error Recovery

Error recovery process as defined in [USB Type-C 1.2].

Exit Mode Process

Command sequence using Structured Vendor Defined Messages resulting in the
Port Partners exiting a Mode.
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Term

Description

Explicit Contract

An agreement reached between a Port Pair as a result of the Power Delivery
negotiation process. An Explicit Contract is established (or continued) when a
Source sends an Accept Message in response to a Request Message sent by a
Sink followed by a PS_RDY Message indicating that the power supply is ready; this
corresponds to the PE_SRC_Ready state for a Source Policy Engine and the
PE_SNK_Ready state for a Sink Policy Engine. The Explicit Contract may be
altered through the re-negotiation process. All Port pairs are required to make an
Explicit Contract.

Extended Message (EM)

A Message containing Data Blocks. The Extended Message is defined by the
Extended field in the Message Header being set to one and contains an Extended
Message Header immediately following the Message Header.

Extended Message Header

Every Extended Message contains a 16-bit Extended Message Header immediately
following the Message Header containing information about the Data Block and any
Chunking being applied.

Fast Role Swap

Process of exchanging the Source and Sink roles between Port Partners rapidly
due to the disconnection of an external power supply.

Fixed Battery

A Battery that is not easily removed or replaced by an end user e.g. requires a
special tool to access or is soldered in.

Fixed Supply

A well-regulated fixed voltage power supply. This is exposed by the Fixed Supply
PDO (see Section 6.4.1.2.2)

Frame

Generic term referring to an atomic communication transmitted by PD such as a
Packet, Test Frame or Signaling.

Hard Reset

This is initiated by Hard Reset Signaling from either Port Partner. It restores V

to USB Default Operation and resets the PD communications engine to its default
state in both Port Partners as well as in any Attached Cable Plugs. It restores both
Port Partners to their default Data Roles and returns the VCONN Source to the
Source Port.

HDD

A Hard Disk Drive.

Hot Swappable Battery

A Battery that is easily accessible for a user to remove or change for another
Battery.

ID Header VDO

The VDO in a Discover Identity Command immediately following the VDM Header.
The ID Header VDO contains information corresponding to the Power Delivery
Product.

Implicit Contract

An agreement on power levels between a Port Pair which occurs, not as a result of
the Power Delivery negotiation process, but as a result of a Power Role Swap or
Fast Role Swap. Implicit Contracts are transitory since the Port pair is required to
immediately negotiate an Explicit Contract after the Power Role Swap. An Implicit

Contract shall be limited to USB Type-C Current (see [USB Type-C 1.2]).

Initiator

The initial sender of a Command request in the form of a query.

Interruptible

An AMS that, on receiving a Protocol Error, returns to the appropriate ready state
in order to process the incoming Message is said to be Interruptible. Every AMS is
Interruptible until the first Message in the AMS has been sent (a GoodCRC
Message has been received). An AMS of Vendor Messages is Interruptible during
the entire sequence.

loC The negotiated current value as defined in [IEC 63002].

IR Drop The voltage drop across the cable and connectors between the Source and the
Sink. It is a function of the resistance of the ground and power wire in the cable
plus the contact resistance in the connectors times the current flowing over the
path.

K-code Special symbols provided by the 4b5b coding scheme. K-codes are used to signal

Hard Reset and Cable reset, and delineate Packet boundaries.

Local Policy

Every PD Capable device has its own Policy, called the Local Policy that is
executed by its Policy Engine to control its power delivery behavior. The Local
Policy at any given time may be the default policy, hard coded or modified by
changes in operating parameters or one provided by the system Host or some
combination of these. The Local Policy Optionally may be changed by a System
Policy Manager.

Message

The packet payload consisting of a Message Header for Control Messages and a
Message Header and data for Data Messages as defined in Section 5.6.1.2.5.
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Term

Description

Message Header

Every Message starts with a 16-bit Message Header containing basic information
about the Message and the PD Port’s Capabilities.

Messaging

Communication in the form of Messages as defined in Chapter 6.

Modal Operation

State where there are one or more Active Modes. Modal Operation ends when
there are no longer any Active Modes.

Mode

Operation defined by a Vendor or Standard’s organization, which is associated with
a SVID, whose definition is outside the scope of USB-IF specifications. Entry to
and exit from the Mode uses the Enter Mode and Exit Mode Processes. Modes are

equivalent to “Alternate Modes” as described in [USB Type-C 1.2].

Multi-Drop

Refers to a Power Delivery system with one or more Cable Plugs where
communication is to the Cable Plugs rather than the Port Partner. Multi-Drop
systems share the Power Delivery communication channel with the Port Partners.

Negotiation

This is the PD process whereby:

1) The Source advertises its capabilities.

2) The Sink requests one of the advertised capabilities.

3) The Source acknowledges the request and alters its output to satisfy the
request.

The result of the negotiation is a Contract for power delivery/consumption between
the Port Pair.

Non-interruptible

An AMS that, on receiving a Protocol Error, generates either a Soft Reset or Hard
Reset. Any power related AMS is Non-interruptible once the first Message in the
AMS has been sent (a GoodCRC Message has been received).

OCP Over-Current Protection

OTP Over-Temperature Protection

OVP Over-Voltage Protection

Packet One entire unit of PD communication including a Preamble, SOP*, payload, CRC

and EOP as defined in Section 5.6.

Passive Cable

Cable with a USB Plug on each end at least one of which is a Cable Plug
supporting SOP’ that does not incorporate data bus signal conditioning circuits.
Supports the Structured VDM Discover Identity to determine its characteristics
(Electronically Marked Cable see [USB Type-C 1.2]). Note this specification does
not discuss Passive Cables which are not Electronically Marked Cables.

PD

USB Power Delivery

PD Capable

A Port that supports USB Power Delivery.

PD Connection

See Connected.

PD Power (PDP)

The output power of a Source, as specified by the manufacturer and expressed in
Fixed Supply PDOs as defined in Section 10.

PDUSB

USB Device Port or USB Host Port that is both PD capable and capable of USB
Communication. See also PDUSB Host, PDUSB Device and PDUSB Hub.

PDUSB Device

A USB Device with a PD Capable UFP. A PDUSB Device is only addressed by
SOP Packets.

PDUSB Host A USB Host which is PD Capable on at least one of its DFPs. A PDUSB Host is
only addressed by SOP Packets.
PDUSB Hub A port expander USB Device with a UFP and one or more DFPs which is PD

Capable on at least one of its Ports. A PDUSB Hub is only addressed by SOP
Packets.

PDUSB Peripheral

A USB Device with a PD Capable UFP which is not a PDUSB Hub. A PDUSB
Peripheral is only addressed by SOP Packets.

PHY Layer The Physical Layer responsible for sending and receiving Messages across the
USB Type-C CC wire between a Port Pair.
Policy Policy defines the behavior of PD capable parts of the system and defines the

capabilities it advertises, requests made to (re)negotiate power and the responses
made to requests received.

Policy Engine (PE)

The Policy Engine interprets the Device Policy Manager’s input in order to

implement Policy for a given Port and directs the Protocol Layer to se
appropriate Messages. ocum
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Term Description
Port An interface typically exposed through a receptacle, or via a plug on the end of a
hard-wired captive cable. USB Power Delivery defines the interaction between a
Port Pair.
Port Pair Two Attached PD Capable Ports.

Port Partner

A Contract is negotiated between a Port Pair connected by a USB cable. These
ports are known as Port Partners.

Power Conductor

The wire delivering power from the Source to Sink. For example USB'’s Vg .

Power Consumer

See Consumer

Power Data Object (PDO)

Data Object used to expose a Source Port’s power capabilities or a Sink’s power
requirements as part of a Source_Capabilities or Sink_Capabilities Message
respectively. Fixed, Variable and Battery Power Data Objects are defined.

Power Delivery Mode

Operation after a Contract has initially been established between a Port pair. This
mode persists during normal Power Delivery operation, including after a Power
Role Swap. Power Delivery mode can only be exited by Detaching the ports,
applying a Hard Reset or by the Source removing power (except when power is
removed during the Power Role Swap procedure).

Power Provider

See Provider

Power Reserve

Power which is kept back by a Source in order to ensure that it can meet total
power requirements of Attached Sinks on at least one Port.

Power Role Swap

Process of exchanging the Source and Sink roles between Port Partners.

Preamble

Start of a transmission which is used to enable the receiver to lock onto the carrier.
The Preamble consists of a 64-bit sequence of alternating Os and 1s starting with a
"0" and ending with a "1" which is not 4b5b encoded.

Product Type

Product categorization returned as part of the Discover Identity Command.

Product Type VDO

VDO identifying a certain Product Type in the ID Header VDO of a Discover
Identity Command.

Protocol Error

An unexpected Message during an Atomic Message Sequence. A Protocol Error
during a Non-interruptible AMS will result in either a Soft Reset or a Hard Reset. A
Protocol Error during an Interruptible AMS will result in a return to the appropriate
ready state where the Message will be handled.

Protocol Layer

The entity that forms the Messages used to communicate information between Port
Partners.

Provider

A capability of a PD Port (typically a Host, Hub, or Wall Wart DFP) to source power
over the power conductor (e.g. Vg g). This corresponds to a USB Type-C Port with
Rp asserted on its CC Wire.

Provider/Consumer

A Provider with the additional capability to act as a Consumer. This corresponds to
a Dual-Role Power Port with Rp asserted on its CC Wire.

Rd

Pull-down resistor on the USB Type-C CC wire used to indicate that the Port is a
Sink (see [USB Type-C 1.2]).

Re-negotiation

A process wherein one of the Port Partners wants to alter the negotiated Contract.

Request Data Object (RDO)

Data Object used by a Sink Port to negotiate a Contact as a part of a Request
Message.

Responder The receiver of a Command request sent by an Initiator that replies with a
Command response.

Re-run Start an Interruptible AMS again from the beginning after a Protocol Error.

Rp Pull-up resistor on the USB Type-C CC wire used to indicate that the Port is a

Source (see [USB Type-C 1.2]).

Safe Operation

Sources must have the ability to tolerate vSafe5V applied by both Port Partners.

Signaling

A Preamble followed by an ordered set of four K-codes used to indicate a
particular line symbol e.g. Hard Reset as defined in Section 5.4.

Signaling Scheme

Physical mechanism used to transmit bits. Only the BMC Signaling Scheme is
defined in this specification. Note: the BFSK Signaling Scheme supported in
previous Revisions of this specification has been Deprecated.

Single-Role Port

A Port that is a Port only capable of operating as a Source or Sink, but not both.

Sink

The Port consuming power from Vg ,o; most commonly a Device. _Qo_c_u_ments
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Term

Description

Soft Reset

A process that resets the PD communications engine to its default state.

SOP Communication

Communication using SOP Packets also implies that a Message sequence is being
followed.

SOP Packet

Any Power Delivery Packet which starts with an SOP.

SOP* Communication

Communication with a Cable Plug using SOP* Packets, also implies a Message
sequence is being followed.

SOP* Packet

A term referring to any Power Delivery Packet starting with either SOP, SOP’ or
SOP”.

SOP’ Communication

Communication with a Cable Plug using SOP’ Packets, also implies that a
Message sequence is being followed.

SOP’ Packet

Any Power Delivery Packet which starts with an SOP’ used to communicate with a
Cable Plug.

SOP” Communication

Communication with a Cable Plug using SOP” Packets, also implies that a
Message sequence is being followed.

SOP” Packet Any Power Delivery Packet which starts with an SOP”” used to communicate with a
Cable Plug when SOP’ Packets are being used to communicate with the other
Cable Plug.

Source A role a Port is currently taking to supply power over V ,.; most commonly a Host

BUS’
or Hub downstream port.

Standard ID (SID)

16-bit unsigned value assigned by the USB-IF to a given industry standard.

Standard or Vendor ID
(SVID)

Generic term referring to either a VID or a SID. SVID is used in place of the phrase
“Standard or Vendor ID”.

Start of Packet (SOP)

K-code marker used to delineate the start of a packet. Three start of packet
sequences are defined: SOP, SOP’ and SOP”, with SOP* used to refer to all three in
place of SOP/SOP’/SOP”.

System Policy

Overall system policy generated by the system, broken up into the policies
required by each Port Pair to affect the system policy. It is programmatically fed to
the individual devices for consumption by their Policy Engines.

System Policy Manager
(SPM)

Module running on the USB Host. It applies the System Policy through
communication with PD capable Consumers and Providers that are also connected
to the Host via USB.

Test Frame

Frame consisting of a Preamble, SOP*, followed by test data (See Section 5.9).

Test Pattern

Continuous stream of test data in a given sequence (See Section 5.9)

Tester

The Tester is assumed to be a piece of test equipment that manages the BIST
testing process of a PD UUT.

USB Type-A

Term used to refer to any A plug or receptacle including Micro-A plugs and
Standard-A plugs and receptacles, including the PD and non-PD versions. Micro-
AB receptacles are assumed to be a combination of USB Type-A and USB Type-B.

USB Type-B

Terms used to refer to any B-plug or receptacle including Micro-B plugs and
Standard-B plugs and receptacles, including the PD and non-PD versions. Micro-
AB receptacles are assumed to be a combination of USB Type-A and USB Type-B.

USB Type-C

Term used to refer to the USB Type-C connector plug or receptacle as defined in
[USB Type-C 1.2].

Unit Interval (Ul)

The time to transmit a single data bit on the wire.

Unit Under Test (UUT)

The PD device that is being tested by the Tester and responds to the initiation of a
particular BIST test sequence.

Upstream Facing Port (UFP)

Indicates the Port’s position in the USB topology typically a Port on a Device as

defined in [USB Type-C 1.2]. At connection the Port defaults to operation as a USB
Device (when USB Communication is supported) and Sink.

USB Attached State

Synonymous with the [USB 2.0]] and [USB 3.1] definition of the Attached state

USB Default Operation

Operation of a Port at Attach or after a Hard Reset where the DFP Source applies
vSafe0V or vSafe5V on Vg o and the UFP Sink is operating at vSafe5V as defined

in [USB 2.0], [USB 3.1], [USB Type-C 1.2] or [USBBC 1.2].

USB Device

Either a hub or a peripheral device as defined in [USB 2.0] and [USB 3.guf.
ﬂnﬁl [Taal
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Term Description
USB Host The host computer system where the USB host controller is installed as defined in
[USB 2.0] and [USB 3.1].
USB Powered State Synonymous with the [USB 2.0] and [USB 3.1] definition of the powered state.
USB Safe State State of the USB Type-C connector when there are pins to be re-purposed (see

[USB Type-C 1.2]) so they are not damaged by and do not cause damage to their
Port Partner.

USB-IF PD SID (PD SID) Standard ID allocated to this specification by the USB Implementer’s Forum.

Variable Supply A very poorly regulated power supply that is not a Battery. This is exposed by the
Variable Supply PDO (see Section 6.4.1.2.3).

VCONN Powered Accessory | An accessory that is powered from VCONN to operate in a Mode (see [USB Type-C

1.2]).
VCONN Source The USB Type-C Port responsible for sourcing VCONN.
Veonn Swap Process of exchanging the VCONN Source between Port Partners.
VDM Header The first Data Object following the Message Header in a Vendor Defined Message.

The VDM Header contains the SVID relating to the VDM being sent and provides
information relating to the Command in the case of a Structured VDM (see Section

6.4.4).

Vendor Data Object (VDO) Data Object used to send Vendor specific information as part of a Vendor_Defined
Message.

Vendor Defined Message PD Data Message defined for vendor/standards usage. These are further

(VDM) partitioned into Structured VDM Messages, where Commands are defined in this

specification, and Unstructured VDM Messages which are entirely Vendor Defined
(see Section 6.4.4).

Vendor ID (VID) 16-bit unsigned value assigned by the USB-IF to a given Vendor.
VI Same as power (i.e. voltage * current = power)
Wall Wart A power supply or “power brick” that is plugged into an AC outlet. It supplies DC

power to power a device or charge a Battery.

1.7 Parameter Values

The parameters in this specification are expressed in terms of absolute values. For details of
how each parameter is measured in compliance please see [USBPDCompliance].

2 Overview
This section contains no Normative requirements.

2.1 Introduction

In USB Power Delivery, pairs of directly Attached ports negotiate voltage, current and/or
direction of power flow over the USB cable, using the USB Type-C connector’s CC wire as the
communications channel. The mechanisms used, operate independently of other USB
methods used to negotiate power.

USB Power Delivery also acts as a side-band channel enabling support for Standard or
Vendor defined Modal Operation. Modes are associated with a Standard or Vendor ID (SVID).
Power Delivery Structured VDM Messages can be used to discover supported SVIDs and
Modes and then to enter and exit Modes as required. Multiple Active Modes can also be in
operation at the same time.

Any Contract negotiated using this specification, supersedes any and all previous power
contracts established whether from standard [USB 2.0], [USB 3.1], [USB Type-C 1.2] or [USBBC
1.2] mechanisms. While in Power Delivery Mode there will be a Contract in place (either
Explicit or Implicit) determining the power level available and the direction of that Pd@eLiaents

Document Sharing Hub

Full document details: BS EN 62680-1-2:2017


http://www.avadocuments.com/doc/bs-en-62680-1-2-2017
http://www.avadocuments.com/doc/bs-en-62680-1-2-2017

BS EN 62680-1-2:2017
-40 - IEC 62680-1-2:2016 © IEC 2016
© USB-IF:2016

Port Pair remains in Power Delivery Mode until the Port Pair is Detached, there is a Hard
Reset or the Source removes power (except during a Power Role Swap or Fast Role Swap
when the initial Source removes power in order to for the new Source to apply power).

An Explicit Contract is negotiated by the process of the Source sending a set of Capabilities,
from which the Sink is required to request a particular capability and then the Source
accepting this request.

An Implicit Contract is the specified level of power allowed in particular states (i.e. during and
after a Power Role Swap or Fast Role Swap). Implicit Contracts are temporary; Port Pairs are
required to immediately negotiate an Explicit Contract.

Each Provider has a Local Policy, governing power allocation to its Ports. Sinks also have
their own Local Policy governing how they draw power. A System Policy can be enacted over
USB that allows modification to these local policies and hence management of overall power
allocation in the system.

When PD Capable devices are Attached to each other, the DFPs and UFPs initially default to
standard USB Default Operation. The DFP supplies vSafe5V and the UFP draws current in
accordance with the rules defined by [USB 2.0], [USB 3.1], [USB Type-C 1.2] or [USBBC 1.2]
specifications. After Power Delivery negotiation has taken place power can be supplied at
higher, or lower, voltages and higher currents than defined in these specifications. It is also
possible to perform a Power Role Swap or Fast Role Swap to exchange the power supply
roles such that the DFP receives power and the UFP supplies power, to perform a Data Role
Swap such that the DFP becomes the UFP and vice-versa and to perform a Vgony Swap to
change the end supplying Voonn to the cable.

Prior to an Explicit Contract the Source can discover the capabilities of the Attached cable
assembly. This is important for [USB Type-C 1.2] where 5A cabling is marked as well as other
details of the cable assembly such as the supported speed. Cable discovery occurs on initial
Attachment of a Port Pair, before an Explicit Contract has been established where the DFP is
the Source. It is also possible to carry out cable discovery after a Power Role Swap or Fast
Role Swap prior to establishing an Explicit Contract, where the UFP is the Source and an
Implicit Contract is in place.

Once an Explicit Contract is in place only the DFP is permitted to communicate with the
Attached cable assembly. This communication can consist of discovering capabilities but may
also include discover of SVIDs, Modes and the entering/exiting of Modes supported by the
cable assembly.

2.2 Section Overview

This specification contains the following sections:
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Section 1 Introduction, conventions used in the document, list of terms and abbreviations, references and
details of parameter usage.
Section 2 Overview of the document including a description of the operation of PD and the architecture.
Section 3 Mechanical and electrical characteristics of the cables and connectors used by PD. Section
Deprecated. See [USBPD 2.0] for legacy PD connector specification.
Section 4 Electrical requirements for Dead Battery operation and cable detection.
Section 5 Details of the PD PHY Layer requirements
Section 6 Protocol Layer requirements including the Messages, timers, counters and state operation.
Section 7 Power supply requirements for both Providers and Consumers.
Section 8 Device Policy Manager requirements.
Policy Engine Message sequence diagrams and state diagrams
Section 9 USBPD Device requirements including mapping of Vg o to USB states.
System Policy Manager requirements including descriptors, events and requests.
Section 10 Rated Output Power definitions for PD.
Appendix A Example CRC calculations.
Appendix B Scenarios illustrating Device Policy Manager operation.
Appendix C Examples of Structured VDM usage.

2.3

Some examples of USB Power Delivery capable devices can be seen in Figure 2-1 (a Host, a
Device, a Hub, and a Charger). These are given for reference only and do not limit the

USB Power Delivery Capable Devices

possible configurations of products that can be built using this specification.

USB Host USB Device USB Hub USB Charger
| |
| |
| |
2 —_——
External UFP | External : UFP | External | External
power | power | |_ power | power
| Power : | Power | Power | | Power
| Storage | | Storage | | Storage_| | Storage |
DFP DFP DFP
% T T

Legend Multiple Power Multiple Power
| inputs/outputs outputs
|
|
——Ne
Power input Optional : | Optional |
L Power input | Feature

Figure 2-1 — Logical Structure of USB Power Delivery Capable Devices

Each USB Power Delivery capable device is assumed to be made up of at least one Port.
Providers are assumed to have a Source and Consumers a Sink. Each device contains one,
or more, of the following components:
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e UFPs that:
— Sink power
— Optionally source power (a Dual-Role Power Device).
— Optionally communicate via USB.
— Communicate using SOP Packets.
— Optionally Communicate using SOP* Packets.
e DFPs that:
— Source power
— Optionally Sink power (a Dual-Role Power Device).
— Optionally communicate via USB.
— Communicate using SOP Packets
— Optionally Communicate using SOP* Packets.
e A Source that may be:
— An external power source e.g. AC.
— Power Storage (e.g. Battery).
— Derived from another Port (e.g. bus-powered Hub).
e A Sink that may be:
— Power Storage (e.g. a Battery).
— Used to power internal functions.
— Used to power devices Attached to other devices (e.g. a bus-powered Hub).
e A Vconn Source that:
— May be either Port Partner, either the DFP/UFP or Source/Sink
Powers the Cable Plug(s)

Is the only Port allowed to talk to the Cable Plug(s) at any given time
2.4 SOP* Communication
2.41 Introduction

The Start of Packet (or SOP) is used as an addressing scheme to identify whether the
Communications were intended for one of the Port Partners (SOP Communication) or one of
the Cable Plugs (SOP’/SOP” Communication). SOP/SOP’ and SOP” are collectively referred
to as SOP*. The term Cable Plug in the SOP’/SOP” Communication case is used to represent
a logical entity in the cable which is capable of PD Communication and which may or may not
be physically located in the plug.

The following sections describe how this addressing scheme operates for Port to Port and
Port to Cable Plug Communication.

2.4.2 SOP* Collision Avoidance

For all SOP* the Source co-ordinates communication in order to avoid bus collisions by
allowing the Sink to initiate messaging when it does not need to communicate itself. Once an
Explicit Contract is in place the Source indicates to the Sink that it can initiate a message
sequence. This sequence can be communication with the Source or with one of the Cable
Plugs. As soon as the Source itself needs to initiate a message sequence this will be
indicated to the Sink. The Source then waits for any outstanding Sink SOP* Communication to
complete before initiating a message sequence itself.
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2.4.3 SOP Communication

SOP Communication is used for Port to Port communication between the Source and the Sink.
SOP Communication is recognized by both Port Partners but not by any intervening Cable
Plugs. SOP Communication takes priority over other SOP* Communications since it is critical
to complete power related operations as soon as possible. Message sequences relating to
power are also allowed to interrupt other sequences to ensure that negotiation and control of
power is given priority on the bus.

244 SOP’/SOP’’ Communication with Cable Plugs

SOP’ Communication is recognized by electronics in one Cable Plug which is the Cable Plug
that detected VCONN at Attach (see [USB Type-C 1.2]). SOP” Communication can also be
supported when SOP’ Communication is also supported. SOP” Communication is recognized
by the electronics in the Cable Plug that did not detect VCONN at Attach.

The Vconn Source is the DFP/Source at attach although all of these roles can later be
swapped using PD messaging.

SOP Communication between the Port Partners is not recognized by the Cable Plug. Figure
2-2 outlines the usage of SOP* Communications between a VCONN Source (DFP/UFP) and
the Cable Plugs.

All SOP* Communications take place over a single wire (CC). This means that the SOP*
Communication periods must be coordinated to prevent important communication from being
blocked. For a product which does not recognize SOP/SOP’ or SOP” Packets, this will look
like a non-idle channel, leading to missed packets and retries. Communications between the
Port Partners take precedence meaning that communications with the Cable Plug can be
interrupted, but will not lead to a Soft or Hard Reset.

When no Contract or an Implicit Contract is in place (e.g. after a Power Role Swap or Fast
Role Swap) the Source (which can be either the DFP or UFP but must also be the VcONN
Source) can communicate with a Cable Plug using SOP’ Packets in order to discover its
characteristics (see Figure 2-2). During this phase all communication with the Cable Plug is
initiated and controlled by the Source which acts to prevent conflicts between SOP* Packets.
The Sink does not communicate with the Cable Plug, even if it is the DFP, and Discards any
SOP’ Packets received.

When an Explicit Contract is in place the VCONN Source (either the DFP or the UFP) can
communicate with the Cable Plug(s) using SOP’/SOP” Packets (see Figure 2-2). During this
phase all communication with the Cable Plug is initiated and controlled by the VCONN Source
which acts to prevent conflicts between SOP* Packets. The Port that is not the VCONN Source
does not communicate with the Cable Plug and does not recognize any SOP’/SOP” Packets
received. Only the DFP, when acting as a VCONN Source, is allowed to send SOP* in order to
control the entry and exiting of Modes and to manage Modal Operation.
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VCoNN Source ‘\/CONNﬁI 'C’T:; Electronically Marked Cable f’?:l?
(DFP/UFP} {s0P") Y (Sof,,)
SOP’
ésignaling_)
Sop”
( signaling )
< SOP signaling >

1 Cable Plug can be physically Attached to either the DFP or UFP.

Figure 2-2 — Example SOP’ Communication
between VCONN Source and Cable Plug(s)

2.5 Operational Overview

A USB Power Delivery Port supplying power is known as a Source and a Port consuming
power is known as a Sink. There is only one Source Port and one Sink Port in each PD
connection between Port Partners. At Attach the Source Port (the Port with Rp asserted see
[USB Type-C 1.2]) is also the DFP and VCONN Source. At Attach the Sink Port (the Port with
Rd asserted) is also the UFP and is not the VCONN Source.

The Source/Sink roles, DFP/UFP roles and VCONN Source role can all subsequently be
swapped orthogonally to each other. A Port that supports both Source and Sink roles is called
a Dual-Role Power Port (DRP). A Port that supports both DRP and UFP roles is called a Dual-
Role Data Port (DRD).

When USB Communications Capability is supported in the DFP role then the Port will also be
able to act as a USB Host. Similarly when USB Communications Capability is supported in the
UFP role then the Port will also be able to act as a USB Device.

The following sections describe the high level operation of ports taking on the roles of DFP,
UFP, Source and Sink. These sections do not describe operation that is not allowed; however
if a certain behavior is not described then it is probably not supported by this specification.

For details of how PD maps to USB states in a PDUSB Device see Section 9.1.2.

2.5.1 Source Operation
The Source operates differently depending on Attachment status:

e At Attach (no PD Connection or Contract):
— For a Source-only Port the Source detects Sink Attachment.
— For a DRP that toggles the Port becomes a Source Port on Attachment of a Sink
— The Source then typically sets Vg g to vSafe5V.

e Before PD Connection (no PD Connection or PD Contract):

— Prior to sending Source_Capabilities Messages the Source can detect the type of
cabling Attached and may alter its advertised capabilities depending on the type of
cable detected:

e The Source attempts to communicate with one of the Cable Plugs using SOP’
Packets. If the Cable Plug responds then communication takes place. Documents
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e The default capability of a USB Type-C cable is 3A, but SOP’ Communication is
used to discover other capabilities of the cable.

— The Source periodically advertises its capabilities by sending Source_Capabilities
Messages every tTypeCSendSourceCap.

e Establishing PD Connection (no PD Connection or Contract):
— Presence of a PD Capable Port Partner is detected either:
e Byreceiving a GoodCRC Message in response to a Source_Capabilities Message.
e By receiving Hard Reset Signaling.

e Establishing Explicit Contract (PD Connection but no Explicit Contract or Implicit Contract
after a Power Role Swap or Fast Role Swap):

— The Source receives a Request Message from the Sink and responds with an Accept
Message, if this is a valid request, followed by a PS_RDY Message when its power
supply is ready to source power at the agreed level. At this point an Explicit Contract
has been agreed.

— A DFP does not generate SOP’ or SOP” Packets, is not required to detect SOP’ or
SOP” Packets and Discards them.

e During PD Connection (Explicit Contract — PE_SRC_Ready State):

— The Source processes and responds (if a response is required) to all Messages
received and sends appropriate Messages whenever its Local Policy requires.

e The Source informs the Sink whenever its capabilities change, by sending a
Source_Capabilities Message.

e The Source will always have Rp asserted on its CC wire.

e When this Port is a DRP the Source can initiate or receive a request for the
exchange of power roles. After the Power Role Swap this Port will be a Sink and an
Implicit Contract will be in place until an Explicit Contract is negotiated immediately
afterwards.

e When this Port is a DRD the Source can initiate or receive a request for an
exchange of data roles. After a Data Role Swap the DFP (Host) becomes a UFP
(Device). The Port remains a Source and the VCONN Source role (or not) remains
unchanged.

e The Source can initiate or receive a request for an exchange of VCONN Source.
During a VCONN Swap VCONN is applied by both ends (make before break). The
Port remains a Source and DFP/UFP roles remain unchanged.

— The Source when it is the VCONN Source can communicate with a Cable Plug using
SOP’ or SOP” Communication at any time it is not engaged in any other SOP
Communications.

o |f SOP Packets are received by the Source, during SOP’ or SOP” Communication,
the SOP’ or SOP” Communication is immediately terminated (the Cable Plug times
out and does not retry)

o |f the Source needs to initiate an SOP Communication during an ongoing SOP’ or
SOP” Communication (e.g. for a Capabilities change) then the SOP’ or SOP”
Communications will be interrupted.

e When the Source Port is also a DFP the Source can control the entry and exiting of
modes in the Cable Plug(s) and control Modal Operation.

— When the Source Port is also a DFP
e The Source can initiate Unstructured or Structured VDMs.

e The Source can control the entry and exiting of modes in the Sink and control
Modal Operation using Structured VDMs.

— When the Source Port is part of a multi-port system:
e will issue GotoMin requests when the power reserve is needed. Documents
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e Detach or Communications Failure

— A Source detects plug Detach and takes Vg,g down to vSafe5V within tSafe5V and
vSafe0V within tSafe0V (i.e. using USB Type-C Detach detection via CC).

— When the Source detects the failure to receive a GoodCRC Message in response to a
Message within tReceive:

e Leads to a Soft Reset, within tSoftReset of the CRCReceiveTimer expiring.

o |If the soft reset process cannot be completed a Hard Reset will be issued within
tHardReset of the CRCReceiveTimer to restore Vg,g to USB Default Operation
within ~1-1.5s.

— When the Source is also the VCONN Source, VCONN will also be power cycled
during the Hard Reset.

e Receiving no response to further attempts at communication is interpreted by the
Source as an error (see Error handling).

— Errors during power transitions will automatically lead to a Hard Reset in order to
restore power to default levels.

e Error handling

— Protocol Errors are handled by a Soft_ Reset Message issued by either Port Partner,
that resets counters, timers and states, but does not change the negotiated voltage
and current or the Port’s role (e.g. Source, DFP/UFP, VCONN Source) and does not
cause an exit from Modal Operation.

— Serious errors are handled by Hard Reset Signaling issued by either Port Partner. A
Hard Reset:

e Resets protocol as for a Soft Reset but also returns the power supply to USB
Default Operation (vSafe0V or vSafe5V output) in order to protect the Sink.

e Restores the Port’s data role to DFP.

¢ When the Sink is the VCONN Source it removes VCONN then the Source Port is
restored as the VCONN Source.

e Causes all Active Modes to be exited such that the Source is no longer in Modal
Operation.

e After a Hard Reset it is expected that the Port Partner will respond within tNoResponse.
If this does not occur then nHardResetCount further Hard Resets are carried out before
the Source performs additional Error Recovery steps, as defined in [USB Type-C 1.2] ,
by entering the ErrorRecovery state.
2.5.2 Sink Operation
e At Attach (no PD Connection or Contract):
— Sink detects Source Attachment through the presence of vSafe5V.
— For a DRP that toggles the Port becomes a Sink Port on Attachment of a Source.

— Once the Sink detects the presence of vSafe5V on Vpgyg it waits for a
Source_Capabilities Message indicating the presence of a PD capable Source.

— If the Sink does not receive a Source_Capabilities Message within tTypeCSinkWaitCap
then it issues Hard Reset Signaling in order to cause the Source Port to send a
Source_Capabilities Message if the Source Port is PD capable.

— The Sink does not generate SOP’ or SOP” Packets, is not required to detect SOP’ or
SOP” Packets and does not recognize them.

e Establishing PD Connection (no PD Connection or Contract):

— The Sink receives a Source_Capabilities Message and responds with a GoodCRC
Message.

— The Sink does not generate SOP’ or SOP” Packets, is not required to detect SOP’ or
SOP” Packets and Discards them. Documents
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e Establishing Explicit Contract (PD Connection but no Explicit Contract or Implicit Contract
after a Power Role Swap or Fast Role Swap):

— The Sink receives a Source_Capabilities Message from the Source and responds with
a Request Message. If this is a valid request the Sink receives an Accept Message
followed by a PS_RDY Message when the Source’s power supply is ready to source
power at the agreed level. At this point the Source and Sink have entered into an
Explicit Contract.

e The Sink Port may request one of the capabilities offered by the Source, even if
this is the vSafe5V output offered by [USB 2.0], [USB 3.1], [USB Type-C 1.2] or
[USBBC 1.2], in order to enable future power negotiation.

— A Sink not requesting any capability with a Request Message results in an error.

e A Sink unable to fully operate at the offered capabilities requests the default
capability but indicates that it would prefer another power level and provide a
physical indication of the failure to the end user (e.g. using an LED).

e A Sink does not generate SOP’ or SOP” Packets, is not required to detect SOP’ or
SOP” Packets and Discards them.

e During PD Connection (Explicit Contract — PE_SNK_Ready state)

— The Sink processes and responds (if a response is required) to all Messages received
and sends appropriate Messages whenever its Local Policy requires.

— A Sink whose power needs have changed indicates this to the Source with a new
Request Message. The Sink Port may request one of the capabilities previously offered
by the Source, even if this is the vSafe5V output offered by [USB 2.0], [USB 3.1], [USB
Type-C 1.2] or [USBBC 1.2], in order to enable future power negotiation.

e Not requesting any capability with a Request Message results in an error.

e A Sink unable to fully operate at the offered capabilities requests an offered
capability but indicates a capability mismatch i.e. that it would prefer another power
level also providing a physical indication of the failure to the End User (e.g. using
an LED).

— The Sink will always have Rd asserted on its CC wire.

— When this Port is a DRP the Sink can initiate or receive a request for the exchange of
power roles. After the Power Role Swap this Port will be a Source and an Implicit
Contract will be in place until an Explicit Contract is negotiated immediately afterwards..

— When this Port is a DRD the Sink can initiate or receive a request for an exchange of
data roles. After a Data Role Swap the DFP (Host) becomes a UFP (Device). The Port
remains a Sink and VCONN Source role (or not) remains unchanged.

— The Sink can initiate or receive a request for an exchange of VCONN Source. During a
VCONN Swap VCONN is applied by both ends (make before break). The Port remains a
Sink and DFP/UFP roles remain unchanged.

— The Sink when it is the VCONN Source can communicate with a Cable Plug using SOP’
or SOP” Communication at any time it is not engaged in any other SOP
Communications.

o |f SOP Packets are received by the Sink, during SOP’ or SOP” Communication, the
SOP’ or SOP” Communication is immediately terminated (the Cable Plug times out
and does not retry)

e |f the Sink needs to initiate an SOP Communication during an ongoing SOP’ or
SOP” Communication (e.g. for a Capabilities change) then the SOP’ or SOP”’
Communications will be interrupted.

e When the Sink Port is also a DFP the Source can control the entry and exiting of
modes in the Cable Plug(s) and control Modal Operation.

— When the Sink Port is also a DFP

e The Sink can initiate Unstructured or Structured VDMs.
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