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European foreword 

The text of document 100/2331/CDV, future edition 1 of IEC 62680-2-1, prepared by Technical Area 
14 "Interfaces and methods of measurement for personal computing equipment" of IEC/TC 100 
"Audio, video and multimedia systems and equipment" was submitted to the IEC-CENELEC parallel 
vote and approved by CENELEC as EN 62680-2-1:2015. 
 
The following dates are fixed: 

• latest date by which the document has to be 
implemented at national level by 
publication of an identical national 
standard or by endorsement 

(dop) 2016-07-20 

• latest date by which the national 
standards conflicting with the 
document have to be withdrawn 

(dow) 2018-10-20 

 
Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such 
patent rights. 
 

Endorsement notice 

The text of the International Standard IEC 62680-2-1:2015 was approved by CENELEC as a 
European Standard without any modification. 
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
UNIVERSAL SERIAL BUS INTERFACES FOR DATA AND POWER –  

 
Part 2-1: Universal Serial Bus Specification, Revision 2.0 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees. 

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications. 

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 62680-2-1 has been prepared by technical area 14: Interfaces and 
methods of measurement for personal computing equipment, of IEC technical committee 100: 
Audio, video and multimedia systems and equipment. 

The text of this standard is based on documents prepared by the USB Implementers Forum 
(USB-IF). The structure and editorial rules used in this publication reflect the practice of the 
organization which submitted it. 
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The text of this standard is based on the following documents: 

CDV Report on voting 

100/2331/CDV 100/2434/RVC 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

A list of all the parts in the IEC 62680 series, published under the general title Universal serial 
bus interfaces for data and power can be found on the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC website under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be 

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
 

A bilingual version of this publication may be issued at a later date. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication 
indicates that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION 

The IEC 62680 series is based on a series of specifications that were originally developed by 
the USB Implementers Forum (USB-IF). These specifications were to submitted to the IEC 
under the auspices of a special agreement between the IEC and the USB IF. 

The USB Implementers Forum, Inc.(USB-IF) is a non-profit corporation founded by the group 
of companies that developed the Universal Serial Bus specification. The USB-IF was formed 
to provide a support organization and forum for the advancement and adoption of Universal 
Serial Bus technology. The Forum facilitates the development of high-quality compatible USB 
peripherals (devices), and promotes the benefits of USB and the quality of products that have 
passed compliance testing. 

ANY USB SPECIFICATIONS ARE PROVIDED TO YOU "AS IS, "WITH NO WARRANTIES 
WHATSOEVER, INCLUDING ANY WARRANTY OF MERCHANTABILITY, NON-
INFRINGEMENT, OR FITNESS FOR ANY PARTICULAR PURPOSE. THE USB 
IMPLEMENTERS FORUM AND THE AUTHORS OF ANY USB SPECIFICATIONS DISCLAIM 
ALL LIABILITY, INCLUDING LIABILITY FOR INFRINGEMENT OF ANY PROPRIETARY 
RIGHTS, RELATING TO USE OR IMPLEMENTATION OR INFORMATION IN THIS 
SPECIFICAITON. 

 
THE PROVISION OF ANY USB SPECIFICATIONS TO YOU DOES NOT PROVIDE YOU 
WITH ANY LICENSE, EXPRESS OR IMPLIED, BY ESTOPPEL OR OTHERWISE, TO ANY 
INTELLECTUAL PROPERTY RIGHTS. 

 
Entering into USB Adopters Agreements may, however, allow a signing company to 
participate in a reciprocal, royalty-free licensing arrangement for compliant products. For 
more information, please see: 
http://www.usb.org/developers/docs/ 
http://www.usb.org/developers/devclass_docs#approved 

 
IEC DOES NOT TAKE ANY POSITION AS TO WHETHER IT IS ADVISABLE FOR YOU TO 
ENTER INTO ANY USB ADOPTERS AGREEMENTS OR TO PARTICIPATE IN THE USB 
IMPLEMENTERS FORUM.” 
This series covers the Universal Series Bus interfaces for data and power and consists of the 
following parts: 

IEC 62680-1-1, Universal Serial Bus interfaces for data and power – Part 1-1: Common 
components – USB Battery Charging Specification, Revision 1.2 

IEC 62680-2-1, Universal Serial Bus interfaces for data and power – Part 2-1: Universal 
Serial Bus Specification, Revision 2.0 

IEC 62680-2-2, Universal Serial Bus interfaces for data and power – Part 2-2: USB Micro-
USB Cables and Connectors Specification, Revision 1.01 

IEC 62680-2-3, Universal Serial Bus interfaces for data and power – Part 2-3: Universal 
Serial Bus Cables and Connectors Class Document, Revision 2.0 

This part of the IEC 62680 series consists of several distinct parts: 

• the main body of the text, which consists of the original specification and all ECN and 
Errata developed by the USB-IF. 
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UNIVERSAL SERIAL BUS INTERFACES FOR DATA AND POWER –  
 

Part 2-1: Universal Serial Bus Specification, Revision 2.0 
 
 
 

1 Chapter 1  
Introduction 

1.1 Motivation 

The original motivation for the Universal Serial Bus (USB) came from three interrelated 
considerations: 

• Connection of the PC to the telephone 

It is well understood that the merge of computing and communication will be the basis for the 
next generation of productivity applications. The movement of machine-oriented and human-
oriented data types from one location or environment to another depends on ubiquitous and 
cheap connectivity. Unfortunately, the computing and communication industries have evolved 
independently. The USB provides a ubiquitous link that can be used across a wide range of 
PC-to-telephone interconnects. 

• Ease-of-use 

The lack of flexibility in reconfiguring the PC has been acknowledged as the Achilles’ heel to 
its further deployment. The combination of user-friendly graphical interfaces and the hardware 
and software mechanisms associated with new-generation bus architectures have made 
computers less confrontational and easier to reconfigure. However, from the end user’s point 
of view, the PC’s I/O interfaces, such as serial/parallel ports, keyboard/mouse/joystick 
interfaces, etc., do not have the attributes of plug-and-play. 

• Port expansion 

The addition of external peripherals continues to be constrained by port availability. The lack 
of a bi-directional, low-cost, low-to-mid speed peripheral bus has held back the creative 
proliferation of peripherals such as telephone/fax/modem adapters, answering machines, 
scanners, PDA’s, keyboards, mice, etc. Existing interconnects are optimized for one or two 
point products. As each new function or capability is added to the PC, a new interface has 
been defined to address this need. 

The more recent motivation for USB 2.0 stems from the fact that PCs have increasingly higher 
performance and are capable of processing vast amounts of data. At the same time, PC 
peripherals have added more performance and functionality. User applications such as digital 
imaging demand a high performance connection between the PC and these increasingly 
sophisticated peripherals. USB 2.0 addresses this need by adding a third transfer rate of 480 
Mb/s to the 12 Mb/s and 1.5 Mb/s originally defined for USB. USB 2.0 is a natural evolution of 
USB, delivering the desired bandwidth increase while preserving the original motivations for 
USB and maintaining full compatibility with existing peripherals. 

Thus, USB continues to be the answer to connectivity for the PC architecture. It is a fast, bi-
directional, isochronous, low-cost, dynamically attachable serial interface that is consistent 
with the requirements of the PC platform of today and tomorrow. 

1.2 Objective of the Specification 

This document defines an industry-standard USB. The specification describes the bus 
attributes, the protocol definition, types of transactions, bus management, and the 
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programming interface required to design and build systems and peripherals that are 
compliant with this standard. 

The goal is to enable such devices from different vendors to interoperate in an open 
architecture. The specification is intended as an enhancement to the PC architecture, 
spanning portable, business desktop, and home environments. It is intended that the 
specification allow system OEMs and peripheral developers adequate room for product 
versatility and market differentiation without the burden of carrying obsolete interfaces or 
losing compatibility. 

1.3 Scope of the Document 

The specification is primarily targeted to peripheral developers and system OEMs, but 
provides valuable information for platform operating system/ BIOS/ device driver, adapter 
IHVs/ISVs, and platform/adapter controller vendors. This specification can be used for 
developing new products and associated software. 

1.4 USB Product Compliance 

Adopters of the USB 2.0 specification have signed the USB 2.0 Adopters Agreement, which 
provides them access to a reciprocal royalty-free license from the Promoters and other 
Adopters to certain intellectual property contained in products that are compliant with the USB 
2.0 specification. Adopters can demonstrate compliance with the specification through the 
testing program as defined by the USB Implementers Forum. Products that demonstrate 
compliance with the specification will be granted certain rights to use the USB Implementers 
Forum logo as defined in the logo license. 

1.5 Document Organization 

Chapters 1 through 5 provide an overview for all readers, while Chapters 6 through 11 contain 
detailed technical information defining the USB. 

• Peripheral implementers should particularly read Chapters 5 through 11. 

• USB Host Controller implementers should particularly read Chapters 5 through 8, 10, and 
11. 

• USB device driver implementers should particularly read Chapters 5, 9, and 10. 

This document is complemented and referenced by the Universal Serial Bus Device Class 
Specifications. Device class specifications exist for a wide variety of devices. Please contact 
the USB Implementers Forum for further details. 

Readers are also requested to contact operating system vendors for operating system 
bindings specific to the USB. 
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2 Chapter 2  
Terms and Abbreviations 

This chapter lists and defines terms and abbreviations used throughout this specification. 

ACK Handshake packet indicating a positive acknowledgment. 

Active Device A device that is powered and is not in the Suspend state.  

Asynchronous Data Data transferred at irregular intervals with relaxed latency requirements. 

Asynchronous RA The incoming data rate, Fsi, and the outgoing data rate, Fso, of the RA process are 
independent (i.e., there is no shared master clock). See also rate adaptation. 

Asynchronous SRC The incoming sample rate, Fsi, and outgoing sample rate, Fso, of the SRC process 
are independent (i.e., there is no shared master clock). See also sample rate 
conversion. 

Audio Device A device that sources or sinks sampled analog data. 

AWG# The measurement of a wire’s cross section, as defined by the American Wire 
Gauge standard. 

Babble Unexpected bus activity that persists beyond a specified point in a (micro)frame. 

Bandwidth The amount of data transmitted per unit of time, typically bits per second (b/s) or 
bytes per second (B/s). 

Big Endian A method of storing data that places the most significant byte of multiple-byte 
values at a lower storage address. For example, a 16-bit integer stored in big 
endian format places the least significant byte at the higher address and the most 
significant byte at the lower address. See also little endian. 

Bit A unit of information used by digital computers. Represents the smallest piece of 
addressable memory within a computer. A bit expresses the choice between two 
possibilities and is typically represented by a logical one (1) or zero (0). 

Bit Stuffing Insertion of a “0” bit into a data stream to cause an electrical transition on the data 
wires, allowing a PLL to remain locked. 

b/s Transmission rate expressed in bits per second. 

B/s Transmission rate expressed in bytes per second. 

Buffer Storage used to compensate for a difference in data rates or time of occurrence of 
events, when transmitting data from one device to another. 

Bulk Transfer One of the four USB transfer types. Bulk transfers are non-periodic, large bursty 
communication typically used for a transfer that can use any available bandwidth 
and can also be delayed until bandwidth is available. See also transfer type. 

Bus Enumeration Detecting and identifying USB devices. 

Byte A data element that is eight bits in size. 

Capabilities Those attributes of a USB device that are administrated by the host. 

Characteristics Those qualities of a USB device that are unchangeable; for example, the device 
class is a device characteristic. 

Client Software resident on the host that interacts with the USB System Software to 
arrange data transfer between a function and the host. The client is often the data 
provider and consumer for transferred data. 

Configuring Software Software resident on the host software that is responsible for configuring a USB 
device. This may be a system configurator or software specific to the device. 

Control Endpoint A pair of device endpoints with the same endpoint number that are used by a 
control pipe. Control endpoints transfer data in both directions and, therefore, use 
both endpoint directions of a device address and endpoint number combination. 
Thus, each control endpoint consumes two endpoint addresses.  

Control Pipe Same as a message pipe. 

Control Transfer One of the four USB transfer types. Control transfers support 
configuration/command/status type communications between client and function. 
See also transfer type. 

CRC See Cyclic Redundancy Check. 

CTI Computer Telephony Integration. 
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Cyclic Redundancy Check 
(CRC) 

A check performed on data to see if an error has occurred in transmitting, reading, 
or writing the data. The result of a CRC is typically stored or transmitted with the 
checked data. The stored or transmitted result is compared to a CRC calculated for 
the data to determine if an error has occurred. 

Default Address An address defined by the USB Specification and used by a USB device when it is 
first powered or reset. The default address is 00H. 

Default Pipe The message pipe created by the USB System Software to pass control and status 
information between the host and a USB device’s endpoint zero. 

Device A logical or physical entity that performs a function. The actual entity described 
depends on the context of the reference. At the lowest level, device may refer to a 
single hardware component, as in a memory device. At a higher level, it may refer 
to a collection of hardware components that perform a particular function, such as a 
USB interface device. At an even higher level, device may refer to the function 
performed by an entity attached to the USB; for example, a data/FAX modem 
device. Devices may be physical, electrical, addressable, and logical. 

When used as a non-specific reference, a USB device is either a hub or a function. 

Device Address A seven-bit value representing the address of a device on the USB. The device 
address is the default address (00H) when the USB device is first powered or the 
device is reset. Devices are assigned a unique device address by the USB System 
Software. 

Device Endpoint A uniquely addressable portion of a USB device that is the source or sink of 
information in a communication flow between the host and device. See also 
endpoint address. 

Device Resources Resources provided by USB devices, such as buffer space and endpoints. See also 
Host Resources and Universal Serial Bus Resources. 

Device Software Software that is responsible for using a USB device. This software may or may not 
also be responsible for configuring the device for use. 

Downstream The direction of data flow from the host or away from the host. A downstream port 
is the port on a hub electrically farthest from the host that generates downstream 
data traffic from the hub. Downstream ports receive upstream data traffic. 

Driver When referring to hardware, an I/O pad that drives an external load. When referring 
to software, a program responsible for interfacing to a hardware device, that is, a 
device driver. 

DWORD Double word. A data element that is two words (i.e., four bytes or 32 bits) in size. 

Dynamic Insertion and 
Removal 

The ability to attach and remove devices while the host is in operation. 

E2PROM See Electrically Erasable Programmable Read Only Memory. 

EEPROM See Electrically Erasable Programmable Read Only Memory. 

Electrically Erasable 
Programmable Read Only 
Memory (EEPROM) 

Non-volatile rewritable memory storage technology. 

End User The user of a host. 

Endpoint See device endpoint. 

Endpoint Address The combination of an endpoint number and an endpoint direction on a USB 
device. Each endpoint address supports data transfer in one direction. 

Endpoint Direction The direction of data transfer on the USB. The direction can be either IN or OUT. 
IN refers to transfers to the host; OUT refers to transfers from the host. 

Endpoint Number A four-bit value between 0H and FH, inclusive, associated with an endpoint on a 
USB device. 

Envelope detector An electronic circuit inside a USB device that monitors the USB data lines and 
detects certain voltage related signal characteristics. 

EOF End-of-(micro)Frame. 

EOP End-of-Packet. 

External Port See port. 

Eye pattern A representation of USB signaling that provides minimum and maximum voltage 
levels as well as signal jitter. 

False EOP A spurious, usually noise-induced event that is interpreted by a packet receiver as 
an EOP. 

Frame A 1 millisecond time base established on full-/low-speed buses. 
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Frame Pattern A sequence of frames that exhibit a repeating pattern in the number of samples 
transmitted per frame. For a 44.1 kHz audio transfer, the frame pattern could be 
nine frames containing 44 samples followed by one frame containing 45 samples. 

Fs See sample rate. 

Full-duplex Computer data transmission occurring in both directions simultaneously. 

Full-speed USB operation at 12 Mb/s. See also low-speed and high-speed. 

Function A USB device that provides a capability to the host, such as an ISDN connection, a 
digital microphone, or speakers. 

Handshake Packet A packet that acknowledges or rejects a specific condition. For examples, see ACK 
and NAK. 

High-bandwidth endpoint A high-speed device endpoint that transfers more than 1024 bytes and less than 
3073 bytes per microframe. 

High-speed USB operation at 480 Mb/s. See also low-speed and full-speed. 

Host The host computer system where the USB Host Controller is installed. This 
includes the host hardware platform (CPU, bus, etc.) and the operating system in 
use. 

Host Controller The host’s USB interface. 

Host Controller Driver 
(HCD) 

The USB software layer that abstracts the Host Controller hardware. The Host 
Controller Driver provides an SPI for interaction with a Host Controller. The Host 
Controller Driver hides the specifics of the Host Controller hardware 
implementation. 

Host Resources Resources provided by the host, such as buffer space and interrupts. See also 
Device Resources and Universal Serial Bus Resources. 

Hub A USB device that provides additional connections to the USB. 

Hub Tier   One plus the number of USB links in a communication path between the host and a 
function. See Figure 4-1. 

Interrupt Request (IRQ) A hardware signal that allows a device to request attention from a host. The host 
typically invokes an interrupt service routine to handle the condition that caused the 
request. 

Interrupt Transfer One of the four USB transfer types. Interrupt transfer characteristics are small data, 
non-periodic, low-frequency, and bounded-latency. Interrupt transfers are typically 
used to handle service needs. See also transfer type. 

I/O Request Packet An identifiable request by a software client to move data between itself (on the 
host) and an endpoint of a device in an appropriate direction. 

IRP See I/O Request Packet. 

IRQ See Interrupt Request. 

Isochronous Data A stream of data whose timing is implied by its delivery rate. 

Isochronous Device An entity with isochronous endpoints, as defined in the USB Specification, that 
sources or sinks sampled analog streams or synchronous data streams. 

Isochronous Sink 
Endpoint 

An endpoint that is capable of consuming an isochronous data stream that is sent 
by the host. 

Isochronous Source 
Endpoint 

An endpoint that is capable of producing an isochronous data stream and sending it 
to the host. 

Isochronous Transfer One of the four USB transfer types. Isochronous transfers are used when working 
with isochronous data. Isochronous transfers provide periodic, continuous 
communication between host and device. See also transfer type. 

Jitter A tendency toward lack of synchronization caused by mechanical or electrical 
changes. More specifically, the phase shift of digital pulses over a transmission 
medium. 

kb/s Transmission rate expressed in kilobits per second. 

kB/s Transmission rate expressed in kilobytes per second. 

Little Endian Method of storing data that places the least significant byte of multiple-byte values 
at lower storage addresses. For example, a 16-bit integer stored in little endian 
format places the least significant byte at the lower address and the most 
significant byte at the next address. See also big endian. 

LOA Loss of bus activity characterized by an SOP without a corresponding EOP. 

Low-speed USB operation at 1.5 Mb/s. See also full-speed and high-speed. 
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LSb Least significant bit. 

LSB Least significant byte. 

Mb/s Transmission rate expressed in megabits per second. 

MB/s Transmission rate expressed in megabytes per second. 

Message Pipe A bi-directional pipe that transfers data using a request/data/status paradigm. The 
data has an imposed structure that allows requests to be reliably identified and 
communicated. 

Microframe A 125 microsecond time base established on high-speed buses. 

MSb Most significant bit. 

MSB Most significant byte. 

NAK Handshake packet indicating a negative acknowledgment. 

Non Return to Zero Invert 
(NRZI) 

A method of encoding serial data in which ones and zeroes are represented by 
opposite and alternating high and low voltages where there is no return to zero 
(reference) voltage between encoded bits. Eliminates the need for clock pulses. 

NRZI See Non Return to Zero Invert. 

Object Host software or data structure representing a USB entity. 

Packet A bundle of data organized in a group for transmission. Packets typically contain 
three elements:  control information (e.g., source, destination, and length), the data 
to be transferred, and error detection and correction bits.  

Packet Buffer The logical buffer used by a USB device for sending or receiving a single packet. 
This determines the maximum packet size the device can send or receive. 

Packet ID (PID) A field in a USB packet that indicates the type of packet, and by inference, the 
format of the packet and the type of error detection applied to the packet. 

Phase A token, data, or handshake packet. A transaction has three phases. 

Phase Locked Loop (PLL) A circuit that acts as a phase detector to keep an oscillator in phase with an 
incoming frequency. 

Physical Device A device that has a physical implementation; e.g., speakers, microphones, and CD 
players. 

PID See Packet ID. 

Pipe A logical abstraction representing the association between an endpoint on a device 
and software on the host. A pipe has several attributes; for example, a pipe may 
transfer data as streams (stream pipe) or messages (message pipe). See also 
stream pipe and message pipe. 

PLL See Phase Locked Loop. 

Polling Asking multiple devices, one at a time, if they have any data to transmit. 

POR See Power On Reset. 

Port Point of access to or from a system or circuit. For the USB, the point where a USB 
device is attached. 

Power On Reset (POR) Restoring a storage device, register, or memory to a predetermined state when 
power is applied. 

Programmable Data Rate Either a fixed data rate (single-frequency endpoints), a limited number of data rates 
(32 kHz, 44.1 kHz, 48 kHz, …), or a continuously programmable data rate. The 
exact programming capabilities of an endpoint must be reported in the appropriate 
class-specific endpoint descriptors. 

Protocol A specific set of rules, procedures, or conventions relating to format and timing of 
data transmission between two devices. 

RA See rate adaptation. 

Rate Adaptation  The process by which an incoming data stream, sampled at Fsi, is converted to an 
outgoing data stream, sampled at Fso,with a certain loss of quality, determined by 
the rate adaptation algorithm. Error control mechanisms are required for the 
process. Fsi and Fso can be different and asynchronous. Fsi is the input data rate 
of the RA; Fso is the output data rate of the RA. 

Request A request made to a USB device contained within the data portion of a SETUP 
packet. 

Retire The action of completing service for a transfer and notifying the appropriate 
software client of the completion. 
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Root Hub A USB hub directly attached to the Host Controller. This hub (tier 1) is attached to 
the host. 

Root Port   The downstream port on a Root Hub. 

Sample The smallest unit of data on which an endpoint operates; a property of an endpoint. 

Sample Rate (Fs) The number of samples per second, expressed in Hertz (Hz). 

Sample Rate Conversion 
(SRC) 

A dedicated implementation of the RA process for use on sampled analog data 
streams. The error control mechanism is replaced by interpolating techniques. 

Service A procedure provided by a System Programming Interface (SPI). 

Service Interval The period between consecutive requests to a USB endpoint to send or receive 
data. 

Service Jitter The deviation of service delivery from its scheduled delivery time. 

Service Rate The number of services to a given endpoint per unit time. 

SOF See Start-of-Frame. 

SOP Start-of-Packet. 

SPI See System Programming Interface. 

Split transaction A transaction type supported by host controllers and hubs. This transaction type 
allows full- and low-speed devices to be attached to hubs operating at high-speed. 

SRC See Sample Rate Conversion. 

Stage One part of the sequence composing a control transfer; stages include the Setup 
stage, the Data stage, and the Status stage. 

Start-of-Frame (SOF) The first transaction in each (micro)frame. An SOF allows endpoints to identify the 
start of the (micro)frame and synchronize internal endpoint clocks to the host. 

Stream Pipe A pipe that transfers data as a stream of samples with no defined USB structure.  

Synchronization Type A classification that characterizes an isochronous endpoint’s capability to connect 
to other isochronous endpoints. 

Synchronous RA The incoming data rate, Fsi, and the outgoing data rate, Fso, of the RA process are 
derived from the same master clock. There is a fixed relation between Fsi and Fso. 

Synchronous SRC The incoming sample rate, Fsi, and outgoing sample rate, Fso, of the SRC process 
are derived from the same master clock. There is a fixed relation between Fsi and 
Fso. 

System Programming 
Interface (SPI) 

A defined interface to services provided by system software. 

TDM See Time Division Multiplexing. 

TDR See Time Domain Reflectometer. 

Termination Passive components attached at the end of cables to prevent signals from being 
reflected or echoed. 

Time Division 
Multiplexing (TDM) 

A method of transmitting multiple signals (data, voice, and/or video) simultaneously 
over one communications medium by interleaving a piece of each signal one after 
another. 

Time Domain 
Reflectometer (TDR) 

An instrument capable of measuring impedance characteristics of the USB signal 
lines. 

Timeout The detection of a lack of bus activity for some predetermined interval. 

Token Packet A type of packet that identifies what transaction is to be performed on the bus. 

Transaction The delivery of service to an endpoint; consists of a token packet, optional data 
packet, and optional handshake packet. Specific packets are allowed/required 
based on the transaction type. 

Transaction translator A functional component of a USB hub. The Transaction Translator responds to 
special high-speed transactions and translates them to full/low-speed transactions 
with full/low-speed devices attached on downstream facing ports. 

Transfer One or more bus transactions to move information between a software client and its 
function. 

Transfer Type Determines the characteristics of the data flow between a software client and its 
function. Four standard transfer types are defined:  control, interrupt, bulk, and 
isochronous. 
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Turn-around Time The time a device needs to wait to begin transmitting a packet after a packet has 
been received to prevent collisions on the USB. This time is based on the length 
and propagation delay characteristics of the cable and the location of the 
transmitting device in relation to other devices on the USB. 

Universal Serial Bus 
Driver (USBD) 

The host resident software entity responsible for providing common services to 
clients that are manipulating one or more functions on one or more Host 
Controllers. 

Universal Serial Bus 
Resources 

Resources provided by the USB, such as bandwidth and power. See also Device 
Resources and Host Resources. 

Upstream The direction of data flow towards the host. An upstream port is the port on a 
device electrically closest to the host that generates upstream data traffic from the 
hub. Upstream ports receive downstream data traffic. 

USBD See Universal Serial Bus Driver. 

USB-IF USB Implementers Forum, Inc. is a nonprofit corporation formed to facilitate the 
development of USB compliant products and promote the technology. 

Virtual Device A device that is represented by a software interface layer. An example of a virtual 
device is a hard disk with its associated device driver and client software that 
makes it able to reproduce an audio .WAV file. 

Word A data element that is two bytes (16 bits) in size. 
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3 Chapter 3  
Background 

This chapter presents a brief description of the background of the Universal Serial Bus (USB), 
including design goals, features of the bus, and existing technologies. 

3.1 Goals for the Universal Serial Bus 

The USB is specified to be an industry-standard extension to the PC architecture with a focus 
on PC peripherals that enable consumer and business applications. The following criteria 
were applied in defining the architecture for the USB: 

• Ease-of-use for PC peripheral expansion 

• Low-cost solution that supports transfer rates up to 480 Mb/s 

• Full support for real-time data for voice, audio, and video 

• Protocol flexibility for mixed-mode isochronous data transfers and asynchronous 
messaging 

• Integration in commodity device technology 

• Comprehension of various PC configurations and form factors 

• Provision of a standard interface capable of quick diffusion into product 

• Enabling new classes of devices that augment the PC’s capability 

• Full backward compatibility of USB 2.0 for devices built to previous versions of the 
specification 

3.2 Taxonomy of Application Space 

Figure 3-1 describes a taxonomy for the range of data traffic workloads that can be serviced 
over a USB. As can be seen, a 480 Mb/s bus comprehends the high-speed, full-speed, and 
low-speed data ranges. Typically, high-speed and full-speed data types may be isochronous, 
while low-speed data comes from interactive devices. The USB is primarily a PC bus but can 
be readily applied to other host-centric computing devices. The software architecture allows 
for future extension of the USB by providing support for multiple USB Host Controllers. 

 

Figure 3-1 – Application Space Taxonomy 
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3.3 Feature List 

The USB Specification provides a selection of attributes that can achieve multiple 
price/performance integration points and can enable functions that allow differentiation at the 
system and component level. Features are categorized by the following benefits: 

Easy to use for end user 

• Single model for cabling and connectors 

• Electrical details isolated from end user (e.g., bus terminations) 

• Self-identifying peripherals, automatic mapping of function to driver and configuration 

• Dynamically attachable and reconfigurable peripherals 

Wide range of workloads and applications 

• Suitable for device bandwidths ranging from a few kb/s to several hundred Mb/s 

• Supports isochronous as well as asynchronous transfer types over the same set of wires 

• Supports concurrent operation of many devices (multiple connections) 

• Supports up to 127 physical devices 

• Supports transfer of multiple data and message streams between the host and devices 

• Allows compound devices (i.e., peripherals composed of many functions) 

• Lower protocol overhead, resulting in high bus utilization 

Isochronous bandwidth 

• Guaranteed bandwidth and low latencies appropriate for telephony, audio, video, etc. 

Flexibility 

• Supports a wide range of packet sizes, which allows a range of device buffering options 

• Allows a wide range of device data rates by accommodating packet buffer size and 
latencies 

• Flow control for buffer handling is built into the protocol 

Robustness 

• Error handling/fault recovery mechanism is built into the protocol 

• Dynamic insertion and removal of devices is identified in user-perceived real-time 

• Supports identification of faulty devices 

Synergy with PC industry 

• Protocol is simple to implement and integrate 

• Consistent with the PC plug-and-play architecture 

• Leverages existing operating system interfaces 

Low-cost implementation 

• Low-cost subchannel at 1.5 Mb/s 

• Optimized for integration in peripheral and host hardware 

• Suitable for development of low-cost peripherals 

• Low-cost cables and connectors 

• Uses commodity technologies 

BS EN 62680-2-1:2015

Full document details: BS EN 62680-2-1:2015

http://www.avadocuments.com/doc/bs-en-62680-2-1-2015
http://www.avadocuments.com/doc/bs-en-62680-2-1-2015


IEC 62680-2-1:2015 © IEC 2015 – 39 –  
© USB-IF 2014 

Upgrade path 

• Architecture upgradeable to support multiple USB Host Controllers in a system 
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4 Chapter 4  
Architectural Overview 

This chapter presents an overview of the Universal Serial Bus (USB) architecture and key 
concepts. The USB is a cable bus that supports data exchange between a host computer and 
a wide range of simultaneously accessible peripherals. The attached peripherals share USB 
bandwidth through a host-scheduled, token-based protocol. The bus allows peripherals to be 
attached, configured, used, and detached while the host and other peripherals are in 
operation. 

Later chapters describe the various components of the USB in greater detail. 

4.1 USB System Description 

A USB system is described by three definitional areas: 

• USB interconnect 

• USB devices 

• USB host 

The USB interconnect is the manner in which USB devices are connected to and 
communicate with the host. This includes the following: 

• Bus Topology:  Connection model between USB devices and the host. 

• Inter-layer Relationships:  In terms of a capability stack, the USB tasks that are performed 
at each layer in the system. 

• Data Flow Models:  The manner in which data moves in the system over the USB between 
producers and consumers. 

• USB Schedule:  The USB provides a shared interconnect. Access to the interconnect is 
scheduled in order to support isochronous data transfers and to eliminate arbitration 
overhead. 

USB devices and the USB host are described in detail in subsequent sections. 

4.1.1 Bus Topology 

The USB connects USB devices with the USB host. The USB physical interconnect is a tiered 
star topology. A hub is at the center of each star. Each wire segment is a point-to-point 
connection between the host and a hub or function, or a hub connected to another hub or 
function. Figure 4-1 illustrates the topology of the USB. 

Due to timing constraints allowed for hub and cable propagation times, the maximum number 
of tiers allowed is seven (including the root tier). Note that in seven tiers, five non-root hubs 
maximum can be supported in a communication path between the host and any device. A 
compound device (see Figure 4-1) occupies two tiers; therefore, it cannot be enabled if 
attached at tier level seven. Only functions can be enabled in tier seven. 
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Figure 4-1 – Bus Topology 

4.1.1.1 USB Host 

There is only one host in any USB system. The USB interface to the host computer system is 
referred to as the Host Controller. The Host Controller may be implemented in a combination 
of hardware, firmware, or software. A root hub is integrated within the host system to provide 
one or more attachment points. 

Additional information concerning the host may be found in Section 4.9 and in Chapter 10. 

4.1.1.2 USB Devices 

USB devices are one of the following: 

• Hubs, which provide additional attachment points to the USB 

• Functions, which provide capabilities to the system, such as an ISDN connection, a digital 
joystick, or speakers 

USB devices present a standard USB interface in terms of the following: 

• Their comprehension of the USB protocol 

• Their response to standard USB operations, such as configuration and reset 

• Their standard capability descriptive information 

Additional information concerning USB devices may be found in Section 4.8 and in Chapter 9. 

4.2 Physical Interface 

The physical interface of the USB is described in the electrical (Chapter 7) and mechanical 
(Chapter 6) specifications for the bus. 
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4.2.1 Electrical 

The USB transfers signal and power over a four-wire cable, shown in Figure 4-2. The 
signaling occurs over two wires on each point-to-point segment. 

There are three data rates: 

• The USB high-speed signaling bit rate is 480 Mb/s. 

• The USB full-speed signaling bit rate is 12 Mb/s. 

• A limited capability low-speed signaling mode is also defined at 1.5 Mb/s. 

USB 2.0 host controllers and hubs provide capabilities so that full-speed and low-speed data 
can be transmitted at high-speed between the host controller and the hub, but transmitted 
between the hub and the device at full-speed or low-speed. This capability minimizes the 
impact that full-speed and low-speed devices have upon the bandwidth available for high-
speed devices. 

The low-speed mode is defined to support a limited number of low-bandwidth devices, such 
as mice, because more general use would degrade bus utilization. 

The clock is transmitted, encoded along with the differential data. The clock encoding scheme 
is NRZI with bit stuffing to ensure adequate transitions. A SYNC field precedes each packet to 
allow the receiver(s) to synchronize their bit recovery clocks. 

 

Figure 4-2 – USB Cable 

The cable also carries VBUS and GND wires on each segment to deliver power to devices. 
VBUS is nominally +5 V at the source. The USB allows cable segments of variable lengths, up 
to several meters, by choosing the appropriate conductor gauge to match the specified IR 
drop and other attributes such as device power budget and cable flexibility. In order to provide 
guaranteed input voltage levels and proper termination impedance, biased terminations are 
used at each end of the cable. The terminations also permit the detection of attach and 
detach at each port and differentiate between high/full-speed and low-speed devices. 

4.2.2 Mechanical 

The mechanical specifications for cables and connectors are provided in Chapter 6. All 
devices have an upstream connection. Upstream and downstream connectors are not 
mechanically interchangeable, thus eliminating illegal loopback connections at hubs. The 
cable has four conductors:  a twisted signal pair of standard gauge and a power pair in a 
range of permitted gauges. The connector is four-position, with shielded housing, specified 
robustness, and ease of attach-detach characteristics. 

4.3 Power 

The specification covers two aspects of power: 

• Power distribution over the USB deals with the issues of how USB devices consume 
power provided by the host over the USB. 

• Power management deals with how the USB System Software and devices fit into the 
host-based power management system. 
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4.3.1 Power Distribution 

Each USB segment provides a limited amount of power over the cable. The host supplies 
power for use by USB devices that are directly connected. In addition, any USB device may 
have its own power supply. USB devices that rely totally on power from the cable are called 
bus-powered devices. In contrast, those that have an alternate source of power are called 
self-powered devices. A hub also supplies power for its connected USB devices. The 
architecture permits bus-powered hubs within certain constraints of topology that are 
discussed later in Chapter 11. 

4.3.2 Power Management 

A USB host may have a power management system that is independent of the USB. The USB 
System Software interacts with the host’s power management system to handle system power 
events such as suspend or resume. Additionally, USB devices typically implement additional 
power management features that allow them to be power managed by system software. 

The power distribution and power management features of the USB allow it to be designed 
into power-sensitive systems such as battery-based notebook computers. 

4.4 Bus Protocol 

The USB is a polled bus. The Host Controller initiates all data transfers. 

Most bus transactions involve the transmission of up to three packets. Each transaction 
begins when the Host Controller, on a scheduled basis, sends a USB packet describing the 
type and direction of transaction, the USB device address, and endpoint number. This packet 
is referred to as the “token packet.”  The USB device that is addressed selects itself by 
decoding the appropriate address fields. In a given transaction, data is transferred either from 
the host to a device or from a device to the host. The direction of data transfer is specified in 
the token packet. The source of the transaction then sends a data packet or indicates it has 
no data to transfer. The destination, in general, responds with a handshake packet indicating 
whether the transfer was successful. 

Some bus transactions between host controllers and hubs involve the transmission of four 
packets. These types of transactions are used to manage the data transfers between the host 
and full-/low- speed devices. 

The USB data transfer model between a source or destination on the host and an endpoint on 
a device is referred to as a pipe. There are two types of pipes:  stream and message. Stream 
data has no USB-defined structure, while message data does. Additionally, pipes have 
associations of data bandwidth, transfer service type, and endpoint characteristics like 
directionality and buffer sizes. Most pipes come into existence when a USB device is 
configured. One message pipe, the Default Control Pipe, always exists once a device is 
powered, in order to provide access to the device’s configuration, status, and control 
information. 

The transaction schedule allows flow control for some stream pipes. At the hardware level, 
this prevents buffers from underrun or overrun situations by using a NAK handshake to 
throttle the data rate. When NAKed, a transaction is retried when bus time is available. The 
flow control mechanism permits the construction of flexible schedules that accommodate 
concurrent servicing of a heterogeneous mix of stream pipes. Thus, multiple stream pipes can 
be serviced at different intervals and with packets of different sizes. 

4.5 Robustness 

There are several attributes of the USB that contribute to its robustness: 

• Signal integrity using differential drivers, receivers, and shielding 
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• CRC protection over control and data fields 

• Detection of attach and detach and system-level configuration of resources 

• Self-recovery in protocol, using timeouts for lost or corrupted packets 

• Flow control for streaming data to ensure isochrony and hardware buffer management 

• Data and control pipe constructs for ensuring independence from adverse interactions 
between functions 

4.5.1 Error Detection 

The core bit error rate of the USB medium is expected to be close to that of a backplane and 
any glitches will very likely be transient in nature. To provide protection against such 
transients, each packet includes error protection fields. When data integrity is required, such 
as with lossless data devices, an error recovery procedure may be invoked in hardware or 
software. 

The protocol includes separate CRCs for control and data fields of each packet. A failed CRC 
is considered to indicate a corrupted packet. The CRC gives 100 % coverage on single- and 
double-bit errors. 

4.5.2 Error Handling 

The protocol allows for error handling in hardware or software. Hardware error handling 
includes reporting and retry of failed transfers. A USB Host Controller will try a transmission 
that encounters errors up to three times before informing the client software of the failure. The 
client software can recover in an implementation-specific way. 

4.6 System Configuration 

The USB supports USB devices attaching to and detaching from the USB at any time. 
Consequently, system software must accommodate dynamic changes in the physical bus 
topology. 

4.6.1 Attachment of USB Devices 

All USB devices attach to the USB through ports on specialized USB devices known as hubs. 
Hubs have status bits that are used to report the attachment or removal of a USB device on 
one of its ports. The host queries the hub to retrieve these bits. In the case of an attachment, 
the host enables the port and addresses the USB device through the device’s control pipe at 
the default address. 

The host assigns a unique USB address to the device and then determines if the newly 
attached USB device is a hub or a function. The host establishes its end of the control pipe 
for the USB device using the assigned USB address and endpoint number zero. 

If the attached USB device is a hub and USB devices are attached to its ports, then the above 
procedure is followed for each of the attached USB devices. 

If the attached USB device is a function, then attachment notifications will be handled by host 
software that is appropriate for the function. 

4.6.2 Removal of USB Devices 

When a USB device has been removed from one of a hub’s ports, the hub disables the port 
and provides an indication of device removal to the host. The removal indication is then 
handled by appropriate USB System Software. If the removed USB device is a hub, the USB 
System Software must handle the removal of both the hub and of all of the USB devices that 
were previously attached to the system through the hub. 
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4.6.3 Bus Enumeration 

Bus enumeration is the activity that identifies and assigns unique addresses to devices 
attached to a bus. Because the USB allows USB devices to attach to or detach from the USB 
at any time, bus enumeration is an on-going activity for the USB System Software. 
Additionally, bus enumeration for the USB also includes the detection and processing of 
removals. 

4.7 Data Flow Types 

The USB supports functional data and control exchange between the USB host and a USB 
device as a set of either uni-directional or bi-directional pipes. USB data transfers take place 
between host software and a particular endpoint on a USB device. Such associations between 
the host software and a USB device endpoint are called pipes. In general, data movement 
though one pipe is independent from the data flow in any other pipe. A given USB device may 
have many pipes. As an example, a given USB device could have an endpoint that supports a 
pipe for transporting data to the USB device and another endpoint that supports a pipe for 
transporting data from the USB device. 

The USB architecture comprehends four basic types of data transfers: 

• Control Transfers:  Used to configure a device at attach time and can be used for other 
device-specific purposes, including control of other pipes on the device. 

• Bulk Data Transfers:  Generated or consumed in relatively large and bursty quantities and 
have wide dynamic latitude in transmission constraints. 

• Interrupt Data Transfers:  Used for timely but reliable delivery of data, for example, 
characters or coordinates with human-perceptible echo or feedback response 
characteristics. 

• Isochronous Data Transfers:  Occupy a prenegotiated amount of USB bandwidth with a 
prenegotiated delivery latency. (Also called streaming real time transfers). 

A pipe supports only one of the types of transfers described above for any given device 
configuration. The USB data flow model is described in more detail in Chapter 5. 

4.7.1 Control Transfers 

Control data is used by the USB System Software to configure devices when they are first 
attached. Other driver software can choose to use control transfers in implementation-specific 
ways. Data delivery is lossless. 

4.7.2 Bulk Transfers 

Bulk data typically consists of larger amounts of data, such as that used for printers or 
scanners. Bulk data is sequential. Reliable exchange of data is ensured at the hardware level 
by using error detection in hardware and invoking a limited number of retries in hardware. 
Also, the bandwidth taken up by bulk data can vary, depending on other bus activities. 

4.7.3 Interrupt Transfers 

A limited-latency transfer to or from a device is referred to as interrupt data. Such data may 
be presented for transfer by a device at any time and is delivered by the USB at a rate no 
slower than is specified by the device. 

Interrupt data typically consists of event notification, characters, or coordinates that are 
organized as one or more bytes. An example of interrupt data is the coordinates from a 
pointing device. Although an explicit timing rate is not required, interactive data may have 
response time bounds that the USB must support. 
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4.7.4 Isochronous Transfers 

Isochronous data is continuous and real-time in creation, delivery, and consumption. Timing-
related information is implied by the steady rate at which isochronous data is received and 
transferred. Isochronous data must be delivered at the rate received to maintain its timing. In 
addition to delivery rate, isochronous data may also be sensitive to delivery delays. For 
isochronous pipes, the bandwidth required is typically based upon the sampling 
characteristics of the associated function. The latency required is related to the buffering 
available at each endpoint. 

A typical example of isochronous data is voice. If the delivery rate of these data streams is 
not maintained, drop-outs in the data stream will occur due to buffer or frame underruns or 
overruns. Even if data is delivered at the appropriate rate by USB hardware, delivery delays 
introduced by software may degrade applications requiring real-time turn-around, such as 
telephony-based audio conferencing. 

The timely delivery of isochronous data is ensured at the expense of potential transient losses 
in the data stream. In other words, any error in electrical transmission is not corrected by 
hardware mechanisms such as retries. In practice, the core bit error rate of the USB is 
expected to be small enough not to be an issue. USB isochronous data streams are allocated 
a dedicated portion of USB bandwidth to ensure that data can be delivered at the desired rate. 
The USB is also designed for minimal delay of isochronous data transfers. 

4.7.5 Allocating USB Bandwidth 

USB bandwidth is allocated among pipes. The USB allocates bandwidth for some pipes when 
a pipe is established. USB devices are required to provide some buffering of data. It is 
assumed that USB devices requiring more bandwidth are capable of providing larger buffers. 
The goal for the USB architecture is to ensure that buffering-induced hardware delay is 
bounded to within a few milliseconds. 

The USB’s bandwidth capacity can be allocated among many different data streams. This 
allows a wide range of devices to be attached to the USB. Further, different device bit rates, 
with a wide dynamic range, can be concurrently supported. 

The USB Specification defines the rules for how each transfer type is allowed access to the 
bus. 

4.8 USB Devices 

USB devices are divided into device classes such as hub, human interface, printer, imaging, 
or mass storage device. The hub device class indicates a specially designated USB device 
that provides additional USB attachment points (refer to Chapter 11). USB devices are 
required to carry information for self-identification and generic configuration. They are also 
required at all times to display behavior consistent with defined USB device states. 

4.8.1 Device Characterizations 

All USB devices are accessed by a USB address that is assigned when the device is attached 
and enumerated. Each USB device additionally supports one or more pipes through which the 
host may communicate with the device. All USB devices must support a specially designated 
pipe at endpoint zero to which the USB device’s USB control pipe will be attached. All USB 
devices support a common access mechanism for accessing information through this control 
pipe. 

Associated with the control pipe at endpoint zero is the information required to completely 
describe the USB device. This information falls into the following categories: 

• Standard:  This is information whose definition is common to all USB devices and includes 
items such as vendor identification, device class, and power management capability. 
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Device, configuration, interface, and endpoint descriptions carry configuration-related 
information about the device. Detailed information about these descriptors can be found in 
Chapter 9. 

• Class:  The definition of this information varies, depending on the device class of the USB 
device. 

• USB Vendor:  The vendor of the USB device is free to put any information desired here. 
The format, however, is not determined by this specification. 

Additionally, each USB device carries USB control and status information. 

4.8.2 Device Descriptions 

Two major divisions of device classes exist:  hubs and functions. Only hubs have the ability to 
provide additional USB attachment points. Functions provide additional capabilities to the host. 

4.8.2.1 Hubs 

Hubs are a key element in the plug-and-play architecture of the USB. Figure 4-3 shows a 
typical hub. Hubs serve to simplify USB connectivity from the user’s perspective and provide 
robustness at relatively low cost and complexity. 

Hubs are wiring concentrators and enable the multiple attachment characteristics of the USB. 
Attachment points are referred to as ports. Each hub converts a single attachment point into 
multiple attachment points. The architecture supports concatenation of multiple hubs. 

The upstream port of a hub connects the hub towards the host. Each of the downstream ports 
of a hub allows connection to another hub or function. Hubs can detect attach and detach at 
each downstream port and enable the distribution of power to downstream devices. Each 
downstream port can be individually enabled and attached to either high-, full- or low-speed 
devices. 

A USB 2.0 hub consists of three portions:  the Hub Controller, the Hub Repeater, and the 
Transaction Translator. The Hub Repeater is a protocol-controlled switch between the 
upstream port and downstream ports. It also has hardware support for reset and 
suspend/resume signaling. The Host Controller provides the communication to/from the host. 
Hub-specific status and control commands permit the host to configure a hub and to monitor 
and control its ports. The Transaction Translator provides the mechanisms that support full-
/low-speed devices behind the hub, while transmitting all device data between the host and 
the hub at high-speed. 

 

Figure 4-3 – A Typical Hub 

Figure 4-4 illustrates how hubs provide connectivity in a typical desktop computer 
environment. 
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