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Foreword

The text of document 100/2157/FDIS, future edition 1 of IEC 62680-3, prepared by Technical Area 14
“Interfaces and methods of measurement for personal computing equipment” of IEC/TC 100 “Audio,
video and multimedia systems and equipment" was submitted to the IEC-CENELEC parallel vote and
approved by CENELEC as EN 62680-3:2013.

The following dates are fixed:

e latest date by which the document has to be (dop) 2014-06-27
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2016-09-27
standards conflicting with the
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of

patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

Endorsement notice

The text of the International Standard IEC 62680-3:2013 was approved by CENELEC as a European
Standard without any modification.
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INTRODUCTION

The IEC 62680 series is based on a series of specifications that were originally developed by
the USB Implementers Forum (USB-IF). These specifications were submitted to the IEC under
the auspices of a special agreement between the IEC and the USB-IF.

The USB Implementers Forum, Inc. (USB-IF) is a non-profit corporation founded by the group
of companies that developed the Universal Serial Bus specification. The USB-IF was formed
to provide a support organization and forum for the advancement and adoption of Universal
Serial Bus technology. The Forum facilitates the development of high-quality compatible USB
peripherals (devices), and promotes the benefits of USB and the quality of products that have
passed compliance testing.

ANY USB SPECIFICATIONS ARE PROVIDED TO YOU “AS IS, "WITH NO WARRANTIES
WHATSOEVER, INCLUDING ANY WARRANTY OF MERCHANTABILITY, NON-
INFRINGEMENT, OR FITNESS FOR ANY PARTICULAR PURPOSE. THE USB
IMPLEMENTERS FORUM AND THE AUTHORS OF ANY USB SPECIFICATIONS DISCLAIM
ALL LIABILITY, INCLUDING LIABILITY FOR INFRINGEMENT OF ANY PROPRIETARY
RIGHTS, RELATING TO USE OR IMPLEMENTATION OR INFORMATION IN THIS
SPECIFICAITON.

THE PROVISION OF ANY USB SPECIFICATIONS TO YOU DOES NOT PROVIDE YOU
WITH ANY LICENSE, EXPRESS OR IMPLIED, BY ESTOPPEL OR OTHERWISE, TO ANY
INTELLECTUAL PROPERTY RIGHTS.

Entering into USB Adopters Agreements may, however, allow a signing company to
participate in a reciprocal, royalty-free licensing arrangement for compliant products. For
more information, please see:

http://www.usb.org/developers/docs/

http://www.usb.org/developers/devclass_docs#approved

IEC DOES NOT TAKE ANY POSITION AS TO WHETHER IT IS ADVISABLE FOR YOU TO
ENTER INTO ANY USB ADOPTERS AGREEMENTS OR TO PARTICIPATE IN THE USB
IMPLEMENTERS FORUM.”

This series covers the Universal Series Bus interfaces for data and power and consists of the
following parts:

IEC 62680-1, Universal Serial Bus interfaces for data and power - Part 1: Universal Serial Bus
Specification, Revision 2.0

IEC 62680-2, Universal Serial Bus interfaces for data and power - Part 2: USB Micro-USB
Cables and Connectors Specification, Revision 1.01

IEC 62680-3, Universal Serial Bus interfaces for data and power - Part 3: USB Battery
Charging Specification, Revision 1.2

IEC 62680-4, Universal Serial Bus interfaces for data and power - Part 4: Universal Serial Bus
Cables and Connectors Class Document Revision. 2.0

This part of the IEC 62680 series consists of several distinct parts:

e the main body of the text, which consists of the original specification and all ECN and
Errata developed by the USB-IF;

Documents

Document Sharing Hub

Full document details: BS EN 62680-3:2013


http://www.usb.org/developers/docs/
http://www.usb.org/developers/devclass_docs#approved
http://www.avadocuments.com/doc/bs-en-62680-3-2013
http://www.avadocuments.com/doc/bs-en-62680-3-2013

BS EN 62680-3:2013
62680-3 © IEC:2013 -5-
© USB-IF:2012

CONTENTS

T INtrOUCHION ..

I S T o7 o] o =
1.2 Background ...
1.3 Reference Documents ........oooiviiiiiiiiiiii e
1.4  Definitions of Terms.......cooiiiiiiii
1.4.1  Accessory Charger Adaptor .........ccoooveiieiiiiiiinnennnnn.

1.4.2  ACA-DOCK ...ttt

1.4.3 Attach versus Connect..........ccooeeiiiiiiiiiiiiiien,

1.4.4 Charging Downstream Port.............ccooeeiiiiiiinnnnnnen.

1.4.5 Charging Port ...,

1.4.6 Dead Battery Threshold ..............coooiiiiiiiin.

1.4.7 Dedicated Charging Port...........ccoiiiiiiiiiin,

1.4.8 Downstream Port ..o

1.4.9 Micro ACA Lo
1.4.10 Portable Device ......cccooviiiiiiiii
1.4.11 Rated Current.. ..o
1.4.12 Standard ACA ...
1.4.13 Standard Downstream Port............ccooiiiiiiiiininnnnn.
1.4.14 USB Charger ....c.coieuiiiiiie e
1.4.15 Weak Battery Threshold ...........ccooiiiiiiiiiin.

1.5 Parameter Values ...
1.6 OTG Considerations ........ccooiiiiiiiii e,
1.7 Super Speed Considerations ...........ccooeviiiiiiiiiiiieeen
2 Dead Battery ProvisSion ........cooiiiiii e

2.1 Background ...
2.2 DBP — Unconfigured Clause ...........ccooeviiiiiiiiiiiiiice
2.3 DBP — Configured Clause .........cccooviiiiiieieieeeee e
3 Charging Port Detection .........ccviiiiiii e

BT OVEIVIBW it
3.2 Charger Detection Hardware.............cooviiiiiiiiiiiiceen
3.2.1  OVEIVIEBW oottt

3.2.2 VBUS DetecCt cooviiiiiiiiiiieiieee e

3.2.3 Data Contact Detect ........ccoeevviiiiiiiiiiie,

3.2.4 Primary Detection .......ccoooiiiiiiii

3.2.5 Secondary Detection..........ccooviiiiiiiiii

3.2.6 ACA DetecCtion ...ccoviuiiiiiiei e

3.3 Charger Detection Algorithms ........c..coiiiiiiiii
3.3.1  Weak Battery Algorithm ...

3.3.2 Good Battery Algorithm...........coooiiiiiiii,

3.4 Charger Detection Timing ......ccoooeiiiiiiiiiiiie e,
3.4.1 Data Contact Detect Timing ..........ccocovvvveiieiiiinnennn.n.

3.4.2 Detection Timing, CDP ...,

3.5 Ground Current and Noise Margins..............ccocceeeiiiniinninnannn.
4 Charging Port and Portable Device Requirements........................

4.1 Charging Port Requirements.............ccocoeeiiiiiiiiieiiiceeeen,
4.1.1 OVershoot....coooiiii
4.1.2 Maximum Current ........ccooeviiiiiiiiiee e

Full document details: BS EN 62680-3:2013

Document Sharing Hub


http://www.avadocuments.com/doc/bs-en-62680-3-2013
http://www.avadocuments.com/doc/bs-en-62680-3-2013

BS EN 62680-3:2013

-6 - 62680-3 © IEC:2013

© USB-IF:2012

4.1.3 Detection Renegotiation..........oooouiiiiiii 41

4.1.4 Shutdown OpPeration ......oc.iiii e 41

4.1.5 Failure VORAge .ooviii e 41

4.1.6  MURIPIE POrtS . . e 41

4.2 Charging Downstream PoOrt ... ..co.oiiiii 41
4.2.1 Required Operating Range ..o 41

4.2.2  Shutdown Operation ......c..iiii e 42

4.2.3  UNAershoot. ... e 42

4.2.4  Detection Signaling ... 42

08 S T O] o | =Y o] (o] PPN 43

4.3 A C A D OCK ittt e 43
4.3.1 Required Operating Range ........ccciiiiiiiii i 43

4.3.2  UNAershoot. ... e 43

4.3.3 Detection Signaling.....cc.oieiiiiii 43

I B S O] g | 1Y o] (] PN 43

4.4 Dedicated Charging Port... ... 43
4.4.1 Required Operating Range ........coouiiiiiiiiii i 43

4.4.2 UNAershoot. ... e 44

4.4.3 Detection Signaling.....cc.oiuiiiii 44

g O o | o 1= o (o ] 44

4.5 Accessory Charger Adapler ... 45
4.5.1 Required Operating Range ........ccoiiiiiiii e 45

4.5.2 UNAershoot. ... e 45

4.5.3 Detection Signaling.....cc.oieiiiiii 45

S R S @ o | o = o (o ] 45

4.6 PoOrtable DeVICE ... 45
4.6.1 Allowed Operating Range ........oouiiiiiiiiiii e 45

4.6.2 Detection Signaling ... 46

4.6.3 Detection Renegotiation. ..o 46

R S @ o o 1= o (o ] 47

5 Parameter ValUES ..o 47
6 ACCESSOrY Charger Adapler ..o 50
6.1 INErOdUCH 0N Lo 50
8.2  MICTO AC A o e e 52
6.2.1  MICrO ACA PoOItS e 52

6.2.2 Micro ACA Connectivity OptionS .......oiiiiiiiiii e 53

6.2.3 Micro ACA ArchiteCiUre.....oiu i 54

6.2.4 Micro ACA Modes of Operation ..o 54

6.2.5 Implications of not Supporting Micro ACA Detection ...........ccccoeviiiiiiinnnnn. 55

6.2.6 Micro ACA Requirements ... .o 56

6.2.7 Portable Device State Diagram ........coooiiiiiiiiiii 57

8.3  SHANAArd AC A s 59
6.3.1  Standard ACA PoOrtS. ... 59

6.3.2 Standard ACA ArchiteCture ... ..o 60

6.3.3 Standard ACA Modes of Operation ..........cocoiiiiiiii e 61

6.3.4 Implications of not Supporting Standard ACA Detection...............ccceeennnni. 61

6.3.5 Standard ACA ReqUIrEMENTS ...t 61

Full document details: BS EN 62680-3:2013

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/bs-en-62680-3-2013
http://www.avadocuments.com/doc/bs-en-62680-3-2013

BS EN 62680-3:2013
62680-3 © IEC:2013 -7-
© USB-IF:2012

Battery Charging
Specification
(Including errata and ECNs through March 15, 2012)

Revision 1.2
March 15, 2012

Copyright © 2012, USB Implementers Forum, Inc.
All rights reserved.

A LICENSE IS HEREBY GRANTED TO REPRODUCE THIS SPECIFICATION FOR INTERNAL
USE ONLY. NO OTHER LICENSE, EXPRESS OR IMPLIED, BY ESTOPPEL OR
OTHERWISE, IS GRANTED OR INTENDED HEREBY.

USB-IF AND THE AUTHORS OF THIS SPECIFICATION EXPRESSLY DISCLAIM ALL
LIABILITY FOR INFRINGEMENT OF INTELLECTUAL PROPERTY RIGHTS, RELATING TO
IMPLEMENTATION OF INFORMATION IN THIS SPECIFICATION. USB-IF AND THE
AUTHORS OF THIS SPECIFICATION ALSO DO NOT WARRANT OR REPRESENT THAT
SUCH IMPLEMENTATION(S) WILL NOT INFRINGE THE INTELLECTUAL PROPERTY
RIGHTS OF OTHERS.

THIS SPECIFICATION IS PROVIDED "AS I1S” AND WITH NO WARRANTIES, EXPRESS OR
IMPLIED, STATUTORY OR OTHERWISE. ALL WARRANTIES ARE EXPRESSLY
DISCLAIMED. NO WARRANTY OF MERCHANTABILITY, NO WARRANTY OF NON-
INFRINGEMENT, NO WARRANTY OF FITNESS FOR ANY PARTICULAR PURPOSE, AND
NO WARRANTY ARISING OUT OF ANY PROPOSAL, SPECIFICATION, OR SAMPLE.

IN NO EVENT WILL USB-IF OR USB-IF MEMBERS BE LIABLE TO ANOTHER FOR THE
COST OF PROCURING SUBSTITUTE GOODS OR SERVICES, LOST PROFITS, LOSS OF
USE, LOSS OF DATA OR ANY INCIDENTAL, CONSEQUENTIAL, INDIRECT, OR SPECIAL
DAMAGES, WHETHER UNDER CONTRACT, TORT, WARRANTY, OR OTHERWISE,
ARISING IN ANY WAY OUT OF THE USE OF THIS SPECIFICATION, WHETHER OR NOT
SUCH PARTY HAD ADVANCE NOTICE OF THE POSSIBILITY OF SUCH DAMAGES.
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Revision History

Revision Date Author Description
BC1.0 Mar 8, 2007 Terry Remple First release
BC1.1 April 15, 2009 Terry Remple Major updates to all sections. Added Data Contact

Detect protocol, and Accessory Charger Adapter.

BC1.2 Oct 5, 2010 Terry Remple Following items indicate changes from BC1.1 to BC1.2.
References below to Section, Figures and Tables refer
to BC1.2, unless BC1.1 is specifically indicated.

1. Allow DCPs to output more than 1.5A. Allows
Portable Devices (PDs) with switch mode chargers to
draw more power. Section 4.4.1.

Adam Burns

2. Increase minimum CDP current to 1.5A. Without
change, PDs had to draw less than 500mA, to avoid
CDP shutdown. Table 5-2.

3. Indicate that ICDP max and IDCP max limits of 5A
come from USB 2.0, and are safety limits. Table 5-2
note 1.

4. Allow PDs to draw up to 1.5A during HS chirp and
traffic. Remove previous limits of 560mA and 900mA
which was based on HS common mode ranges. Section
3.5.

5. Require CDPs to support 1.5A during HS chirp and
traffic. Affects CDP common mode range. Section 3.5.

6. Reduce maximum PD current from 1.8A to 1.5A, to
avoid shutdown when attached to CDP. Table 5-2.

7. Rename Docking Station to ACA-Dock, to avoid
confusion with other types of Docking Stations.

8. Require ACA-Dock to differentiate itself from an ACA,
by enabling VDM_SRC during no activity. Section
3.2.4.4.

9. Allow CDP to leave VDM_SRC enabled while
peripheral not connected. Section 3.2.4.2.

10. Remove ICHG_SHTDWN. This was a recommended
max output current for Charging Ports with VBUS
grounded. BC1.1 Section 4.1.

11. Require VDP_SRC to not pull D+ below 2.2V when
D+ is being pulled to VDP_UP through RDP_UP.
Require VDM_SRC to not pull D- below 2.2V when D- is
being pulled high. Required for ACA-Dock support.
Table 5-1 notes 1 and 2.

12. Make DCD current source optional for PDs. Section
3.2.3.

13. Make DCD timeout required for PDs. Section 3.2.3.

14. Make Secondary Detection optional for PDs. Section
4.6.2.

15. Make Good Battery Algorithm required behavior for
PDs. Section 3.2.4.

16. Remove resistive detection. BC1.1 Section 3.9.

17. Change PD Required Operating Range to include
4.5V at 500mA. Figure 4-3.

18. Allow any downstream port to act as a DCP. Section
4.1.3.

19. Require PDs to enable VDP_SRC or RDP_PU when
charging from a DCP. Section 3.3.2.

20. Allow chargers to renegotiate current with PD by
dropping and reasserting VBUS. Section 4 Din cuments
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21. Require PDs to discharge their own VBUS input
after VBUS drops to support charger port renegotiation
request. Section 4.6.3.

22. Allow PDs to disconnect and repeat Charger
Detection multiple times while attached, with specified
timing. Section 4.6.3.

23. Reduce DCP input impedance between D+, D- to
VBUS and ground from 1MQ to 300kQ. Section 4.4.3.

24. Require CDPs to recover after over-current
condition. Section 4.2.2.

25. Allow greater DCP undershoot for large load current
steps, to enable low quiescent current chargers
required by Europe. Section 4.4.2.

26. Define ACAs and ACA-Docks as types of Charging
Ports. Section 1.4.5.

27. Use session valid voltage range defined in EH and
OTG Supplement rev 2.0. Section 3.2.2.

28. Only devices that can operate stand-alone from
internal battery power are allowed to use the Dead
Battery Provision. Section 2.2.

29. Allow compound PDs to draw ISUSP plus an
responsible for protecting themselves against higher
voltages on VBUS. BC1.1 Section 6.7.

45. Require ACAs to continue providing power to OTG
device from Charging Port, even if ground offsets or
USB reset cause D- to go below VDAT_REF. Section
6.2.6.

46. Change charger shutdown recovery time
(TSHTDWN_REC) from 2 seconds to 2 minutes. Table
5-5.

47. Indicate that ACA-Dock is required to pull D+ to
VDP_UP with RDP_UP when VBUS is asserted. Section
3.2.4.4.

48. Remove statements regarding devices with multiple
receptacles. Covered in Multiple Receptacle white
paper at http://www.usb.org/developers/docs/.

49. Improve readability by adding and updating
drawings, re-structuring sections, and clarifying text.

BC 1.2 Oct 12, 2011 Pat Crowe Includes errata changes from Oct 12, 2011
plus errata

BC 1.2 Mar 15, 2012 Pat Crowe Includes errata changes from Mar 15, 2012:
plus further

errata 1. Corrections to Micro ACA specification.
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Acronyms
ACA Accessory Charger Adapter
CDP Charging Downstream Port
DBP Dead Battery Provision
DCD Data Contact Detect
DCP Dedicated Charging Port
FS Full Speed
HS High-Speed
LS Low-Speed
OoTG On-The-Go
PC Personal Computer
PD Portable Device
PHY Physical Layer Interface for High-Speed USB
PS2 Personal System 2
SDP Standard Downstream Port
SRP Session Request Protocol
TPL Targeted Peripheral List
USB Universal Serial Bus
USBCV USB Command Verifier
USB-IF  USB Implementers Forum
VBUS Voltage line of the USB interface
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1 Introduction

1.1  Scope

The Battery Charging Working Group is chartered with creating specifications that define
limits as well as detection, control and reporting mechanisms to permit devices to draw
current in excess of the USB 2.0 specification for charging and/or powering up from dedicated
chargers, hosts, hubs and charging downstream ports. These mechanisms are backward
compatible with USB 2.0 compliant hosts and peripherals.

1.2 Background

The USB ports on personal computers are convenient places for Portable Devices (PDs) to
draw current for charging their batteries. This convenience has led to the creation of USB
Chargers that simply expose a USB standard-A receptacle. This allows PDs to use the same
USB cable to charge from either a PC or from a USB Charger.

If a PD is attached to a USB host or hub, then the USB 2.0 specification requires that after
connecting, a PD must draw less than:

e 2.5 mA average if the bus is suspended
e 100 mA if bus is not suspended and not configured

e 500 mA if bus is not suspended and configured for 500 mA

If a PD is attached to a Charging Port, (i.e. CDP, DCP, ACA-Dock or ACA), then it is allowed
to draw IDEV_CHG without having to be configured or follow the rules of suspend.

In order for a PD to determine how much current it is allowed to draw from an upstream USB
port, there need to be mechanisms that allow the PD to distinguish between a Standard
Downstream Port and a Charging Port. This specification defines just such mechanisms.

Since PDs can be attached to USB chargers from various manufacturers, it is important that
all provide an acceptable user experience. This specification defines the requirements for a
compliant USB charger, which is referred to in this spec as a USB Charger.

If a PD has a Dead or Weak Battery, then the Connect Timing Engineering Change Notice
(ECN) issued by the USB-IF on the USB 2.0 spec allows that device to draw up to IUNIT while
attached but not connected. The conditions associated with this ECN are contained in
Section 2 of this specification, and are referred to as the Dead Battery Provision (DBP).

1.3 Reference Documents
The following specifications contain information relevant to the Battery Charging Specification.

e OTG and Embedded Host Supplement, Revision 2.0
e USB 2.0 Specification
e USB 3.0 Specification

1.4 Definitions of Terms

This section contains definitions for some of the terms used in this specification.

1.4.1 Accessory Charger Adaptor

An Accessory Charger Adaptor (ACA) is an adaptor which allows a single USB port to be
attached to both a charger and another device at the same time.
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The following terminology is used when referring to an ACA:

e ACA-A An ACA with ID resistance of RID_A
e ACA-B An ACA with ID resistance of RID_B
e ACA-C An ACA with ID resistance of RID_C

See Section 6 for details on an ACA.

1.4.2 ACA-Dock

An ACA-Dock is a docking station that has one upstream port, and zero or more downstream
ports. The upstream port can be attached to a PD, and is capable of sourcing IcDP to the PD.
An ACA-Dock signals it is an ACA-Dock to the PD by enabling VbM_SRcC during USB idle, and
by pulling ID to ground through a resistance of RID_A. See Section 3.2.4.4 for more details.

1.4.3 Attach versus Connect

This specification makes a distinction between the words “attach” and “connect”. A
downstream device is considered to be attached to an upstream port when there is a physical
cable between the two.

A downstream device is considered to be connected to an upstream port when it is attached
to the upstream port, and when the downstream device has pulled either the D+ or D- data
line high through a 1.5 kQ resistor, in order to enter Low-Speed, Full-Speed or High-Speed
signaling.

1.4.4 Charging Downstream Port
A Charging Downstream Port (CDP) is a downstream port on a device that complies with the

USB 2.0 definition of a host or a hub, except that it shall support the Charging Downstream
Port features specified herein.

A CDP shall output a voltage of VDM_SRC on its D- line when it senses a voltage greater than
VDAT_REF but less than VLGC on its D+ line when not connected to a peripheral. A CDP shall
not output a voltage of VDM_SRC on its D- line from the time that the peripheral is connected,
to the time that the peripheral is disconnected.

1.4.5 Charging Port
A Charging Port is a DCP, CDP, ACA-Dock or ACA.

1.4.6 Dead Battery Threshold

The Dead Battery Threshold is defined as the maximum charge level of a battery such that
below this threshold, a device is assured of not being able to power up successfully.

A Dead Battery is defined as one that is below the Dead Battery Threshold.

1.4.7 Dedicated Charging Port

A Dedicated Charging Port (DCP) is a downstream port on a device that outputs power
through a USB connector, but is not capable of enumerating a downstream device. A DCP
shall source IDCP at an average voltage of VCHG.

A DCP shall short the D+ line to the D- line.
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1.4.8 Downstream Port

In this specification, a Downstream Port refers to either a Standard Downstream Port or a
Charging Downstream Port.

1.4.9 Micro ACA

A Micro ACA is an ACA with a Micro-AB receptacle on the Accessory Port.

1.4.10 Portable Device

A PD as used in this specification is a device which is compliant with this specification and the
USB 2.0 specification, and can draw charging current from USB.

1.4.11 Rated Current

The Rated Current of a Charging Port is the amount of current that a Charging Port can output
and still maintain a VBUS voltage of VCHG. The Rated Current of a DCP is required to be
within IDCP, and the rated current of a CDP or ACA-Dock is required to be within IcDP.

1.4.12 Standard ACA

A Standard ACA is an ACA with a Standard-A receptacle on the Accessory Port.

1.4.13 Standard Downstream Port

In this specification, a Standard Downstream Port (SDP) refers to a downstream port on a
device that complies with the USB 2.0 definition of a host or hub. An SDP expects a
downstream device with a good battery to draw less than 2.5 mA average when unconnected
or suspended, up to 100 mA maximum when connected and not configured and not
suspended, and up to 500 mA maximum if so configured and not suspended. A downstream
device can be enumerated when it is connected to an SDP.

An SDP pulls the D+ and D- lines to ground through two 15 kQ (typical) resistors.

An SDP may have the ability to sense when a PD is driving the D+ line to VDP_SRC, and then
manage its power states accordingly. PDs are required to drive D+ to VDP_SRC whenever
they draw more than IsusP while attached but not connected, as described in the Dead
Battery Provision.

1.4.14 USB Charger

A USB Charger is a device with a DCP, such as a wall adapter or car power adapter.

1.4.15 Weak Battery Threshold

The Weak Battery Threshold is defined as the minimum charge level of a battery such that
above this threshold, a device is assured of being able to power up successfully.

A Weak Battery is defined as one that is above the Dead Battery Threshold and below the
Weak Battery Threshold. A device with a Weak Battery may or may not be able to power up a
device successfully.

A Good Battery is defined as one that is above the Weak Battery Threshold.

1.5 Parameter Values

Parameter names are used throughout this specification instead of parameter values. All
parameter values are found in Section 5. Documents
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1.6 OTG Considerations

A PD with a Dead Battery cannot differentiate between a PC and an OTG A-device. Thus, a
PD will treat both the same.

If an OTG A-device is connected to a PD with a dead battery, then the OTG A-device is under
no obligation to provide any more current than it normally would to any device on its Targeted
Peripheral List (TPL).

An OTG A-device is allowed to stop driving VBUS after a time of TA_WAIT_BCON (See OTG 2.0
Supplement for value) while waiting for the B-device to connect. Thus, a PD with a Dead
Battery may not have time for significant charging when attached to an OTG A-device, if it
does not connect.

1.7 Super Speed Considerations

SuperSpeed ports defined in USB 3.0 are allowed to implement the charger detection
mechanisms defined in this spec. When a PD detects it is attached to a SuperSpeed port,
then ICFG_MAX changes to 900mA, and IUNIT changes to 150mA.

2 Dead Battery Provision

21 Background

The USB 2.0 specification allows a downstream device to draw a suspend current of up to
Isusp from a SDP when the device is not connected or when the bus is suspended. If the bus
is not suspended and the device is configured, then USB 2.0 allows a device to draw up to
ICFG_MAX, depending on the configuration the host enables.

This limit of only ISusP when not connected can be problematic for PDs with a Dead Battery
or a Weak Battery. Some PDs require more than IUNIT for several seconds just to power up.
Thus, PDs with Dead Batteries or Weak Batteries may not be able to power up when attached
to an SDP if they can only draw ISsusP when not connected.

USB 2.0 allows a PD that is a compound device to draw ISusp for each downstream port while
attached but not connected or during suspend.

2.2 DBP - Unconfigured Clause

A PD with a Dead or Weak Battery is allowed to draw IUNIT from a Downstream Port using the
DBP while not configured, providing it behaves as follows:

e Reduces current to Isusp after timeout

e |If PD is not ready to connect and be enumerated within TSVLD_CON_WKB after attach,
then it shall reduce its current to ISuspP

e Enables VDP_SRC when attached but not connected
e PD shall enable VDP_SRC within TDBP_ATT_VDPSRC of attach
e PD shall connect within TDBP_VDPSRC_CON of disabling VDP_SRC
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e Uses current to power up and enumerate, or reach Weak Battery Threshold and
enumerate, as soon as possible

e PD shall not use the DBP current to perform unrelated tasks, such as:
e Charging beyond the Weak Battery Threshold
e Making a phone call
e Playing a song, video or game
o Establishing a wireless connection

e Only devices that can operate stand-alone from internal battery power are allowed to
use the DBP.

e Passes inrush test
e PD with Dead or Weak Battery shall pass USB-IF compliance inrush test
The unconfigured state includes the time that the PD is attached and not connected, and the

time that the PD is connected and not configured. A PD enters the configured state by
receiving a SET_CONFIGURATION command from the host.

2.3 DBP - Configured Clause

A PD with a Dead or Weak Battery is allowed to draw its configured current, (which can be up
to ICFG_MAX), from a Standard Downstream Port using the Dead Battery Provision (DBP) while
configured, and not have to pass USBCYV tests, providing it behaves as follows:

e Responds to received tokens

e PD shall respond to any tokens addressed to it, with either a NAK or any other valid
USB response

e Responds to USB reset

e Upon receipt of USB reset, a PD shall reduce its current to IUNIT. PD is allowed to
disconnect upon receiving a reset. While disconnected, PD is allowed to use the
DBP — Unconfigured Clause.

e Responds to USB suspend

e Upon receipt of USB suspend, PD shall either remain connected, and reduce its
current to Isusp, or it shall disconnect. While disconnected, the PD is allowed to use
the DBP — Unconfigured Clause.

e Provides full USB functionality after timeout, or disconnects

e After a time of TDBP_FUL_FNCTN from attach, a PD shall either remain connected and
be able to pass USBCV, or it shall disconnect. While disconnected, the PD is allowed
to use the DBP — Unconfigured Clause.

e Uses current to reach Weak Battery Threshold and provide full USB functionality as soon
as possible

e PD shall not use the DBP current to perform unrelated tasks, such as:
e Charging beyond the Weak Battery Threshold
e Making a phone call
e Playing a song, video or game
e Establishing a wireless connection
e Provides full USB functionality upon reaching Weak Battery Threshold

e PD shall provide full USB functionality upon reaching Weak Battery Threshold if this
occurs before TDBP_FUL_FNCTN after attach.

e PD informs user within TDBP_INFORM of attach that it is charging and not available for other

f ti
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3 Charging Port Detection

3.1 Overview

Figure 3-1 shows several examples of a PD attached to an SDP or Charging Port.
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Figure 3-1 System Overview

In the first example, a Std-A to Micro-B cable is used to attach a PD to an SDP, CDP or DCP.
In the second example, a DCP has a captive cable. This cable does not have wires for D+ or

D-, but instead shorts the D+ and D- pins at the Micro-B plug.

In the third example, an ACA is required to have a captive cable that attaches to the Portable
Device, and this cable is required to have wires for D+, D- and ID. The ACA is also required
to have a port that can be attached to a DCP or CDP. The cabling for this port is described in

Section 6.2.1.

In the fourth example, an ACA-Dock does not have a cable at all, but instead has a captive
Micro-A plug. An ACA-Dock receives power from a Proprietary Charger, that is attached to
the ACA-Dock through a proprietary cable.
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3.2 Charger Detection Hardware

This section briefly describes the hardware used to do charger detection. The following
sections provide more details of its operation.

3.2.1 Overview

Figure 3-2 shows the charger detection hardware for a PD.

Portable Device

j VBus VBUS Detect
~ VOTG_SESS_VLD Detect when VBUS is asserted

RDAT_LKG D+
% VDP_SRC ——————o"——
VDAT_LKG Data Contact Detect
VLGC_HI —(3)—o"—
IDP_SRC Y Detect when data pins have made
DCHG_DET contact
VDAT_REF

Primary Detection

Detects between SDP and DCP/
CDP, or between ACA-Dock and
ACA A

PHY

CHG_DET
VDAT_REF

VDM SRC —— o Secondary Detection

RDAT_LKG D- Detects between DCP and CDP

|
% RDM_DWN

VDAT_LKG

ACA Detection

ID Comparators 1D

REF Pull-up Detects between:
z ID DCP/CDP/SDP
ACA-Dock/ACA_A
GND ACA B
ACA_C

Figure 3-2 Charger Detection Hardware

3.2.2 VBUS Detect

Each PD shall have a session valid comparator that detects when VBUS is greater than its

internal session valid threshold. Its internal session valid threshold shall ithi

VOTG_SESS_VLD. Ij&d“ments
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3.2.3 Data Contact Detect
3.2.3.1 Overview

Data Contact Detect (DCD) uses a current source, IDP_SRC, to detect when the data pins have
made contact during an attach event. A PD is not required to implement DCD. If a PD does
not implement DCD, then it shall wait a time of TbcD_TIMEOUT min after the attach event
before starting Primary Detection.

DCD is able to detect data pin contact whenever a PD is attached to an SDP or CDP. The
primary benefit of DCD is that it allows a PD to start Primary Detection as soon as the data
pins have made contact, and then connect, without having to wait for a timer to expire. As per
the USB Connect Timing ECN, a powered up USB device is required to connect to a USB host
within TsVLD_CON_PWD of the attach event.

DCD is also able to detect data pin contact for most cases of a PD attached to a DCP or ACA.
Cases where DCD may not work include:

e DCP with too much leakage current

e ACA with charger and FS or HS B-device on Accessory Port

e ACA-Dock

e PS2 port that pulls D+ high

e Proprietary chargers that pull D+ high

Since DCD does not work in all cases; a PD is required to proceed to Primary Detection within

TDCD_TIMEOUT max after the attach event if pin contact has not been detected on the D+ or ID
pins. See Section 3.3.2.

3.2.3.2 Problem Description

USB plugs and receptacles are designed such that when the plug is inserted into the
receptacle, the power pins make contact before the data pins make contact. This is illustrated

in Figure 3-3.

Plug Receptacle

VBUS —— ] [ F—t+—VBUS
D- ——{—] —
D+ — ] —
GND —— ] [ F+—GND

Figure 3-3 Data Pin Offset

As a result, when a PD is attached to an upstream port, the PD will detect VBUS before the
data pins have made contact. The time between power pins and data pins making contact
depends on how fast the plug is inserted into the receptacle. Delays of more than two
hundred milliseconds have been observed.

The way that a PD distinguishes between a Charging Port and an SDP is to look at the data
lines. If the PD does Primary Detection before the data pins have made contact, then the
Primary Detection protocol is such that the PD will determine that it is attached to an SDP.
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