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National foreword

This British Standard is the UK implementation of EN 62729:2012. It is
identical to IEC 62729:2012.

The UK participation in its preparation was entrusted to Technical Committee
EPL/80, Maritime navigation and radiocommunication equipment and
systems.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© The British Standards Institution 2012
Published by BSI Standards Limited 2012
ISBN 978 0 580 75546 0

ICS 47.020.70

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee on 31 October 2012.
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Foreword

The text of document 80/663/FDIS, future edition 1 of IEC 62729, prepared by IEC/TC 80, "Maritime
navigation and radiocommunication equipment and systems" was submitted to the IEC-CENELEC
parallel vote and approved by CENELEC as EN 62729:2012.

The following dates are fixed:

e latest date by which the document has (dop) 2013-05-01
to be implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2015-08-01
standards conflicting with the
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of

patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent
rights.

Endorsement notice

The text of the International Standard IEC 62729:2012 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:
IEC 61108 series NOTE Harmonized in EN 61108 series (not modified).

IEC 61162 series NOTE Harmonized in EN 61162 series (not modified).
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.
Publication Year Title EN/HD Year
IEC 60945 2002  Maritime navigation and radiocommunication EN 60945 2002
+ corr. April 2008 equipment and systems - General
requirements - Methods of testing and
required test results
IMO SOLAS 1974  International convention for the safety of life at- -
sea (SOLAS)
IMO Resolution 1991  General requirements for shipborne radio - -
A.694(17) equipment forming part of the global maritime
distress and safety system (GMDSS) and for
electronic navigational aids
IMO Resolution 2008 Revised performance standards and - -
MSC.263(84) functional requirements for the long-range
identification and tracking of ships
ITU Radio - Appendix 3, Tables of maximum permitted - -
Regulations power levels for spurious or spurious domain

emissions
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MARITIME NAVIGATION AND RADIOCOMMUNICATION
EQUIPMENT AND SYSTEMS -
SHIPBORNE EQUIPMENT FOR LONG-RANGE
IDENTIFICATION AND TRACKING (LRIT) -
PERFORMANCE REQUIREMENTS

1 Scope

International Standard IEC 62729 specifies the performance requirements and methods of
testing for shipborne equipment for use for long-range identification and tracking (LRIT).
Long-range identification and tracking of ships is a requirement of regulation V/19-1 of SOLAS
1974 as amended. An introduction to the system is given in Annex A. The standard results
from observations made at the IMO meeting of MSC 88 in November 2010 that some LRIT
equipment in practice was not operating in accordance with the provisions of SOLAS and the
IMO performance standards.

The standard takes account of the general requirements given in IMO resolution A.694(17)
and is associated with IEC 60945. When a requirement in this International Standard is
different from IEC 60945, the requirement in this standard takes precedence.

This standard incorporates the parts of the performance standards included in IMO resolution
MSC.263(84), Revised performance standards and functional requirements for the long-range
identification and tracking of ships.

Equipment tested to this standard will demonstrate compliance with the SOLAS regulation as
indicated below and the test results will assist Administrations in granting type approval:

(SOLAS V/19-1.6) Systems and equipment used to meet the requirements of this regulation
shall conform to performance standards and functional requirements not inferior to those
adopted by the IMO. Any shipboard equipment shall be type approved by the Administration.

Shipboard installations are not covered by this standard but matters relating to the installation
of the shipboard equipment are reproduced in Annex B. The IMO conformance test of
shipborne installations is not covered by this standard but details are given, for information, in
Annex C.

NOTE All text of this standard, whose wording is identical to that of IMO resolution MSC.263(84) and the SOLAS
Convention, is printed in italics, and the resolution and associated performance standard paragraph numbers or
regulation are indicated in brackets.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC 60945:2002, Maritime navigation and radiocommunication equipment and systems —
General requirements — Methods of testing and required test results

IMO, International Convention for the safety of life at sea (SOLAS), 1974 as amended
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