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Foreword

The text of document 3/1194A/FDIS, future edition 1 of [EC 62744, prepared by IEC/TC 3 "Information
structures, documentation and graphical symbols" was submitted to the IEC-CENELEC parallel vote
and approved by CENELEC as EN 62744:2015.

The following dates are fixed:
¢ latest date by which the document has to be implemented at (dop) 2015-10-01
national level by publication of an identical national

standard or by endorsement

e latest date by which the national standards conflicting with (dow) 2018-01-01
the document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

Endorsement notice

The text of the International Standard IEC 62744:2014 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

NOTE Harmonized as (not modified).

IEC 61082-1:2006 NOTE Harmonized as (not modified).

IEC 61310-1:2007 NOTE Harmonized as EN 61310-1.

IEC 61355 NOTE Harmonized as EN 61355

JEC 61966-2-1:1999 NOTE Harmonized as EN 61966-2-1:200( (not modified).

IEC 61966-2-1:1999/A1:2003 NOTE Harmonized as EN 61966-2-1:2000/A1:2003 (not modified).
NOTE Harmonized as (not modified).

NOTE Harmonized as EN 62682:2014 " (not modified).

IEC 80416-1:2009 NOTE Harmonized as (not modified).

IEC 81346-1:2009 NOTE Harmonized as (not modified).

1) To be published.
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Harmonized as EN 1SO 24502:201( (not modified).
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE 1 When an International Publication has been modified by common modifications, indicated by (mod),
the relevant EN/HD applies.

NOTE 2  Up-to-date information on the latest versions of the European Standards listed in this annex is
available here: www.cenelec.eu.

Publication Year Title EN/HD Year
EC 60073 2002 Basic and safety principles for man- N 60073 2002
machine interface, marking and
identification - Coding principles for
indicators and actuators
IEC 60417 - Graphical symbols for use on equipment - -
IEC 60617 - Graphical symbols for diagrams - -
EC 61360-4 - Standard data element types with N 61360-4 -
associated classification scheme for
electric components -
Part 4: IEC reference collection of standard
data element types and component classes
IEC Guide 108 - Guidelines for ensuring the coherency of - -
IEC publications - Application of horizontal
standards
SO 7000 - Graphical symbols for use on equipment - - -
Registered symbols
ISO 14617 series  Graphical symbols for diagrams - -
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INTRODUCTION

This international standard deals with the representation of operational states of objects by
standardized graphical symbols. The graphical symbols presented in standards like
IEC 60417, IEC 60617 and ISO 14617 are actually presented in a static form. This standard
establishes rules and recommendations for how objects being represented by graphical
symbols can be presented with a dynamic behaviour indicating the operational states of
objects occurring in practice. This standard provides guidance for developers and designers
of graphical symbols, for example in IEC 60617, ISO 14617, IEC 60417 or any other pictorial
representation of an object if being requested to consider additional forms for the presentation
of operational states.

This standard also provides information relevant to designers of HMI systems, to be installed
in rooms with appropriate ambient conditions (e.g. used for supervising systems).

This standard does not define rules for the design of static graphical symbols for diagrams as
provided in IEC 61082 and the ISO/IEC 81714 series or for icons and graphical symbols for
use on equipment as provided in I[EC 60417, |SO 7000 and in the ISO/IEC 11581 series.

This standard does not define a list indicating which existing graphical symbols are available
to be used to represent objects in their operational states following the rules established in
this standard.

Documents

Document Sharing Hub

Full document details: BS EN 62744:2015


http://dx.doi.org/10.3403/00220931U
http://www.avadocuments.com/doc/bs-en-62744-2015
http://www.avadocuments.com/doc/bs-en-62744-2015

BS EN 62744:2015
IEC 62744:2014 © IEC 2014 -7 -

REPRESENTATION OF STATES OF
OBJECTS BY GRAPHICAL SYMBOLS

1 Scope

This international standard provides generic rules for the representation of states of objects
by graphical symbols standardized in IEC 60617, ISO 14617, IEC 60417, for example, and for
future graphical symbols included in these standards.

NOTE 1 Graphical symbols in IEC 60617, ISO 14617 and IEC 60417 are mostly presented with a single graphic,
not representing the different operational states of objects occurring during their life cycle, e.g. in operation, of the
object that the graphical symbol represents.

NOTE 2 The graphical symbols in IEC 60617 and ISO 14617 are — at the time of writing of the first edition of this
standard — generally shown in the operational state “not energized”.

NOTE 3 Within the different periods of an object within its life cycle, i.e. design, manufacturing, operation,
disposal, each period counts with different states. However, this standard focuses only on those states occurring
during the active operation period from an object put into service until it is taken out of service.

This horizontal standard has the purpose of:

e ensuring the coherence of the corpus of standardization documents;

e avoiding duplication of work and contradictory requirements.

The standard provides operational states of an object as examples that typically occur and
which need to be represented by standardized graphical symbols and defines generic rules to
be applied. It specifies which types of presentation facilities are recommended to present the
different operational states to humans.

States concerning the different types of alarm, their classification and management are not
dealt with in this standard.

This standard does neither define rules for the design of static graphical symbols for
diagrams as provided in IEC 61082 and the ISO/IEC 81714 series nor for icons and graphical
symbols for use on equipment as provided in IEC 60417, |ISO 7004 and in the ISO/IEC
11581 series.

This horizontal standard is primarily intended for use by technical committees in the
preparation of standards in accordance with the principles laid down in IEC Guide 108.

One of the responsibilities of a technical committee is, wherever applicable, to make use of
horizontal standards in the preparation of its publications. The content of this horizontal
standard will not apply unless specifically referred to or included in the relevant publications.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC 60073:2002, Basic and safety principles for man-machine interface, marking and
identification — Coding principles for indicators and actuators
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IEC 60417, Graphical symbols for use on equipment. Available from http://www.graphical-
symbols.info/equipment

IEC 60617, Graphical symbols for diagrams. Available from |[EC 60617 — Graphical Symbols
for Diagrams

EC 61360-4, Standard data element types with associated classification scheme for electric
components — Part 4: IEC reference collection of standard data element types and component
classes. Available from http://std.iec.ch/iec61360

IEC Guide 108, Guidelines for ensuring the coherency of IEC publications - Application of
horizontal standards

ISO 14617 (all parts), Graphical symbols for diagrams;

SO 7004, Graphical symbols for use on equipment — Index and synopsis; Registered symbols

3 Terms, definitions and abbreviations

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.11

graphical symbol

visually perceptible figure with a particular meaning used to transmit information
independently of language

Note 1 to entry: The graphical symbol may represent objects, such as products, functions or requirements for
manufacturing and use, quality control, etc.

Note 2 to entry: A graphical symbol is not to be confused with the simplified representation of products which is
normally drawn to scale and which can look like a picture.

[SOURCE: |SO 81714-1:2010, 3.1, modified — "and use" added in Note 1, "...like a graphical
symbol" replaced by "...like a picture" in Note 2.]

3.1.2

presentation set (of objects)

set of discrete presentation forms of a graphical symbol representing an object, each form
representing a defined operational state of the object, used for dynamic presentation

Note 1 to entry: The different forms of a graphical symbol are derived from a basic graphical symbol, such
forming a symbol family.

Note 2 to entry: According to |EC 61082-1 a graphical symbol will represent the object in a de-energized
operational state, i.e. in the position OFF.

Note 3 to entry: This includes audible and visible but not tangible (e.g. BRAILLE) presentation facilities

3.1.3
operational state
defined states within the being-in-service period which an object can have

3.1.4

acoustic signal; auditory signal

message conveyed by means of tone, frequency and intermittency, emanating from a sound
source

[SOURCE: [EC 60073:2009, 3.2.1] Documents
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