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European foreword 

The text of document 9/2154/FDIS, future edition 1 of IEC 62864-1, prepared by 
IEC/TC 9 "Electrical equipment and systems for railways" was submitted to the 
IEC-CENELEC parallel vote and approved by CENELEC as EN 62864-1:2016. 
 
The following dates are fixed: 

• latest date by which the document has to be 
implemented at national level by 
publication of an identical national 
standard or by endorsement 

(dop) 2017-05-04 

• latest date by which the national 
standards conflicting with the 
document have to be withdrawn 

(dow) 2019-11-04 

 
Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such 
patent rights. 
 

Endorsement notice 

The text of the International Standard IEC 62864-1:2016 was approved by CENELEC as a European 
Standard without any modification. 

In the official version, for Bibliography, the following notes have to be added for the standards indicated: 
 

IEC 60076-10 NOTE Harmonized as EN 60076-10. 

IEC 60077-1 NOTE Harmonized as EN 60077-1. 

IEC 60216-5 NOTE Harmonized as EN 60216-5. 

IEC 60254-1:2005 NOTE Harmonized as EN 60254-1:2005 (not modified). 

IEC 60254-2:2008 NOTE Harmonized as EN 60254-2:2008 (not modified). 

IEC 60310 NOTE Harmonized as EN 60310. 

IEC 60721-3-5 NOTE Harmonized as EN 60721-3-5. 

IEC 62619 NOTE Harmonized as EN 62619 1). 

IEC 62620 NOTE Harmonized as EN 62620. 

IEC 62928 NOTE Harmonized as EN 62928 1). 

                         
1) At draft stage. 
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Annex ZA 
(normative) 

 
Normative references to international publications 

with their corresponding European publications 
 
The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies. 
 
NOTE 1 When an International Publication has been modified by common modifications, indicated by (mod), the relevant 
EN/HD applies. 
 
NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here: 
www.cenelec.eu 
 
Publication Year Title EN/HD Year 
     

IEC 60050-811 -   International Electrotechnical Vocabulary 
(IEV) -  
Chapter 811: Electric traction 

- -   

IEC 60349-2 -   Electric traction - Rotating electrical 
machines for rail and road vehicles -  
Part 2: Electronic converter-fed alternating 
current motors 

EN 60349-2 -   

IEC 60349-4 -   Electric traction - Rotating electrical 
machines for rail and road vehicles -  
Part 4: Permanent magnet synchronous 
electrical machines connected to an 
electronic converter 

EN 60349-4 -   

IEC 60529 -   Degrees of protection provided by 
enclosures (IP Code) 

EN 60529 -   

IEC 61133 2016  Railway applications - Rolling stock - 
Testing of rolling stock on completion of 
construction and before entry into service 

- -  

IEC 61287-1 -   Railway applications - Power converters 
installed on board rolling stock -  
Part 1: Characteristics and test methods 

EN 61287-1 -   

IEC 61373 -   Railway applications - Rolling stock 
equipment - Shock and vibration tests 

EN 61373 -   

IEC 61377 2016 Railway applications - Rolling stock - 
Combined test method for traction systems 

EN 61377 2016 

IEC 61881-3 -   Railway applications - Rolling stock 
equipment - Capacitors for power 
electronics -  
Part 3: Electric double-layer capacitors 

EN 61881-3 -   

IEC 61991 -   Railway applications - Rolling stock - 
Protective provisions against electrical 
hazards 

- -   

IEC 62262 -   Degrees of protection provided by 
enclosures for electrical equipment against 
external mechanical impacts (IK code) 

EN 62262 -   

IEC 62498-1 2010  Railway applications - Environmental 
conditions for equipment -  
Part 1: Equipment on board rolling stock 

- -  
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
RAILWAY APPLICATIONS – ROLLING STOCK –  

POWER SUPPLY WITH ONBOARD ENERGY STORAGE SYSTEM –  
 

Part 1: Series hybrid system 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 62864-1 has been prepared by IEC technical committee 9: 
Electrical equipment and systems for railways. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

9/2154/FDIS 9/2176/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 
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A list of all parts in the IEC 62864 series, published under the general title Railway 
applications – Rolling stock – Power supply with onboard energy storage system, can be 
found on the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC website under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
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INTRODUCTION 

There is an increasing need for efficient use of energy due to the decrease in fossil fuel based 
energy sources as well as the need to reduce emissions (e.g. CO2, NOx, PM, etc.) that 
contribute to global climate change. The railway system, which is essentially an energy-
efficient transportation system, should also meet these requirements. In addition to saving 
energy, it is necessary to achieve a reduction in peak power, voltage stabilization and the 
ability to run without collecting power in scenic reserve areas, and the running capability to 
safely reach the next station in the event of electrical power failure onboard or at power 
supply system. To address these issues, hybrid systems are appearing in railway vehicles. 
These hybrid system vehicles are equipped with an energy storage system that allows 
effective use of regenerative energy. A hybrid system should be required to improve energy 
efficiency by actively controlling the power flow among the engine or power supply system, 
auxiliary power supply, traction and braking system, the energy storage system, etc. 

The purpose of introducing hybrid systems includes: 

• reducing energy consumption; 

• improving vehicle performance; 

• providing the ability to run with energy stored onboard; and 

• improving environmental characteristics. 

The aim of this standard is to establish the basic system configuration for series hybrid 
systems (electrically connected) and the tests to verify effective use of energy, as well as to 
provide railway operators and manufacturers with guidelines for manufacturing and evaluating 
hybrid systems. 

The hierarchy of relevant standards related to hybrid systems are summarized in Figure 1. 
The standards listed in Figure 1 are not exhaustive. 
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IEC 

Figure 1 – Hierarchy of standards related to IEC 62864-1 

In this standard, the hybrid system has the following four levels of hierarchy: 

a) vehicle/system interface (level 1); 
b) systems and interfaces (level 2); 
c) components (level 3); and 
d) subcomponents (level 4). 

Detailed descriptions of the levels are described in 7.1.  

E.g. subcomponent (level 4) is a cell, module etc. (for a battery, a subcomponent is defined in 
IEC 62620).  

-  Level 2: System and interfaces 

Overview of the technical framework 

IEC 61133 
Railway applications – Rolling stock – Testing of 

rolling stock on completion of construction and before 
entry into service 

IEC 61377 
Railway applications – Rolling stock – Combined test 

method for traction systems 

IEC 61287-1 
Railway applications – Power converters installed on 

board rolling stock – 
Part 1: Characteristics and test methods 

IEC 60349 (all parts) 
Electric traction – Rotating electrical machines for rail 

and road vehicles 

IEC 629281  
Railway applications – Rolling stock equipment – 

Onboard lithium-ion traction batteries 
 

1Under consideration 

IEC 61881-3 
Railway applications – Rolling stock equipment – 

Capacitors for power electronics – 
Part 3: Electric double-layer capacitors 

IEC 62864-1 
Railway applications – Rolling stock – Power supply 

with onboard energy storage system – 
Part 1: Series hybrid system 

-  Level 3: Components 

-  Level 4: Subcomponents 

-  Level 1: vehicle/system interface 
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RAILWAY APPLICATIONS – ROLLING STOCK –  
POWER SUPPLY WITH ONBOARD ENERGY STORAGE SYSTEM –  

 
Part 1: Series hybrid system 

 
 
 

1 Scope 

This part of IEC 62864 applies to series hybrid systems (electrically connected) with onboard 
energy storage (hereinafter referred as hybrid system).  

A hybrid system has two (or more) power sources including energy storage system (ESS) on 
board to achieve the following features by combining converter and motors and performing 
energy management control: 

• improving energy and fuel efficiency, improving acceleration characteristics, increasing 
running distance and uninterrupted running in the event of the loss of the primary power 
source (PPS), by using an ESS in addition to the primary power source under conditions 
where the power and capacity of the power source including regenerative power are 
limited, thus alleviating those limitations; 

• reducing fuel consumption, reducing emissions (e.g. CO2, NOx, PM, etc.); 

• reducing environmental impact (e.g. visible obstruction, noise, etc.). 

By extension, systems that have only onboard ESS, without other PPSs, is also considered in 
this standard. 

This standard intends to specify the following basic requirements, characteristics, functions 
and test methods for hybrid systems: 

• energy management to control the power flow among primary power source, energy 
storage system and power converters; 

• energy consumption, energy efficiency and regenerated energy; 

• vehicle characteristics achieved by energy storage system; 

• test methods of combined test; and 

• test methods of completed vehicles based on factory (stationary) and field (running) tests. 

NOTE Converter in this standard means combined equipment consisting of one or more converters (e.g. rectifier, 
inverter, chopper, etc.). 

The interfaces between the following power sources are covered: 

• external electric power supply system; 

• onboard ESSs (including pure onboard energy storage); 

• fuel cell, diesel electric generator; and 

• other power sources. 

As for the combination of inverters and motors, this standard applies to asynchronous motors 
or synchronous motors that are powered via voltage-source inverters. 

Power source systems and combination of inverters and motors are not limited to the listed 
above, but this standard can also be applied to future systems. 
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This part of IEC 62864 covers electrically connected systems (series hybrid), and not systems 
that mechanically transmit the driving force (parallel hybrid). 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60050-811, International Electrotechnical Vocabulary (IEV) – Chapter 811: Electric 
traction 

IEC 60349-2，Electric traction – Rotating electrical machines for rail and road vehicles  – 
Part 2: Electronic converter-fed alternating current motors 

IEC 60349-4，Electric traction – Rotating electrical machines for rail and road vehicles  – 
Part 4: Permanent magnet synchronous electrical machines connected to an electronic 
converter 

IEC 60529, Degrees of protection provided by enclosures (IP Code) 

IEC 61133:2016, Railway applications – Rolling stock – Testing of rolling stock on completion 
of construction and before entry into service 

IEC 61287-1, Railway applications – Power converters installed on board rolling stock – Part 
1: Characteristics and test methods 

IEC 61373, Railway applications – Rolling stock equipment – Shock and vibration tests 

IEC 61377:2016, Railway applications – Rolling stock – Combined test method for traction 
systems 

IEC 61881-3, Railway applications – Rolling stock equipment – Capacitors for power 
electronics – Part 3: Electric double-layer capacitors 

IEC 61991, Railway applications – Rolling stock – Protective provisions against electrical 
hazards 

IEC 62262, Degrees of protection provided by enclosures for electrical equipment against 
external mechanical impacts (IK code) 

IEC 62498-1:2010, Railway applications – Environmental conditions for equipment – Part 1: 
Equipment on board rolling stock 

3 Terms, definitions and abbreviations 

For the purposes of this document, the terms and definitions given in IEC 60050-811, as well 
as the following, apply. 

3.1 Terms and definitions 

3.1.1  
hybrid 
system that combines two (or more) different types of components for a specific purpose 
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Note 1 to entry: An approach for using multiple motive power sources and one for using multiple electric power 
sources exist for rolling stock applications. 

3.1.2  
parallel hybrid 
system for transmitting power from multiple motive power sources to the wheels  

Note 1 to entry: The driving force from the engine and that from the motor are transferred to the wheels via the 
transmission system. 

3.1.3  
hybrid 
series hybrid 
system which drives a motor supplied via the power converter for combined operation of 
electric power from multiple power sources 

Note 1 to entry: The wheels are driven by the driving force from the motor only. 

3.1.4  
hybrid vehicle 
vehicle that can store energy in an onboard ESS and is driven by using the stored energy as 
well as electric power from a generator or overhead lines 

3.1.5  
subsystem <of a series hybrid system> 
constituent of a series hybrid system 

EXAMPLE Primary power source, energy storage system, traction equipment. 

3.1.6  
component <of a series hybrid system> 
constituent of a subsystem in a series hybrid system  

EXAMPLE Converter, motor, diesel electric generator, ESU. 

3.1.7  
subcomponent <of a series hybrid system> 
constituent of a component in a series hybrid system  

EXAMPLE Lithium ion battery, electric double-layer capacitor. 

3.1.8  
energy consumption 
total energy consumption of the entire vehicle for a specified operation (duration, distance, 
speed, etc.) 

3.1.9  
specific energy consumption 
energy consumption for a specific distance and weight  

Note 1 to entry: The value is obtained by dividing the energy consumption by the distance and the vehicle weight 
or number of vehicles. This value can be expressed, e.g. in kWh/(t·km), kWh/(car·km), kWh/(person·km) or 
kWh/(seat·km), etc. 

Note 2 to entry: If an onboard power source, e.g. diesel generator set or fuel cell, is used, the unit may be l/(t·km), 
l/(car·km), l/(person·km) or l/(seat·km), etc. depending on the type of fuel. 

3.1.10  
power source 
equipment that supplies power to a traction unit and/or APS and/or ESSs via a converter   

BS EN 62864-1:2016

Full document details: BS EN 62864-1:2016

http://www.avadocuments.com/doc/bs-en-62864-1-2016
http://www.avadocuments.com/doc/bs-en-62864-1-2016


IEC 62864-1:2016 © IEC 2016 – 13 – 

Note 1 to entry: Converters (such as chopper for fuel cell (FC.CH)) for power generation and converters (such as 
ESS chopper (ESS.CH)) for energy storage units/systems are considered as power sources, but traction converters 
and converters for APS are not considered as power sources. 

3.1.11  
primary power source  
PPS 
subsystem in a series hybrid system the primary purpose of which is to supply electric energy 
to other subsystems in the series hybrid system by either consuming the fuel stored onboard 
or taking in energy from external sources 

3.1.12  
traction equipment  
subsystem in a series hybrid system the primary purpose of which is to consume electrical 
energy and to output tractive effort so that the railway vehicle is propelled 

3.1.13  
state of charge  
SOC  
remaining capacity to be discharged, normally expressed as a percentage of full capacity as 
expressed in relevant standards 

Note 1 to entry: Practical definitions of SOC are dependent upon chosen technologies. SOC is applicable to 
batteries. See Annex A. 

3.1.14  
state of energy  
SOE  
remaining energy to be discharged, normally expressed as a percentage of full energy as 
expressed in relevant standards 

Note 1 to entry: Practical definitions of SOE are dependent upon chosen technologies. SOE is applicable to both 
batteries and capacitors. See Annex A. 

3.1.15  
end of life  
EOL 
point at which the ESU cannot fulfil the required functionality or operational pattern as initially 
agreed among the user and the manufacturers 

3.1.16  
beginning of life  
BOL 
point at which the ESU has the rated capacity or energy fully available as minimum 
performance at manufacturer’s delivery 

3.1.17 Definition of capacity 
3.1.17.1  
capacity 
electrical charge that can be delivered from ESU 

Note 1 to entry: In case of the battery the electrical charge is often expressed in ampere-hours (A·h). 

Note 2 to entry: In case of the capacitor the electrical charge is often expressed in coulombs (C). 

Note 3 to entry: Capacitance is measured in farads (F),which is charge (C) divided by voltage (U), and is different 
from capacity.  

3.1.17.2  
theoretical capacity 
maximum capacity available without loss 
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3.1.17.3  
rated capacity 
available capacity measured according to certain “rating” condition as expressed in relevant 
standard 

Note 1 to entry: Refer to IEC 62928. 

3.1.17.4  
usable capacity 
capacity available to be discharged depending upon applications 

3.1.18 Definition of energy 
3.1.18.1  
theoretical energy 
maximum energy available without loss stored in the ESU 

3.1.18.2  
rated energy  
energy available measured according to certain “rating” condition as expressed in the relevant 
standard  

Note 1 to entry: Practical definitions of rated energy storage capacity are dependent upon chosen technologies. 

3.1.18.3  
usable energy  
energy available to be discharged depending upon applications 

3.1.19  
operational pattern 
definition by the user and/or the manufacturers in order to fulfil the needs of operations 
including auxiliaries, e.g. duty cycle, auxiliary loads, safety margin of energy content, 
degraded mode, etc.  

3.1.20  
energy storage unit  
ESU 
physical equipment which is comprised of energy storage technologies such as batteries, 
EDLC, flywheel, etc. 

Note 1 to entry: Refer to the relevant standards for components. 

3.1.21  
battery  
ESU which is used primarily for traction purpose in this standard 

Note 1 to entry: This document does not cover auxiliary batteries. Refer to IEC 62973. 

3.1.22  
energy storage system  
ESS 
physical system which consists of one or more ESUs and the other equipment required to 
connect to the DC link such as converters, control and monitoring systems, inductors, 
protection devices, cooling systems, etc.  

3.2 Abbreviations 
APS Auxiliary power supply  
AUX Auxiliaries 
BOL Beginning of life 
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EDLC Electric double-layer capacitor 
EOL End of life 
ESU Energy storage unit 
ESS Energy storage system 
PPS Primary power source 
SOC State of charge 
SOE State of energy 

4 Power source configuration of hybrid systems 

4.1 General 

4.1.1 Overview 

There can be a variety of system configurations for the series hybrid systems to which this 
part of IEC 62864 is applicable. In Clause 4, it is intended to give an overview of the possible 
configurations by presenting a number of examples. These examples, however, are not meant 
to impose constraints on the final system architecture. 

4.1.2 System configuration requirements 

As described in Clause 1, a series hybrid system shall have two or more power sources, 
including one ESS, and the traction equipment which serves as the primary power sink. The 
system may have a secondary power sink, such as a brake resistor, in case the power 
sources are either entirely or partly unreceptive of the power regenerated by the traction 
equipment during regenerative braking. These subsystems shall be connected electrically to 
enable exchange of power among them. In addition to these main circuit subsystems, the 
series hybrid system may have one or more auxiliary power supplies (APS). However, the 
connection between the APS and other subsystems in the series hybrid system may be either 
electrical, non-electrical or even non-existent, i.e. the APS is independent of the main circuit 
subsystems. If connected, the auxiliary loads shall be considered because of their significant 
impact on the energy consumption.  

Figure 2 shows an example block diagram of a series hybrid system with five main 
subsystems, i.e. one primary power source (PPS), one ESS, one traction equipment, one APS 
and its loads, and one brake resistor as a secondary power sink. In Figure 2, the block Link 
transfers power among these main subsystems through itself. 

As shown in Figure 2, the possible PPS configurations include, but are not limited to: 

• the combination of a diesel engine with a generator and an electric power converter; 

• fuel cells and an electric power converter; 

• DC contact lines; or  

• the AC contact lines and an electric power converter. 

As shown in Figure 2, the storage technologies usable in the ESS include, but are not limited 
to: 

• Lithium ion batteries; 

• Nickel metal hydride batteries; 

• Electric double-layer capacitor (EDLC); or  

• flywheels. 

As shown in Figure 2, the possible traction equipment configurations include, but are not 
limited to: 
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• four quadrant choppers and DC traction motors; 

• voltage source inverters and AC asynchronous traction motors; or  

• voltage source inverters and AC permanent magnet synchronous traction motors. 

NOTE The word “power sink” in Clause 4 is used to denote subsystems in Figure 2 that receive power from the 
Link block. These subsystems are not always regarded as power sinks in more general terms; for example, the 
traction equipment generates tractive effort that physically accelerates the rail vehicle, and therefore it is 
sometimes regarded as the power source of that vehicle. 

 

Key 

DE Diesel engine 

PPPS Power of primary power source (PPS) 

PTE Power of traction equipment (TE) 

PESS Power of energy storage system (ESS) 

PBR Power of brake resistor (BR) 

PAUX Power of auxiliaries (AUX) 

Figure 2 – Block diagram of a series hybrid system 

4.1.3 Major operating modes of the series hybrid system 

In Figure 2, there can be power flows between the Link block and the five main subsystems, 
namely: 

a) the PPS and the link block, denoted in Figure 2 as PPPS; 
b) the ESS and the link block, denoted in Figure 2 as PESS; 
c) the link block and the traction equipment, denoted in Figure 2 as PTE; 
d) the link block and the brake resistor, denoted in Figure 2 as PBR; and 
e) the link block and the APS (auxiliaries), denoted in Figure 2 as PAUX. 

Among these, 
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