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European foreword

The text of document 100/2901/FDIS, future edition 1 of IEC 63028, prepared by Technical
Area 15 "Wireless power transfer" of IEC/TC 100 "Audio, video and multimedia systems and
equipment" was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as
EN 63028:2017.

The following dates are fixed:

¢ latest date by which the document has to be (dop) 2018-04-24
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2020-07-24
standards conflicting with the
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Endorsement notice

The text of the International Standard IEC 63028:2017 was approved by CENELEC as a European
Standard without any modification.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications
The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)

applies.

NOTE 1 When an International Publication has been modified by common modifications, indicated by (mod), the relevant

EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here:

www.cenelec.eu.
Publication

Airfuel Wireless
Power Transfer
System Baseline
System
Specification (BSS)
v1.3

Airfuel Wireless
Power Transfer
System Baseline
System
Specification (BSS)
v1.2.1

Bluetooth core
specification v4.0

CSA4

Title EN/HD Year
Available -
at:http://www.airfuel.org/technologies/speci

fication-download

Available
at:http://www.airfuel.org/technologies/speci
fication-download

Available at:
https://www.bluetooth.org/docman/handler
s/downloaddoc.ashx?doc _id=229737
Available at:
https://www.bluetooth.org/docman/handler
s/downloaddoc.ashx?doc _id=269452
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

WIRELESS POWER TRANSFER - AIRFUEL ALLIANCE RESONANT
BASELINE SYSTEM SPECIFICATION (BSS)

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC
Publication(s)"). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 63028 has been prepared by technical area 15: Wireless power
transfer, of IEC technical committee 100: Audio, video and multimedia systems and
equipment.

The text of this International Standard is based on the following documents:

FDIS Report on voting
100/2901/FDIS 100/2941/RVD

Full information on the voting for the approval of this International Standard can be found in
the report on voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.
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The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to
the specific document. At this date, the document will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.

A bilingual version of this publication may be issued at a later date.

IMPORTANT - The 'colour inside' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION

In today’s world, mainstream consumer mobile devices are ubiquitously supported by wireless
technologies for data communication and connectivity functions while charging function is
primarily supported by wired technologies. The development of wireless power transfer
technologies offers increased user convenience for charging mobile devices; technologies
include inductive, resonant, uncoupled (RF, ultrasonic, laser) methods.

IEC 63028 defines a specific wireless charging approach based on resonant technology and
specifies technical requirements for the AirFuelTM1 resonant wireless power transfer (WPT)
systems.

1 AirFuel™ is the trade name of a product supplied by AirFuel Alliance. This information is given for the
convenience of users of this document and does not constitute an endorsement by IEC of the product named.
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WIRELESS POWER TRANSFER - AIRFUEL ALLIANCE RESONANT
BASELINE SYSTEM SPECIFICATION (BSS)

1 Scope

This document defines technical requirements, behaviors and interfaces used for ensuring
interoperability for flexibly coupled wireless power transfer (WPT) systems for AirFuel
Resonant WPT. This document is based on AirFuel Wireless Power Transfer System Baseline
System Specification (BSS) v1.3.

Products implementing this document are expected to follow applicable regulations and global
standards.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

AirFuel Wireless Power Transfer System Baseline System Specification (BSS) v1.3 [viewed
2017-03-13]. Available at: http://www.airfuel.org/technologies/specification-download

AirFuel Wireless Power Transfer System Baseline System Specification (BSS) v1.2.1 [viewed
2017-03-13]. Available at: http://www.airfuel.org/technologies/specification-download

Bluetooth core specification v4.0, or later versions as they are available [viewed 2017-03-13].
Available at: https://www.bluetooth.org/docman/handlers/downloaddoc.ashx?doc_id=229737

CSAA4, or later versions as they are available [viewed 2017-03-13]. Available at:
https://www.bluetooth.org/docman/handlers/DownloadDoc.ashx?doc_id=269452

3 Terms, definitions, symbols and abbreviated terms

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp

3.11

advertisement

connectable, undirected advertising event where the device transmits three WPT service
specific ADV_IND packets and accepts both scan requests and connect requests

Note 1 to entry: There is one ADV_IND packet transmitted on each of the advertising channels.

Note 2 to entry: Receipt of an advertisement is defined to be receipt of one of the three advertisement packets.
Documents
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3.1.2
category
type of power receiving unit (PRU)

Note 1 to entry: Refer also to the definition of power receiving unit (3.1.17).

3.1.3

charge area

<PRU larger than the test area> region of maximum overlap between the PTU charge area
and the PRU resonator

Note 1 to entry: The charge area is provided by the vendor, the PRU is the entire device, and the test area is the
charge area in tests.

3.14

charge area

<PRU smaller than the test area> region of maximum overlap between the PTU charge area
and the PRU

Note 1 to entry: The charge area is provided by the vendor, and the test area is the charge area in tests.
Note 2 to entry: This does not preclude the PRU resonator being larger than the PTU resonator.
Note 3 to entry: Additionally, "within the charge area" is equated to mean "within the test area".

Note 4 to entry: The charge area includes the specification of the Z heights intended for the final product, from
the surface of resonator coil.

3.1.5
class
type of power transmitting unit (PTU)

Note 1 to entry: Refer also to the definition of power transmitting unit (3.1.18).

3.1.6
concurrent multiple charging
transmission of power from one transmitting resonator to multiple receiving resonators

Note 1 to entry: Magnetic resonant coupling can occur among one transmitting resonator and many receiving
resonators, while tight coupling is restricted to only one transmitting coil and one receiving coil. Thus, tightly
coupled technology only allows one-to-one power transmission.

3.1.7

delta R1

change in a PTU resonator’s measured resistance when a PRU is placed at the center of
PTU’s charge area as compared to the resistance when no objects are in the charge area

Note 1 to entry: This measurement refers to the use of a PRU with an open-circuit resonator.

3.1.8
device registry
list of active PRU’s maintained by the PTU

3.1.9
dominant PRU
PRU consuming the highest percentage of its rated output power (Vrgct X IRecT / PRECT MAX)

3.1.10

flexibly coupled wireless power transfer

power transfer system that provides power through magnetic induction between a transmitter
coil and a receiver coil, where the coupling factor (k) between the coils can be within a range

between large and very small (e.g., less than 0,025)
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Note 1 to entry: Also, in a flexibly coupled system, the transmitter (i.e., the primary) coil can be of the same size,
or much larger than the receiver (i.e., secondary) coil. The allowable difference in coil size enables concurrent
charging of multiple devices as well as more flexible placement of receiver coils within the charge area.

3.1.11
high voltage region
PRU region in which Vggc levels result in high power dissipation without damaging the PRU

3.1.12
keep-out volume
volume outside of the charge area in which no testing is performed

Note 1 to entry: This parameter is defined by the PTU vendor.

3.1.13
low voltage region
VrecT Voltages below the operational range

3.1.14
normal operation
range of all specified WPT states other than PRU System Error state for over-voltage

3.1.15
over-voltage
VRecT Voltages greater than VRECT_MAX

Note 1 to entry: Over-voltage can permanently damage PRU components if the PRU does not correct the
condition (see 8.3.6).

3.1.16
OVP switch
switch in the PRU that opens or closes to protect the PRU

3.1.17
power receiving unit
unit receiving electrical power wirelessly from a power transmitting unit

3.1.18
power transmitting unit
unit transferring electrical power wirelessly to each power receiving unit

3.1.19
rectifier efficiency
ratio of rectified power to PRU received power (Prect / PRX 0oUT)

3.1.20

resonance

condition of a body or system when it is subjected to a periodic disturbance of the same
frequency as the natural frequency of the body or system

Note 1 to entry: At this frequency, the system displays an enhanced oscillation or vibration.

3.1.21

resonator

magnetic field generator that satisfies the resonance condition for efficiently transferring
electrical power from a PTU to a PRU

Note 1 to entry: Both a coil and an electrical conducting wire are examples of a resonator.
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3.1.22

wireless power transfer

processes and methods that take place in any system where electrical power is transmitted
from a power source to an electrical load without interconnecting wires

3.2 Symbols and abbreviated terms
3.21 Symbols

For the purposes of this document, the following symbols for variable parameters apply.

3.2.11

TRECT .
rectifier efficiency (Prect / Prx ouT)

3.2.1.2

IRecT
DC current out of the PRU’s rectifier

3.2.1.3

IRECT_REPORT
IggcT value reported by a PRU to a PTU

3.2.1.4

Irx IN
RMS current out of the resonator/into the rectifier, while in the PRU on state

3.2.1.5

Itx
RMS current into the PTU resonator coil

3.2.1.6

ITx L ONG_BEACON . o
RMS current into the PTU resonator during the long beacon period in the PTU power save

state

Note 1 to entry: This current is used to provide minimum power for waking up a PRU signaling module and MCU,
and to initiate communication.

3.2.1.7

ITX SHORT_BEACON
RMS current into the PTU resonator while in the PTU power save state

Note 1 to entry: This current is used to detect the PTU impedance change caused by the placement of an object
in the charge area.

3.2.1.8

Itx START
RMS current into the PTU resonator that provides minimum power for waking up a PRU

signaling module and MCU

Note 1 to entry: This current is also used to initiate communication and registration.

3.2.1.9
PN
DC power into the PTU

3.2.1.10

Py N
input power to the PTU resonator Documents
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3.2.1.11

Prx_IN_MAX
maximum input power to the PTU resonator

3.2.1.12

PRecT
average power out of the PRU’s rectifier AVG (VreeT X IreCT)

3.2.1.13

Prect_soot -
maximum average power out of the PRU'’s rectifier as declared by the vendor

Note 1 to entry: The rectifier power is measured over a 1 ms interval.

3.2.1.14

PRecCT_IN
average power into the PRU rectifier

3.2.1.15

PRX_REPORTED .
product of reported rectified voltage and current (VRect REPORT X /RECT REPORT)

3.2.1.16

Prx_out
power out of the PRU resonator

3.2.1.17

RrecT
effective load resistance at the output of the PRU’s rectifier

3.2.1.18

RrecT_mP . _
maximum power point resistance

3.2.1.19

Rrxn
parasitic resistance of the PRU resonator

3.2.1.20

Vpaa
DC input voltage to the PTU’s power amplifier

3.2.1.21

VRECT
DC voltage at the output of a PRU'’s rectifier

3.2.1.22

VRECT REPORT
VrecT Value which a PRU reports to a PTU

3.2.1.23

ZRX_IN
input impedance of the PRU resonator and matching network

For the purposes of this document, the following symbols for PTU/PRU design dependent
variable parameters apply.
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3.2.1.24
ADV_PWR_MIN
minimum BLE advertisement power as seen at the PTU BLE antenna

3.2.1.25

ITx_ABS_MAX
absolute maximum PTU current

3.2.1.26

IT.X_'LONG_BEACON_MIN ]
minimum allowed current during PTU long beacon

3.2.1.27

IT.X_'SHORT BEACON_MIN _
minimum allowed current during PTU short beacon

3.2.1.28

Itx_mAx '
operational maximum PTU current

3.2.1.29

Irx_miN o
operational minimum PTU current

3.2.1.30

ITx_NOMINAL o . . _
nominal PTU resonator current driving all PRUs to operate in the optimum voltage region

3.2.1.31

PRECT_MAX
PRU’s maximum rated Prgc1 power

3.2.1.32

PRECT_MIN.
PRU’s minimum rated Prgct power

3.2.1.33

Prx_ouT_MAX
maximum output power of the PRU resonator

3.2.1.34

Rrx_MIN
minimum resistance presented to the PRU resonator terminals during normal operation

3.2.1.35

RrecT_mP. , .
RRecT resistance that achieves maximum Pgrect power

3.2.1.36

Rryx N
real part of Zry |n

3.2.1.37

VRECT BOOT
boot Vrgct Voltage

Note 1 to entry: Below this level, the PRU cannot enter the PRU boot state. Documents
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3.2.1.38

VRECT_HIGH _
maximum operational Vggct voltage

3.2.1.39

VRECT_MAX_
PRU’s maximum allowable Vrgct1 voltage

3.2.1.40

VRECT_MIN .
minimum operational Vggct voltage

Note 1 to entry: Below this voltage, PRUs might not deliver full power.

3.2.1.41

VRECT SET
PRU’s preferred Vggct Voltage

3.2.1.42

VRECT UVLO
under voltage lock out Vggct voltage

Note 1 to entry: Below this level, the PRU might not enable MCU and communication module.

3.2.1.43

XTX_IN
imaginary part of Ztyx |

3.2.1.44

IZpA_SOURCE| ' ' -
magnitude of the output impedance of the matching network and connected power amplifier of

the PTU

3.2.1.45

IZpA_source_miINl . -
magnitude of the minimum allowable source impedance of the amplifier or supply that

provides current to the PTU resonator

3.2.1.46

ZTX_IN_LOAD_CHANGE _ _
minimum load change in Zty |\ created by a PRU when placed in the charge area of a PTU

Note 1 to entry: The load change is measured when an I

Tx current greater than or equal to
ITX_SHORT_BEACON_MIN is applied.

Note 2 to entry: This value is specific to a PTU resonator design.

3.2.1.47

ZTX_IN_LOAD_DETECT _ ' _ '
magnifude of the minimum real and imaginary change in Zyyx |y that the PTU resonator

circuitry can be able to detect
3.2.1.48

ZTX_IN
input impedance of PTU resonator
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3.2.2 Abbreviated terms

BLE bluetooth low energy

BSS baseline system specification
GAP generic access profile

GATT generic attribute profile

MCU microcontroller

NFC near field communication

LE low energy

OoCP over-current protection

OEM original equipment manufacturer
OTP over-temperature protection
OVP over-voltage protection

PA power amplifier
PRU power receiving unit
PTU power transmitting unit

RCE resonator coupling efficiency
RFU reserved for future use
UUID  universally unique identifier

WPT wireless power transfer
4 System description

The AirFuel Alliance WPT system transfers power from a single power transmitter unit (PTU)
to one or more power receiver units (PRUs.) The power transmission frequency is 6,78 MHz,
and up to eight devices can be powered from a single PTU depending on transmitter and
receiver geometry and power levels. The bluetooth low energy (BLE) link in the AirFuel
Resonant system is intended for control of power levels, identification of valid loads and
protection of non-compliant devices.

Figure 1 illustrates the basic WPT system configuration between a PTU and a PRU. The PTU
can be expanded to serve multiple independent PRUs. The PTU comprises three main
functional units which are a resonator and matching unit, a power conversion unit, and a
signaling and control unit. The PRU also comprises three main functional units like the PTU.

The control and communication protocol for the WPT network is designed as the bidirectional
and half duplex architecture and is used to signal PRU characteristics to the PTU as well as
to provide feedback to enable efficiency optimization, over-voltage protection, under-voltage
avoidance, and rogue object detection.

The WPT network is a star topology with the PTU as the master and PRUs as slaves. The
PTU and the PRU perform the bidirectional communication to each other to identify the device
compliance and to exchange the power negotiation information.

In this document, Clause 5 provides high level requirements and Clause 6 identifies device
classifications. Clause 7 provides power transfer requirements (including a fixed 6,78 MHz
operating frequency, resonator requirements and load parameters) while Clause 8 provides
PTU and PRU power control requirements. Clause 9 provides signaling requirements,
Clause 10 identifies approved PTU resonator designs, and Annex A (informative) includes
reference PRUs for PTU acceptance testing. Annex B is an informative annex for PTU lost
power. Annex C is a normative annex for user experience requirements. Annex D is an
informative annex for addressing resonator coupling efficiency (RCE) measuremenb
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Figure 1 — Wireless power transfer system

5 Conformance and backwards compatibility

PRU and PTU devices shall comply with the AirFuel Wireless Power Transfer System
Baseline System Specification (BSS) v1.3, the AirFuel Wireless Power Transfer System
Baseline System Specification (BSS) v1.2.1, and the Bluetooth core specification v4.0 with
CSA4.

Devices compliant with this document shall be backwards compatible with devices which are
in compliance with the AirFuel Wireless Power Transfer System Baseline System
Specification (BSS) v1.3, and the AirFuel Wireless Power Transfer System Baseline System
Specification (BSS) v1.2.1 published by the AirFuel Alliance. To be backwards compatible,
devices shall adhere to the following behavior.

Upon completion of device registration, if the device, based on the exchanged information,
determines that it is connected to a prior version AirFuel resonant device or to an AirFuel
resonant device with unsupported optional features, then the device shall not perform any
procedure related to the unsupported features of the connected AirFuel resonant device.
Further, if a device receives any unknown or unsupported information from the connected
AirFuel resonant device, such information in any form or manner shall be ignored.

For AirFuel resonant devices, the following applies.

a) The PRU shall be interoperable with all previous BSS version PTUs and shall support all
mandatory features for the version to which the previous version PTU complies. The PRU
may support the optional features that the PTU supports in the previous version for which
the PTU complies. The PRU shall not request or initiate any feature (mandatory or
optional) that is not supported by the previous version PTU.
ptional) Ported by the p Documents
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b) The PTU shall be interoperable with all previous BSS version PRUs and shall support all
mandatory features for the version to which the previous version PRU complies. The PTU
may support the optional features that the PRU supports in the previous version for which
the PRU complies. The PTU shall not request or initiate any feature (mandatory or
optional) that is not supported by the previous version PRU.

6 Device types

6.1 PTU classification
AirFuel resonant PTU classes are defined by the following.

a) A PTU class is determined by the highest category PRU supported by that PTU as
determined in Table 1. For example, a PTU that supports category 4 and below PRUs is
considered a class 3 PTU. The maximum output power capability of a PTU of class » shall
be larger than or equal to the value of Pty |y max Of its class as denoted in Table 1. The
output power of a PTU is denoted by Pry in Figure 2, where Py is the real power,
Avg (V(t) x I(t)). See Clause 7 for power transfer requirements.

b) The minimum PRU support requirements are specified in Table 1. The minimum support
requirement specifies the number of highest category PRUs that the PTU shall support at
the least. The PTU shall support power allocation for PRUs of all categories lower than the
highest supported category specified in Table 1, at least up to the max number of devices
specified in the table, per the limitation of available power. PTU vendors may specify a
different charge area for the Category 1 PRUs from other PRU categories.

NOTE The minimum category support requirement specified in Table 1 does not limit PTUs from supporting PRUs
of higher category, if the PTU is capable of supporting higher category devices.

PT)(_IN
PTU resonator PRU resonator
IEC
Figure 2 — PTU-PRU resonator Pyy |y
Table 1 — PTU classification
Pry IN_max Minimum category support Minimum vglue for max number of
watts requirements devices supported
Class 1 2 1 x Category 1 1 x Category 1
Class 2 10 1 x Category 3 2x Category 2
Class 3 16 1 x Category 4 2x Category 3
Class 4 33 1 x Category 5 3x Category 3
Class 5 50 1 x Category 6 4x Category 3
Class 6 70 1 x Category 7 5x Category 3

The minimum number of maximum category devices is provided as a guideline for calculating
Prx IN MAx- and is not meant to restrict the size of a corresponding class.
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6.2 PRU category
[llustrated in Figure 3, the PRU resonator output power denoted by Pry oyt is the real power

Avg F(t) x I(t). Table 2 lists the PRU resonator output power (Prx out max) for PRU
categories. See Clause 7 for power transfer requirements. T

PRXfOUT

PTU resonator PRU resonator

IEC

Figure 3 — PTU-PRU resonator Pgry ourt
The PRU shall not draw more power than specified for its category. See Table 2.

Table 2 — PRU category

PRU PRX-OUT-MAX, Example applications
Watts

Category 1 For further study BT Headset
Category 2 3,5 Feature Phone
Category 3 6,5 Smart Phone
Category 4 13 Tablet, Phablet
Category 5 25 Small Form Factor Laptop
Category 6 37,5 Regular Laptop
Category 7 50

NOTE 1 For Pgy oyt the PRU power is the output power of the PRU resonator.

NOTE 2 6,5 W is intended to allow 5 W at the charge port if the implementation has an efficiency greater than
80 %.

7 Power transfer specifications

7.1 System equivalent circuit and reference parameters

The equivalent circuit of the PTU resonator shall be series-tuned, or series-shunt-tuned. The
equivalent circuit of the PRU resonator shall be series-tuned, shunt tuned, or series-shunt
tuned. Figure 4 shows the interface point where the reference parameters are measured.

|
|
— | ||
Supply I Lery Leru :
power Matching 2 | 2 Matching Fllt_e_r
amplifier network N I TN network rectifier
filter ﬁ | r’ load
- -
|
|
|
IEC
Figure 4 — Equivalent circuit and system parameters Documents

Document Sharing Hub

Full document details: BS EN 63028:2017


http://www.avadocuments.com/doc/bs-en-63028-2017
http://www.avadocuments.com/doc/bs-en-63028-2017

IEC 63028:2017 © IEC:2017 -21-

7.2 General system requirements
7.21 Operating frequency

The resonator system shall operate at 6,78 MHz + 15 kHz.

7.2.2  Zyx |\ relationship to Rgect

The real part of Zty |y shall be inversely related to the load resistance of the rectifier. An
increase in Rgrect shall cause a decrease in Zyy |y- A decrease in Rggct shall cause an
increase in Zty |n- B

7.2.3 Power stability

Under all operational conditions (transient/steady state) involving two or more PRUs, the
change in rectified-output power of a first PRU should be no more than 10 % in the following
two conditions.

a) A second PRU is physically added or removed from the charge area in a location that
does not overlap with the first PRU.

b) A second PRU which is already in the charge area makes step response from 0 % load to
100 % load in less than 1 ms.

7.2.4 PTU co-location protection

A PTU shall protect itself when collocated with a PTU resonator of Clause 10, which is
conducting up to Itx aps max- This includes all areas outside of the keep-out volume, in
addition to the charge area.

7.2.5 PRU self-protection (informative)

PRUs can experience high field strengths as a result of Ity ags max (from any class PTU)
and are expected to protect themselves accordingly, including the situation of a link loss and
failed to reconnect to PTU. This includes all areas outside of the keep-out volume, in addition
to the charge Area.

7.3 Resonator requirements
7.3.1 Resonator coupling efficiency (RCE)
7.3.11 General

Resonator coupling efficiency (RCE) is defined as the maximum of the ratio of the power
delivered by the PRU coil to a load, divided by the power delivered to the PTU coil, at
6,78 MHz. RCE is also equal to the maximum value of |Sz1|2 between one PTU and one PRU,
occurring with perfectly-matched port impedance conditions, meaning S and S,, are zero,
when the reference port impedances are as specified in 7.3.1.2 and 7.3.1.3. See informative
Annex D, for RCE calculations.

The calculated value of RCE shall be equal to or higher than the minimum values given in
Table 3, when the PRU is within the charge area specified in Clause 10.

NOTE 1 The actual measurements of S, S,,, S,;, and S,, can be made with nominal 50 Q reference port
conditions and the results converted to meet this RCE definition as well as finding the matching source and load,
defined in 7.3.1.2 and 7.3.1.3. A step-by-step procedure to determine the maximum RCE and matching impedances
is included in Annex D.

NOTE 2 Assessment for a new PRU is performed on all approved PTUs before that PRU is determined to be
compliant with the specification.
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Table 3 — Minimum RCE (percent and dB) between PRU and PTU
Category Category Category Category Category Category Category
1 2 3 4 5 6 7
Class 1 N/A N/A N/A N/A N/A N/A N/A
Class 2 N/A 74 (-1,3) 74 (-1,3) N/A N/A N/A N/A
Class 3 N/A 74 (-1,3) 74 (-1,3) 76 (-1,2) N/A N/A N/A
Class 4 N/A 50 (-3) 65 (-1,9) 73 (-1,4) 76 (-1,2) N/A N/A
Class 5 N/A 40 (-4) 60 (-2,2) 63 (-2) 73 (-1,4) 76 (-1,2) N/A
Class 6 N/A 30 (-5,2) 50 (-3) 54 (-2,7) 63 (-2) 73 (-1,4) 76 (-1,2)
NOTE The RCE is stated as "% (db)".

NOTE 3 When multiple PRUs are used, the coupling efficiency will increase.

7.3.1.2 Reference port impedance of PTU resonator

The reference port impedance of the PTU resonator to measure S, is defined as Zy |y, and
is PTU and PRU resonator design dependent. B

7.3.1.3 Reference port impedance of PRU resonator

The reference port impedance of the PRU resonator to measure S, is defined as Zgy |y, and
is PTU and PRU resonator design dependent. B

7.3.2 PTU resonator requirements

7.3.2.1 Approved PTU resonator designs

A PTU being tested for compliance to the specification shall use an accepted PTU resonator
from the AirFuel resonant accepted PTU resonator list, prior to the completion of compliance

testing.
7.3.2.2 Resonator current
7.3.2.21 Threshold values

The following are PTU resonator current threshold value requirements.

a) The PTU resonator coil current shall not exceed Ity \ax during either the long beacon-on
period or the short beacon-on period. B

b) The PTU shall conduct a current greater than Ity sporT BEACON MiN through the PTU
resonator coil during the short beacon-on period. B B

c) The PTU shall conduct a current greater than Ity | ong BEacON min through the PTU
resonator coil during the long beacon-on period. B B B

d) The PTU shall conduct a current greater than or equal to Ity pn through the PTU
resonator coil during the PTU Power Transfer state, unless any PRU is reporting a Vggct
over VRecT HIGH

e) The PTU shall be capable of conducting a current ITyx nominaL through the PTU resonator
coil during the PTU Power Transfer state. The tolerance of Ity nominal Shall be no
greater than 5 % excluding measurement error. /1y yominaL Shall be derated at high
values of Ryy |\ based on the value of Pry |y max Which is defined according to the PTU
class?). The equation for the derated current is:

2) Note that in implementation, the provision of Itx nominaL to all loads is not intended to cause a rise in the

charging area temperature. Documents
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ITx_NoMINAL_DERATED = MIN (Itx nominaL: SQRT (Prx N max/RIN_TX))

f) The PTU shall be capable of conducting a current Ity \ ax through the PTU resonator coil.
ITx_max shall be derated at high values of Rty |y based on the value of PTx_IN_MAX which
is defined according to the PTU Class. The equation for the derated current is:

Itx_max_DERATED = MIN (I1x max:SQRT (Prx N max/RIN_TX))

g) The PTU resonator coil shall not conduct more than Ity ags max iN any transient or
steady state condition. -

A PTU may operate between Ity \y and Itx ags max- A PTU shall operate between
Itx_NomINAL @Nd ITx max

7.3.2.2.2 Transitions

The PTU resonator coil shall not exceed its PTU resonator desigh maximum slew rate.

7.3.2.3 Resonator power supply characteristics

The PTU resonator shall be driven by a supply that has a source impedance that is greater
than |Zpa source minl Of the accepted PTU resonator used in the PTU (per its AirFuel
resonant PTU resonator class n design template). A resonator's |Zps source minl shall be
selected such that PRUs do not experience an increased Rrect mp When opérating on the
PTU resonator. B

NOTE 1 |Zp5 source minl 1S specified because it affects the source impedance of PRUs.
NOTE 2 |Z,5 source minl iS specified to approximate a current source behavior at the PTU resonator interface.

NOTE 3 The test is performed with all resonator interface test (RIT) devices that are applicable to the PTU class.

7.3.2.4 Charge and test area

The boundaries of the PTU charge area and the PRU resonator area should be identified by
the PTU and PRU vendors, respectively. Vendor charge area indication shall be equal or
smaller than test charge area (charge area in tests). The keep-out volume shall be a bounded
volume, and the PTU resonator designer shall provide a PTU mechanical housing design to
indicate how the mechanical housing should prevent the PRU from being placed inside this
keep-out volume.

7.3.2.5 Resonator power supply impedance range

The PTU shall be capable of conducting current levels through the PTU resonator coil that
satisfy the resonator current threshold values across its specified range of Z;yx |\ (see
Figure 5). B

I\

Rrx N MmN £ Re{Zrx N} = Rrx IN_maAX

I\

Xrx N min S Im{ Ztx N} S X7 I maAX
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Corner 2 Corner 3
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RTX IN__MIN RTX IN. N
<= .

IEC

Figure 5 — PTU resonator-load considerations

For a specific PTU resonator, the allowed induced impedance for each PRU category shall be
selected appropriately to account for the number of PRUs supported in that category.

7.3.2.6 Resonator geometry

The PTU resonator geometry shall be built to the requirements of Clause 10.

NOTE The above PTU resonator requirements are resonator design specific, and numbers for the above
parameters are specified in Clause 10.

7.3.2.7 Resonator impedance sensitivity

The PTU resonator control circuitry shall be capable of detecting a load change of
ZTX_IN_LoAD_DETECT In the value of Zzy .

Z1x IN LoAD DETEcT shall be at least 30 % less than both the real (R) and imaginary (X)
components of the Zryx |y LoaD cHANGE SpPecified for the PTU resonator used in the PTU
resonator and resonator inferface acceptance test.

7.3.3 PRU resonator requirements
7.3.3.1 PRU operating points
7.3.3.1.1 General

VrRecT can be derived as a function of the Z matrix between the PTU and PRU coils (see
Annex D), Igx, rectifier characteristics and load. The relationship between all of the
parameters is dependent on PRU implementation. It is the responsibility of the original
equipment manufacturer (OEM) to produce a design that allows for conformance.

NOTE The requirements in 7.3.3.1 apply under all valid load conditions (i.e., Prect mIN to Prect max) Within the
charge area (including minimum and maximum coupling), unless otherwise noted -

7.3.3.1.2 PRU Low Voltage sub-state threshold

A PRU’s Vgecr shall exceed its Vrect oot While consuming Prect goot, When Ity is
greater than Ity | ong_BEACON MIN O ITx min (Whichever threshold is Tower) on presently
approved PTU resonators (see Clause 10).

This requirement is for start-up conditions, and a PRU load is not required (see 8.3.4.1).

7.3.3.1.3 PRU Optimum Voltage sub-state threshold

With a PTU resonator that supports charging only a single device of the PRU's category, the
following applies.

a) The PRU's Vrect shall exceed its Vrecr win if I7x is greater than or equal to IRy geuyiments
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a) The PRU's Vrget shall not exceed its Viget High i I1x is less than or equal to
ITx_NOMINAL-

For a PTU resonator that supports charging multiple devices of the PRU’s category, a PRU
shall be in the PRU Optimum Voltage sub-state when /7y is equal to /Ty NowminaL ON presently
approved PTU resonators (see 10.3). B

7.3.3.1.4 PRU set-point limit

A PRU shall not require Ity to exceed Ity pax 10 reach Viepet spt On presently approved
PTU resonators (see 10.3). B B

7.3.3.1.5 PRU over-voltage threshold

A PRU in normal operation shall not enter the PRU System Error state if /1y is less than or
equal to ITx yax on presently approved PTU resonators (see 10.3).

7.3.3.1.6 PRU over-voltage protection

A PRU shall not be damaged if ITy is less than or equal to Ity aAps max ON presently approved
PTU resonators (see 10.3) for any period of time. This includes all areas outside of the keep-
out volume, in addition to the charge area.

7.3.3.1.7 Margin between VRECT_H'GH and VRECT_MAX

VrecT max shall be greater than 1,1 X VRecT HigH-

7.3.3.2 PRU-induced reactance change

A PRU shall present X1y |y Which is within the X1y |\ range defined in Clause 10.

7.3.3.3 PRU-induced resistance change

A PRU shall present Rty |y Which is within the Rty |y range defined in Clause 10.

7.3.3.4 Short beacon PRU-induced impedance

On or before March 1, 2015, a PRU of Category 2 or greater should create a change in
reactance and/or resistance of at least Z1y |N LoaD cHangE When placed in charge area of all
currently approved PTU resonators. T B

After March 1, 2015, a PRU of Category 2 or greater shall create a change in reactance
and/or resistance of at least Ztx |y LoaD cHANGE When placed in charge area of all currently
approved PTU resonators. T B

If a Category 1 PRU does not create an impedance change of at least Z1x |y LoAD CHANGE
when placed in charge area of all currently approved PTU resonators, then'it shall advertise
that it does not create an impedance shift in the PRU advertising payload (see 9.5.2).

7.4 Load parameters

7.41 Load parameters introduction

PRUs with non-integrated loads (e.g., backpack phone chargers that plug into a mobile phone)
shall comply with the requirements in 7.4.2 to 7.4.4 for any devices with which they might be

connected. This can require the PRU to include mechanisms to ensure that they are compliant
when connected to their intended load devices.
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7.4.2 Minimum load resistance

The minimum value of Rrgct shall be greater than the maximum power point resistance
(RrecT mp)- The maximum power point resistance, Rgrgct mps IS defined as the load
resistance measured after the rectifier at which maximum power delivery is achieved.

NOTE Rgecr wp is @ function of |Z,, gources| PTU resonator design, and PRU resonator design.
7.4.3 Maximum allowable dynamic load
The load, measured at the output of the rectifier, shall not change by more than 650 mW/us or

Xl/us, whichever is greater. X shall be calculated as 2 % times the maximum output power of
the PRU resonator in mW.

7.4.4 Maximum load capacitance

The effective load capacitance connected after the rectifier shall be no greater than the
maximum effective capacitance shown in Table 4.

Table 4 — Maximum load capacitance

Category Maximum effective capacitance
uF

Category 1 For further study

Category 2 100

Category 3 100

Category 4 100

Category 5 100

Category 6 130

Category 7 130

8 Power control specifications

8.1  Control objectives
The control specifications are designed to

a) protect PRU’s Vrgct from over-voltage (i.e., VreeT > VRECT MAX)

b) reduce PRU’s Vggct such that Veeer < Vreet Hign Within 5's after a PRU reports its
VrRecT > VRECT HIGH:

c) ensure that all PRUs are provided a Vgt voltage greater than Vgger iy @nd less than
VRECT HigH- if objectives a) and b) are satisfied, and -

d) control I7y, if objectives a), b) and c) are satisfied, to:

1) optimize the Vgt of the PRU with the highest percentage utilization of Prgc1 power,
or

2) maximize the total system efficiency.
8.2 PTU specifications
8.2.1 PTU state

The PTU shall have the following states: PTU Configuration, PTU Power Save, PTU Low
Power, PTU Power Transfer, PTU Local Fault, and PTU Latching Fault. See Figure 6.
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