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National foreword

This British Standard is the official English language version of
EN 657:2005. It supersedes BS EN 657:1994 which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
ST1/40, Thermally sprayed inorganic finishes, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep UK
interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 21 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.
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Foreword

This document (EN 657:2005) has been prepared by Technical Committee CEN/TC 240 “Thermal spraying
and thermally sprayed coatings”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2005, and conflicting national standards shall be
withdrawn at the latest by September 2005.

This document supersedes EN 657:1994.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland
and United Kingdom.
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1 Scope

This document defines processes and general terms for thermal spraying. It classifies thermal spraying
processes according to type of spray material, to type of operation and to type of energy carrier.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

N ISO 14923, Thermal spraying— Characterization and testing of thermal sprayed coatings
14923:200

N ISO 1783@, Thermal spraying — Determination of the deposition efficiency for thermal spraying
17836:2004

3 Terms and definitions

For the purposes of this document, the following term and definition applies.
3.1

thermal spraying (TS)

process in which surfacing materials are heated to the plastic or molten state, inside or outside of the spraying
gun/torch, and then propelled on to a prepared surface; the substrate remains unmelted

NOTE To obtain specific properties of the deposit, a subsequent thermal, mechanical or sealing treatment may be
used.

4 Process variations

4.1 Classification according to the type of spray material
Distinction of the following variations:

— wire spraying;

— rod spraying;

— cord spraying;

— powder spraying;

— molten-bath spraying.

4.2 Classification according to the operation

4.21 Manual spraying

All operations typical of the spraying process are manual.
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4.2.2 Mechanised spraying
All operations typical of the spraying process are mechanised.
4.2.3 Automatic spraying

All operations typical of the spraying process are fully mechanised including all handling, e.g. workpiece
loading and unloading, and are integrated in a programmed system.

4.3 Classification according to the energy carrier — Abbreviations of spray processes listed

In classification according to the energy carrier sub-classifications are necessary due to different spray
materials. Annex A provides a master chart of the spray processes with sub-classifications.

Table 1 — Classification and abbreviations of spray processes

Spray processes — Classification according to energy carrier Process Process description
abbreviations in subclause
TS by atomising a melt Molten-bath spraying MBS 5.1
TS by means of gaseous | Wire flame spraying WFS 5.2.2
or liquid fuels - - - -
High velocity wire flame spraying HVWEFS 523
Powder flame spraying PFS 524
High velocity flame spraying HVOF 53/5.3.1/5.3.2
Detonation spraying DGS 5.4
TS by means of Cold spraying CGS 5.5
expansion of highly
pressurised gases without
combustion
TS by means of electric Arc spraying AS 5.6.1
arc or gas discharge
8 8 Shrouded arc spraying SAS 5.6.2
Plasma spraying in air APS 571
Shrouded plasma spraying SPS 5.7.2
Plasma spraying in a chamber under VPS 5.7.3
vacuum
Plasma spraying in a chamber at pressures | HPPS 5.7.3
exceeding 1 bar
Liquid stabilised plasma spraying LSPS 5.8.1
Inductively coupled plasma spraying ICPS 58.2
TS by means of a bundled | Laser spraying LS 5.9
light stream
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5 Process descriptions

5.1 Molten-bath spraying

A surfacing material is heated to the molten state, in most cases in a reservoir, and propelled on to the
prepared substrate by a preheated atomising gas, e.g. compressed air. See Figure 1.
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Figure 1 — Molten-bath spraying

5.2 Flame spraying
5.21 General

Flame spraying is a process in which a surfacing material is heated in an oxy-fuel gas flame and then
propelled in atomised form on to a substrate. The material may be initially in the form of powder, rod, cord or
wire. The hot material is projected on to the substrate by the oxy-fuel gas jet alone or with the additional aid of
an atomising gas, e.g. compressed air.

5.2.2 Wire flame spraying

In wire flame spraying, the metal wire to be deposited is supplied to the gun continuously. It is heated to the
molten state by the oxy-fuel gas flame and propelled on to the prepared substrate surface by the additional aid
of an atomising gas, e.g. compressed air. See Figure 2.
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Figure 2 — Wire flame spraying

Documents
6 Document Sharing Hub

Full document details: BS EN 657:2005


http://www.avadocuments.com/doc/bs-en-657-2005
http://www.avadocuments.com/doc/bs-en-657-2005

