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BS EN 676 : 1997 Issue 2, February 1998

National foreword

This British Standard has been prepared by Technical Committee GSE/27 and is the
| English language version of EN 676 : 1996 Automatic forced draught burners for
gaseous fuels, published by the European Committee for Standardization (CEN).

| It partly supersedes BS 5885 Part 1 : 1988 and BS 5885 Part 2 : 1987 which are
amended to avoid conflicting requirements.

EN 676 was produced as a result of international discussions in which the United
Kingdom took an active part.

Cross-references

Publication referred to Corresponding British Standard

EN 88 BS EN 88 Pressure governors for gas appliances for inlet
pressures up to 200 mbar

EN 161 BS EN 161 Automatic shut-off valves for gas burners and gas
appliances

EN 267 BS EN 267 Methods of test for atomizing oil burners of the
monobloc type

EN 298 BS EN 298 Automatic gas burner control systems for gas
burners and gas burning appliances with or without fans

EN 437 BS EN 437 Specification for test gases, test pressures and
categories of appliance, for gas appliances

EN 23166 BS EN 23166 Code for the representation of names of
countries

EN 60529 BS EN 60529 Specification for degrees of protection provided
by enclosures (IP code)

EN 60335-1 BS EN 60335 Specification for safety of household and

similar electrical appliances
Part 1: General requirements

EN 60730-1 BS EN 60730 Specification for automatic electrical controls
Jor household and similar use
Part 1 General requirements

ISO 7-1 BS 21 Specification for pipe threads for tubes and fittings
whose pressure-tight joints are made on the threads (metric
dimensions)

ISO 228-1 BS 2779 Specification for pipe threads for tubes and fittings
whose pressure-tight joints are not made on threads (metric
dimensions)

Compliance with a British Standard does not of itself confer immunity
from legal obligations.
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Foreword

This European Standard has been prepared by the
Technical Committee CEN/TC 131 ‘Gas burners using
fans’ the secretariat of which is held by DIN.

This European Standard shall be given the status of a
national standard, either by publication of an identical
text or by endorsement, at the latest by April 1997, and
conflicting national standards shall be withdrawn at
the latest by April 1997.

This European Standard has been prepared under a
mandate given to CEN by the European Commission
and the European Free Trade Association, and
supports essential requirements of EU Directive(s)

For the relationship with EU Directive(s), see
informative annex ZA, which is an integral Part of this
standard.

According to the CEN/CENELEC Internal Regulations,
the national standards organizations of the following
countries are bound to implement this European
Standard: Austria, Belgium, Denmark, Finland, France,
Germany, Greece, Iceland, Ireland, Italy, Luxembourg,
Netherlands, Norway, Portugal, Spain, Sweden,
Switzerland and the United Kingdom.
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0 Introduction

This European Standard is primarily intended for
automatic forced draught gas burners having a
combustion air fan, operated with gaseous fuels, and
intended to be marketed as a complete assembly.

EN 437 sets out a system of classification of appliances
into categories defined according to the gases and
pressures for which they are designed.

Such a system of classification, when applied to forced
draught burners, may lead to difficulties in defining the
precise category to which a particular burner should
be allocated. For example many burners are designed
to operate on a wide range of fuel gases with little or
no modification other than adjustment of air supply.

It is therefore the opinion of the Technical Committee
responsible for this standard that further studies of the
classification system as applied to forced draught
burners need to be carried out.

However it should be noted that the Gas Appliance
Directive requires the specification of the type of gas
and the supply pressure used as well as the burner
category.

1 Scope

This standard specifies the terminology, the general
requirements for the construction and operation of
automatic forced draught gas burners and also the
provision of control and safety devices, and the type
test procedure for these burners.

This standard is applicable to

— automatic gas burners with a combustion air fan

(hereinafter called ‘burners’) that are equipped as

described in 4, intended for use in heat generators of

different types, and that are operated with fuel

gases;

— total pre-mixed burners and nozzle mixed burners.
The standard is applicable to

— single burners, although such burners are fitted to
a single appliance, in which case the requirements of
the relevant appliance standard shall additionally
apply;

— single-fuel and dual-fuel burners when operating
only on gas;

— the gas function of dual-fuel burners designed to
operate simultaneously on gaseous and liquid fuels
in which case the requirements of EN 267 will also
apply in respect of the liquid fuel function.

This standard does not apply to induced draught
burners and burners intended for use in industrial
processes although some aspects of the standard may
be relevant.

© BSI 1997
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2 Normative references

This European Standard incorporates by dated or
undated references, provisions from other publications.
These normative references are cited at the
appropriate places in the text and the publications are
listed hereafter. For dated references, subsequent
amendments to or revisions of any of these
publications apply to this European Standard only
when incorporated in it by amendment or revision. For
undated references the latest edition of the publication
referred to applies.

EN 88 Pressure governors for gas appliances
Jfor inlet pressure up to 200 mbar

EN 161 Automatic shut-off valves for gas
burners and gas appliances

EN 267 Atomizing oil burners of monobloc
type — Testing

EN 298 Automatic burner control systems for
gas burners and gas burning appliances
with or without fans

EN 437 Test gases, test pressures, appliance
calegories

prEN 1643  Valve proving systems for automatic
shut-off valves for gas burners and gas
appliances

prEN 1854  Pressure sensing devices for gas burners

and gas appliances

prEN 12067-1 Gas/air ratio controls for gas burners
and gas burning appliances —
Part 1 : Mechanical types

Codes for the representation of names of
countries; 1SO 3166 : 1993

Degrees of protection provided by
enclosures (IP code), IEC 529 : 1989

Safety of household and similar
electrical appliances —

Part 1: General requirements;
(IEC 335-1 : 1991, modified)

Automatic electrical controls for
household and similar use

Part 1: General requirements,
(IEC 730-1 : 1993)

Pipe threads where pressure-tight joints
are made on the threads —

Part 1 : Designation, dimensions and
tolerances

EN 23166
EN 60529

EN 60335-1

EN 60730-1

ISO 7-1

ISO 228-1 Pipe threads where pressure-tight joints
are not made on the threads —
Part 1 : Designation, dimensions and

tolerances

ISO 274 Copper tubes of circular section;

Dimensions

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/bs-en-676-1997
http://www.avadocuments.com/doc/bs-en-676-1997

Page 4
EN 676 : 1996

ISO 6976 Natural gas — Calculation of calorific
value, density, relative density and

Wobbe index from composition
Metallic flanges;

Part 1 : Steel flanges

Metallic flanges;

Part 2 : Cast iron flanges

Metallic flanges;

Part 3: Copper alloy and composite
flanges

ISO 7005-1
ISO 7005-2

ISO 7005-3

3 Definitions

For the purposes of this standard the following
definitions apply:

3.1 General definitions

3.1.1 forced draught burner

A burner in which the combustion air is introduced by
means of a fan.

3.1.2 automatic forced draught burner

A burner that is fitted with an automatic ignition, flame
monitoring and burner control devices. Ignition, flame
monitoring and the on/off switching of the burner
occur automatically. The heat input of the burner can
be adjusted during operation either automatically or
manually.

3.1.3 dual-fuel burner

A burner in which both gaseous and liquid fuels can be
burnt either simultaneously or in succession.

3.1.4 total pre-mixed burner

Burner in which at least all the theoretical air for
complete combustion of the gas is mixed with the gas
upstream of the mixture outlet ports.

3.1.5 nozzle mixed burner

A burner in which part, or all, of the theoretical air
required for combustion of the gas is mixed with the
gas at, or downstream of, the air and gas ports.

3.1.6 start gas rate

The gas rate ignited by the ignition device during the
start-up of the burner.

3.2 Combustible gases

3.2.1 reference conditions

These correspond to 15 °C, 1013,25 mbar, unless
otherwise specified [EN 437].

3.2.2 calorific value

The quantity of heat produced by the combustion, at a
constant pressure equal to 1013,25 mbar, of unit volume
or mass of gas, the constituents of the combustible
mixture being taken at reference conditions and the
products of combustion being brought back to the
same conditions [EN 437].

Full document details: BS EN 676:1997

A distinction is made between
— the gross calorific value: in which the water
produced by combustion is assumed to be
condensed.
Symbol: Hg, and
— the net calorific value : in which the water
produced by combustion is assumed to be in the
vapour state.
Symbol: H;.

Units: either
— megajoules per cubic metre (MJ/m3) of dry gas at
the reference conditions; or
— megajoules per kilogram (MJ/kg) of dry gas.

3.2.3 relative density

The ratio of the masses of equal volumes of dry gas
and dry air at the same conditions of temperature and
pressure.

Symbol: d
3.2.4 wobbe index

The ratio of the calorific value of a gas per unit
volume and the square root of its relative density
under the same reference conditions. The Wobbe index
is said to be gross or net according to whether the
calorific value used is the gross or net calorific value
[EN 437].

Symbols: gross Wobbe index: Wg;

net Wobbe index: W;.

Units: either
— megajoules per cubic metre (MJ/m3) of dry gas at
the reference conditions; or

— megajoules per kilogram (MJ/kg) of dry gas.
3.2.5 gas pressure
The static pressure of the moving gas, relative to the
atmospheric pressure, measured at right angles to the
direction of flow of the gas. It is expressed in millibars
(mbar) or in bars (bar).
3.2.6 reference gas — limit gases
In each gas family or group, test gases are defined as
follows.
3.2.6.1 reference gases
Test gases on which burners operate under nominal
conditions when they are supplied at the
corresponding normal pressure.
3.2.6.2 limit gases

Test gases representative of the extreme variations in
the characteristics of the gases for which burners have
been designed.

NOTE. The characteristics of the reference and limit gases are
given in table C.1.

3.2.7 normal pressure — limit pressures
In each gas family or group, test pressures are defined

foll .
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3.2.7.1 normal pressure

The pressure under which the burners operate in
nominal conditions when they are supplied with the
corresponding reference gas.

3.2.7.2 limit pressures

Pressures representative of the extreme variations in
the burner supply conditions.

NOTE. The test pressures are given in table 4.

3.2.7.3 supply pressure

The pressure measured at the measuring point M1 as
specified in figure 1, at which the nominal conditions
are achieved.

3.2.7.4 adjustment pressure

The pressure measured at the measuring point M2 as
specified in figure 1, at which the nominal conditions
are achieved.

3.2.8 pressure in the combustion chamber

The pressure or depression, relative to atmospheric
pressure, prevailing in the combustion chamber.

3.3 Operation of the burner

3.3.1 gas rate

3.3.1.1 volumetric flow rate

The volume of gas consumed by the burner in unit
time during continuous operation.

Units: cubic metres per hour (m3/h), litres per minute
(/min), cubic decimeters per hour (dm3/h) or cubic
decimeters per second (dm?/s).

Symbol: V

3.3.1.2 nominal volumetric flow rate

The volumetric flow rate stated by the manufacturer,
expressed in cubic metres per hour (m>/h).

3.3.1.3 maximum flow rate

The highest flow rate stated by the manufacturer,
expressed in cubic metres per hour (m3/h) at reference
conditions.

3.3.1.4 minimum flow rate

The lowest flow rate stated by the manufacturer,
expressed in cubic metres per hour (m3/h) at reference
conditions.

3.3.1.5 mass flow rate

The mass of gas consumed by the burner in unit time
during continuous operation.

Symbol: M

Units: kilograms per hour (kg/h), or grams per hour
(gh.

3.3.1.6 nominal mass flow rate

The mass flow rate stated by the manufacturer.

3.3.1.7 heat input

The quantity of energy used in unit time corresponding
to the volumetric or mass flow rates, the calorific value
used being either the net or gross calorific value.
Symbol: @

Unit: kilowatt (kW).

© BSI 1997
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3.3.1.8 nominal heat input

The value of the heat input declared by the
manufacturer.

Fixed heat input or range-rated burners have a single
nominal heat input. Range-rated burners can be
adjusted between the maximum nominal heat input
and the minimum nominal heat input stated by the
manufacturer.

Symbol: €,
3.3.1.9 minimum heat input

The lowest heat input specified by the manufacturer at
which the burner can operate in accordance with the
operational requirements.

3.3.2 running conditions

3.3.2.1 burners for permanent operation

Burners that are designed to remain in the running
condition for more than 24 h without interruption.
3.3.2.2 burners for non-permanent operation
Burners that are designed to remain in the running
condition for less than 24 h.

3.4 Gas line components

3.4.1 gas line

The part of the burner which is made up of the valves
and controls and safety devices in which gas is
conveyed between the inlet connection and the burner
head.

3.4.2 range-rating device

A component on the burner intended to be used for
adjusting the heat input, within a range of heat inputs
stated by the manufacturer, to suit the actual heat
requirements of the installation.

This adjustment may be progressive or in discrete
steps.

3.4.3 automatic shut-off valve

A device that automatically opens, closes or varies the
gas rate on a signal from the control circuit and/or the
safety circuit.

3.4.4 filter/strainer

A device that enables particles of dirt, which might
otherwise cause failures in the system, to be collected.
3.5 Adjusting, control and safety devices

3.5.1 pressure governor

A device which maintains the downstream pressure
constant to within fixed limits independent of
variations, within a given range, of the upstream
pressure.

3.5.2 adjustable pressure governor

A pressure governor fitted with a means of adjusting
the loading on the diaphragm and thus the
downstream pressure.
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3.5.3 flame detector device

A device by which the presence of a flame is detected
and signalled.

It can consist of a flame sensor, an amplifier and a
relay for signal transmission. These parts, with the
possible exception of the actual flame sensor, may be
assembled in a single housing for use in conjunction
with a programming unit.

3.5.4 automatic burner control system

An automatic burner control system comprises at least
a programming unit and all the elements of a flame
detector device. The various functions of an automatic
burner control system may be in one or more
housings.

3.5.5 programming unit

A programming unit reacts to signals from control and
safety devices, gives control commands, controls the
start-up sequence, supervises the burner operation and
causes controlled shut-down, and if necessary safety
shut-down and non-volatile lock-out. The programming
unit follows a predetermined sequence of actions and
always operates in conjunction with a flame detector
device.

3.5.6 safe start check

A procedure employing a protection circuit or circuits,
to establish whether or not a fault in a safety system
or a flame simulating condition exists prior to start-up.

3.5.7 controlled shut-down

The process by which the power to the gas shut-off
valve(s) is removed before any other action takes
place, e.g. as a result of the action of a controlling
function.

3.5.8 safety shut-down

The process which is effected immediately following
the response of a safety limiter or the detection of a
fault in the automatic burner control system and which
puts the burner out of operation by immediately
removing the power to the gas shut-off valve(s) and
the ignition device.

NOTE. Safety shut-down can also occur as a result of an
interruption/decrease of the power supply.

3.5.9 lock-out

3.5.9.1 non-volatile lock-out

The safety shut-down condition of the system, such
that a restart can only be accomplished by a manual
reset of the system and by no other means.

3.5.9.2 wvolatile lock-out

The safety shut-down condition of the system, such
that a restart can only be accomplished by either the
manual reset of the system, or an interruption of the
main power and its subsequent restoration.

3.5.10 start signal

The signal, e.g. from a thermostat, which releases the
system from its start position and commences the
predetermined programme.

Full document details: BS EN 676:1997

3.5.11 recycling

The process by which, after a safety shut-down, a full
start-up sequence is automatically repeated.

3.5.12 valve proving system

A system to check the effective closure of the start gas
or main gas safety shut-off valves, and which is
capable of detecting small gas leakage rates.

3.5.13 ignition device

Any means (flame, electrical ignition or other means)
used to ignite the gas at the ignition burner or at the
main burner.

3.6 Purge

The forced introduction of air into the combustion
chamber and flue passages, in order to displace any
remaining fuel/air mixture and/or products of
combustion.

3.6.1 pre-purge
The purge which takes place between the start signal
and the energization of the ignition device.

3.6.2 post-purge

The purge which takes place immediately following a
controlled shut-down.

3.7 Sequencing times

3.7.1 pre-purge time

The period during which purge takes place at the
proven air rate prior to the energization of the ignition
device.

3.7.2 post-purge time

The period between any shut-down and the moment
the fan is switched off.

3.7.3 ignition time

The period between the opening of the gas valves and
the first indication of the flame by the flame detector
device.

3.7.4 first safety time

The period between the pilot gas valve, the start gas
valve or main gas valve(s), as applicable, being
energized and the pilot gas valve, start gas valve or
main gas valve(s), as applicable, being de-energized if
the flame detector device signals the absence of a
flame.

NOTE. Where there is no second safety time, this is called the
safety time.

3.7.5 second safety time

Where there is a first safety time applicable to either a
pilot or start gas flame only, the second safety time is
the period between the main gas valves being
energized and the main gas valves being de-energized if
the flame detector device signals the absence of a
flame.
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3.7.6 extinction safety time
The period that starts with the signal that the flame

has been extinguished and ends with the signal to shut
off the gas supply.

3.7.7 total closing time

The period that starts with the signal that the flame
has been extinguished and ends with the shut-off
valves being closed.

3.8 Combustion

3.8.1 flame stability

The capacity of flame to remain on the burner head or
in the flame reception zone intended by the design.

3.8.2 flame lift

The total or partial lifting of the base of the flame
away from the burner head or the flame holding zone
provided by the design.

3.8.3 light back

The unintended movement of the flame front to a point
upstream of its normal stable operating position.

4 Constructional and operational
requirements

4.1 Conversion to different gases

The precautions to be taken when converting from a
gas of one group or family to a gas of another group
or family and/or to adapt for different gas supply
pressures shall be given by the manufacturer in the
instructions for operation.

4.2 Construction

4.2.1 Design

The design and construction of the burner shall be
such that with the intended input or input range and
within the prescribed range of pressure, the fuel gas
that is to be used is burned completely and safely.
Moving parts (for example fans) shall be shielded if the
enclosure provided does not ensure adequate
protection.

The construction of the burner shall be in such a way
that no instability, distortion or breakage likely to
impair its safety can occur.

Levers and similar devices which have to be operated
by the installer or user shall be appropriately
identified.

4.2.2 Accessibility for maintenance and use

Constructional parts accessible during use and
maintenance shall be free from sharp edges and
corners that might cause damage or personal injury
during use or maintenance. Burners that can be
withdrawn or swivelled out of position without the use
of tools shall be interlocked (for example, by means of
limit switches) in such a way that they cannot be
operated in the withdrawn or swivelled position.

The interlock device shall be fail safe in design and, if
it is a limit switch, shall comply with EN 60730-1.

© BSI 1997
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4.2.3 Soundness

Holes for screws, studs, etc. intended for the assembly
of parts shall not open into gasways. The wall
thickness between drillings and gasways shall be at
least 1 mm. This requirement shall not apply to orifices
for measurement purposes or to components within
the burner head.

The soundness of parts and assemblies making up the
gas circuit and likely to be dismantled during regular
maintenance in-situ shall be achieved by means of
mechanical joints, for example metal-to-metal joints,
gaskets, or O-ring joints, but excluding the use of all
sealing materials such as tape, paste or liquids. All
sealing materials shall remain effective under normal
conditions of burner use.

4.2.4 Materials

The quality and thickness of the materials used in the
construction of the burner shall be selected in such a
way that the constructional and performance
characteristics of the system do not deteriorate during
operation. In particular, all the components of a burner
shall withstand the mechanical, chemical and thermal
loads that may be encountered during operation.
Under normal conditions of use, maintenance and
adjustment, they shall not show any changes that could
affect their normal functioning.

If the housing contains any metal parts not made of
corrosion-resistant material, these shall be suitably
protected with an effective anti-corrosion coating.

Asbestos or asbestos-containing materials shall not be
used.

Copper shall not be used for gas carrying parts where
its temperature is likely to exceed 100 °C. Solder that
has a melting point below 450 °C after application shall
not be used for gas carrying parts.

4.2.5 Mounting

The burner shall be designed in such a way that it can
be effectively mounted on the heat generator.

The burner components shall be arranged and secured
in such a manner that their correct operating position,
and above all, the correct position of the burner
orifices, cannot change during operation. The correct
operating position shall be maintained when
accessories are dismantled and re-fitted.

Parts of the burner that are set or adjusted at the stage
of manufacture and which should not be manipulated
by the user or installer shall be sealed.

Components requiring regular maintenance shall be so
arranged or so designed that they are easily
detachable. Furthermore, they shall be designed or
marked in such a way that if the manufacturer’'s
instructions are followed they cannot be replaced
incorrectly.
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4.2.6 Connections

Inlet connections with pressure-tight joints made on
the threads, connections within the burner with
pressure-tight joints made on the threads that are not
loosened for maintenance, and connections for parts
that are not frequently dismantled and re-fitted shall be
designed in accordance with ISO 7-1.

Connections which have to be loosened for
maintenance purposes shall be designed in accordance
with ISO 228-1. Flange connections shall comply with
ISO 7005-1, ISO 7005-2 and ISO 7005-3.

NOTE. Attention is drawn to annex D which sets out the
connection method permitted or prohibited in certain countries.

4.3 Equipment

4.3.1 Motors and fans

Motors and fans shall be so protected by suitable
guards, shields or screens of adequate size, strength
and durability that they are not liable to be touched
accidentally. The degree of protection shall be at least
IP 20, according to EN 60529. Removal of such guards,
shields or screens shall be possible only with the use
of commonly available tools.

Belt drives, where used, shall be so designed or
positioned as to afford protection to the operator.

Means shall be provided to facilitate adjustment of belt
tension. Access to such means shall be possible only
with the use of commonly available tools.

Motors and fans shall be mounted in such a way as to
minimize noise and vibration. Lubrication points, if
provided, shall be readily accessible.

4.3.2 Electrical safety

For the electrical equipment and connections of the
burner the following requirements of EN 60335-1 shall

apply:

a) - rated value;

b) - protection against accessibility to live parts;
— leakage current and electric strength;
— internal wiring;
— supply connection and external flexible cords;
— connection terminals for external conductors;
— provision for earthing;

— creepage distances, clearances and distances
through insulation;
— components;
¢) - radiation;
— resistance to heat, fire and tracking.
In addition the documentation of the electrical
connections for the individual components shall be

provided by means of an electrical wiring and
connection diagram.
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4.3.3 Adjustable air damper

Every burner shall be fitted with an adjustable air
damper or similar device for controlling the air flow.
This device shall be adjustable only by means of a tool.
The adjusting positions of the air damper shall be
visible, possibly after removal of a cap.

If the burner is provided with a manual means of
adjusting the combustion air flow, this means shall be
so designed that, after adjustment according to the
manufacturer’s instructions, it is capable of being set
and sealed.

4.3.4 Gas line components

4.3.4.1 General

All gas line components shall be designed for the
individual inlet pressure of the burner or be protected
against any excessive increase in pressure by means of
relevant safety devices.

4.3.4.2 Manually-operated shut-off valve

A quick-acting manually operated shut-off valve shall
be provided upstream of all controls to isolate the
burner. This valve need not be supplied by the
manufacturer, but it shall be specified in the
manufacturer’s installation instructions.

In addition burners shall be provided with such
manually operated shut-off valves as are essential for
their commissioning and normal operation.

The manual valve shall be capable of operating at a
pressure equal to 1,5 times the maximum supply
pressure and shall be readily accessible.

Manual valves shall be of the 90° turn type and shall be
so designed as to prevent inadvertent operation but
shall be easy to operate when required. They shall be
so designed that in operation the ‘OPEN’ and
‘CLOSED’ positions are readily distinguishable.

Manual valves used solely for OPEN/CLOSED
operation shall be provided with mechanical stops at
the ‘OPEN’ and ‘CLOSED’ positions.

4.3.4.3 Filter/strainer

A filter/strainer shall be fitted at the inlet of the safety
shut-off valve system to prevent the ingress of foreign
matter.

The maximum strainer hole dimension shall not be
greater than 1,5 mm and the mesh shall not permit the
passage of a 1 mm pin gauge.

4.3.4.4 Gas pressure governor

The main gas and start gas supplies shall be under the
control of a device to ensure that the pressure at the
burner head remains stable and the heat input does
not vary by more than 5% from the specified value
over the range of values specified in table 4.

If the device is a constant pressure governor operating
at governor inlet pressures up to 200 mbar, it shall
comply with EN 88.
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For governor inlet pressures greater than 200 mbar, the
pressure governor shall be suitable for these pressures.
Where a gas pressure governor is fitted it shall control
the gas supply to the main burner and to any ignition
burner having a heat input greater than 2 kW. The main
burner and any ignition burner may also be governed
separately.

The accessibility of the pressure governor shall be
such that it can be easily adjusted or put out of
operation for use with another gas, but precautions
shall be taken to make unauthorized adjustment
difficult.

4.3.4.5 Gas pressure sensing devices
The burner shall be fitted with a device to cause safety
shut-down when the supply pressure falls below a
pre-determined value.
A high gas pressure sensing device shall be fitted when
there is no gas pressure governor.
Where a high gas pressure sensing device is fitted, it
shall cause non-volatile lock-out:
a) if the heat input to the burner exceeds 1,15 times
the nominal heat input; or
b) if the pressure at the burner head
exceeds 1,3 times the burner head pressure at the
nominal inlet pressure.
Gas pressure sensing devices shall comply with
prEN 1854.

4.3.4.6 Adjustment devices
An adjustment device shall be provided to allow the
gas rate to be achieved with the fuel gases intended by
the manufacturer and over the relevant range of
pressures. This adjustment device may be that of the
gas pressure governor. Adjusters shall require a tool for
adjustment.
4.3.4.7 Automatic safety shut-off valves
All burners shall be fitted with two automatic safety
shut-off valves in series as defined in table 1 and
complying with EN 161.
Where the main flame establishment is by means of a
start-gas flame, the start gas supply shall be either:
a) under the control of the downstream main gas
safety shut-off valve incorporating a start gas limit
position; or
b) under the control of safety shut-off valves as
indicated in table 1.
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4.3.4.8 Ignition device

The ignition device shall ensure safe ignition of the
ignition and/or main burner under the specified
conditions of operation.

4.3.4.9 Flame detector device

The main flame and the flame of any ignition burner
shall be monitored by a flame detector device.

The mounting of the flame sensors on the burner shall
be such that the flame sensors do not receive any
extraneous light.

Where the ignition burner and the main burner are
each provided with their own flame monitor the
ignition burner flame shall not influence the detection
of the main flame. The main gas supply shall be
opened only after the ignition means is switched off
and the ignition burner flame has been established and
detected.

For systems where the ignition burner remains in use
during main burner operation, separate flame sensors
to monitor the ignition and main flames shall be fitted.
The main flame sensor shall be so positioned that it
cannot in any circumstance detect the ignition burner
flame.

For systems where the ignition burner is extinguished
during main burner operation a single sensor will
suffice. The ignition burner flame shall not influence
the detection of the main flame.

The flame detector device shall be such that upon
flame failure there is no noticeable delay between the
flame extinction and the failure of the flame signal.

The flame detector device shall be suitable for the
particular thermal rating and mode of operation of the
burner. When installed on the burner it shall comply at
least with protective category IP 40, and with
protective category IP 54 for installations in the open
air, in accordance with EN 60529.

The flame detector device shall lead to safety
shut-down or non-volatile lock-out, if the flame
detector signals flame presence at any time during the
pre-purge. This is the safe-start check. The safe-start
check may cease during the 5 s preceding an attempt at
ignition. If a flame simulating condition exists,
non-volatile lock-out shall occur.

Table 1. Safety shut-off valve requirements
Heat input With pre-purge Without pre-purge
Main gas Start gas Main gas Start gas

kW = 10% > 10% = 10% > 10%

=70 2X B BY 2X B 2 X Aor A™) 2 X A
2X B+ VP

> 70 2X A 2X A

= 1200 2X A 2X A 2X A 2X A+ VP

> 1200 2X A+ VP 2X A 2X A 2XA+VP 2X A 2X A

VP = valve proving system

") For third family gases: two class B valves are required

) For third family gases: two class A valves are required o Docu m ents
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The time for the safety shut-off valves to be
de-energized upon flame failure shall be not more

than 1 s during normal operation, and not more

than 2 s where a self-checking test is made at the same
time as the flame failure.

4.3.4.10 Air proving device

The burner shall be fitted with a device for proving
adequate air flow during the pre-purge, ignition and
operation of the burner. Air flow failure at any time
during the pre-purge, ignition or operation of the
burner shall cause non-volatile lock-out.

For burners of heat input up to and including 120 kW
safety shut-down followed by a single attempt at
re-start is permitted. If this re-start attempt fails then
non-volatile lock-out shall occur.

Proof of adequate air flow may be achieved by one of
the following methods:

a) by pressure sensing;
b) by flow sensing;

c) by any other system which does not rely only on
fan rotation. An air damper interlock or an air
damper actuator interlock alone is not sufficient.

The air proving device shall be proved in the no flow
state prior to start-up. Failure to prove the device in
the no flow state shall prevent start-up or cause
non-volatile lock-out.

This check is not necessary if failure of the air proving
device leads to a safe condition.

The air proving device shall be adjusted in such a way
that if there is insufficient air supply at the highest or
lowest burner operating stage, the device operates
before the supervised pressure is less than 80 % of the
pressure at the controlled stage and the CO content of
the combustion products exceeds 1 % by volume.

Where the burner is fitted with automatic air/gas ratio
control in which an air flow device provides the lead
signal, continuous monitoring of the air flow by the air
proving device during the operation of the burner is
not necessary. In the event of the failure of the air lead
signal the gas valves shall be closed.

NOTE. For multi-stage and modulating burners only one air

proving device is necessary to control the air flow. In such cases
adequate air flow will be ensured as required by 4.3.4.11.

4.3.4.11 Air/gas ratio control devices

Each burner shall be provided with an adjustment
device for the air flow.

For two-stage or multi-stage burners the flow rate of
combustion air and gas shall be controlled in tandem
by a sequential switching system. The air and gas
adjustment devices shall be interconnected (e.g. by
mechanical, pneumatic, electric or electronic means)
such that the relationship between combustion air and
gas is fixed in a repeatable way at any operating point
of the burner.
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For burners with intermittent operation, the function of
the air/gas ratio control system, except for
pneumatically operated devices, shall be checked
during the start sequence, e.g. by means of pressure or
position switches.

On multi-stage or modulating burners where the air
and gas flows are not altered simultaneously, there
shall be either

a) air lead on increasing firing rate and gas lead on
reducing firing rate; or

b) sufficient excess air to prevent gas-rich firing.

The combined control or the sequential switching shall
be effected in such a manner that, even in the case of
fault, the system will tend towards higher excess air or
proceed to safety shut-down.

Where a pneumatically operated air/gas ratio device is

fitted it shall comply with the requirements of
prEN 12067-1.

4.3.4.12 Pressure test points

To enable the inlet pressure, the adjustment pressure
and the pressure in the burner head to be checked,
test points or pressure measuring devices shall be
provided.

NOTE. A single pressure test point can be provided for the
measurement of both the adjustment pressure and the pressure in
the burner head.

Pressure test points with a maximum internal diameter
of 1 mm an external diameter of 9 mm (+ 0, - 0,5) and a
length of 10 mm, shall be such that they can be tightly
closed, or shall be self sealing,.

4.3.4.13 Automatic burner control unit

Automatic burner control units shall comply with the
requirements of EN 298 and shall be suitable for the
individual output stages of the burner.

Automatic burner control units whose pre-purge time
is reduced as a result of an interruption of the power
supply, shall be used only below 120 kW heat input.
4.3.4.14 Valve proving system

Where a valve proving system is fitted it shall comply
with the requirements of prEN 1643.

4.4 Functional and operational requirements

4.4.1 General functional requirements

The components specified in 4.3 shall be mechanically
or electrically so designed that the requirements laid
down in the following clauses are satisfied.

The functioning of any safety device shall not be
overruled by that of any control device.
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4.4.1.1 Start-up

Burner start-up shall be possible only if the following

conditions have been complied with:
a) any burner mounting interlock is indicating
correct location of the burner;
b) any installation interlock (e.g. flue damper) is
indicating its correct position;
c) the flame detector has been checked for flame
simulation. This check may also be carried out
during the pre-purge or after a controlled shut-down;
d) any valve proving system has completed its check
successfully. This check may also be carried out
during the pre-purge or after a controlled shut-down;
e) the air flow proving device has been proved to be
functioning correctly.

4.4.1.2 Pre-purge

Before energizing the ignition device the combustion

chamber shall be purged.

The duration of the purge shall be either:
a) at least 20 s at the full combustion air rate
corresponding to the maximum nominal heat input;
or
b) where the air rate is reduced, a time period
increased by an amount inversely proportional to the
reduced air rate.

e.g. 100 % air - 20 s pre-purge time;
50 % air - 40 s pre-purge time;
33 % air (minimum permitted) - 60 s pre-purge
time.

This reduced air flow rate shall not be less than 33 % of
the full combustion air rate.

For burners with an adjustable heat input the
pre-purge air flow rate shall at least correspond to the
adjusted heat input.
If the purge air flow falls below the required rate at
any time during the purge either

c) the burner shall proceed to safety shut-down; or

d) the purge shall be continued upon restoration of
the required air rate provided that the air flow does
not fall below 33 % of the required air rate and that
the total purge time at the required air rate is not
reduced.
The duration of the pre-purge may be different or the
pre-purge may be omitted if this is permitted in the
appropriate heat generator standard.
After a controlled shut-down a restart without a
pre-purge may be achieved as follows:
e) with burners of heat input up to and
including 70 kW fitted with either two class A safety
shut-off valves in series, or with two class B safety
shut-off valves in series plus a valve proving system;
f) with burners of heat input greater than 70 kW
fitted with two class A safety shut-off valves in series
plus a valve proving system.
A pre-purge shall be carried out after every safety
shut-down.

© BSI 1997
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4.4.1.3 Start-up heat input

Burners with a nominal heat input up to and including
120 kW may be ignited directly.

For burners with a nominal heat input

exceeding 120 kW, the start gas rate shall not
exceed 120 kW or the value given by the equation
ls X Qs = 100;

where:

ls  is the safety time in seconds (s);

@s

is the maximum start gas rate expressed as a
percentage of the main gas rate.

4.4.1.4 Start gas ignition

The start gas valves shall not be energized before the
ignition spark (or other means of ignition) is energized.

However, where a hot surface ignition system is used,
the ignition system shall be so energized that the
ignition source is capable of igniting incoming gas
before the start gas valve(s) are opened.

The start gas flame proving period shall establish that
the flame is stable on its own. If the flame fails during
this period a non-volatile lockout shall result.

For burners with a heat input of 120 kW and above,
and on which the start gas supply is taken from
between the main gas safety shut-off valves, the
downstream main gas safety shut-off valve shall be in
the closed position prior to start-up.

Where the start gas rate is controlled by a start gas
rate position contained within the downstream main
safety shut-off valve any means of adjustment of the
start gas rate shall be capable of being pre-set and
sealed.

4.4.1.5 Main burner ignition

4.4.1.5.1 Establishment by means of a start gas
Sflame

If the start gas flame has been ignited at a separate
ignition burner and proved, the second safety time
shall be not more than 5 s at the end of which time
sensing of the main flame shall begin. If the main
flame is not detected at the end of this period,
non-volatile lockout shall result.

4.4.1.5.2 Direct establishment of the main gas flame

The ignition source shall not be energized before
completion of the pre-purge period and shall be
de-energized at, or before, the end of the safety time.

Where a hot surface ignition system is used, the
ignition system shall be so energized that the ignition
source is capable of igniting incoming gas before the
main gas valves are opened.
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