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Foreword 

This document (EN 706:1996+A1:2009) has been prepared by Technical Committee CEN/TC 144 “Tractors 
and machinery for agriculture and forestry”, the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by January 2010, and conflicting national standards shall be withdrawn at 
the latest by January 2010. 

This document includes Amendment 1, approved by CEN on 2009-05-23. 

This European Standard supersedes EN 706:1996. 

The start and finish of text introduced or altered by amendment is indicated in the text by tags ! ". 

This European Standard has been prepared under a mandate given to CEN by the European Commission 
and the European Free Trade Association, and supports essential requirements of EU Directive(s). 

!For relationship with EU Directive(s), see informative Annexes ZA and ZB, which are integral parts of this 
document." 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and United Kingdom. 
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Introduction 

The extent to which hazards are covered is indicated in the scope of this standard. These hazards are specific 
to vine shoot tipping machines. 

The hazards that are common to all the agricultural and forestry machines will be dealt with in a general 
standard currently in preparation. 

Machines shall comply as appropriate with EN 292 for hazards which are not dealt with and especially with 
annex A of EN 292-2:1991/A1:1995 when EN 292 does not give precise requirements. 

1 Scope 

This standard specifies safety requirements and their verification for design and construction of self-propelled, 
mounted or semi-mounted vine shoot tipping machines. These mobile machines are used for trimming 
vineyard and other fruit tress that grow in the same way (trellising plants) and similar applications. Their 
cutting tools are either: 

 High speed rotative blades (which cut by impact), or 

 Rotative blade and counter blade (which cut by shearing), or 

 Reciprocating cutting bar (which cuts by shearing). 

This standard does not apply to: 

 Tipping machines for free standing fruit bushes, 

 Walk-behind pedestrian controlled machines, 

 Machines intended to be mounted on walk-behind pedestrian controlled machines, 

 Hand-held machines. 

NOTE 1 Machines intended to be mounted on walk-behind pedestrian controlled machines will be dealt with in the next 
revision of this standard. 

This standard describes methods for the elimination or reduction of risks which need specific requirements for 
vine shoot tipping machines. It does not deal with general hazards, particularly general hazards related to 
mobility, including those specific to self-propelled machines. These aspects will be dealt with in another 
standard produced by CEN/TC 144 (see introduction). 

In addition, it specifies the type of information on safe working practices to be provided by the manufacturer. 

The list of significant hazards dealt with in this standard is given in annex A. Annex A also indicates the 
hazards which have not been dealt with. 

NOTE 2 This standard does not deal with: 

 the location and the operation of the controls; 

 the adaptability and the setting up of mounted machines on tractors or other vehicles. 
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Environmental aspects have not been considered in this standard. 

This standard applies primarily to machines which are manufactured after the date of issue of the standard. 

2 Normative references 

This European Standard incorporates by dated or undated reference, provisions from other publications. 
These normative references are cited at the appropriate places in the text and the publications are listed 
hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply to 
this European Standard only when incorporated in it by amendment or revision. For undated references, the 
latest edition of the publication referred to applies. 

EN 165:1994, Personal eye protection – Vocabulary. 

EN 166:1994, Personal eye protection – Specifications. 

EN 292-1:1991, Safety of machinery – Basic concepts, general principles for design – Part 1: Basic 
terminology, methodology. 

EN 292-2:1991, Safety of machinery – Basic concepts, general principles for design – Part 2: Technical 
principles and specifications (and amendment A1:1995). 

EN 294:1992, Safety of machinery – Safety distances to prevent danger zones being reached by the upper 
limbs. 

EN 10025:1990, Hot rolled products of non-alloy structural steels – Technical delivery conditions. 

EN 25353:1988, Earth-moving machinery and tractors and machinery for agriculture and forestry – Seat index 
point. 

3 Safety requirements and/or measures 

3.1 General 

Unless otherwise specified in this standard, the machine shall comply with the requirements of tables 1, 3, 4 
and 6 of EN 294:1992. 

3.2 Protection whilst handling and during storage 

A machine whose mass is lower than 40 kg, which can be manually installed, shall be fitted with handles 
located in such a way they ensure safe handling and that during this operation the operator does not have any 
contact with the cutting tools. 

A machine whose mass is equal to or greater than 40 kg shall be fitted with hooking points to enable the use 
of lifting equipment. 

A machine shall either have attachments for suspending it when the machine is not being used or shall be 
designed to be stored on supports supplied by the manufacturer. 

Movable or self-closing (retractable) guards for the cutting tools shall be provided by the manufacturer for 
when the machine is not in use. 
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