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Foreword

This European Standard has been prepared by
Technical Committee CEN/TC 52, Safety of toys, the
Secretariat of which is held by DS.

This European Standard replaces EN 71-1:1988
(including Corrigendum 1:1989).

This European Standard shall be given the status of a
national standard, either by publication of an identical
text or by endorsement, at the latest by January 1999,
and conflicting national standards shall be withdrawn
at the latest by January 2001.

This European Standard has been prepared under a
mandate given to CEN by the European Commission
and the European Free Trade Association, and
supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative
annex ZA, which is an integral part of this standard.

According to the CEN/CENELEC Internal Regulations,
the national standards organizations of the following
countries are bound to implement this European
Standard: Austria, Belgium, Czech Republic, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland,
Italy, Luxembourg, Netherlands, Norway, Portugal,
Spain, Sweden, Switzerland and the United Kingdom.

This standard constitutes the first part of the European
Standard on the safety of toys.

This part of EN 71 is the result of a revision of
EN 71-1:1988. The principal changes in this part of
EN 71 compared with EN 71-1:1988 are as follows:

Ð an extensive list of definitions has been introduced;

Ð design restricting requirements have been avoided
as far as possible in favour of an approach developed
to reduce the occurrence of hazards (see annex C);

Ð more stringent requirements and tests have been
introduced for toys for children under 36 months and
for toys for children who are too young to sit up
unaided;

Ð requirements for percussion caps specifically
designed for use in toys and acoustics have been
introduced. More stringent acoustical requirements
apply three years after the date of availability of this
part of EN 71;

Ð requirements for warning labelling of balloons,
toy bicycles, toys intended to bear the mass of a
child under 36 months and toys comprising
monofilament fibres have been introduced.

This standard contains five annexes:

Ð annex A (normative) Percussion caps specifically
designed for use in toys;

Ð annex ZA (informative) Clauses of this European
Standard addressing essential requirements or other
provisions of EU Directives

Ð annex B (informative) Requirements guide by toy
categories;

Ð annex C (informative) Background and rationale;

Ð annex D (informative) Bibliography.
NOTE Different legal requirements may exist in non-EU
countries.
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Introduction
This European Standard for the safety of toys consists
of the following parts:

Ð Part 1: Mechanical and physical properties;

Ð Part 2: Flammability;

Ð Part 3: Migration of certain elements;

Ð Part 4: Experimental sets for chemistry and
related activities;

Ð Part 5: Chemical toys (sets) other than
experimental sets;

Ð Part 6: Graphical symbol for age warning
labelling.

The standard aims at reducing as far as possible those
risks which are not evident to users but it does not
cover inherent dangers (e.g. instability of scooters,
sharp needles in a sewing kit, etc.) that are obvious to
children or the persons in charge of them. Assuming
that the toys are used in the manner for which they
are intended, they should not present any further risk
to the children for whom they are intended. Allowance
should also be made for normal or foreseeable use,
bearing in mind the normal behaviour of children who
do not generally share the same degree of care as the
average adult user.

As a general rule toys are designed and manufactured
for particular ages of children. Their characteristics are
related to the age and stage of development of the
children, and their use presupposes certain aptitudes.

Accidents are frequently due to a toy either being given
to a child for whom it is not intended or being used
for a purpose other than that for which it was
designed. Great care should be taken therefore when
choosing a toy or game; account should be taken of
the mental and physical development of the child who
will be using it.

The requirements of the standard do not release
parents or carers from their responsibility of watching
over the child while he or she is playing.

1 Scope
This part of EN 71 specifies requirements and methods
of test for mechanical and physical properties of toys.

The standard applies to toys for children, toys being
any product or material designed or clearly intended
for use in play by children of less than 14 years of age.
It refers to new toys taking into account the period of
foreseeable and normal use and when the toys are
used as intended or in a foreseeable way, bearing in
mind the normal behaviour of children.

It includes specific requirements for toys intended for
children under 36 months and for children who are too
young to sit up unaided. Soft filled toys with simple
features intended for holding and cuddling are, for the
purposes of this standard, considered as toys intended
for children under 36 months. This standard also
specifies requirements for packaging, marking and
labelling.

This standard does not cover musical instruments,
sports equipment or similar items but does include
their toy counterparts.

It does not cover electrical safety aspects of toys.
These are covered by EN 50088, Safety of electric toys.

Furthermore, it does not cover the following items
which are not considered as toys for the purposes of
this standard:

Ð Christmas decorations (see C.1);

Ð detailed scale models for adult collectors
(see C.1);

Ð equipment intended to be used collectively in
playgrounds;

Ð sports equipment;

Ð aquatic equipment intended to be used in deep
water;

Ð folk dolls and decorative dolls and other similar
articles for adult collectors;

Ð ªprofessionalº toys installed in public places
(shopping centres, stations, etc.) (see C.1);

Ð puzzles with more than 500 pieces or without
picture, intended for specialists;

Ð air guns and air pistols (see C.1);

Ð fireworks, including percussion caps except
percussion caps specifically designed for toys;

Ð slings and catapults (see C.1);

Ð sets of darts with metallic points;

Ð electric ovens, irons or other functional products
operated at a nominal voltage exceeding 24 V;

Ð products containing heating elements intended for
use under the supervision of an adult in a teaching
context;

Ð vehicles with combustion engines (see C.1);

Ð toy steam engines;

Ð bicycles designed for sport or for travel on the
public highway;

Ð video toys that can be connected to a video
screen, operated at a nominal voltage exceeding 24 V;

Ð babies' dummies (soothers);

Ð faithful reproductions of real firearms;

Ð fashion jewellery for children (see C.1).
In addition, for the purposes of this standard, the
following items cannot be considered as toys:

Ð flotation aids such as arm bands (see C.24);

Ð swimming goggles, sunglasses and other eye
protectors as well as bicycle and skateboard helmets
(see C.18);

Ð items that are propelled into free flight by a child
releasing an elastic band (for example aeroplanes
and rockets). These are considered as catapults (see
the eleventh indent above);

Ð bows for archery with an overall relaxed length
exceeding 120 cm.
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2 Normative references
This European Standard incorporates by dated or
undated reference, provisions from other publications.
These normative references are cited at the
appropriate places in the text and the publications are
listed hereafter. For dated references, subsequent
amendments to or revisions of any of these
publications apply to this European Standard only
when incorporated in it by amendment or revision. For
undated references the latest edition of the publication
referred to applies.

IEC 60126:1973, IEC reference coupler for the
measurement of hearing aids using earphones
coupled to the ear by means of ear inserts.

IEC 60318:1970, An IEC artificial ear, of the wide
band type for the calibration of earphones used in
audiometry.

IEC 60651:1979, Sound level meters.

IEC 60804:1985, Integrating-averaging sound level
meters.

prEN ISO 868:1997, Plastics and ebonite Ð
Determination of indentation hardness by means of a
durometer (Shore hardness).

EN ISO 3744:1994, Acoustics Ð Determination of
sound power levels of noise sources using sound
pressure Ð Engineering method in an essentially free
field over a reflecting plane.

EN ISO 3746:1995, Acoustics Ð Determination of
sound power levels of noise sources using sound
pressure Ð Survey method using an enveloping
measurement surface over a reflecting plane.

ISO 4287-2:1984, Surface roughness Ð Terminology Ð
Part 2: Measurement of surface roughness parameters.

ISO 4593:1993, Plastics Ð Film and sheeting Ð
Determination of thickness by mechanical scanning.

ISO 6508:1986, Metallic materials Ð Hardness test Ð
Rockwell test (Scales A ± B ± C ± D ± E ± F ± G ± H ±
K).

ISO 7619:1986, Rubber Ð Determination of
indentation hardness by means of pocket hardness
meters.

EN ISO 11201:1995, Acoustics Ð Noise emitted by
machinery and equipment Ð Measurement of
emission sound pressure levels at a work station and
at other specified positions Ð Engineering method in
an essentially free field over a reflecting plane.

EN ISO 11202:1995, Acoustics Ð Noise emitted by
machinery and equipment Ð Measurement of
emission sound pressure levels at a work station and
at other specified positions Ð Survey method in situ.

EN ISO 11204:1995, Acoustics Ð Noise emitted by
machinery and equipment Ð Measurement of
emission sound pressure levels at a work station and
at other specified positions Ð Method requiring
environmental corrections.

3 Definitions
For the purposes of this standard, the following
definitions apply.

3.1

accessible

contact under the test conditions of 8.10 (accessibility
of a part or component)

3.2

aquatic toy

article, whether inflatable or not, intended to bear the
weight of a child and used as an instrument of play in
shallow water

3.3

backing

material adhering to flexible plastic sheeting

3.4

burr

roughness, caused by not cleanly severing or finishing
the material

3.5

close-to-the-ear toy

toy that is manifestly designed to emit sound, intended
to be used close to the ear, i.e. a hypothetical position,
normally 2,5 cm from the nearest sound-emitting part
of such a toy that can be put against the ear of a child.

Examples of such toys are telephones that ring or beep
in the ear piece and toys with earphones

3.6

collapse

sudden or unexpected folding of a structure

3.7

cord

piece of slender, flexible material including
monofilaments, woven and twisted cord, rope, plastic
textile tapes, ribbon and those fibrous materials
commonly called string

3.8

crack

fracture of a material to the full thickness of the
material

3.9

crushing

injury to part of the body resulting from compression
between two surfaces

3.10

driving mechanism

assembly of linked parts of a toy, at least one of which
moves and is driven either electrically, by clockwork or
by other mechanical means and including gears, belts
and winding mechanisms
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Figure 1 Ð Definition of hinge line

3.11

edge

line formed at the junction of two surfaces, the length
of which exceeds 2,0 mm

3.12

expanding material

material, the volume of which expands when the
material is exposed to water

3.13

fastening

mechanical device which attaches two or more
components of a toy together, for example a screw

3.14

filling

material intended to be contained wholly within a soft
filled toy

3.15

free-wheeling toy bicycle

two-wheeled vehicle, with or without stabilizers, with a
maximum saddle height of 435 mm and which is
propelled solely by the muscular energy of the person
on that vehicle, in particular by means of pedals, and
which does not have a fixed transmitted drive

3.16

functional edge or point

edge or point which is essential for the functioning of
a toy (e.g. microscope slides, electrical conductors,
needles)

3.17

functional toy

toy which performs and is used in the same way as,
and is often a scale model of, a certain product, an
appliance or an installation intended for adults, e.g. a
stove with heating properties

3.18

fuzz

bits of fibrous type material that can be readily
removed from toys with a pile surface

3.19

hand-held toy

toy that is manifestly designed to emit sound, intended
to be held in the hand e.g. clicking toys, toy tools,
musical toys and cap firing toys but excluding
close-to-the-ear toys and child-actuated toys as well as
mouth-actuated toys

3.20

hinge line

line along or parallel to the line projected through the
axis of rotation as shown in Figure 1

3.21

large and bulky toy

toy that has a projected base area of more than 0,26 m2

or a volume of more than 0,08 m3 calculated without
regard to minor appendages or a mass of 4,5 kg or
more

NOTE The base area for a toy having permanently attached legs
is the area enclosed by straight lines connecting the outermost
edge of each leg of the perimeter.

3.22

maximum saddle height

vertical distance from the ground to the top of seat
surface, measured with the seat in a horizontal position
with the seat pillar set to the minimum insertion mark

3.23

overlap joint

joint in which an edge overlaps a parallel surface but
is not necessarily mechanically attached to it at all
points along the length

3.24

packaging

material accompanying the toy when purchased but
having no intended play function

3.25

paper

material, marketed as either paper or paperboard, with
a mass per unit area of 400 g/m2 maximum
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3.26

particle

object with a discrete three-dimensional form
(e.g. expanded polystyrene), but excluding fibrous
material

3.27

plastic sheeting

thin section plastic sheeting which is used as part of
the toy or as part of the packaging

3.28

projectile

object intended to be launched into free flight, or a
trajectory, in the air

3.29

projectile toy with stored energy

toy with a projectile propelled by means of a discharge
mechanism capable of storing and releasing energy

3.30

projectile toy without stored energy

toy with a projectile discharged by the energy imparted
by a child

3.31

rattle

toy that is manifestly designed to emit sound when
shaken, intended for children who are too young to sit
up unaided and activated by the child or other person

3.32

removable component

part or component which is intended to be removed
from the toy without the use of a tool

3.33

soft filled toy

toy, clothed or unclothed, with soft body surfaces and
filled with soft materials, allowing compression of the
main part of the toy readily with the hand

3.34

splinter

sharp pointed fragment

3.35

spring

3.35.1

helical spring

spring in the form of a coil, see Figure 2, which can be
either a compression spring or an extension spring

Figure 2 Ð Helical spring

3.35.1.1

compression spring

spring which returns to its initial state after
compressive force has been released

3.35.1.2

extension spring

spring which returns to its initial state after the tensile
has been realized

3.35.2

spiral spring

clockwork type spring, see Figure 3

Figure 3 Ð Spiral spring

3.36

squeeze toy

pliable toy incorporating a noise-making feature
activated by forcing air through an opening, manifestly
designed to emit sound when squeezed, intended for
children who are too young to sit up unaided

3.37

table-top and floor toy

toy that is intended to be used on a table or floor,
e.g. cars, mechanical animals, large and bulky toys

3.38

teether

toy designed for oral use intended primarily for
symptomatic relief of children's teething discomfort

3.39

tool

screwdriver, coin or any other object which can be
used to operate a screw, clip or similar fixing device

4 General requirements
NOTE Words in italics are defined in clause 3. Additional
information is given in annex C.

4.1 Material (see C.2)

Toys and material used in toys shall be visually clean
and free from infestation. The material is assessed
visually by the unaided eye rather than under
magnification.

4.2 Assembly (see C.3)

If a toy is intended to be assembled by a child, the
requirements in this part of EN 71 apply to each unit
made available to the child and to the assembled toy.
The requirements for the assembled toy do not apply
to toys where the assembling provides a significant
part of the play value of the toy.
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If a toy is intended to be assembled by an adult, the
requirements apply to the assembled toy.

Toys intended to be assembled shall be accompanied
by detailed assembly instructions if appropriate. The
instructions shall indicate if it is necessary that an
adult assembles the toy or that the proper assembly is
checked by an adult before use.

4.3 Flexible plastic sheeting (see C.4)

Toys with flexible plastic sheeting shall conform to the
following requirements:

a) Sheets without any backing and of an area
greater than 100 mm3 100 mm when tested
according to 8.26.1 (plastic sheeting, thickness) shall
have an average thickness of 0,038 mm or more.

b) Sheets with an average thickness of less
than 0,038 mm and of an area greater than
100 mm3 100 mm shall be perforated with defined
holes so that a minimum of 1 % of the area has been
removed over any area of 30 mm3 30 mm.

c) For plastic balloons the requirements in item a)
apply to double layers of plastic sheeting (i.e. the
thickness is measured without inflating or destroying
the balloon).

4.4 Toy bags

Toy bags made of impermeable material with an
opening perimeter greater than 380 mm shall not have
a drawstring or a cord as a means of closing.

4.5 Glass (see 5.8 and C.5)

Accessible glass may be used in the construction of
toys for children over 36 months where:

a) its use is necessary to the function of the toy
(e.g. optical toys, glass light bulbs, glass in
experimental sets);

b) it is textile glass used for reinforcement;

c) it is in the form of solid glass marbles or solid
glass eyes for dolls.

4.6 Expanding materials (see C.6)

The requirement in 4.6 does not apply to seeds in
growing kits.

Toys and components of toys made of expanding
materials, which fit entirely in the cylinder specified
in 8.2, shall not expand more than 50 % in any
dimension when tested according to 8.14 (expanding
materials).

4.7 Edges (see C.7)

Accessible edges shall not present an unreasonable risk
of injury.

a) Edges of metal or glass on toys are considered as
potentially hazardous sharp edges if they are sharp
as determined according to 8.11 (sharpness of
edges). If the edges fail the test, they shall then be
assessed to determine whether they present an
unreasonable risk of injury taking into account the
foreseeable use of the toy. Regardless of the manner
in which the edges are finished, they are subject to
being tested according to 8.11.

NOTE Edges may be folded, rolled or spiralled in order to make
them inaccessible or protected by a coating of plastic or other
similar material.

b) In overlap joints, when the clearance between the
sheet metal having a thickness of 0,5 mm maximum
and the underlying surface is greater than 0,7 mm,
the edge of the sheet metal shall conform to item a).
c) Edges of metal (including fastenings, e.g. screw
heads) and of rigid polymeric material shall be free
from burr capable of causing wound or abrasion.
Flashings on pliable polymeric materials
(e.g. polyolefins) are not considered as burr.
d) Where it is essential for the functioning of the toy
(cover slips), sharp edges may be used in toys
intended for children over 36 months.
The potential danger presented by sharp edges shall
be drawn to the attention of the user (see 7.7).
Edges of pieces intended to serve as electrical
conductors and microscope slides and cover slips
are considered to be functional edges and do not
require a warning.

4.8 Points and wires (see C.8)
Wires and accessible points shall not present an
unreasonable risk of injury.

a) Points on toys are considered as potentially
hazardous sharp points if they are sharp as
determined according to 8.12 (sharpness of points).
If the points fail the test, they shall then be assessed
to determine whether they present an unreasonable
risk of injury taking into account the foreseeable use
of the toy (see also 5.1).
Points of pencils and similar writing and drawing
implements are not considered as sharp points.
b) Where it is essential for the functioning of the toy,
sharp points may be used in toys intended for
children over 36 months.
The potential danger presented by sharp points shall
be drawn to the attention of the user (see 7.7).
Points of pieces intended to serve as electrical
conductors are considered to be functional points
and do not require a warning.
c) Toys which contain wires, likely to be bent, and
wires used for stiffening or retention of form (e.g. in
soft filled toys) shall not break and produce sharp
points or protrude through the surface covering of
the toy when tested according to 8.13 (flexibility of
wires).

4.9 Protruding parts (see C.9)
Tubes and rigid components in the form of projections
which constitute a puncture hazard to a child shall be
protected. This protection shall not be removed when
tested according to 8.4.2.3 (tension test, protective
components).
The ends of spokes on toy umbrellas shall be
protected. If the protection is removed when tested in
accordance with 8.4.2.3 (tension test, protective
components), the ends of the spokes shall be free from
sharp edges and sharp points when tested in
accordance with 8.11 (sharpness of edges) and 8.12
(sharpness of points). Furthermore, if the protections
are removed as above, the spokes shall have a
minimum diameter of 2 mm and shall have ends with
no burr and with a smooth, rounded and
approximately spherical finish.
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Figure 4 Ð Toy pushchair or perambulator covered by item a)

Figure 5 Ð Toy pushchairs covered by item b)

4.10 Parts moving against each other

4.10.1 Folding and sliding mechanisms (see C.10)

The requirements in 4.10.1 do not apply to toys with a
potential sitting surface width of less than 140 mm.

Toys with folding and sliding mechanisms shall
conform to the following requirements.

a) Toy pushchairs and perambulators, incorporating
a handle or other structural member which can fold
down over a child, shall have at least one main
locking device and at least one secondary locking
device, both of which act directly on the folding
mechanism.

At least one of the locking devices shall
automatically engage when the toy is erected.

When tested according to 8.18.2a) (toy pushchairs
and perambulators), the toy shall not collapse and
neither of the locking devices shall fail or disengage.

Two devices of the same construction (e.g. locking
rings), one on the left-hand side and one on the
right-hand side of the toy, are considered to be one
locking device.

If it is possible partially to erect a toy pushchair or
perambulator without one of the locking devices
being engaged, then the test of 8.18.2a) shall be
conducted in this orientation.

NOTE 1 Partially erect means erected in such a way that the
user might wrongly believe the toy to be fully erect.

NOTE 2 An example of a toy pushchair or perambulator
covered by item a) is illustrated in Figure 4.

b) Toy pushchairs and perambulators that otherwise
do not constitute a hazard of a handle or other
structural member folding down over a child, shall
have at least a locking device or a safety stop, which
may be manual in operation.

When tested according to 8.18.2b) (toy pushchairs
and perambulators) the toy shall not collapse and
the locking device or safety stop shall not fail or
disengage.

If it is possible partially to erect a toy pushchair or
perambulator without a locking device being
engaged, then the test of 8.18.2b) shall be
conducted in this orientation (see note 1).

NOTE 3 Examples of toy pushchairs and perambulators
covered by item b) are illustrated in Figure 5.
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c) Folding devices on other collapsible toys
(e.g. ironing boards, folding chairs and tables, etc.)
and which may have a scissor-like action shall have:

1) a safety stop or locking device. When tested
according to 8.18.3 (other collapsible toys) the toy
shall not collapse nor shall the locking device fail
or disengage; and
2) a minimum clearance of 12 mm between
moving parts which constitute a scissor-like
action.

d) Toys other than those covered by items a), b)
or c) above, with folding or sliding mechanisms
intended to bear or capable of bearing the mass of a
child and capable of injuring fingers, shall be so
constructed that the space between moving
elements, if it allows a 5 mm diameter rod to be
inserted, shall also allow a 12 mm diameter rod to be
inserted.

4.10.2 Driving mechanisms (see C.11)
The requirements in 4.10.2a) and b) do not apply to
driving mechanisms with insufficient power to injure
fingers or other parts of the body.
Driving mechanisms and winder keys shall conform
to the following requirements.

a) Driving mechanisms shall be so enclosed that,
when tested according to 8.5 (drop test) and 8.7
(impact test), they do not expose accessible sharp
edges (8.11) or sharp points (8.12) or otherwise
present a hazard of crushing the fingers or other
parts of the body.
b) Driving mechanisms within large and bulky toys
shall be so enclosed that, when tested according
to 8.6 (tip over test) they do not expose accessible
sharp edges (8.11) or sharp points (8.12) or
otherwise present a hazard of crushing fingers or
other parts of the body.
c) The shape and dimensions of winder keys or
starting handles shall be such that the clear space
between the key or the handle and the body of the
toy, if it allows a 5 mm diameter rod to be inserted,
shall also allow a 12 mm diameter rod to be inserted.
Any holes in keys or handles shall not permit the
insertion of a 5 mm diameter rod.

4.10.3 Hinges (see C.12)
This requirement does not apply if any part joined by
one or more hinges has a mass of less than 250 g.
Toys having two parts joined by means of one or more
hinges and with a space between the assembled edges
along the hinge line, shall be so constructed that this
space, if it allows a 5 mm diameter rod to be inserted,
shall also allow a 12 mm diameter rod to be inserted
with the parts in any position.

4.10.4 Springs (see C.13)
Springs shall conform to the following requirements.

a) Spiral springs shall not be accessible according
to 8.10 (accessibility of a part or component) if the
gap between two consecutive spirals is greater
than 3 mm in any position of use.

The requirement in b) does not apply to springs that
do not return to their original position after unloading
(i.e. the elastic limit is exceeded).

b) Extension helical springs shall not be accessible
according to 8.10 (accessibility of a part or
component) if the gap between two consecutive
turns is greater than 3 mm when the spring is
subjected to a tensile force of 40 N.

The requirement in c) does not apply to springs that
do not return to their original position after loading
with a force of 40 N or to springs wound round a
second component of the toy (for example a guiding
rod) so that it is not possible to insert the accessibility
probe A between consecutive coils by more than 5 mm.

c) Compression helical springs shall not be
accessible according to 8.10 (accessibility of a part
or component) if the gap between two consecutive
turns is greater than 3 mm at rest and the spring,
when the toy is used, can be subjected to a force
of 40 N or more.

4.11 Mouth-actuated toys (see C.14)

Mouth-actuated toys shall conform to the following
requirements.

a) Mouth-actuated toys and removable mouthpieces
of mouth-actuated toys shall not fit entirely in the
cylinder when tested according to 8.2 (small parts
cylinder).

b) Non-detachable mouthpieces of mouth-actuated
toys, if detached when tested first according to 8.9
(soaking test) and then according to 8.3 (torque test)
and 8.4 (tension test, general), shall not fit entirely
in the cylinder when tested according to 8.2 (small
parts cylinder).

c) Mouth-actuated toys which contain loose
components such as spheres in a whistle or reeds in
a noisemaker shall not, when tested according
to 8.17 (durability of mouth-actuated toys), release
any objects that fit entirely in the cylinder when
tested according to 8.2 (small parts cylinder).

d) Removable or non-detachable mouthpieces, fitted
to balloons, shall conform to the requirements in
items a) and b).

4.12 Balloons (see 4.3 and C.15)

The packaging of latex balloons shall bear a warning
(see 7.3).

The packaging of natural latex balloons shall indicate
that the balloons are made of natural rubber latex.

4.13 Cords of toy kites and other flying toys
(see C.16)

Cords of toy kites and other flying toys, materially
linking the toy to the child and with a length
exceeding 2 m, shall be made of material with an
electric resistance exceeding 100 MW per centimetre of
cord, when measured according to 8.19 (electric
resistivity of cords).

The potential danger of flying a toy kite near overhead
power lines and during thunderstorms shall be drawn
to the attention of the user (see 7.10).

Full document details: BS EN 71-1:1998

http://dx.doi.org/10.3403/02604954
http://www.avadocuments.com/doc/bs-en-71-1-1998
http://www.avadocuments.com/doc/bs-en-71-1-1998


Page 11
EN 71-1:1998

 BSI 1998

Figure 6 Ð Example of an equivalent single ventilation area

4.14 Enclosures

4.14.1 Toys which a child can enter (see C.17)

Toys which a child can enter shall conform to the
following requirements.

a) Any toy having a door, lid or similar device,
which encloses a continuous volume greater
than 0,03 m3 and in which all internal dimensions
are 150 mm or more, shall provide at least two
unobstructed ventilation holes, each 650 mm2 or
more, situated at least 150 mm apart. The total
ventilation area shall be provided when the toy is
placed on the floor in any position and adjacent to
two vertical plane surfaces meeting at a 908 angle, so
as to simulate the corner of a room.

If a permanent partition or bars (two or more)
which effectively limit the continuous space by
making the largest internal dimension less
than 150 mm are used to subdivide a continuous
space, the ventilation area shall not be required.

b) For such toys, having a door, lid or similar device,
it shall be possible to open the door, lid or similar
device by applying a force of 50 N maximum from
the inside.

NOTE This requirement notably precludes the use of buttons,
zips and similar fastenings on the doors, lids or similar devices.

4.14.2 Masks and helmets (see C.18)

Masks and helmets shall conform to the following
requirements.

a) Masks and helmets that fully enclose the head
and which are made of impermeable material shall
provide a total ventilation area of 1 300 mm2

minimum through at least two holes at least 150 mm
apart or through any equivalent single ventilation
area.

NOTE An example of an equivalent single ventilation area is
given in Figure 6.

b) All rigid materials that cover the face such as
goggles, space helmets or face shields shall, before
and after being tested according to 8.3 (torque test),
8.4 (tension test, general), 8.5 (drop test), 8.7
(impact test) and 8.8 (compression test), not expose
sharp edges (8.11), sharp points (8.12) or loose parts
that could enter the eye.

This also applies to toys made of rigid materials with
cut-out eye holes as well as toys that cover the eyes.

c) Toys that are imitations of protective masks and
helmets (for example motor cycle helmets, industrial
safety helmets and firemen's helmets) shall carry a
warning (see 7.9).

4.15 Toys intended to bear the mass of a child
(see C.19)

4.15.1 Toys propelled by the child or by other
means

Toys propelled by the child or by other means and
intended to bear the mass of a child (e.g. tricycles,
scooters, cars, hand carts, roller skates, skateboards,
moonhoppers and pogo sticks) shall conform to the
following requirements.

These requirements do not apply for free-wheeling toy
bicycles, which are covered in 4.15.2.

4.15.1.1 Warnings and instructions for use

Toys intended to bear the mass of a child shall, when
appropriate, be accompanied by instructions for use,
assembly and maintenance instructions. The potential
dangers of using the toy and the precautions to be
taken shall be brought to the attention of the user
(see 7.4).

Toys that, due to their construction, strength, design or
other factors, are not suitable for use by children
over 36 months shall carry a warning according to 7.17.

4.15.1.2 Strength

Toys, when tested according to 8.21 (static strength)
and 8.22 (dynamic strength) shall not:

a) produce accessible sharp edges (8.11);

b) produce accessible sharp points (8.12);

c) make driving mechanisms accessible that present
a hazard of crushing the fingers or other parts of
the body;

d) collapse such that they do not continue to
conform to the relevant requirements of this part of
EN 71.
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4.15.1.3 Stability

The requirement of 4.15.1.3 does not apply to:

Ð roller skates, inline skates and toy skateboards;

Ð toys that by their design do not have a stable
base (e.g. pogo sticks, moon hoppers, scooters);

Ð toys intended for children over 36 months, where
the feet of the child can provide sideways stability
(i.e. where the legs are unrestricted in their sideways
motion) and where the height of the seat is such
that a child of the age group for which the toy is
intended can reach the ground with both feet when
seated (fore and aft stability has to remain);

Ð toys with aligned wheels (e.g. scooters). Wheels
with a spacing of 150 mm or less between the
centres of the outermost wheels are considered to
be a single wheel.

The toy, when tested according to 8.23.1 (stability, toys
intended to bear the mass of a child), shall not tip
over.

4.15.1.4 Braking

The requirement of 4.15.1.4 does not apply to:

Ð roller skates, toy skateboards and scooters;

Ð toys where the hands or feet provide the motive
power to the driving wheel or wheels via direct
transmission (e.g. pedal cars, tricycles);

Ð electrically propelled ride-on toys which are
propelled at a maximum speed of 1 m/s unloaded,
having a seat height below 300 mm and in which the
feet are free.

a) Mechanically or electrically propelled toys with a
free-wheeling facility shall have a braking device.
For such toys, having a mass of 30 kg or more, it
shall be possible to lock the brake.

If a toy accelerates down a slope of 108, when
loaded with a mass of 50 kg, it can be expected to
be free-wheeling, but the same toy is not
free-wheeling when loaded as in 8.21 (static
strength) and pulled on a horizontal plane at a
constant speed of 2 m/s ± 0,2 m/s:

FT1$ (M + 25)3 1,7; or

FT2$ (M + 50)3 1,7

where:

FT1 is the maximum pull force in newtons for a
toy intended for children under 36 months;

FT2 is the maximum pull force in newtons for a
toy intended for children over 36 months;

M is the mass of the toy in kilograms.

The toy when tested according to 8.30.1 (brake
performance for toys other than toy bicycles), shall
not move more than 5 cm.

b) Electrically propelled ride-on toys shall be
operated by means of a switch which cuts off the
power automatically when it is released, without
tilting the toy. Application of the brakes shall
automatically cut power to the drive.

4.15.1.5 Transmission and wheel arrangement

Transmission and wheel arrangement shall conform to
the following requirements.

a) Propelling chains shall have, at the side where the
leg of the child is nearest the chain (side A), a shield
from the crank to the gear wheel and, on the
opposite side (side B), a shield around the crank
(see Figure 7). The shield shall not have slots or
holes with a width greater than 5 mm.

It shall not be possible to remove the shield without
the use of a tool.

b) Wheels directly propelled by pedals shall not have
slots or holes with a width greater than 5 mm.

The requirement in c) does not apply to the friction
surfaces of braking mechanisms, toy skateboards or to
roller skates.

c) Spaces between the wheels and the body or parts
of the body (e.g. mudguards) shall, if they allow
a 5 mm diameter rod to be inserted, also allow
a 12 mm diameter rod to be inserted.

d) Tricycles, provided with an attached handle used
for pushing the child, shall be constructed in such a
way as to prevent entrapment of the child's feet in
the pedals etc. whilst being pushed (for example
free-wheeling mechanism or foot rests).

Figure 7 Ð Propelling chains and chain shield

4.15.2 Free-wheeling toy bicycles (see C.19)

In addition to the relevant requirements in 4.15.1.2
and 4.15.1.5, free-wheeling toy bicycles shall conform
to the following requirements.

4.15.2.1 Instructions for use

Free-wheeling toy bicycles shall be accompanied by
assembly and maintenance instructions. The potential
dangers of riding toy bicycles and the precautions to
be taken shall be brought to the attention of the
parents or carers (see 7.16).
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Figure 8 Ð Hand brake lever dimensions

4.15.2.2 Seat pillar minimum insertion mark

The seat pillar shall have a permanent mark that
indicates the minimum insertion depth of the pillar into
the frame. The minimum insertion mark shall be
positioned at a distance equivalent to and not less than
two and a half times the diameter of the pillar from
the bottom of the full diameter of the pillar and shall
not affect the seat pillar strength.

4.15.2.3 Braking requirements

Free-wheeling toy bicycles shall be equipped with two
independent braking systems, one which operates on
the front wheel and one which operates on the rear
wheel.

For handbrakes, the brake lever dimension d measured
at the midpoint B of the lever as shown in Figure 8
shall not exceed 60 mm. The range of adjustment on an
adjustable lever shall permit this dimension to be
attained. The lever length shall be 80 mm minimum.

When tested according to 8.30.2 (bicycle brake
performance) the toy shall not move more than 5 cm.

4.15.3 Swings and similar toys (see 5.6 and C.20)

Swings shall conform to the following requirements.

a) Frames and/or suspension of swings, when tested
according to 8.24 (strength of swings), shall not
collapse such that they do not continue to conform
to the relevant requirements of this part of EN 71.

b) The means of suspension shall, in the case of
ropes and chains, have a diameter of 10 mm
minimum when tested according to 8.29 (diameter
of ropes and chains for swings) or, in the case of
straps, a width of 10 mm minimum.

Chains shall have an opening of 5 mm maximum in
order to prevent fingers from being jammed (see
figure 9).

Suspension hooks shall be of a design that will
prevent unintentional disconnection (e.g. wound over
at least 5408 or of a spring-hook type).

Figure 9 Ð Maximum openings in chains for
swings

c) The need to carry out checks and maintenance of
the main parts at intervals shall be drawn to the
attention of the users (see 7.4).

4.15.4 Rocking horses and similar toys (see C.21)

Rocking horses and similar toys shall conform to the
following requirements.

a) The bow rocker of any bowmounted rocking
horse, or other rocking toy, shall have a limit to its
movement which shall at all times hold the user
within the extreme of the bow. Compliance is
checked by visual inspection.

b) The toy shall not tip over when tested according
to 8.23.1 (stability, toys intended to bear the mass of
a child).

c) Toys, when tested according to 8.21 (static
strength), shall not collapse such that they do not
continue to conform to the relevant requirements of
this part of EN 71.

4.15.5 Toys not propelled by a child (see C.22)

Toys not propelled by a child but designed to bear the
mass of a child (e.g. garden slides, climbing frames,
see-saws) shall conform to the following requirements.

a) Toys, when tested according to 8.21 (static
strength) shall not collapse such that they do not
continue to conform to the relevant requirements of
this part of EN 71.
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