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National foreword

This British Standard is the official English language version of
EN 771-1:2003, including amendment A1:2005.

The start and finish of text introduced or altered by CEN amendment is
indicated in the text by tags . Tags indicating changes to CEN text carry
the number of the CEN amendment. For example, text altered by CEN
amendment Al is indicated by &.

is a candidate “harmonized” European Standard and fully takes into
account the requirements of the European Commission mandate M116,
Masonry and related products, given under the EU Construction Products
Directive (89/106/EEC), and is intended to lead to CE marking. The date of
applicability of as a “harmonized” European Standard, i.e. the date
after which this standard may be used for CE marking purposes, is subject to
an announcement in the Official Journal of the European Communities.

The Commission in consultation with Member States has agreed a transition
period for the co-existence of “harmonized” European Standards and their
corresponding national standard(s). It is intended that this period will
comprise a period, usually nine months, after the date of availability of the
European Standard, during which any required changes to national
regulations are to be made, followed by a further period, usually of 12 months,
for the implementation of CE marking. At the end of this co-existence period,
the national standard(s) will be withdrawn.

EN 771-1:2003 is the subject of transitional arrangements agreed under the
Commission mandate. In the UK, the corresponding national standards are:

— [BS_ 3921:1984, Specification for clay bricks;
— BS 6649:1984, Specification for clay and calcium silicate modular

bricks;

and based on this transition period of twenty-one months, the above mentioned
national standards will be withdrawn in April 2006.

NOTE This date is approximate. Users of this standard should contact BSI Customer Services
for confirmation of withdrawal.

This British Standard, was Amendments issued since publication
published under the authority
of the Standards Policy and
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The UK participation in its preparation was entrusted by Technical Committee
B/519, Masonry and associated testing, to Subcommittee B/519/1, Masonry units,
which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

specifies the characteristics and performance requirements for clay
masonry units available throughout the CEN member countries. It aims to do so
in product performance terms, avoiding as far as possible prescriptive
requirements and all the traditional designations of clay units available
throughout Europe. Current products, however, will continue to be
manufactured, traded and used, even though they are not referred to by name in
this European Standard. The Standard distinguishes between High

Density (HD) and Low Density (LD) clay masonry units. The majority of clay
bricks produced in the UK are of HD classification. One particular variety of HD
type clay brick widely available in the UK (in two classes) is the clay engineering
brick; its characteristics are defined in terms of compressive strength, water
absorption and net dry density that are tabulated later in the accompanying
national annex to this standard.

The UK National Annex NA attached to this standard provides an informative
commentary on the differences between EN 771-1], BS 3921 and BS 6644

If CE marking is performed, the procedures in Annex ZA will apply. The
significance of the CE marking is that the product manufacturer claims
compliance with the “harmonized” requirements given in the normative text of
the product standard. These relate to the essential requirements of the

EU Construction Products Directive. Not all product characteristics need
necessarily be given on the CE marking, but those product characteristics
covered by regulations in force in each EU Member State, where the
manufacturer intends that the product will be used, do need to be stated.

It cannot be assumed that the declared value of a performance characteristic
given for a masonry unit conforming to one part of EN 771 can be directly
compared with the same performance characteristic for a masonry unit
conforming to another part of EN 771.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Catalogue under the section
entitled “International Standards Correspondence Index”, or by using the

“Search” facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii, the
EN title page, pages 2 to 54, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.
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29 December 2004.
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Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Management Centre has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Cyprus, Czech Republic, Denmark, Estonia, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: rue de Stassart, 36 B-1050 Brussels

© 2003 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 771-1:2003 +A1:2005 E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 771-1:2003


http://dx.doi.org/10.3403/02898967U
http://www.avadocuments.com/doc/bs-en-771-1-2003
http://www.avadocuments.com/doc/bs-en-771-1-2003

EN 771-1:2003 (E)

Contents Page
0T =TT 4
Foreword to amendment AT ... ——————— 4
1 R T o « - 5
2 Normative referenCes........cociiiiieiiiiir e ——————————— 5
3 Terms and definitions ... ———— 6
4 Materials and manufacture ... ———————— 9
5 Requirements for clay masonry Units........ccccccevriiiiiicccccmerii e 9
5.1 LT =T 3T - | 9
5.2 LD -UNIES coieie i i 10
5.2.1 Dimensions and tolerances (LD UNitS).......cccccciiiiiiiiiismmmreriinsssscsserr e e ssne s ee e e 10
5.2.2 Configuration (LD UNIS) ......ccccerriiimieiiriiie e sse s s e ssss s s mn e s sms s smn s s smmn e e 13
5.2.3 Density (LD UNItS) ....ccuiiiicceiemrrieiiiiisssssssmnrerese s s ssssssssnses s e e s s s s sssssssmnnssseessssessssssnnnssnessssnssnnnnnes 15
5.2.4 Compressive strength (LD UNItS) ....ccoocooiiiiiiiiii e 16
5.2.5 Thermal properties (LD UNitS).......ccccmriiimiriniimirinrr s 16
5.2.6 Durability (LD UNIS) ...ccceiiiiiiiiiiiie e sam s mn s 17
5.2.7 Water absorption (LD URNItS).....c..ccocemiiiimiiiciii e 17
5.2.8 Active soluble salts content (LD UNItS).......ccccceiiiiiiiiimmmmer e 17
5.2.9 Moisture movement (LD UNItS) ......cccvrrmmiiiiiiiiiinrr s 17
5.2.10 Reaction to fire (LD UNItS)......cccccimiiiiiiiiiirreee e rr e s e smmmnnes 17
5.2.11 Water vapour permeability (LD UNItS) ......cccccmmiiiiiiiiiierrieeii s s smsnee e 18
5.2.12 Bond strength (LD UNIES) ......ccccciiiiiiiiiiceirree e sssr e mnnes 18
5.3 I 19
5.3.1 Dimensions and tolerances (HD UNItS) .......cccceiiiiimiminiiime e e 19
5.3.2 Configuration (HD UNItS) .......cccccmiimiiiiiiccierrree s ssrr e s ssnr e snn e e s s s e mnnes 21
5.3.3  Density(HD UNIS) ....ccccoiieiiiiiiiiiiiee e sr e s s e s emm e e mn e s e e e e n e 22
5.3.4 Compressive strength (HD UNitS).......cccommiiimiiiiiie e 23
5.3.5 Thermal properties (HD UNItS) ......cccerrriiimiiiiieei e 23
5.3.6 Durability (HD UNItS)......cccoiiiioiiiieeiieeiececeereessnee s eessme e e s s se e e s s s ssne e ee s mn e s e sme e e e s s mr e e s eesnnesssnnns 23
5.3.7 Water absorption (HD UNItS) .......ccouiiiiiiiimiiiieiiiscccseserr s s s 24
5.3.8 Initial rate of water absorption (HD UNits).........cccccvmmmiiimeiinii e 24
5.3.9 Active soluble salts content (HD URNItS) .......cccoiiiiiiiiiimmmiiiinccceeere e 24
5.3.10 Moisture movement (HD UNItS)........cccceiimmimimiiiiiicccsnerrs e ssssr s s s mnn s e e s e e e 24
5.3.11 Reaction to fire (HD UNItS) .......ccccoemiiiiiiiiiiiiie s mne e 25
5.3.12 Water vapour permeability (HD UNItS)......ccccccriiiiiiiiirrrrieeinieccccmserr s e 25
5.3.13 Bond strength (HD UNIES) .....c..eeiiiiiiiiicie e s 25
6 Description, designation and classification of clay masonry units..........ccccccciineennnnnn. 26
6.1 Description and designation...........ccccciiiiiini e ———————— 26
200 s [0 T 26
6.1.2  HD UNItS ittt 26
6.2 ClasSifiCation .......ccceiiiiiii i ————————— 27
7 1 1] T 27
8 Evaluation of conformity........cccccciiiiiinii e ————— 28
8.1 L= =T - | 28
8.2 Initial type tesSts ......coviii e ———————————— 28
8.3 Factory production CONtrol...........cooieiiiii e 29
=R 20 IR € =Y 5 = - | 29
8.3.2 RAW MAterialS ....ccceeiiiiiiiiiiiiiiii i 29
<20 0 T o o Yo 10T o1 T o] o T =Y 1= 29
8.3.4 Finished Product test .........cccoiiiiiiiiii e 29
Documents
2 Document Sharing Hub

Full document details: BS EN 771-1:2003


http://www.avadocuments.com/doc/bs-en-771-1-2003
http://www.avadocuments.com/doc/bs-en-771-1-2003

EN 771-1:2003 (E)

8.3.5  Traceability.......ccccceimmiiiiiiccieirrr e anr e e e nnnnes 29
Annex A (normative) Sampling for initial type testing and for independent testing of

L2 4 E=3 T 0T 14 =T 41 (= 30
AA1 = o = - | 30
A.2 AST= T 0T o] LT g Yo e o T2 =Y o 11 4 - 30
N T 2 % 14 Te (oY 4 d = T4 ] 11 ' S 30
A.2.2 Representative SAMPIING ......ccccocmiiiiiiiiiicccerrrrr s enenan 30
A.2.3 Dividing the SAMPIe......ccoiiiiiiiirreci e n e s e ann e e e e annan 31
A.2.4 Number of units required for teSting.........cccociiiiriiirirri 31
Annex B (informative) Additional information ..o 34
B.1 The use of clay MasoNry UNIES .......ccccceeiiiiiiiiicciererrr e e s nnnneees 34
B.2 [ T T o 12 35
B.3 Freeze/thaw reSiStancCe .......ccccoiiiiiccciimeiire e ssmn e s s s smmnn e e e e e e s s e e nnnnns 35
0 T B €71 4 =Y - | PSP 35
B.3.2 Masonry subjected to severe eXpoSUre.........ccccverrriiiiiniininsrrr s 36
B.3.3 Masonry subjected to moderate eXpoSUre .........ccccceerriiiiiiiiinmrerr e ——— 36
B.3.4 Masonry subjected to passive @XPOSUIe. .........cccvvumrmmriiiiiiiiinsssrr s 36
B.4 Sulfate action on mortars and plasters...........cccceiiiiiiiriiii e ——— 36
B.5 Efflorescence and staining ..........ccccevvimiiiiiiin e ————— 37
B.6 General guidance on the appearance of facing clay masonry units ........ccccecveeinicnnnnnn. 37
Annex C (normative) Determination of water absorption ... 38
Annex ZA (informative) Clauses of this European standard addressing the provisions of

the EU Construction Products DirecCtive..........ccccccerrreriiiiiccisemernneess s ssssesee s s ssssnnnnens 39

Documents

Docun®ent Sharing Hub

Full document details: BS EN 771-1:2003


http://www.avadocuments.com/doc/bs-en-771-1-2003
http://www.avadocuments.com/doc/bs-en-771-1-2003

EN 771-1:2003 (E)

Foreword

This document (EN 771-1:2003) has been prepared by Technical Committee CEN/TC 125 "Masonry",
the secretariat of which is held by BSI, following initial preparation by Working Group 1.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by October 2003, and conflicting national standards
shall be withdrawn at the latest by January 2005.

This document has been prepared under a mandate given to CEN by the European Commission and
the European Free Trade Association and supports the essential requirements of the EU Construction
Products Directive (89/106/EEC)

For relationship with EU Directive(s), see informative annex ZA, which is an integral part of this
document.

It also takes into account the general rules for unreinforced and reinforced masonry in Eurocode 6.
Annexes A and C of this document are normative, annexes B and ZA are informative.

EN 771 Specification for masonry units consists of:

— Part 1: Clay masonry units

— Part 2: Calcium silicate masonry units

— Part 3: Aggregates concrete masonry units (dense and light-weight aggregates)

— Part 4: Autoclaved aerated concrete masonry units
— Part 5: Manufactured stone masonry units
— Part 6: Natural stone masonry units

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Czech
Republic, Denmark, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Luxembourg,
Malta, Netherlands, Norway, Portugal, Slovakia, Spain, Sweden, Switzerland and the United
Kingdom.

Foreword to amendment A1

This document (EN 771-1:2003/A1:2005) has been prepared by Technical Committee CEN/TC 125
"Masonry", the Secretariat of which is held by BSI.

This Amendment to the European Standard EN 771-1:2003 shall be given the status of a national
standard, either by publication of an identical text or by endorsement, at the latest by August 2005,
and conflicting national standards shall be withdrawn at the latest by August 2005.

This document has been prepared under a mandate given to CEN by the European Commission and
the European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see modifications to informative Annex ZA, which is an integral
part of this document.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy,
Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia,
Spain, Sweden, Switzerland and United Kingdom.
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1 Scope

This European Standard specifies the characteristics and performance requirements for masonry
units manufactured from clay for use in masonry construction (e.g. facing and rendered masonry,
loadbearing or non-loadbearing masonry structures, including internal linings and partitions, for
building and civil engineering).

This European Standard is intended to apply to two groups of fired-clay masonry units:
LD units (see 3.4 and 5.2) comprising:

clay masonry units with a gross dry density of less than or equal to 1000 kg/m® for use in
protected masonry.

HD units (see 3.5 and 5.3) comprising:
a) all clay masonry units for use in unprotected masonry;

b) clay masonry units with a gross dry density of greater than 1000 kg/m® for use in protected
masonry.

This European Standard includes those clay masonry units of an overall non-rectangular
parallelepiped shape.

It defines the performance related to e.g. dimensional tolerances, strength, density measured
according to the corresponding test methods contained in separate European Standards.

It provides for the evaluation of conformity of the product to this European Standard.
The marking requirement for products covered by this European Standard is included.

This document does not specify standard sizes for clay masonry units, nor does it specify standard
work dimensions, angles and radii of specially shaped clay masonry units. This document does not
include method of measurement, tolerance and range requirements for dimensions, angles and radii
characteristics of specially shaped clay masonry units.

This European Standard does not cover requirements for the following: units for paving, flue liners
and storey height clay units and clay masonry units with an incorporated thermal insulation material
bonded to the faces of the unit susceptible to be exposed to fire. It does, however, include clay units
for external chimney masonry.

2 Normative references

This European Standard incorporates by dated and undated reference, provisions from other publi-
cations. These normative references are cited at the appropriate places in the text and the publica-
tions are listed hereafter. For dated references, subsequent amendments to or revisions of any of
these publications apply to this European Standard only when incorporated in it by amendment or
revision. For undated references the latest edition of the publication referred to applies (including
amendments).

N 772-1:2000, Methods of test for masonry units — Part 1: Determination of compressive strength

N 772-3, Methods of test for masonry units — Part 3: Determination of net volume and percentage
of voids of clay masonry units by hydrostatic weighing

N 772-§, Methods of test for masonry units — Part 5: Determination of the active soluble salts con-
tent of clay masonry units
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N 772-7, Methods of test for masonry units — Part 7: Determination of water absorption of clay
masonry damp proof course units by boiling in water

N 772-9, Methods of test for masonry units — Part 9: Determination of volume and percentage of
voids and net volume of clay and calcium silicate masonry units by sand filling

N _772-11, Methods of test for masonry units — Part 11: Determination of water absorption of
aggregate concrete, manufactured stone and natural stone masonry units due to capillary action and
the initial rate of water absorption of clay masonry units

N 772-13, Methods of test for masonry units — Part 13: Determination of net and gross dry density
of masonry units (except for natural stone)

N 772-16: 2000, Methods of test for masonry units — Part 16: Determination of dimensions

N 772-19, Methods of test for masonry units — Part 19: Determination of moisture expansion of
large horizontally perforated clay masonry units

N 772-20, Methods of test for masonry units — Part 20: Determination of flatness of faces of
masonry units

N 998-2, Specification for mortar for masonry — Part 2: Masonry mortar
N 1052-3, Methods of test for masonry — Part 3: Determination of initial shear strength
N 1744, Masonry and masonry products — Methods for determining design thermal values

N _13501-1, Fire classification of construction products and building elements —
Part 1: Classification using test data from reaction to fire tests"

N 1996-1-1, Eurocode 6: Design of masonry structures — Part 1-1:Common rules for reinforced
and unreinforced masonry structures

N 1996-1-2, Eurocode 6: Design of masonry structures — Part 1-2: General rules — Structural fire
design

3 Terms and definitions

For the purpose of this European standard, the following terms and definitions apply.

NOTE Annex B to this European standard is informative and gives descriptions of such matters as
applications, exposure, and durability.

31
masonry unit
preformed component intended for use in masonry construction

3.2

clay masonry unit

masonry unit made from clay or other argillaceous materials with or without sand, fuel or other
additives fired at a sufficiently high temperature to achieve a ceramic bond
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3.3

protected masonry

masonry which is protected against water penetration. It can either be masonry in external walls which
is protected, (e.g. by a layer of suitable render or by cladding), or it can be the inner leaf of a cavity
wall or it can be an internal wall. It may or may not be loadbearing

3.4
LD unit
clay masonry unit with a low gross dry density for use in protected masonry

3.5

HD unit

clay masonry unit for unprotected masonry as well as clay masonry unit with a high gross dry density
for use in protected masonry

3.6

co-ordinating size

size of the co-ordinating space allocated to a masonry unit including allowances for joints and
tolerances

3.7

work size

size of a masonry unit specified for its manufacture, to which the actual size conforms within
permissible deviations

3.8
actual size
size of a masonry unit as measured

3.9
regular shaped masonry unit
masonry unit with an overall rectangular parallelepiped shape

3.10
specially shaped masonry unit
masonry unit which is not a rectangular parallelepiped

3.11

accessory unit

masonry unit which is shaped to provide a particular function, e.g. to complete the geometry of the
masonry

3.12
interlocking features
shaped matched projections and indentations on masonry units, e.g. tongue and groove systems

3.13
vertical perforation
formed void that passes completely through a masonry unit perpendicular to the bed face

3.14
horizontal perforation
formed void that passes completely through a masonry unit parallel to the bed face

3.15

cell
formed void that does not pass through a masonry unit
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3.16

frog

depression formed in one or both bed faces of a unit, the total volume of all such depressions which
does not exceed a certain limit of the overall volume of the unit, i.e. length x width x height

317

recess

depression or indentation in one or more surfaces of a masonry unit (e.g. mortar pocket, rendering
keyway, griphole)

3.18

grip hole

a formed void that passes completely through a masonry unit perpendicular to the bed face for the
purpose of handling the masonry unit

3.19
shell
peripheral material between a perforation and the surface of a masonry unit

3.20
web
solid material between the perforations in a masonry unit

3.21

declared value

value that a manufacturer is confident in achieving, bearing in mind the precision of test and the
variability of the manufacturing process

3.22
mean compressive strength of masonry units
arithmetic mean of the compressive strengths of masonry units

3.23

normalised compressive strength

compressive strength of masonry units converted to the air dry compressive strength of an equivalent
100 mm wide x 100 mm high masonry unit

NOTE See the procedure given in Annex A of EN 772-1: 2000

3.24

damp proof course unit

clay masonry unit which when laid in two courses with broken bond in a strong cementitious mortar,
will resist rising damp in masonry

3.25
high precision clay masonry unit
clay masonry unit with small dimensional tolerance especially in unit height

3.26

vertically perforated or hollow clay masonry unit

clay masonry unit with one or more formed voids that pass completely through a masonry unit per-
pendicular to the bed face

3.27

horizontally perforated or hollow clay masonry unit

clay masonry unit with one or more formed voids that pass completely through a masonry unit parallel
to the bed face
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3.28
clay masonry unit for concrete or mortar infill
clay masonry unit with special perforation suitable for concrete or mortar infill

3.29

clay masonry unit for masonry panels

clay masonry unit suitable for production of reinforced masonry or masonry storey height panels with
vertical channels for mortar or concrete infill

3.30

clay masonry subject to severe exposure

masonry or elements of masonry which under end use conditions are subjected to saturation with
water (driving rain, ground water) combined with frequent freeze/thaw-cycling, due to climatic
conditions and absence of protective features

3.31

clay masonry subject to moderate exposure

masonry or elements of masonry which under end use conditions are exposed to moisture and
freeze/thaw-cycling, excluding constructions subjected to severe exposure

3.32

clay masonry subject to passive exposure

masonry or elements of masonry which under end use conditions are not intended to be exposed to
moisture and freezing conditions

3.33

Category | masonry units

units with a declared compressive strength with a probability of failure to reach it not exceeding 5 %.
This may be determined via the mean or characteristic value

3.34

Category Il masonry units

units not intended to comply with the level of confidence of Category | units

3.35

combined thickness of webs and shells

sum of the thicknesses of the shells and webs from one face or header of a masonry unit to the

opposite face or header respectively along whichever path, via the formed voids, gives the smallest
value, expressed as a percentage of the unit width or length respectively

4 Materials and manufacture

See 3.2 and 8.3.2.

5 Requirements for clay masonry units

5.1 General

The requirements and properties specified in this standard shall be defined in terms of the test
methods and other procedures referred to in this European Standard.

NOTE It should be noted that the test methods are not usually applicable to specially shaped and accessory
units as defined in 3.10 and 3.11.
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The conformity criteria given in the following subclauses relate to initial type testing (see 8.2) and,
when relevant, to consignment testing (see annex A). For the compressive strength of Category |
units use a 50 % fractile (p = 0,50) for mean values and a confidence level of 95 %.

For production evaluation the manufacturer shall define the conformity criteria in the factory
production control documentation (see 8.3).

The manufacturer shall declare whether the unit fulfils the requirements for LD-units (see Figure 2) or
HD-units (see Figure 3).

5.2 LD-units
5.2.1 Dimensions and tolerances (LD units)

5.2.1.1 Dimensions (LD units) The dimensions of a clay masonry unit shall be declared by the
manufacturer in mm for length, width, and height, in that order (see Figure 1). They shall be given in
terms of work size.

NOTE In addition the co-ordinating size may be given.

11 I I I ]
i I 1 ] ] I ]
| AN A I I I I
|/[|l|l|l|l|l|I
)
2 1Y
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./
Key
1 Length 2 Width 3 Height
4 Bed 5 Face 6 Header

NOTE This relates to the normal use of the masonry unit in the wall.
Figure 1 — Dimensions and surfaces
The following measurement procedure shall be used:

— when at least two of the work dimensions of the unit are not greater than 250 mm, 125 mm and
100 mm for length, width and height respectively procedure b) as described in EN 772-14 shall

be followed using a calliper with overlapping jaws with the jaws aligning with the dotted lines in
Fig. 1 b) of EN_772-16:2009 with the exception for the measurement of the height which is
determined as the average of two measurements, where the second measurement is transverse

to the dotted line at the middle of the unit. The width of the jaws shall be not less than 5 and not
greater than 10 mm.

— for all other units procedure a) as described in EN 772-14 shall be followed.
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5.21.2 Dimensional tolerances (LD units)

5.21.21 Tolerances (LD units)

The manufacturer shall also declare which of the tolerance categories for mean values in 5.2.1.2.2 the
clay masonry units fulfil.

When relevant to the uses for which the unit is put on the market, the manufacturer shall also declare
which of the range categories in 5.2.1.2.3 a given consignment of the clay masonry units fulfils.

NOTE This additional declaration may be made for example in relation to:
— achievement of the required accuracy (planarity, bonds and thin layer joints) of the masonry;

— use of detailed project drawings to achieve these requirements.

5.2.1.2.2 Tolerance of the mean value (LD units)

When clay masonry units are sampled from a consignment in accordance with annex A and tested in
accordance with using the measurement procedure stated in 5.2.1.1, A1 the difference
for all dimensions between the declared value and the mean value derived from measurements of the
test sample shall be not greater than the declared one of the following categories, where the value shall
be rounded to whole mm:

T + 0,40 \/(work size dimension) mm or 3 mm whichever is the greater

T1+: *+ 0,40 \/(work size dimension) mm or 3 mm for length and width whichever is the
greater and

+ 0,05 \/(work size dimension) mm or 1 mm for the height whichever is the greater

T2: +0,25 \/(work size dimension) mm or 2 mm whichever is the greater

T2+ + 0,25 \/(work size dimension) mm or 2 mm for length and width whichever is the
greater and

+ 0,05 \/(Work size dimension) mm or 1 mm for the height whichever is the greater

or Tm: a deviation in mm declared by the manufacturer (may be wider or closer than the
other categories).
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5.2.1.2.3 Range (LD units)

When declared and regular shaped clay masonry units_are sampled from a consignment in
accordance with annex A and tested in accordance with using the measurement
procedure stated in 5.2.1.1 the maximum range for any given dimension (i.e. the difference
between the largest and smallest determined dimensions on individual units) to be found within the
test sample shall be within the declared one of the three categories indicated below, where the value
shall be rounded to whole mm:

Category  Maximum range

R1: 0,6 \/ (work size dimension) mm
R1+: 0,6 \/(WOI‘k size dimension) mm for length and width and
1,0 mm for the height
R2: 0,3 \/(work size dimension) mm
R2+: 0,3 \/(Work size dimension) mm for length and width and
1,0 mm for the height
or Rm: a range in mm declared by the manufacturer (may be wider or closer than the

other categories)

5.2.1.2.4 Flatness of bed faces (LD units)

When clay masonry units are intended to be used with thin layer mortar, the manufacturer shall
declare the maximum deviation from flatness of the bed faces.

When regular shaped clay masonry units are sampled from a consignment in accordance with Annex
N 772-20

A and tested in accordance with , the deviation from flatness of the bed faces shall not
exceed the declared value.

5.2.1.2.5 Plane parallelism of bed faces (LD units)

When clay masonry units are intended to be used with thin layer mortar, the manufacturer shall
declare the maximum deviation from plane parallelism of the bed faces.

When regular shaped clay masonry units are sampled from a consignment in accordance with Annex

A and tested in accordance with 772-16 by procedure d), the deviation from plane parallelism of
the bed faces shall not exceed the declared value.
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5.2.2 Configuration (LD units)

5.2.21 General (LD units)

a.Vertically perforated b.Vertically perforated c.Vertically perforated
unit unit  with mortar unit with grip holes
pocket

NO

X /)/}
& V})@O
>
d. Vertically perforated e. Horizontally perforated f. Horizontally perforated
unit with tongue and unit (for partition walls) unit with rendering
groove system keyways

5

=y

g.Horizontally h. Unit for concrete or i. Unit for masonry
perforated unit with mortar infill panels
mortar pocket

Figure 2 — Examples of LD units
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When relevant to the uses, for which clay masonry (LD) units are put on the market, the
configuration shall be declared. The declaration may be made by reference to one or another of the
groups defined in EN_1996-1-1| or EN_1996-1-2 and/or it may include one or more items such as those
in the following list, as relevant:

— shape and features, including the direction of perforations (by means of a drawing or
illustration, when relevant);

— volume of all formed voids as a percentage of the length x width x height of the unit;

— volume of the largest of any formed voids as a percentage of the length x width x height of
the unit;

— volume of grip holes as a percentage of the length x width x height of the unit;

— thickness of webs;

— thickness of shells;

— combined thickness of webs and shells from face to face;

— combined thickness of webs and shells from header to header;

— area of voids on a bed face as a percentage of the length x width of the unit;

NOTE The header of clay masonry units may have interlocking features, e.g. mortar pockets, tongue and
groove systems. The face of clay masonry units may have a surface-profile (rendering keyways).

Each declared value shall be stated as either an upper limit or a lower limit or as a range of values.
When clay masonry units are sampled from a consignment in accordance with Annex A and tested in
accordance with EN 772-16, EN 772-9 and EN 772-3, as specified below, the mean value derived from
measurements of the test sample shall be within the range or limit declared.

5.2.2.2 Thickness of shells and webs (LD units)

If relevant for vertically or horizontally perforated loadbearing clay masonry units, the manufacturer
shall declare the thickness of shells and webs. [A) Text deleted

For clay masonry unit for concrete or mortar infill the minimum thickness of shells in the facing and of
shells in the header and of webs shall be declared by the manufacturer.

NOTE For clay masonry units intended to establish storey height channels to be filled with concrete or mortar
experience shows that a minimum thickness of shells in the facing of 20 mm and a minimum thickness of
shells in the header and of webs of 14 mm are sufficient.

5.2.2.3  Grip hole (LD units)

If relevant for vertically perforated loadbearing clay masonry units, the manufacturer shall declare the
area of grip holes.

5.2.2.4 Channel for concrete/mortar infill (LD units)

The perforation shall be arranged in such a way, that a vertically continuous channel is established if
clay masonry units are set in bonds. The channel for concrete/mortar infill shall be arranged axial in
direction of the unit's width. The channel for concrete/mortar infill shall have a minimum area of 1500
mm? and a minimum dimension of 30 mm.
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