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National foreword

This British Standard is the official English language version of 
EN 846-13:2001.
EN 846-13 is a supporting standard to the forthcoming “harmonized” European 
product standard specifications on ancillary components for masonry, 
EN 845-1 and EN 845-2. These standards are the subject of transitional 
arrangements agreed under the Commission mandate. The Member States 
have agreed a nominal transition period for the co-existence of these standards 
and their corresponding national standard(s). It is intended that this period 
will comprise a nominal nine month period during which any required changes 
to national regulations are to be made, followed by a further nominal twelve 
month period for the implementation of CE marking. At the end of this 
co-existence period, the national standard(s) will be withdrawn. In the UK 
there are no corresponding national standards to EN 846-13.
The UK participation in its preparation was entrusted by Technical Committee 
B/519, Masonry and associated tests, to Subcommittee B/519/1, Masonry units, 
which has the responsibility to: 

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.
Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Standards 
Catalogue under the section entitled “International Standards Correspondence 
Index”, or by using the “Find” facility of the BSI Standards Electronic 
Catalogue.
A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.
Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible European committee any enquiries on the 
interpretation, or proposals for change, and keep the UK interests 
informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 14, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.
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Foreword

This European Standard has been prepared by Technical Committee CEN/TC 125, Masonry,
the Secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of
an identical text or by endorsement, at the latest by February 2002, and conflicting national
standards shall be withdrawn at the latest by February 2002.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Czech
Republic, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg,
Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and the United Kingdom.
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1  Scope

This European Standard specifies a method for determining the level of performance of those
organic coatings classified in prEN 845-1 and prEN 845-2 as type 2 applied as a protective
system to zinc coated steel plate used in the fabrication of ancillary components for masonry.

2  Normative references

This European Standard incorporates, by dated or undated reference, provisions from other
publications. These normative references are cited at the appropriate places in the text, and the
publications are listed hereafter. For dated references, subsequent amendments to or revisions of
any of these publications apply to this European Standard only when incorporated in it by
amendment or revision. For undated references the latest edition of the publication referred to
applies (including amendments).

EN 197-1, Cement — Part 1: Composition, specifications and  conformity criteria for common
cements.

BS 871:19811, Specification for abrasive paper and cloths.

3  Principle

The performance of organic coatings is determined from tests for impact resistance, abrasion
resistance and an accelerated corrosion test. The impact and abrasion resistance are
determined using a heavy rigid pendulum apparatus whereby the spring loaded tip of the
pendulum strikes the test specimen at a specified distance from bottom dead centre. The
accelerated corrosion performance is determined from the electrical resistance of the organic
coating during a period of exposure to an alkaline solution.

4  Sampling

4.1  Sampling for impact and abrasion tests

The minimum number of specimens for each test shall be six, plus two further specimens, if
required (see 6.2). Test specimens shall be flat plate not less than 300 mm long x 50 mm wide
either:

— cut from a sample of the product, where practicable; or
— purpose made and protected using a process identical to that used to protect the
product.

Where specimens are to be cut from a product, they shall be spaced not less than 300 mm
apart.

NOTE   It is critical to use flat plate since any undulations in the metal will cause local high or low spots.

                                                     
1 Published by the British Standards Institution, 389 Chiswick High Rd., London W4 4AL.
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