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National foreword
This British Standard is the UK implementation of EN 846-14:2012.

The UK participation in its preparation was entrusted to
Technical Committee B/519/3, Ancillary components.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2012.
Published by BSI Standards Limited 2012.
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Compliance with a British Standard cannot confer immunity
from legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 September 2012.
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Determination of the initial shear strength between the
prefabricated part of a composite lintel and the masonry above it
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dem Sturz befindlichen Mauerwerk
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Foreword

This document (EN 846-14:2012) has been prepared by Technical Committee CEN/TC 125
“Masonry”, the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by March 2013, and conflicting national standards shall
be withdrawn at the latest by March 2013.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such
patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of
Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland, Turkey and the United Kingdom.
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1 Scope

This European Standard specifies a method for determining the in plane initial shear strength of the
horizontal bed joint between the prefabricated part of a composite lintel and the masonry above it,
using a specimen tested in shear.

Guidance is given on the preparation of the specimens, the conditioning required before testing, the
testing machine, the method of test, the method of calculation and the contents of the test report.

The method corresponds with the method described in EN 1052-3:2003+A1:2006. Guidance is given

where the method deviates from EN 1052-3. Therefore, each section of EN 1052-3 is repeated given
the necessary changes.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

N 772-1, Methods of test for masonry units — Part 1: Determination of compressive strength

N 772-10, Methods of test for masonry units — Part 10: Determination of moisture content of calcium
silicate and autoclaved aerated concrete units

N 772-16, Methods of test for masonry units — Part 16: Determination of dimensions
N 998-2, Specification for mortar for masonry — Part 2: Masonry mortar

N 1015-3, Methods of test for mortar for masonry — Part 3: Determination of consistence of fresh
mortars (by flow table)

N 1015-7, Methods of test for mortar for masonry — Part 7: Determination of air content of fresh mortar

N 1015-11, Methods of test for mortar for masonry — Part 11: Determination of flexural and
compressive strength of hardened mortar

3 Principle

The initial shear strength of the horizontal bed joint between the prefabricated part of a composite lintel
and the masonry above it is derived from the strength of small specimens tested to destruction. The
specimens are tested in shear under four-point load.

Four different failure modes are considered to give valid results.
Two procedures, A and B are included. Procedure A involves testing specimens at different
precompressions and the initial shear strength is defined by a linear regression curve to zero

prestress. Procedure B involves testing specimens at zero precompression and determining a
characteristic initial shear strength from a simple or a statistical consideration of the results.
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4 Terms, definitions and symbols

4.1 Terms and definitions

For the purpose of this European Standard, the following terms and definitions apply.

411

masonry

assemblage of masonry units laid in a specified pattern and jointed together with mortar

4.1.2

shear strength of masonry
strength of masonry subjected to shear forces

4.2 Symbols

4, is the gross cross-sectional area of a specimen parallel to the bed joints, in mm?
E distance between centre lines of the mortar bed and the loading roller, in mm
Jvoi is the shear strength of an individual sample, in N/mm?

Joi is the precompressive stress of an individual sample, in N/mm?

T is the mean initial shear strength, in N/mm?

Juko.cl is the characteristic initial shear strength, in N/mm?

F is the representation of the force applied to the specimen, in N

F i max is the maximum shear load, in N

F, is the precompressive force, in N

h,and h, are the heights of cut units, in mm

h, is the height of the units according to , in mm

e is the height of the part of the prefabricated composite lintel according to , in mm
k is a function of n given in Table 3

I is the length of specimen, in mm

l, is the length of the units according to , in mm

n is the number of samples

s is the standard deviation of the n log values

ly; is the thickness of the bed joint, in mm

t is the thickness of the steel loading plates, in mm

Y is log,, of the initial shear strength, £,

Y, is the characteristic value of the log,, of the individual samples

Y, is log,, of the shear strength of the individual samples

Yimean is the mean of the logyq of the shear strength of the individual samples
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