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Compliance with a British Standard cannot confer immunity from
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Foreword

BS EN 847-2:2013
EN 847-2:2013 (E)

This document (EN 847-2:2013) has been prepared by Technical Committee CEN/TC 142 “Woodworking
machines - Safety”, the secretariat of which is held by UNI.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by April 2014, and conflicting national standards shall be withdrawn at the

latest by April 2014.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 847-2:2001].

The following table contains a list of modifications from the previous edition.

EN 847-2:2001 EN 847-2:2013 Reason
1 Scope 1 Scope: ed/te
Precision of the indent
New paragraph: applies also for
shank tools with a cutting diameter
of less than 16 mm
3 Quantities and units 3 Terms and definitions ed

5 Tool marking

5 Safety requirements:

5.1 General requirements
cylindrical shank
5.2 Stability of the shank of the
shank mounted tools

5.3 Stability of HSK mounted tools

for

te (missing requirements)

6 Safety requirements 6 Tool marking te
Changed symbol for the free
shank length

Annex A: Method of measuring | Annex A: Examples of calculation | ed

the eccentricity at clamping

devices

Annex B: Example of calculation | Annex B: Method of measuring the | ed
eccentricity at clamping devices
New: Bibliography ed

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Introduction

The content of this European Standard is aimed at eliminating hazards which can lead to overloading of the
shank of shank mounted milling tools for woodworking by excessive rotational speeds.

Documents
4 Document Sharing Hub

Full document details: BS EN 847-2:2013


http://www.avadocuments.com/doc/bs-en-847-2-2013
http://www.avadocuments.com/doc/bs-en-847-2-2013

BS EN 847-2:2013
EN 847-2:2013 (E)

1 Scope

This European Standard specifies the determination of the maximum speed for given eccentricity at clamping
devices for the shank strength of milling tools with cylindrical and taper shank. It also specifies the marking of
the tool. Bore mounted tools which are mounted on an arbour should be considered as a shank mounted tool.

This European Standard complements EN 847-1 and applies also for shank tools with a cutting diameter of
less than 16 mm.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

N 847-1:2013, Tools for woodworking — Safety requirements — Part 1: Milling tools, circular saw blades

EN I1SO 12100:201‘, Safety of machinery — General principles for design — Risk assessment and risk
reduction (]SO 12100:2010)

SO 1940-1f, Mechanical vibration — Balance quality requirements for rotors in a constant (rigid) state —
Part 1: Specification and verification of balance tolerances

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 847-1:2013 and the following apply.

3.1

7/24 shank

SK

type of toolholder with a 7/24 cone ratio taper that contacts the spindle on two surfaces

Note 1 to entry: Toolholder with a 7/24 cone ratio taper; see Bibliography.

3.2

hollow taper shank

HSK

type of toolholder with a short hollow taper with a high positioning accuracy and high grade of rigidity that
contacts the spindle on two surfaces

Note 1 to entry: Toolholder with 1:1,09 cone ratio hollow taper shank; see Bibliography.
3.3
arbour

device to mount in or on the spindle of a machine tool, and which is designed to carry and drive a bore type
cutting tool
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4 List of significant hazards

Table 1 shows the list of significant hazards.

Table 1 — List of significant hazards

Hazard according to Condition or causes of hazard Corresponding clause of
EN ISO 12100:201d related to the tool N 847-2
Mechanical hazards due to: .
) Breaking of the tool 5
Inadequacy of mechanical strength
Vibration Dynamic unbalance of tool 5
Variations in the rotational speed of Breaking of the tool 5

tools

5 Safety requirements

5.1 General requirements for cylindrical shank

The minimum value for the clamping length |, i, shall be as given in Table 2.

Table 2 — Minimum clamping length lg min

d, <10 mm 10 mm <d; <25 mm d, > 25 mm

le min =20 mm le min = 2 - dy (Mmm) le min = 1,8 - d> (Mm)

The tolerance of the shank diameter d, shall be h6 for d, > 12 mm and h8 for d, < 12 mm. The method of
measuring the eccentricity e, at clamping devices, as given in Annex B, shall be used.

5.2 Stability of the shank of mounted tools

Every shank of a mounted milling tool shall be calculated with the quantities and units as shown in Figure 1a)
(with d = dy).

If the shank mounted milling tool is clamped in a taper holder, the cone strength shall be calculated with the
quantities and units as shown in Figure 1b) (with d = d3).

If tools are mounted on a taper shank, the shank strength of the clamping diameter shall be calculated with
the quantities and units as shown in Figure 1c) with

hb=0
dz=1,4 - dapour  (darbour < SOMM)
ds =20 + dapour  (darbour > 50mMm)
NOTE 1 Clamping systems:
— with axial clamping force [Fa] d = d;

— without axial clamping force [Fa] d = darbour-
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