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Foreword

This European Standard has been prepared by
Technical Committee CEN/TC 261, Packaging, the
secretariat of which is held by AFNOR.

This European Standard shall be given the status of a
national standard, either by publication of an identical
text or by endorsement, at the latest by September
1997, and conflicting national standards shall be
withdrawn at the latest by September 1997.

This European Standard has been prepared under a
mandate given to CEN by the European Commission
and the European Free Trade Association, and
supports essential requirements of EU Directive(s).

According to the CEN/CENELEC Internal Regulations,
the national standards organizations of the following
countries are bound to implement this European
Standard: Austria, Belgium, Denmark, Finland, France,
Germany, Greece, Iceland, Ireland, Italy, Luxembourg,
Netherlands, Norway, Portugal, Spain, Sweden,
Switzerland and the United Kingdom.
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Introduction
The use of potentially hazardous agents in certain
products is necessary to achieve effectiveness.
Consequently, steps are taken to limit the occurence of
accidents. One approach has been to try to increase
general awareness of hazards associated with various
products; this approach has been used but public
education aimed at protecting the child by educating
the parents and other adults about correct storage
practices, etc., has never been completely effective.
Nevertheless, proper labelling and information by the
manufacturer is important for the safe use of products
in the home.

Another approach has been the use of child-resistant
packaging to put a physical barrier between the child
and the hazardous product. Such packaging could only
be used for products as mentioned above since, if used
in other circumstances, it could lead to confusion
among consumers. It has to be recognized that it is
unrealistic to expect that any functional packaging can
be totally impossible for a child to open and this type
of packaging cannot be a substitute for normal safety
precautions. The packaging function acts as a last
defence if other barriers separating children and
hazardous products have failed.

This standard is designed to meet the requirements of
the Directive 67/548/EEC as amended for the
fourteenth time by Council Directive 91/410/EEC and
complements the EN 28317 relating to child-resistant
reclosable packages. There are now around the world
various types of packagings which are recognized as
child-resistant based on a test of the nature described.
There is evidence that since these test methods were
introduced the incidence of ingestion by children of
hazardous products has fallen. The degree to which
this is due to the use of child-resistant packaging as
against other factors, such as greater public awareness,
is not easily assessed but there is little doubt that
child-resistant packaging has made a positive
contribution.

Over the last decade much has been learned about the
use of children for testing child-resistant packaging and
attention has been focused on how the number of
children involved may be reduced. The development of
European Standards incorporating mechanical test
methods based on current European or national
standards is appropriate to avoid unnecessary child
panel testing and is essential in developing physical
package attributes usable by manufacturers.

Because of the increasing use of child-resistant
packaging, it is desirable to achieve European
agreement on testing procedures in order to avoid
confusion and misunderstanding in an area of great
importance to the safety of young children. A
European Standard should also serve to reduce the
number of children exposed to `training' during panel

testing. However, it should not be supposed that the
provision of a standard method for assessing child
resistance is all that is needed either nationally or
internationally. The test should be administered by
some responsible authority in each country adopting
the European Standard, which should have confidence
in the manner in which testing is carried out and thus
common procedures should be adopted by all
administering authorities covering such questions as:

± how is it decided that a child-resistant packaging is
needed ?

± how is the test to be authorized and carried out ?

± how and by whom will the results be evaluated
and recorded ?

± what minimum qualifications are required of
supervisors who carry out the procedure ?

± how is it ensured that no child takes part in more
than two tests, and then only on packagings that are
significantly different ?

± how is it ensured that an identical package format
is not tested more than once by different
laboratories other than for enforcement ?

Attention is drawn to the need to have adequate
accreditation bodies. Evidence of conformity with this
standard may be certified only by laboratories which
conform with European Standards Series EN 45000.

This European Standard has been prepared to specify
requirements and testing procedures for child-resistant
packaging intended for potentially harmful products. It
has been written as the best consensus which can be
achieved at present and should be reviewed in 2 years
and revised if necessary in the light of experience.

NOTE 1. This European Standard refers only to accessibility to
the contents of the package. Attention is drawn to the need, when
designing a child-resistant package, to give consideration to
possible dangers linked to the risk of spillage which can happen
unexpectedly when opening or trying to open the package.

NOTE 2. The on-going development of non-reclosable packaging
offers a significant area for innovation in packaging. The styles of
non-reclosable packages can be wide-ranging in design.

Consequently, the development of mechanical test methods by
manufacturers allied to current EN or national standards should
be pursued as a means of reducing the reliance on child panel
testing.

NOTE 3. A fundamental change to the test period philosophy is
applied because:

± there is a significant difference in the performance required
from a non-reclosable packaging and;

± there is the difficulty in keeping the children motivated during
a test period of 5 minutes.

NOTE 4. Mechanical test methods may be used to generate test
data for comparison and demonstration that the notified
packaging is as safe as the original reference one. Mechanical
tests are test methods generating data by destructive or
non-destructive tests of a specific reference package having shown
child-resistant properties.

A standard is in preparation to complement this standard EN 862.
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1 Scope
This European Standard specifies the requirements and
test methods for non-reclosable child-resistant
packages designated as resistant to opening by
children.

The standard applies to non-reclosable packages of the
`single-use' type of one or several individual units.

Non-reclosable packages for pharmaceutical products
are excluded.

Acceptance criteria are given for the package when
tested by specific methods. These methods do not only
provide a measure of the effectiveness of the package
but also cover the accessibility to the contents by
adults.

This European Standard is intended for type approval
only (see 4.1) and is not intended for quality assurance
purposes.

NOTE. The term `non-reclosable child-resistant package' covers
not only packages where the seal is provided by a system to
prevent access by young children, designed for that purpose (for
example, a package comprising separate compartments and
including a supporting medium, pre-formed or not, which contains
the product, along with a film material which constitutes the
closure) but also those packages where there is no specific
method of opening (for example, completely sealed sachets, etc.).

2 Normative references
This European Standard incorporates by dated or
undated reference, provisions from other publications.
These normative references are cited at the
appropriate places in the text and the publications are
listed hereafter. For dated references, subsequent
amendments to or revisions of any of these
publications apply to this European Standard only
when incorporated in it by amendment or revision. For
undated references the latest edition of the publication
referred to applies.

EN 28317 : 1992 Child resistant packaging Ð
Requirements and testing
procedures for reclosable packaging

ISO 8422 : 1991 Sequential sampling plans for
inspection by attributes

3 Definitions
For the purposes of this European Standard, the
following definitions apply.

3.1 child-resistant package

A package which is difficult for young children to open
(or gain access to the contents), but which is not
difficult for adults to use properly in accordance with
the requirements of this European Standard.

3.2 non-reclosable child-resistant package

A child-resistant package or part of a child-resistant
package from which the entire contents must be
removed at once and which cannot be properly closed
again once opened, in a child-resistant form.

3.3 substitute product

An inert substitute resembling the product it
replaces, i.e. powder, tablets or liquids (uncoloured
water) etc.

3.4 single use package

A package of one or several unit doses which are not
only individually protected but are also individually
packaged.

NOTE. A blister is an example of a single-use package of the
single-use type of one or several individual units.

3.5 unit dose

A discrete quantity of any product to be removed from
its immediate packaging in its entirety.

4 General

4.1 Compliance with the European Standard

A child-resistant package tested in accordance with the
requirements of this European Standard is shown to be
capable, when correctly made and used, of providing a
satisfactory degree of resistance to opening by children
(see 6.3).

Accessibility to its contents by adults can be checked
according to the optional adult test (see 5.5).

The test is designed for type approval.

Manufacturers and fillers of such packages will be
required to initiate and operate such procedures as are
necessary to control production and use them to
ensure that all packages meet the required quality
standards.

NOTE 1. Contrary to reclosable packages where an adult test is
needed for safety considerations as it is of major importance to
know if the package is correctly reclosed after use, such safety
consideration is unnecessary for non-reclosable packages and the
adult test can be optional for commercial assessment only.

NOTE 2. Any adult test should be carried out before subjecting
the package to child testing, in order to reduce exposing children
to unnecessary testing.

4.2 Packages for testing

Sufficient packages shall be produced by the proposed
manufacturing process to enable a representative
sample to be selected for testing by the supervisor and
to provide a reserve for reference purposes. In every
test, a new package shall be provided for each member
of the test group. Dangerous products shall not be
used to fill the package to be tested. An appropriate
substitute product with a salty or bitter taste shall be
used.

NOTE. Packages for child panel tests should be unprinted.
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