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BS EN 864 : 1997

National foreword

This British Standard has been prepared by Technical Committee CH/46 and is the
English language version of EN 864 Medical electrical equipment — Capnometers for
use with humans — Particular requirements, published by the European Committee
for Standardization (CEN). It supersedes BS 5724 : Section 2.30 : 1993, which is
withdrawn.

Cross-references

Publication referred to Corresponding British Standard

EN 475 BS EN 475 : 1995 Medical devices — Electrically-generated
alarm signals
EN 1281-2 BS EN 1281 Anaesthetic and respiratory equipment —

Comnical connectors
Part 2 : 1996 Screw-threaded, weight-bearing connectors

EN 60601-1 : 1990 BS 5724 Medical electrical equipment
Part 1 : 1989 General requirements for safety
EN 60601-1-2 BS EN 60601 Medical electrical equipment

Part 1 General requirements for safety
Section 1.2 : 1993 Collateral standard. Electromagnetic
compatibility.
Requirements and tests

EN ISO 3744 BS EN ISO 3744 : 1995 Acoustics — Determination of sound
power level of noise sources using sound pressure —
Engineering method in an essentially free field over a

reflecting plane
IEC 651 BS EN 60651 : 1994 Specification for sound level meters
IEC 801-2 BS EN 60801 Electromagnetic compatibility for

ndustrial-process measurement and control equipment
Part 2 : 1993 Electrostatic discharge requirements

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and ii, the EN
title page, pages 2 to 20, an inside back cover and a back cover.
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This European Standard was approved on CEN on 1996-09-14. CEN members are
bound to comply with the CEN/CENELEC Internal Regulations which stipulate the
conditions for giving this European Standard the status of a national standard
without any alteration.

Up-to-date lists and bibliographical references concerning such national standards
may be obtained on application to the Central Secretariat or to any CEN member.
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Foreword

This European Standard has been prepared by

Technical Committee CEN/TC 215, Respiratory and
anaesthetic equipment, the secretariat of which is held

by BSL

This European Standard shall be given the status of a
national standard, either by publication of an identical
text or by endorsement, at the latest by April 1997, and
conflicting national standards shall be withdrawn at

the latest by June 1998

This European Standard has been prepared under a
mandate given to CEN by the European Commission
and the European Free Trade Association and supports

essential requirements of EU Directive(s).

For relationship with EU Directives, see informative
annex ZA, which is an integral part of this standard.

Annexes AA, BB and ZA are for information only.

According to the CEN/CENELEC Internal Regulations,
the national standards organizations of the following

countries are bound to implement this European

Standard: Austria, Belgium, Denmark, Finland, France,
Germany, Greece, Iceland, Ireland, Italy, Luxembourg,

Netherlands, Norway, Portugal, Spain, Sweden,

Switzerland and the United Kingdom.
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Introduction

This European Standard is one of a series based on
European Standard EN 60601-1 : 1990.

In EN 60601-1 this type of European Standard is
referred to as a ‘Particular Standard’. As stated in 1.3
of EN 60601-1 : 1990, the requirements of this European
Standard take precedence over those of EN 60601-1 :
1990. Clauses and subclauses additional to those in
EN 60601-1 : 1990 are numbered beginning ‘101’.
Additional annexes are lettered beginning ‘AA.
Additional figures are numbered beginning ‘101’ and
additional tables are numbered beginning ‘101’
Additional items in lettered lists are lettered

beginning ‘aa)’ .

The measurement of carbon dioxide in a gaseous
mixture has become an increasingly common practice
in many areas of clinical medicine, such as
anaesthesia, respiratory therapy, paediatrics and
intensive care. The minimum safety requirements given
in this European Standard are based on parameters
that are achievable within the limits of existing
technology.

Annex AA contains a rationale for the most important
requirements. It is included to provide additional
insight into the reasoning that led to the requirements
and recommendations that have been incorporated in
this standard. Clauses and subclauses marked with R
after their number have corresponding rationales
contained in annex AA.
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Section one. General

1 Scope

Clause 1 of EN 60601-1 : 1990 applies except that 1.1 is
replaced by the following:

1.1 This European Standard specifies requirements for
the safety of capnometers as defined in 3.6 of this
standard.

It applies to capnometers used with adults, children,
and neonates. It does not apply to devices intended for
use as transcutaneous monitors.

Capnometers intended for use in laboratory research
applications are outside the scope of this standard.

2 Normative references

This European Standard incorporates by dated or
undated reference, provisions from other publications.
These normative references are cited at the
appropriate places in the text and the publications are
listed hereafter. For dated references, subsequent
amendments to or revisions of any of these
publications apply to this European Standard only
when incorporated in it by amendment or revision. For
undated references the latest edition of the publication
referred to applies.

Appendix L of EN 60601-1 : 1990 applies with the
following additions:

EN 475 Medical devices.
Electrically-generated alarm
signals

prEN 737-3 Medical gas pipeline systems —

Part 3: Pipelines for compressed
medical gases and vacuum —
Basic requirements

prEN 740: 1992  Medical electrical equipment —
Anaesthetic workstations and their

modules — Particular

requirements

prEN 1281-1 Anaesthetic and respiratory
equipment — Conical connectors
— Part 1: Cones and sockets

EN 1281-2 Anaesthetic and respiratory

equipment — Conical connectors
— Part 2: Screw-threaded
weight-bearing connectors

(ISO 5356-2 : 1987 modified)

Medical electrical equipment —
Part 1: General requirements for
safety

Medical electrical equipment —
Part 1: General requirements for
safety — Collateral standard:
Electromagnetic compatibility —
Requirements and tests

EN 60601-1 : 1990

EN 60601-1-2

EN ISO 3744 Acoustics — Determination of
sound power levels of noise sources
using sound pressure —
Engineering method in an
essentially freefield over a

reflecting plane (ISO 3744 : 1994)

Electrical apparatus for explosive
gas atmospheres — Part 4: Method
of lest for ignition temperature

IEC 79-4

IEC 651
IEC 801-2

Sound level meters

Electromagnetic compatibility for
tndustrial-process measurement
and control equipment —

Part 2: Electrostatic discharge
requirements

3 Terminology and definitions

Clause 2 of EN 60601-1 : 1990 applies with the
following additions:

3.1 accuracy

Quality which characterizes the ability of a device to

give indications approximating to the true value of the
quantity measured.

3.2 alarm

Signal that is activated when a monitored variable
equals or crosses the alarm limit.

3.3 alarm limit

Reading of a monitored variable at which the alarm is
first activated.

3.4 alarm set point

Setting of the adjustment control or display value
which indicates the monitored variable’s reading, at or
beyond which the alarm is intended to be activated.
NOTE. Terms such as ‘alarm limits’ or ‘alarm threshold’ are
frequently used to described the same function.
3.5 alarm system
Those parts of the capnometer which:

a) establish the alarm limit(s);

b) activate an alarm when the carbon dioxide
reading is less than or equal to the low alarm set
point, if provided, or is equal to or greater than the
high alarm set point.

3.6 capnometer

Device for the measurement of carbon dioxide
concentration or partial pressure in ventilatory gases.
NOTE. The capnometer consists of all equipment including
accessories, sensor and sampling tube (in the case of a diverting
capnometer) specified by the manufacturer for the intended use of
the capnometer.

3.7 carbon dioxide level
Concentration of carbon dioxide expressed in % (V/V)

or the partial pressure in kPa (or mmHg) in a gaseous
mixture.

Documents

Document Sharing Hub
© BSI 1997

Full document details: BS EN 864:1997


http://www.avadocuments.com/doc/bs-en-864-1997
http://www.avadocuments.com/doc/bs-en-864-1997

