
BRITISH STANDARD BS EN 88:1991
Incorporating 
Amendment No. 1

Pressure governors for 
gas appliances for inlet 
pressures up 
to 200 mbar

The European Standard EN 88:1991, with the incorporation of its 
amendment A1:1996, has the status of a British Standard

ICS 23.060.40; 27.060.20

Full document details: BS EN 88:1991

http://www.avadocuments.com/doc/bs-en-88-1991
http://www.avadocuments.com/doc/bs-en-88-1991


BS EN 88:1991

This British Standard was 
published under the authority 
of the Standards Board and 
comes into effect on 
29 November 1991

© BSI 07-1999

The following BSI references 
relate to the work on this 
standard:
Committee reference GSE/22
Draft for comment 77/73411 DC

ISBN 0 580 20057 4

Cooperating organizations

The European Committee for Standardization, under whose supervision this 
European Standard was prepared, comprises the national standards 
organizations of the following Western European countries. 

Austria Oesterreichisches Normungsinstitut

Belgium Institut belge de normalisation

Denmark Dansk Standardiseringsraad

Finland Suomen Standardisoimisliito, r.y.

France Association française de normalisation

Germany Deutsches Institut für Normung e.V.

Greece Hellenic Organization for Standardization

Iceland Technological Institute of Iceland

Ireland National Standards Authority of Ireland

Italy Ente Nazionale Italiano di Unificazione

Luxembourg Inspection du Travail et des Mines

Netherlands Nederlands Normalisatie-instituut

Norway Norges Standardiseringsforbund

Portugal Instituto Portuguès da Qualidade

Spain Asociación Española de Normalización y Certificación

Sweden Standardiseringskommissionen i Sverige

Switzerland Association suisse de normalisation

United Kingdom British Standards Institution

Amendments issued since publication

Amd. No. Date Comments

9306 January 1997 Indicated by a sideline in the margin

Full document details: BS EN 88:1991

http://www.avadocuments.com/doc/bs-en-88-1991
http://www.avadocuments.com/doc/bs-en-88-1991


BS EN 88:1991

© BSI 07-1999 i

Contents

Page
Cooperating organizations Inside front cover
National foreword ii
Foreword 2
Text of EN 88 5
National appendix NA (informative) Inside back cover
National appendix NB (informative) Inside back cover

Full document details: BS EN 88:1991

http://www.avadocuments.com/doc/bs-en-88-1991
http://www.avadocuments.com/doc/bs-en-88-1991


BS EN 88:1991

ii © BSI 07-1999

National foreword

This British Standard has been prepared under the direction of the Gas 
Standards Policy Committee and is the English language version of 
EN 88 “Pressure governors for gas appliances for inlet pressures up to 200 mbar” 
(including Amendment A1), published by the European Committee for 
Standardization (CEN). It supersedes BS 6448-1:1987, which is withdrawn.
EN 88 was produced as a result of international discussion in which the UK took 
an active part.
National appendix NA gives the constitution of the committees for UK 
participation in the preparation of this standard.
National appendix NB gives details of international standards quoted in this 
standard for which there is an identical or technically equivalent British 
Standard.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
the EN title page, pages 2 to 28, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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NORME EUROPÉENNE

EUROPÄISCHE NORM
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June 1991
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UDC 621.646.42:662.76:662.95:683.8/.9:001.4.620.1

Descriptors: Gas appliances, pressure regulators, classifications, equipment specifications, performance evaluation, gas permeability, 
durability, mechanical tests, gas permeability testing, acoustic tests, marking, technical notices, test equipment

English version

Pressure governors for gas appliances for inlet pressures 
up to 200 mbar

(includes amendment A1:1996)

Régulateurs de pression pour appareils 
d’utilisation des combustibles gazeux pour 
pressions amont inférieures ou égales 
à 200 mbar 
(inclut l’amendement A1:1996)

Druckregler für Gasgeräte für 
Eingangsdrücken bis zu 200 mbar 
(enthält Änderung A1:1996)

This European Standard was approved by CEN on 5 June 1991,
amendment A1 was approved by CEN on 30 November 1995. CEN members
are bound to comply with the CEN/CENELEC Internal Regulations which
stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.
Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CEN member.
This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.
CEN members are the national standards bodies of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europäisches Komitee für Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© CEN 1991 Copyright reserved to all CEN members
Ref. No. EN 88:1991 E + A1:1996 E
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Foreword

This European Standard was prepared by the 
Technical Committee CEN/TC 58 “Safety and 
control devices for gas burners and gas-burning 
appliances”, the Secretariat of which is held by BSI.
This European Standard has been prepared under a 
mandate given to CEN by the Commission of 
European Communities and the European Free 
Trade Association and supports essential 
requirements of EC Directives.
This standard covers type testing only.
In accordance with the Common CEN/CENELEC 
Rules, the following countries are bound to 
implement this European Standard:
Austria, Belgium, Denmark, Finland, France, 
Germany, Greece, Iceland, Ireland, Italy, 
Luxembourg, Netherlands, Norway, Portugal, 
Spain, Sweden, Switzerland and United Kingdom.

Foreword to amendment A1

This Amendment EN 88:1991/A1:1996 to 
EN 88:1991 has been prepared by Technical 
Committee CEN/TC 58 “Safety and control devices 
for gas-burners and gas-burning appliances”, the 
Secretariat of which is held by BSI.
This Amendment to the European Standard 
EN 88:1991 is issued to align the standard with the 
essential requirements of the Gas Appliance 
Directive (90/336/EEC) and to correct errors in the 
first edition of the standard.
This Amendment to the European Standard 
EN 88:1991 shall be given the status of a national 
standard, either by publication of an identical text 
or by endorsement, at the latest by December 1996, 
and conflicting national standards shall be 
withdrawn at the latest by December 1996.
This Amendment to the European Standard 
EN 88:1991 has been prepared under a mandate 
given to CEN by the European Commission and the 
European Free Trade Association, and supports 
essential requirements of EU Directive(s).
According to the CEN/CENELEC Internal 
Regulations, the national standards organizations 
of the following countries are bound to implement 
this Amendment: Austria, Belgium, Denmark, 
Finland, France, Germany, Greece, Iceland, 
Ireland, Italy, Luxembourg, Netherlands, Norway, 
Portugal, Spain, Sweden, Switzerland and the 
United Kingdom.
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1 General

1.1 Object and field of application
This standard specifies the safety, constructional 
and performance requirements for pressure 
governors, hereafter referred to as governors, 
intended for use with gas burners and gas 
appliances. It also gives the test procedures for 
evaluating these requirements and information 
necessary for the purchaser and user.
This standard applies to pressure governors for 
gas-burning appliances of nominal connection size 
up to and including DN 50 and that may be used and 
tested independently of these appliances. These 
governors are suitable for one or more of the fuel 
gases of the 1st, 2nd and 3rd families, at inlet 
pressure up to and including 200 mbar.
This standard does not cover:

a) governors connected directly to mains 
pipework or to a container that maintains a 
standard distribution pressure;
b) governors intended for gas appliances to be 
installed out-of-doors and exposed to the 
environment;
c) governors which use electrical auxiliary 
energy.

1.2 References
ISO 7-1:1982, Pipe threads where pressure-tight 
joints are made on the threads — 
Part 1: Designation, dimensions and tolerances. 
ISO 65:1981, Carbon steel tubes suitable for 
screwing in accordance with ISO 7/1. 
ISO 228-1:1982, Pipe threads where pressure-tight 
joints are not made on the threads — 
Part 1: Designation, dimensions and tolerances. 
ISO 262:1973, ISO general purpose metric screw 
threads — Selected sizes for screws, bolts and nuts. 
ISO 274:1975, Copper tubes of circular section — 
Dimensions. 
ISO 301:1981, Zinc alloy ingots intended for 
casting. 
ISO 1817:1985, Rubber, vulcanized — 
Determination of the effect of liquids. 
ISO 7005:1988, Metallic flanges. 
ISO 6708:1980, Pipe components — Definition of 
nominal size. 
IEC 730-1 (1986), Automatic electrical controls for 
household and similar use — Part 1: General 
requirements. 

1.3 Definitions
1.3.1 Governors

1.3.1.1 
governor (pressure regulator)

device which maintains the outlet pressure constant 
independent of the variations in inlet pressure 
and/or flow rate within defined limits 
(See Annex B.)

1.3.1.2 
adjustable governor

governor provided with means for changing the 
outlet pressure setting

1.3.2 Pressures

1.3.2.1 General

1.3.2.1.1 
inlet pressure

pressure at the inlet of the governor

1.3.2.1.2 
outlet pressure

pressure at the outlet of the governor

1.3.2.1.3 
test pressure

pressure to be applied during a test

1.3.2.1.4 
pressure difference

difference between the inlet and outlet pressures

1.3.2.1.5 
pressure drop

pressure difference with valve open to its fullest 
extent

1.3.2.2 Governor pressures

1.3.2.2.1 
maximum inlet pressure (p1 max.)

maximum inlet pressure declared by the 
manufacturer

1.3.2.2.2 
minimum inlet pressure (p1 min.)

minimum inlet pressure declared by the 
manufacturer

1.3.2.2.3 
inlet pressure range

range of inlet pressure between the maximum and 
minimum values

1.3.2.2.4 
maximum outlet pressure (p2 max.)

maximum outlet pressure declared by the 
manufacturer
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1.3.2.2.5 
minimum outlet pressure (p2 min.)

minimum outlet pressure declared by the 
manufacturer

1.3.2.2.6 
outlet pressure range

range of outlet pressure between the maximum and 
minimum values

1.3.2.2.7 
setting point

this refers to the inlet and outlet pressures declared 
by the manufacturer, at which the governor is 
initially adjusted for test purposes (see 3.6 
and 4.6.3) at a declared flow rate. The respective 
pressures and flow rate are termed “inlet setting 
pressure”, “outlet setting pressure” and “setting 
flow rate”

1.3.2.2.8 
inlet setting pressure

see 1.3.2.2.7

1.3.2.2.9 
outlet setting pressure

see 1.3.2.2.7

1.3.3 Governor flow rates

1.3.3.1 
flow rate

volume flowing through the governor in unit time
NOTE The nominal connection size of a governor does not 
necessarily determine its flow rate range.

1.3.3.2 
maximum flow rate (qmax.)

maximum rate, as a function of inlet and outlet 
pressures, declared by the manufacturer and 
expressed in m3/h of air at standard conditions. For 
a non-adjustable governor there is only one 
maximum flow rate

1.3.3.3 
minimum flow rate (qmin.)

minimum rate, as a function of inlet and outlet 
pressures, declared by the manufacturer and 
expressed in m3/h of air at standard conditions. For 
a non-adjustable governor there is only one 
minimum flow rate

1.3.3.4 
flow rate range

range of flow rate between the maximum and 
minimum values

1.3.3.5 
setting flow rate

see 1.3.2.2.7

1.3.4 Component parts

1.3.4.1 
breather hole

orifice that allows atmospheric pressure to be 
maintained in a compartment of variable volume

1.3.4.2 
diaphragm

flexible member which, under the influence of the 
forces arising from loading and pressure, operates 
the valve

1.3.4.3 
diaphragm plate

stiffening plate fitted to the diaphragm

1.3.4.4 
valve

device which varies the gas flow directly

1.3.5 Performance

1.3.5.1 
external leak tightness

leak tightness of a gas-carrying compartment with 
respect to the atmosphere

1.3.5.2 
lock-up pressure

outlet pressure at which a governor closes when the 
outlet of the governor is sealed. The increase in 
outlet pressure is expressed either in mbar or as a 
percentage

1.3.5.3 
to put out of action

to annul the operation of a governor and to seal the 
governor in that position

1.3.6 Miscellaneous

1.3.6.1 
nominal size (DN)

numerical designation of size which is common to all 
components in a piping system other than 
components designated by outside diameters or by 
thread size. It is a convenient round number for 
reference purposes and is only loosely related to 
manufacturing dimensions1)

1.3.6.2 
maximum ambient temperature

highest temperature of the surrounding air, 
declared by the manufacturer at which the governor 
may be operated

1) This definition is taken from ISO 6708:1980.
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1.3.6.3 
minimum ambient temperature

lowest temperature of the surrounding air, declared 
by the manufacturer at which the governor may be 
operated

1.3.6.4 
mounting position

position declared by the manufacturer for mounting 
the governor

1.4 Classification
1.4.1 Classes of governor

A governor is classified as class A, class B or class C 
according to the appropriate inlet pressure and flow 
rate limits given in Table 5.

1.4.2 Groups of governor

A governor is classified as group 1 or group 2 
according to the bending stresses that it is required 
to withstand (see Table 3).
Group 1 governors
Governors intended for use in appliance and/or 
installation where it is not subjected to bending 
stresses imposed by installation pipework, e.g. by 
the use of rigid adjacent supports.
Group 2 governors
Governors for use in any situation, either internal or 
external to the appliance, typically without support.
NOTE A governor that complies with the requirements for 
group 2 complies also with the requirements for group 1 
governors.

1.4.3 Designation

A governor is designated by class and group, for 
example as “A2” for a governor of class A, group 2.

1.5 Measuring units
1.5.1 All dimensions are given in millimetres.
1.5.2 All pressures are static pressures above the 
atmospheric pressure and are expressed in 
millibars.
1.5.3 Bending moment and torques are given in 
newton metres.

2 Construction requirements

2.1 General
2.1.1 Governors shall be designed, manufactured 
and assembled so that they function correctly when 
installed and used according to the manufacturer’s 
instructions.
2.1.2 Governors shall be free from sharp edges and 
corners which might cause damage, injury or 
incorrect operation.

The parts shall be clean internally and externally.
2.1.3 Holes for screws, pins, etc., which are used for 
the assembly of parts of the governor or for 
mounting, shall not penetrate gasways.
The wall thickness between these holes and 
gasways shall be at least 1 mm.
2.1.4 Holes necessary in manufacture which connect 
gasways to the atmosphere but which do not affect 
the function of the governor shall be permanently 
sealed by metallic means. Suitable jointing 
compounds may additionally be used.
2.1.5 Closure parts, including those of measuring 
and test points, which may be dismantled for 
servicing, adjustment or conversion, shall be 
constructed such that leak-tightness in accordance 
with 3.3 will be achieved by mechanical means 
(e.g. metal to metal joints, O-rings). This excludes 
all jointing compounds such as liquids, pastes and 
tapes.
Jointing compounds, however, may be used for 
permanent assemblies and shall remain effective 
under normal operating conditions.
Closure parts not intended to be dismantled during 
servicing, adjustment or conversion shall be sealed 
by means which will show evidence of interference 
(e.g. lacquer).
2.1.6 Parts that require dismantling, e.g. for 
servicing, shall be capable of being dismantled and 
reassembled with common commercial tools and 
shall be so constructed or marked that, following the 
instructions of the manufacturer, incorrect 
assembly is impossible.
Screwed fastenings that may be removed during 
servicing shall have metric threads to 
ISO 262:1973.
Self-tapping screws that cut a thread and produce 
swarf shall not be used for connecting gas-carrying 
parts or parts that may be removed in servicing.
Self-tapping screws that form a thread and do 
not produce swarf may be used. They shall permit 
replacement by metric machine screws conforming 
to the above mentioned ISO standard.
2.1.7 The function of moving parts, e.g. diaphragms, 
bellows, shall not be impaired by other parts.
2.1.8 Soldering or other processes where the jointing 
material has a melting point below 450 °C after 
application shall not be used for jointing 
gas-carrying parts except for additional sealing.
2.1.9 Breather holes shall be so designed that, when 
the diaphragm is damaged, either:

a) the flow of air through the hole shall not 
exceed 70 dm3/h at the maximum inlet pressure,
or
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