
BSI Standards Publication

Mountaineering equipment — Energy absorbing 
systems for use in klettersteig (via ferrata) 
climbing — Safety requirements and test methods

BS EN 958:2024

Full document details: BS EN 958:2024

http://www.avadocuments.com/doc/bs-en-958-2024
http://www.avadocuments.com/doc/bs-en-958-2024


National foreword

This British Standard is the UK implementation of EN 958:2024. It 
supersedes BS EN 958:2017, which is withdrawn.

The UK participation in its preparation was entrusted to Technical 
Committee SW/136/5, Sports, Playground and other Recreational 
Equipment - Mountaineering Equipment.

A list of organizations represented on this committee can be obtained on 
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no 
representation, warranty, assurance or undertaking (express or 
implied) is or will be made, and no responsibility or liability is or will be 
accepted by BSI in relation to the adequacy, accuracy, completeness or 
reasonableness of this publication. All and any such responsibility and 
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the 
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with 
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are 
responsible for its correct application.

This publication has been prepared under a mandate given to the 
European Standards Organizations by the European Commission and the 
European Free Trade Association. It is intended to support requirements 
of the EU legislation detailed in the European Foreword. A European 
Annex, usually Annex ZA or ZZ, describes how this publication relates to 
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK 
Government has designated this publication for conformity with UKCA 
marking (or similar) legislation, it may contain an additional National 
Annex. Where such a National Annex exists, it shows the correlation 
between this publication and the relevant UK legislation. If there is no 
National Annex of this kind, the relevant Annex ZA or ZZ in the body 
of the European text will indicate the relationship to UK regulation 
applicable in Great Britain. References to EU legislation may need to be 
read in accordance with the UK designation and the applicable UK law. 
Further information on designated standards can be found at  
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement 
relevant EU law subject to periodic confirmation. Therefore 
Annex ZA/ZZ in the European text, and references to EU legislation, are 
still valid for this market.

UK Government is responsible for legislation. For information on 
legislation and policies relating to that legislation, consult the relevant 
pages of [http://www.gov.uk%3c/ext-link%3e.%3c/p]www.gov.uk.
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ISBN 978 0 539 23680 4

BRITISH STANDARD

Full document details: BS EN 958:2024

https://doi.org/10.3403/30322059?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-958-2024
http://www.avadocuments.com/doc/bs-en-958-2024


ICS 97.220.40

Compliance with a British Standard cannot confer immunity from 
legal obligations.

This British Standard was published under the authority of the 
Standards Policy and Strategy Committee on 30 June 2024.
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European foreword 

This document (EN 958:2024) has been prepared by Technical Committee CEN/TC 136 “Sports, 
playground and other recreational facilities and equipment”, the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by December 2024, and conflicting national standards shall 
be withdrawn at the latest by December 2024. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN 958:2017. 

EN 958:2024 includes the following significant technical changes with respect to EN 958:2017: 

a) in the scope, energy absorbing systems (EAS) according to this document have been limited to users 
weighing not less than 40 kg (total weight without equipment) and no more than 120 kg (total weight 
including the equipment) and the use is limited on via ferrata according to EN 16869:2017; 

b) modification of the maximum impact force in 4.2.3 a); 

c) modification of the mass in 4.2.3 b); 

d) modification of the test apparatus and the test method for the dynamic performance; 

e) the manufacturer’s instructions and information take into account the previous modifications, the 
EAS disinfection and the progression in a rope party is also recommended for children. 

This document has been prepared under a standardization request addressed to CEN by the European 
Commission. The Standing Committee of the EFTA States subsequently approves these requests for its 
Member States. 

For the relationship with EU Legislation, see informative Annex ZA, which is an integral part of this 
document. 

Any feedback and questions on this document should be directed to the users’ national standards body. 
A complete listing of these bodies can be found on the CEN website. 

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, 
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, 
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North 
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Türkiye and the United 
Kingdom. 
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1 Scope 

This document specifies safety requirements and test methods for energy absorbing systems (EAS) for 
use on suitable via ferrata (e.g. EN 16869:2017), for users weighing not less than 40 kg (total weight 
without equipment) and no more than 120 kg (total weight including the equipment). 
NOTE This document is one of a package of standards for mountaineering equipment, see Annex A. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 565:2017, Mountaineering equipment — Tape — Safety requirements and test methods 

EN 892:2012+A3:2023, Mountaineering equipment — Dynamic mountaineering ropes — Safety 
requirements and test methods 

EN 1891:1998, Personal protective equipment for the prevention of falls from a height — Low stretch 
kernmantel ropes 

EN 12275:2013, Mountaineering equipment — Connectors — Safety requirements and test methods 

EN ISO 2307:2019, Fibre ropes — Determination of certain physical and mechanical properties 
(ISO 2307:2019) 

ISO 6487:20151, Road vehicles — Measurement techniques in impact tests — Instrumentation 

ISO 7000:2019, Graphical symbols for use on equipment — Registered symbols 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
via ferrata 
route, generally on rocky terrain, consisting of a fixed climbing installation including a safety line where 
the user is not supervised 

[SOURCE: EN 16869:2017, 3.1] 

Note 1 to entry: The mere presence of a wire cable/rope on a mountain route does not constitute a via ferrata 
(e.g. Hörnli Ridge on Matterhorn). 

3.2 
safety line 
flexible or rigid, horizontal, vertical or sloping, continuous or discontinuous installation, used as 
protection against fall from a height and possible progression aid 

[SOURCE: EN 16869:2017, 3.4] 

                                                             

1 As impacted by ISO 6487:2015/AMD 1:2017. 
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