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National foreword

This British Standard is the English language version of EN 976-1 : 1997.

The UK participation in its preparation was entrusted to Technical Committee
PRI/64, GRP tanks for underground petrol storage, which has the responsibility to:

± aid enquirers to understand the text;

± present to the responsible European committee any enquiries on the
interpretation, or proposals for change, and keep the UK interests informed;

± monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this committee can be obtained on request to
its secretary.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under the
section entitled `International Standards Correspondence Index', or by using the
`Find' facility of the BSI Standards Electronic Catalogue.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 10, an inside back cover and a back cover.
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Foreword

This European Standard has been prepared by
Technical Committee CEN/TC 210, GRP tanks and
vessels, the secretariat of which is held by DIN.

This European Standard shall be given the status of a
national standard, either by publication of an identical
text or by endorsement, at the latest by January 1998,
and conflicting national standards shall be withdrawn
at the latest by January 1998.

The 4 parts of this European Standard cover the
construction and installation requirements of
horizontal, cylindrical GRP tanks used for the
underground non-pressure storage of petroleum based
fuels, e.g. petrol and diesel fuel storage in service
stations, heating oil storage for buildings.

The 4 parts are:

Part 1: Requirements and test methods for single
wall tanks;

Part 2: Transport, handling, storage and
installation of single wall tanks;

Part 3: Requirements and test methods for double
wall tanks;

Part 4: Transport, handling, storage and
installation of double wall tanks.

The standard is written in different parts in order to
clearly define the involvement and responsibilities of
different parties in the construction of the tank, its
installation and the assurance of a good, safe
performance during use.

According to the CEN/CENELEC Internal Regulations,
the national standards organizations of the following
countries are bound to implement this European
Standard: Austria, Belgium, Czech Republic Denmark,
Finland, France, Germany, Greece, Iceland, Ireland,
Italy, Luxembourg, Netherlands, Norway, Portugal,
Spain, Sweden, Switzerland and the United Kingdom.
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1 Scope
This Part 1 of European Standard EN 976 specifies the
requirements and associated test methods for
horizontal, cylindrical single wall tanks made of glass
reinforced thermosetting resins (hereafter called
tanks), and for their accessories, used for the
underground non-pressure storage of liquid petroleum
based fuels.

The tanks specified by this European Standard are
tanks with one or more compartments and with or
without the possibility of leak detection.

This European Standard covers two types of tanks,
type A with manway, type B without manway and two
classes of tank stiffness, class 1 and class 2. It also
covers two grades of tanks, grade 1 for use with all
petroleum based fuels and grade 2 limited to use with
diesel fuels and heating oils.

2 Normative references
This European Standard incorporates by dated or
undated reference, provisions from other publications.
These normative references are cited at the
appropriate places in the text and the publications are
listed hereafter. For dated references, subsequent
amendments to or revisions of any of these
publications apply to this European Standard only
when incorporated in it by amendment or revision. For
undated references the latest edition of the publication
referred to applies.

EN 61 : 1977 Glass reinforced plastics Ð
Determination of tensile properties

EN 63 : 1977 Glass reinforced plastics Ð
Determination of flexural
properties Ð Three point method

EN 590 : 1993 Automotive fuels Ð Diesel Ð
Requirements and methods of test

EN 637 : 1994 Plastics piping systems Ð
Glass-reinforced plastics
components Ð Determination of the
amounts of constituents using the
gravimetric method

EN 977 Underground tanks of
glass-reinforced plastics (GRP) Ð
Method for one side exposure to
fluids

EN 978 Underground tanks of
glass-reinforced plastics (GRP) Ð
Determination of factor a and
factor b

ISO 844 : 1978 Cellular plastics Ð Compression test
for rigid materials

ISO 1922 : 1981 Cellular plastics Ð Determination of
shear strength of rigid materials

3 Materials

3.1 General

The tanks are made of thermosetting resins
incorporating reinforcement materials and processing
agents and possibly fillers and/or additives.

The specific materials selection is based on the
finished tank meeting all the requirements of this
European Standard.

3.2 Resins

The thermosetting resins used shall be unsaturated
polyester and phenylacrylate (vinylester) resins.

3.3 Reinforcement materials

The reinforcement shall be E-type glass with a sizing
allowing bonding between glass and resin. The glass
may be in the form of cut or uncut rovings, mats or
fabrics.

Other types of surface reinforcement materials (C or
E glass or suitable synthetic materials) may be used, in
particular for the in- and outside layers of the tank.
Surfacing mats shall be E-type glass, C glass or
synthetic materials.

3.4 Processing agents

Processing agents, for example catalysts, accelerators,
inhibitors, monomers, hardeners and thixotropic
agents, are added to the resin as needed.

3.5 Fillers

Fillers are inert materials mainly intended to add bulk.

Fillers can be used in the structural wall but shall not
be used in the internal and external layers. Their
maximum particle size shall not exceed the lesser of
the two values, 1 mm or 1/5 of the total wall thickness.

The use of fillers shall not prevent visual inspection.

3.6 Additives

Additives are materials such as fire retarding agents,
pigments, etc.

Additives shall be inert with respect to the
environment, the other materials and the tank
contents.

The use of additives shall not prevent visual inspection.

3.7 Structural core

A structural core is a build-up of materials, e.g. foam or
honeycomb, to obtain the necessary stiffness of a
sandwich construction. The structural core shall allow
proper adhesion to the inner and outer GRP laminate.

3.8 Rib core

A rib core is a material (such as foam, cardboard or
moulded plastic) applied on to the cylinder wall and
over which a stiffening rib is laminated. The rib core is
not required to have a structural contribution in itself
and bond of the rib material to the core is also not
required.
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