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National foreword

This British Standard is the official English language version of EN 998-1:2003,
including Corrigendum December 2005.

EN 998-1:2003 is a candidate “harmonized” European Standard and fully takes into
account the requirements of the European Commission mandate M116, Masonry and
related products, given under the EU Construction Products Directive (89/106/EEC),
and intended to lead to CE marking. The date of applicability of EN 998-1:2003 as a
“harmonized” European Standard, i.e. the date after which this standard may be used
for CE marking purposes, is subject to an announcement in the Official Journal of the
European Communities.

The Commission in consultation with Member States have agreed a transition period
for the co-existence of “harmonized” European Standards and their corresponding
national standard(s). It is intended that this period will comprise a period, usually nine
months, after the date of availability of the European Standard, during which any
required changes to national regulations are to be made, followed by a further period,
usually of 12 months, for the implementation of CE marking. At the end of this
co-existence period, the national standard(s) will be withdrawn.

EN 998-1:2003 is the subject of transitional arrangements agreed under the
Commission mandate. In the UK, the corresponding national standards are:

— BS 4721:1981, Specification for ready-mixed building mortars;

— BS 5838-2:1980, Specification for dry packaged cementitious mixes — Prepacked
mortar mixes;

and based on this transition period of twenty-one months, the above-mentioned national
standards would be withdrawn in January 2005.

NOTE This date is approximate. Users of this standard should contact BSI Customer Services for confirmation
of withdrawal.

The UK participation in its preparation was entrusted by Technical Committee B/519,
Masonry and associated testing, to Subcommittee B/519/2, Mortar, which has the
responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any enquiries
on the interpretation, or proposals for change, and keep the UK interests
informed;

—  monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this subcommittee can be obtained on request to
its secretary.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Catalogue under the section
entitled “International Standards Correspondence Index”, or by using the “Search”
facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a contract.
Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, pages 2
to 23 and a back cover.

The BSI copyright notice displayed in this document indicates when the document was
last issued.

Amendments issued since publication

Amd. No. Date Comments

16341 28 April 2006 |Correction to Table ZA.1
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EUROPEAN STANDARD EN 998-1
NORME EUROPEENNE
EUROPAISCHE NORM April 2003

ICS 91.100.10 Incorporating Corrigendum December 2005

English version

Specification for mortar for masonry - Part 1: Rendering and
plastering mortar

Spécifications des mortiers pour magonnerie - Partie 1: Festlegungen fir Mértel im Mauerwerksbau - Teil 1:
Mortiers d'enduits intérieurs et extérieurs Putzmortel

This European Standard was approved by CEN on 2 October 2002.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Management Centre has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Slovakia, Spain, Sweden, Switzerland and United
Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: rue de Stassart, 36 B-1050 Brussels

© 2003 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 998-1:2003 E
worldwide for CEN national Members.
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Foreword

This document (EN 998-1:2003) has been prepared by Technical Committee CEN/TC 125 "Masonry",
the Secretariat of which is held by BSI, following initial preparation by Working Group 2.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by October 2003, and conflicting national standards
shall be withdrawn at the latest by January 2005.

This European Standard has been prepared under a mandate given to CEN by the European
Commission and the European Free Trade Association and supports the essential requirements of
the EU Construction Products Directive (89/106/EEC).

For relationship with EU Directives, see informative Annex ZA which is an integral part of this
standard.

In this European Standard Annex A is normative.

EN 998 Specification for mortar for masonry consists of:

— Part 1: Rendering and plastering mortar.

— Part 2: Masonry mortar.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Czech
Republic, Denmark, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Luxembourg,

Malta, Netherlands, Norway, Portugal, Slovakia, Spain, Sweden, Switzerland and the United
Kingdom.
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Introduction

The properties of rendering and plastering mortars depend essentially on the type or types of binders
used and their respective proportions. Special properties can be achieved by the type of aggregates,
admixtures and/or additions used.
Rendering/plastering mortars are defined
— according to the concept as either:

— designed mortars; or

— prescribed mortars.
— according to the mode of manufacture as either:

— factory-made mortars;

— semi-finished factory mortars; or

— site-made mortars.
— according to the properties and/or use, as either:

— general purpose rendering/plastering mortar;

— lightweight rendering/plastering mortar;

— coloured rendering mortar;

— one-coat rendering mortar;

— renovation rendering/plastering mortar;

— thermal rendering/plastering insulating mortar.
Rendering/plastering mortars do not attain their final characteristics until properly hardened after
application. The functions performed by a rendering/plastering mortar depend on the properties of the
type of materials used, on the thickness of the coats and the type of application. In addition,
rendering/plastering mortars determine the surface of the construction.
Regional differences in construction practices and climate, and different constituents for
rendering/plastering mortars do not allow for the establishment of standard mix proportions for
prescribed mortar that would be applicable in all of Europe. Therefore the specification of such mix

proportions (recipes) and fields of application should be based on practice and experience available in
the place of use.
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1 Scope

This European Standard is applicable to factory made rendering/plastering mortar based on inorganic
binders for external (rendering) and internal (plastering) use on walls, ceilings, columns and partitions.
It contains definitions and final performance requirements.

It does not cover mortars where calcium sulphate binder is the principle active binding agent.

Calcium sulphate binder can be used as an additional binder together with air lime. If air lime is the
principle active binding component, the rendering/plastering mortar is covered by this standard. If the
calcium sulphate binder is the principle active binding component, the mortar is covered by EN 13279.
The classification is carried out by the producer of the mortar.

Special fire resistant- and acoustical mortars, mortars for structural repair and surface treatments of
building elements such as materials for smoothing or trueing, paints, coatings, thin-layer organic
renders/plasters and prefabricated units (e.g. plaster boards) are not dealt with in this standard.

This standard covers rendering/plastering mortars defined in clause 3 with the exception of site made
rendering/plastering mortars. However, this standard or part of this standard may be used in
conjunction with codes of application and national specifications covering site made mortars.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other
publications. These normative references are cited at the appropriate places in the text and the
publications are listed hereafter. For dated references, subsequent amendments to or revisions of any
of these publications apply to this European Standard only when incorporated in it by amendment or
revision. For undated references the latest edition of the publication referred to applies (including
amendments).

EN 1015-2, Methods of test for mortar for masonry — Part 2: Bulk sampling of mortars and
preparation of test mortars.

EN 1015-7, Methods of test for mortar for masonry — Part 7: Determination of air content of fresh
mortar.

EN 1015-9, Methods of test for mortar for masonry — Part 9: Determination of workable life and
correction time of fresh mortar.

EN 1015-10, Methods of test for mortar for masonry — Part 10: Determination of dry bulk density of
hardened mortar.

EN 1015-11, Methods of test for mortar for masonry — Part 11: Determination of flexural and
compressive strength of hardened mortar.

EN 1015-12, Methods of test for mortar for masonry — Part 12: Determination of adhesive strength of
hardened rendering and plastering mortar on substrates.

EN 1015-18, Methods of test for mortar for masonry — Part 18: Determination of water absorption
coefficient due to capillary action of hardened mortar.

EN 1015-19, Methods of test for mortar for masonry — Part 19: Determination of water vapour
permeability of hardened rendering and plastering mortar.

EN 1015-21, Methods of test for mortar for masonry — Part 21: Determination of the compatibility of
one-coat rendering mortars with substrates.
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EN 1745:2002, Masonry and masonry products — Methods for determining design thermal values.

EN 13501-1, Fire classification of construction products and building elements — Part 1: Classification
using test data from reaction to fire tests.

3 Terms, definitions and abbreviated terms

For the purposes of this European Standard the following terms, definitions and abbreviated terms
apply.

3.1

rendering/plastering mortar

mix of one or more inorganic binders, aggregates, water and sometimes admixtures and/or additions,
used as external renders or internal plasters

3.2
fresh rendering/plastering mortar
mortar completely mixed and ready for use

3.3 Types of rendering/plastering mortar defined according to concept

3.3.1

designed rendering/plastering mortar

mortar whose composition and manufacturing method is chosen by the producer in order to achieve
specified properties (performance concept)

3.3.2

prescribed rendering/plastering mortar

mortar made in pre-determined proportions, the properties of which are assumed from the stated
proportion of the constituents (recipe concept)

3.4 Types of rendering/plastering mortar according to the mode of manufacture

3.4.1

factory-made rendering/plastering mortar

mortar batched and mixed in a factory. It may be 'dry mortar' which is ready mixed only requiring the
addition of water, or ' wet mortar' which is supplied ready for use

3.4.2 semi-finished rendering/plastering factory mortar:

3.4.21

prebatched rendering/plastering mortar

mortar whose constituents are wholly batched in a factory, supplied to the building site and mixed
there according to the manufacturer's specification and conditions

3.4.2.2

premixed lime-sand rendering/plastering mortar

mortar whose constituents are wholly batched and mixed in a plant, supplied to the building site
where further constituents specified or provided by the factory are added (e.g. cement)

3.4.3
site-made rendering/plastering mortar
mortar composed of individual constituents batched and mixed on the building site

3.5 Types of rendering/plastering mortar according to properties and/or use
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