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European foreword

The text of document 37/436/FDIS, future edition 2 of IEC 60099-8, prepared by IEC/TC 37 "Surge
arresters" was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as
EN IEC 60099-8:2018.

The following dates are fixed:

¢ latest date by which the document has to be (dop) 2018-09-19
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2020-12-19
standards conflicting with the
document have to be withdrawn

This document supersedes EN 60099-8:2011.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Endorsement notice

The text of the International Standard IEC 60099-8:2017 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following note has to be added for the standard indicated :

ISO 3274 NOTE Harmonized as EN I1SO 3274.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)

applies.

NOTE 1 Where an International Publication has been modified by common modifications, indicated by (mod), the relevant

EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here:

www.cenelec.eu.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

SURGE ARRESTERS -

Part 8: Metal-oxide surge arresters with external series gap (EGLA)
for overhead transmission and distribution lines
of a.c. systems above 1 kV

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 60099-8 has been prepared by IEC technical committee 37: Surge
arresters.

This second edition cancels and replaces the first edition published in 2011. This edition
constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) The Lightning discharge capability test has been completely re-written and re-named to
Test to verify the repetitive charge transfer rating, Qrs with lightning discharges to reflect
changes introduced in IEC 60099-4 Ed. 3 (2014) regarding new methods for rating the
energy and charge handling capability of metal-oxide arresters. In addition to testing to
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evaluate the performance of the MO resistors, procedures for evaluating the performance
of the EGLA series gaps have been introduced.

b) Omissions from Ed. 1 of this standard have been included, notably an RIV test and a
means for determining the thermal time constant of the SUV portion of the EGLA.

c) Definitions for new terms have been added
d) A number of NOTES in Ed. 1 have been converted to normative requirements

A number of editorial changes have been made throughout the document to improve grammar
and general flow of information.

The text of this International Standard is based on the following documents:

FDIS Report on voting
37/436/FDIS 37/438/RVD

Full information on the voting for the approval of this International Standard can be found in
the report on voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of IEC 60098 series, under the general title Surge arresters, can be found on
the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch” in the data related to
the specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

A bilingual version of this publication may be issued at a later date.

IMPORTANT - The 'colour inside' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION
This part of IEC 60099 applies to the externally gapped line arrester (EGLA)

This type of surge arrester is connected directly in parallel with an insulator assembly. It
comprises a series varistor unit (SVU), made up from non-linear metal-oxide resistors
encapsulated in a polymer or porcelain housing, and an external series gap (see Figure 1).

The purpose of an EGLA is to protect the parallel-connected insulator assembly from
lightning-caused over-voltages. The external series gap, therefore, should spark over only
due to fast-front over-voltages. The gap should withstand all power-frequency and slow-front
over-voltages occurring on the system.

In the event of SVU failure, the external series gap should be able to isolate the SVU from the
system.

Tower arm

j Insulator assembly
(insulator assembly,

with/without arcing horns
or grading elements)

1
Series varistor unit ——

|

!

!

1

1
1
\

External series gap _—%
(without an insulator N

) N Conductor
in parallel) ~

IEC

Figure 1 — Configuration of an EGLA with insulator and arcing horn
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SURGE ARRESTERS -

Part 8: Metal-oxide surge arresters with external series gap (EGLA)
for overhead transmission and distribution lines
of a.c. systems above 1 kV

1 Scope

This part of IEC 60099 covers metal-oxide surge arresters with external series gap (externally
gapped line arresters (EGLA)) that are applied on overhead transmission and distribution
lines, only to protect insulator assemblies from lightning-caused flashovers.

This document defines surge arresters to protect the insulator assembly from lightning-caused
over-voltages only. Therefore, and since metal-oxide resistors are not permanently connected
to the line, the following items are not considered for this document:

e switching impulse spark-over voltage;

e residual voltage at steep current and switching current impulse;

o thermal stability;

e long-duration current impulse withstand duty;

e power-frequency voltage versus time characteristics of an arrester;

e disconnector test;

e aging duties by power-frequency voltage.

Considering the particular design concept and the special application on overhead
transmission and distribution lines, some unique requirements and tests are introduced, such

as the verification test for coordination between insulator withstand and EGLA protective
level, the follow current interrupting test, mechanical load tests, etc.

Designs with the EGLA's external series gap installed in parallel to an insulator are not
covered by this document.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

IEC 60060-1:2010, High-voltage test techniques — Part 1. General definitions and test
requirements

IEC 60060-2:2010, High-voltage test techniques — Part 2: Measuring systems

IEC 60068-2-11:1981, Basic environmental testing procedures — Part 2-11: Tests — Test Ka:
Salt mist

IEC 60068-2-14:2009, Environmental testing — Part 2-14: Tests — Test N: Change of
temperature
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IEC 60099-4:2014, Surge arresters — Part 4: Metal-oxide surge arresters without gaps for a.c.
systems

IEC 60270:2000, High-voltage test techniques — Partial discharge measurements

IEC 60507:2013, Artificial pollution tests on high-voltage ceramic and glass insulators to be
used on a.c. systems

IEC TS 60815-1:2008, Selection and dimensioning of high-voltage insulators intended for use
in polluted conditions — Part 1: Definitions, information and general principles

IEC 62217:2012, Polymeric HV insulators for indoor and outdoor use — General definitions,
test methods and acceptance criteria

ISO 4287, Geometrical Product Specifications (GPS)— Surface texture: Profile method —
Terms, definitions and surface texture parameters

ISO 4892-1, Plastics — Methods of exposure to laboratory light sources — Part 1: General
Guidance

ISO 4892-2, Plastics — Methods of exposure to laboratory light sources — Part 2: Xenon-arc
sources

ISO 4892-3, Plastics — Methods of exposure to laboratory light sources — Part 3: Fluorescent
UV lamps

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/
e |SO Online browsing platform: available at http://www.iso.org/obp

3.1

externally gapped line arrester

EGLA

arrester designed for installation on overhead lines to protect an insulator assembly from
lightning-caused fast-front over-voltages only

Note 1 to entry: This is accomplished by raising the spark-over level of the external series gap to a level that
isolates the arrester from power-frequency over-voltages and from the worst case slow-front over-voltages due to
switching and fault events expected on the line to which it is applied.

3.2

series varistor unit

Svu

non-linear metal-oxide resistor part, contained in a housing, which must be connected with an
external series gap to construct the complete arrester

Note 1 to entry: The series varistor unit may include several units.

3.3

section of an EGLA

complete, suitably assembled part of a complete EGLA necessary to represent the.behaviour

of a complete EGLA with respect to a particular test ocuments
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3.4

section of an SVU

complete, suitably assembled part of an SVU unit necessary to represent the behaviour of an
SVU with respect to a particular test

3.5

unit of an SVU

completely housed part of an SVU which may be connected in series and/or in parallel with
other units of an SVU to construct, in combination with the external series gap, an EGLA of
higher voltage and/or current rating

3.6

rated voltage of an EGLA

Ul’

maximum permissible r.m.s. value of power-frequency voltage that can be applied
continuously between the EGLA terminals, and at which it is designed to operate correctly

Note 1 to entry: The rated voltage is used as a reference parameter for the specification of operating and current
interrupting characteristics.

Note 2 to entry: The rated voltage of an EGLA is comparable to Uc of all other types of MO-arresters.

3.7
reference voltage of an SVU
Uref

peak value of power-frequency voltage divided by V2, which should be applied to the SVU to
obtain the reference current

Note 1 to entry: The reference voltage of a multi-unit SVU is the sum of the reference voltages of the individual
units.

3.8

reference current of an SVU

Iref

peak value (the higher peak value of the two polarities if the current is asymmetrical) of the
resistive component of a power-frequency current used to determine the reference voltage of
the SVU

Note 1 to entry: The reference current should be high enough to make the effects of stray capacitances at the
measured reference voltage of the SVU units negligible. It is to be specified by the manufacturer.

Note 2 to entry: Depending on the nominal discharge current of the EGLA, the reference current will be typically
in the range of 0,05 mA to 1,0 mA per square centimetre of metal-oxide resistor area for a single column SVU.

3.9

rated short-circuit current of an SVU
IS

r.m.s. value of the highest short-circuit current under which the SUV will not fail in a manner
that causes violent shattering of the housing and under which self-extinguishing of open

flames (if any) will occur within a defined period of time

3.10

residual voltage of an EGLA

peak value of voltage that appears across the terminal-to-terminal length of the EGLA
including series gap and connection leads during the passage of discharge current

3.11

residual voltage of an SVU

peak value of voltage that appears between the terminals of the SVU during the passage of
discharge current
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3.12
surface leakage current of an SVU
current that flows on the surface of the SVU

3.13

follow current

Ttoliow ) . . . )

the current immediately following an impulse through an EGLA with the power-frequency
voltage as the source

3.14

specified long-term load of an SVU

SLL

mechanical force perpendicular to the longitudinal axis of an SVU, allowed to be continuously
applied during service without causing any mechanical damage to the SVU

3.15

specified short-term load of an SVU

SSL

greatest mechanical force perpendicular to the longitudinal axis of an SVU, allowed to be
applied during service for short periods and for relatively rare events (for example, short-
circuit current loads and extreme wind gusts) without causing any mechanical damage to the
Svu

3.16

mean breaking load of an SVU

MBL

average breaking load for porcelain or cast resin-housed SVUs determined from tests

3.17

high current impulse

peak value of discharge current having a 4/10 or 2/20 impulse shape, which is used to test the
withstand capability of the SVU on extreme lightning occasions

3.18

salt deposit density

SDD

amount of salt in the deposit on a given surface of the SVU housing, divided by the area of
this surface; generally expressed in mg/cm?2

3.19

verification test for coordination between insulator withstand and EGLA protective level
test used to verify that the EGLA will exhibit correct sparkover operation and clamp the
overvoltage caused by lightning considerably lower than the flashover voltage of the parallel-
connected insulator assembly

3.20

vibration withstand test

test to verify that the SVU and its connectors can withstand the specified mechanical vibration
levels

3.21

lightning impulse discharge

approximately sine half-wave current impulse having a time duration within 200 us to 230 ps
during which the instantaneous value of the impulse current is between 5 % and 100 % of its
peak value
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3.22
repetitive charge transfer rating

QFS

maximum specified charge transfer capability of an EGLA, in the form of a single event or
group of surges that may be transferred through an EGLA without causing mechanical failure
or unacceptable electrical degradation to the MO resistors

Note 1 to entry: The charge is calculated as the absolute value of current integrated over time. For the purpose of
this standard this is the charge that is accumulated in a single event or group of surges lasting for not more than 2
s and which may be followed by a subsequent event at a time interval not shorter than 60 s.

4 I|dentification and classification

4.1 EGLA identification

An EGLA shall be identified by the following minimum information, which shall appear on a
nameplate permanently attached to the arrester:

e rated voltage U, in kV;

e rated frequency in Hz, only if it is less than 48 Hz or larger than 62 Hz;
o classification series information (examples: "X1", "Y2");

e rated short-circuit current /g in kA;

e manufacturer’s name or trade mark;

e year of manufacture;

e serial number (at least for arresters for Ug > 52 kV);

¢ lightning discharge capability (only charge value) in C; example: "0.4 C".

Information on required gap spacing including tolerances shall be given in an appropriate
way, for example in the manual.

4.2 EGLA classification

EGLAs are classified by their nominal discharge currents and their high current impulse
withstand capabilities as per Table 1, and they shall meet at least the test requirements and
performance characteristics specified in Table 3. These arresters have no operating duties for
slow-front surges and power-frequency over-voltages.

Table 1 — EGLA classification — “Series X” and “Series Y

Series X Series Y
Class name X1 X2 X3 X4 Class name Y1 Y2 Y3 Y4
Nominal discharge 5 5 10 20 Nominal discharge 5 10 15 20
current (kA), 8/20 current (kA), 2/20
High current impulse 40 65 100 100 High current impulse 10 25 40 65
(kA), 4/10 (kA), 2/20

"Series X" corresponds to the classification used in IEC 60099-4. A nominal discharge current of 8/20 wave
shape and a high current impulse of 4/10 wave shape are used in IEC and in IEEE standards. "Series Y"
corresponds to the classification applied e.g. in Japan on shielded line applications. Specification of wave shape
2/20 both for the nominal discharge current and for the high current impulse is based on this special application.

According to service conditions, other high current impulse values than those specified in this table may be
applied.
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5 Standard ratings and service conditions

5.1 Standard rated voltages

Standard values of rated voltages (r.m.s. values) are specified in Table 2 in equal voltage
steps within specified voltage ranges.

Table 2 — Steps of rated voltages (r.m.s. values)

Range of rated voltages (kV) Steps of rated voltage (kV)

3 to 30 1

> 30 to 54 3

> 54 to 96 6

> 96 to 288 12
> 288 to 396 18
> 396 24

NOTE Other values of rated voltage may be acceptable, provided they are multiples of 6.

5.2 Standard rated frequencies

The standard rated frequencies are 48 Hz to 62 Hz.

5.3 Standard nominal discharge currents

The standard nominal discharge currents for 8/20 or 2/20 shapes are: 5 kA, 10 kA, 15 kA and
20 kA.

5.4 Service conditions
5.4.1 Normal service conditions

EGLAs which conform to this document shall be suitable for normal operation under the
following normal service conditions:

a) ambient air temperature within the range of —40 °C to +40 °C;

b) altitude not exceeding 1000 m;

c) frequency of the a.c. power supply not less than 48 Hz and not more than 62 Hz;

d) power-frequency voltage applied continuously between the terminals of the EGLA not
exceeding its rated voltage;

e) mechanical conditions: not specified (see NOTE);
f) wind speed: not specified (see NOTE);

g) pollution conditions: pollution by dust, smoke, corrosive gases, vapours or salt may occur;
pollution does not exceed “heavy” as defined in IEC TS 60815-1.

NOTE It is recognized that mechanical and environmental issues are important for service, but due to the large
variety of possible installation configurations it is not possible to provide standard values for items e) and f).

5.4.2 Special service conditions

Surge arresters subject to other than normal application or service conditions may require
special consideration in design, manufacture or application. The use of this document in case
of special service conditions is subject to agreement between the manufacturer and the
purchaser. A list of possible special service conditions is given in Annex C.
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6 Requirements

6.1 Insulation withstand of the SVU and the complete EGLA
6.1.1 Insulation withstand of the housing of the SVU
The housing of the SVU shall withstand a lightning impulse voltage of

a) for "Series X": 1,4 times the residual voltage at the nominal discharge current

b) for "Series Y": 1,13 times the residual voltage at high current impulse, but not less than
1,3 times the residual voltage at nominal discharge current

NOTE The factor of 1,4 in case a) covers variations in atmospheric conditions up to 1 000m altitude and
discharge currents up to three times the nominal discharge current.

6.1.2 Insulation withstand of EGLA with shorted (failed) SVU
The EGLA shall have the following insulation withstand performance:

a) the EGLA shall withstand the specified switching impulse withstand voltage level of the
system even if the SVU has been shorted due to overloading (failure);

b) the EGLA shall be able to withstand the maximum temporary over-voltages phase to
ground for their maximum durations even if the SVU has been shorted due to overloading
(failure).

6.2 Residual voltages

The purpose of the measurement of residual voltages is to obtain the maximum residual
voltages for a given design for all specified currents and wave shapes. These are derived
from the type test data and from the maximum residual voltage at a lightning impulse current
used for routine tests as specified and published by the manufacturer.

The maximum residual voltage of a given EGLA design for any current and wave shape is
calculated from the residual voltage of SVU sections tested during type tests multiplied by a
specific scale factor plus a calculated inductive voltage drop across the SVU, the gap and
connection leads. The scale factor is equal to the ratio of the declared maximum residual
voltage, as checked during the routine tests, to the measured residual voltage of the sections
at the same current and wave shape.

The value of the residual voltage of the EGLA at nominal discharge current and at high
current impulse, respectively, multiplied by a factor as given in 6.1.1, shall be lower than the
minimum flashover voltage of the insulator assembly to be protected.

6.3 High current duty

The capability of the SVU for discharging operations shall be demonstrated by injecting two
high current impulses.

6.4 Lightning discharge capability

The capability of the metal-oxide resistors including the series gap of the EGLA to withstand
lightning discharges having current waveforms with durations of several tens of microseconds
for arresters applied on shielded lines and several hundreds of microseconds for arresters on
unshielded lines shall be demonstrated. The related test also covers effects of multiple
lightning strikes.

6.5 Short-circuit performance of the SVU

The manufacturer shall claim a short-circuit rating of the SVU. The short-circuit currents

according to this rating shall not cause violent shattering of the SVU, and any open flam

shall self-extinguish in a given time. ff’ocuﬁ%ents
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The gap is not subject of the short-circuit tests on the SVU, and its short-circuit performance
is recommended to be verified separately. The gap should be able to maintain its mechanical
integrity after having been subjected to the rated short-circuit current of the EGLA, and its
spark-over voltage should not be decreased.

6.6 Mechanical performance

For the EGLA to be mounted on transmission towers or poles, mechanical performance to
withstand tensile, bending and/or vibration loads due to wind pressure, conductor vibration
abnormal load during installation work and moisture ingress shall be demonstrated.

The applicable values of tensile and bending loads shall be agreed between the manufacturer
and the purchaser.

The SVU shall be able to withstand the vibration load to be expected in service.

The complete EGLA including gap assembly and mounting structure should be able to
withstand at least the same mechanical stress.

6.7 Weather aging of SVU

The SVU must be able to withstand the environmental stress expected in service.
Environmental tests demonstrate by accelerated test procedures that the sealing mechanism
and the exposed metal combinations of the SVU are not impaired by environmental
conditions. For SVUs with polymer (composite and cast resin) housings, resistance to UV
radiation has to be demonstrated in addition.

6.8 Reference voltage of the SVU

The reference voltage (U,es) of the SVU shall be measured at the reference current on
sections and units when required. The measurement shall be performed at an ambient
temperature of 20 °C + 15 K, and the actual temperature shall be recorded.

NOTE As an acceptable approximation, the instantaneous value of the current at the instant of voltage peak can
be taken to correspond to the peak value of the resistive component of current.

6.9 Internal partial discharges

The level of internal partial discharges in the SVU in the tests according to 9.1 and 10.3 shall
not exceed 10 pC.

6.10 Coordination between insulator withstand and EGLA protective level

The correct coordination between flashover characteristics of the insulator assembly, the
spark-over voltage of the EGLA with front-of-wave and standard lightning impulses and the
residual voltage of the EGLA at nominal discharge current and, for “Series Y” arresters, at
high current impulse shall be demonstrated.

Any spark-over operation for lightning impulse voltage shall occur in the external series gap of
the EGLA, without causing any flashover of the insulator assembly to be protected.

The value of
o for "Series X": 1,4 times the residual voltage at the nominal discharge current according to
Table 1 and 8.3.3;

o for "Series Y": 1,13 times the residual voltage at high current impulse, but not less than
1,3 times the residual voltage at nominal discharge current according to Table 1 and 8.3.3
and 8.3.4.
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must be lower than Usg |nsylator MiNUs X times the standard deviation, (Usg |nsulator = X * ©),
of the insulator assembly to be protected, where g = 0,03 and X is to be agreed upon between
manufacturer and user, a recommended value being X = 2,5.

6.11 Follow current interrupting

Follow current interrupting operation of the EGLA under wet and polluted conditions shall be
demonstrated by a test procedure which takes these operating conditions into account.
Performing a follow current interrupting test is mandatory, either as a type test according to
8.8 or as an acceptance test according to 10.6.

6.12 Electromagnetic compatibility

Arresters are not sensitive to electromagnetic disturbances, and therefore no immunity test is
necessary.

In normal working operating conditions, the EGLA shall not emit significant disturbances.
A radio interference voltage test (RIV) shall be applied as an acceptance test to the complete
EGLA (see 10.4). The maximum radio interference level of the EGLA energized at the
maximum continuous phase to ground system voltage (US/\/3) shall not exceed 2 500 pV.

6.13 End of life

On request from users, each manufacturer shall give enough information so that all the
arrester components may be scrapped and/or recycled in accordance with international and
national regulations.

7 General testing procedure

7.1 Measuring equipment and uncertainty

The measuring equipment shall meet the requirements of IEC 60060-2 and IEC 60099-4. The
values obtained shall be accepted as uncertainty for the purpose of compliance with the
relevant test clauses.

Unless stated elsewhere, all tests with power-frequency voltages shall be made with an
alternating voltage having a frequency between the limits of 48 Hz and 62 Hz and an
approximately sinusoidal wave shape.

7.2 Test samples

Unless otherwise specified, for each test item, the complete test sequence shall be carried
out on the same test sample. The number of test samples is given in Table 3. The test
samples shall be new, clean, completely assembled and arranged to simulate the condition in
service.

When tests are made on sections or units, the following shall be fulfilled:

a) The ratio between rated voltage of the complete EGLA to the rated voltage of the section
or unit is defined as n.

b) The volume of the resistor elements used as test samples shall not be greater than the
minimum volume of all resistor elements used in the complete EGLA divided by n.

c) The reference voltage U, of the SVU of the test section should be equal to the minimum
reference voltage of the SVU of the EGLA divided by ». If the reference voltage of the SVU
of the test section is greater than the minimum reference voltage of the SVU of the
complete EGLA divided by »n, the factor » shall be reduced correspondingly. If the
reference voltage of the SVU of the test section is less than the minimum_reference
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voltage of the SVU of the complete EGLA divided by n, the test section is not allowed to
be used.

The factor n of the test samples shall be recorded in the test report.

8 Type tests

8.1 General

Table 3 identifies the type tests that shall be performed on the complete EGLA or on
components of the EGLA.

Table 3 — Type tests (all tests to be performed with or without insulator assembly;
by manufacturer's decision)

) Number Section Unit Section | Clause
Test item of test EGLA of of of SVU | number
samples EGLA SvuU
Insulation withstand tests
1.1 Housing withstand test of SVU 1 Test 8.2.2
1.2 EGLA withstand test with failed SVU 1 Test 8.2.3
2. Residual voltage tests 3 Test 8.3
3. Standard lightning impulse sparkover test @) 1 Test 8.4
4. High current impulse withstand test 3 Test 8.5
5. Test to verify the repetitive charge transfer 10 (20) Test 8.6.1
rating, Q , with lightning discharges:
MO resistors
6. Test to verify the repetitive charge transfer 1 Test 8.6.2
rating, Q , with lightning discharges
Series gap
7. Short-circuit tests 4orb5 Test 8.7
8. Follow current interrupting test ©) 1 Test® | Test® 8.8
9. Bending test 3or6 Test 8.9.2
10. Vibration test ¢ 1 Test © 8.9.3
11. Weather aging test 1 Test 8.10
12. Radio interference voltage (RIV) test 1 Test 8.11
a) This test is mandatory if not performed as an acceptance test in accordance with 10.5.
b)  This test is mandatory if not performed as an acceptance test in accordance with 10.6.
) This test is performed either on a complete EGLA or a section of an EGLA, see 8.8.2.
4 This test is mandatory if not performed as an acceptance test in accordance with 10.7.
e) The vibration test is performed on one complete SVU, see 8.9.3.1
) This test is mandatory if not performed as an acceptance test in accordance with 10.4

8.2 Insulation withstand tests on the SVU housing and on the EGLA with failed SVU
8.2.1 General

These tests demonstrate the lightning impulse withstand voltage of the SVU housing under
dry conditions and the withstand voltage of the EGLA against the maximum expected
switching surge and power-frequency over-voltages in the system under wet conditions if the
SVU had failed and is shorted.
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