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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
SOUND SYSTEM EQUIPMENT –  

 
Part 21: Acoustical (output-based) measurements 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC 
Publication(s)"). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 60268-21 has been prepared by IEC technical committee 100: 
Audio, video and multimedia systems and equipment. 

The text of this standard is based on the following documents: 

CDV Report on voting 

100/2957/CDV 100/3019/RVC 

 
Full information on the voting for the approval of this International Standard can be found in 
the report on voting indicated in the above table. 

This document has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts in the IEC 60628, published under the general title Sound system equipment, 
can be found on the IEC website. 
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The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to 
the specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

A bilingual version of this publication may be issued at a later date. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION 

Loudspeakers, headphones and other actuators have become more versatile and, as a result, 
new measurement techniques are required to evaluate these systems. The following is a list 
of examples where new measurement techniques are required: 

• Limited access to the electrical terminals of the transducer 
The higher integration of electrical, acoustical and mechanical elements limit the access to 
the electrical terminals of the transducer. 

• Analogue or digital audio input signals 
Audio inputs can accept analogue or digital signals in various formats. 

• Latency and other kinds of distortion associated with digital signal processing 
Digital signal processing is used to correct the transfer behaviour of the passive system 
and to generate a desired sound output and as a result, latency and other kinds of 
distortion not found in analogue equipment can be generated. 

• Excessive equalization 
Excessive equalization can force the transducer to operate in the large signal domain 
causing thermal and nonlinear effects. 

• Active protection 
Active protection attenuates the input signal to prevent a mechanical and thermal overload 
of the transducer and other components. 

• Other transducer principles 
Although most loudspeaker systems use a moving coil in an electro-dynamical transducer, 
there is a need to expand the application to electro-static, electro-magnetic or any other 
transduction principles. 

• Other mechanical and acoustical elements 
To improve sound radiation, vented enclosures, sealed enclosures, passive radiators, 
horns, wave guides, flat panels, and other mechanical and acoustical elements are 
implemented. 

• Impulsive distortions 
Defects in manufacturing (e.g. voice coil rubbing) or operating under overload conditions 
can create impulsive distortions, which have a high impact on perceived sound quality but 
cannot be detected by conventional measurements (e.g. total harmonic distortion). 

• Directional characteristics and complex near field properties 
The comprehensive evaluation of professional equipment, including directional 
characteristics, can be realized by considering the complex near-field properties as a 
supplement to the existing far-field measurement techniques. In addition, devices intended 
for use in the near field, such as hand-held personal audio devices (e.g. laptops, tablets, 
smart phones) and other portable sound systems, need to be evaluated in a manner 
appropriate to their intended use. 
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SOUND SYSTEM EQUIPMENT –  
 

Part 21: Acoustical (output-based) measurements 
 
 
 

1 Scope 

This part of IEC 60268 specifies an acoustical measurement method that applies to electro-
acoustical transducers and passive and active sound systems, such as loudspeakers, TV-sets, 
multi-media devices, personal portable audio devices, automotive sound systems and 
professional equipment. The device under test (DUT) can be comprised of electrical 
components performing analogue and digital signal processing prior to the passive actuators 
performing a transduction of the electrical input into an acoustical output signal. This 
document describes only physical measurements that assess the transfer behaviour of the 
DUT between an arbitrary analogue or digital input signal and the acoustical output at any 
point in the near and far field of the system. This includes operating the DUT in both the small 
and large signal domains. The influence of the acoustical boundary conditions of the target 
application (e.g. car interior) can also be considered in the physical evaluation of the sound 
system. This document does not assess the perception and cognitive evaluation of the 
reproduced sound and the impact of perceived sound quality. 

NOTE Some measurement methods defined in this document can be applied to headphones, headsets, 
earphones and earsets in accordance with [1]1. This document does not apply to microphones and other sensors. 
This document does not require access to the state variables (voltage, current) at the electrical terminals of the 
transducer. Sensitivity, electric input power and other characteristics based on the electrical impedance will be 
described in a separate future standard document, IEC 60268-22, dedicated to electrical and mechanical 
measurements. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document (including 
any amendments) applies. 

IEC 60263, Scales and sizes for plotting frequency characteristics and polar diagrams 

IEC 60268-1, Sound system equipment – Part 1: General 

IEC 60268-2:1987, Sound system equipment – Part 2: Explanation of general terms and 
calculation methods 

IEC 61094-4, Measurement microphones – Part 4: Specifications for working standard 
microphones 

IEC 61260-1, Electroacoustics – Octave-band and fractional-octave-band filters – Part 1: 
Specifications 

ISO 3, Preferred numbers – Series of preferred numbers 

ISO 3741:2010, Acoustics – Determination of sound power levels and sound energy levels of 
noise sources using sound pressure – Precision methods for reverberation test rooms 

___________ 
1  Numbers in square brackets refer to the Bibliogaphy. 
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ISO 3744, Acoustics – Determination of sound power levels and sound energy levels of noise 
sources using sound pressure – Engineering methods for an essentially free field over a 
reflecting plane 

ISO 3745, Acoustics – Determination of sound power levels and sound energy levels of noise 
sources using sound pressure – Precision methods for anechoic rooms and hemi-anechoic 
rooms  

CTA 2034-A, Standard Method of Measurement for In-Home Loudspeakers, Consumer 
Technology Association (Formerly CEA), 02/01/2015 

CTA 2010-B, Standard Method of Measurement for Powered Subwoofers, standard by 
Consumer Technology Association (Formerly CEA), 11/28/2014 

3 Terms, definitions and abbreviated terms 

3.1 Terms and definitions 

No terms and definitions are listed in this document. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.2 Abbreviated terms 
DUT device under test 

4 Type description 

The type description shall be provided by the manufacturer, including the following 
information: 

• type, principles and number of the transducers used in the loudspeaker system; 

• acoustical loading (e.g. enclosure, horn, bass reflex, column, line array); 

• power amplification; 

• DSP processing (e.g. equalizer, active protection). 

5 Physical characteristics 

5.1 Marking of terminals and controls 

The terminals and controls shall be marked in accordance with IEC 60268-1 and IEC 60268-2. 

5.2 Dimensions 

The outer dimensions of the DUT shall be specified. 

5.3 Mass 

The total mass of the DUT when ready for use shall be specified. 
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5.4 Connectors and cable assemblies 

Cable assemblies and connectors shall be in accordance with IEC 60268-11 and 
IEC 60268-12. 

NOTE In some circumstances, the connectors that are currently standardized are unsuitable and the use of other 
types is unavoidable. 

6 Design data 

Further design data shall be specified as additional information such as: 

• type of transducer principle; 

• number of transducers (drive units); 

• digital processing of the audio signal (equalization, linearization, active protection). 

7 Conditions 

7.1 Rated conditions 

For convenience, this document specifies how sound system equipment shall be set up for 
measurement. Normal measuring conditions are defined in this document. To obtain the 
actual conditions for measurement, some values (known as "rated conditions") shall be taken 
from the manufacturer's specification. 

These rated conditions are not subject to measurement, but they constitute the basis for 
performing the measurements to determine the other characteristics. 

The following rated conditions are of this type, and shall be stated by the manufacturer: 

• rated maximum sound pressure output or maximum input value; 

• rated frequency range; 

• geometrical conditions as per 10.1; 

• ambient conditions as per Clause 15. 

7.2 Climatic conditions 

IEC 60268-1 states that tests should be carried out in the following environment in order to 
prevent the influence of temperature and humidity that can affect the properties of the drive 
unit suspensions [2]: 

• ambient temperature Tnorm: 15 °C to 35 °C; 

• relative humidity: 25 % to 75 %; 

• air pressure: 86 kPa to 106 kPa. 

7.3 Normal measuring conditions 

The DUT shall be understood to be under normal measuring conditions if all the following 
conditions are defined: 

a) The DUT to be measured is mounted in accordance with Clause 13; 
b) The acoustical environment is specified and selected from those given in Clause 9; 
c) Unwanted acoustical signals, electrical signals, and noise generated by other sources 

shall be kept at the lowest levels possible because their presence may obscure low-level 
signals. Data related to signals, which are less than 20 dB above the noise level in the 
frequency band being considered, shall be discarded or marked as corrupted by noise; 

Full document details: BS EN IEC 60268-21:2018

https://doi.org/10.3403/00322206U
https://doi.org/10.3403/00121026U
https://doi.org/10.3403/00167897U
http://www.avadocuments.com/doc/bs-en-iec-60268-21-2018
http://www.avadocuments.com/doc/bs-en-iec-60268-21-2018


 – 14 – IEC 60268-21:2018  IEC 2018 

d) The DUT is positioned with respect to the measuring microphone and the walls in 
accordance with Clause 10; 

e) The DUT is acclimatized to the ambient condition in accordance with IEC 60268-1 or the 
DUT has a defined working temperature that is typical for the target application and 
determined by measuring the compression in accordance with 19.4; 

NOTE The influence of the ambient atmospheric condition on acoustic measurements is discussed in greater 
detail in [3]. 

f) Additional cooling periods are required between successive tests if compression 
C > 0,5 dB in accordance with 19.4; 

g) The DUT is supplied with a test signal with specified properties (spectrum, duration, etc.) 
in accordance with Clause 8 at a specified RMS input value u~  for the rated frequency 
range in accordance with Clause 16; 

h) Attenuators, equalizers, dynamics or any other active control elements, shall be set to 
their "normal" position as stated by the manufacturer. If other positions are chosen, for 
example, those providing a maximally flat frequency response or minimum attenuation, 
they shall be specified; 

i) Measuring equipment suitable for determining the wanted characteristics is connected in 
accordance with Clause 11. 

8 Test signals 

8.1 General 

Some measurements can be performed by using any audio signal x(t) as an input signal 
(stimulus) applied to the electro-acoustical device under test (DUT) while other measurement 
techniques use the test signals outlined in 8.2 to 8.9. 

8.2 Sinusoidal chirp 

The transient sinusoidal chirp (gliding tone, sweep) is defined as 

( )( ) ( ( )) 2 ( )c 2 cosx t A f t f t tπ=  

with the amplitude A(f(t)) depending on the instantaneous frequency 

( ) 0start s2 tf t f t Tβ= ≤ ≤  

varying logarithmically with time from the starting frequency fstart to the end frequency fend 
during sweep length Ts, which is 0,2 s < Ts < 10 s typically. The sweep rate parameter 

end
2

s start

1 log f
T f

β
 

=  
   

describes the time required for doubling the instantaneous frequency. 

A constant value can be applied to the amplitude A(f(t)) but an amplitude varying with 
frequency can be used to protect the DUT in particular frequency bands. Ultra-fast 
measurements, as sometimes required in end-of-line testing, require other chirp signals where 
also the sweep rate β(f) of the instantaneous sinusoidal signal varies with frequency f. The 
varying rate profile can be used to realize a desired power density spectrum of the stimulus 
and provide sufficient accuracy for the frequency band of interest and a desired peak value of 
the signal xc(t). 

Full document details: BS EN IEC 60268-21:2018

https://doi.org/10.3403/00167897U
http://www.avadocuments.com/doc/bs-en-iec-60268-21-2018
http://www.avadocuments.com/doc/bs-en-iec-60268-21-2018


IEC 60268-21:2018  IEC 2018 – 15 –  

8.3 Steady-state single-tone signal 

The electro-acoustical system is excited by a single tone 

( )( ) P M
s 1 P M

1
2cos 2 0 N N

x t f t t T T
f

π
+

= ≤ ≤ + =  

of defined frequency f1. The pre-excitation time TP = NP/f1 corresponding with a number of 
periods NP > 5 is required to generate the steady-state condition of the electro-acoustical 
system. The measurement time 

M
M

1

NT
f

=  

with a number of periods NM ≥ 1 is recommended for temporal averaging and time-discrete 
signal processing. 

8.4 Steady-state two-tone signal 

The electro-acoustical system is excited by two tones 

( ) ( )( )( ) ( )t 1 1 2 2 P M 2  2
1 2

2 cos 2 cos 2 0x t A f t A f t t T T
A A

π π= + ≤ ≤ +
+

 

of defined frequencies f1 < f2 and amplitude scaling A1 and A2. The pre-excitation time 
TP = NP/f1 corresponding with a minimal number of repetitions NP > 5 is required to generate 
the steady-state condition of the DUT. The measurement time 

M
M

1 2
1HzNT

f f
=  

corresponding with a given number of repetitions NM ≥ 1 is comprised of an integer number of 
periods of both tones. This is recommended for temporal averaging and time-discrete signal 
processing. 

8.5 Sparse multi-tone complex 

The multi-tone complex defined by 

( ) ( )
2

2( )
( )

m P M
0

0

cos 2 0
N

i i iN
i

i
i

x t A f f t t T T
A f

π ϕ
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=
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∑

 

comprises a multitude of (N + 1) sinusoidal tones with amplitude A(fi) at logarithmically spaced 
frequencies 

( )/int 2 ,...,b 0 with 0i R
if f T f i N= ⋅ ⋅ =  

between the lowest tone f0 and the highest tone fN at multiples of the base frequency fb. The 
base frequency fb defined by 
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s
b

FT

1 f
f

T N
= =  

corresponds to the minimal length T of the multi-tone complex, sampling frequency fs and the 
size NFT of the Fourier transform (DFT or FFT) to avoid a smearing of the fundamental tones 
over multiple frequency bins. 

The resolution parameter R describes the number of tones per octave. The tones have a 
pseudo-random phase 

,...,2 for 0i in i N
m
πφ = =  

with 

( ) ,...,1 mod for 1i i mn an c i N−= + =  

generating a deterministic waveform of the stimulus [4]. 

NOTE The phases of the low-frequency tones determine the waveform of the voice coil displacement, which has a 
high impact on the nonlinear distortion generated by motor and suspension nonlinearities. 

The modulus parameter m is usually defined by the digital word size used. The other free 
parameters a, c and the start value n0 (seed) shall be positive and smaller than m. Modifying 
these parameters affects the randomness of the generated phases and thus the crest factor of 
the resulting time signal. The crest factor may be optimized for a specific frequency range, 
signal length and resolution. Reasonable default values are a = 843 314 861, c = 453 816 693, 
m = 231 and n0 = 0. If other parameters are used, they shall be stated. 

The modulo computation shall be done exactly with no round-off error. For the given 
parameters, this can be achieved by using data type 32-bit unsigned integer. 

The pre-excitation time TP with 0,5 T < TP < T is required to ensure steady-state condition of 
the electro-acoustical system under test. The measurement time TM = NMT with an integer 
number of repetitions NM ≥ 1 is recommended for temporal averaging and Fourier analysis. 

8.6 Broadband noise signal 

As defined in IEC 60268-2:1987, 1.4. 

8.7 Narrow-band noise signal 

As defined in IEC 60268-2:1987, 1.4. 

8.8 Hann-burst signal 

The Hann-burst signal, 

0
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is defined as the time product between a continuous sine wave of frequency f0 and an Hann 
window of 6,5 cycles in length, generating a bandwidth of one third of an octave [5]. 

8.9 Impulsive signal 

As defined in IEC 60268-2. 

9 Acoustical environment 

9.1 General 

Acoustical measurements shall be made under one of the conditions in the following 
subclauses. The acoustical environment used for testing shall be stated. 

9.2 Free-field conditions 

Acoustical conditions that approach those of free space may be used. Any environment shall 
be considered satisfactory when the reflected sound components are sufficiently suppressed 
to ensure an accuracy of ±0,5 dB and ±10° in the measured sound pressure amplitude and 
phase values at the specified frequency, respectively. If the environment (e.g. anechoic room 
at low frequencies) does not fulfil these free-field conditions over the rated frequency range of 
the measurement, the manufacturer shall state the valid frequency range. 

The amplitude response may be corrected in accordance with 19.5 if the free-field conditions 
are not fulfilled. The correction applied, if any, shall be stated. 

9.3 Half-space, free-field conditions 

Acoustical conditions in which the free field, according to 9.2, exists in a half-space may be 
used [6]. These conditions shall be satisfactorily met with a reflecting plane of sufficient size. 
Reflections of the radiated sound on other reflecting surfaces (e.g. walls) shall be sufficiently 
suppressed to ensure an accuracy of ±0,5 dB and ±10° in the measured sound pressure 
amplitude and phase values at the specified frequency. If the environment (for example, 
anechoic room at low frequencies) does not fulfil these free-field conditions over the entire 
rated frequency range of the measurement, the manufacturer shall state the valid frequency 
range. 

9.4 Simulated free-field conditions 

The acoustical conditions of any environment (e.g. non-anechoic room) shall be satisfactory if 
the direct sound radiated by the DUT is separated from the room reflections by using 
measurement techniques such as gating of the impulse response [7], wave separation [8], or 
acoustical holography [9]. These measurement techniques shall ensure an accuracy of 
±0,5 dB and ±10° in the measured sound pressure amplitude and phase values at the 
specified frequency. The frequency resolution ∆f = 1/T, where T is the effective or truncated 
length of the impulse response where the simulated free-field conditions are fulfilled, and any 
other limitations that impair the measurement results, shall be stated. 

NOTE The gating technique truncates the impulse response, which reduces frequency resolution. Extending the 
length of the truncated impulse response by zero padding increases resolution virtually but provides no additional 
information. 

9.5 Half-space simulated free-field conditions 

Acoustical conditions, in accordance with 9.4, where the device under test is mounted in a 
reflecting plane of sufficient size. 
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9.6 Diffuse sound field conditions 

Diffuse sound field conditions for measurements using pink noise and 1/3 octave band 
analysis, as defined and specified in ISO 3741, may be used. The lower limiting frequency 
shall be determined as specified in ISO 3741:2010, Appendix A. 

9.7 Target application conditions 

Acoustical conditions that correspond with the final target application of the device under test 
(for example, sound system mounted in a car). 

10 Positioning of the DUT 

10.1 Rated geometrical conditions 

10.1.1 General 

As illustrated in Figure 1, the position and the orientation of the DUT shall be stated using the 
reference plane with normal vector nref, the reference point rref, the reference axis and the 
orientation vector oref. In addition, the evaluation point and the evaluation distance shall be 
stated as illustrated in Figure 2. 

 

Figure 1 – Rated conditions used to describe the position of 
the DUT in the coordinate system 

10.1.2 Reference plane and normal vector 

The reference plane with the normal vector nref shall be used to define the reference axis and 
the reference point rref. The normal vector nref also defines the polar angle θ = 0 in spherical 
coordinates. 

NOTE For symmetrical structures, the reference plane is usually parallel to the radiating surface or to a plane 
defining the front of the DUT. For asymmetrical structures, the reference plane can be better indicated by means of 
a diagram. 

10.1.3 Reference point 

A point on the reference plane. The position of the reference point rref shall be specified by 
the manufacturer. 

NOTE For symmetrical structures, reference point rref is usually the point of axial symmetry of the radiator within 
the reference plane; for asymmetrical structures, the reference point can be better indicated by means of a diagram. 
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For directional measurements performing a rotation of the DUT, the reference point is identical to the point of 
rotation (POR) and usually chosen close to or identical to the centre of gravity (COG) of the DUT. 

10.1.4 Reference axis 

The line that passes through the reference plane at the reference point; its direction shall be 
specified by the manufacturer. The reference axis shall be used as the zero reference axis for 
directional and frequency response measurements. 

10.1.5 Orientation vector 

The orientation vector oref defines the orientation of the sound system within the reference 
plane and the direction of azimuthal angle φ = 0 in spherical coordinates. The preferred 
orientation vector places the reference point rref at the origin O of the coordinate system, 
pointing the normal vector nref of the reference plane into the z-direction where the polar 
angle θ = 0 and turning the audio system in such a way that the orientation vector oref (e.g. top 
of the enclosure) points into the x-direction as illustrated in Figure 2. By doing this, the 
relationship between spherical and Cartesian coordinates can be expressed as 

cos sin sin sin cosx y z x y zxe ye ze r e r e r eφ θ φ θ θ= + + = + +
     

r  

 

Figure 2 – Recommended position and orientation of the DUT 

10.1.6 Evaluation point 

The evaluation point re specified by the manufacturer is the position where the rated 
maximum sound pressure level SPLmax is determined. The evaluation point re shall be on the 
reference axis. 

The evaluation point is a particular measurement point, which is required for the calibration of 
the maximum input value umax and the maximum output level SPLmax in accordance with 
Clause 17 and Clause 18. 

10.1.7 Evaluation distance 

The evaluation distance re = | re – rref | is the distance between the evaluation point re and 
the reference point rref. 
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NOTE The evaluation distance re depends on the size of the DUT, typically 1 m but shorter for micro-speakers 
and larger for line arrays. 

Ideally, the evaluation distance places the evaluation point in the far field of the DUT (see 
10.2.1). 

10.2 Measuring distance between DUT and microphone 

10.2.1 Far-field conditions 

Measurements under free-field and half-space conditions shall ideally be carried out in the far 
field of the DUT at a distance r > rfar where the sound pressure decreases with the distance r 
according to the 1/r law. The location in the far field is determined when the following three 
conditions [10] are fulfilled: 

1) the distance r is much larger than the geometrical dimension d of the DUT, 
2) the distance r is much larger than the wavelength λ, 
3) the ratio between distance r and dimension d is much larger than the ratio between 

dimension d and wavelength λ (r/d >> d/λ). 

However, in practice, limitations of the measuring environment (e.g. room size [9]) and the 
effects of the background noise set an upper limit to the distance r that can be used. 

Measurements under simulated free-field conditions shall be made with the microphone and 
DUT positioned within the measuring environment so that the time required for the unwanted 
first reflection to reach the microphone is maximized. 

If the measurement space is an anechoic chamber, attention shall be paid to reflections from 
wedge tips, flooring, DUT supports and microphone supports. 

Errors from these sources shall not exceed ±0,5 dB and ±10° in the measured sound pressure 
amplitude and phase at any frequency within the frequency range of measurement. 

10.2.2 Near-field conditions 

10.2.2.1 General 

Except under special conditions as per 10.2.2.2, the sound pressure in the near field can only 
be measured by using holographic techniques [9]. In addition, valid far-field information can 
only be calculated from near-field data by using holographic methods. 

The advantages of measurements in the near field [11] are as follows: 

• maximize time available before first reflections; 

• maximize the direct sound pressure. 

The main advantage of holographic techniques is to allow large DUTs to be measured in small 
rooms [4]. 

10.2.2.2 Extrapolation technique for monopoles 

The extrapolation technique developed by Keele [12] provides reliable far field information at 
low frequencies based on a single near-field measurement if the woofers are mounted in a 
sealed enclosure and the sound field is omnidirectional. 

10.2.3 Diffuse field conditions 

The position and orientation of the DUT and microphone with respect to the walls shall be 
described by means of a diagram appended to the measurement results. 
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An arrangement for the simultaneous movement of the DUT and the microphone is permitted 
for the evaluation of the power delivered by the loudspeaker in accordance with the method 
described in 20.4. The microphone system and nearest microphone position shall meet the 
requirements of ISO 3741. 

10.2.4 Target application condition 

The position and orientation of the DUT and microphone with respect to the target 
environment (e.g. car interior, artificial ear) shall be described by means of a diagram 
appended to the measurement results. 

The acoustical properties of the boundaries shall be described by using area-averaged 
random-incidence energy absorption coefficients [13]. 

11 Measurement equipment and test results 

Measurements in free-field conditions shall be made using a WS2F or WS3F free-field 
microphone as per IEC 61094-4. For measurements under diffuse-field conditions, a WS3P 
pressure microphone or a WS2P pressure microphone with diffuse field correction shall be 
used. 

Graphical results shall conform to one of the preferred aspect ratios in IEC 60263. 

Frequency data, if provided in addition to the graphs, shall be at the R40 preferred 
frequencies specified in ISO 3, unless otherwise stated. 

12 Accuracy of the acoustical measurement 

12.1 General 

Probable error sources in both the instrumentation and measuring environment shall be 
identified, quantified and their contribution specified. Uncertainties in the position and 
calibration of the microphone shall be stated (see 12.2). This information shall be included 
with the test report. 

NOTE Techniques for quantifying acoustic measurement tolerances are discussed in [14]. Working with two 
microphones located at different positions (or distances) can be used to check the possible errors in the 
measurement setup. 

12.2 Measurement uncertainty 

The measurement uncertainty is composed of several factors: 

• uncertainty of the test equipment used, such as sound generator, level meters, measuring 
microphones, etc.; 

• tolerances of the mechanical coupling or mounting; 

• the sound field or test environment; 

• positioning the DUT in the test space. 

Given knowledge of the aforementioned factors, the measurement uncertainty can, in general, 
be determined [15]. For more information, see Annex A. 

NOTE It is good practice to validate the measurement uncertainty by comparing measurement results with those 
from an accredited test laboratory. For the evaluation of the sound pressure output generated by loudspeakers, 
Annex A gives an example of an uncertainty budget calculation. For additional information, see ISO/IEC Guide 98-3 
[15]. 
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