
BSI Standards Publication

Low-voltage fuses

Part 1: General requirements

BS EN IEC 60269‑1:2025

Full document details: BS EN IEC 60269-1:2025

http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025


EUROPEAN STANDARD 

NORME EUROPÉENNE 

EUROPÄISCHE NORM 

EN IEC 60269-1 

April 2025 

ICS 29.120.50 Supersedes EN 60269-1:2007; EN 60269-
1:2007/A1:2009; EN 60269-1:2007/A2:2014 

English Version 

Low-voltage fuses - Part 1: General requirements 
(IEC 60269-1:2024) 

Fusibles basse tension - Partie 1: Exigences générales 
(IEC 60269-1:2024) 

Niederspannungssicherungen - Teil 1: Allgemeine 
Anforderungen 

(IEC 60269-1:2024) 

This European Standard was approved by CENELEC on 2024-10-16. CENELEC members are bound to comply with the CEN/CENELEC 
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration. 

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC 
Management Centre or to any CENELEC member.  

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation 
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the 
same status as the official versions. 

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, the Czech Republic, 
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, the 
Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, 
Türkiye and the United Kingdom. 

European Committee for Electrotechnical Standardization 
Comité Européen de Normalisation Electrotechnique 

Europäisches Komitee für Elektrotechnische Normung 

CEN-CENELEC Management Centre: Rue de la Science 23,  B-1040 Brussels 

© 2025 CENELEC All rights of exploitation in any form and by any means reserved worldwide for CENELEC Members. 

Ref. No. EN IEC 60269-1:2025 E 

National foreword

This British Standard is the UK implementation of 
EN IEC 60269‑1:2025. It is identical to IEC 60269‑1:2024. It supersedes 
BS EN 60269‑1:2007+A2:2014, which will be withdrawn on 
30 April 2028.

The UK participation in its preparation was entrusted to Technical 
Committee PEL/32, Fuses.

A list of organizations represented on this committee can be obtained on 
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no 
representation, warranty, assurance or undertaking (express or 
implied) is or will be made, and no responsibility or liability is or will be 
accepted by BSI in relation to the adequacy, accuracy, completeness or 
reasonableness of this publication. All and any such responsibility and 
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the 
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with 
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are 
responsible for its correct application.

© The British Standards Institution 2025 
Published by BSI Standards Limited 2025

ISBN 978 0 539 12090 5

ICS 29.120.50

Compliance with a British Standard cannot confer immunity from 
legal obligations.

This British Standard was published under the authority of the 
Standards Policy and Strategy Committee on 30 April 2025.

Amendments/corrigenda issued since publication

Date Text affected

BRITISH STANDARD

Full document details: BS EN IEC 60269-1:2025

https://doi.org/10.3403/BSEN60269?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025


EUROPEAN STANDARD 

NORME EUROPÉENNE 

EUROPÄISCHE NORM 

EN IEC 60269-1 

April 2025 

ICS 29.120.50 Supersedes EN 60269-1:2007; EN 60269-
1:2007/A1:2009; EN 60269-1:2007/A2:2014 

English Version 

Low-voltage fuses - Part 1: General requirements 
(IEC 60269-1:2024) 

Fusibles basse tension - Partie 1: Exigences générales 
(IEC 60269-1:2024) 

Niederspannungssicherungen - Teil 1: Allgemeine 
Anforderungen 

(IEC 60269-1:2024) 

This European Standard was approved by CENELEC on 2024-10-16. CENELEC members are bound to comply with the CEN/CENELEC 
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration. 

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC 
Management Centre or to any CENELEC member.  

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation 
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the 
same status as the official versions. 

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, the Czech Republic, 
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, the 
Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, 
Türkiye and the United Kingdom. 

European Committee for Electrotechnical Standardization 
Comité Européen de Normalisation Electrotechnique 

Europäisches Komitee für Elektrotechnische Normung 

CEN-CENELEC Management Centre: Rue de la Science 23,  B-1040 Brussels 

© 2025 CENELEC All rights of exploitation in any form and by any means reserved worldwide for CENELEC Members. 

Ref. No. EN IEC 60269-1:2025 E 

Full document details: BS EN IEC 60269-1:2025

http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025


EN IEC 60269-1:2025 (E) 

European foreword 

The text of document 32B/748/FDIS, future edition 5 of IEC 60269-1, prepared by SC 32B "Low-
voltage fuses" of IEC/TC 32 "Fuses" was submitted to the IEC-CENELEC parallel vote and approved 
by CENELEC as EN IEC 60269-1:2025. 

The following dates are fixed: 

• latest date by which the document has to be implemented at national
level by publication of an identical national standard or by endorsement

(dop) 2026-04-30 

• latest date by which the national standards conflicting with the
document have to be withdrawn

(dow) 2028-04-30 

This document supersedes EN 60269-1:2007 and all of its amendments and corrigenda (if any). 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.  

Any feedback and questions on this document should be directed to the users’ national committee. A 
complete listing of these bodies can be found on the CENELEC website. 

Endorsement notice 

The text of the International Standard IEC 60269-1:2024 was approved by CENELEC as a European 
Standard without any modification. 

In the official version, for Bibliography, the following notes have to be added for the standard indicated: 

IEC 60038:2009 NOTE Approved as EN 60038:2011 

IEC 60127-2 NOTE Approved as EN 60127-2 

IEC 60228:2023 NOTE Approved as EN IEC 60228:2024 (not modified) 

IEC 60269-4 NOTE Approved as EN 60269-4 

IEC 60269-6 NOTE Approved as EN 60269-6 

IEC 60269-7 NOTE Approved as EN IEC 60269-7 

IEC 60695-2-10 NOTE Approved as EN IEC 60695-2-10 

IEC 60947-3 NOTE Approved as EN IEC 60947-3 

Full document details: BS EN IEC 60269-1:2025

https://doi.org/10.3403/00608186U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30244385?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02338125U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/00186125U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30195382U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02276304U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025


EN IEC 60269-1:2025 (E) 

Annex ZA 
(normative) 

Normative references to international publications 
with their corresponding European publications 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) 
applies.  

NOTE 1   Where an International Publication has been modified by common modifications, indicated by (mod), 
the relevant EN/HD applies.  

NOTE 2   Up-to-date information on the latest versions of the European Standards listed in this annex is available 
here: www.cencenelec.eu. 

Publication Year Title EN/HD Year 

IEC 60269-2 (mod) 2013 Low-voltage fuses - Part 2: Supplementary 
requirements for fuses for use by authorized 
persons (fuses mainly for industrial 
application) - Examples of standardized 
systems of fuses A to K 

HD 60269-2 2013 

IEC 60529 - Degrees of protection provided by enclosures
(IP Code) 

EN 60529 - 

IEC 60584-1 2013 Thermocouples - Part 1: EMF specifications 
and tolerances 

EN 60584-1 2013 

IEC 60617 - Standard data element types with associated
classification scheme for electric components
- Part 4: IEC reference collection of standard 
data element types and component classes

- - 

IEC 60664-1 1992 Insulation coordination for equipment within 
low-voltage systems - Part 1: Principles, 
requirements and tests 

- - 

+ A1 2000 - - 

+ A2 2002 - - 

Full document details: BS EN IEC 60269-1:2025

https://www.cencenelec.eu/
https://doi.org/10.3403/02644202U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/00013268U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/00755503U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02820427U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02109898U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025


 – 2 – IEC 60269-1:2024 © IEC 2024 

CONTENTS 

FOREWORD ........................................................................................................................... 7 
1 Scope .............................................................................................................................. 9 
2 Normative references ...................................................................................................... 9 
3 Terms and definitions .................................................................................................... 10 

3.1 Fuses and their component parts .......................................................................... 10 
3.2 General terms ....................................................................................................... 12 
3.3 Characteristic quantities ....................................................................................... 14 

4 Conditions for operation in service ................................................................................. 17 
4.1 General ................................................................................................................. 17 
4.2 Ambient air temperature (Ta) ................................................................................ 18 
4.3 Altitude ................................................................................................................. 18 
4.4 Atmospheric conditions ......................................................................................... 18 
4.5 Voltage ................................................................................................................. 18 
4.6 Current ................................................................................................................. 18 
4.7 Frequency, power factor and time constant ........................................................... 18 

4.7.1 Frequency ..................................................................................................... 18 
4.7.2 Power factor .................................................................................................. 19 
4.7.3 Time constant (τ) ........................................................................................... 19 

4.8 Conditions of installation ....................................................................................... 19 
4.9 Utilization class ..................................................................................................... 19 
4.10 Selectivity of fuse-links ......................................................................................... 19 

5 Classification ................................................................................................................. 19 
6 Characteristics of fuses ................................................................................................. 19 

6.1 Summary of characteristics ................................................................................... 19 
6.1.1 General ......................................................................................................... 19 
6.1.2 Fuse-holders ................................................................................................. 19 
6.1.3 Fuse-links ...................................................................................................... 20 
6.1.4 Complete fuses .............................................................................................. 20 

6.2 Rated voltage ....................................................................................................... 20 
6.3 Rated current ........................................................................................................ 21 

6.3.1 Rated current of the fuse-link ......................................................................... 21 
6.3.2 Rated current of the fuse-holder .................................................................... 21 

6.4 Rated frequency (see 7.1 and 7.2) ........................................................................ 21 
6.5 Rated power dissipation of a fuse-link and rated acceptable power 

dissipation of a fuse-holder. .................................................................................. 21 
6.6 Limits of time-current characteristics ..................................................................... 21 

6.6.1 General ......................................................................................................... 21 
6.6.2 Time-current characteristics, time-current zones ............................................ 21 
6.6.3 Conventional times and currents .................................................................... 22 
6.6.4 Gates ............................................................................................................ 22 

6.7 Breaking range and breaking capacity .................................................................. 23 
6.7.1 Breaking range and utilization category ......................................................... 23 
6.7.2 Rated breaking capacity ................................................................................ 24 

6.8 Cut-off current and I2t characteristics ................................................................... 24 
6.8.1 General ......................................................................................................... 24 
6.8.2 Cut-off current characteristics ........................................................................ 24 

Full document details: BS EN IEC 60269-1:2025

http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025


IEC 60269-1:2024 © IEC 2024 – 3 –   

6.8.3 I2t characteristics .......................................................................................... 24 
7 Markings........................................................................................................................ 24 

7.1 General ................................................................................................................. 24 
7.2 Markings of fuse-holders ....................................................................................... 25 
7.3 Markings of fuse-links ........................................................................................... 25 

8 Standard conditions for construction .............................................................................. 25 
8.1 Mechanical design ................................................................................................ 25 

8.1.1 Replacement of fuse-links .............................................................................. 25 
8.1.2 Connections, including terminals ................................................................... 25 
8.1.3 Fuse-contacts ................................................................................................ 26 
8.1.4 Construction of a gauge-piece ....................................................................... 26 
8.1.5 Mechanical strength of the fuse-link ............................................................... 26 

8.2 Insulating properties and suitability for isolation .................................................... 26 
8.3 Temperature rise, power dissipation of the fuse-link and acceptable power 

dissipation of a fuse-holder ................................................................................... 27 
8.4 Operation .............................................................................................................. 27 
8.5 Breaking capacity ................................................................................................. 28 
8.6 Cut-off current characteristic ................................................................................. 28 
8.7 I2t characteristics ................................................................................................. 29 
8.8 Overcurrent selectivity of fuse-links ...................................................................... 29 
8.9 Protection against electric shock ........................................................................... 30 

8.9.1 General ......................................................................................................... 30 
8.9.2 Clearances and creepage distances .............................................................. 30 
8.9.3 Leakage currents of fuses suitable for isolation ............................................. 31 
8.9.4 Additional constructional requirements for fuse holders for linked fuse-

carriers, suitable for isolation ......................................................................... 31 
8.10 Resistance to heat ................................................................................................ 32 
8.11 Mechanical strength .............................................................................................. 32 
8.12 Resistance to corrosion ........................................................................................ 32 

8.12.1 General ......................................................................................................... 32 
8.12.2 Resistance to rusting ..................................................................................... 32 
8.12.3 Resistance to season cracking ...................................................................... 32 

8.13 Resistance to abnormal heat and fire .................................................................... 32 
8.14 Electromagnetic compatibility ................................................................................ 32 

9 Tests ............................................................................................................................. 32 
9.1 Overview............................................................................................................... 32 

9.1.1 General ......................................................................................................... 32 
9.1.2 Kind of tests .................................................................................................. 33 
9.1.3 Ambient air temperature (Ta) ......................................................................... 33 
9.1.4 Condition of the fuse ...................................................................................... 33 
9.1.5 Arrangement of the fuse and dimensions ....................................................... 33 
9.1.6 Testing of fuse-links ...................................................................................... 33 
9.1.7 Testing of fuse-holders .................................................................................. 37 

9.2 Verification of the insulating properties and of the suitability for isolation .............. 38 
9.2.1 Arrangement of the fuse-holder ..................................................................... 38 
9.2.2 Verification of the insulating properties .......................................................... 38 
9.2.3 Verification of the suitability for isolation ........................................................ 39 
9.2.4 Acceptability of test results ............................................................................ 40 

Full document details: BS EN IEC 60269-1:2025

http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025


 – 4 – IEC 60269-1:2024 © IEC 2024 

9.3 Verification of temperature rise and power dissipation .......................................... 40 
9.3.1 Arrangement of the fuse ................................................................................ 40 
9.3.2 Measurement of the temperature rise ............................................................ 41 
9.3.3 Measurement of the power dissipation of the fuse-link ................................... 41 
9.3.4 Test method .................................................................................................. 41 
9.3.5 Acceptability of test results ............................................................................ 43 

9.4 Verification of operation ........................................................................................ 43 
9.4.1 Arrangement of the fuse ................................................................................ 43 
9.4.2 Ambient air temperature ................................................................................ 43 
9.4.3 Test method and acceptability of test results ................................................. 43 

9.5 Verification of the breaking capacity ...................................................................... 47 
9.5.1 Arrangement of the fuse ................................................................................ 47 
9.5.2 Characteristics of the test circuit .................................................................... 47 
9.5.3 Measuring instruments................................................................................... 48 
9.5.4 Calibration of test circuit ................................................................................ 48 
9.5.5 Test method .................................................................................................. 50 
9.5.6 Ambient air temperature ................................................................................ 52 
9.5.7 Interpretation of oscillograms ......................................................................... 52 
9.5.8 Acceptability of test results ............................................................................ 52 

9.6 Verification of the cut-off current characteristics .................................................... 53 
9.6.1 Test method .................................................................................................. 53 
9.6.2 Acceptability of test results ............................................................................ 53 

9.7 Verification of I2t characteristics and overcurrent selectivity ................................. 53 
9.7.1 Test method .................................................................................................. 53 
9.7.2 Acceptability of test results ............................................................................ 53 
9.7.3 Verification of compliance for fuse-links at 0,01 s .......................................... 53 
9.7.4 Verification of overcurrent selectivity ............................................................. 54 

9.8 Verification of the degree of protection of enclosures ............................................ 54 
9.9 Verification of resistance to heat ........................................................................... 54 
9.10 Verification of non-deterioration of contacts .......................................................... 54 

9.10.1 General ......................................................................................................... 54 
9.10.2 Arrangement of the fuse ................................................................................ 54 
9.10.3 Test method .................................................................................................. 54 
9.10.4 Acceptability of test results ............................................................................ 54 

9.11 Mechanical and miscellaneous tests ..................................................................... 55 
9.11.1 Mechanical strength....................................................................................... 55 
9.11.2 Miscellaneous tests ....................................................................................... 55 

9.12 Test of durability of markings ................................................................................ 58 
Annex A (informative)  Measurement of short-circuit power factor ......................................... 68 

Annex B (informative)  Calculation of pre-arcing I2t values for "gG", "gM" and "gU" 
fuse‑links and calculation of operating I2t values at reduced voltage .................................... 71 

B.1 Evaluation of the pre-arcing I2t value at 0,01 s ..................................................... 71 
B.2 Calculation of the value of pre-arcing I2t under the conditions of test no. 2 ........... 71 
B.3 Calculation of the value of operating I2t at reduced voltage .................................. 71 

Annex C (informative)  Calculation of cut-off current-time characteristic ................................ 72 
C.1 Overview............................................................................................................... 72 
C.2 Preliminary note .................................................................................................... 72 
C.3 Definition .............................................................................................................. 72 

Full document details: BS EN IEC 60269-1:2025

http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025


IEC 60269-1:2024 © IEC 2024 – 5 –   

C.4 Characteristic........................................................................................................ 72 
C.5 Test condition ....................................................................................................... 73 
C.6 Calculation from the measured values .................................................................. 73 

Annex D (informative)  Effect of change of ambient temperature and surroundings on 
the performance of fuse-links ................................................................................................ 76 

D.1 Effect of increase of ambient temperature ............................................................. 76 
D.1.1 On current rating ........................................................................................... 76 
D.1.2 On temperature rise ....................................................................................... 76 
D.1.3 On conventional fusing and non-fusing current (If and Inf) ............................. 76 
D.1.4 For motor starting conditions ......................................................................... 76 

D.2 Effect of decrease of ambient air temperature ....................................................... 76 
D.3 Effect of installation conditions.............................................................................. 76 

Annex E (normative)  Particular requirements for fuse-bases with screwless-type 
terminals for external copper conductors............................................................................... 77 

E.1 General ................................................................................................................. 77 
E.3 Terms and definitions ............................................................................................ 77 
E.7 Marking ................................................................................................................. 78 
E.8 Standard conditions for construction ..................................................................... 78 

E.8.1 Fixed connections including terminals ............................................................ 78 
E.8.2 Dimensions of connectable conductors .......................................................... 78 
E.8.3 Connectable cross-sectional areas ................................................................ 79 
E.8.4 Insertion and disconnecting of conductors ..................................................... 79 
E.8.5 Design and construction of terminals ............................................................. 79 
E.8.6 Resistance to ageing ..................................................................................... 80 

E.9 Tests .................................................................................................................... 80 
E.9.1 Test of reliability of terminals ......................................................................... 80 
E.9.2 Tests of reliability of terminals for external conductors: mechanical 

strength ......................................................................................................... 80 
E.9.3 Cycling test.................................................................................................... 81 

Bibliography .......................................................................................................................... 84 
 
Figure 1 – Diagram illustrating the means of verification of the time-current 
characteristic, using the results of the tests at the "gate" currents (example) ........................ 59 
Figure 2 – Overload curve and time-current characteristic for "a" fuse-links .......................... 60 
Figure 3 – Time-current zone for aM fuses ............................................................................ 61 
Figure 4 – General presentation of the cut-off characteristics for a series of AC 
fuse‑links .............................................................................................................................. 62 
Figure 5 – Typical diagram of the circuit used for breaking capacity test (see 9.5) ................ 63 
Figure 6 – Interpretation of oscillograms taken during the AC breaking-capacity tests 
(see 9.5.7) ............................................................................................................................ 64 
Figure 7 – Interpretation of oscillograms taken during the DC breaking-capacity tests 
(see 9.5.7) ............................................................................................................................ 65 
Figure 8 – Glow-wire and position of the thermocouple ......................................................... 66 
Figure 9 – Test apparatus (example) .................................................................................... 67 
Figure A.1 – Determination of circuit-impedance for calculation of power factor in 
accordance with method I ..................................................................................................... 70 
Figure C.1 – Cut-off current characteristic as a function of actual pre-arcing time ................. 75 
Figure E.1 – Connecting samples ......................................................................................... 82 

Full document details: BS EN IEC 60269-1:2025

http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025


 – 6 – IEC 60269-1:2024 © IEC 2024 

Figure E.2 – Examples of terminals ....................................................................................... 83 
 
Table 1 – Standard values of AC rated voltages for fuses ..................................................... 20 
Table 2 – Preferred values of DC rated voltages for fuses .................................................... 20 
Table 3 – Conventional time and current for "gG", and "gM" fuse-links .................................. 22 

Table 4 – Gates for specified pre-arcing times of "gG" and "gM" fuse-linksa .......................... 23 
Table 5 – Gates for "aM ' fuse-links (all rated currents) ......................................................... 23 
Table 6 – Temperature rise limits ∆T = (T – Ta) for terminals ................................................ 27 

Table 7 – Maximum arc voltage ............................................................................................ 28 

Table 8 – Pre-arcing I2t values at 0,01 s for "gG" and "gM" fuse-links .................................. 29 
Table 9 – Rated impulse withstand voltage ........................................................................... 30 
Table 10 – Minimum clearances in air ................................................................................... 30 
Table 11 – Minimum creepage distances .............................................................................. 31 
Table 12 – Survey of complete tests on fuse-links and number of fuse-links to be 
tested ................................................................................................................................... 35 
Table 13 – Survey of tests on fuse-links of smallest rated current of homogeneous 
series and number of fuse-links to be tested ......................................................................... 36 
Table 14 – Survey of tests on fuse-links of rated currents between the largest and the 
smallest rated current of a homogeneous series and number of fuse-links to be tested ......... 37 
Table 15 – Survey of complete tests on fuse-holders  and number of fuse-holders to be 
tested ................................................................................................................................... 37 
Table 16 – Test voltage ........................................................................................................ 39 
Table 17 – Test voltage across the poles for the verification of the suitability for 
isolation ................................................................................................................................ 40 
Table 18 – Cross-sectional area of copper conductors for tests corresponding to 
Subclauses 9.3 and 9.4......................................................................................................... 42 
Table 19 – Cross-section areas of the copper conductors for the test of "aM" fuses .............. 45 
Table 20 – Table for test in Subclause 9.4.3.5 ...................................................................... 46 
Table 21 – Values for breaking-capacity tests on AC fuses ................................................... 49 
Table 22 – Values for breaking-capacity tests on DC fuses ................................................... 50 
Table E.1 – Connectable conductors ..................................................................................... 79 
Table E.2 – Cross-sections of copper conductors connectable to terminals ........................... 79 
Table E.3 – Pull forces .......................................................................................................... 81 

 

  

Full document details: BS EN IEC 60269-1:2025

http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025


IEC 60269-1:2024 © IEC 2024 – 7 –   

INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
LOW-VOLTAGE FUSES –  

 
Part 1: General requirements 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) IEC draws attention to the possibility that the implementation of this document may involve the use of (a) 
patent(s). IEC takes no position concerning the evidence, validity or applicability of any claimed patent rights in 
respect thereof. As of the date of publication of this document, IEC had not received notice of (a) patent(s), which 
may be required to implement this document. However, implementers are cautioned that this may not represent 
the latest information, which may be obtained from the patent database available at https://patents.iec.ch. IEC 
shall not be held responsible for identifying any or all such patent rights. 

IEC 60269-1 has been prepared by subcommittee 32B: Low-voltage fuses, of IEC technical 
committee 32: Fuses. It is an International Standard. 

This fifth edition cancels and replaces the fourth edition published in 2006, Amendment 1:2009 
and Amendment 2:2014. This edition constitutes a technical revision.  

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) New numbering, editorial corrections and normative references updated; 
b) Term "discrimination" replaced by "selectivity" and "utilization category" by "utilization 

class"; 
c) Term "fuses for authorized and unskilled persons" updated; 
d) Replacement of fuse-link added; 
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e) Standard values for AC and DC voltages updated; 
f) Rated currents 425A, 355A, and 1 600A added; 
g) Marking: requirements and tests separated to the relevant subclauses; 
h) Requirements for temperature rise limited to terminal temperature rise only; 
i) Graphic symbol for fuse-base updated, 

The text of this International Standard is based on the following documents: 

Draft Report on voting 

32B/748/FDIS 32B/756/RVD 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this International Standard is English. 

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available 
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 
described in greater detail at www.iec.ch/publications. 

IEC 60269 consists of the following parts, under the general title Low-voltage fuses: 

Part 1:  General requirements 
Part 2:  Supplementary requirements for fuses for use by authorized persons (fuses mainly 

for industrial application) – Examples of standardized systems of fuses A to I 
Part 3:  Supplementary requirements for fuses for use by unskilled persons (fuses mainly for 

household or similar application) – Examples of standardized systems of fuses A to 
F 

Part 4:  Supplementary requirements for fuse-links for the protection of semiconductor 
devices 

Part 5:  Guidance for the application of low-voltage fuses 
Part 6:  Supplementary requirements for fuse-links for the protection of solar photovoltaic 

energy systems 
Part 7: Battery Fuses 

For reasons of convenience, when a part of this publication has come from other publications, 
a remark to this effect has been inserted in the text. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, or 

• revised. 
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LOW-VOLTAGE FUSES –  
 

Part 1: General requirements 
 
 
 

1 Scope 

This part of IEC 60269 is applicable to fuses incorporating enclosed current-limiting fuse-links 
with rated breaking capacities of not less than 6 kA, intended for protecting power-frequency 
AC circuits of nominal voltages not exceeding 1 000 V or DC circuits of nominal voltages not 
exceeding 1 500 V. 

Subsequent parts of this standard, referred to herein, cover supplementary requirements for 
such fuses intended for specific conditions of use or applications. 

Fuse-links intended to be included in fuse-switch combinations according to IEC 60947-3 
should also comply with the following requirements. 

As far as not stated in subsequent parts for fuse-links, details of performance (see 3.2.4) on 
DC circuits should be stated in the manufacturer's literature. 

NOTE 1 Modifications of, and supplements to, this document required for certain types of fuses for particular 
applications – for example, certain fuses for rolling stock, or fuses for high-frequency circuits – will be covered, if 
necessary, by separate standards. 

NOTE 2 This document does not apply to miniature fuses, these being covered by IEC 60127. 

The object of this standard series is to establish the characteristics of fuses or parts of fuses 
(fuse-base, fuse-carrier, fuse-link) in such a way that they can be replaced by other fuses or 
parts of fuses having the same characteristics provided that they are interchangeable as far as 
their dimensions are concerned. For this purpose, this standard series refers in particular to 

– the following characteristics of fuses: 

• rated values; 

• insulation; 

• temperature rise in normal service; 

• power dissipation and acceptable power dissipation; 

• time/current characteristics; 

• breaking capacity; 

• cut-off current characteristics and their I2t characteristics. 
– type test for verification of the characteristics of fuses; 
– the marking of fuses. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60269-2, Low-voltage fuses – Part 2: Supplementary requirements for fuses for use by 
authorized persons (fuses mainly for industrial application) – Examples of standardized systems 
of fuses A to K 

Full document details: BS EN IEC 60269-1:2025

https://doi.org/10.3403/00001161U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02644202U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025


 – 10 – IEC 60269-1:2024 © IEC 2024 

IEC 60529, Degrees of protection provided by enclosures (IP Code) 

IEC 60584-1:2013, Thermocouples – Part 1: EMF specifications and tolerances 

IEC 60617, Graphical symbols for diagrams 

IEC 60664-1:2002, Insulation coordination for equipment within low-voltage supply systems – 
Part 1: Principles, requirements and tests 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

NOTE For general definitions concerning fuses, see also IEC 60050-441. 

3.1 Fuses and their component parts 

3.1.1  
fuse  
device that by the fusing of one or more of its specially designed and proportioned components 
opens the circuit in which it is inserted by breaking the current when this exceeds a given value 
for a sufficient time. The fuse comprises all the parts that form the complete device 

[SOURCE: IEC 60050-441:1984, 441-18-01] 

3.1.2  
fuse-holder  
combination of the fuse-base with its fuse-carrier 

Note 1 to entry: Where, in this document, the term "fuse-holder" is used, it covers fuse-bases and/or fuse-carriers, 
if no clearer distinction is necessary.  

[SOURCE: IEC 60050-441:1984, 441-18-14] 

3.1.2.1  
fuse-base (fuse-mount) 
fixed part of a fuse provided with contacts and terminals 

Note 1 to entry: Where applicable, covers are considered as part of the fuse-base. 

[SOURCE: IEC 60050-441:1984, 441-18-02] 

3.1.2.2  
fuse-carrier  
movable part of a fuse designed to carry a fuse-link 

[SOURCE: IEC 60050-441:1984, 441-18-13] 
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3.1.3  
fuse-link 
part of a fuse including the fuse-element(s), intended to be replaced after the fuse has operated 

[SOURCE: IEC 60050-441:1984, 441-18-09] 

3.1.4  
fuse-contact 
two or more conductive parts designed to ensure circuit continuity between a fuse-link and the 
corresponding fuse-holder 

3.1.5  
fuse-element  
part of the fuse-link designed to melt under the action of current exceeding some definite value 
for a definite period of time 

Note 1 to entry: The fuse-link may comprise several fuse-elements in parallel. 

[SOURCE: IEC 60050-441:1984, 441-18-08] 

3.1.6  
indicating device (indicator)  
part of a fuse provided to indicate whether the fuse has operated 

[SOURCE: IEC 60050-441:1984, 441-18-17] 

3.1.7  
striker 
mechanical device forming part of a fuse-link which, when the fuse operates, releases the 
energy required to cause operation of other apparatus or indicators or to provide interlocking 

[SOURCE: IEC 60050-441:1984, 441-18-18] 

3.1.8  
terminal 
conductive part of a fuse provided for electric connection to external circuits 

Note 1 to entry: Terminals may be distinguished according to the kind of circuits for which they are intended (for 
example, main terminal, earth terminal, etc.) and also according to their design (for example, screw terminal, plug 
terminal, etc.). 

3.1.9  
dummy fuse-link 
test fuse-link with defined power dissipation and dimensions 

3.1.10  
test rig 
defined test fuse-base 

3.1.11  
gauge-piece 
additional part of a fuse-base intended to achieve a degree of non-interchangeability 

3.1.12  
linked fuse-carrier   
fuse-carrier which is mechanically linked to the fuse-base and gives a defined insertion and 
withdrawal movement to the fuse-link 
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3.2 General terms 

3.2.1  
enclosed fuse-link 
fuse-link in which the fuse-element(s) is (are) totally enclosed, so that during operation within 
its rating it cannot produce any harmful external effects, for example, due to development of an 
arc, the release of gas or the ejection of flame or metallic particles 

[SOURCE: IEC 60050-441:1984, 441-18-12] 

3.2.2  
current-limiting fuse-link 
fuse-link that during and by its operation in a specified current range, limits the current to a 
substantially lower value than the peak value of the prospective current 

[SOURCE: IEC 60050-441:1984, 441-18-10] 

3.2.3  
"g" fuse-link 
<full-range breaking-capacity fuse-link, formerly general purpose fuse-link>  
current-limiting fuse-link capable of breaking under specified conditions all currents, which 
cause melting of the fuse-element up to its rated breaking capacity 

3.2.4  
"a" fuse-link 
<partial-range breaking-capacity fuse-link, formerly back-up fuse-link>  
current-limiting fuse-link capable of breaking under specified conditions all currents between 
the lowest current indicated on its operating time-current characteristic (k2In in Figure 2) and 
its rated breaking capacity 

Note 1 to entry: "a" fuse-links are generally used to provide short-circuit protection. Where protection is required 
against over-currents less than k2In in Figure 2, they are used in conjunction with another suitable switching device 
designed to interrupt such small overcurrents. 

3.2.5  
temperatures 
3.2.5.1  
ambient air temperature  
Ta 
temperature of the air surrounding the fuse (at a distance of about 1 m from the fuse or its 
enclosure, if any) 

3.2.5.2  
fuse-component temperature 
T 
<fuse-component (contact, terminal, etc.)>  
temperature of the relevant part 

3.2.6  
overcurrent selectivity 
coordination of the relevant characteristics of two or more overcurrent protective devices such 
that, on the occurrence of overcurrents within stated limits, the device intended to operate within 
these limits does so, while the other(s) do(es) not 

[SOURCE: IEC 60050-441:1984, 441-17-15, modified – "discrimination" replaced by 
"selectivity" in term, "operating" replaced by "relevant" and "incidence" replaced by 
"occurrence" in definition] 
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3.2.7  
fuse system 
family of fuses following the same physical design principles with respect to the shape of the 
fuse-links, type of contact, etc. 

3.2.8  
size 
specified set of dimensions of fuses within a fuse system 

Note 1 to entry: Each individual size covers a given range of rated currents for which the specified dimensions of 
the fuses remain unchanged. 

3.2.9  
homogeneous series of fuse-links 
series of fuse-links, within a given size, deviating from each other only in such characteristics 
that for a given test, the testing of one or a reduced number of particular fuse-links of that series 
may be taken as representative for all the fuse-links of the homogeneous series  

Note 1 to entry: The characteristics by which the fuse-links of a homogeneous series may deviate and details on 
which of the fuse-links shall be tested are specified in association with the tests concerned (see Table 12 and 
Table 13). 

[SOURCE: IEC 60050-441:1984, 441-18-34, modified – Note 1 to entry replaced] 

3.2.10  
utilization class (of a fuse-link) 
combination of specified requirements related to the conditions in which the fuse-link fulfils its 
purpose, selected to represent a characteristic group of practical applications (see 6.7.1) 

3.2.11  
fuses for use by authorized and unskilled persons 
fuse systems divided into systems for use by authorized persons and for use by unskilled 
persons 

Note 1 to entry: For safe replacement of fuses-links of systems used by authorized persons special skills are 
necessary. 

Authorized person is understood to have the meaning defined for categories BA 4 "instructed" (IEC 60050-826:2022, 
826-18-02) and BA 5 "skilled" (IEC 60050-826:2022, 826-18-01). 

National regulations might supersede these definitions. 

Instructed persons are persons adequately advised or supervised by skilled persons to enable them to avoid dangers 
which electricity may create (operating and maintenance staff). 

Skilled persons have technical knowledge or sufficient experience to enable them to avoid dangers which electricity 
may create (engineers and technicians). For example, dangers for persons may come from touching live parts during 
operation and from replacing fuse-links under load.  

Unskilled persons do not have technical knowledge or sufficient experience. To avoid dangers, which electricity may 
create, the relevant part of the fuse standard shall provide requirements for maximum safety in service. IEC 60269-3 
provides four systems for use by unskilled persons. 

3.2.12  
replacement of a fuse link 
exchange of a fuse-link 

3.2.13  
non-interchangeability  
limitations on shape and/on dimensions with the object of avoiding in a specific fuse-base the 
inadvertent use of fuse-links having electrical properties other than those ensuring the desired 
degree of protection 

[SOURCE: IEC 60050-441:1984, 441-18-33] 

Full document details: BS EN IEC 60269-1:2025

https://doi.org/10.3403/00511890U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025
http://www.avadocuments.com/doc/bs-en-iec-60269-1-2025


 – 14 – IEC 60269-1:2024 © IEC 2024 

3.3 Characteristic quantities 

3.3.1  
rating 
general term employed to designate the characteristic values that together define the working 
conditions upon which the tests are based and for which the equipment is designed 

[SOURCE: IEC 60050-441:1984, 441-18-36] 

Note 1 to entry: Rated values usually stated for low-voltage fuses are: voltage, current, breaking capacity, power 
dissipation and acceptable power dissipation, and frequency, where applicable. In the case of AC, rated voltage and 
rated current are stated as r.m.s. symmetrical values; in the case of DC, when ripple is present, the rated voltage is 
stated as a mean value, the rated current as an RMS value. The above applies to any value of voltage and current, 
if not indicated otherwise. 

3.3.2  
prospective current (of a circuit and with respect to a fuse) 
current that would flow in the circuit if the fuse-link(s) is(are) replaced by a conductor of 
negligible impedance 

Note 1 to entry: For AC, the prospective current is expressed by the RMS value of the AC component. 

Note 2 to entry: The prospective current is the quantity to which the breaking capacity and characteristics of the 
fuse are normally referred, e.g. I2t and cut-off current characteristics (see 9.5.7). 

[SOURCE: IEC 60050-441:1984, 441-17-01, modified – "each pole of the switching device 
were" replaced by "the fuse-link(s) is", Note to entry replaced] 

3.3.3  
gates 
limiting values within which the characteristics, for example time-current characteristics, are 
obtained. 

3.3.4  
breaking capacity of a fuse  
value of prospective current that a fuse is capable of breaking at a stated voltage under 
prescribed conditions of use and behaviour 

[SOURCE: IEC 60050-441:1984, 441-17-08, modified – "switching device" removed from term 
and definition, Note to entry removed] 

3.3.5  
breaking range 
range of prospective currents within which the breaking capacity of a fuse-link is assured 

3.3.6  
cut-off current 
maximum instantaneous value reached by the current during the breaking operation of a fuse-
link when it operates in such a manner as to prevent the current from reaching the otherwise 
attainable maximum 

3.3.7  
cut-off current characteristic; let-through current characteristic 
curve giving the cut-off current as a function of the prospective current under stated conditions 
of operation 

Note 1 to entry: In the case of AC, the values of the cut-off currents are the maximum values which can be reached 
whatever the degree of asymmetry. In the case of DC, the values of the cut-off currents are the maximum values 
reached related to the time constants as specified. 

[SOURCE: IEC 60050-441:1984, 441-17-14] 
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3.3.8  
peak withstand current (of a fuse-holder) 
value of cut-off current that the fuse-holder can withstand 

Note 1 to entry: The peak withstand current is not less than the highest cut-off current of any fuse-link with which 
the fuseholder is intended to be associated. 

3.3.9  
pre-arcing time; melting time 
interval of time between the beginning of a current large enough to cause a break in the fuse-
element(s) and the instant when an arc is initiated 

[SOURCE: IEC 60050-441:1984, 441-18-21] 

3.3.10  
arcing time of a fuse-link 
interval of time between the instant of the initiation of the arc in a fuse and the instant of final 
arc extinction in the same fuse-link 

[SOURCE: IEC 60050-441:1984, 441-17-37 modified – "pole" removed from term and definition] 

3.3.11  
operating time; total clearing time 
sum of the pre-arcing time and the arcing time 

[SOURCE: IEC 60050-441:1984, 441-18-22] 

3.3.12  
I2t; Joule integral 
integral of the square of the current over a given time interval: 

1

0

2 2d
t
t

I t i t= ∫  

Note 1 to entry: The pre-arcing I2t is the I2t integral extended over the pre-arcing time of the fuse. 

Note 2 to entry: The operating I2t is the I2t integral extended over the operating time of the fuse. 

Note 3 to entry: The energy, in joules, released in 1 Ω of resistance in a circuit protected by a fuse is equal to the 
value of the operating I2 t expressed in A2s. 

[SOURCE: IEC 60050-441:1984, 441-18-23] 

3.3.13  
I2t characteristic 
curve giving I2t values (pre-arcing I2t and/or operating I2t) as a function of prospective current 
under stated conditions of operation 

3.3.14  
I2t zone 
range contained by the minimum pre-arcing I2t characteristic and the maximum operating I2t 
characteristic, under specified conditions. 

3.3.15  
rated current of a fuse-link  
In 
value of current that the fuse-link can carry continuously without deterioration under specified 
conditions 
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3.3.16  
time-current characteristic 
curve giving the time, e.g. pre-arcing time or operating time as a function of the prospective 
current under stated conditions of operation 

Note 1 to entry: For times longer than 0,1 s, for practical purposes the difference between pre-arcing and operating 
time is negligible. 

[SOURCE: IEC 60050-441:1984, 441-17-13] 

3.3.17  
time-current zone 
range contained by the minimum pre-arcing time-current characteristics and the maximum 
operating time-current characteristic, under specified conditions 

3.3.18  
conventional non-fusing current  
Inf 
value of current specified as that which the fuse-link is capable of carrying for a specified time 
(conventional time) without melting 

[SOURCE: IEC 60050-441:1984, 441-18-27] 

3.3.19  
conventional fusing current  
If 
value of current specified as that which causes operation of the fuse-link within a specified time 
(conventional time) 

[SOURCE: IEC 60050-441:1984, 441-18-28] 

3.3.20  
overload curve of an "a" fuse-link 
curve showing the time for which an "a" fuse-link is able to carry the current without deterioration  

SEE: 9.4.3.4 and Figure 2 

3.3.21  
power dissipation (of a fuse-link) 
power released in a fuse-link carrying a stated value of electric current under prescribed 
conditions of use and behaviour 

Note 1 to entry: The prescribed conditions of use and behaviour generally include a constant RMS value of the 
electric current after steady-state temperature conditions are reached. 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-18-38] 

3.3.22  
acceptable power acceptance (of a fuse-base or a fuse-holder) 
stated value of power dissipation of a fuse-link which a fuse-base or a fuse-holder can accept 
under prescribed conditions of use and behavior 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-18-39] 
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3.3.23  
recovery voltage 
voltage which appears across the terminals of a pole of a fuse after the breaking of the current 

Note 1 to entry: This voltage may be considered in two successive intervals of time, one during which a transient 
voltage exists (see 2.3.23.1) followed by a second one during which only the power frequency or DC recovery voltage 
(see 2.3.23.2) exists. 

[SOURCE: IEC 60050-441:1984, 441-17-25, modified – "switching device" removed from 
definition, Note 1 to entry modified] 

3.3.23.1  
transient recovery voltage  
abbreviation TRV 
recovery voltage during the time in which it has a significant transient character 

Note 1 to entry: The transient recovery voltage may be oscillatory or non-oscillatory or a combination of these, 
depending on the characteristics of the circuit and the fuse. It includes the voltage shift of the neutral of a polyphase 
circuit. 

Note 2 to entry: The transient recovery voltage in three-phase circuits is, unless otherwise stated, that which 
appears across the first pole to clear, because this voltage is generally higher than that which appears across each 
of the other two poles. 

[SOURCE: IEC 60050-441:1984, 441-17-26] 

3.3.23.2  
power-frequency or DC recovery voltage 
recovery voltage after the transient voltage phenomena have subsided 

Note 1 to entry: The power frequency or DC recovery voltage may be referred to as a percentage of the rated 
voltage. 

[SOURCE: IEC 60050-441:1984, 441-17-27, modified – "or DC" added to term, Note 1 to entry 
added)] 

3.3.24  
arc voltage of a fuse 
instantaneous value of the voltage which appears across the terminals of a fuse during the 
arcing time 

[SOURCE: IEC 60050-441:1984, 441-18-30] 

3.3.25  
isolating distance (for a fuse) 
shortest distance between the fuse-base contacts or any conductive parts connected thereto 
measured on a fuse with the fuse-link or the fuse-carrier removed 

[SOURCE: IEC 60050-441:1984, 441-18-06] 

4 Conditions for operation in service 

4.1 General 

Where the following conditions apply, fuses complying with this document are deemed capable 
of operating satisfactorily without further qualification. These conditions also apply for tests 
except those otherwise specified in Clause 9. 
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4.2 Ambient air temperature (Ta) 

The ambient air temperature Ta (see 3.2.5.1) does not exceed 40 °C, its mean value measured 
over a period of 24 h does not exceed 35 °C, and its mean value measured over a period of 
one year is lower. 

The minimum value of the ambient air temperature is −5 °C. 

In cases where the temperature conditions vary significantly from these values, this should be 
taken into consideration from the points of view of operation, temperature rise, etc. See 
Annex D. 

NOTE The time-current characteristics given are related to a reference ambient air temperature of 20 °C. These 
time-current characteristics also approximately apply to a temperature of 30 °C. 

4.3 Altitude 

The altitude of the site of installation of the fuses does not exceed 2 000 m above sea-level. 

4.4 Atmospheric conditions 

The air is clean and its relative humidity does not exceed 50 % at the maximum temperature of 
40 °C. 

Higher relative humidity is permitted at lower temperatures, for example, 90 % at 20 °C. 

Under these conditions, moderate condensation may occasionally occur due to variation in 
temperature. 

Where fuses are to be used under conditions different from those mentioned in 4.1, 4.2 and 4.3, 
in particular outdoors without protection, the information shall be given in the manufacturer's 
literature. This applies also in cases where deposits of sea salt or abnormal deposits of 
industrial origin may occur. 

4.5 Voltage 

The system voltage has a maximum value not exceeding 110 % of the rated voltage of the fuse. 
For DC when obtained by rectifying AC, the ripple shall not cause a variation of more than 5 % 
above or 9 % below the mean value of 110 % of the rated voltage. 

For fuses rated 690 V the maximum system voltage shall not exceed 105 % of the rated voltage 
of the fuse. 

NOTE Attention is drawn to the fact that the indicating device or striker of a fuse may not operate if the fuse-link 
operates at a voltage, which is considerably lower than its rated voltage (see 9.4.3.6). 

4.6 Current 

The currents to be carried and to be broken are within the range specified in 8.4 and 8.5. 

4.7 Frequency, power factor and time constant 

4.7.1 Frequency 

For AC the frequency is the rated frequency of the fuse-link. 
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4.7.2 Power factor 

For AC the power factor is not lower than that shown in Table 20, appropriate to the value of 
prospective current. 

4.7.3 Time constant (τ) 

For DC the time constant corresponds to that shown in Table 21. 

Some service duties may be found which exceed the limits shown in Table 21 as regards time 
constant. For such an application, a fuse-link which has been tested to verify that it meets the 
required time constant and is marked accordingly shall be used. 

4.8 Conditions of installation 

The fuse is installed in accordance with the manufacturer's instructions. 

If the fuse is likely to be exposed in service to abnormal vibrations or shocks, the manufacturer 
should be consulted. 

4.9 Utilization class 

Utilization classes (for example, "gG") are specified according to 6.7.1. 

4.10 Selectivity of fuse-links 

Limits of selectivity for times greater than 0,1 s are given in Table 2 and Table 3. 

For "gG" and "gM" fuse-links pre-arcing I2t values are given in Table 7 and operating I2t values 
are given in subsequent parts. Values for other breaking ranges and utilization categories are 
shown in subsequent parts. 

5 Classification 

Fuses are classified according to Clause 6 and the subsequent parts. 

6 Characteristics of fuses 

6.1 Summary of characteristics 

6.1.1 General 

The characteristics of a fuse shall be stated in the following terms, where such terms are 
applicable. 

6.1.2 Fuse-holders 

a) Rated voltage (see 6.2) 
b) Rated current (see 6.3.2) 
c) Kind of current and rated frequency if applicable (see 6.4) 
d) Rated acceptable power dissipation (see 6.5) 
e) Dimensions or size 
f) Number of poles, if more than one 
g) Peak withstand current 
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6.1.3 Fuse-links 

a) Rated voltage (see 6.2) 
b) Rated current (see 6.3.1) 
c) Kind of current and rated frequency, if applicable (see 6.4) 
d) Rated power dissipation (see 6.5) 
e) Time-current characteristics (see 6.6) 
f) Breaking range (see 6.7.1) 
g) Rated breaking capacity (see 6.7.2) 
h) Cut-off current characteristics (see 6.8.1) 

i) I2t characteristics (see 6.8.2) 
k) Dimensions or size 

6.1.4 Complete fuses 

Degree of protection according to IEC 60529. 

6.2 Rated voltage 

For AC the standard values of rated voltages are given in Table 1. 

Table 1 – Standard values of AC rated voltages for fuses 

Series I Series II 
V V 
 120 
 208 

230 240 
 277 

400 415 
500 480 
690 600 

1 000 347 

 

For DC the standard values of rated voltages are given in Table 2. 

Table 2 – Preferred values of DC rated voltages for fuses 

Series I Series II 
V V 
 110  

220  
 250  

400  
440 460  
500   

 600 
750  

1 000  

 1 200 
1 500  
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For specific applications, rated voltage of different values to Table 1 and Table 2 shall be given 
in the manufacturer’s instructions. 

NOTE The rated voltage of the fuse is the lowest value of the rated voltages of its parts (fuse-holder, fuse-link). 

6.3 Rated current 

6.3.1 Rated current of the fuse-link 

The preferred rated currents for the fuse-links are the following values expressed in A: 

2 – 4 – 6 – 8 – 10 – 12 – 13 – 16 – 20 – 25 – 32 – 35 – 40 – 50 – 63 – 80 – 100 – 125 – 160 – 
200 – 224 – 250 – 315 – 355 – 400 – 425 – 500 – 630 – 800 – 1 000 – 1 250 – 1 600  

If it is necessary to choose lower values or intermediate values or higher values, these values 
should be selected from the series R10 of ISO 3, and in exceptional cases, from R20 or R40 of 
ISO 3. 

6.3.2 Rated current of the fuse-holder 

The rated current of the fuse-holder, expressed in amperes, should be selected from the series 
of rated currents of fuse-links if not otherwise specified in subsequent parts. For "gG" and "aM" 
fuses, the rated current of the fuse-holder represents the highest rated current of the fuse-link 
with which it is intended to be used. 

6.4 Rated frequency (see 7.1 and 7.2) 

The absence of any marking regarding rated frequency shall imply that the fuse meets the 
conditions laid down in this document for frequencies between 45 Hz and 62 Hz only. 

6.5 Rated power dissipation of a fuse-link and rated acceptable power dissipation of 
a fuse-holder. 

The rated power dissipation of a fuse-link is stated by the manufacturer if not otherwise 
specified in subsequent parts. That value shall not be exceeded under specified test conditions. 

The rated acceptable power dissipation of a fuse-holder is stated by the manufacturer if not 
otherwise specified in the subsequent parts. It is intended to be the maximum power dissipation 
the fuse-holder can tolerate under specified test conditions without exceeding the specified 
temperature rise. 

6.6 Limits of time-current characteristics 

6.6.1 General 

The limits are based on a reference ambient air temperature Ta of +20 °C. 

6.6.2 Time-current characteristics, time-current zones 

They depend on the design of the fuse-link, and, for a given fuse-link, on the ambient air 
temperature and the cooling conditions. 

NOTE For ambient air temperatures deviating from the temperature range according to 4.1, consultation with the 
manufacturer is necessary. 

For fuse-links not complying with the standardized time-current zones as specified in the 
subsequent parts, the manufacturer should keep available (with their tolerances): 

– the pre-arcing and operating time-current characteristics;  
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or 
– the time-current zone. 

NOTE For pre-arcing times smaller than 0,1 s, the manufacturer should keep available I2t characteristics with their 
tolerances (see 6.8.3). 

When the time-current characteristics are presented for pre-arcing times exceeding 0,1 s, they 
should be given with current as abscissa and time as ordinate. Logarithmic scales shall be used 
on both coordinate axes. 

The basis of the logarithmic scales (the dimensions of one decade) shall be in the ratio 2/1 with 
the longer dimensions on the abscissa. However, because of long-established practice in other 
countries (for example UL fuse systems), a ratio of 1/1 is recognized as an alternative 
presentation. 

6.6.3 Conventional times and currents 

The conventional times and currents for "gG" and "gM" fuse-links are given in Table 3.  

Table 3 – Conventional time and current for "gG", and "gM" fuse-links 

Rated current In for "gG"  Conventional time Conventional current 

Characteristic current Ich for "gM"b 
A 

h Inf If 

  In <   16 1 a  a  

 16 ≤ In ≤   63 1   

 63 < In ≤ 160 2 1,25 In 1,6 In 

 160 < In ≤ 400 3   

 400 < In 4   

a Values for fuse-links with rated current less than 16 A are given in subsequent parts. 
b For "gM" fuse-links, see 6.7.1. 

 

6.6.4 Gates 

For "gG" and "gM" fuse-links, the gates given in Table 4 apply. 
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Table 4 – Gates for specified pre-arcing times of "gG" and "gM" fuse-linksa 

1 2 3 4 5 
In for "gG" 

Ich for "gM" b 
Imin (10 s) c Imax (5 s) Imin (0,1 s) Imax (0,1 s) 

A A A A A 
13 24 65 65 130 
16 33 65 85 150 
20 42 85 110 200 
25 52 110 150 260 
32 75 150 200 350 
35 83 175 225 445 
40 95 190 260 450 
50 125 250 350 610 
63 160 320 450 820 
80 215 425 610 1 100 

100 290 580 820 1 450 
125 355 715 1 100 1 910 
160 460 950 1 450 2 590 
200 610 1 250 1 910 3 420 
224 600 1 600 2 000 4 300 
250 750 1 650 2 590 4 500 
315 1 050 2 200 3 420 6 000 
355 1 100 2 750 3 500 7 700 
400 1 420 2 840 4 500 8 060 
425 1 350 3 300 4 500 9 500 
450 1 600 3 300 5 250 9 300 
500 1 780 3 800 6 000 10 600 
630 2 200 5 100 8 060 14 140 
800 3 060 7 000 10 600 19 000 

1 000 4 000 9 500 14 140 24 000 
1 250 5 000 13 000 19 000 35 000 
1 600 7 500 16 000 24 000 43 000 

a Values for fuses with rated current less than 13A are given in subsequent parts. 
b For "gM" fuse-links, see 6.7.1. 
c Imin (10 s) is the minimum value of current for which the pre-arcing time is not less than 10 s. 

 

For "aM" fuses the standard gates for time- current characteristics based on reference ambient 
air temperature of 20 °C are given in Table 5 and Figure 3. The standardized k-factors are 
k0 = 1,5; k1 = 4 and k2 = 6,3. 

Table 5 – Gates for "aM ' fuse-links (all rated currents) 

 4 In 6,3 In 8 In 10 In 12,5 In 19 In 

t operating - 60 s - - 0,5 s 0,10 s 

t pre-arcing  60 s - 0,5 s 0,2 s - - 

 

6.7 Breaking range and breaking capacity 

6.7.1 Breaking range and utilization category 

The first letter shall indicate the breaking range: 

– "g" fuse-links (full-range breaking-capacity fuse-link); 
– "a" fuse-links (partial-range breaking-capacity fuse-link). 
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