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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 60286-3:2022. It
is identical to IEC 60286-3:2022. It supersedes BS EN IEC 60286-3:2019,
which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee W/-, Consumer Products and Services Sector Policy and
Strategy Committee.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication has been prepared under a mandate given to the
European Standards Organizations by the European Commission and the
European Free Trade Association. It is intended to support requirements
of the EU legislation detailed in the European Foreword. A European
Annex, usually Annex ZA or ZZ, describes how this publication relates to
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK
Government has designated this publication for conformity with UKCA
marking (or similar) legislation, it may contain an additional National
Annex. Where such a National Annex exists, it shows the correlation
between this publication and the relevant UK legislation. If there is no
National Annex of this kind, the relevant Annex ZA or ZZ in the body
of the European text will indicate the relationship to UK regulation
applicable in Great Britain. References to EU legislation may need to be
read in accordance with the UK designation and the applicable UK law.
Further information on designated standards can be found at
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement
relevant EU law subject to periodic confirmation. Therefore

Annex ZA/ZZ in the European text, and references to EU legislation, are
still valid for this market.

UK Government is responsible for legislation. For information on
legislation and policies relating to that legislation, consult the relevant

pages of www.gov.uk.
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 January 2023.

Amendments/corrigenda issued since publication

Date Text affected
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NORME EUROPEENNE
EUROPAISCHE NORM December 2022

ICS 31.020; 31.240 Supersedes EN IEC 60286-3:2019

English Version

Packaging of components for automatic handling - Part 3:
Packaging of surface mount components on continuous tapes
(IEC 60286-3:2022)

Emballage de composants pour opérations automatisées - Gurtung und Magazinierung von Bauelementen fir
Partie 3: Emballage des composants pour montage en automatische Verarbeitung - Teil 3: Gurtung von
surface en bandes continues oberflachenmontierbaren Bauelementen auf Endlosgurten
(IEC 60286-3:2022) (IEC 60286-3:2022)

This European Standard was approved by CENELEC on 2022-12-20. CENELEC members are bound to comply with the CEN/CENELEC
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC
Management Centre or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the
same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, the Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, the
Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkiye and the United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Européisches Komitee fiir Elektrotechnische Normung

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2022 CENELEC All rights of exploitation in any form and by any means reserved worldwide for CENELEC Members.

rer. D OGHINRDES

Document Sharing Hub

Full document details: BS EN IEC 60286-3:2022


https://doi.org/10.3403/BSENIEC60286?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-60286-3-2022
http://www.avadocuments.com/doc/bs-en-iec-60286-3-2022

I |
EN IEC 60286-3:2022 (E)

European foreword

The text of document 40/2972/FDIS, future edition 7 of JEC 60286-3, prepared by IEC/TC 40
"Capacitors and resistors for electronic equipment" was submitted to the IEC-CENELEC parallel vote
and approved by CENELEC as EN IEC 60286-3:2022.

The following dates are fixed:

» latest date by which the document has to be implemented at national (dop) 2023-09-20
level by publication of an identical national standard or by endorsement

+ latest date by which the national standards conflicting with the (dow) 2025-12-20
document have to be withdrawn

This document supersedes EN IEC 60286-3:2019 and all of its amendments and corrigenda (if any).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national committee. A
complete listing of these bodies can be found on the CENELEC website.

Endorsement notice

The text of the International Standard IEC 60286-3:2022 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standard indicated:

NOTE Harmonized as EN 60068-1

NOTE Harmonized as EN 60068-2-45

IEC 61340 (series) NOTE Harmonized as EN IEC 61340 (series)
IEC/TR 62258-3 NOTE Harmonized as CLC/TR 62258-3

ISO 11469 NOTE Harmonized as
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

NOTE 1 Where an International Publication has been modified by common modifications, indicated by (mod), the
relevant EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available
here: www.cenelec.eu.

Publication Year Title EN/HD Year
EC 60191-2 - Mechanical standardization of - -
semiconductor devices - Part 2:
Dimensions
EC 61340-4-5 - Electrostatics - Part 4-5: Standard test EN IEC 61340-4-5 -
methods for specific applications - Methods
for characterizing the electrostatic
protection of footwear and flooring in
combination with a person
EC 61340-4-6 - Electrostatics - Part 4-6: Standard test N 61340-4-6 -
methods for specific applications - Wrist
straps
IEC 61340-4-7 - Electrostatics - Part 4-7: Standard test EN 61340-4-7 -
methods for specific applications -
lonization
EC 61340-4-9 - Electrostatics - Part 4-9: Standard test EN 61340-4-9 -
methods for specific applications -
Garments
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

PACKAGING OF COMPONENTS FOR AUTOMATIC HANDLING -

Part 3: Packaging of surface mount components
on continuous tapes

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

EC 60286-3 has been prepared by IEC technical committee 40: Capacitors and resistors for
electronic equipment. It is an International Standard.

This seventh edition cancels and replaces the sixth edition published in 2019. This edition
constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:
a) addition terms and definitions.

b) addition of a table of the classification to symbols concerning drive hole diameter and
distance between the reel hole centre and the drive hole centre;

c) addition of drive hole to the reel (optional);
d) revision of reel hole diameter tolerances;

e) revision of 72 mm tape size carrier tape width dimension tolerances;
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f) addition of Annex B (informative);
g) addition of component size 0201M.

The text of this International Standard is based on the following documents:

Draft Report on voting

40/2972/FDIS 40/2984/RVD

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.

A list of all parts in the IEC 60268 series, published under the general title Packaging of
components for automatic handling, can be found on the IEC website.

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/publications.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

IMPORTANT - The "colour inside"” logo on the cover page of this document indicates that it
contains colours which are considered to be useful for the correct understanding of its
contents. Users should therefore print this document using a colour printer.
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INTRODUCTION

Tape packaging meets the requirements of automatic component placement machines and also
covers the use of tape packaging for components and singulated dies for test purposes and
other operations.

Documents

Document Sharing Hub

Full document details: BS EN IEC 60286-3:2022


https://doi.org/10.3403/BSENIEC60286?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-60286-3-2022
http://www.avadocuments.com/doc/bs-en-iec-60286-3-2022

IEC 60286-3:2022 © |EC 2022 -9-

PACKAGING OF COMPONENTS FOR AUTOMATIC HANDLING -

Part 3: Packaging of surface mount components
on continuous tapes

1 Scope

This part of IEC 60286 is applicable to the tape packaging of electronic components without
leads or with lead stumps, intended to be connected to electronic circuits. It includes only those
dimensions that are essential for the taping of components intended for the above-mentioned
purposes.

This document also includes requirements related to the packaging of singulated die products
including bare die and bumped die (flip chips).

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

EC 60191-2, Mechanical standardization of semiconductor devices — Part 2: Dimensions

EC 61340-4-5, Electrostatics — Part 4-5: Standard test methods for specific applications —
Methods for characterizing the electrostatic protection of footwear and flooring in combination
with a person

EC 61340-4-6, Electrostatics — Part 4-6: Standard test methods for specific applications — Wrist
straps

IEC 61340-4-7, Electrostatics — Part 4-7: Standard test methods for specific applications —
lonization

EC 61340-4-9, Electrostatics — Part 4-9: Standard test methods for specific applications —
Garments

3 Terms, definitions and symbols

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply. Definitions apply
to all tape types, unless specifically mentioned.

ISO and IEC maintain terminology databases for use in standardization at the following
addresses:

e |EC Electropedia: available at https://www.electropedia.org/

e |SO Online browsing platform: available at https://www.iso.org/obp
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3.1.1

component

electronic part of a product that cannot be physically divided into smaller parts without losing
its particular function

Note 1 to entry: This includes singulated die product.

Note 2 to entry: This is applied to all packaging-types for bare die products unless specifically mentioned otherwise.

3.1.2
component size
size of component that is identified with its metric size code

Note 1 to entry: This size code is followed by a capital M.

Note 2 to entry: To avoid possible confusion with inch-based size codes, an equivalency table is shown in Table 1.

Table 1 — Component size codes

Metric size code Inch size code
0201M 008004
0402M 01005
0603M 0201
1005M 0402
1608M 0603
2012M 0805

3.1.3

packaging

product made of any material of any nature to be used for the containment, protection,
structured alignment for automatic assembly, handling and delivery

3.14
pressed carrier tape
<type 1b> carrier tape with concave cavities formed by compression of the base material

3.1.5
fluff
<type 1b> fibre from the base material attached inside the cavity

Note 1 to entry: See Figure 1.

3.1.6
burr
<type 1b> surface projection of tape unintentially produced when cavity is formed

Note 1 to entry: See Figure 1.

3.1.7
deformation
<type 1b> bulge on the inner wall of the cavity

Note 1 to entry: See Figure 1.
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3.1.8
puff
<type 1b> bulge on the reverse side of the cavity

Note 1 to entry: See Figure 1.

Fluff Burr

/"

Deformation

_y——_

Puff IEC

Figure 1 — Sectional view of component cavity (type 1b)

3.1.9

blister carrier tape

embossed carrier tape

carrier tape which is identified as tape belonging to type 2a, type 2b and type3

3.1.10

punched carrier tape

<type 1a> carrier tape on which the concave cavities are formed by punching a hole on the
base material and covering up the bottom by the cover tape

3.2 Symbols

The symbols used in this document are listed in Table 2.

Table 2 — Classification to symbols concerning tape, reel and common symbols

Symbols Definitions Figure references
A Reel diameter 26
Ay Cavity's bottom dimension in direction of unreeling i’;’ 5.7, 8,10, 11,13, 14, 16, 20 and
B Reel hole key's groove width 27
B, Cavity's bottom dimension in direction of tape width i’_;" 5.7, 8,10, 11, 13, 14, 16, 20 and
B, Cavity's rim in direction of tape width 8, 11 and 14
Reel hole diameter 26 and 27
Cr Distance of puff under cavity in direction of tape width 5
d Difference of diameter between sprocket hole and round 14
foramen
D Reel slot diameter 27
D, Sprocket hole diameter 2,5,8,11,14 and 17
D, Cavity's bottom hole diameter 8 and 14
Dpy Drive hole diameter 28
£y paint of round spracket hole and the edge of a Side of tape | 2 5 8 11, 14.and 17
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Symbols Definitions Figure references
E Longer distance in direction of width between the origin 2 5 8and 11
2 point of round sprocket hole and the edge of a side of tape T
F Distance in direction of width between th(_-:‘ origin point of 2.5 8 11 and 14
round sprocket hole and the centre of cavity
Distance in direction of width between the origin point of
F
A round sprocket hole and the centre of compartment 17,19, 24 and 25
G Shorter distance |n.d|rect|on of width between the cavity 2.5.8 11 and 17
and the edge of a side of tape
K, Cavity depth 2,5,8,11,14 and A.3
M Distance between the reel hole centre and the drive hole 28
centre
Hub diameter 26
Py Pitch of the sprocket holes 2,3,5,6,8,9, 11,14 and 17
P, Cavity pitch 2,3,5,6,8,9,11,14,17 and 18
Pitch between the centre of a cavity on the same line with
P, the origin point of round sprocket hole and the centre of | 2, 3,5, 6, 8,9, 11 and 14
the next cavity in direction of unreeling
Pitch between the centre line of the origin point of round
Py sprocket hole and the centre line of compartment in | 17, 18, 19, 24 and 25
direction of unreeling
Pitch between the centre of a cavity on the same line with
Py the origin point of round sprocket hole and the centre of | 3 and 6
the second next cavity in direction of unreeling
Pitch between the centre of a cavity on the same line with
P, the origin point of round sprocket hole and the centre of | 3 and 6
the third next cavity in direction of unreeling
Sprocket hole pitch in direction of width 14
R Bending radius of carrier tape 21
r Curvature radius of reel hole key's groove 27
T Carrier tape thickness without cover tape 2,5,8,11,14,17, 25 and A1
1 Top cover tape thickness 2,5,8,11and 14
T, Sum of outer cavity height and top cover tape thickness 8,11 and 14
T, Thickenss of pressed carrier tape including bulge 5and A.1
T, Bottom cover tape thickness or Adhesive tape thickness 2 and 17
Vs Compartment dimension in direcion of unreeling 17 and 18
v, Compartment dimension in direction of width 17 and 18
w Carrier tape width 2,5,8, 11,14 and 17
We Distance between adhesive tapes 17
w, Reel inner width (measured at hub) 26
w, Reel overall width 26
Wi Reel inner width in the rim 26
Z Component thickness 25

Full document details: BS EN IEC 60286-3:2022

Documents

Document Sharing Hub


https://doi.org/10.3403/BSENIEC60286?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-60286-3-2022
http://www.avadocuments.com/doc/bs-en-iec-60286-3-2022

IEC 60286-3:2022 © |EC 2022 -13 -

4 Structure of the specification

The various types of tapes are as follows.

Type 1 — Punched and pressed carrier tape
Type 1a: Punched carrier tape, with top and bottom cover tape (tape widths:
8 mm and 12 mm)
Type 1b: Pressed carrier tape, with top cover tape (tape width: 8 mm)
Type 2 — Blister carrier tape, with single round sprocket holes
Type 2a: Blister carrier tape, with single round sprocket holes, with top
cover tape and tape pitches down to 2 mm (tape widths: 8 mm,
12 mm, 16 mm and 24 mm)
Type 2b: Blister carrier tape, with single round sprocket holes, with top
cover tape and with 1mm tape pitch (tape widths: 4 mm)
Type 3 — Blister carrier tape, with double sprocket holes (tape widths: 32 mm to
200 mm)
Type 4 — Adhesive-backed punched plastic carrier tape for singulated bare die and

other surface mount components (tape widths: 8 mm, 12 mm, 16 mm, and
24 mm)

5 Dimensional requirements for taping

5.1 Component cavity positioning requirements
5.1.1 Requirements for type 1a, type 1b, type 2a, type 2b and type 3

For defined component positioning, the cavity shall be defined to an origin point. The origin is
the centre of the round sprocket hole, defined by the crosshair of the dimension £, and

dimension Py. The centre of the compartment shall be defined by P, and F, relative to the round
sprocket hole (see Figure 2, Figure 5, Figure 8, Figure 11 and Figure 14). When dimension P,

is smaller or equal to 2 mm, the maximum allowed pocket offset, relative to the centre of the
round sprocket hole, shall be applied (see Figure 3, Figure 6, Figure 9 and Figure 12).

5.1.2 Requirements for type 4

For defined component positioning, the component placement and location shall be defined to
an origin. The origin is the centre of the sprocket hole, defined by the crosshair of the dimension
E, and dimension Py. The centre of the component location shall be defined by P,, and Fj,

relative to the sprocket hole (see Figure 17). Type 4 does not have cavities that are used to
position components. Therefore, all position measurements should be made according to the
principle defined here and not to the compartments or 'pockets’, which are virtual boundaries
for component protection only. The term 'pocket offset' does not apply to type 4. The following
applies to type 4:

a) rotation and lateral movement of the component is defined by the accuracy to which it has
been placed in the compartment, with reference to the target;

b) the component shall not protrude above the top surface of the carrier tape (see Figure 25a);

c) the components shall not change their orientation within the tape;

d) the component shall be able to be removed from the cavity or compartment in a vertical
direction, without mechanical restriction. Documents
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