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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of

EN IEC 60601-2-16:2025. It is identical to IEC 60601-2-16:2025. It
supersedes BS EN IEC 60601-2-16:2019, which will be withdrawn on 29
February 2028.

The UK participation in its preparation was entrusted to Technical
Committee CH/62/4, Electromedical equipment.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2025
Published by BSI Standards Limited 2025

ISBN 978 0 539 16775 7
ICS 11.040.20; 11.040.25

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2025.

Amendments/corrigenda issued since publication

Date Text affected
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EUROPEAN STANDARD EN IEC 60601-2-16

NORME EUROPEENNE
EUROPAISCHE NORM February 2025

ICS 11.040.20; 11.040.25 Supersedes EN |IEC 60601-2-16:2019

English Version

Medical electrical equipment - Part 2-16: Particular requirements
for the basic safety and essential performance of haemodialysis,
haemodiafiltration and haemofiltration equipment
(IEC 60601-2-16:2025)

Appareils électromédicaux - Partie 2-16 : Exigences Medizinische elektrische Gerate - Teil 2-16: Besondere
particuliéres pour la sécurité de base et les performances Festlegungen flr die Sicherheit einschlieRlich der
essentielles des appareils d'hémodialyse, wesentlichen Leistungsmerkmale von Hamodialyse-,
d'hémodiafiltration et d'hémofiltration Hamodiafiltrations- und Hamofiltrationsgeraten
(IEC 60601-2-16:2025) (IEC 60601-2-16:2025)

This European Standard was approved by CENELEC on 2025-02-10. CENELEC members are bound to comply with the CEN/CENELEC
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC
Management Centre or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the
same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, the Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, the
Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkiye and the United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Européisches Komitee fiir Elektrotechnische Normung

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2025 CENELEC All rights of exploitation in any form and by any means reserved worldwide for CENELEC Members.
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European foreword

The text of document 62D/2163/FDIS, future edition 6 of JEC 60601-2-16, prepared by SC 62D
"Particular medical equipment, software, and systems" of IEC/TC 62 "Medical equipment, software,
and systems" was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as
EN IEC 60601-2-16:2025.

The following dates are fixed:

» latest date by which the document has to be implemented at national (dop) 2026-02-28
level by publication of an identical national standard or by endorsement

+ latest date by which the national standards conflicting with the (dow) 2028-02-29
document have to be withdrawn

This document supersedes EN IEC 60601-2-16:2019 and all of its amendments and corrigenda (if
any).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national committee. A
complete listing of these bodies can be found on the CENELEC website.

Endorsement notice

The text of the International Standard IEC 60601-2-16:2025 was approved by CENELEC as a
European Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standard indicated:

ISO 8637-2:2024 NOTE Approved as EN ISO 8637-2:2024 (not modified)
ISO 23500-4:2024 NOTE Approved as EN ISO 23500-4:2024 (not modified)
IEC 60601-2-39:2018 NOTE Approved as EN IEC 60601-2-39:2019 (not modified)
ISO 23500-1:2024 NOTE Approved as EN ISO 23500-1:2024 (not modified)
ISO 23500-5:2024 NOTE Approved as EN ISO 23500-5:2024 (not modified)
IEC 80001-1:2021 NOTE Approved as EN IEC 80001-1:2021 (not modified)
ISO 80369-1:2018 NOTE Approved as EN ISO 80369-1:2018 (not modified)
ISO 11197:2019 NOTE  Approved as EN ISO 11197:2019 (not modified)
ISO 17664-1:2021 NOTE Approved as EN ISO 17664-1:2021 (not modified)
series NOTE  Approved as EN ISO 15883 series
IEC 60601-2-24:2012 NOTE Approved as EN 60601-2-24:2015 (not modified)
ISO 17664-2:2021 NOTE Approved as EN ISO 17664-2:2023 (not modified)
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ISO 14971:2019 NOTE  Approved as EN ISO 14971:2019 (not modified) +A11:2021
IEC 60601-1-9:2007 NOTE  Approved as EN 60601-1-9:2008 (not modified)

IEC 60601-1-9:2007/A1:2013 NOTE  Approved as EN 60601-1-9:2008/A1:2013 (not modified)
IEC 60601-1-9:2007/A2:2020 NOTE  Approved as EN 60601-1-9:2008/A2:2020 (not modified)

IEC 62366-1:2015 NOTE  Approved as EN 62366-1:2015 (not modified)
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

NOTE 1 Where an International Publication has been modified by common maodifications, indicated by (mod),
the relevant EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available
here: www.cencenelec.eu.

Annex ZA of EN 60601-1:2006", applies, except as follows:

Add:

Publication Year Title EN/HD Year
IEC 60601-1 2005 Medical electrical equipment - Part 1: N 60601-1 2006
General requirements for basic safety and

essential performance
- - +AC 2010
+ A1 2012 + A1 2013
- - +AC 2014
- - +A12 2014
+ A2 2020 + A2 2021
- - +AC 2022
- - +A13 2024
EC 60601-1-10 2007 Medical electrical equipment - Part 1-10: EN 60601-1-10 2008

General requirements for basic safety and

essential performance - Collateral

Standard: Requirements for the

development of physiologic closed-loop

controllers
+ A1 2013 + A1 2015
+ A2 2020 + A2 2021

" As impacted by EN 60601-1:2006/AC:2010, EN 60601-1:2006/A1:2013, EN 60601-1:2006/A1:2013/AC:2014,
EN 60601-1:2006/A12:2014, EN 60601-1:2006/A2:2021, EN 60601-1:2006/AC:2022-12 and
EN 60601-1:2006/A13:2024.
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Publication Year Title EN/HD Year

2015 Medical electrical equipment - Part 1-11: EN 60601-1-11 2015
General requirements for basic safety and
essential performance - Collateral
Standard: Requirements for medical
electrical equipment and medical electrical
systems used in the home healthcare
environment

+ A1 2020 + A1 2021

EC 61672-1 2013 Electroacoustics - Sound level meters - EN 61672-1 2013
Part 1: Specifications

ISO 3744 2010 Acoustics - Determination of sound power EN ISO 3744 2010

levels and sound energy levels of noise
sources using sound pressure -
Engineering methods for an essentially
free field over a reflecting plane

SO 23500-3 2024 Preparation and quality management of EN ISO 23500-3 2024
fluids for haemodialysis and related

therapies — Part 3: Water for haemodialysis
and related therapies
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

MEDICAL ELECTRICAL EQUIPMENT -

Part 2-16: Particular requirements for the basic safety
and essential performance of haemodialysis,
haemodiafiltration and haemofiltration equipment

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) IEC draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). IEC takes no position concerning the evidence, validity or applicability of any claimed patent rights in
respect thereof. As of the date of publication of this document, IEC had not received notice of (a) patent(s), which
may be required to implement this document. However, implementers are cautioned that this may not represent
the latest information, which may be obtained from the patent database available at https://patents.iec.ch. IEC
shall not be held responsible for identifying any or all such patent rights.

IEC 60601-2-16 has been prepared by subcommittee 62D: Particular medical equipment,
software, and systems, of IEC technical committee 62: Medical equipment, software, and
systems. It is an International Standard.

This sixth edition cancels and replaces the fifth edition published in 2018. This edition
constitutes a technical revision.
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This edition includes the following significant technical changes with respect to the previous
edition:

a) update of references to |IEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and
IEC 60601-1:2005/AMD2:2020, of references to IEC 60601-1-2:2014 and
IEC 60601-1-2:2014/AMD1:2020, of references to IEC 60601-1-8:2006,
IEC 60601-1-8:2006/AMD1:2012 and IEC 60601-1-8:2006/AMD2:2020, of references to
IEC 60601-1-9:2007, IEC 60601-1-9:2007/AMD1:2013 and IEC 60601-1-9:2007/
AMD2:2020, of references to IEC 60601-1-10:2007, IEC 60601-1-10:2007/AMD1:2013 and
IEC 60601-1-10:2007/AMD2:2020 and of references to IEC 60601-1-11:2015 and
IEC 60601-1-11:2015/AMD1:2020;

b) consideration of ESSENTIAL PERFORMANCE in SINGLE FAULT CONDITION regarding
IEC 60601-1:2005/AMD1:2012/ISH1:2021;

c) including the information given in the document 62D/1771A/INF regarding 201.11.8;

d) including withdrawn IEC PAS 63023[17] as Annex CC;

e) including SECURITY (CYBERSECURITY) requirements;

f) consideration of HAEMODIALYSIS EQUIPMENT using pre-manufactured DIALYSIS FLUID bags;
g) improvements for labelling;

h) other minor technical improvements;

i) editorial improvements.

The text of this International Standard is based on the following documents:

Draft Report on voting

62D/2163/FDIS 62D/2184/RVD

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/publications.

In this document, the following print types are used:

requirements and definitions: roman type;
— test specifications: italic type;

— informative material appearing outside of tables, such as notes, examples and references: in smaller type.
Normative text of tables is also in a smaller type;

— TERMS DEFINED IN CLAUSE 3 OF |EC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 AND
IEC 60601-1:2005/AMD2:2020, IN THIS DOCUMENT OR AS NOTED: SMALL CAPITALS.

In referring to the structure of this document, the term

"clause" means one of the seventeen numbered divisions within the table of contents,
inclusive of all subdivisions (e.g. Clause 7 includes Subclauses 7.1, 7.2, etc.);

"subclause" means a numbered subdivision of a clause (e.g. 7.1, 7.2 and 7.2.1 are all
subclauses of Clause 7).

References to clauses within this document are preceded by the term "Clause" followed by the
clause number. References to subclauses within this document are by number onl
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In this document, the conjunctive "or" is used as an "inclusive or" so a statement is true if any
combination of the conditions is true.

The verbal forms used in this document conform to usage described in Clause 7 of the ISO/IEC
Directives, Part 2. For the purposes of this document, the auxiliary verb:

"shall" means that compliance with a requirement or a test is mandatory for compliance with
this document;

— "should" means that compliance with a requirement or a test is recommended but is not
mandatory for compliance with this document;

— "may" is used to describe a permissible way to achieve compliance with a requirement or
test.

An asterisk (*) as the first character of a title or at the beginning of a paragraph or table title
indicates that there is guidance or rationale related to that item in Annex AA.

A list of all parts of the IEC 60601 and IEC 80601 series, published under the general title
Medical electrical equipment, can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,

e withdrawn, or

e revised.

NOTE The attention of the users of this document is drawn to the fact that equipment manufacturers and testing
organizations may need a transitional period following publication of a new, amended or revised IEC publication in
which to make products in accordance with the new requirements and to equip themselves for conducting new or
revised tests. It is the recommendation of the committees that the content of this publication be adopted for
implementation nationally not earlier than 3 years from the date of publication.

IMPORTANT — The "colour inside" logo on the cover page of this document indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this document using a colour printer.
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INTRODUCTION

The minimum safety requirements specified in this document are considered to provide for a
practical degree of safety in the operation of HAEMODIALYSIS, HAEMODIAFILTRATION and
HAEMOFILTRATION EQUIPMENT.
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MEDICAL ELECTRICAL EQUIPMENT -
Part 2-16: Particular requirements for the basic safety

and essential performance of haemodialysis,
haemodiafiltration and haemofiltration equipment

201.1 Scope, object and related standards

Clause 1 of JEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/
AMD2:2020 applies, except as follows:

201.1.1 * Scope

Replacement:

This part of IEC 60601 applies to the BASIC SAFETY and ESSENTIAL PERFORMANCE of
HAEMODIALYSIS, HAEMODIAFILTRATION and HAEMOFILTRATION EQUIPMENT, hereafter referred to as
HAEMODIALYSIS EQUIPMENT. It applies to HAEMODIALYSIS EQUIPMENT intended for use either by
medical staff or under the supervision of medical experts, including HAEMODIALYSIS EQUIPMENT
operated by the PATIENT, regardless of whether the HAEMODIALYSIS EQUIPMENT is used in a
hospital or domestic environment.

If a clause or subclause is specifically intended to be applicable to ME EQUIPMENT only, or to
ME SYSTEMS only, the title and content of that clause or subclause will say so. If that is not the
case, the clause or subclause applies both to ME EQUIPMENT and to ME SYSTEMS, as relevant.

This document does not take into consideration specific safety details of the DIALYSIS FLUID
control system of HAEMODIALYSIS EQUIPMENT using regeneration of DIALYSIS FLUID or CENTRAL
DELIVERY SYSTEMS for DIALYSIS FLUID. It does, however, take into consideration the specific
safety requirements of such HAEMODIALYSIS EQUIPMENT concerning electrical safety and PATIENT
safety.

This document specifies the minimum safety requirements for HAEMODIALYSIS EQUIPMENT. These
HAEMODIALYSIS EQUIPMENT are intended for use either by medical staff or for use by the PATIENT
or other trained personnel under medical supervision.

This document includes all ME EQUIPMENT that is intended to deliver a HAEMODIALYSIS,
HAEMODIAFILTRATION and HAEMOFILTRATION treatment to a PATIENT, independent of the treatment
duration and location.

If applicable, this document applies to the relevant parts of ME EQUIPMENT intended for other
extracorporeal blood purification treatments.

The particular requirements in this document do not apply to:

— EXTRACORPOREAL CIRCUITS (see |SO 8637-2 [1]1),
— DIALYSERS (see |SO 8637-1 [2]),
— DIALYSIS FLUID CONCENTRATES (see |SO 23500-4 [3]),

— pre-manufactured DIALYSIS FLUID bags,

— DIALYSIS WATER supply systems (see |SO 23500-2 [4]),

T Numbers in square brackets refer to the Bibliography. Documents
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— CENTRAL DELIVERY SYSTEMS for DIALYSIS FLUID CONCENTRATES (see |SO 23500-4 [3]),
described as systems for bulk mixing concentrate at a dialysis facility,

— equipment used to perform PERITONEAL DIALYSIS (see JEC 60601-2-39 [5]).

201.1.2 Object

Replacement:

The object of this document is to establish BASIC SAFETY and ESSENTIAL PERFORMANCE
requirements for HAEMODIALYSIS EQUIPMENT.

201.1.3 Collateral standards
Addition:

This document refers to those applicable collateral standards that are listed in Clause 2 of
IEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/AMD2:2020 and
Clause 201.2 of this document.

IEC 60601-1-2:2014 and IEC 60601-1-2:2014/AMD1:2020, IEC 60601-1-8:2006,
IEC 60601-1-8:2006/AMD1:2012 and IEC 60601-1-8:2006/AMD2:2020, IEC 60601-1-10:2007,
IEC 60601-1-10:2007/AMD1:2013 and IEC 60601-1-10:2007/AMD2:2020,

IEC 60601-1-11:2015 and IEC 60601-1-11:2015/AMD1:2020 apply as modified in Clauses 202,
208, 210 and 211.

IEC 60601-1-3 does not apply. IEC 60601-1-9:2007, IEC 60601-1-9:2007/AMD1:2013 and
IEC 60601-1-9:2007/AMD2:2020 does not apply as noted in Clause 209.

All other published collateral standards in the IEC 60601-1 series apply as published.

201.1.4 Particular standards

Replacement:

In the IEC 60601 series, particular standards may modify, replace or delete requirements
contained in JEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and |EC 60601-1:2005/
AMD2:2020 and collateral standards as appropriate for the particular ME EQUIPMENT under
consideration, and may add other BASIC SAFETY and ESSENTIAL PERFORMANCE requirements.

A requirement of a particular standard takes priority over JEC 60601-1:2005,
IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/AMD2:2020.

The numbering of clauses and subclauses of this document corresponds to that of
IEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/AMD2:2020 with the
refix "201" (e.g. 201.1 in this document addresses the content of Clause 1 of
IEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and |EC 60601-1:2005/AMD2:2020) or
applicable collateral standard with the prefix "20x" where x is the final digit(s) of the collateral
standard document number (e.g. 202.4 in this document addresses the content of Clause 4 of
the |EC 60601-1-4 collateral standard, 203.4 in this document addresses the content of
Clause 4 of the |EC 60601-1-3 collateral standard, etc.). The changes to the text of
IEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/AMD2:2020 are
specified by the use of the following words:

"Replacement" means that the ~clause or subclause of |EC 60601-1:2004,
IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/AMD2:2020 or applicable collateral
standard is replaced completely by the text of this document.
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"Addition" means that the text of this document is additional to the requirements of
IEC 60601-1:2004, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/AMD2:2020 or
applicable collateral standard.

"Amendment" means that the clause or subclause of |JEC 60601-1:2005,
IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/AMD2:2020 or applicable collateral
standard is amended as indicated by the text of this document.

Subclauses, figures or tables which are additional to those of JEC 60601-1:2005,
IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/AMD2:2020 are numbered starting from
201.101. However, due to the fact that definitions in JEC 60601-1:2005,
IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/AMD2:2020 are numbered 3.1 through
3.154, additional definitions in this document are numbered beginning from 201.3.201.
Additional annexes are lettered AA, BB, etc., and additional items aa), bb), etc.

Subclauses, figures or tables which are additional to those of a collateral standard are
numbered starting from 20x, where "x" is the number of the collateral standard, for example 202
for |JEC 60601-1-2, 203 for |[EC 60601-1-3, efc.

The term “"this document" is used to make reference to |EC 60601-1:2005,
IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/AMD2:2020, any applicable collateral
standards and this particular standard taken together.

Where there is no corresponding clause or subclause in this document, the clause or subclause
of |EC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/AMD2:2020 or
applicable collateral standard, although possibly not relevant, applies without modification;
where it is intended that any part of |EC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and
IEC 60601-1:2005/AMD2:2020 or applicable collateral standard, although possibly relevant, is
not to be applied, a statement to that effect is given in this document.

201.2 Normative references

NOTE Informative references are listed in the Bibliography.

Clause 2 of JEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/
AMD2:2020 applies, except as follows:

Addition:

IEC 60601-1:2004, Medical electrical equipment — Part 1: General requirements for basic safety
and essential performance

IEC 60601-1:2005/AMD1:2012

IEC 60601-1:2005/AMD2:2020

IEC 60601-1-10:2007, Medical electrical equipment — Part 1-10: General requirements for basic
safety and essential performance — Collateral Standard: Requirements for the development of
physiologic closed-loop controllers
IEC 60601-1-10:2007/AMD1:2013
IEC 60601-1-10:2007/AMD2:2020

IEC 60601-1-11:2015, Medical electrical equipment — Part 1-11: General requirements for basic
safety and essential performance — Collateral Standard: Requirements for medical electrical
equipment and medical electrical systems used in the home healthcare environment
IEC 60601-1-11:2015/AMD1:2020

IEC 61672-1:2013, Electroacoustics — Sound level meters — Part 1: Specifications
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ISO 3744:2010, Acoustics — Determination of sound power levels and sound energy levels of
noise sources using sound pressure — Engineering methods for an essentially free field over a
reflecting plane

ISO 23500-3:2024, Preparation and quality management of fluids for haemodialysis and related
therapies — Part 3: Water for haemodialysis and related therapies

201.3 Terms and definitions

For the purposes of this document, the terms and definitions given in JEC 60601-1:20085,
IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/AMD2:2020, IEC 60601-1-2:2014 and
IEC 60601-1-2:2014/AMD1:2020, |[EC 60601-1-8:20068, IEC 60601-1-8:2006/AMD1:2012 and
IEC 60601-1-8:2006/AMD2:2020, |EC 60601-1-10:2007, IEC 60601-1-10:2007/AMD1:2013
and |EC 60601-1-10:2007/AMD2:2020, IEC 60601-1-11:2015 and IEC 60601-1-11:2015/
AMD1:2020, and the following apply.

ISO and IEC maintain terminology databases for use in standardization at the following
addresses:
e |EC Electropedia: available at https://www.electropedia.org/

e |SO Online browsing platform: available at https://www.iso.org/obp

NOTE Refer to section "Index of defined terms used in this particular standard" for the index of defined terms.
201.3.8

* APPLIED PART

Replacement:

EXTRACORPOREAL CIRCUIT and all parts permanently and conductively connected to it (e.g.
DIALYSIS FLUID circuit)

Note 1 to entry: See Figure AA.8 in Informative Annex AA Subclause 201.16 and see 201.16.6.3.

Note 2 to entry: One example of an APPLIED PART is the EXTRACORPOREAL CIRCUIT including any pre-manufactured
DIALYSIS FLUID bags, extension lines, and drain bags in a stand-alone system connected during treatment.

Note 3 to entry: Another example of an APPLIED PART is the EXTRACORPOREAL CIRCUIT including connected DIALYSIS
FLUID bags, that are online prepared before treatment without the patient connected and drain bags. During treatment
the online preparation part of the HAEMODIALYSIS EQUIPMENT is conductively disconnected.

Note 4 to entry: Another example of an APPLIED PART is the EXTRACORPOREAL CIRCUIT including all connected fluid
paths of the HAEMODIALYSIS EQUIPMENT and the connection to a drain during the treatment.

201.3.78

PATIENT CONNECTION

Addition:

Note 1 to entry: The PATIENT blood lines connectors are the individual points on the APPLIED PART through which a

current can flow between the PATIENT and the HAEMODIALYSIS EQUIPMENT in NORMAL CONDITION or SINGLE FAULT
CONDITION.

Additional terms and definitions:

201.3.201

ARTERIAL PRESSURE

pressure measured in the blood withdrawal line of the EXTRACORPOREAL CIRCUIT between the
PATIENT CONNECTION and DIALYSER connection

Note 1 to entry: A difference can be made between the pre-pump pressure, which is upstream of the blood pump,
and post-pump pressure, which is downstream of the blood pump.
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201.3.202
* BLOOD LEAK
leakage of blood from the blood compartment to the DIALYSIS FLUID compartment of the DIALYSER

Note 1 to entry: When performing an HF PROCESS, this involves the filtration fluid section.

201.3.203

CENTRAL DELIVERY SYSTEM

part of a ME SYSTEM which proportions DIALYSIS FLUID CONCENTRATE and DIALYSIS WATER for
distribution as DIALYSIS FLUID to the HAEMODIALYSIS EQUIPMENT or distributes DIALYSIS FLUID
CONCENTRATE

201.3.204
DIALYSER
device containing a semi-permeable membrane that is used to perform HD, HDF or HF

201.3.205

DIALYSIS FLUID

DIALYSATE

DIALYSIS SOLUTION

DIALYSING FLUID

aqueous fluid containing electrolytes and, usually, buffer and glucose, which is intended to
exchange solutes with blood during HAEMODIALYSIS

Note 1 to entry: The DIALYSIS FLUID could be pre-manufactured in bags as pharmaceuticals according to the relevant
pharmacopoeia monograph or be prepared by the HAEMODIALYSIS EQUIPMENT or be influenced in composition by the
HAEMODIALYSIS EQUIPMENT.

[SOURCE: ISO 23500-1:2024 [6], 3.15, modified — The notes have been deleted and a new
Note 1 to entry was added.]

201.3.206

DIALYSIS FLUID CONCENTRATE

substances which, when appropriately diluted or dissolved with DIALYSIS WATER, produce the
DIALYSIS FLUID

201.3.207

DIALYSIS WATER

water that has been treated to meet the requirements of ISO 23500-3:2024 and which is suitable
for use in HAEMODIALYSIS applications, including the preparation of DIALYSIS FLUID, reprocessing
of DIALYSERS, preparation of DIALYSIS FLUID CONCENTRATE and preparation of SUBSTITUTION FLUID
for online convective therapies

Note 1 to entry: The words "water for dialysis", "permeate” and "reverse osmosis water" are commonly used as
synonyms of DIALYSIS WATER.

[SOURCE: ISO 23500-1:2024 [6], 3.17, modified — The note was reworded.]

201.3.208
EXTRACORPOREAL CIRCUIT
blood lines, DIALYSER and any integral ACCESSORY

Note 1 to entry: An alternative for DIALYSER could be a HF-filter, adsorber or other device.

201.3.209

HAEMODIAFILTRATION

HDF

PROCESS whereby concentrations of water-soluble substances in a PATIENT'S blood and an
excess of fluid of a PATIENT are corrected by a simultaneous combination of HD and HF
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201.3.210

HAEMODIALYSIS

HD

PROCESS whereby concentrations of water-soluble substances in a PATIENT'S blood and an
excess of fluid of a PATIENT are corrected by bidirectional diffusive transport and
ULTRAFILTRATION across a semi-permeable membrane separating the blood from the DIALYSIS
FLUID

Note 1 to entry: This PROCESS typically includes fluid removal by filtration. This PROCESS is usually also
accompanied by diffusion of substances from the DIALYSIS FLUID into the blood.

201.3.211

* HAEMODIALYSIS EQUIPMENT

ME EQUIPMENT or ME SYSTEM used to perform at least one of the following: HAEMODIALYSIS,
HAEMODIAFILTRATION, HAEMOFILTRATION

Note 1 to entry: When the term ME EQUIPMENT is used in headings, it is equivalent to HAEMODIALYSIS EQUIPMENT.
When the term ME EQUIPMENT is used in the text, it is referring to a general ME EQUIPMENT.

201.3.212

HAEMOFILTRATION

HF

PROCESS whereby concentrations of water-soluble substances in a PATIENT'S blood and an
excess of fluid of a PATIENT are corrected by convective transport via ULTRAFILTRATION and
partial replacement by a SUBSTITUTION FLUID resulting in the required NET FLUID REMOVAL

201.3.213
NET FLUID REMOVAL
fluid loss from the PATIENT

Note 1 to entry: Historically, this term was "weight loss".

201.3.214

* ONLINE HDF

HAEMODIAFILTRATION PROCEDURE where the HAEMODIALYSIS EQUIPMENT produces SUBSTITUTION
FLUID for infusion from DIALYSIS FLUID for the HAEMODIAFILTRATION treatment

201.3.215

* ONLINE HF

HAEMOFILTRATION PROCEDURE where the HAEMODIALYSIS EQUIPMENT produces the SUBSTITUTION
FLUID for infusion from DIALYSIS FLUID for the HAEMOFILTRATION treatment

201.3.216

* PROTECTIVE SYSTEM

automatic system, or a constructional feature, specifically designed to protect the PATIENT
against HAZARDOUS SITUATIONS

201.3.217

SUBSTITUTION FLUID

fluid used in HF and HDF treatments which is directly infused into the EXTRACORPOREAL CIRCUIT
as a replacement for the fluid that is removed from the blood by filtration

[SOURCE: 1S0O 23500-1:2024 [6], 3.42, modified — The words "patient's blood" and
"ultrafiltration" have been replaced respectively by "EXTRACORPOREAL CIRCUIT" and "filtration" in
the definition, and the note has been deleted.]
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201.3.218

TRANSMEMBRANE PRESSURE

TMP

fluid pressure difference exerted across the semi-permeable membrane of the DIALYSER

Note 1 to entry: Generally, the mean TMP is used. In practice, the displayed TRANSMEMBRANE PRESSURE is usually
estimated from the measured EXTRACORPOREAL CIRCUIT pressure minus the measured DIALYSIS FLUID pressure, each
obtained at a single point.

201.3.219

* ULTRAFILTRATION

PROCESS of fluid removal from the PATIENT'S blood across the semi-permeable membrane of the
DIALYSER

201.3.220

VENOUS PRESSURE

pressure measured in the blood return line of the EXTRACORPOREAL CIRCUIT between the
DIALYSER connection and PATIENT CONNECTION

201.4 General requirements

Clause 4 of |JEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/
AMD2:2020 applies, except as follows:

201.4.3 * Essential performance

Additional subclauses:

201.4.3.101 * Additional ESSENTIAL PERFORMANCE requirements

If applicable, the ESSENTIAL PERFORMANCE of HAEMODIALYSIS EQUIPMENT includes, but is not
limited to, the functions found in the subclauses listed in Table 201.101, which shall be met
within the tolerances specified by the MANUFACTURER under NORMAL CONDITION.

The behaviour of the HAEMODIALYSIS EQUIPMENT for ESSENTIAL PERFORMANCE in SINGLE FAULT
CONDITION shall be determined by the MANUFACTURER'S RISK MANAGEMENT.

Table 201.101 — ESSENTIAL PERFORMANCE requirements

Requirement Subclause
Blood flow rate 201.4.3.102
DIALYSIS FLUID flow rate 201.4.3.103
NET FLUID REMOVAL 201.4.3.104
SUBSTITUTION FLUID flow rate 201.4.3.105
Dialysis time 201.4.3.106
DIALYSIS FLUID composition 201.4.3.107
DIALYSIS FLUID temperature 201.4.3.108
SUBSTITUTION FLUID temperature 201.4.3.109

NOTE 1 Some ESSENTIAL PERFORMANCE requirements listed in Table 201.101 are dependent on the characteristics
of the disposables used (e.g. blood flow rate is dependent upon the pump segment inner diameter in rotary peristaltic
pumps).

NOTE 2 Subclause 7.9.2.5 of |JEC 60601-1:2008, IEC 60601-1:2005/AMD1:2012 and |EC 60601-1:2005/
AMD2:2020 describes requirements giving the specifications for the ESSENTIAL PERFORMANCE in the instruction for

use.
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201.4.3.102 Blood flow rate

The blood flow rate of the HAEMODIALYSIS EQUIPMENT shall be delivered as specified by the
MANUFACTURER. The specification shall take into account the pump segment fatigue for the
maximum specified usage life of the EXTRACORPOREAL CIRCUIT.

*NOTE 1 A blood flow rate lower than the set value is considered detrimental for a typical treatment. Therefore,
the goal of testing is to find the highest negative blood flow rate error.

Compliance is checked under the following test conditions for typical peristaltic pumps:
— apply an unused pump segment to the HAEMODIALYSIS EQUIPMENT according to the
instructions for use;

— apply a fluid source (e.g. water) with a temperature of 37 °C £ 1 °C to the EXTRACORPOREAL
CIRCUIT;

— either set the NET FLUID REMOVAL rate to 0 mil/h or bypass the DIALYZER, or both;

— set the blood flow rate of the HAEMODIALYSIS EQUIPMENT to 400 ml/min or — if not possible —
to the highest possible blood flow rate;

— create a pre-pump average ARTERIAL PRESSURE of —200 mmHg (£ 10 mmHg);
— let the pump run for 30 min to 45 min at maximum blood flow rate;
— after this preconditioning measure the blood flow rate.

The value of the measured blood flow rate shall be within the tolerances specified by the
MANUFACTURER in the instructions for use.

NOTE 2 Pump segment fatigue can reduce the blood flow rate.

NOTE 3 The blood flow rate in peristaltic pumps can considerably decrease in case of high negative pressures on
the suction side.

201.4.3.103 DIALYSIS FLUID flow rate

The DIALYSIS FLUID flow rate of the HAEMODIALYSIS EQUIPMENT shall be delivered as specified by
the MANUFACTURER.

NOTE A DIALYSIS FLUID flow rate lower than the set value is considered detrimental for a typical treatment.
Compliance is checked under the following test conditions:

— set the HAEMODIALYSIS EQUIPMENT to the HAEMODIALYSIS mode as specified by the
MANUFACTURER,;

— set the HAEMODIALYSIS EQUIPMENT to maximum DIALYSIS FLUID flow rate;

— measure the DIALYSIS FLUID flow rate over a period of 30 min £ 2 min;

— set the HAEMODIALYSIS EQUIPMENT to minimum DIALYSIS FLUID flow rate;

— measure the DIALYSIS FLUID flow rate over a period of 30 min £ 2 min.

The values of the DIALYSIS FLUID flow rate shall be within the tolerances specified by the
MANUFACTURER in the instructions for use.

201.4.3.104 NET FLUID REMOVAL

The NET FLUID REMOVAL of the HAEMODIALYSIS EQUIPMENT shall be achieved as specified by the
MANUFACTURER.
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Compliance is checked under the following test conditions.

Test 1 for the balancing part of the HAEMODIALYSIS EQUIPMENT only:
— set the HAEMODIALYSIS EQUIPMENT in the HAEMODIALYSIS mode, if applicable, with a DIALYSER
according to the MANUFACTURER's recommendation;

— apply fluid (e.g. water) in the EXTRACORPOREAL CIRCUIT. If the temperature can have an
impact on the NET FLUID REMOVAL measurement, the fluid shall have a temperature of
37 °C = 1 °C at the arterial patient connection;

— set the highest DIALYSIS FLUID flow rate, if applicable;
— set the DIALYSIS FLUID temperature to 37 °C, if applicable;
— setthe NET FLUID REMOVAL rate to 0 mli/h or the lowest adjustable value;

— create a DIALYSER blood outlet pressure of 50 mmHg (£ 10 mmHg) below the highest
operating pressure specified by the MANUFACTURER;

— measure the NET FLUID REMOVAL during an appropriate time interval.
Continue with test 2:

— Setthe NET FLUID REMOVAL rate to the maximum value;
— measure the NET FLUID REMOVAL during an appropriate time interval.

Continue with test 3:

— create a DIALYSER blood outlet pressure of 20 mmHg (x 10 mmHg) above the lowest
operating pressure specified by the MANUFACTURER;
— measure the NET FLUID REMOVAL during an appropriate time interval.

The values of the NET FLUID REMOVAL shall be within the tolerances specified by the
MANUFACTURER in the instructions for use.

201.4.3.105 SUBSTITUTION FLUID flow rate

For HAEMOFILTRATION and HAEMODIAFILTRATION EQUIPMENT only.

The SUBSTITUTION FLUID flow rate of the HAEMODIALYSIS EQUIPMENT shall be delivered as
specified by the MANUFACTURER.

NOTE A SUBSTITUTION FLUID flow rate lower than the set value is considered detrimental for a typical treatment.

Compliance is checked under the following test conditions.

Test 1 for the balancing part of the HAEMODIALYSIS EQUIPMENT and of the therapeutic relevant
SUBSTITUTION FLUID flow rate:

— set the HAEMODIALYSIS EQUIPMENT to the HDF or HF mode with a DIALYSER according to the
MANUFACTURER's recommendation;

— apply fluid (e.g. water) in the EXTRACORPOREAL CIRCUIT;

— set the NET FLUID REMOVAL flow rate to 0 mi/h, or — if not possible — to the minimum;

— set the maximum SUBSTITUTION FLUID flow rate;

— set the temperature of the SUBSTITUTION FLUID to 37 °C, if applicable;

— measure the substitution fluid flow rate and the net fluid removal.

Continue with test 2:

— set the minimum SUBSTITUTION FLUID flow rate;
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The values of SUBSTITUTION FLUID flow rate and NET FLUID REMOVAL shall be within the tolerances
specified by the MANUFACTURER in the instructions for use.

201.4.3.106 Dialysis time

The accuracy of the dialysis treatment time for the HAEMODIALYSIS EQUIPMENT shall be as
specified by the MANUFACTURER.

Compliance is checked by functional tests relevant for the definition of dialysis treatment time
specified by the MANUFACTURER.

201.4.3.107 * DIALYSIS FLUID composition

The accuracy of the composition of the DIALYSIS FLUID shall be specified by the MANUFACTURER.
The test method shall be specified by the MANUFACTURER.

Compliance is checked by inspection and by appropriate functional test(s) that demonstrate the
MANUFACTURER's limits specified in the instructions for use are maintained.

201.4.3.108 Dialysis fluid temperature

The temperature of the DIALYSIS FLUID shall be achieved as specified by the MANUFACTURER.

NOTE This test applies only to HAEMODIALYSIS EQUIPMENT having a heater for the DIALYSIS FLUID.

Compliance is checked under the following test conditions:

— let the HAEMODIALYSIS EQUIPMENT run until it is thermally stable at environmental conditions
within 20 °C to 25 °C;

— setthe DIALYSIS FLUID temperature to 37 °C, if applicable;

— set the highest DIALYSIS FLUID flow rate;

— measure the temperature at the DIALYSER inlet;

— record the temperature during a period of 30 min + 2 min;

— set the lowest DIALYSIS FLUID flow rate;

— measure the temperature at the DIALYSER inlet;

— record the temperature during a period of 30 min + 2 min.

The values of the DIALYSIS FLUID temperature shall be within the tolerances specified by the
MANUFACTURER in the instructions for use.

201.4.3.109 SUBSTITUTION FLUID temperature

The SUBSTITUTION FLUID temperature of the HAEMODIALYSIS EQUIPMENT shall be achieved as
specified by the MANUFACTURER.

NOTE This test applies only to HAEMODIALYSIS EQUIPMENT having a heater for the SUBSTITUTION FLUID.

Compliance is checked under the following test conditions.

— let the HAEMODIALYSIS EQUIPMENT run until it is in a thermally stable condition within the
environment;

— the environmental temperature is within 20 °C to 25 °C;

— set the SUBSTITUTION FLUID temperature to 37 °C, if applicable;

— set the highest SUBSTITUTION FLUID flow rate;
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— measure the temperature of the SUBSTITUTION FLUID at the connection point of the
SUBSTITUTION FLUID line to the blood line;

— record the temperature over a period of 30 min £ 2 min;
— set the lowest SUBSTITUTION FLUID flow rate;

— measure the temperature of the SUBSTITUTION FLUID at the connection point of the
SUBSTITUTION FLUID line to the blood line;

— record the temperature over a period of 30 min £ 2 min.

The values of the SUBSTITUTION FLUID temperature shall be within the tolerances specified by
the MANUFACTURER in the instructions for use.

201.4.7 SINGLE FAULT CONDITION for ME EQUIPMENT

Addition:

An example of SINGLE FAULT CONDITION is a failure of a PROTECTIVE SYSTEM (see 201.12.4.4.101,
201.12.4.4.102, 201.12.4.4.103, 201.12.4.4.104, 201.12.4.4.105);

NOTE 101 If air is permanently present in the EXTRACORPOREAL CIRCUIT when the HAEMODIALYSIS EQUIPMENT is used
as intended by the MANUFACTURER, air is not regarded as a SINGLE FAULT CONDITION, but as a NORMAL CONDITION.

201.5 General requirements for testing ME EQUIPMENT

Clause 5 of JEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/
AMD2:2020 applies, except as follows:

201.5.4 Other conditions
Addition:

aa) When the outcome of a test can be affected by the initial temperature of the pre-
manufactured DIALYSIS FLUID bags, the temperature of the DIALYSIS FLUID at the start of
the test shall be equal to or less than 4 °C, or the minimum DIALYSIS FLUID temperature
specified by the MANUFACTURER of the ME EQUIPMENT.

bb) If the conditions (e.g., temperature, humidity) during either storage or transport, or both,
influence NORMAL USE, this shall be addressed by the RISK MANAGEMENT PROCESS.

201.6 Classification of ME EQUIPMENT and ME SYSTEMS

Clause 6 of JEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/
AMD2:2020 applies.

201.7 ME EQUIPMENT identification, marking and documents

Clause 7 of JEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/
AMD2:2020 applies, except as follows:

201.7.4.3 Units of measurement

Addition:

mmHg may be used for measurement of pressures in any part of the HAEMODIALYSIS EQUIPMENT.
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201.7.8.2 * Colours of controls

Replacement:

The colour red may be used for a control of the blood pump function or for a control by which a
function is interrupted in case of emergency.

201.7.9 ACCOMPANYING DOCUMENTS
201.7.9.2 Instructions for use
201.7.9.2.1 General

Addition:

The instructions for use shall additionally include the following:

—  *minimum weight values of the intended PATIENT population including applicable limitations
for specific PATIENTS' groups;

Compliance is checked by inspection of the instructions for use in the ACCOMPANYING
DOCUMENTS.

201.7.9.2.2 Warning and safety notices
Addition:

The instructions for use shall additionally include the following, if applicable:
— a warning statement which draws the OPERATOR'S attention to the precautions necessary to
prevent any cross-infection between PATIENTS;

— a warning statement which draws the OPERATOR'S attention to the HAZARDOUS SITUATION
associated with connection and disconnection of the PATIENT;

— awarning statement that draws the OPERATOR'S attention to the actions required to respond
to ALARM SIGNALS from any PROTECTIVE SYSTEM,;

— a warning statement that draws the OPERATOR's attention to potential HAZARDS relating to
inappropriate selection of the pre-manufactured DIALYSIS FLUID bags;

— a warning statement which draws the OPERATOR'S attention to the HAZARDSs, including any
HAZARDOUS SITUATIONS, arising from improper installation and improper connections of the
EXTRACORPOREAL CIRCUIT;

— a warning statement on the HAZARDS related to incorrect choice of DIALYSIS FLUID
CONCENTRATE(S);

— a quantitative description of the possible deviation of each component of the DIALYSIS FLUID
in SINGLE FAULT CONDITION depending on the ALARM LIMITS of the PROTECTIVE SYSTEM;

— *awarning statement on the HAZARDS and underlying causes related to a possible transport
of undesired substances from the DIALYSIS FLUID compartment to the blood compartment of
the DIALYSER,;

— for the PROTECTIVE SYSTEM employed according to 201.12.4.4.104.1 a):

e a warning statement that this PROTECTIVE SYSTEM reduces the RISK in part only and an
explanation of the remaining RISK;

e a description of OPERATOR responsibility for further mitigation of residual RISK;

— a warning statement of the adequate OPERATOR action upon an ALARM CONDITION and
associated HAZARD(S), if the ALARM SIGNAL is repeatedly confirmed without solving the
underlying problem;
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— *awarning statement specifying that any narrow passages in the EXTRACORPOREAL CIRCUIT
(such as arising from kinks in the blood line or using needles not suitable for the selected
blood flow rates) can cause haemolysis and that this HAZARDOUS SITUATION is possibly not
detected by the PROTECTIVE SYSTEM,;

— if a PROTECTIVE SYSTEM, according to 201.12.4.4.105, Note 1, is applied: a warning
statement that improper functioning of an ultrasonic air detector can be caused by a
coagulum or the application of ultrasound gel;

— * a warning statement that air can enter into the EXTRACORPOREAL CIRCUIT downstream of
the air detector, at for example insufficiently tightened connection points, if pressures are
negative; this can occur in cases such as single needle applications or central venous
catheter applications;

— regarding the microbiological quality of fluids:

e a warning statement that only the disinfection PROCEDURES defined and validated by the
MANUFACTURER shall be used,;

e information on the required quality of the incoming DIALYSIS WATER and of the DIALYSIS
FLUID CONCENTRATES used;

e information about the microbiological quality of the DIALYSIS FLUID and the SUBSTITUTION
FLUID, prepared by the HAEMODIALYSIS EQUIPMENT;

e intervals at which wearing parts (e.g. ENDOTOXIN-RETENTIVE FILTER — ETRF) should be
exchanged;

— awarning statement that the blood flow rate, and thus the treatment efficacy, can be reduced
when the pre-pump ARTERIAL PRESSURE is extremely negative; and the range and accuracy
of the blood flow rate of such pump(s) and the inlet and outlet pressure ranges over which
this accuracy is maintained;

— for HAEMODIALYSIS EQUIPMENT with APPLIED PARTS other than TYPE CF APPLIED PARTS, a
warning statement, addressed to both the OPERATOR and the RESPONSIBLE ORGANIZATION, to
ensure that no electrical equipment (non-ME EQUIPMENT and ME EQUIPMENT) with TOUCH
CURRENTS and PATIENT LEAKAGE CURRENTS above the respective limits for type CF APPLIED
PARTS is used in the PATIENT ENVIRONMENT in combination with a central venous catheter
whose tip is in the right atrium;

NOTE 101 For information, see 201.8.3 in Annex AA.

— a warning statement that the use of low delivery rates of HAEMODIALYSIS EQUIPMENT-
integrated anticoagulation means (e.g. use of undiluted anticoagulation solution) could lead
to delayed and non-continuous delivery due to mechanical compliance in the delivery means
including the disposables or output pressure changes in the EXTRACORPOREAL CIRCUIT.

— a warning statement that protective measures should be taken to prevent back siphonage
from the drain.

NOTE 102 The term "warning statement" is used in a generic way and it is under the MANUFACTURERS' responsibility
to identify how to provide the related information to the user in accordance with the MANUFACTURERS' RISK
MANAGEMENT PROCESS.

Compliance is checked by inspection of the instructions for use in the ACCOMPANYING
DOCUMENTS.

201.7.9.2.5 ME EQUIPMENT description

Addition:

The instructions for use shall additionally include the following, if applicable:

— a definition of TRANSMEMBRANE PRESSURE if the MANUFACTURER makes use of one different
from that stated in 201.3.218;

— an explanation of the coloured markings on the DIALYSIS FLUID CONCENTRATE connectors;
— information on the effective delivered blood flow rate in single-needle treatmentDocuments
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— information on the recirculation of blood in the EXTRACORPOREAL CIRCUIT in single-needle
treatments;

— the delay time after which an auditory ALARM SIGNAL is activated after interruption of the
power supply;

— for PHYSIOLOGIC CLOSED-LOOP CONTROLLER functions (see also the collateral standard
IEC 60601-1-10):

a) the technical working principle;

b) the PATIENT parameters which are measured and the physiological parameters which are
controlled;

c) the methods by which these PHYSIOLOGIC CLOSED-LOOP CONTROLLER modes have been
evaluated, including beneficial and adverse effects recorded during clinical evaluation;

— for any data that is displayed or indicated by the HAEMODIALYSIS EQUIPMENT and that can be
used for adjusting the treatment or measuring or confirming the treatment efficacy:

a) a description of the technical working principle;

b) if the measurement is indirect: information about the accuracy and possible influencing
factors;

c) * the method by which the technical working principle has been evaluated relative to
standard medical care;

— for HAEMODIALYSIS EQUIPMENT with APPLIED PARTS other than TYPE CF APPLIED PARTS
information, whether this HAEMODIALYSIS EQUIPMENT can be used together with a central
venous catheter whose tip is in the right atrium. If the HAEMODIALYSIS EQUIPMENT is not
suitable for a central venous catheter whose tip is in the right atrium, associated HAZARDs
shall be listed.

Compliance is checked by inspection of the instructions for use in the ACCOMPANYING
DOCUMENTS.

201.7.9.2.6 Installation

Addition:

The instructions for use shall additionally include the following, if applicable:

— information that it is essential for the HAEMODIALYSIS EQUIPMENT to be installed and used in
compliance with appropriate regulations/recommendations on quality of DIALYSIS WATER and
other relevant fluids;

— for CLASS | HAEMODIALYSIS EQUIPMENT, information of the importance of the quality of the
protective earth in the electrical installation;

— information of the applications in which a POTENTIAL EQUALIZATION CONDUCTOR should be
used;

— the acceptable range of temperature, flow rate and pressure for inlet DIALYSIS WATER and
any CENTRAL DELIVERY SYSTEM,;

— a note emphasizing the importance of compliance with all local regulations regarding the
separation of the HAEMODIALYSIS EQUIPMENT from the water supply, the prevention of back
flow to the potable water source, and prevention of contamination via the drain connection
of the HAEMODIALYSIS EQUIPMENT from any sewer connection;

— if different schemes for colour coding of visual ALARM SIGNALS can be configured, information
that the RESPONSIBLE ORGANIZATION should select the colour coding scheme which minimizes
the RISK of ALARM SIGNAL misunderstanding in their environment;

— if settings of operating parameters or PROTECTIVE SYSTEMS can be configured, information
that the RESPONSIBLE ORGANIZATION should select the configuration(s) or explicitly confirm
the default configuration.

Compliance is checked by inspection of the instructions for use in the Acww/‘\ﬁents

DOCUMENTS.
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201.7.9.2.12 Cleaning, disinfection and sterilization

Addition:

The instructions for use shall additionally include the following, if applicable:

— ¥ a description of the method(s) by which sanitization or disinfection of the non-single use
fluid path inside the HAEMODIALYSIS EQUIPMENT and either the ENCLOSURE surface cleaning
or disinfection, or both, is achieved;

— information on how to handle an extended time between sanitization or disinfection, so as
to return the system to a state of microbial control;

*

- information that the test PROCEDURE by which the effectiveness of sanitization or
disinfection of the fluid path inside the HAEMODIALYSIS EQUIPMENT has been validated is
available upon request from the MANUFACTURER, including information on how the testing
represented the microbial controls risks throughout the EXPECTED SERVICE LIFE;

— a warning statement to follow the MANUFACTURER's instructions to disinfect the
HAEMODIALYSIS EQUIPMENT; if other PROCEDURES are used it is the responsibility of the
RESPONSIBLE ORGANIZATION to validate the disinfection procedure for efficacy and safety; this
warning shall specifically list HAZARDS, including the failure mode that can result from other
PROCEDURES;

— a warning statement that the RESPONSIBLE ORGANIZATION is responsible for the hygienic
quality of any delivery system(s), for example central DIALYSIS WATER supply system,
CENTRAL DELIVERY SYSTEMS, HAEMODIALYSIS EQUIPMENT connecting devices, including the
fluid lines from connection points to the HAEMODIALYSIS EQUIPMENT.

NOTE The term "warning statement" is used in a generic way and it is under the MANUFACTURERS' responsibility to
identify how to provide the related information to the user in accordance with the MANUFACTURERS' RISK MANAGEMENT
PROCESS.

Compliance is checked by inspection of the instructions for use in the ACCOMPANYING
DOCUMENTS.

201.7.9.2.14 ACCESSORIES, supplementary equipment, used material

Addition:

The instructions for use shall additionally include the following, if applicable:

— information on pre-manufactured DIALYSIS FLUID bags, DIALYSIS FLUID CONCENTRATES,
DIALYSERS and EXTRACORPOREAL CIRCUITS intended to be used together with the
HAEMODIALYSIS EQUIPMENT.

Compliance is checked by inspection of the instructions for use in the ACCOMPANYING
DOCUMENTS.
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201.7.9.3 Technical description
201.7.9.3.1 General

Addition:

The technical description shall additionally include the following, if applicable:

e installation:

— a description of the particular measures or conditions to be observed when installing,
deinstalling and transporting the HAEMODIALYSIS EQUIPMENT or bringing it into use. These
shall include guidance on the type and number of tests to be carried out;

— information about the maximum temperature which can occur at the drain of the
HAEMODIALYSIS EQUIPMENT:

— *information about energy consumption, energy delivery to the environment and energy
delivery to the drain under typical operating conditions and as a function of inlet water
temperature;

— " information about consumption of water and DIALYSIS FLUID CONCENTRATE(S) or (pre-
manufactured) DIALYSIS FLUID under typical operating conditions;

e HAEMODIALYSIS EQUIPMENT specification:

— for HAEMODIALYSIS EQUIPMENT that includes integral anticoagulant delivery means: the
type of the pump(s), the range and the accuracy of the flow rate for such pump(s) and
the pressures against which this accuracy is maintained;

— any additional measures foreseen by the MANUFACTURER in case of the interruption of
the power supply;

— the type, the measurement accuracy and the value(s) / range(s) of the ALARM LIMIT(s) of
the PROTECTIVE SYSTEM required by 201.12.4.4.101 (DIALYSIS FLUID composition);

— the type, the measurement accuracy and the value(s) / range(s) of the ALARM LIMIT(s) of
the PROTECTIVE SYSTEM required by 201.12.4.4.102 (DIALYSIS FLUID and SUBSTITUTION
FLUID temperature);

— the type, the measurement accuracy and the value(s) / range(s) of the ALARM LIMIT(s) of
the PROTECTIVE SYSTEM required by 201.12.4.4.103 (NET FLUID REMOVAL);

— the type, the measurement accuracy and the value(s) / range(s) of the ALARM LIMIT(s) of
the PROTECTIVE SYSTEM required by 201.12.4.4.104.1 (extracorporeal blood loss to the
environment), and if applicable the delays introduced by an INTELLIGENT ALARM SYSTEM;

— *the type and the measurement accuracy of the PROTECTIVE SYSTEM required by
201.12.4.4.104.2 (BLOOD LEAK to the DIALYSIS FLUID) and the ALARM LIMIT of the
PROTECTIVE SYSTEM at the minimum and maximum flow rate through the BLOOD LEAK
detector;

— the type and the ALARM LIMIT(s) of the PROTECTIVE SYSTEM required by 201.12.4.4.104.3
(extracorporeal blood loss due to coagulation);

— the method employed and the sensitivity under test conditions specified by the
MANUFACTURER for the PROTECTIVE SYSTEM required by 201.12.4.4.105 (air infusion);

— the override time(s) for any PROTECTIVE SYSTEM,;
— the auditory ALARM SIGNAL AUDIO PAUSED period;
— the range of sound pressure levels of any adjustable auditory ALARM SIGNAL source;

— a disclosure of all materials intended to come into contact with the DIALYSIS WATER,
DIALYSIS FLUID and DIALYSIS FLUID CONCENTRATE;

— for ONLINE HDF and ONLINE HF: the method of preparation of the SUBSTITUTION FLUID, if
applicable the method of the integrity test of the SUBSTITUTION FLUID filters (e.g.
ENDOTOXIN-RETENTIVE FILTER — ETRF) and the accuracy of these tests.

Documents

Document Sharing Hub

Full document details: BS EN IEC 60601-2-16:2025


https://doi.org/10.3403/BSENIEC60601?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-60601-2-16-2025
http://www.avadocuments.com/doc/bs-en-iec-60601-2-16-2025

- 24 — IEC 60601-2-16:2025 © |IEC 2025

Compliance is checked by inspection of the technical description in the ACCOMPANYING
DOCUMENTS.

201.8 Protection against electrical HAZARDS from ME EQUIPMENT

Clause 8 of JEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/
AMD2:2020 applies, except as follows:

201.8.3 * Classification of APPLIED PARTS

Addition:

HAEMODIALYSIS EQUIPMENT with LEAKAGE CURRENTS complying with TYPE CF APPLIED PARTS
requirements are considered to be suitable for being used with a central venous catheter whose
tip is in the right atrium.

If HAEMODIALYSIS EQUIPMENT having an APPLIED PART other than a TYPE CF APPLIED PART is
intended to be used for treatment of PATIENTS with a central venous catheter whose tip is in the
right atrium, the following shall apply:

aa) under NORMAL CONDITION, the PATIENT LEAKAGE CURRENTS and the TOUCH CURRENTS shall
be within the limits for TYPE CF APPLIED PARTS;

bb) under SINGLE FAULT CONDITION, the PATIENT LEAKAGE CURRENTS, TOUCH CURRENTS and
EARTH LEAKAGE CURRENTS shall be within the limits for TYPE CF APPLIED PARTS.

Compliance is checked by inspection.

If the HAEMODIALYSIS EQUIPMENT does not comply with bb), external means shall be provided
and justified by the MANUFACTURER'S RISK MANAGEMENT PROCESS to keep the PATIENT LEAKAGE
CURRENTS within the limits for TYPE CF APPLIED PARTS under SINGLE FAULT CONDITION.

Compliance is checked by inspection of the RISK MANAGEMENT FILE.

201.8.7.4.7 Measurement of the PATIENT LEAKAGE CURRENT
Addition:

aa) * The measuring device shall be connected where both extracorporeal blood lines are
connected to the PATIENT. For the duration of the test, a test solution with the highest
selectable conductivity, referenced to a temperature of 25 °C, and to the highest
selectable DIALYSIS FLUID temperature in the application, shall be flowing in the DIALYSIS
FLUID circuit and in the EXTRACORPOREAL CIRCUIT. The HAEMODIALYSIS EQUIPMENT shall be
operated in typical treatment mode with highest possible blood flow rate and no ALARM
CONDITIONS activated. For practical reasons the measuring device can be connected to
the DIALYSIS FLUID connectors.

NOTE 101 The measurement of PATIENT LEAKAGE CURRENTS described above does not include the measurement

according to 8.7.4.7 b) (external voltage on the PATIENT CONNECTION(S)) of |JEC 60601-1:2004,
IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/AMD2:2020 for HAEMODIALYSIS EQUIPMENT with TYPE B APPLIED
PARTS.

NOTE 102 The highest possible blood flow rate leads to the lowest resistance of the air gap in the venous drip
chamber.

201.8.11.2 * MULTIPLE SOCKET-OUTLETS

Addition:

If a MULTIPLE SOCKET-OUTLET is provided and a mutual interchange or interchange with other
MULTIPLE SOCKET-OUTLETS of the HAEMODIALYSIS EQUIPMENT could create a r@ ents
SITUATION, the MULTIPLE SOCKET-OUTLET shall be of a type which prevents such an i @ﬁj’fgﬁ
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Compliance is checked by inspection and functional tests.

201.9 Protection against MECHANICAL HAZARDS of ME EQUIPMENT and
ME SYSTEMS

Clause 9 of JEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/
AMD2:2020 applies.

201.10 Protection against unwanted and excessive radiation HAZARDS

Clause 10 of JEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/
AMD2:2020 applies.

201.11 Protection against excessive temperatures and other HAZARDS

Clause 11 of JEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/
AMD2:2020 applies, except as follows:

201.11.6 * Overflow, spillage, leakage, ingress of water or particular matter, cleaning,
disinfection, sterilization, and compatibility with substances used with the
ME EQUIPMENT

201.11.6.1 General

Addition:

All the provisions of 11.6.2 to 11.6.4 shall be applied using appropriate liquid.

NOTE Examples for appropriate liquid are saline solution, DIALYSIS FLUID, other as identified by the MANUFACTURER.
201.11.6.5 Ingress of water or particulate matter into ME EQUIPMENT and ME SYSTEMS

Addition:
The subclause of JEC 60601-1:200i, IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/
AMD2:2020 applies and IPX1 of [EC 60529 is required as minimum.

201.11.6.6 * Cleaning and disinfection of ME EQUIPMENT and ME SYSTEMS

Addition:

For HAEMODIALYSIS EQUIPMENT employing non-disposable (e.g. non-single-use) fluid paths and
fluid contacting components where the fluid comes into contact with the PATIENT directly or
indirectly, means shall be provided for their hygienic maintenance.

The microbial control PROCESS for HAEMODIALYSIS EQUIPMENT shall be developed and validated
by the MANUFACTURER for HAEMODIALYSIS EQUIPMENT using a RISK based approach considering
EXPECTED SERVICE LIFE, disposability, filtration, cleaning/disinfection, system maintenance,
storage and relevant DIALYSIS FLUID quality standards.

Compliance is checked by inspection of the validation documentation, of the RISK MANAGEMENT
FILE, of the ACCOMPANYING DOCUMENTS and of the HAEMODIALYSIS EQUIPMENT.

The disinfection PROCEDURES shall not deteriorate internal components, external surfaces or
external ACCESSORIES (e.g. ENDOTOXIN-RETENTIVE FILTER — ETRF) that could lead to a HAZARDOUS
SITUATION.
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Compliance is checked by inspection of the RISK MANAGEMENT FILE and the validation
documentation.

201.11.8 * Interruption of the power supply / SUPPLY MAINS to ME EQUIPMENT
Addition:
a) HAEMODIALYSIS EQUIPMENT powered only by SUPPLY MAINS without INTERNAL ELECTRICAL

POWER SOURCE:

In the event of an interruption of the power supply / SUPPLY MAINS to the HAEMODIALYSIS
EQUIPMENT, the following safe conditions shall be achieved:

— activation of an auditory ALARM SIGNAL for at least 1 min;

— additional measures can be needed as determined by the MANUFACTURER'S RISK
MANAGEMENT PROCESS;

— the HAEMODIALYSIS EQUIPMENT may restart automatically on restoration of the power
supply only if this does not cause any HAZARDOUS SITUATION to the PATIENT as determined
by the MANUFACTURER'S RISK MANAGEMENT PROCESS.

NOTE 101 Power sources for the 1 min auditory ALARM SIGNAL are not regarded as INTERNAL ELECTRICAL POWER
SOURCE.

NOTE 102 For the 1 min auditory ALARM SIGNAL JEC 60601-1-8:2006, IEC 60601-1-8:2006/AMD1:2012 and
IEC 60601-1-8:2006/AMD2:2020 allow in Subclause 6.3.3.1 deviations from the full requirements thereof. See
also 208.6.3.3.2 and 208.6.3.3.101.

Compliance is checked by inspection of the RISK MANAGEMENT FILE and by functional tests.
b) HAEMODIALYSIS EQUIPMENT powered by SUPPLY MAINS with an INTERNAL ELECTRICAL POWER

SOURCE for limited functionality in case of interruption of the power supply / SUPPLY MAINS:

In the event of an interruption of the power supply / SUPPLY MAINS to the HAEMODIALYSIS
EQUIPMENT, the following safe conditions shall be achieved:

— directly after the loss of SUPPLY MAINS an activation of a visual ALARM SIGNAL;

— activation of an auditory ALARM SIGNAL after a time interval specified by the
MANUFACTURER;

While the INTERNAL ELECTRICAL POWER SOURCE is active:
— The limited functionality shall always fulfil the requirements from 201.12.4.4.104.3;
— If applicable, all other requirements from 201.12.4.4 shall be fulfilled.

In the event of starting depletion or loss of the INTERNAL ELECTRICAL POWER SOURCE the
following safe condition shall be achieved:

— no more than 30 min before depletion of the INTERNAL ELECTRICAL POWER SOURCE
activation of a visual and auditory ALARM SIGNAL. If applicable, the ALARM SIGNAL
activation should give the OPERATOR the time usually needed for returning the blood to
the PATIENT. The ALARM SIGNAL shall last for at least 1 min.

Or, as an alternative option, after loss of the INTERNAL ELECTRICAL POWER SOURCE:
— activation of an auditory ALARM SIGNAL for at least 1 min.
In both options:

— additional measures can be needed, as determined by the MANUFACTURER'S RISK
MANAGEMENT PROCESS;

— If functions of the HAEMODIALYSIS EQUIPMENT were stopped in the event of an interruption
of the power supply / SUPPLY MAINS they may restart automatically on restoration of the
power supply / SUPPLY MAINS only if this does not cause any HAZARDOUS SITUATION to the
PATIENT, as determined by the MANUFACTURER'S RISK MANAGEMENT PROCESS;

NOTE 103 In the second option (i.e. ALARM SIGNAL at the loss of the INTERNAL ELECTRICAL POWER SOURCE),
the INTERNAL ELECTRICAL POWER SOURCE does not need to be tested for functionality, if it is not being used

to generate the 1 min auditory ALARM SIGNAL. Documents
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NOTE 104 In the second option (i.e. ALARM SIGNAL at the loss of the INTERNAL ELECTRICAL POWER SOURCE),
power sources for the 1 min auditory ALARM SIGNAL are not regarded as INTERNAL ELECTRICAL POWER SOURCE.

NOTE 105 For the auditory ALARM SIGNAL in the event of interruption of the POWER SUPPLY and for the 1 min
auditory ALARM _SIGNAL in the event of the loss of the INTERNAL ELECTRICAL POWER SOURCE,
[EC 60601-1-8:2006, IEC 60601-1-8:2006/AMD1:2012 and |IEC 60601-1-8:2006/AMD2:2020 allow in
Subclause 6.3.3.1 deviations from the full requirements thereof. See also 208.6.3.3.2 and 208.6.3.3.101. If
possible, the auditory ALARM SIGNAL in the event of interruption of the POWER SUPPLY and the 1 min auditory
ALARM SIGNAL generated before depletion of the INTERNAL ELECTRICAL POWER SOURCE are preferred to be
compliant with Clause 208.

NOTE 106 Regarding the first option (i.e. ALARM SIGNAL no more than 30 min before the expected loss of
the INTERNAL ELECTRICAL POWER SOURCE), an ALARM SIGNAL generated more than 30 min before the expected
loss of the INTERNAL ELECTRICAL POWER SOURCE, would not serve the purpose of reminding the OPERATOR to
start the blood restitution before the INTERNAL ELECTRICAL POWER SOURCE gets depleted. If the limited
functionality is specified for 30 min or less, the SUPPLY MAINS loss ALARM SIGNAL and the INTERNAL ELECTRICAL
POWER SOURCE loss ALARM SIGNAL could be combined in one ALARM SIGNAL.

Compliance is checked by inspection of the RISK MANAGEMENT FILE and by functional tests.

C) HAEMODIALYSIS EQUIPMENT that is INTERNALLY POWERED:

In the event of starting depletion or loss of the INTERNAL ELECTRICAL POWER SOURCE the
following safe condition shall be achieved:

— no more than 30 min before expected depletion of the INTERNAL ELECTRICAL POWER
SOURCE activation of a visual and auditory ALARM SIGNAL. If applicable, the ALARM SIGNAL
activation should give the OPERATOR the time usually needed for returning the blood to
the PATIENT. The ALARM SIGNAL shall last for at least 1 min and shall be compliant with
Clause 208 (with an allowed exception on duration of AUDIO PAUSE, regarding 208.6.3.1
and 208.6.3.3.101).

Or, as an alternative option, after loss of the INTERNAL ELECTRICAL POWER SOURCE:
— activation of an auditory ALARM SIGNAL for at least 1 min.
In both options:

— additional measures can be needed, as determined by the MANUFACTURER'S RISK
MANAGEMENT PROCESS.

— The HAEMODIALYSIS EQUIPMENT may restart automatically on restoration of the power
supply only if this does not cause any HAZARDOUS SITUATION to the PATIENT, as
determined by the MANUFACTURER'S RISK MANAGEMENT PROCESS.

NOTE 107 Case c) applies to HAEMODIALYSIS EQUIPMENT where the INTENDED USE is achieved by INTERNAL
ELECTRICAL POWER SOURCE, e.g. wearable HAEMODIALYSIS EQUIPMENT.

NOTE 108 Case c) also applies to HAEMODIALYSIS EQUIPMENT that can provide the INTENDED USE by the
INTERNAL ELECTRICAL POWER SOURCE or alternatively by the SUPPLY MAINS or in combination with the SuPPLY
MAINS (e.g. for charging the INTERNAL ELECTRICAL POWER SOURCE while in use). See the additional
requirement regarding charging mode indication in 15.4.4 of ,
IEC 60601-1:2005/AMD1:2012 and IEC 60601-1:2005/AMD2:2020.

NOTE 109 Power sources for the 1 min auditory ALARM SIGNAL are not regarded as INTERNAL ELECTRICAL
POWER SOURCE.

NOTE 110__For the 1 min auditory ALARM SIGNAL in the event of the loss of the INTERNAL ELECTRICAL POWER
SOURCE, JEC 60601-1-8:200f, IEC 60601-1-8:2006/AMD1:2012 and IEC 60601-1-8:2006/AMD2:2020 allow
in 6.3.3.1 deviations from the full requirements thereof. See also 208.6.3.3.2 and 208.6.3.3.101.

Compliance is checked by inspection of the RISK MANAGEMENT FILE and by functional tests.
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