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EN IEC 60728-3:2018 (E)

European foreword

The text of document 100/2975/FDIS, future edition 5 of , prepared by technical area 5
"Cable networks for television signals, sound signals and interactive services" of IEC/TC 100 "Audio,
video and multimedia systems and equipment" was submitted to the IEC-CENELEC parallel vote and
approved by CENELEC as EN IEC 60728-3:2018.

The following dates are fixed:

¢ latest date by which the document has to be (dop) 2018-10-01
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2021-01-01
standards conflicting with the
document have to be withdrawn
This document supersedes EN 60728-3:2011, EN 60728-3-1:2012 and CLC/TS 50083-3-3:2014.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Endorsement notice

The text of the International Standard IEC 60728-3:2017 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

NOTE Harmonized as EN 60728-1.
IEC 60728-6:2011 NOTE Harmonized as EN 60728-6:2011 (not modified)
NOTE Harmonized as EN 60728-10
NOTE Harmonized as EN 61169-2
NOTE Harmonized as EN 61169-24
ISO 80416 series NOTE Harmonized in EN 80416 series
Documents
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Annex ZA
(normative)

EN IEC 60728-3:2018 (E)

Normative references to international publications
with their corresponding European publications

applies.

NOTE 1 Where an International Publication has been modified by common modifications, indicated by (mod), the relevant

EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here:

www.cenelec.eu.

Publication Year
IEC 60068-1 -

EC 60068-2-

—
1

EC 60068-2-2 -

EC 60068-2-G -

EC 60068-2-14

m
(@)
o
S
S
S
NN
>
N

m m
(@] (@]
o o
o o
S S
S S
N N
> >
o &
— )
1 1

EC 60068-2-40 -

1
!
1

EC 60529

IEC 60728-2 -

EC 60728-4 -

EC 60728-5

IEC 60728-11 -

EC 61000-4-5 -

EC 61319-1 -

Full document details: BS EN IEC 60728-3:2018

Title

Environmental testing -- Part 1: General
and guidance

Environmental testing -- Part 2-1: Tests -
Test A: Cold

Environmental testing -- Part 2-2: Tests -
Test B: Dry heat

Environmental testing -- Part 2-6: Tests -
Test Fc: Vibration (sinusoidal)

Environmental testing -- Part 2-14: Tests -

Test N: Change of temperature

Environmental testing -- Part 2-27: Tests -

Test Ea and guidance: Shock

Environmental testing -- Part 2-30: Tests -

Test Db: Damp heat, cyclic (12h + 12 h
cycle)

Environmental testing -- Part 2-31: Tests -
Test Ec: Rough handling shocks, primarily

for equipment-type specimens

Basic environmental testing procedures -
Part 2: Tests. Test Z/AM: Combined
cold/low air pressure tests

Degrees of protection provided by
enclosures (IP Code)

Cable networks for television signals,
sound signals and interactive services -
Part 2: Electromagnetic compatibility for
equipment

Cable networks for television signals,
sound signals and interactive services --
Part 4: Passive wideband equipment for
coaxial cable networks

Cable networks for television signals,
sound signals and interactive services -
Part 5: Headend equipment

Cable networks for television signals,
sound signals and interactive services --
Part 11: Safety

EN/HD
EN 60068-1

EN 60068-2-1
EN 60068-2-2

EN 60068-2-6

EN 60068-2-14

EN 60068-2-27

EN 60068-2-30

EN 60068-2-31

EN 60068-2-40

EN 60728-4

EN 60728-5

N 60728-11

Electromagnetic compatibility (EMC) - Part EN 61000-4-5

4-5: Testing and measurement techniques

- Surge immunity test
Interconnections of satellite receiving
equipment -- Part 1: Europe

EN 61319-1

Year

Documents
Document%haring Hub


http://www.cenelec.eu/
https://doi.org/10.3403/00496406U
https://doi.org/10.3403/00374057U
https://doi.org/10.3403/00309703U
https://doi.org/10.3403/00585884U
https://doi.org/10.3403/01957775U
https://doi.org/10.3403/00375340U
https://doi.org/10.3403/01846715U
https://doi.org/10.3403/00005523U
https://doi.org/10.3403/01958885U
https://doi.org/10.3403/00013268U
https://doi.org/10.3403/01302787U
https://doi.org/10.3403/30150083U
https://doi.org/10.3403/30150092U
https://doi.org/10.3403/30094216U
https://doi.org/10.3403/02349476U
https://doi.org/10.3403/00781905U
http://www.avadocuments.com/doc/bs-en-iec-60728-3-2018
http://www.avadocuments.com/doc/bs-en-iec-60728-3-2018

EN IEC 60728-3:2018 (E)

IEC 61319-2 -

IEC 62368-1 -

Full document details: BS EN IEC 60728-3:2018

Interconnections of satellite receiving
equipment -- Part 2: Japan

Audio/video, information and
communication technology equipment --
Part 1: Safety requirements

N 62368-1

Documents

Document Sharing Hub


https://doi.org/10.3403/30239868U
http://www.avadocuments.com/doc/bs-en-iec-60728-3-2018
http://www.avadocuments.com/doc/bs-en-iec-60728-3-2018

-2- IEC 60728-3:2017 © IEC 2017

CONTENTS
FOREWORD ...ttt ettt et et et ettt et et e et e et e et e et e e et e e e enns 5
LN I 2 1 1 L N 1 S 7
1 1T o 1= S 8
2 NOrMative refErENCES .. e 8
3  Terms, definitions, symbols and abbreviated terms.............cooiiiiiiiii 9
3.1 Terms and definifioNS .. ..o 9
3.2 S MO L 12
3.3 AbDbreviated termMS ... .. 14
4 Methods Of MEASUIEMENT ... i e ees 14
4.1 LT a1 =Y PP 14
4.2 Linear distOrtioN ... e 15
4.21 SN 10 o T o 1= 15
4.2.2 Group delay variation ..o 15
4.3 Non-linear distortioN. ... ... e 16
4.3.1 GBNEIAL .. 16
4.3.2 Types Of MEaASUrEMENTS. ... .. e 16
4.3.3 INtErmMOdUIatioN ... ... 17
4.3.4 Composite triple beat... ..o 19
4.3.5 Composite second order beat ... 22
4.3.6 Method of measurement of non-linearity for pure digital channel load ............ 22
4.3.7 Hum modulation of carrier...........oo 30
4.4 N Lo T T =Y o 101 = PPN 33
4.41 LT o= = | P 33
4.4.2 Equipment required ... 33
4.4.3 Connection of EQUIPMENT ... 33
4.4.4 Measurement ProCEAUIE ... ..o 34
4.5 Crosstalk attenuation ... 34
451 Crosstalk attenuation for loop-through ports ... 34
4.5.2 Crosstalk attenuation for output ports ..o 34
4.6 Measurement of noise power ratio (NPR) ..o 36
4.6.1 LT o= = | P 36
4.6.2 EQUIPMENt rEQUITEd ...oeei e 37
4.6.3 Connection of equUIpMeENt ... e 37
4.6.4 Measurement ProCEAUIE ..ot e e 38
4.6.5 Presentation of the results ... 38
4.7 IMmunity t0 SUrge VOITAgES ....couiiiiiii e 39
4.7.1 GBNEIAL .. 39
4.7.2 Equipment required ... 39
4.7.3 Connection of EQUIPMENT ... 39
4.7.4 Measurement ProCEAUIE ... ..o 40
5 Equipment reqUIiremMENtS ... o e 40
5.1 General reqQUIrEMENTS ... e 40
5.2 S A B Y it e 40
5.3 Electromagnetic compatibility (EMC) ..o 40
54 FrEQUENCY FANGE ..ttt ettt e ees 40
5.5 Impedance and return 0SS .......coviiii i A, Documents

Document Sharing Hub

Full document details: BS EN IEC 60728-3:2018


http://www.avadocuments.com/doc/bs-en-iec-60728-3-2018
http://www.avadocuments.com/doc/bs-en-iec-60728-3-2018

-3- IEC 60728-3:2017 © IEC 2017

5.6 7 Vo S 41
5.6.1 Minimum and MaxXimum QaiN ..o e 41
5.6.2 GaIN CONTIOL . et e 41
5.6.3 Slope and slope CONtrol ... e 41

5.7 F A N S S e 41

5.8 =15 S o o 1 | £ S 41

5.9 N Lo T Y=Y o 101 = YRR 41

510  Non-linear distortion. . ... e 42
5.10.1 LY o =T = | P 42
5.10.2 Second-order diStOrtion ..o 42
5.10.3 Third order distortion ... e 42
5.10.4 Composite triple beat... ... 42
5.10.5 Composite SECONA Order ... . o 42
5.10.6 Maximum operating level for pure digital channel load........................ 42

511 HUM MOAUIALION ... e 43

B P OWET SUPPIY e e 43

5.13  ENVIrONMENTaAl. ..o 43
5.13.1 LT o= = | P 43
5.13.2 TrANS PO At ON o e 43
5.13.3 Installation or MaiNteNanCe ..o 43
5.13.4 P EIaAtION e 43
5.13.5 Energy efficiency of equipment ..o, 44

ST S 1V =Y o ] [ PRSPPI 44
5.14.1 Marking of @qQUIPMENT ... ..o 44
5.14.2 Marking Of POItS .. ... 44

5.15 Requirements for multi-switChes ... ... 44
5.15.1 Control signals for multi-switches ...........cooiiiiiii e 44
5.15.2 Amplitude frequency response flatness ... 44
5.15.3 RETUIN 108 et 44
5.15.4 THrOUGN 0SS ..o e 44
5.15.5 LSO AT ON . . 44
5.15.6 Crosstalk attenuation ... ... 44
5.15.7 Satellite IF to terrestrial signal isolation ... 45

516  Immunity 0 SUIge VOILAgES . oviiiiiiii e 45
5.16.1 Degrees of testing levels ... 45
5.16.2 Recommendation of testing level degree ..........cccooiiiiiiii i, 45

Annex A (normative) Test carriers, levels and intermodulation products..................cccoeenni. 46
A1 Two signal tests for second- and third-order products ............cccoeviiiiiiiiiiiineeannns 46
A.1.1 Intermodulation products with test signals at frequencies f5 and fp,
S Table ALl e 46
A.1.2 SIGNAI LEVEIS ..o 46
A.2 Three signal tests for third order products — Intermodulation products with
test signals at frequencies fg, fp, and f. , see Table A.2 and Figure A.3 .............. 47
Annex B (informative) Test frequency plan for composite triple beat (CTB), composite
LST=ToToT s Lo Io] e L= G ({2 T ) LS 48
Annex C (informative) Measurement errors that occur due to mismatched equipment.......... 50
Annex D (informative) Examples of measurement channels ................cooiiiii i, 51
D.1 Operating frequency range 110 MHz to 1 006 MHz ............ccoiiiiiiiiie, 51
D.2  Operating frequency range 110 MHz t0 862 MHZ ................ccooviiiceniin ... Documents

Document Sharing Hub

Full document details: BS EN IEC 60728-3:2018


http://www.avadocuments.com/doc/bs-en-iec-60728-3-2018
http://www.avadocuments.com/doc/bs-en-iec-60728-3-2018

-4 - IEC 60728-3:2017 © IEC 2017

D.3 Operating frequency range 258 MHz to 1 218 MHz ... 51
71 0] [ o = o 2 /278 52

Figure 1 — Basic arrangement of test equipment for evaluation of the ratio of signal to

iNtermodulation ProUCT . ... e e 18
Figure 2 — Connection of test equipment for the measurement of non-linear distortion

DY COMPOSITE DAL .o et e 21
Figure 3 — BER measurement test configuration ... 24
Figure 4 — CINR measurement test Setup..... .o 28
Figure 5 — Plot of CINR in dB curve (forward path) versus EUT channel output signal

LN = T o 1= R 29
Figure 6 — Carrier/Num Fatio .. ....cooiiiii e 30
Figure 7 — Test set-up for local-powered ObjJeCtS........c.oiiiiiiiiii 31
Figure 8 — Test set-up for remote-powered objects ... 31
Figure 9 — OSCIlloSCOPE diSPIAY ..ovniiniiiiiiii e e 32
Figure 10 — Measurement of N0ISE fIQUIE .......cuiiiiii e 33
Figure 11 — Measurement of crosstalk attenuation for loop through ports of multi-

LR o o= T S 36
Figure 12 — Characteristic of the noise filter...........ooi 37
Figure 13 — Test setup for the non-linearity measurement..............coooiiiiiiiiii i, 37
Figure 14 — Presentation of the result Of NPR .......ooniiniiniiii e, 39
Figure 15 — Measurement set-up for surge immunity test...........cooii 40
Figure A.1 — An example showing products formed when 2f5 > fip ... 46
Figure A.2 — An example showing products formed when 2f5 < fip .ccoooooo, 47
Figure A.3 — Products of the form fg £ fly & fo.ummiiiiiiiiiiiiiiiiii 47
Figure C.1 — Error concerning return loss measurement ..........ccccoiviiiiiiiiiiiii i, 50
Figure C.2 — MaxXimuUm FPPIE oo e e e e e e e e e 50
Table 1 — Measurement parameters for full channel load ..., 26
Table 2 — Notch filter freQUENCIES ... ...iviiiii e e 37
Table 3 — Example of return 10SS reqUIr€mMeENnts ........cooviiiiiiiiiii e 41
Table 4 — Parameters of surge voltages for different degrees of testing levels ...................... 45
Table 5 — Recommendations for degree of testing levels ... 45
Table A.1 — Intermodulation products with two signals ... 46
Table A.2 — Intermodulation products with three signals............ccooiiiiiiiii i 47
Table B.1 — Frequency allocation plan ... 48

Documents

Document Sharing Hub

Full document details: BS EN IEC 60728-3:2018


http://www.avadocuments.com/doc/bs-en-iec-60728-3-2018
http://www.avadocuments.com/doc/bs-en-iec-60728-3-2018

-5- IEC 60728-3:2017 © IEC 2017

INTERNATIONAL ELECTROTECHNICAL COMMISSION

CABLE NETWORKS FOR TELEVISION SIGNALS,
SOUND SIGNALS AND INTERACTIVE SERVICES -

Part 3: Active wideband equipment for cable networks

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard |JEC 60728-3 has been prepared by technical area 5: Cable networks
for television signals, sound signals and interactive services of IEC technical committee 100:
Audio, video and multimedia systems and equipment.

This fifth edition cancels and replaces the fourth edition published in 2010. This edition
constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) extension of upper frequency range limit for cable network equipment in the forward path
from 1000 MHz to 1218 MHz (optional up to 1794 MHz);

b) extension of upper frequency range limit for cable network equipment in the return path
from 85 MHz to 204 MHz;

c) integration and update of |JEC 60728-3-1 content; Documents
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d)
e)
f)
9)

The text of this International Standard is based on the following documents:

IEC 60728-3:2017 © IEC 2017

integration and update of the Technical Specification CLC/TS 50083-3-3 content;

deletion of specifications and test methods for obsolete analogue parameters;

additional normative references;

additional terms and definitions and abbreviations.

FDIS

Report on voting

100/2975/FDIS

100/2990/RVD

Full information on the voting for the approval of this International Standard can be found in

the report on voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

The list of all the parts of the IEC 60728 series, under the general title Cable networks for
television signals, sound signals and interactive services, can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to
the specific document. At this date, the document will be

A bilingual version of this publication may be issued at a later date.

reconfirmed,
withdrawn,
replaced by a revised edition, or

amended.
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INTRODUCTION

Standards and other deliverables of the IEC 60728 series deal with cable networks, including
equipment and associated methods of measurement for headend reception, processing and
distribution of television and sound signals and for processing, interfacing and transmitting all
kinds of data signals for interactive services using all applicable transmission media. These
signals are typically transmitted in networks by frequency-multiplexing techniques.

This includes for instance:

e regional and local broadband cable networks,
o extended satellite and terrestrial television distribution systems,

¢ individual satellite and terrestrial television receiving systems,

and all kinds of equipment, systems and installations used in such cable networks, distribution
and receiving systems.

The extent of this standardization work is from the antennas and/or special signal source
inputs to the headend or other interface points to the network up to the terminal input of the
customer premises equipment.

The standardization work will consider coexistence with users of the RF spectrum in wired
and wireless transmission systems.

The standardization of any user terminals (i.e. tuners, receivers, decoders, multimedia
terminals, etc.) as well as of any coaxial, balanced and optical cables and accessories thereof
is excluded.

Documents
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CABLE NETWORKS FOR TELEVISION SIGNALS,
SOUND SIGNALS AND INTERACTIVE SERVICES -

Part 3: Active wideband equipment for cable networks

1 Scope

This part of IEC 60728 specifies the measuring methods, performance requirements and data
publication requirements for active wideband equipment of cable networks for television
signals, sound signals and interactive services.

This document

e applies to all amplifiers used in cable networks;

e covers the frequency range 5 MHz to 3 000 MHz;

NOTE The upper limit of 3 000 MHz is an example, but not a strict value.
e applies to one-way and two-way equipment;

e specifies the basic methods of measurement of the operational characteristics of the
active equipment in order to assess the performance of this equipment;

o identifies the performance specifications to be published by the manufacturers;

o states the minimum performance requirements of certain parameters.
2 Normative references

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

EC 60068-1|, Environmental testing — Part 1: General and guidance
EC 60068-2-1, Environmental testing — Part 2-1: Tests — Tests A: Cold
EC 60068-2-2, Environmental testing — Part 2-2: Tests — Tests B: Dry heat

EC 60068-2-6, Environmental testing — Part 2-6: Tests — Test Fc: Vibration (sinusoidal)

IEC 60068-2-14, Environmental testing — Part 2-14: Tests — Test N: Change of temperature

IEC 60068-2-27, Environmental testing — Part 2-27: Tests — Test Ea and guidance: Shock

IEC 60068-2-30, Environmental testing — Part 2-30: Tests — Test dB: Damp heat, cyclic
(12 h + 12 h cycle)

IEC 60068-2-31|, Environmental testing — Part 2-31: Tests — Test Ec: Rough handling shocks,
primarily for equipment-type specimens

IEC 60068-2-40, Basic environmental testing procedures — Part 2-40: Tests — Test Z/AM:
Combined cold/low air pressure tests
Documents
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EC 60529, Degrees of protection provided by enclosures (IP Code)

IEC 60728-2, Cable networks for television signals, sound signals and interactive services —
Part 2: Electromagnetic compatibility for equipment

EC 60728-4, Cable networks for television signals, sound signals and interactive services —
Part 4: Passive wideband equipment for coaxial cable networks

EC 60728-5, Cable networks for television signals, sound signals and interactive services —
Part 5: Headend equipment

IEC 60728-11, Cable networks for television signals, sound signals and interactive services —
Part 11: Safety

EC 61000-4-5, Electromagnetic compatibility (EMC) — Part 4-5: Testing and measurement
techniques — Surge immunity test

EC 61319-1|, Interconnections of satellite receiving equipment — Part 1: Europe
IEC 61319-2, Interconnections of satellite receiving equipment — Part 2: Japan

IEC 62368-1, Audio/video, information and communication technology equipment — Part 1:
Safety requirements

3 Terms, definitions, symbols and abbreviated terms

For the purposes of this document, the following terms, definitions, symbols and abbreviated
terms apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp
3.1 Terms and definitions

3.1.1
amplitude frequency response
gain or loss of an equipment or system plotted against frequency

3.1.2

attenuation

ratio of the input power to the output power of an equipment or system, usually expressed in
decibels

3.1.3

carrier-to-noise ratio

difference in decibels between the vision or sound carrier level at a given point in an
equipment or system and the noise level at that point (measured within a bandwidth
appropriate to the television or radio system in use)

3.1.4

composite intermodulation noise

CIN

sum of noise and intermodulation products from digital modulated signals Documents
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3.1.5
CINR
composite intermodulation noise ratio
ratio of the signal level and the CIN level

3.1.6

crosstalk attenuation

ratio of the wanted signal power to the unwanted signal power, which is caused by
electromagnetic coupling between two leads, while equal signal powers are applied to the
leads

Note 1 to entry: Crosstalk attenuation is usually expressed in decibels.

3.1.7
decibel ratio
ten times the logarithm of the ratio of two quantities of power P, and P,, i.e.

10lg-1
22 indB

3.1.8

equaliser

device designed to compensate over a certain frequency range for the amplitude/frequency
distortion or phase/frequency distortion introduced by feeders or equipment

Note 1 to entry: This device is for the compensation of linear distortions only.

3.1.9
feeder
transmission path forming part of a cable network

Note 1 to entry: Such a path may consist of a metallic cable, optical fibre, waveguide or any combination of them.
By extension, the term is also applied to paths containing one or more radio links.

3.1.10
gain
ratio of the output power to the input power, usually expressed in decibels

3.1.11
ideal thermal noise
noise generated in a resistive component due to the thermal agitation of electrons

Note 1 to entry: The thermal power generated is given by

P=4.B-k-T

where

P is the noise power, in watts;

B is the bandwidth, in hertz;

k is the Boltzmann's constant = 1,38 x 10723 J/K;
T is the absolute temperature, in kelvins.

It follows that
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and

=4-R-B-k-T

where
U is the noise voltage (e.m.f.);
R is the resistance, in ohms.

In practice, it is normal for the source to be terminated with a load equal to the internal
resistance value, the noise voltage at the input is then U/2.

3.1.12
level
decibel ratio of any power P, to the standard reference power Py, i.e

101920
Fy

decibel ratio of any voltage U, to the standard reference voltage Uy, i.e

Uy
201
9Ty

0

Note 1 to entry: The power level may be expressed in decibels relative to P, = (UOZIR) = (1/75) pW, i.e. in dB(P,),
taking into account that the level of P corresponds to 0 dB(P,) or, as more usually, in dB(pW), taking into account
that the level of P, corresponds to -18,75 dB(pW). The voltage level is expressed in decibels relative to 1 pV
(across 75 Q), i.e. in dB(nV).

3.1.13

modulation error ratio

MER

sum of the squares of the magnitudes of the ideal symbol vectors is divided by the sum of the
squares of the magnitudes of the symbol error vectors of a sequence of symbols, the result
being expressed as a power ratio in dB

>(2+02)

J
3 for2 +502)

J=1

N

MER =101g in dB

3.1.14

multi-switch

equipment used in distribution systems for signals that are received from satellites and
converted to a suitable IF

Note 1 to entry: The IF signals that are received from different polarisations, frequency bands and orbital
positions are input signals to the multi-switch. Subscriber feeders are connected to the multi-switch output ports.
Each output port is switched to one of the input ports, depending on control signals that are transmitted from the
subscriber equipment to the multi-switch. Besides a splitter for each input port and a switch for each output port, a
multi-switch can contain amplifiers to compensate for distribution or cable losses.

3.1.15
multi-switch loop through port
one or more ports to loop through the input signals through a multi-switch Documents
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Note 1 to entry: This enables larger networks with multiple multi-switches, each one installed close to a group of
subscribers. The multi-switches are connected in a loop through manner. The IF signals that are received by an
outdoor unit from different polarisations, frequency bands and orbital positions are input signals to a first
multi-switch. Cables connect the loop through ports of this multi-switch to the input ports of a second multi-switch
and so on.

3.1.16

noise factor

noise figure

figure of merit describing the internally generated noise of an active device

Note 1 to entry: The noise factor, F, is the ratio of the carrier-to-noise ratio at the input, to the carrier-to-noise
ratio at the output of an active device.

_GyIN,
C,IN,
where
Cq is the signal power at the input;
Co is the signal power at the output;
Ny is the noise power at the input (ideal thermal noise);
No is the noise power at the output.

In other words, the noise factor is the ratio of noise power at the output of an active device to the noise power at
the same point if the device had been ideal and added no noise.

N2actual
F=—"""""

Noideal

The noise factor is dimensionless and is often expressed as noise figure, NF, in dB

NF=10IgF  indB

3.1.17

slope

difference in gain or attenuation at two specified frequencies between any two points in an
equipment or system

Note 1 to entry: The slope sign is considered

a) negative when the attenuation increases with frequency (cables) or the gain (amplifiers) decreases with
frequency,

b) positive when the gain (amplifiers) increases with frequency (compensating slope).

3.1.18
surge voltage
surge which is produced by a direct or indirect lightning stroke

3.2 Symbols

The following graphical symbols are used in the figures of this standard. These symbols are
either listed in IEC 60617 or based on symbols defined in IEC 60617.
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Symbols Terms Symbols
Ammeter
based on
I [IEC 60617-S00910
(2001-07)]

Selective voltmeter

ORG

™ _s

Equipment under test

EUT based on G
[IEC 60617-S00059 ~

(2001-07)]

Noise generator
G [IEC 60617-S01230
kT (2001-07)]

e [

Surge generator
[IEC 60617-S01228
(2001-07)]

Low-pass filter
[IEC 60617-S01248
(2001-07)]

Band-pass filter
[IEC 60617-S01249
(2001-07)]

& | & |=e

O ||| &

Spectrum analyser (electrical)
based on

P [IEC 60617-S00910

(2001-07)]

Variable attenuator
[IEC 60617-S01245
(2001-07)]

N
A E

RF modulator

based on
[IEC 60617-S01278

(2001-07)]

Combiner

based on ) [>
X [IEC 60617-S00059
(2001-07)]

Functional equipotential bonding
[IEC 60617-S01410
(2001-11)]

8

Resistor

g S [IEC 60617-S00555 ik

(2001-07)]

Capacitor
4"— [IEC 60617-S00567 — YV

(2001-07)]
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Terms

Voltmeter

based on

[IEC 60617-S00910
(2001-07)]

Power meter

based on

[IEC 60617-S00910
(2001-07)]

Signal generator
based on

[IEC 60617-S00899,
IEC 60617-S01403
(2001-07)]

Variable signal generator
based on

[IEC 60617-S00081,

IEC 60617-S00899, IEC 60617-
S01403

(2001-09)]

High-pass filter
[IEC 60617-S01247
(2001-07)]

Band-stop filter
[IEC 60617-S01250
(2001-07)]

Oscilloscope

based on

[IEC 60617-S00059, and
IEC 60617-S00922
(2001-07)]

Attenuator

based on

[IEC 60617-S01244
(2001-07)]

Amplifier

[IEC 60617-S01239
(2001-07)]

RF demodulator
based on

[IEC 60617-S01278
(2001-07)]

Detector with LF-amplifier

Adjustable AC voltage source

Variable resistor
[IEC 60617-S00557
(2001-07)]

RF choke

[IEC 60617-S00583
(2001-07)]
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