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level by publication of an identical national standard or by endorsement

+ latest date by which the national standards conflicting with the (dow) 2025-08-24
document have to be withdrawn
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Endorsement notice

The text of the International Standard IEC 60953-3:2022 was approved by CENELEC as a European
Standard without any modification.
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with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

NOTE 1 Where an International Publication has been modified by common maodifications, indicated by (mod),
the relevant EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available
here: www.cenelec.eu.

Publication Year Title EN/HD Year

IEC 60953-0 - Rules for steam turbine thermal EN IEC 60953-0 -
acceptance tests - Part 0: Wide range of
accuracy for various types and sizes of
turbines
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

RULES FOR STEAM TURBINE THERMAL ACCEPTANCE TESTS -

Part 3: Thermal performance verification tests
of retrofitted steam turbines

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

EC 60953-3 has been prepared by subcommittee WG11/MT14: Thermal Acceptance Test, of
IEC technical committee 5: Steam turbines. It is an International Standard.

This second edition cancels and replaces the first edition published in 2001. This edition
constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) The Reference Standard has changed from JEC 60953-2 to IEC 60953-0 and therefore all
changes made in IEC 60953-0 are relevant to this revised Supplementary Standard;
b) Further detailed guidance is given for guarantee types in Clause 4.10;

c) Annex H — Measuring uncertainty of results has been revised to more closely align with the
ISO/IEC Guide 98: Uncertainty of measurement;

d) Annex K — Tracer technique has been deleted;

e) Annex L — Temperature variation method has been moved to IEC 609530 Documents
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The text of this International Standard is based on the following documents:

Draft Report on voting

5/249/FDIS 5/252/RVD

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.

This part of IEC 60953 is to be read in conjunction with IEC 60953-0, and the words 'verification
test' are to be read in place of 'acceptance test'. IEC 60953-0 is taken as a Reference Standard.

A list of all parts in the IEC 60953 series, published under the general title Rules for steam
turbine thermal acceptance tests, can be found on the IEC website.

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/standardsdev/publications.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.
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INTRODUCTION

Retrofitting steam turbines in an existing power plant frequently involves an improvement of
performance. IEC 60953-0, which defines the rules for steam turbine thermal acceptance tests
in power plants, does not cater for all the requirements specific to retrofit projects. It has,
therefore, been deemed necessary to draw up a Supplementary Standard (this document) for
guidance on the thermal acceptance tests of retrofitted steam turbines.

However, a large number of the provisions and recommendations of IEC 60953-0 are still
applicable to retrofits and, therefore, in order to avoid a repetitive and bulky document, only the
retrofit-specific addenda will be found in this document.

Although this document is intended to apply to the retrofit of large condensing steam turbines,
it can nevertheless be used for other types and sizes of turbines to define the basis of a specific
procedure to be agreed upon by the parties involved.

The rules given in this document cover all hardware change in the steam turbine equipment.
Changes to other hardware components (e.g. boiler, feedwater heaters, etc.) are not covered
by this document, although these changes may affect the thermodynamic cycle.

The purpose of this document is to cover the retrofit of steam turbine components which
influence the efficiency of the power plant and are subject to a performance guarantee. Many
different situations are likely to be encountered: for example, the replacement of steam valves,
the replacement of part of the turbine blading, of a rotor, of a complete module, etc. The
guarantee values will depend on the retrofit considered and are subject to agreement between
the parties involved in the contract. This document helps the parties determine the most
appropriate parameters that characterise the retrofit and that could be used as guaranteed
values.

A major difficulty in retrofit projects is the choice of parameters to be guaranteed. Although the
original manufacturer will generally favour a relative improvement guarantee, another vendor
who does not necessarily know all the details of the equipment installed may prefer to have an
absolute guarantee value for the retrofitted equipment. This document gives guidance on the
parameters to be guaranteed. Once the guaranteed values are established, they may need to
be re-evaluated after a pre-retrofit performance test. This document provides such rules
required for the verification of the guaranteed values.

The many variations of possible retrofits make it difficult to cover all cases comprehensively but
a few detailed examples illustrating the application of this document are presented in the
annexes.

The structure and clause numbering of this document follow that of IEC 60953-0. Subclauses
found in this document supersede the whole of the equivalent subclause in IEC 60953-0.
Subclause numbering has been extended whenever new items have been included.

The main differences between this document and IEC 60953-0 are listed below.
Clause 1: Scope

Specifically, this document requires the definitions of new options regarding guarantees. It is
possible to guarantee parameters typical of the retrofitted equipment (turbine cylinder efficiency,
pressure drop in valve chest, etc.). IEC 60953-0 defines absolute guarantees that are not
suitable for specifying improvements between initial and retrofitted equipment, and therefore,
relative guarantee values are introduced in this document.
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This document reviews the contractual provisions, which can vary from one case to another, on
account of the wide range of feasible retrofits. These will be subject to an agreement between
the parties involved at the time the guarantees are defined i.e. during the formulation of the
contract prior to the performance of the verification tests.

Clause 3: Units, symbols, terms and definitions
This document includes new concepts and terms associated with the retrofit situation
Clause 4: Guidance on guarantees

This document includes the definition of guarantees which can be offered, either additionally or
in lieu of those of IEC 60953-0. A guide matrix has been included to allow the parties involved
to choose the parameters to be guaranteed, as appropriate to the project.

The guarantees provided by the manufacturer can be

a) Guarantees of absolute values
— Turbine thermal efficiency or heat rate;

— turbine thermodynamic efficiency or steam rate or power output at specified steam flow
conditions;

— main steam flow-passing capacity and/or maximum power output;
— internal efficiency of turbine sections.

b) Guarantees of relative values
— Improvement of turbine thermal efficiency or heat rate;

— improvement of thermodynamic efficiency or steam rate or power output at specified
steam flow;

— improvement of main steam flow-passing capacity and/or maximum power output;
— improvement of internal efficiency of turbine sections.

Clause 4: Guiding principles

The majority of the guiding principles contained in IEC 60953-0 are also applicable to the retrofit
situation. Amendments or addenda to this clause mainly cover the precautions to be taken when
tests are to be run before and after the retrofit, and address the reference to be taken when a
guarantee on improvement in performance is offered.

Special attention is directed to the problems of isolation of the cycle, and allowable deviations
of measured quantities which can greatly affect the interpretation of results.

Clause 5: Measuring techniques and measuring instruments

In the case of retrofit projects, rigid rules cannot be formulated for measuring techniques and
instruments. The instruments are to be chosen to suit the requirements of the installation and
the guarantee value to be verified. Guidance is given in Annex H on the sensitivity of the
parameters guaranteed to the accuracy of the individual measurements, so that the most
appropriate choice of instrumentation can be made.

Since flow is among the most important measurements, this document gives guidance on the
necessity to fit additional flow-measuring devices. Methods which allow simultaneous
measurement and comparison of primary flows are recommended in this document. The use of
flow measurement methods using tracers can be an alternative if the method has shown to be
reliable and has been agreed by the parties to the test.
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Clause 6: Evaluation of tests

This document gives details of the evaluation of additional guarantees applicable to retrofit
projects. Specific rules are also given for unaccounted leakages in retrofit applications.

Clause 7: Correction of test results and comparison with guarantee

The methods of correction defined in IEC 60953-0 are also applicable to this document but are
supplemented by specific rules which apply to the new types of guarantee. For delayed testing,
guidance is given on ageing considerations.

This clause also covers the validation of the performance values which are used as a reference
for determining improvement guarantee values: an amendment to the guarantee value is
acceptable when the pre-retrofit tests have revealed that the actual condition of the turbine
undergoing retrofit is different from the specified condition.

The retrofit of the steam turbine, or any part of it, may have consequences on the balance of
the plant (feedheaters, condenser, boiler). If the retrofit affects conditions beyond the interface,
then the manufacturer may be required to indicate the consequences of the modification on
adjacent equipment items.

Clause 8: Measuring uncertainty

This clause of IEC 60953-0 is supplemented by provisions for special cases encountered in
retrofit projects in Annex G and Annex H. The examples can be used as reference basis.

Annexes:
Annexes A to E of IEC 60953-0:2022 apply.
In this document, three new annexes (Annex F to Annex H) are added.

Annex F deals with uncertainties for retrofit applications and completes the information given
in Annex D of IEC 60953-0:2022.

Annex G and Annex H give examples of performance and uncertainty calculations for several
retrofit applications, within fossil-fuel and nuclear power plants.

Matters to be considered in the contract:

Some matters in these rules have to be considered at an early stage. Deviations are to be
identified and agreement reached between the parties before signing the contract. Such matters
are dealt with in the following subclauses:

Clause (subclause) Paragraph Remark
Introduction 6 Specific procedure and guarantee value
1.2 2 Guarantee definition
4.10 All paragraphs
4.1 1 and 4
4.3.1 3
7.1.1 Last paragraph
7.3 - Guarantee comparison
7.9.4 - Deterioration of performance of retrofitted components
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RULES FOR STEAM TURBINE THERMAL ACCEPTANCE TESTS -

Part 3: Thermal performance verification tests
of retrofitted steam turbines

1 Scope

1.1 General

This part of IEC 60953 establishes a Supplementary Standard for thermal verification tests of
retrofitted steam turbines.

The rules given in this document follow the guidance given in IEC 60953-0, but contain
amendments and supplements regarding guarantees and verification of the guarantees by
thermal acceptance tests on retrofitted steam turbines.

General principles for the preparation, performance, evaluation, comparison with guaranteed
values and the determination of the measurement uncertainties of verification tests are given
in this document.

This document is applicable only when the retrofit involves some hardware change in the steam
turbine equipment. Conversely, any modification on the cycle or any retrofit of other equipment
of the power plant (e.g. boiler, feedwater heaters, etc.) is not covered by this document.

1.2 Object

The purpose of this document is to establish appropriate guaranteed parameters, to verify these
guarantees and to determine measurement uncertainty.

The guarantees with their provisions should be formulated completely and without contradiction
(see 3.4 of IEC 60953-0:2022 and 3.5 of this document). The verification tests may also include
such measurements as are necessary for corrections according to the conditions of the
guarantee and checking of the results.

1.3 Matters to be considered in the contract
Subclause 1.3 of IEC 60953-0:2022 applies.
2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies. applies.

IEC 60953-0:2022, Rules for steam turbine thermal acceptance tests — Part 0: Wide range of
accuracy for various types and sizes of turbines.
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3 Units, symbols, terms and definitions
For the purposes of this document following units, symbols, terms and definitions apply.

ISO and IEC maintain terminology databases for use in standardization at the following
addresses:

e |EC Electropedia: available at https://www.electropedia.org/
e |SO Online browsing platform: available at https://www.iso.org/obp

3.1 General

Subclause 3.1 of IEC 60953-0:2022 applies.

3.2 Symbols, units
Subclause 3.2 of IEC 60953-0:2022 applies in addition to the content of the following table:

Quantity Symbol Unit Examples of Other

multiples and A
submultiples ISO units

Efficiency (general) 1

Wetness correction factor WCF 1

Leaving loss (isentropic equivalent) LL J/kg kJ/kg

Flow-passing-capacity FPC m2

Valves wide open VWO

3.3  Subscripts, superscripts and definitions

Subclause 3.3 of IEC 60953-0:2022 applies in addition to the content of the following table and
the following terms and definitions:

Quantity Subscript / Position or definition
superscript
Efficiency cyl Global or overall cylinder isentropic efficiency (3.5.2, 3.5.3)
cyl-dry Overall cylinder isentropic efficiency on a dry basis (3.5.2)
cyl-wet Overall cylinder isentropic efficiency on a wet basis (3.5.3)
cyl-HP HP cylinder isentropic efficiency (G.2)
cyl-IP IP cylinder isentropic efficiency (G.2)

cyl-LP LP cylinder isentropic efficiency (G.2)

Enthalpy UEEP Useful energy end-point (3.5.3)
ELEP Expansion line end-point (6.2.5.2)

Enthalpy drop s Isentropic from cylinder inlet to outlet

's Refers to that part of the expansion in the wet region (G.2)
Component performance tp Steam conditions at terminal point (3.5.3)

in Steam condition at inlet to component (3.5.2, 3.5.3)

out Steam condition at outlet from component (3.5.2, 3.5.3)
Mass flow rate @) loss Mass flow balances (6.2.5)

make-up Mass flow balances (6.2.5)

a) Some mass flow rate and enthalpy subscripts are defined in the text itself (e.g.6.2.5.2).
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3.31
turbine retrofit
change of turbine hardware to improve thermal performance

3.3.2

absolute guarantee

guarantee on the retrofitted equipment, independent of the performance of the original
equipment

3.3.3
relative guarantee
guarantee on the improvement due to the retrofitted equipment

3.34

baseline test

full test conducted before the issue of the retrofit specification, in order to define the reference
heat balance of the power plant

Note 1 to entry: A baseline test is not covered by this document.

3.3.5

pre-retrofit test

test performed before the retrofit work in order to define the reference values for relative
guarantees

3.3.6
post-retrofit test
test associated with pre-retrofit test in order to verify the relative guaranteed values

Note 1 to entry: A post-retrofit test uses the same instrumentation as the pre-retrofit test.

3.3.7

thermal acceptance test

full test conducted according to any national or international standard in order to determine an
absolute overall performance guarantee of new plants

Note 1 to entry: A thermal acceptance test is not covered by this document.

3.3.8
absolute post-retrofit test
test after retrofit in order to verify an absolute component or overall guarantee

3.3.9
verification test
any types of test intended to verify the performances of the retrofitted equipment

Note 1 to entry: A verification test should be either a pre-retrofit and post-retrofit test, absolute post-retrofit test or
full thermal acceptance test.

3.3.10
allowance
agreed allowance to be considered in the evaluation of the test result

Note 1 to entry: An allowance may include test tolerance for measurement uncertainty, ageing and other conditions
which may be specific to a particular retrofit project. It is recommended that any such allowance is agreed to in the
contract.

3.3.11
thermal power
heat supply to the cycle from external sources
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3.4 Guarantee parameters
3.4.1 Guidance on guarantee parameters

Subclause 3.4.1 of IEC 60953-0:2022 applies.

3.4.2 Thermal efficiency

Subclause 3.4.2 of IEC 60953-0:2022 applies.

3.4.3 Heat rate

Subclause 3.4.3 of IEC 60953-0:2022 applies.

3.4.4 Thermodynamic efficiency

Subclause 3.4.4 of IEC 60953-0:2022 applies.

3.4.5 Steam rate

Subclause 3.4.5 of IEC 60953-0:2022 applies.

3.4.6 Main steam flow capacity

Subclause 3.4.6 of IEC 60953-0:2022 applies.

3.4.7 Power output

Subclause 3.4.7 of IEC 60953-0:2022 applies.

3.48 Guarantee values for extraction and mixed-pressure turbines

Subclause 3.4.8 of IEC 60953-0:2022 applies.

3.4.9 Thermal Load Capacity (for Nuclear applications)

Subclause 3.4.9 of IEC 60953-0:2022 applies.

3.5 Additional guarantee parameters
3.5.1 General

This document recognizes that it is likely that specific components rather than the complete
machine will be retrofitted. Therefore, guarantee values relevant to the particular turbine
modifications, such as cylinder efficiency and component pressure loss, are sometimes more
appropriate. Typical definitions of component performance are given below, and examples are
presented in Clause G.2.

3.5.2 Cylinder isentropic efficiency — expansion in superheated region

The cylinder isentropic efficiency Mgyl gives, as reference, a measurable indication of the bulk
efficiency of steam expansion in terms of the actual enthalpy drop compared with the ideal

enthalpy drop.
When the steam is superheated at inlet (in) and outlet (out), the corresponding enthalpies can
be derived directly from pressure and temperature measurements (see Figure 1).

T Mixed pressure turbines — several inlets at different pressures during the expansion. Documents
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IEC

Figure 1 — Isentropic efficiency of the HP cylinder

hin _hout

T (1)

Cylinder isentropic efficiency: Neyl =

The condition at "in" is preferably after the inlet valves to distinguish between valve pressure
loss (see 3.5.4) and cylinder efficiency. The condition at "out" usually includes returned and
mixed 'balance-piston' leakage where measurements are taken before the bulk cold reheat
steam is routed back to the boiler.

Special care should be paid to the pressure measurements downstream of the inlet valves.
Preferably, the pressure should be measured in the inter-connection lines between the valves
and the turbine body or, if the turbine has an inlet spiral, at the inlet of the spiral. Pressure
measurements in the valve bodies should be avoided. For cases where it is not possible to
measure the pressure after the valves, the guarantee should be from before valves to turbine
exhaust and an agreed pressure drop used through the valve.

Other small complications such as cooling, steam injection and inter-cylinder gland leakage,
though usually not included, may, by agreement, be included with an appropriate modification
of the efficiency formula.

3.5.3 Cylinder isentropic efficiency — expansion involving wet region

For cylinders operating in the wet region, the determination of enthalpy presents a major
difficulty and special techniques have to be applied. The cylinder isentropic efficiency feyls is

defined as above but includes implicit wetness effects.

The efficiency on a dry basis, indicating the aerodynamic quality of the blade path, may, for
information purposes, be represented by:

_ Meyl-wet
Neyl-dry = WCF (2)

Where inlet and outlet are both wet: Documents
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wer — 1. Uin = %out) (3)

Where inlet is dry and outlet is wet:

WCF =1— (1 _xout) . (hsat _hOUt) (4)

2 (hln _hout)

This expression assumes, as is common, that the effect of moisture on section efficiency is 1 %
efficiency per 1 % change in moisture content (for example only). (The case where the inlet
condition is dry and the outlet condition is wet is dealt with in G.2).

For LP cylinders, where the leaving loss, LL (which is mainly kinetic energy), is a significant
quantity and where the internal steam expansion is partly in the wet region, a number of
definitions may apply (see Clause G.2 and its footnote). However, the basic efficiency, which
can be deduced from a power balance, is again given by the following (see Figure 2):

UEEP

IEC

Figure 2 — LP turbine expansion line

]"in B hout

Cylinder isentropic efficiency: eyl = Iy (5)
S

where 'h,,' is called UEEP (useful energy end point). This point is in the wet region and is,

therefore, usually deduced from a whole cycle power balance calculation. The results of this
calculation should be treated with caution, since any undiscovered deficiency in any part of the
test cycle may lead to a seriously low deduced value of LP efficiency.
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Trial LP expansion lines down to iterative 4, values are used in the calculation until:

cylinder internal powers £(HP +IP+LP) — external losses (mechanical, electric, etc.) = generator
output

A number of other useful definitions relating particularly to the LP turbine, including wetness
and leaving losses, are given in Clause G.2 and in 6.2.5.2.

3.54 Pressure loss

Pressure losses in transfer components like valves and pipes have a significant effect on the
overall turbine plant performance. The loss should be quoted for the component in the fully
open position and given as a percentage drop compared with the inlet pressure.

A typical example is retrofitting the valve system and loop pipes before the HP cylinder, shown
in 3.5.2, where the pressure falls from py,, at the terminal point before the valve, to p;,, at the

measuring point in the cylinder inlet pipes, such that:

percentage pressure loss :M~100 (6)
Pp
3.5.5 Flow-passing capacity (FPC)
The FPC (also called swallowing capacity) can be defined as:
FPC iy L
= (7)
Vi i 1= (poue 1 pin

For expansion beyond choked pressure ratio, the above expression simplifies to:

m;
FPC = —/ __ (8)

\jpin /Vin

Other methods of calculating FPC can be used by agreement.

4 Guiding principles

4.1 Advance planning for test

The parties to verification tests of retrofit projects under this document shall reach an agreement
concerning the testing procedure, the interpretation of guarantees, the number, location and
arrangement of measuring points and devices, valves and piping arrangements as well as
measurement accuracy, with due consideration given to the cost of the verification tests.

In planning the retrofit tests emphasis should be placed on the possibly poor condition of old
plants especially with respect to leakages that may have developed over time. Preparations

need to take this into account.
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The instrumentation shall be selected in such a way that component performance, as defined
in the contract, can be verified. It is recommended that an uncertainty calculation is made as
early as possible to support the definition of the instrumentation required for the tests.

Consideration shall be given to the possible requirements for additional instrumentation tapping
points over and above that supplied in the original construction contract. Since the nature of
the plant retrofit may be limited to a single component within the power plant cycle, additional
measurement points may be required to assess the component performance. Alternatively,
corrections to the overall plant performance may be required for changes in other items of the
plant which have an impact on the performance of the retrofit component but are not attributable
to the retrofit contract (see Clause G.3). However, changes in the process directly related to
the exchanged parts should not be corrected for.

The following is a list of typical items upon which an agreement should be reached as early as
possible to give the maximum opportunity to make any instrument or plant changes that are
required:

Iltems a) to h) of 4.1 of IEC 60953-0:2022 apply. See also Annex E.
Instrumentation calibration requirements shall be defined during the planning stage.

4.2 Preparatory agreements and arrangements for tests

Subclause 4.2 of IEC 60953-0:2022 applies.

4.3 Planning of the test
4.3.1 Time for verification tests

If the verification test is limited to a post-retrofit test, it shall be conducted as soon as possible
but not later than eight weeks after the first synchronization of the unit.

If the verification of performance is based upon comparative measurements before and after
the retrofit, the pre-retrofit test shall be conducted as late as possible but not sooner than eight
weeks before the retrofit outage. The post-retrofit test shall be conducted as soon as possible
but not later than eight weeks after the first synchronization of the unit.

It is also important to keep changes in the operation parameters between pre- and post- retrofit
tests at a minimum in order to limit corrections (see Table 1). Situations can occur where
accuracy and consistency in the tests are of greater importance than the timing.

One example might be the power output of a nuclear power plant being sensitive to variations
of the exhaust pressure. In countries with seasonally varying cooling water conditions, more
accurate results may be achieved by keeping deviations in the exhaust pressure within the
limits defined in Table 1 rather than minimising the elapsed time between pre- and post-retrofit
tests.
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Table 1 - Maximum deviations and fluctuations? in
operating conditions from specified and relative data

Variable

A

Maximum permissible
deviation of average of test
from that specified

B9

Maximum permissible

deviation of average of

post-retrofit test from
pre-retrofit test

— for condensing turbines

Initial steam pressure + 5 %2) + 2,5 %)
Initial steam temperature + 15K 2 +75K?2
Dryness fraction + 0,005 % + 0,0025 %
Extraction pressure

— regulated process +5 %3) +2,5 %3
— for feed heating See P) See P)
Exhaust pressure:

— for back pressure turbines +5 %3) + 2,5 %2

+25 % or £1,0 kPa whichever
is larger®)f)

+5 % or £ 0,3 kPa
whichever is largere)f)

Extraction flow rate (regulated, feed heating) +10 % +5%
Reheat temperature + 15 K +75K
Isentropic enthalpy drop +7 % +3,5%
Initial steam flow +5% +25%
Cooling water flow + 15 %9) +7,5%9)
Cooling water inlet temperature +5K9 +2,0 K9
Final feed water temperature + 10 K +5K
Rotational speed +2 %9 + 2 %9

of the plant overhaul, column A applies.

9 If condenser is included in guarantee.

i If condenser is not included in guarantee.

3 All these items may not lead to deviation of enthalpy drop by more than 7 %.
) For deviations in extraction pressures of components out of scope of the retrofit, corrections shall be applied.
¢ If permitted by the technical guarantee of the turbine.

9 Column B represents the maximum deviation for those variables which are required to be consistent between
the pre- and post -retrofit tests. For the post-retrofit test conditions, which are expected to change as a result

) If the test exhaust pressure deviates beyond the permissible limit, the exhaust pressure correction should be
derived from tests or calculation by agreement between the parties.

4.3.2

Direction of acceptance tests

Subclause 4.3.2 of IEC 60953-0:2022 applies.

4.4 Preparation of the tests

4.41 Condition of the plant

Subclause 4.4.1 of IEC 60953-0:2022 applies.

2 The maximum fluctuation of the variable permitted during each test should not be greater than half the permissible

deviation given in Table 1, column A.

Fluctuation is defined as the difference between the maximum reading or minimum reading and tbaéﬁ‘iﬂ
ents

the test.
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4.4.2 Condition of the steam turbine

Subclause 4.4.2 of IEC 60953-0:2022 applies.

4.4.3 Condition of the condenser

Subclause 4.4.3 of IEC 60953-0:2022 applies.

4.4.4 Isolation of the cycle
4.4.41 General

Subclause 4.4.4.1 of IEC 60953-0:2022 applies.

4.4.4.2 Isolation of equipment and flows

Subclause 4.4.4.2 of IEC 60953-0:2022 applies.

4.4.4.3 Flows which shall be determined if not isolated

Subclause 4.4.4.3 of IEC 60953-0:2022 applies.

4.4.4.4 Suggested methods and/ or devices for isolating equipment from turbine
feedwater cycle

Subclause 4.4.4.4 of IEC 60953-0:2022 applies.

4.4.4.5 Retrofit considerations for isolation of the cycle

Due to the generally poor condition of valves, particularly in older plants, efforts should be made
to assess the leakage at a suitable period of time prior to the test. Particular attention should
be focused on primary flow device by-passes, start-up by-passes, heater drains, main steam
drains, etc., and any auxiliary steam supplies into or out of the cycle.

Where unresolved isolation problems exist on the pre-retrofit test, which alter the guarantee
cycle, the test may proceed by agreement between the parties, by ensuring that the same
isolation is applied to the verification tests. Additional corrections may need to be applied to the
performance evaluation to take account of the effects of cycle changes from that guaranteed.
Where possible, suitable corrections should be identified and agreed prior to the post-retrofit
test.

4.4.5 Checks for leakage of condenser and feed water heaters

Subclause 4.4.5 of IEC 60953-0:2022 applies. See also Annex A.

4.4.6 Cleanliness of the steam strainers

Subclause 4.4.6 of IEC 60953-0:2022 applies.

4.4.7 Checking of the test measuring equipment

Subclause 4.4.7 of IEC 60953-0:2022 applies.

4.5 Comparison measurements

Subclause 4.5 of IEC 60953-0:2022 applies.
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4.6 Settings for test
4.6.1 Load settings

Subclause 4.6.1 of IEC 60953-0:2022 applies.

4.6.1.1 Fossil Plants

Wherever possible, in order to ensure consistency of conditions between pre- and post-retrofit
tests, tests shall be conducted with the valves in a wide-open condition, or at a valve point for
nozzle-governed machines. Tests under other specific conditions may be conducted, where
mutually agreed.

4.6.1.2 Nuclear Plants
Where the thermal power of the steam generator is limited, it is preferable to conduct the pre-

and post-retrofit tests at constant thermal power. In this way, the net improvement in cycle
performance will be indicated by a change in the generated output.

4.6.2 Special settings
Subclause 4.6.2 of IEC 60953-0:2022 applies.

4.7 Preliminary tests

Subclause 4.7 of IEC 60953-0:2022 applies.

4.8 Acceptance tests
4.8.1 Constancy of test conditions

Subclause 4.8.1 of IEC 60953-0:2022 applies.

4.8.2 Maximum deviation and fluctuation in test conditions

Subclause 4.8.2 of IEC 60953-0:2022 applies.

4.8.3 Duration of test runs and frequency of reading

Subclause 4.8.3 of IEC 60953-0:2022 applies.

4.8.4 Reading of integrating measuring instruments

Subclause 4.8.4 of IEC 60953-0:2022 applies.

4.8.5 Alternative methods

Subclause 4.8.5 of IEC 60953-0:2022 applies.

4.8.6 Recording of tests

Subclause 4.8.6 of IEC 60953-0:2022 applies.

4.8.7 Additional measurement

Subclause 4.8.7 of IEC 60953-0:2022 applies.

4.8.8 Preliminary calculations

Subclause 4.8.8 of IEC 60953-0:2022 applies. Documents
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4.8.9 Consistency and number of tests

Subclause 4.8.9 of IEC 60953-0:2022 applies.

4.9 Repetition of acceptance tests

Subclause 4.9 of IEC 60953-0:2022 applies.

4.10 Guidance on retrofit guarantees
4.10.1 General

In general, the appropriate figures to be used for guarantees are dictated by the ability to verify
the actual performance or performance change accurately.

Retrofitting a steam turbine plant usually involves modernization of, at least, one component or
cylinder in a complete machine; therefore, it is important to distinguish between the component
and the overall performance effects. Additionally, retrofitting the existing machine may be
undertaken either by the original equipment manufacturer (OEM) or by other manufacturers. All
manufacturers of retrofit equipment are conversant with the absolute efficiency of their new
components, but it should not be assumed that they will know the performance of the component
being replaced or the state of the associated plant. Only the OEM should be expected to be
knowledgeable about the existing equipment and to have confidence in the guarantee as an
improvement in performance. The question, therefore, arises as to whether to give absolute or
relative performance guarantees.

Since plant purchasers can also favour guarantees of overall plant performance whereas
manufacturers prefer to guarantee their individual components, Table 2 gives guidance on
overall and component guarantees for either absolute or relative situations.

Considerations of component or overall and absolute or relative performance shall be brought
out in the inquiry specification and an agreement shall be reached between parties to the
contract.

This document describes two types of absolute guarantees and two types of relative guarantees.

For relative guarantees, it is necessary to use identical thermodynamic properties for pre- and
post-retrofit test.
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Table 2 — Guarantee alternatives

Scope of Retrofit
expansion condition

Cylinder Efficiency Guarantee

Cycle Efficiency Guarantee

(Heat Rate or Power?)

Absolute Relative Absolute Relative
- . . a)
e | TOREN | PIEY | oscovases® | Obcowaged
Turbine Cylinder
wet expansion with )
dry cylinders (not in scope Discouraged® Discouraged®) Rec‘?Ténzer;ded Optional®)
of retrofit) on same e 4.10.3
shaftline®)
Turbine Cylinder
wet expansion with .
wet cylinders (not in Discouraged® Discouraged® gat(l)ogazl Rectzrr;rge?)nded
scope of retrofit) on same e Y
shaftlinef)
Full Shaftline . a)
all expansion Discouraged Discouraged ReCfT(;nzer;ded OTI?Sa?l
conditions DR T

3 Where the baseline performance is known with sufficient confidence.

) Due to the increased uncertainty for the determination of any associated wet expansion on the same shaftline
not in scope of retrofit. Can be applied if required commercially.

©)  Due to the increased uncertainty for the determination of wet expansion in scope of retrofit.

9 Power output at a specified steam flow. A relative power output guarantee, resulting from a cylinder efficiency
improvement is associated with an unchanged flow-passing capacity. A relative power output guarantee,
resulting from a cylinder efficiency improvement and increased steam flow is associated with defined flow-
passing capacities.

) e.g. Retrofit of LP turbine for condensing turbine unit

i e.g. Retrofit of HP turbine for nuclear turbine unit

In addition to the efficiency guarantees given above, capacity can also be guaranteed. This
could be either flow-passing capacity or maximum power output.

The verification of a guarantee on flow-passing capacity (FPC) depends on the accurate
measurement of flows throughout the cycle and, therefore, requires absolute tests.

4.10.2 Absolute guarantees

4.10.2.1 Direct measurement of absolute performance of replaced component

If the performance is directly measurable, as in the case of cylinders operating entirely in the
superheated steam region where cylinder isentropic efficiency can be determined by enthalpy
drop tests, then absolute cylinder efficiency is an appropriate figure for guarantee.

The effect of the replaced component on the overall plant performance may then be evaluated,
for information purposes, by calculation and this should be agreed upon in the contract. Special
care shall be exercised if the component affects the thermodynamic cycle of the plant. Instances
of this include different extraction pressures, varied conditions at reheaters and changed
swallowing capacities.

There are cases where the replaced component efficiency would have to be determined
indirectly from the overall plant performance (e.g. cylinders operating partly in the wet region
where enthalpy cannot be determined), with consequent unacceptable loss of accuracy. In such
cases, it is recommended that the guarantee be given in terms of the improvement to the overall
plant (see 4.10.3).
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4.10.2.2 Absolute heat rate after modification

In_this case a thermal acceptance test is recommended after modification, according to
. In appropriate circumstances for small steam turbines, IEC 60953-0 can also be
permitted. No prior test is made, but previous design data or guarantee tests are used as the
basis to determine the guarantee value, including provisions for correction due to cycle or other
component performance variations on test, as necessary. Great care is required with the old
condition of the associated plant, which can hide overall cycle deficiencies, and lead, for
example, to deduction of an erroneously low level of LP cylinder efficiency. A new baseline test
on the complete plant before retrofit can provide clarification on this point.

This alternative can be followed where the modifications are extensive and the plant is subject
to thorough inspection. The contractor takes a greater risk in this case and shall take
responsibility to ensure that the basis is sound.

4.10.3 Relative guarantees
4.10.3.1 Improvement tests taking advantage of the same instrumentation

The value to the purchaser of carrying out a performance modernization is reflected directly in
the actual improvement achieved (rather than in an absolute level). Therefore, verification of
guaranteed improvement can be based on pre-retrofit and post-retrofit test, together with the
convenient use of the same measuring instruments applied in general accordance with this
document. This can apply to both component and overall heat rate improvements.

The guaranteed figure of improvement is based on sound knowledge of the existing plant.
Guarantees given are subject to confirmation and amendment as necessary, depending on the
results of analysis of the pre-retrofit tests.

To use tests on the overall plant for the replaced component(s), the remainder of the plant
should ideally be left in the same condition, from the pre-retrofit to post-retrofit test period. The
testing, if done simply and without delay, has the advantage of being less costly, whilst the
uncertainty in the improvement result will be reduced due to the use of the same instruments.
However, the quality of instrumentation shall be selected to be commensurate with clear
demonstration of the level of improvement expected.

The plant operating condition (e.g. thermal power, VWO or generator output), before and after,
needs to be similar in order to reduce cycle corrections. For example, consider an LP retrofit of
a nuclear unit; keeping the thermal reactor power and the valve setting constant for both pre-
retrofit and post-retrofit tests simplifies the correction procedure and usually allows the
generator power to be the measure of heat rate improvement.

4.10.3.2 Improvement determined from full tests before and after modification

In addition to the verification of performance improvement, the plant purchaser sometimes
requires establishing the absolute performance of the modernized unit. This can be achieved
by a combination of a full-IEC 60953-3 pre-retrofit test with a full-IEC 60953-3 post-retrofit test.
This is the most comprehensive method, and the operator can benefit from the resulting detailed
knowledge of the plant's performance. However, there is a possible drawback. If the verification
full test is delayed to an extent that requires the replacement of instrumentation, there will be a
consequent loss of accuracy. The cost and time to carry out the tests can also be prohibitive in
some cases, especially if high accuracy is required to determine a small, guaranteed change.
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5 Measuring techniques and measuring instruments

5.1 Overview
511 Instrument accuracy requirements

Subclause 5.1.1 of IEC 60953-0:2022 applies.

51.2 Measuring instruments

Subclause 5.1.2 of IEC 60953-0:2022 applies.

51.3 Measuring uncertainty

Subclause 5.1.3 of IEC 60953-0:2022 applies.

5.1.4 Calibration of instruments

Subclause 5.1.4 of IEC 60953-0:2022 applies.

5.1.5 Alternative instrumentation

Subclause 5.1.5 of IEC 60953-0:2022 applies.

5.1.6 Consistency of pre- and post-retrofit tests

If guarantees are made on the basis of relative performance where verification is demonstrated
on the basis of pre- and post-retrofit tests, carried out without delay, the repeatability of each
test series is vital and best accuracy of the instrumentation may become of secondary
importance. The fundamental basis of such a procedure requires replication of the
instrumentation and data acquisition system in each test series so that the systematic errors
are eliminated as far as possible where the integrity of the instrument can be maintained. It is
therefore required that as many instruments as possible be left installed to reduce the relative
error. This applies particularly to the primary flow measurement device. In order to safeguard
the integrity of the temporary installed instruments, consideration shall be given to protect the
instrument if it remains on the plant. If this cannot be guaranteed, then the instrument should
be carefully removed and stored in a safe location and re-installed in exactly the same position
for the post test. It shall be mutually agreed when to effect calibration (before and/or after the
tests). For relative testing, the calibration of the primary flow measurements is normally not
considered.

Consistency can also be achieved by the use of sufficient duplication of primary instruments to
cover for instrument failures. The impact of such a failure in a group of duplicate instruments
shall be considered by calculating a weighted mean, based upon the scatter observed in the
pre-retrofit test data. Alternatively, if a new instrument is introduced to replace a failure, due
consideration shall be given to the assessment of the test uncertainty due to the increased bias
error.

5.2 Measurement of power
5.21 Determination of mechanical turbine output

Subclause 5.2.1 of IEC 60953-0:2022 applies.

5.2.2 Measurement of boiler feed pump power

Subclause 5.2.2 of IEC 60953-0:2022 applies.
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