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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of
EN IEC 61280-4-2:2024. It is identical to IEC 61280-4-2:2024. It
supersedes BS EN 61280-4-2:2014}, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee GEL/86/3, Fibre optic systems and active devices.

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

BSI, as a member of CENELEC, is obliged to publish EN 612840-4-2:2024
as a British Standard. However, attention is drawn to the fact that during
the development of this European Standard, the UK committee voted
against its approval.

The UK committee expressed concerns regarding the standard’s undated
normative references to [EC 61300-3-35 for the visual inspection of

fibre optic connector end faces, the latest edition of which the UK
committee feels does not assure the intended quality of connector end
faces for either connectors on test leads or connectors on the ends of the
cabling under test.

UK users are therefore encouraged to apply the connector end face
acceptance criteria of [EC 61300-3-35:2015 when using this standard.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2024
Published by BSI Standards Limited 2024

ISBN 978 0 539 22984 4
ICS 33.180.01

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 July 2024.

Amendments/corrigenda issued since publication
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EN IEC 61280-4-2:2024 (E)

European foreword

The text of document 86C/1912/FDIS, future edition 3 of |EC 61280-4-2, prepared by SC 86C "Fibre
optic systems and active devices" of IEC/TC 86 "Fibre optics" was submitted to the IEC-CENELEC
parallel vote and approved by CENELEC as EN IEC 61280-4-2:2024.

The following dates are fixed:

» latest date by which the document has to be implemented at national (dop) 2025-03-10
level by publication of an identical national standard or by endorsement

+ latest date by which the national standards conflicting with the (dow) 2027-06-10
document have to be withdrawn

This document supersedes EN 61280-4-2:2014 and all of its amendments and corrigenda (if any).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national committee. A
complete listing of these bodies can be found on the CENELEC website.

Endorsement notice

The text of the International Standard IEC 61280-4-2:2024 was approved by CENELEC as a
European Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standard indicated:

IEC 60793-1-40 NOTE Approved as EN IEC 60793-1-40
NOTE Approved as EN IEC 60793-2
NOTE Approved as EN IEC 60793-2-50
NOTE Approved as EN IEC 61280-1-3
IEC 61280-4-3:2022 NOTE Approved as EN IEC 61280-4-3:2022 (not modified)
IEC 61280-4-5 NOTE Approved as EN IEC 61280-4-5
NOTE Approved as EN IEC 61300-3-4
NOTE Approved as EN 61300-3-6
NOTE Approved as EN 61745

NOTE Approved as EN IEC 61753-1
NOTE Approved as EN 61754-19
NOTE Approved as EN IEC 61755-1
NOTE Approved as EN IEC 61755-2-1
NOTE Approved as EN IEC 61755-2-2
NOTE Approved as EN 61755-2-4
NOTE Approved as EN 61755-2-5

Documents

Document Sharing Hub

Full document details: BS EN IEC 61280-4-2:2024


https://doi.org/10.3403/BSENIEC61280?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01956117U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02270294U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02751564U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01669088U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01568845U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02013591U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01678380U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30060298U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02506905U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30079318U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30078938U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30078941U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30238749U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30238753U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-61280-4-2-2024
http://www.avadocuments.com/doc/bs-en-iec-61280-4-2-2024

I |
EN IEC 61280-4-2:2024 (E)

Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

NOTE 1 Where an International Publication has been modified by common maodifications, indicated by (mod),
the relevant EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available
here: www.cencenelec.eu.

Publication Year Title EN/HD Year
EC 60825-2 - Safety of laser products - Part 2: Safety of - -
optical fibre communication systems
(OFCSs)
EC 61300-3-35 - Fibre optic interconnecting devices and EN IEC 61300-3-35 -

passive components - Basic test and
measurement procedures - Part 3-35:
Examinations and measurements - Visual
inspection of fibre optic connectors and
fibre-stub transceivers

EC 61315 - Calibration of fibre-optic power meters ENIEC 61315 -
EC 61746-1 2009 Calibration of optical time-domain EN 61746-1 2011

reflectometers (OTDR) - Part 1: OTDR for
single mode fibres

- - +AC 2014
IEC/TR 62627-01 - Fibre optic interconnecting devices and - -
passive components - Part 01: Fibre optic
connector cleaning methods
Documents
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

FIBRE-OPTIC COMMUNICATION SUBSYSTEM TEST PROCEDURES -

Part 4-2: Installed cabling plant —
Single-mode attenuation and optical return loss measurements

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) IEC draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). IEC takes no position concerning the evidence, validity or applicability of any claimed patent rights in
respect thereof. As of the date of publication of this document, IEC had not received notice of (a) patent(s), which
may be required to implement this document. However, implementers are cautioned that this may not represent
the latest information, which may be obtained from the patent database available at https://patents.iec.ch. IEC
shall not be held responsible for identifying any or all such patent rights.

EC 61280-4-4 has been prepared by subcommittee 86C: Fibre optic systems and active
devices, of IEC technical committee 86: Fibre optics. It is an International Standard.

This third edition cancels and replaces the second edition published in 2014. This edition
constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) addition of the equipment cord method;

b) addition of test limit adjustment related to test cord grades;

c) refinements on measurement uncertainties.
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The text of this International Standard is based on the following documents:

Draft Report on voting

86C/1912/FDIS 86C/1916/RVD

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/publications.

A list of all parts in the IEC 61280 series, published under the general title Fibre optic
communication subsystem test procedures, can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,

e withdrawn, or

e revised.

IMPORTANT - The "colour inside" logo on the cover page of this document indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this document using a colour printer.
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INTRODUCTION

This document is part of a series of IEC standards for measurements of installed fibre optic
cabling plants. This document is applicable for the measurement of installed single-mode fibres.

Cabling design standards such as ISO/IEC 11801-1 provide general requirements for this type
of cabling. These standards support cabling lengths of up to 2 km for commercial premises and

data centres and up to 10 km for industrial premises. ISO/IEC 14763-3, which supports
ISO/IEC 11801-1, normatively references |EC 61280-4-2.

Various recommendations from ITU-T have requirements for longer distance applications,
including short haul (40 km), long haul (80 km), and ultra-long haul (160 km). The testing of
cabling plant for these applications is covered in ITU-T Recommendation G.650.3, which refers
to the test methods of this document.
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FIBRE-OPTIC COMMUNICATION SUBSYSTEM TEST PROCEDURES -

Part 4-2: Installed cabling plant —
Single-mode attenuation and optical return loss measurements

1 Scope

This part of IEC 61280 is applicable to the measurements of attenuation and optical return loss
of an installed optical fibre cabling plant using single-mode fibre. This cabling plant can include
single-mode optical fibres, connectors, adapters, splices, and other passive devices. The
cabling can be installed in a variety of environments including residential, commercial, industrial
and data centre premises, as well as outside plant environments.

This document is applicable to all single-mode fibre types including those designated by

IEC 60793-2-50 as Class B fibres.

The principles of this document can be applied to cabling plants containing branching devices
(splitters) and at specific wavelength ranges in situations where passive wavelength selective
components are deployed, such as WDM, CWDM and DWDM devices.

This document is not intended to apply to cabling plants that include active devices such as
fibre amplifiers or dynamic channel equalizers.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

EC 60825-2, Safety of laser products — Part 2: Safety of optical fibre communication systems
(OFCSs)

IEC 61300-3-35, Fibre optic interconnecting devices and passive components — Basic test and
measurement procedures — Part 3-35: Examinations and measurements — Visual inspection of
fibre optic connectors and fibre-stub transceivers

EC 61318, Calibration of fibre-optic power meters

IEC 61746-1:2009, Calibration of optical time-domain reflectometers (OTDR) — Part 1: OTDR
for single-mode fibres

IEC TR 62627-01, Fibre optic interconnecting devices and passive components — Part 01: Fibre
optic connector cleaning methods
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3 Terms, definitions, graphical symbols and abbreviated terms

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminology databases for use in standardization at the following
addresses:

e |EC Electropedia: available at https://www.electropedia.org/

e |SO Online browsing platform: available at https://www.iso.org/obp

3.1.1
adapter
device that enables interconnection between terminated optical fibre cables

3.1.2
attenuation
reduction of optical power induced through a medium like cabling given as 4:

A4 =10 xlogqqg (Pin/Pout)

where

P,,and P, are the power, typically measured in mW, into and out of the cabling

Note 1 to entry: Attenuation is expressed in dB.

Note 2 to entry: Alternatively, attenuation can be expressed as 4 = -10 x log,, (P,,/P;,).- Both formulae are

mathematically equivalent, resulting in positive decibel values.

3.1.3

bi-directional measurement

two measurements of the same optical fibre made by launching light into opposite ends of that
fibre

3.1.4
configuration
form or arrangement of parts or elements such as terminations, connections, and splices

3.1.5

connector

component normally attached to an optical cable or piece of apparatus, for the purpose of
providing frequent optical interconnection/disconnection of optical fibres or cables

[SOURCE: IEC TR 61931:1998, 2.6.1, modified — The words in brackets, "(optical) (fibre)", have
been omitted from the term.]

3.1.6

light source and power meter

LSPM

test system consisting of a light source (LS), power meter (PM) and associated test cords used
to measure the attenuation of an installed cabling plant
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3.1.7
optical return loss
ORL

RorL
ratio of the input power, P;,, of the cabling under test to the backward power, P, reflected by
the cabling under test:

RogrL = 10 x log4o(Pin/Py)

Note 1 to entry: Optical return loss is a positive number.

Note 2 to entry: Optical return loss is expressed in dB.

3.1.8

optical time domain reflectometer

OTDR

test system consisting of an optical time-domain reflectometer and associated test cords, used
to characterize and measure the attenuation and optical return loss of an installed cabling plant
and specific elements within that cabling plant

3.1.9

plug
free connector
male part of a connector

[SOURCE: IEC TR 61931:1998, 2.6.2]

3.1.10

reference-grade termination

connector plug with tightened tolerances terminated onto a single-mode optical fibre with
tightened tolerances such that the expected attenuation of a connection formed by mating two
such assemblies is lower and more repeatable than a standard-grade termination

Note 1 to entry: An adapter, required to ensure this performance, can be considered to be part of the reference-
grade termination where required by the test configuration.

Note 2 to entry: |EC 61755-2-4 for non-angled (PC) and JEC 61755-2-§ for angled (APC) cylindrical ferrule

connectors define reference-grade terminations. These standards can be referenced for further information.

3.1.11

reference test method

RTM

test method for measuring a given characteristic strictly according to the definition of this
characteristic, and giving results which are accurate, reproducible, and relatable to practical
use

[SOURCE: IEC TR 61931:1998, 2.8.1, modified — The words in brackets, "(for optical fibres)",
have been omitted from the term.]

Documents

Document Sharing Hub

Full document details: BS EN IEC 61280-4-2:2024


https://doi.org/10.3403/BSENIEC61280?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30238749U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30238753U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-61280-4-2-2024
http://www.avadocuments.com/doc/bs-en-iec-61280-4-2-2024

- 14 - IEC 61280-4-2:2024 © |EC 2024

3.1.12
reflectance
R

comp
for a discrete component in the cabling, ratio of the backward power, P, reflected by the

component, to the input power, P;,, into the component:

Rcomp =10 % |Og10(Pr/Pm)

Note 1 to entry: Reflectance is a negative number.

Note 2 to entry: Alternatively, this is referred to (e.g. by |JEC 61300-3-6) as the return loss of individual components
and is expressed as R = —10 x log,,(P, / P,,), which is a positive number.

Note 3 to entry: Reflectance is expressed in dB.

3.1.13

return loss test set

RLTS

test system consisting of a light source (LS) and internal power meter (PM), directional coupler
and additional external power meter and associated test cords used to measure the optical
return loss of an installed cabling plant

3.1.14

socket style connector

connector for which the adapter, including any alignment device, is integrated with and
permanently attached to the connector plug on one side of the connection

Note 1 to entry: Examples include the SG connector (see |[EC 61754-19) and many harsh environment connectors.

3.1.15

test cord

terminated optical fibre cord used to connect the optical source or detector to the cabling or to
provide suitable interfaces to the cabling under test

Note 1 to entry: There are five types of test cords:
— launch cord: used to connect the light source to the cabling;
— receive cord: used to connect the cabling to the power meter (LSPM only);

— tail cord: attached to the far end of the cabling when an OTDR is used at the near end. This provides a means of
evaluating attenuation and optical return loss of the whole of the cabling including the far end connection;

— adapter cord: used to transition between sockets or other incompatible connectors in a required test configuration;

— substitution cord: a test cord used within a reference measurement which is replaced during the measurement of
the attenuation of the cabling under test.

3.2 Graphical symbols

The graphical symbols shown in Figure 1 for different connection options are as given in
IEC TR 61930:1998, except for the angled connector pair shown in Figure 1 g).
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a

\ —

1k =

d
IEC

b
IEC

b) Connector set
(plug, adapter, plug)

LS $~' P PM

a) Socket and plug assembly

IEC IEC
c) Light source d) Power meter
IEC IEC
e) Generic connection f) Pinned-to-unpinned connection
IEC

dg) Angled connector pair

Key

a socket

b plug

c plug-adapter assembly

d plug inserted into plug-adapter assembly
LS light source
PM power meter

P, measured power level

Figure 1 — Connector symbols

NOTE 1 In Figure 1 b) and elsewhere in this document, the plugs are shown with different sizes to indicate
directionality where the cabling has adapters pre-attached, and the test cord does not, or vice versa. In Figure 1 b),
the plug on the left has the adapter pre-attached.

NOTE 2 Where used in all figures in this document, including those in the annexes, reference-grade terminations
and adapters are shaded with grey.

NOTE 3 A simplified two-block connection used in Annex E and Annex | is shown in Figure 1 e).

NOTE 4 A simplified connection for pinned-to-unpinned and socketed connections used in Annex J is shown in
Figure 1 f).

NOTE 5 An angled connector pair used in Figure 8, Annex F, and Annex G is shown in Figure 1 g).
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In the figures that illustrate the measurement configurations in Annex A through Annex E, the
cabling under test is illustrated by a loop, as shown in Figure 2. Although illustrated as a loop
of fibre, it can contain additional splices and connectors in addition to the terminal connectors.
Note that for purposes of measuring the attenuation of this cabling, the attenuations associated
with the terminal connectors are considered separately from the cabling itself.

NOTE The cabling is shown with adapters pre-attached, and the plugs going into them are associated with
reference-grade test cord plugs.

Figure 2 — Symbol for cabling under test

3.3 Abbreviated terms

APC angled physical contact (description of connector style)
ASE amplified spontaneous emissions

ATM alternative test method

Cw continuous wave

CWDM coarse wavelength division multiplexing
DWDM  dense wavelength division multiplexing
FTTH fibre to the home

LED light emitting diode
LS light source
LSA least squares approximation

OCWR optical continuous wave reflectometer

PC physical contact (description of connector style that is not angled)
PM power meter
WDM wavelength division multiplexing

4 Measurement methods

4.1 General
411 Document structure

General requirements for apparatus, procedures, and calculations common to all methods are
given in the main text of this document. Requirements that are specific to each method are
documented in Annex A through Annex G. Procedures for connector end face cleaning and
inspection are described in 6.9 and 7.2.
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4.1.2 Attenuation

Five attenuation measurement methods are described in this document. The five measurement
methods use test cords to interface with the cabling plant and are designated as follows:

1) one-cord reference method (see Annex A);
2) three-cord reference method (see Annex B);
3) two-cord reference method (see Annex C);
4) equipment cord method (see Annex D);

5) optical time domain reflectometer (OTDR) method (see Annex E).

The first four methods use an optical light source and power meter (LSPM) to measure input
and output power levels of the cabling under test to determine the attenuation. The main
functional difference between these methods is the way the input power level, known as the
reference power level, is measured and, hence, the inclusion or exclusion of the attenuations
associated with the connections to the cabling under test, and the associated uncertainties of
these connections. The process of measuring the input power level is commonly referred to as
"taking the reference power level."

The use of the term "reference" in the description of the test methods refers to the process of
measuring the input power, not the status of the test.

The one-cord reference method produces results that include the attenuation associated with
connections at both ends of the cabling under test. The three-cord reference method produces
results that attempt to exclude the attenuation of the connections of both ends of the cabling
under test. The two-cord reference method normally produces results that include the
attenuation associated with one of the connections of the cabling under test. The equipment
cord method includes the attenuation associated with the connections between the equipment
cords and the fixed cabling, but excludes the attenuation associated with the connectors that
will be connected into the equipment (i.e. transmission system).

NOTE The maximum cabling attenuation specified for a transmission system (e.g. through an optical power budget
or channel insertion loss) normally excludes the connections made to the transmission equipment. It is therefore
appropriate to use the three-cord reference method where the cabling under test is intended to be connected directly
to the transmission equipment.

In the OTDR method, short light pulses are injected into the cabling, and the backscattered
power is measured as a function of propagation time delay or length along the fibre. This method
also allows the determination of the attenuation values of individual cabling components. It does
not require a separate reference measurement to be completed. Requirements for the launch
and tail cords are defined in Annex E. In addition to commissioning new cabling plant, the OTDR
method is useful for optical fibre cabling testing during troubleshooting and maintenance, since
the cabling plant can be characterized by a detailed mapping (the OTDR trace) that can be
analysed to highlight any changes.

Guidance on each attenuation measurement method is provided in Annex A through Annex E.
An overview of the uncertainties for each measurement method is given in Clause 5.

4.1.3 Optical return loss

This document also defines two types of test methods that can be used for measuring the optical
return loss of installed cabling:

a) OTDR based method;

b) continuous wave method using a return loss test set.

The OTDR method allows the optical return loss of the entire cabling to be measured as well

as the reflectance of individual discrete components or the optical return loss of specific

sections of the cabling. The measurement can be carried out in one step from eac f

cabling under test. This method is described in detail in Clause E.5. Iﬁmments
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The continuous wave method described in Annex F directly measures the forward power into
the cabling under test as an initial measurement step and then compares this with the reflected
power measured back through a directional coupler. Additional reference or calibration
measurements are required to quantify the attenuation through the directional coupler and to
cancel out any internal reflections in the measurement apparatus.

The continuous wave test method described in Annex G calculates the forward power level and
the reflected power in a similar way to the method described in Annex F. An additional reference
measurement of a known reflectance termination is required to implement this method.

4.2 Cabling configurations and applicable test methods

421 Cabling configurations and applicable test methods for attenuation
measurements

This document assumes that the installed cabling takes one of the four forms shown in Table 1.
If the cabling is terminated with an adapter, the test cord shall be terminated with a plug and

vice versa.
Table 1 — Cabling configurations
Configuration Description End connections attenuation included
A Adapters attached to plugs or sockets attached to Two
both ends of the cabling
Plugs on both ends None
Mixed, where one end of the cabling is terminated
with an adapter and the other end is terminated One (terminated with an adapter)
with a plug
D Plugs on both ends utilizing equipment cords None

The variations in test method used to measure the cabling are dependent on the cabling
configuration. For example, a common cabling configuration is that of having adapters or
sockets on both ends of the cabling (e.g. within patch panels) awaiting connection to fibre optic
transmitter or receiver equipment with an equipment cord. This corresponds to configuration A.
In this case, the one-cord reference method is used to include the attenuations associated with
both end connectors of the cabling as illustrated in Figure 3.
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TC1 TC2
LS Z!SN' [ \ =, B \ =1
1 C 2
Start of measured End of measured
attenuation attenuation
Key
LS light source
TCA1 launch cord
C cabling under test
TC2 receive cord
PM power meter
1,2 connector sets
P, measured power level

PM

IEC

NOTE Figure 3 is an example of cabling in configuration A with test cords TC1 and TC2 attached, illustrating the
start and end points of the measured attenuations when the reference test method is used (the one-cord reference
method as detailed in Annex A).

Figure 3 — Configuration A — Start and end of measured attenuations in RTM

Another example is a cabling configuration where ruggedized pigtails have been spliced onto
the ends of the main cable, and the connectors on the pigtails are to be directly connected into
the fibre optic transmitter or receiver equipment. This corresponds to configuration B, which is
illustrated in Figure 4. In this case, a three-cord reference method is used to exclude the
attenuations of the end plug connections. Figure 4 illustrates the start and end points of the
measured attenuations when the reference test method is used (the three-cord reference
method as detailed in Annex B).
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Ls Z’S""E \ 5=

1

Start of measured

End of measured

P, PM

attenuation attenuation
IEC

Key
LS light source
TC1 launch cord
C cabling under test
TC2 receive cord
PM power meter
1,2 connector sets
P, measured power level

NOTE The plugs are shown with different sizes to indicate directionality where the cabling has adapters pre-

attached, and the test cord does not, or vice versa.

Figure 4 — Configuration B — Start and end of measured attenuations in RTM

Figure 5 shows an example of cabling in configuration C with test cords attached, illustrating
the start and end points of the measured attenuations when the reference test method is used
(the two-cord reference method as detailed in Annex C).

TC1

TC2

s Z‘S""E \ =

5\

=l

P, PM

Start of measured

End of measured

attenuation attenuation
IEC
Key
LS light source
TC1 launch cord
C cabling under test
TC2 receive cord
PM power meter
1,2 connector sets
P, measured power level
Figure 5 — Configuration C — Start and end of measured attenuations in RTM
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A further example is a cabling configuration in which equipment cords are installed on both
ends of the cabling and are awaiting connection to fibre optic transmitter or receiver equipment.
This corresponds to configuration D, which is illustrated in Figure 6. In this case, the equipment
cord method (or, when this is not practical, the three-cord method) is used to exclude the
attenuation of the end plug connections.

TC1 ECA1 EC2
Ls ZlS/J E \ = \ 5 = \ P, PM
3 1 Cc 2
Start of measured End of measured
attenuation attenuation
IEC
Key
LS light source
TC1 launch cord
ECA1 equipment launch cord
C cabling under test
EC2 equipment receive cord
PM power meter
1,2,3 connector sets
P, measured power level

Figure 6 — Configuration D — Start and end of measured attenuations in RTM

The specific configuration used in the attenuation measurement (i.e. A, B, C, or D) defines the
test method (or test methods) that should be applied, as described in Table 2. The reference
test method (RTM) offers the best measurement accuracy. Alternative test methods (ATM) may
be called up in specific circumstances, or by other standards, but are subject to reduced
measurement accuracy compared with the reference test method. Unless otherwise agreed,
resolutions of dispute shall employ the appropriate RTM in conjunction with the applicable
reference-grade terminations and adapters, as described in 6.3, 6.4, 6.5, and 6.10.

Table 2 — Test methods and configurations

Configuration RTM ATM
A Annex A (1-cord) Annex B (3-cord)?, Annex C (2-cord),
Annex E (OTDR)
B Annex B (3-cord) Annex E (OTDR)
Annex C (2-cord) Annex B (3-cord), Annex E (OTDR)
Annex D (equipment cord) Annex B (3-cord), Annex E (OTDR)

NOTE The configurations, RTMs, and annexes are ordered according to the frequency in which different
configurations are typically encountered.

8  For situations where pinned-to-unpinned or plug-to-socket style connectors are used, such as MTRJ, SG or
another harsh environment connector, where the power meter does not accept the unpinned or plug connector
of the launch cord, the method illustrated in Figure C.3 can be used.

Where information is required about the discrete components installed within the cabling under test, Annex E
is the only one of these test methods that provides this information.
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4.2.2 Cabling configurations and applicable test methods for optical return loss
measurements

Any of the cabling configurations described in 4.2.1 can be measured using any of the three
defined ORL test methods described in Annex E, Annex F, and Annex G.

The OTDR ORL test method described in Clause E.5 requires no separate reference
measurements to be taken and is least likely to be affected by measurement errors. When the
cabling is tested using suitable launch and tail cords, it is easy to define the start and end points
of the ORL measurement as shown in Figure E.5.

The continuous wave ORL test methods described in Annex F and Annex G offer a way to
measure ORL. The method described in Annex G is more applicable for field measurements
because it uses the same light source and power meter. Particular care shall be taken if a short
(< 10 km) length of cable is tested with a PC (non-angled) connector at the far end. If this
connector is left open, the unwanted reflection from this glass-to-air interface will dominate the
total ORL. Hence the use of a tail cord with PC connection at one end and APC connection at
the other end, as shown in Figure F.1, helps to suppress the glass-to-air reflection whilst
providing a contribution from a representative reflectance from a connector pair at the far end
of the system.

The test method of continuous wave (CW) ORL measurement, as described in Annex G, does
not include a direct measurement of the forward power going into the system under test, and
requires reference measurements on known reflectance terminations.

5 Overview of uncertainties for attenuation measurements

5.1 General

The measurement uncertainties should be determined using the calculations provided in
IEC TR 61282-14.

Even if a calculation spreadsheet is provided, the full calculation of measurement uncertainties
is relatively complex due to the large number of considered parameters. Subclauses 5.2 to 5.8
provide an alternative to this calculation.

5.2 Sources of significant uncertainties

For typical conditions, calculations using |JEC TR 61282-14 show that significant sources of
uncertainties are limited to those generated by source instability, measurement method, and
connector mating reproducibility.

Other sources of uncertainties, such as source wavelength, measurement resolution, power
meter linearity, are less significant and do not impact measurements, because the accumulation
of uncertainties is a quadratic summation.

5.3 Consideration of the power meter
The power meter (PM) should have a detector large enough to capture the entire incident light.

In this way, the attenuation and uncertainty associated with coupling the receive cord to the
power meter is minimal.
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5.4 Consideration of test cord and connector grade

5.4.1 General

The attenuation and reflectance associated with the test cord connections can be different from
the attenuation and reflectance present when the cabling is connected to other cords or
transmission equipment. The use of reference-grade terminations on the test cords reduces this
uncertainty and improves reproducibility of the measurement, but the allocation of acceptable
attenuation is different, as listed in Table H.1.

Test cords can be reference-grade or standard-grade, so that two different measurement
conditions shall be considered. Using reference-grade connectors on test cords reduces
measurement uncertainty but changes the test limits that should be applied when a pass or fail
assessment is required, whereas using standard-grade connectors implies a much higher
measurement uncertainty, which sometimes exceeds the actual attenuation measurement (see
Table 3 and Annex H) although no adjustment of test limits is necessary.

Table 3 — Test limit adjustment and uncertainty related to test cord connector grade

Test cord termination
grade

Cabling and equipment
cord termination grade

Test limit adjustment

Total uncertainty

SM reference-grade

SM standard-grade

A lower test limit is
required for most
measurements, including

Can be estimated using

EC TR 61282-14 default

values

the one-test cord
reference method and
OTDR testing. However,
the 3-test cord reference
method requires a higher
test limit. See Annex H
for more details and
examples.

None Uncertainty values are

higher than the values

estimated using the
EC TR 61282-14 default

values (see Table 4)

SM standard-grade SM standard-grade

5.4.2 Mode field diameter variation

If the test interfaces employ fibres with significant differences in mode field diameter, additional
attenuation can be introduced that will affect the measurement accuracy. Optical interface
standards developed for single-mode fibres provide details of the attenuation introduced by
mode field diameter mismatches, see for example for non-angled interfaces and
for 8-degree angled interfaces.

5.5 Reflections from other interfaces

When conducting optical return loss measurements, reflections from other interfaces can be a
significant cause of measurement uncertainty, particularly for the continuous wave method. It
is important to configure the cabling under test such that unwanted reflections are suppressed.
For example, when testing a short length of cable, a test cord should be coupled to the far end
of the cabling under test with an angled connector at the remote end of the test cord. Usually,
the connector interface to the return loss test set has an angled connector.

For the OTDR based return loss method, the use of suitably long launch and tail cords helps to
eliminate the effect of unwanted reflections.
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5.6 Optical source
The following sources of uncertainties are relevant to the attenuation measurements:

— wavelength of the light source, because the fibre attenuation can be different at the source
wavelength and at the transmitter wavelength of the cabling system;

— spectral width of the light source, because spectrally wider light sources can measure
different fibre attenuation values than spectrally narrower light sources, whereas optical
sources with overly narrow spectral width can introduce undesired coherent interference
effects.

5.7 Output power reference

For methods using a light source and power meter (LSPM), one of the main sources of
uncertainty is the variable coupling efficiency of the light source to the launch cord due to
mechanical tolerances. To minimize this uncertainty, a reference power reading should be made
whenever the connection is disturbed by stress on the connector or by disconnection.

For LSPM methods, a reference measurement shall be made to determine the output power of
the launch cord which will be coupled to the cable or cabling plant under test. This measurement
should be made each time the launch cord is attached to the source, as the coupling can be
slightly different each time it is carried out.

5.8 Bi-directional measurements

For the LSPM methods of measuring attenuation, the test results from each end of the cabling
should be very similar. A good practice for assessing the validity of the measurement results is
to compare the measurement results from each end and to make sure that they are within a
certain tolerance (for example 0,5 dB) of each other, thus making sure that no additional
uncertainty is present due to measurement errors.

5.9 Typical uncertainties for attenuation methods A, B, C, and D

Typical uncertainties for attenuation measurements are shown in Table 4. These values were
calculated using [EC TR 61282-14 and assuming the following conditions:

e PM: use of the same photodetector in the power meter for the reference power measurement
and attenuation power measurement; the polarity of the reference measurement is the same
as the cabling under test;

e source centroidal wavelength, reference : 1310 nm and 1 550 nm + 30 nm;
e source level: 2 -7 dBm (0,2 mW);

e source stability: £0,10 dB (k = 2);

e optical fibre: [EC 60793-2-50, B-652 and B-657;

e R2 reference-grade PC connectors: < 0,2 dB attenuation, reference ;

e repeatability of connection: 0,05 dB.

NOTE At the time of writing, it was expected that the designation "R2" for single-mode reference _grade connectors
with 0,2 dB attenuation will be replaced by a new designation "R_,," in the future Edition 2 of and
also referred to as "Rs1-Grade 2" in Edition 3 of ISO/IEC 14763-31.

1 Third edition under preparation. Stage at the time of publication: ISO/IEC FDIS 14763-3:2024 Documents
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Table 4 — Uncertainty for given fibre length and attenuation at
1310 nm, 1 550 nm and 1 625 nm

Uncertainty values at 95 % at 1 310 nm
Distance | Attenuation IEEE 802.3 ITU span type 1-cord 2-cord 3-cord Equipment
designation designation cord
km dB dB dB dB dB
0,5 3,0 DR 0,32 0,38 0,44 0,14
2,0 4,0 FR 0,33 0,39 0,44 0,16
5,0 4,8 0,36 0,42 0,46 0,22
10,0 6,3 LR 0,46 0,50 0,54 0,35
20,0 11,0 S 0,72 0,75 0,78 0,66
40,0 18,0 ER 1,33 1,35 1,36 1,30
Uncertainty values at 95 % at 1 550 nm?
Distance | Attenuation IEEE 802.3 ITU span type 1-cord 2-cord 3-cord Equipment
designation designation cord
km dB dB dB dB dB
0,5 3,0 DR 0,32 0,38 0,44 0,14
2,0 2,5 FR 0,32 0,38 0,44 0,14
5,0 3,3 0,33 0,38 0,44 0,14
10,0 4,5 LR 0,33 0,39 0,44 0,15
20,0 7,0 I 0,34 0,40 0,45 0,18
40,0 11,0 ER S 0,39 0,44 0,48 0,25
80,0 22,0 ZR L 0,53 0,57 0,60 0,44
120,0 33,0 OIF 400ZR u 0,70 0,73 0,76 0,64
Uncertainty values at 95 % at 1 625 nm®
Distance | Attenuation IEEE 802.3 ITU span type 1-cord 2-cord 3-cord Equipment
designation designation cord
km dB dB dB dB dB
80,0 24,4 ZR 1,75 1,77 1,78 1,73
120,0 36,6 OIF 400ZR u 2,61 2,61 2,62 2,59
Uncertainty values at 95 % at 1 625 nm®
15 nm
Distance | Attenuation IEEE 802.3 ITU span type 1-cord 2-cord 3-cord Equipment
designation designation cord
km dB dB dB dB dB
80,0 24,4 ZR L 0,92 0,94 0,97 0,87
120,0 36,6 OIF 400ZR u 1,33 1,35 1,36 1,30
When the uncertainty is larger than the measured attenuation, the measured value can be quite meaningless. In
this case, it is good practice to replace the measured value with the value of the uncertainty.
a8 Although IEEE applications do not operate at 1 550 nm at the shorter distances, it is good practice to test
single-mode fibre cabling at two different wavelengths (usually 1 310 nm and 1 550 nm) to identify potential
issues with fibre bends; thus, knowledge of the measurement uncertainty at 1 550 nm is useful.
b Likewise, for longer links it is good practice to measure the attenuation at a second wavelength (e.g. at
1 625 nm), even though most transmission systems do not operate at this wavelength.
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5.10 Typical uncertainty values for single-mode attenuation testing for method E

Typical uncertainties to produce Table 5 values were calculated using IEC 61280-4-3, assuming
the following conditions:

e bi-directional measurement, dynamic margin: > 5 dB (see notes in Table 5);

e OTDR, linear regression: 100 data points (see notes in Table 5);

e source centroidal wavelength, reference |[EC 61280-1-3: 1 310 nm and 1 550 nm + 30 nm;
o optical fibre: |[EC 60793-2-50, B-652 and B-657;

e R2 reference-grade APC connectors: < 0,2 dB attenuation, reference |[EC 61755-2-5.

e repeatability of connection: 0,05 dB.

NOTE At the time of writing, it was expected that the designation "R2" for single-mode reference _grade connectors
with 0,2 dB attenuation will be replaced by a new designation "R_,," in the future Edition 2 of and
also referred to as "Rs1-Grade 2" in Edition 3 of ISO/IEC 14763-3.

Table 5 — Uncertainty for a given fibre length at 1 310 nm and 1 550 nm using an OTDR

Uncertainty values at 95 %

Length 1310 nm 1310 nm 1550 nm 1 550 nm
attenuation uncertainty attenuation uncertainty
km dB dB dB dB
0,5 3,0 0,44 3,0 0,43
2,0 4,0 0,45 2,5 0,43
5,0 4,8 0,47 3,3 0,43
10,0 6,3 0,55 4,5 0,43
40,0 11,0 1,39 7,0 0,50
80,0 18,0 2,63 11,0 0,61

The launch and tail cord lengths were set to 500 m for the 0,5 km to 10 km lengths, leading to a length of
linear regression of 250 m (100 points); the associated attenuation allows sufficient dynamic margin for these
two cases at 10 dB.

For 40 km, the linear regression length was 500 m and 100 points, using 1 000 m long launch and tail cords.
However, the dynamic margin was reduced to 5 dB.

The attenuation uncertainties for 40 km and 80 km lengths at 1 310 nm wavelength are impacted by the
uncertainty of the source wavelength (assumed to be 30 nm). Reducing this uncertainty from 30 nm to 20 nm
would reduce the 1 310 nm attenuation uncertainties to 1,00 dB and 1,80 dB respectively.

6 Apparatus

6.1 General

Apparatus requirements that are specific to particular methods are found in Annex A through
Annex E. Some of the requirements common to the LSPM methods are described in 6.2 to 6.10.

6.2 Light source
6.2.1 Stability

The performance of the light source is evaluated at the output of the launch cord. This is
achieved by transmitting the output of a suitable radiation source, usually a laser, into the
launch cord. The source shall be stable in position, wavelength, and power over the duration of
the entire measurement procedure.
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