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European foreword

The text of document 34C/1374/FDIS, future edition 1 of IEC 61347-2-14, prepared by IEC/SC 34C:
"Auxiliaries for lamps, of IEC technical committee 34: Lamps and related equipment" was submitted to
the IEC-CENELEC parallel vote and approved by CENELEC as EN IEC 61347-2-14:2018.

The following dates are fixed:

¢ latest date by which the document has to be (dop) 2019-01-03
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2021-04-03
standards conflicting with the
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Endorsement notice

The text of the International Standard IEC 61347-2-14:2018 was approved by CENELEC as a
European Standard without any modification.

In the official version, for Bibliography, the following note has to be added for the standard indicated:

EC 60598-2-22 NOTE Harmonized as EN 60598-2-22.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

NOTE 1 Where an International Publication has been modified by common modifications, indicated by (mod), the relevant
EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here:
www.cenelec.eu.

Publication Year Title EN/HD Year

2011 AC and/or DC-supplied electronic control EN 60929 2011
gear for tubular fluorescent lamps -
Performance requirements

m| " m
(@] (@]
[e)] [e)]
— (@]
wW [(e]
N N
l\l )

- +AC 2011
1 2015 Lamp controlgear - Part 1: General and EN 61347-1 2015
safety requirement
+ A1 2017 + A1 2018
2011 Lamp controlgear -- Part 2-7: Particular ~ EN 61347-2-7 2012

requirements for battery supplied electronic
controlgear for emergency lighting (self-

contained)
+ A1 2017 - -
EC 6154 - Equipment for general lighting purposes - EN 61547 -
EMC immunity requirements
EC 62532 2011 Fluorescent induction lamps - Safety EN 62532 2011
specifications
EC 62639 2012 Fluorescent induction lamps - Performance EN 62639 2012
specification
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

LAMP CONTROLGEAR -

Part 2-14: Particular requirements for DC and/or AC supplied
electronic controlgear for fluorescent induction lamps

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 61347-2-14 has been prepared by subcommittee 34C: Auxiliaries
for lamps, of IEC technical committee 34: Lamps and related equipment.

The text of this International Standard is based on the following documents:

FDIS Report on voting
34C/1374/FDIS 34C/1383/RVD

Full information on the voting for the approval of this International Standard can be found in
the report on voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.
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This document is to be wused in conjunction with IEC 61347-1:2015 and
IEC 61347-1:2015/AMD1:2017.

NOTE In this document, the following print types are used:
— Requirements proper: in roman type.

— Test specifications: in italic type.

— Explanatory matter: in smaller roman type.

A list of all parts in the IEC 61347 series, published under the general title Lamp controlgear,
can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch” in the data related to
the specific document. At this date, the document will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.

Documents

Document Sharing Hub

Full document details: BS EN IEC 61347-2-14:2018


http://www.avadocuments.com/doc/bs-en-iec-61347-2-14-2018
http://www.avadocuments.com/doc/bs-en-iec-61347-2-14-2018

-6- IEC 61347-2-14:2018 © IEC 2018

INTRODUCTION

This document specifies requirements for fluorescent induction lamp controlgear. The
formatting of IEC 61347-2 into separately published parts provides for ease of future
amendments and revisions. Additional requirements will be added as and when a need for
them is recognized.

This document, and the parts which make up IEC 61347-2, in referring to any of the clauses
of [EC 61347-1), specify the extent to which such a clause is applicable and the order in which
the tests are to be performed; they also include additional requirements, as necessary. All
parts which make up IEC 61347-2 are intended to be self-contained and, therefore, do not
include references to each other. However, for the case of emergency lighting lamp
controlgear, some cross-referencing has been used.

Where the requirements of any of the clauses of JEC 61347-1 are referred to in this document
EC 61347-1

by the phrase "The requirements of clause n of apply”, this phrase is interpreted
as meaning that all requirements of the clause in question of Part 1 apply, except any which
are clearly inapplicable to the specific type of lamp controlgear covered by this particular part
of IEC 61347-2.
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LAMP CONTROLGEAR -

Part 2-14: Particular requirements for DC and/or AC supplied
electronic controlgear for fluorescent induction lamps

1 Scope

This part of IEC 61347 specifies particular safety requirements for electronic controlgear for
use on AC supplies up to 1 000 V at 50 Hz or 60 Hz and/or DC supplies with operating
frequencies deviating from the supply frequency, associated with fluorescent induction lamps

as specified in JEC 62532 and |JEC 62639, for high-frequency operation.

For emergency lighting operation, particular requirements for controlgear operated from a
central supply are given in Annex J. Performance requirements appropriate to the safe
operation of emergency lighting are also contained in Annex J.

Requirements for emergency lighting controlgear operating from non-centralized power
supplies are given in |[EC 61347-2-7.

NOTE Performance requirements detailed in Annex J are those considered to be safety related with respect to
reliable emergency operation.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

IEC 60929:2011|, AC and/or DC-supplied electronic control gear for tubular fluorescent lamps
— Performance requirements

IEC 61347-1:2015, Lamp controlgear — Part 1: General and safety requirements
IEC 61347-1:2015/AMD1:2017

IEC 61347-2-7:2011, Lamp controlgear — Part 2-7: Particular requirements for battery
supplied electronic controlgear for emergency lighting (self-contained)
IEC 61347-2-7:2011/AMD1:2017

EC 61547, Equipment for general lighting purposes — EMC immunity requirements

IEC 62532:2011|, Fluorescent induction lamps — Safety specifications

IEC 62639:2012, Fluorescent induction lamps — Performance specification

3 Terms and definitions

For the purposes of this document, the terms and definitions given in JEC 61347-1, |JEC 62532
and |EC 62639 and the following apply.

Documents

Document Sharing Hub

Full document details: BS EN IEC 61347-2-14:2018


https://doi.org/10.3403/30184406U
https://doi.org/10.3403/30206316U
https://doi.org/10.3403/02267275U
https://doi.org/10.3403/30187415
https://doi.org/10.3403/30187425
https://doi.org/10.3403/02343991U
https://doi.org/10.3403/30184406
https://doi.org/10.3403/30206316
https://doi.org/10.3403/02266662U
https://doi.org/10.3403/30184406U
https://doi.org/10.3403/30206316U
http://www.avadocuments.com/doc/bs-en-iec-61347-2-14-2018
http://www.avadocuments.com/doc/bs-en-iec-61347-2-14-2018

-8- IEC 61347-2-14:2018 © IEC 2018

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp

3.1

DC and/or AC supplied electronic controlgear

mains/battery-supplied DC only, AC/DC or AC only to AC invertor including stabilizing
elements for starting and operating one or more fluorescent induction lamps, generally at high
frequency

3.2

maximum allowed peak voltage

highest permitted peak voltage across any insulation under open-circuit condition and any
normal and abnormal operating conditions

Note 1 to entry: The maximum peak voltage is related to the declared RMS working voltage (see Table 1).

3.3
emergency lighting
lighting provided for use when the supply to the normal lighting fails

Note 1 to entry: Emergency lighting includes escape lighting and standby lighting.

3.4
rated battery voltage
voltage declared by the battery manufacturer

3.5
rated emergency power supply voltage
rated voltage of the emergency power supply claimed by the manufacturer

3.6
starting aid
device which facilitates the starting of the lamp

Note 1 to entry: A conductive strip affixed to the outer surface of the lamp and a conductive plate which is spaced
within an appropriate distance from a lamp are examples of starting aids.

3.7

ballast lumen factor

ratio of the luminous flux of a reference lamp when the controlgear under test is operated at
its rated voltage and frequency compared with the luminous flux of the same lamp operated
with the appropriate reference ballast supplied at its rated voltage and frequency

3.8

emergency ballast lumen factor

EBLF

ratio of the emergency luminous flux of the lamp supplied by the emergency controlgear to the
luminous flux of the same lamp operated with the appropriate reference ballast at its rated
voltage and frequency

Note 1 to entry: This note only applies to the French language.

3.9

total circuit power

total power dissipated by ballast and lamp in combination, at the rated voltage and frequency
of the ballast
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3.10

reference lamp

lamp selected for testing controlgear which, when associated with a reference ballast, has
electrical characteristics which are close to the rated values as stated in the relevant lamp
standard

Note 1 to entry Relevant starting lamp data sheets are contained in |EC 62639.

[SOURCE: IEC 61347-1:2015, 3.3, modified — "ballasts" has been replaced with "controlgear"
and the note has been added.]

4 General requirements

The requirements of IEC 61347-1:2015 and IEC 61347-1:2015/AMD1:2017, Clause 4 apply,
together with the following additional requirement:

DC and/or AC supplied electronic controlgear for emergency lighting shall comply with the
requirements of Annex J.

5 General notes on tests

The requirements of IEC 61347-1:2015 and IEC 61347-1:2015/AMD1:2017, Clause 5 apply
together with the following additional requirement with regard to the number of specimens.

The following number of specimens shall be submitted for testing:

— one unit for the tests of Clauses 6 to 12 and 15 to 21;

— one unit for the test of Clause 14 (additional units or components, where necessary, may
be required in consultation with the manufacturer).

Tests to meet the safety requirements for DC and/or AC supplied electronic controlgear for
emergency lighting are made under the conditions specified in Annex J.

6 Classification

The requirements of IEC 61347-1:2015 and IEC 61347-1:2015/AMD1:2017, Clause 6 apply.

7 Marking

7.1 General
Controlgear which forms an integral part of the luminaire need not be marked.
7.2 Mandatory markings

In accordance with the requirements of IEC 61347-1:2015 and |IEC 61347-1:2015/AMD1:2017,
7.2, controlgear, other than integral controlgear, shall be clearly and durably marked with the
following mandatory markings:

a) items a), b), c), d), e), k) and |) of IEC 61347-1:2015 and IEC 61347-1:2015/AMD1:2017,
7.1, together with

b) the symbol for earthing, as applicable;

c) for controllable controlgear, the control terminals shall be identified;

d) a declaration of the maximum working voltage (RMS) according to 15.3 between

— output terminals,
— any output terminal and earth. Documents
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