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European foreword 
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(dow) 2021-11-16 
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patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.  

This document has been prepared under a mandate given to CENELEC by the European Commission 
and the European Free Trade Association, and supports essential requirements of EU Directive(s). 

For the relationship with EU Directive(s) see informative Annex ZZ, which is an integral part of this 
document. 

Endorsement notice 

The text of the International Standard IEC 61375-2-6:2018 was approved by CENELEC as a 
European Standard without any modification. 
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Annex ZA 
(normative) 

 
Normative references to international publications 

with their corresponding European publications 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) 
applies.  

NOTE 1   Where an International Publication has been modified by common modifications, indicated by (mod), the relevant 
EN/HD applies.  

NOTE 2   Up-to-date information on the latest versions of the European Standards listed in this annex is available here: 
www.cenelec.eu.  

Publication Year Title EN/HD Year 

IEC 61375-1 2012  Electronic railway equipment - Train 
communication network (TCN) - Part 1: 
General architecture 

EN 61375-1 2012  

IEC 61375-2-3 2015  Electronic railway equipment - Train 
communication network (TCN) - Part 2-3: 
TCN communication profile 

EN 61375-2-3 2015  

- -    + A11 2017  

IEC 61375-3-4 -   Electronic railway equipment - Train 
communication network (TCN) - Part 3-4: 
Ethernet Consist Network (ECN) 

EN 61375-3-4 2014 

   +A11 2017 

IEC 62280 2014* Railway applications - Communication, 
signalling and processing systems - Safety 
related communication in transmission 
systems 

- -   

IEC 62443 series  Industrial communication networks - 
Network and system security - Part 2-1: 
Establishing an industrial automation and 
control system security program 

EN 62443 series  

IEC 62443-3-3 2013* Industrial communication networks - 
Network and system security - Part 3-3: 
System security requirements and security 
levels 

- -   

IEC 62580-1 -   Electronic railway equipment - On-board 
multimedia and telematic subsystems for 
railways - Part 1: General architecture 

EN 62580-1 2016 

   +A11 2017 

                                                      

* Dated as no equivalent European Standard exists 

Full document details: BS EN IEC 61375-2-6:2018

http://www.cenelec.eu/
https://doi.org/10.3403/30205443U
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https://doi.org/10.3403/30267409U
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ISO/IEC 20922 2016  Information technology - Message Queuing 
Telemetry Transport (MQTT) v3.1.1 

- -  

IEEE 802.3 2015* IEEE Standard for Information technology - 
Specific requirements - Part 3: Carrier 
Sense Multiple Access with Collision 
Detection (CMSA/CD) Access Method and 
Physical Layer Specifications 

- -   

IEEE 802.11 2016  IEEE Standard for Information technology - 
Telecommunications and information 
exchange between systems Local and 
metropolitan area networks - Specific 
requirements - Part 11: Wireless LAN 
Medium Access Control (MAC) and 
Physical Layer (PHY) Specifications 

- -  

IEEE 802.1X 2010 IEEE Standard for Local and metropolitan 
area networks - Port-Based Network 
Access Control 

- -  

RFC 2136 1997* Dynamic Updates in the Domain Name 
System (DNS UPDATE) 

- -   

RFC 2616 1999* Hypertext Transfer Protocol -- HTTP/1.1 - -   

RFC 2818 2000* HTTP Over TLS - -   

RFC 3986 2005*   Uniform Resource Identifier (URI): Generic 
Syntax 

- -   

RFC 4627 2006*  The application/json Media Type for 
JavaScript Object Notation (JSON) 

- -   

RFC 7159 2014* The JavaScript Object Notation (JSON) 
Data Interchange Format 

- -   
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Annex ZZ 
(informative) 

 
Relationship between this European standard and the essential requirements 

of EU Directive 2016/797/EU [2016 OJ L138] aimed to be covered 

This European Standard has been prepared under a Commission’s standardization request relating to 
harmonized standards in the field of the Interoperability of the rail system within the European Union, 
M/483, to provide one voluntary means of conforming to essential requirements of Directive 
2016/797/EU of the European Parliament and of the Council of 11 May 2016 on the harmonization of 
the laws of the Member States relating to the interoperability of the rail system within the European 
Union [2016 OJ L138/44]. 
Once this standard is cited in the Official Journal of the European Union under that Directive, 
compliance with the normative clauses of this standard given in Table ZZ.1 for “Locomotives and 
Passenger Rolling Stock”, Table ZZ.2 for “Energy”, Table ZZ.3 for “Telematics Applications for 
Passenger Services”, confers, within the limits of the scope of this standard, a presumption of 
conformity with the corresponding essential requirements of that Directive, and associated EFTA 
regulations. 
 
Table ZZ.1 - Correspondence between this European Standard, the TSI “Locomotives and 
Passenger Rolling Stock” (REGULATION (EU) No 1302/2014 of 18 November 2014) and 
Directive 2016/797/EU [2016 OJ L138] 
 

Essential 
Requirements of 

Directive 2016/797/EU 

Chapter / § / points / 
of LOC & PAS TSI 

Clause(s) / sub-
clause(s) of this EN 

Remarks / Notes 

 
 
1.5 Technical 
compatibility 
2. Requirements 
specific to each 
subsubsystem 
2.4. Rolling Stock 
2.4.2. Reliability and 
availability 
2.4.3. Technical 
compatibility 

 
 
4.2.8.2.8 On-board 
energy measurement 
system 
4.2.12.2 General 
documentation: - 
description of 
computerised on board 
systems 
Appendix D - On-board  
energy measurement 
system 

 
Clause 4 
Clause 5 
Clause 6 
 
 
Annex A 
Annex B 

 
The TSI does not 
impose any technical 
solution regarding 
physical interfaces 
between units. 
 
This standard offers a 
general multi-purpose 
solution for the digital 
communication 
between on-board 
networked applications 
and ground 
applications, so it is 
relevant to equipment 
and train 
interoperability. 
 
This standard closes 
an Open Point in the 
TSI 
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Table ZZ.2 - Correspondence between this European Standard, the TSI “Energy” 
(REGULATION (EU) No 1301/2014 of 18 November 2014) and Directive 2016/797/EU [2016 OJ 

L138] 
 

Essential 
Requirements of 

Directive 2016/797/EU 

Chapter / § / points / 
of ENE TSI 

Clause(s) / sub-
clause(s) of this EN 

Remarks / Notes 

1.5 Technical 
compatibility 

4.2.17. On-ground 
energy data collecting 
system 

Clause 4 

Clause 5 

Clause 7 

Annex A 

Annex B 

This standard closes 
an Open Point in the 
TSI 

 
Table ZZ.3 - Correspondence between this European Standard, the TSI “Telematics 

Applications for Passenger Services” (published in the Official Journal L 123 on 12 May 2011, 
p. 11) and Directive 2016/797/EU [2016 OJ L138] 

 
Essential 

Requirements of 
Directive 2016/797/EU 

Chapter / § / points / 
of ENE TSI 

Clause(s) / sub-
clause(s) of this EN 

Remarks / Notes 

1.2 Reliability and 
availability 

2. Requirements 
specific to each 
subsubsystem 

2.7. Telematics 
applications for freight 
and passengers 

2.7.1. Technical 
compatibility 

2.7.2. Reliability and 
availability 

4.2.21. Networking and 
communication 

4.2.21.1. General 
architecture 

Clause 4 

Clause 5 

Clause 6 

Clause 7 

Annex A 

The solution specified 
in this standard can be 
part of the general 
Information Exchange 
Architecture 

 
WARNING 1 — Presumption of conformity stays valid only as long as a reference to this European 
standard is maintained in the list published in the Official Journal of the European Union. Users of this 
standard should consult frequently the latest list published in the Official Journal of the European 
Union. 
WARNING 2 — Other Union legislation may be applicable to the product(s) falling within the scope of 
this standard. 
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
ELECTRONIC RAILWAY EQUIPMENT –  

TRAIN COMMUNICATION NETWORK (TCN) –  
 

Part 2-6: On-board to ground communication 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 61375-2-6 has been prepared by IEC technical committee 9: 
Electrical equipment and systems for railways. 

The text of this International Standard is based on the following documents: 

FDIS Report on voting 

9/2374/FDIS 9/2402/RVD 

 
Full information on the voting for the approval of this International Standard can be found in 
the report on voting indicated in the above table. 

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.  

A list of all parts in the IEC 61375 series, published under the general title Electronic railway 
equipment – Train communication network (TCN), can be found on the IEC website. 
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The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to 
the specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION 

Considering that the TCN series includes IEC 61375-2-3: Electronic railway equipment – Train 
communication network (TCN) – Part 2-3: TCN communication profile, references to this 
document are given when the case applies. 

This document follows the ISO-OSI model. 

This document does not cover the specification of the radio technologies and protocols 
relevant to the wireless communication between train and ground. 

In the preparation of this document, the following main use cases, which the train to ground 
communication applies to, were considered: 

a) Commissioning application 
1) Operational Application. 
2) Mission data application. 
3) Driver Assistance Application. 
4) Energy Meter Application. 

b) Maintenance application 
1) Configuration data application. 
2) Monitoring train status (e.g. telemetry). 
3) Diagnostic data application. 
4) Event Recorder Application. 

c) Multimedia application 
1) Passenger information application. 
2) Passenger entertainment application. 
3) Electronic ticketing application. 
4) CCTV and video-surveillance. 
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ELECTRONIC RAILWAY EQUIPMENT –  
TRAIN COMMUNICATION NETWORK (TCN) –  

 
Part 2-6: On-board to ground communication 

 
 
 

1 Scope 

This part of IEC 61375 establishes the specification for the communication between the on-
board subsystems and the ground subsystems. 

The communication system, interfaces and protocols are specified as a mobile communication 
function, using any available wireless technology. 

This document provides requirements in order to:  

a) select the wireless network on the basis of QoS parameters requested by the application;  
b) allow TCMS and/or OMTS applications, installed on-board and communicating on the on-

board communication network, to have a remote access to applications running on ground 
installations; 

c) allow applications running on ground installations to have a remote access to the TCMS 
and/or OMTS applications installed  on-board. 

This document specifies further requirements which allow the applications running on-board 
and the applications running on ground to connect each other applying the virtual/functional 
addressing mechanism specified by IEC 61375-2-3 and exchanging application data sets 
produced or consumed by the on-board functions implemented in the devices attached to the 
TCN network. 

Furthermore, this document covers the security requirements in order to grant the access only 
to authenticated and authorised applications and to allow encryption of exchanged data. 

The communication of safety related data between on-board applications and ground 
applications are out of the scope of this International Standard as well as Internet connectivity 
service for passengers. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document (including 
any amendments) applies. 

IEC 61375-1:2012, Electronic railway equipment – Train communication network (TCN) –  
Part 1: General architecture 

IEC 61375-2-3:2015, Electronic railway equipment – Train communication network (TCN) – 
Part 2-3: TCN communication profile 

IEC 61375-3-4, Electronic railway equipment – Train communication network (TCN) –  
Part 3-4: Ethernet Consist Network (ECN) 

IEC 62280, Railway applications – Communication, signalling and processing systems – 
Safety related communication in transmission systems 
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IEC 62443 (all parts), Industrial communication networks – Network and system security 

IEC 62443-3-3, Industrial communication networks – Network and system security – Part 3-3: 
System security requirements and security levels 

IEC 62580-1, Electronic railway equipment – On-board multimedia and telematic subsystems 
for railways – Part 1: General architecture 

ISO/IEC 20922:2016, Information technology – Message Queuing Telemetry Transport (MQTT) 
v3.1.1 

IEEE 802.3, Information technology – Telecommunications and information exchange 
between systems – Local and metropolitan area networks – Specific requirements – Part 3: 
Carrier sense multiple access with collision detection (CSMA/CD) access 

IEEE 802.11:2016, IEEE Standard for Information technology – Telecommunications and 
information exchange between systems Local and metropolitan area networks – Specific 
requirements – Part 11: Wireless LAN Medium Access Control (MAC) and Physical Layer 
(PHY) Specifications 

IEEE 802.1X:2010, IEEE Standard for Local and metropolitan area networks – Port-Based 
Network Access Control 

RFC 2136, Dynamic Updates in the Domain Name System (DNS UPDATE) 

RFC 2616, Hypertext Transfer Protocol – HTTP/1.1 

RFC 2818, HTTP Over TLS  

RFC 3986, Uniform Resource Identifier (URI): Generic Syntax 

RFC 4627, The application/json Media Type for JavaScript Object Notation (JSON) 

RFC 7159, The JavaScript Object Notation (JSON) Data Interchange Format 

3 Terms, definitions, symbols, abbreviated terms and conventions 

3.1 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.1.1  
Authentication Authorization Accounting 
access control, policy enforcement and auditing framework for computing systems 

3.1.2  
Authentication Authorization Accounting service 
security architecture for distributed systems, which enables control over which users are 
allowed access to which services, and how much of the resources they have used 
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3.1.3  
Application Layer 
upper layer in the OSI model, interfacing directly to the Application  

[SOURCE: IEC 60050-811:2017, 811-37-03] 

3.1.4  
application process 
element within a real open system which performs the information processing for a particular 
application  

[SOURCE: IEC 60050-811:2017, 811-37-05] 

3.1.5  
Bit Error Rate 
rate of bit errors in a data stream, mainly caused by noise (random bit errors), but also 
caused by memory defects in data storing devices (systematic bit errors) 

3.1.6  
bridge 
device which stores and forwards frames from one bus to another on the base of their Link 
Layer addresses  

[SOURCE: IEC 60050-811:2017, 811-37-09] 

3.1.7  
broadcast 
nearly simultaneous transmission of the same information to several destinations 

Note 1 to entry: Broadcast in the TCN is not considered reliable, i.e. some destinations can receive the 
information and others not. 

[SOURCE: IEC 60050-811:2017, 811-37-10] 

3.1.8  
bus 
functional unit for the transfer of data between several participants, these being functional 
units for data processing, via a common transmission path, wherein participants are not 
involved in the transfer of data between other participants 

Note 1 to entry: The logic and functional definition of a bus applies independently of the topological configuration 
and physical implementation of the bus. A bus may have a line or a ring configuration. 

Note 2 to entry: In some cases, transmission rights are distributed by another participant, for example by a bus 
arbitrator. 

[SOURCE: IEC 60050-351:2013, 351-56-10] 

3.1.9  
closed train 
train composed of one or a set of consists, where the composition does not change during 
normal operation 

EXAMPLE Metro, suburban train, or high speed train unit. 

Note 1 to entry: Consists are coupled in a workshop to establish a closed train for operation. 

[SOURCE: IEC 60050-811:2017, 811-37-17] 
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3.1.10  
communication device 
device connected to the consist network or train backbone with the ability to transport, source 
or sink data 

[SOURCE: IEC 60050-811:2017, 811-37-18] 

3.1.11  
communication channel 
logical connection over a multiplexed medium such as a radio channel, or conceptual state in 
which a MCG has announced its presence to the GCG in a way that allows this latter to 
interact with the MCG 

3.1.12  
radio link 
wireless link, that connects a device with a network, allowing the former to reach other 
devices through that network 

3.1.13  
composition 
number and characteristics of the consists forming a train 

[SOURCE: IEC 60050-811:2017, 811-37-19] 

3.1.14  
network configuration 
definition of the topology of a network, the devices connected to it, their capabilities and the 
traffic they produce; by extension, the operation of loading the devices with the configuration 
information before going to regular operation 

3.1.15  
Consist 
single vehicle or a group of vehicles which are not separated during normal operation 

Note 1 to entry: A consist can contain no, one or several consist networks. 

[SOURCE: IEC 60050-811:2017, 811-37-20] 

3.1.16  
Consist Network 
bus connecting equipment within a consist, e.g. the MVB, and which conforms or adapts to 
the TCN real-time protocols 

[SOURCE: IEC 60050-811:2017, 811-37-21] 

3.1.17  
end device 
unit connected to one Consist Network or to one set of Consist Networks prepared for 
redundancy reasons 

[SOURCE: IEC 60050-811:2017, 811-37-33] 

3.1.18  
framework 
set of services and protocols to support board-to-ground communication 
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3.1.19  
function 
application process which exchanges messages with another application process 

3.1.20  
gateway, <in a train communication network> 
connection between different busses at the application layer requiring application-dependent 
data analysis and protocol conversion 

[SOURCE: IEC 60050-811:2017, 811-37-44] 

3.1.21  
group address 
address of a multicast group to which a device belongs 

[SOURCE: IEC 60050-811:2017, 811-37-45] 

3.1.22  
host 
any addressable unit connected to the network: End Devices, Network Devices, etc. 

3.1.23  
inauguration 
operation executed in case of composition change, which gives all Nodes of the Train 
Backbone their Train Backbone address, their orientation and information about all named 
Nodes on the same backbone 

[SOURCE: IEC 60050-811:2017, 811-37-48] 

3.1.24  
integrity 
state in which information is complete and not altered 

[SOURCE: IEC 60050-821:2017, 821-11-26] 

3.1.25  
train journey 
scheduled railroad journey 

3.1.26  
journey train 
composition travelling on a scheduled train journey 

3.1.27  
Local Area Network 
part of a network characterized by a common medium access and address space 

[SOURCE: IEC 60050-811:2017, 811-37-60] 

3.1.28  
Medium Access Control 
sublayer of the Link Layer, which controls the access to the medium (arbitration, mastership 
transfer, polling) 

3.1.29  
medium 
physical carrier of the signal  

Note 1 to entry: Electrical wires, optical fibers, etc. 
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3.1.30  
message, <in transmission systems> 
information which is transmitted in one or several packets from a sender to one or more 
receivers 

[SOURCE: IEC 60050-821:2017, 821-11-29] 

3.1.31  
multicast 
transmission of the same message to a group of receivers, identified by their Group Address 

Note 1 to entry: The term "multicast" is used even if the group includes all receivers.  

[SOURCE: IEC 60050-811:2017, 811-37-66] 

3.1.32  
network 
set of possibly different communication systems which interchange information in a commonly 
agreed way 

[SOURCE: IEC 60050-811:2017, 811-37-68] 

3.1.33  
network address 
address which identifies a communication device on network layer 

[SOURCE: IEC 60050-811:2017, 811-37-69] 

3.1.34  
network device 
components used to set up Consist Networks and Train Networks 

Note 1 to entry: These components can be passive like cables or connectors, active unmanaged like repeaters, 
media converters or (unmanaged) switches, or managed active like gateways, routers and (managed) switches. 

[SOURCE: IEC 60050-811:2017, 811-37-70] 

3.1.35  
network layer 
layer in the OSI model responsible for routing between different busses 

[SOURCE: IEC 60050-811:2017, 811-37-72] 

3.1.36  
network management 
operations necessary to remotely configure, monitor, diagnose and maintain the network 

[SOURCE: IEC 60050-811:2017, 811-37-73] 

3.1.37  
node, <in a train communication network> 
device on the train backbone, which can act as a gateway between the train backbone and 
the consist network 

[SOURCE: IEC 60050-811:2017, 811-37-74] 
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3.1.38  
octet 
byte 
group of eight binary digits, or eight signal elements representing binary digits, operated on 
as an entity 

[SOURCE: IEC 60050-704:1993, 704-16-21]  

3.1.39  
open train 
train composed of one or a set of consists, where the configuration can change during 
operation 

EXAMPLE Locomotive-hauled international UIC (International Union of Railways, the international railways 
operators association) trains. 

[SOURCE: IEC 60050-811:2017, 811-37-79] 

3.1.40  
railway undertaking 
enterprise or organization which is operating trains 

3.1.41  
packet 
sequence of digital data representing a message or part of a message together with service 
digits including an address, organized to suit the transmission process and transmitted as a 
whole 

[SOURCE: IEC 60050-721:1991, 721-09-02] 

3.1.42  
router 
functional unit that establishes a path through one or more computer networks and forwards 
packets  

Note 1 to entry: In OSI conforming computer networks, a router operates at the network layer. 

[SOURCE: IEC 60050-732:2010, 732-01-18] 

3.1.43  
safety related 
carries responsibility for safety 

Note 1 to entry: A function, component, product, system or procedure is called safety-related if at least one of its 
properties is used in the safety argument for the system in which it is applied. These properties may be of 
functional or non-functional nature. The requirements attributed to the function may be systematic or random 
integrity requirements. 

[SOURCE: IEC 60050-821:2017, 821-01-73, modified: note modified] 

3.1.44  
service <in a train communication network> 
capabilities and features of a subsystem (e.g. a communication layer) provided to a user 

[SOURCE: IEC 60050-811:2017, 811-37-93] 

3.1.45  
service <in railways> 
service performs transportation of freight  or passengers  
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3.1.46  
job  
sequences of transactions 

Note 1 to entry: The correctness of the job can be established by determining the correctness of each transaction 
it performs and the correctness of interactions between transactions. 

3.1.47  
transaction 
sequences of interactions between system components 

3.1.48  
switch <in a train communication network> 
MAC bridge as defined in IEEE 802.1D  

Note 1 to entry: MAC means "Medium Access Control", a sublayer within the Link Layer ruling which device is 
entitled to send on the bus. 

[SOURCE: IEC 60050-811:2017, 811-37-101] 

3.1.49  
topology 
possible cable interconnection and number of devices in a given network 

[SOURCE: IEC 60050-811:2017, 811-37-106] 

3.1.50  
Train 
composition of one or a set of consists,  which can be operated as an autonomous unit, e.g. 
containing drives  and at least one driver’s cab  

Note 1 to entry: Trains can be categorized into open trains (see 3.1.39), closed trains (see 3.1.9). 

3.1.51  
Train Communication Network 
data communication network for connecting programmable electronic equipment on-board rail 
vehicles 

[SOURCE: IEC 60050-811:2017, 811-37-108] 

3.1.52  
Train Backbone 
bus connecting the consists of a train, in particular the wire train bus, and which conforms to 
the TCN protocols 

[SOURCE: IEC 60050-811:2017, 811-37-107] 

3.1.53  
Transport Layer 
layer of the OSI model responsible for end-to-end flow control and error recovery 

[SOURCE: IEC 60050-811:2017, 811-37-113] 

3.1.54  
vertical handover 
refers to a network node changing the type of connectivity it uses to access a supporting 
infrastructure, usually to support node mobility 
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3.2 Symbols and abbreviated terms 
AAA Authentication Authorization Accounting 
ALG Application Layer Gateway 
ARP Address Resolution Protocol 
ASCII American Standard Code For Information Interchange 
BER Bit Error Rate 
CCTV Closed Circuit Television 
ComID Communication Identifier 
CRC Cyclic Redundancy Check, a data integrity check based on polynomial division 
DDNS Dynamic Domain Name Server 
DHCP Dynamic Host Configuration Protocol 
DIN Deutsches Institut für Normung, the German national standardization body 
DNS Domain Name Server 
DoS Denial of Service 
ECM Entity in Charge of Maintenance  
ECN Ethernet Consist Network 
ED End Device 
EDGE Enhanced Data Rates for GSM Evolution 
ERA European Railways Agency, in 2017 became European Union Agency for 

Railways which replaces and succeeds the European Railway Agency (ERA) 
EMS Energy Metering System 
ETB Ethernet Train Backbone 
ETSI European Telecommunications Standards Institute 
EVN European Vehicle Number 
FBS Function Breakdown Structure 
FCS Frame Check Sequence 
FQDN Fully Qualified Domain Name 
FTP File Transfer Protocol 
G2T Ground to Train 
GCG Ground Communication Gateway 
GNSS Global Navigation Satellite System 
GSM Global System for Mobile Communications 
GSM-R Global System for Mobile Communications – Railway 
GPRS General Packet Radio Service 
HSCSD High Speed Circuit Switched Data 
HSPA High Speed Packet Access 
HTTP HyperText Transfer Protocol 
HTTPS HyperText Transfer Protocol Secure 
ICMP Internet Control Message Protocol 
ID Identifier 
IDS Intrusion Detection System 
IEEE Institute of Electrical and Electronics Engineers, New York 
IETF  Internet Engineering Task Force 
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IP Internet Protocol 
JSON Java Script Object Notation 
LTE Long Term Evolution 
MAC Medium Access Control, a sub-layer within the Link Layer ruling which device is 

entitled to send on the bus 
MAR Mobile Access Router 
MCG Mobile Communication Gateway 
MD Message Data 
MQTT Message Queuing Telemetry Transport 
MVB Multifunction Vehicle Bus 
N/A Not Applicable 
NSS  Network  Selection  Service 
OMTS On-board Multimedia and Telematic Services 
OSI Open System Interconnection [SOURCE: IEC 60050-716:1995, 716-01-20] 
OTIF Intergovernmental Organisation for International Carriage by Rail 
PAM  Pluggable Authentication Module 
PCG Partner Communication Gateway 
PNAT Port Network Address Translation 
QoS Quality of Service 
RFC Request For Comments, Internet Standard published by the Internet Task Force 

(IETF) 
RTP Real-Time Transport Protocol 
RTCP RealTime Control Protocol 
RU Railway Undertaking 
SBS System Breakdown Structure 
SCP Secure Copy 
SDT Safe Data Transmission 
SFTP SSH File Transfer Protocol 
SSH Secure Shell 
T2G Train to Ground 
TBN Train Backbone Node, generic name of a node connect to the train backbone 

independently of technology used. 
TCMS Train Control and Monitoring System 
TCN Train Communication Network, a set of communicating vehicle and Train 

Backbones 
TCP Transmission Control Protocol 
TIS Train Information Service 
TLOS Train Location Service 
TLS Transport Layer Security 
TRDP Train Real Time Data Protocol 
TTDB Train Topology DataBase 
TWS Train Wake-up Service 
TTS Train Telemetry Service 
UDP User Datagram Protocol 
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UMTS Universal Mobile Telecommunications System 
UIC International Union of Railways, the international railways operators association 
UID Unique IDentifier 
URI Uniform Resource Identifier 
UML Unified Modelling Language 
VPN Virtual Private Network 
XML eXtensible Markup Language 
WiFi Wireless Fidelity 
WLAN Wireless Local Area Network 
WTB Wire Train Bus 

3.3 State diagram conventions 

State diagrams are defined following the notation of UML state machines. 

4 Board to Ground Communication system architecture 

4.1 General 

This document addresses the train to ground communication of the related data which is 
produced and/or consumer by users. Examples of such users include: 

a) Railway undertaking. 
b) Infrastructure Manager. 
c) Fleet Control Centre Operator. 
d) Traffic Manager. 
e) ECM (Entity in Charge of Maintenance). 
f) Fleet owner. 
g) Train manufacturer. 
h) Train subsystem supplier. 
i) Authorised Third Parties (e.g. multimedia contents providers, energy data user) 

for the transferring of the related data. 

NOTE Some of the users listed above can be part of the same organization. 

4.2 Requirements 

The requirements for Board to Ground communication are set out in Table 1. 

To aid understanding of these requirements, an example of Board and Ground architecture is 
illustrated in Figure 1 and in Figure 2. 
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Table 1 – Board to ground requirements 

Requirement 
number  

Requirement Additional information 

1 The interoperable board-to-ground communication 
system shall fulfil the user needs related to non-
safety related applications  

Safety related communication is not in the 
scope of this document. 

2 The communication system shall include a 
communication part on-board (MCG) and a part on 
ground (GCG)  

MCG = Mobile Communication Gateway  

GCG = Ground Communication Gateway  

3 The board-to-ground communication system shall 
use any available wireless IP link (bearer)  

The wireless IP link connects the MCG 
and the GCG. The switching and 
selection of wireless links to be used is 
application dependent. 

A private radio link can also be used, e,g. 
GSM-R 

4 The MCG shall be connected to internet directly or 
connected to internet via a GCG 

Only Authorised Users can reach the train 
using an Internet connection  

5 It shall be possible to have multiple MCGs in the 
same consist  

Multiple MCGs can be used either for 
redundancy management or for load 
balancing. 

6 In order to provide redundancy of the board to 
ground communication function, the system shall 
allow the use of a MCG located in another consist 
of the same train. 

 

7 It shall be possible to have multiple GCGs on 
ground serving the same train. The default GCG 
shall be unique, as requested by the registration 
process.  It is allowed to have a unique GCG for 
each fleet. 

 

8 The MCG shall be able to act as an application 
gateway or as a router. 

The router can be part of the MCG.  

The IP addresses on-board shall be consistent with 
the IP addresses on ground in case that MCG is a 
router. 

 

9 Train composition changes resulting from consist 
coupling and uncoupling shall be managed. 

 

10 A consist shall be identified by a unique symbolic 
name  

e.g. EVN + n where n is the identification 
of the MCG within the consist. EVN may 
be OTIF at international level 

11 A consist shall announce itself to the GCG. The 
DDNS shall match the consist symbolic name to 
the IP address  (see Requirement 6) 

 

12 An application can request a job. A job can be 
started both by on-board applications and by 
ground applications  

 

13 A job can result in a number of transactions   

14 A transaction shall be initiated either by the MCG 
or by the GCG. A transaction shall be initiated 
either by on-board applications or by ground 
applications. 

 

15 There shall be different connectivity modes:  

1: communication strictly limited between the MCG 
and only one GCG  

2: communication where the MCG can connect to 
more than one GCG  

In mode1 the MCG and GCG have a 
private link with private IP addresses. Any 
ground application needs to reach the 
MCG only through its specific GCG  

In mode 2 the MCG has a public dynamic 
IP address which can be used by multiple 
GCG  
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Requirement 
number  

Requirement Additional information 

16 End devices on ground are reachable by unique 
symbolic name/IP and are addressable by a unique 
symbolic name /IP address. 

 

17 MCGs on trains shall be reachable from ground by 
the unique symbolic name/IP and are addressable 
by a unique symbolic name/IP address. This 
address can be statically defined or dynamically 
assigned, e.g. by a DHCP server at ground 

See also Requirement 10 

18 The ground network infrastructure takes care of the 
mobility of the MCG IP address 

 

19 The ground network infrastructure takes care about 
the security measures necessary on ground to 
protect against cyber-attacks. 

 

20 The ground network infrastructure provides a DNS 
server for resolving TCN-URI addresses to IP 
addresses.  

 

21 The MCG shall not accept the request to establish 
a communication channel from the GCG 

Communication at application level can 
be initiated either by on-board 
applications or by ground applications 

 

4.3 Mobile communication network architecture 

4.3.1 General 

The overall communication infrastructure can be separated into the train on-board 
communication network and the off-board (ground) communication system. 

The train on-board communication network is defined in IEC 61375-1 as a hierarchical 
structure with a train backbone for the communication along the train and subordinated 
consist networks for inner-consist communication (see Figure 1). 

4.3.2 On-board network interface 

 

Figure 1 – Train on-board communication system (example) 

The MCG connects the on-board communication network to the ground communication 
system, the Figure 2 illustrates an example of the architecture. 

For the specification of the on-board to ground communication, the architecture of the ground 
communication system is irrelevant as long as the requirements of 4.2 are fulfilled. 
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Figure 2 – Ground communication system (example) 

4.4 System breakdown structure 

4.4.1 General 

According to the essential requirements specified by Table 1, the System Breakdown 
Structure and the Functional Breakdown Structure are specified by the following subclauses. 

The system breakdown structure is limited to board-to-ground communication first level. 

The second level is split between: 

a) on-board sub-system level; 
b) ground sub-system level. 
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4.4.2 System breakdown structure at board-to-ground system level 

The Table 2 lists the elements relevant to the system breakdown structure (SBS) at first level. 

Table 2 – Board-to-ground system breakdown 

No.  System Description 

1  MCG  The Mobile Communication Gateway is specified by this 
document and is intended as a train-side sub-system providing 
board-to-ground services to the on-board end devices or as a 
communication function embedded into the on-board End device. 

2  Wireless link  It includes bearers, intranet and internet which are not covered 
by the requirements specified by this document. 

3  GCG  The Ground Communication Gateway is specified by this 
document in terms of its services and interfaces.  

 

4.4.3 System breakdown structure at MCG sub-system level 

The Table 3 lists the elements of the MCG which are relevant to the system breakdown 
structure at second level. 

Table 3 – MCG sub-system breakdown 

No.  Sub-system Description 

1  Radio technology  Multiple bearers based on available radio technologies are 
possible (e.g. GPRS, UMTS. LTE, WiFi) 

2  Radio link interface  Any type specified by ITU, ETSI or IEEE 

3  Consist/train network interface  ECN/ETB interface  

4  Communication gateway/router  MCG behaves as a router or as an application gateway 
respecting the security access requirements and/or train mode 
which is the train active state (e.g. operation, maintenance, 
commissioning) 

5  Communication/application profiles  The requirements for this element are specified taking into 
account IEC 61375-2-3 and IEC 62580-1 

 

4.4.4 System breakdown structure at GCG sub-system level 

The Table 4 lists the elements of the GCG which are relevant to the system breakdown 
structure at second level. 

Table 4 – GCG sub-system breakdown 

No.  Sub-system Description 

1  Communication/application profiles   

2  Consist/composition registration   

3  Identity management  

 

4.5 Functional breakdown structure 

The functional breakdown structure (FBS) is specified only on the sub-systems MCG and 
GCG. 
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No functional breakdown structure of the wireless link is specified, in fact the specification of 
such element is not covered by this document but it is assumed that the wireless link is 
provided by private or public wireless network specified by ITU, ETSI or IEEE, etc. 

The Table 5 gives an example of the sub-functions which are relevant to the FBS of the MCG . 

Table 5 – An example of the MCG function breakdown  

No. Function Description  

1  Radio link front-end  Interface for management of the physical radio bearer  

2  Announcing function  It is the on-board function involved in the registration process to 
the ground infrastructure 

3  AAA check function  Authentication, authorisation and accounting validation for 
applications 

4  Firewall and NAT function  Network protection from unauthorized access  

5  Network Selector function  Selection of suitable radio network 

6  Session Manager function  Management of application context handling during a job  

7  Message Data Handling Function  Management of data class Message Data  

8  Bulk Data Handling function  Management of data class Bulk Data  

9  Streaming Data Handling function  Management of data class Streaming Data 

 

The Table 6 gives an example of the sub-functions which are relevant to the FBS of the GCG. 

Table 6 – An example of the GCG function breakdown  

No.  Function Description 

1  Radio link front-end   

2  Internet interface with Firewall   

3  AAA (Authentication, Authorisation, 
Accounting)  

 

4  DDNS (Dynamic Domain Name 
Server)  

 

5 Data encryption and decryption Alternatively this functionality can be provided at application 
level 

6 IDS (Intrusion Detection System)   

 

4.6 Mobile Communication Gateway  

4.6.1 Architecture 

4.6.1.1 General 

Any on-board device, carrying a function, which needs to communicate with a function hosted 
by a ground system, shall use one of two possible architectural options: 

Option 1: Shared communication unit to be used by one or more on-board 
functions/devices  

Option 2:  Dedicated communication unit to be used by one specific function/devices 
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4.6.1.2 Option 1: Shared communication unit  

When this option is chosen, the function carried by the on-board device communicates, using 
an end device interface on the consist network, with the MCG which offers board-to-ground 
communication services as a router or as a gateway. 

Figure 3 shows the layered architecture of the on-board end device and the MCG, 
communicating on the consist network. The Figure 3 shows the references to the parts of the 
TCN series which specify the requirements of each layer.  

Any function means any TCMS or OMTS function which is carried by the end device. One end 
device can carry more than one function; for clarity the layered architecture in Figure 3 shows 
only one function. 

The gateway functionality shall be used when the on-board device wishes to establish a 
connection during the normal and/or automatic operational state of the train. In this case the 
ground system is not able to have a direct access to the on-board end device; the MCG 
gateway application provides the requested level of security by means of authentication, 
authorisation and encryption services. 

The router functionality may be used when the state of the train is commissioning or 
maintenance, or where application communication requirements demand this (e.g. CCTV) and 
appropriate security access methods are deployed. In this case a direct access of the ground 
system to the on-board device is granted. 

GCGEnd device MCG

MCG gateway application

Communication 
profile

Communication 
stack

Communication 
profile

Communication 
stack

Application profile

Communication 
profile

Communication 
stack

Any function

TRDP 
or CIP 

or other...

Communication 
stack

Ethernet 
or MVB 

or other...

Standardized by IEC/EN 61375-2-6

Not standardized by IEC/EN 61375-2-6

IEC/EN 

61375-2-6

e.g.  
IEC62888/EN 50463 
part 1 to 4
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Figure 3 – Option 1: End device board to ground communication via MCG 

4.6.1.3 Option 2: Dedicated communication unit 

When this option is chosen, the function carried by the on-board device communicates, using 
an embedded wireless interface, with the function carried by the ground system. 

The layered architecture of end device is shown in Figure 4. 
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Any function means any TCMS or OMTS function which is carried by the end device. One end 
device can carry more than one function; for clarity the layered architecture in Figure 4 shows 
only one function. 

The wireless stack shall provide communication services at the relevant security level 
according to the train state ensuring that no direct access to the on-board device is granted to 
the ground system when the train is in operational or automatic mode. The access shall be 
provided by communication services which ensure the requested level of security by means of 
authentication, authorisation and encryption. 

 

Figure 4 – Option 2: End Device board to ground communication 
via dedicated interface 

4.6.2 Mobile communication gateway 

An abstract model of a MCG is shown in Figure 5. The heart of the MCG is a mobile access 
router which interconnects on-board networks with ground networks. The abstract model can 
be implemented using multiple physical architectures (e.g. a separated processing unit plus a 
separate router or a fully integrated MCG device) as long as the required MCG services and 
interfaces are provided. 

Towards ground, the MCG shall provide one or multiple radio interfaces, each is related to a 
specific radio technology and each connects to the ground network.  

Examples of radio technologies are: 

• GSM (and with its extensions HSCSD, GPRS, EDGE) 

• UMTS (and with extensions like HSPA) 

• LTE 

• WLAN, as specified in IEEE 802.11 

NOTE 1 Other suitable technologies may be added as they become available. 

NOTE 2 The different mobile technologies may be implemented in a Mobile Access Router as part of the MCG. 
The MAR may be a separate unit. 

The requirements to address the selection of radio interfaces for data communication are set 
out in 4.9 
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Figure 5 – MCG abstract model block diagram 

Towards on-board, the MCG shall provide at least one interface which allows to connect to 
the on-board network, e.g. an ECN. In case of multiple consist networks in a consist, the MCG 
may support multiple interfaces, one for each consist network. 

NOTE 3 A minimal implementation of a MCG provides one on-board interface and one radio interface, e.g. a 
WLAN. 

Besides the mobile access router, the MCG supports MCG services, executed on a service 
platform which is connected to the mobile access router. These services are used to establish 
and to support the on-board to ground communication and are also important with respect to 
security aspects. Services provided by the MCG service platform are defined in 4.9. 

To support security, the MCG provides a firewall between: 

• radio interfaces (to control data flow between different radio carriers) 

• radio interfaces and on-board interfaces (to control data flow between on-board and 
ground) 

• on-board interfaces (to control data flow between on-board consist networks which belong 
to different security zones) 

Details on the firewall and further security measures are defined in 4.9. 

 

Figure 6 – MCG configured as ALG 
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Figure 6 shows an abstract model how the MCG can be acting as an ALG. The gateway 
functionality is handled in the scope of the MCG Services, the latter are acting as an 
intermediary between the ECN and the ground side. 

4.7 Mobile communication redundancy 

4.7.1 General 

Figure 7 depicts an example for a board to ground architecture able to provide mobile 
communication redundancy: 

 

Figure 7 – Architectural example of redundant Board to  
Ground communication 

The following features in this example can be identified: 

• A consist contains one or more consist networks. 

• A consist network can contain zero or more MCGs. In order to be able to use board to 
ground communication, it is necessary that there shall be at least one MCG per train. 

• A MCG can be connected to the following networks in the train: 
– to a consist network 
– to a separate network (here called “Train-Ground Network”) that is separated from the 

TCMS network (e.g.: This could be an OMTS network) 

• A MCG internally contains components as described in 4.6, e.g. 
– MCG Services 
– a Mobile Access Router (MAR) 
– a connection to a radio module 

The board to ground communication redundancy requirements are dependent upon the needs 
of the applications which are to be supported. The two following approaches to redundancy 
may be used: 

• Full performance redundancy, see 4.7.2 

• Reduced performance redundancy, see 4.7.3 
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4.7.2 Full performance redundancy 

The full functional redundancy is obtained by the duplication of the MCG. 

Two architectures are suggested for the full performance redundancy: 

a) Cold stand-by 

This architecture provides two identical MCGs. One is active and one is switched off. When 
the active MCG fails, a manual intervention is necessary in order to switch off the failing unit 
and switch on the redundant unit. It is to be noted that such operation may require controlled 
conditions in order to be executed, e.g. train stopped in a station. 

b) Warm stand-by 

This architecture provides two identical MCGs. One is active and one is switched on and 
monitors the communication on the consist network without offering any service to the End 
devices. When the active MCG fails, a voting unit detects the failure, switches off the failing 
MCG and enables the redundant unit. This event should be detected by the application which 
is in charge to re-establish the communication link to the ground system. 

4.7.3 Reduced performance redundancy 

This architecture provides two identical MCGs located in two different consists/vehicles of the 
same train. Both MCGs are active.  The on-board applications are using the services of the 
MCG which is attached to the same consist network. 

When one MCG is failing, the application using such a MCG subscribes services on the 
second MCG, reaching such a MCG via the train backbone. 

4.8 Train composition changes 

The train composition changes are supervised by the Train Information Service (TIS). The TIS 
provides an interface to inform the GCG about the current train information and about 
changes in the current train information. The TIS may use the train topology database (TTDB) 
which is a repository for all the information related to the actual train composition and the 
actual ETB state. 

It is necessary that there shall be at least one TIS active per train.  The TIS redundancy 
requirements are dependent upon the needs of the applications which are to be supported. 

The status of implementation of the TIS at device or composition level is summarised in the 
Table 7 and Table 8: 

Table 7 – Device – status of implementation of the TIS 

Device Implementation 

End device optional 

MCG Mandatory 

 

Table 8 – Composition – status of implementation of the TIS 

Composition Implementation 

Consist optional  

Train Mandatory 
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