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European foreword 

The text of document 87/746/FDIS, future edition 2 of IEC 61828, prepared by IEC/TC 87 "Ultrasonics" 
was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as 
EN IEC 61828:2021. 

The following dates are fixed: 

• latest date by which the document has to be implemented at national 
level by publication of an identical national standard or by endorsement 

(dop) 2021-10-19 

• latest date by which the national standards conflicting with the 
document have to be withdrawn 

(dow) 2024-01-19 

This document supersedes EN 61828:2001 and all of its amendments and corrigenda (if any). 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights. 

Endorsement notice 

The text of the International Standard IEC 61828:2020 was approved by CENELEC as a European 
Standard without any modification. 

In the official version, for Bibliography, the following notes have to be added for the standards 
indicated: 

IEC 62127-1:2007 NOTE Harmonized as EN 62127-1:2007 (not modified) 

IEC 60601-2-62:2013 NOTE Harmonized as EN 60601-2-62:2015 (not modified) 

IEC/TS 61949:2007 NOTE Harmonized as CLC/TS 61949:2008 (not modified) 
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Annex ZA 
(normative) 

 
Normative references to international publications 

with their corresponding European publications 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) 
applies. 

NOTE 1 Where an International Publication has been modified by common modifications, indicated by (mod), the 
relevant EN/HD applies. 

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available 
here: www.cenelec.eu. 

Publication Year Title EN/HD Year 

IEC 61161 - Ultrasonics - Power measurement - 
Radiation force balances and performance 
requirements 

EN 61161 - 

IEC 61689 2013 Ultrasonics - Physiotherapy systems - Field 
specifications and methods of 
measurement in the frequency range 0,5 
MHz to 5 MHz 

EN 61689 2013 

IEC 62127-3 2007 Ultrasonics - Hydrophones - Part 3: 
Properties of hydrophones for ultrasonic 
fields up to 40 MHz 

EN 62127-3 2007 

IEC 62555 - Ultrasonics - Power measurement - High 
intensity therapeutic ultrasound (HITU) 
transducers and systems 

EN 62555 - 

IEC/TS 62556 2014 Ultrasonics - Field characterization - 
Specification and measurement of field 
parameters for high intensity therapeutic 
ultrasound (HITU) transducers and 
systems 

- - 

ISO/IEC Guide 98-3 2008 Uncertainty of measurement - Part 3: 
Guide to the expression of uncertainty in 
measurement (GUM:1995) 

- - 
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
ULTRASONICS –TRANSDUCERS – DEFINITIONS AND MEASUREMENT 
METHODS REGARDING FOCUSING FOR THE TRANSMITTED FIELDS  

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 61828 has been prepared by IEC technical committee 87: 
Ultrasonics.  

This second edition cancels and replaces the first edition published in 2001. This edition 
constitutes a technical revision.  

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) Clause 6 on Measurement procedures has been replaced by Clause 6: "Acoustic field 
measurement: equipment" and Clause 7: "Measurement procedure" and related definitions. 

b) Reorganization of definitions and measurement section to accommodate specific sets of 
measurements for focusing, nonlinearity, beam axis alignment, beam area, beam maximum, 
numerical projection, plane wave, high intensity therapeutic ultrasound, multiple sources, 
spatial impulse response and compound plane waves. Clause 3 has been moved to 
Annex B. 

c) The normative references have been updated and the Bibliography has been expanded from 
8 to 40 references. 
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d) Twelve figures have been updated and seven new figures (B.1, B.3, B.7, B.10, B.11, B.12, 
B.13, B.14) have been added to facilitate measurements and be consistent with 
measurement terminology. 

e) New measurements have been added for time delays, arrays, plane waves and spatial 
impulse response. 

f) Annex A has been expanded to provide general guidance on pulsed waves, system 
responses, focusing gains and minimum beamwidth estimation. 

g) New annexes have been added:  

• Annex B (informative) Rationale for focusing and nonfocusing definitions 

• Annex E (informative) Uncertainties; 

• Annex F (informative) Transducer and hydrophone positioning systems; 

• Annex G (informative) Planar scanning of a hydrophone to determine acoustic output 
power; 

• Annex H (informative) Properties of water; 
In addition, Annex A was reorganized and new Clauses A.1, A.5 and A.6 were added. 

h) Guidelines for remaining within the manufacturer’s pressure and intensity hydrophone limits 
and the determination of the extent of nonlinearity in the field have been added. 

The text of this International Standard is based on the following documents: 

FDIS Report on voting 

87/746/FDIS 87/749/RVD 

 
Full information on the voting for the approval of this International Standard can be found in the 
report on voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

NOTE 1 The following print types are used: 

– Requirements: in roman type. 

– Notes: small roman type. 

– Words in bold in the text are defined in Clause 3. 

NOTE 2 There are some inconsistencies in font type for symbols and formulae between some of the normative 
references and this document. They will be resolved in a future revision of the normative references. 

The committee has decided that the contents of this publication will remain unchanged until the 
stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data related to 
the specific publication. At this date, the publication will be 

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct understanding 
of its contents. Users should therefore print this document using a colour printer. 
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INTRODUCTION 

Focusing transducers are essential in medical applications for obtaining high-resolution 
images, Doppler and flow data and for concentrating ultrasonic energy at desired sites for 
therapy. This document provides specific definitions appropriate for describing the focused field 
from a theoretical viewpoint for transducers with known characteristics intended by design. 
Other specific definitions included in this document, based on measurement methods, provide 
a means of determining focusing properties, if any, of a transducer of unknown field 
characteristics. The measurement method and definitions provide criteria for determining if the 
transducer is focusing, as well as a means of describing the focusing properties of the field. 
Beam axis alignment methods and field characterization measurements are given for both 
focusing and nonfocusing transducers.  
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ULTRASONICS –TRANSDUCERS – DEFINITIONS AND MEASUREMENT 
METHODS REGARDING FOCUSING FOR THE TRANSMITTED FIELDS  

 
 
 

1 Scope 

This document 

– provides definitions for the transmitted field characteristics of focusing and nonfocusing 
transducers for applications in medical ultrasound;  

– relates these definitions to theoretical descriptions, design, and measurement of the 
transmitted fields of focusing transducers;  

– gives measurement methods for obtaining defined field characteristics of focusing and 
nonfocusing transducers;  

– specifies beam axis alignment methods appropriate for focusing and nonfocusing 
transducers.  

This document relates to focusing ultrasonic transducers operating in the frequency range 
appropriate to medical ultrasound (0,5 MHz to 40 MHz) for both therapeutic and diagnostic 
applications. It shows how the characteristics of the transmitted field of transducers can be 
described from the point of view of design, as well as measured by someone with no prior 
knowledge of the construction details of a particular device. The transmitted ultrasound field for 
a specified excitation is measured by a hydrophone in either a standard test medium (for 
example, water) or in a given medium. This document applies only to media where the field 
behaviour is essentially like that in a fluid (i.e. where the influence of shear waves and elastic 
anisotropy is small), including soft tissues and tissue-mimicking gels. Any aspects of the field 
that affect their theoretical description or are important in design are also included. These 
definitions would have use in scientific communications, system design and description of the 
performance and safety of systems using these devices.  

This document incorporates definitions from other related standards where possible, and 
supplies more specific terminology, both for defining focusing characteristics and for providing 
a basis for measurement of these characteristics. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 61689:2013, Ultrasonics – Physiotherapy systems – Field specifications and methods of 
measurement in the frequency range 0,5 MHz to 5MHz  

IEC 62127-3:2007, Ultrasonics – Hydrophones – Part 3: Properties of hydrophones for 
ultrasonic fields up to 40 MHz  
IEC 62127-3:2007/AMD1:2013 

IEC TS 62556:2014, Ultrasonics – Field characterization – Specification and measurement of 
field parameters for high intensity therapeutic ultrasound (HITU) transducers and systems 

IEC 61161, Ultrasonics – Power measurement – Radiation force balances and performance 
requirements 
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IEC 62555, Ultrasonics – Power measurement –High intensity therapeutic ultrasound (HITU) 
transducers and systems 

ISO/IEC Guide 98-3:2008, Uncertainty of measurement – Part 3: Guide to the expression of 
uncertainty in measurement (GUM:1995)  

3 Terms and definitions 

For the purposes of this document the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.1  
acoustic pulse waveform  
temporal waveform of the instantaneous acoustic pressure at a specified position in an acoustic 
field and displayed over a period sufficiently long to include all significant acoustic information 
in a single pulse, a single tone-burst, or one cycle of a continuous wave  

Note 1 to entry: In some cases such as an amplitude-modulated pulse, the overall pulse train can appear as a group 
of nearly contiguous pulses with spacings much smaller than the overall pulse repetition time. 

3.2  
annular array 
ultrasonic transducer element group having radiating elements in the same plane or curved 
surface and consisting of concentric elements which are electrically phased to control the 
characteristics of an acoustic beam  

3.3  
acoustic frequency 
acoustic-working frequency 
frequency of an acoustic signal based on the observation of the output of a hydrophone placed 
in an acoustic field at the position corresponding to the spatial-peak temporal-peak acoustic 
pressure 

Note 1 to entry: The signal is analysed using either the zero-crossing acoustic-working frequency technique or 
a spectrum analysis method.  

Note 2 to entry: In a number of cases the present definition is not very helpful or convenient, especially for 
broadband transducers. In that case a full description of the frequency spectrum should be given in order to enable 
any frequency-dependent correction to the signal. 

Note 3 to entry: Acoustic frequency is expressed in hertz (Hz). 

[SOURCE: IEC 62127-1:2007, 3.3] 

3.3.1  
zero-crossing acoustic-working frequency 
number, n, of consecutive half-cycles (irrespective of polarity) divided by twice the time between 
the commencement of the first half-cycle and the end of the n-th half-cycle  

Note 1 to entry: None of the n consecutive half-cycles should show evidence of phase change. 

Note 2 to entry: This frequency is intended for continuous-wave systems only. 

[SOURCE: IEC 62127-1:2007/AMD1:2013, 3.3.1, modified – NOTE 2 and NOTE 3 have been 
deleted.] 
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3.3.2  
arithmetic-mean acoustic-working frequency 
fawf 
arithmetic mean of the most widely separated frequencies f1 and f2, within the range of three 
times f1, at which the magnitude of the acoustic pressure spectrum is 3 dB below the peak 
magnitude 

Note 1 to entry: This frequency is intended for pulse-wave systems only. 

Note 2 to entry: It is assumed that f1 < f2. 

Note 3 to entry: If f2 is not found within the range < 3 f1, f2 is to be understood as the lowest frequency above this 
range at which the spectrum magnitude is 3 dB below the peak magnitude. 

Note 4 to entry: See IEC 62127-1 for methods of determining the arithmetic-mean acoustic-working frequency. 

[SOURCE: IEC 62127-1:2007 and IEC 62127-1:2007/AMD1:2013, 3.3.2, modified – Note 4 to 
entry has been added.] 

3.4  
aperture path difference 
Δ 
difference in path lengths from a specified geometric focus to the periphery of the transducer 
aperture and to the intersection of the beam axis with the transducer aperture plane for a 
specified longitudinal plane and for an unsteered beam  

SEE: Figure A.5. 

Note 1 to entry: Δ is expressed in metres, m.  

3.5  
apodization  
amplitude weighting or shading of the transducer aperture 

3.6  
axial field-point path difference 
Δ′ 
difference in path lengths from a specified field point on the beam axis to the periphery of the 
transducer aperture and to the intersection of the beam axis with the transducer aperture 
plane 

SEE: Figure A.5. 

Note 1 to entry: It is specified in the same longitudinal plane as the aperture path difference.  

Note 2 to entry: Δ′ is expressed in metres, m.  

3.7  
azimuth axis 
axis formed by the junction of the azimuth plane and the source aperture plane 
(measurement) or transducer aperture plane (design) 

SEE: Figure B.3, Figure B.13 and Figure B.14.  

Note 1 to entry: The selection of this axis is arbitrary for a circularly-symmetric HITU transducer without a hole in 
its centre but is perpendicular to the elevation axis. 

Note 2 to entry: If a HITU transducer has a hole in its centre, within which is a diagnostic imaging transducer, then 
this axis is aligned with the azimuth axis of the imaging transducer. 
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3.8  
azimuth plane 
plane containing the beam axis and the line of the minimum full width half maximum 
beamwidth 

Note 1 to entry: For an ultrasonic transducer array, this is the imaging plane. 

Note 2 to entry: For a single ultrasonic transducer with spherical or circular symmetry, it is any plane containing 
the beam axis. 

SEE: Figure B.3, Figure B.13 and Figure B.14.  

3.9  
bandwidth 
BW 
difference in the most widely separated frequencies f1 and f2 at which the magnitude of the 
acoustic pressure spectrum becomes 3 dB below the peak magnitude, at a specified point in 
the acoustic field 

Note 1 to entry: Bandwidth is expressed in hertz (Hz). 

[SOURCE: IEC 62127-1:2007, 3.6] 

3.10  
beam area 
Ab,6, Ab,12, Ab,20 
area in a specified plane perpendicular to the beam axis consisting of all points at which the 
pulse-pressure-squared integral is greater than a specified fraction of the maximum value of 
the pulse-pressure-squared integral in that plane  

Note 1 to entry: If the position of the plane is not specified, it is the plane passing through the point corresponding 
to the maximum value of the pulse-pressure-squared integral in the whole acoustic field. 

Note 2 to entry: In a number of cases, the term pulse-pressure-squared integral is replaced everywhere in the 
above definition by any linearly related quantity, e.g.:  
a) in the case of a continuous wave signal the term pulse-pressure-squared integral is replaced by mean square 

acoustic pressure as defined in IEC 61689; 

b) in cases where signal synchronization with the scanframe is not available the term pulse-pressure-squared 
integral can be replaced by temporal-average intensity. 

Note 3 to entry: Some specified fractions are 0,25 and 0,01 for the −6 dB and −20 dB beam areas, respectively. 

Note 4 to entry: Beam area is expressed in square metres (m2). 

[SOURCE: IEC 62127-1:2007 and IEC 62127-1:2007/AMD1:2013, 3.7, modified – The symbol 
Ab,12 has been added.] 

3.11  
beam area focal depth 
distance along beam axis from source aperture plane to beam area focus 

SEE: Figure B.10. 

3.12  
beam area focal plane 
plane perpendicular to the beam axis and containing the beam area focus 

SEE: Figure B.10. 
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3.13  
beam area focus  
point on the beam axis at which the −6 dB beam area is a minimum 

SEE: Figure B.10. 

3.14  
beam axis 
straight line that passes through the beam centrepoints of two planes perpendicular to the line 
which connects the point of maximal pulse-pressure-squared integral with the centre of the 
external transducer surface plane  

SEE: Figure B.3, Figure B.13 and Figure B.14. 

Note 1 to entry: The location of the first plane is the location of the plane containing the maximum 
pulse-pressure-squared integral or, alternatively, is one containing a single main lobe which is in the postfocal 
zone. The location of the second plane is as far as is practicable from the first plane and parallel to the first with the 
same two orthogonal scan lines (x and y axes) used for the first plane. 

Note 2 to entry: In a number of cases, the term pulse-pressure-squared integral is replaced in the above definition 
by any linearly related quantity, e.g.: 

a) in the case of a continuous wave signal the term pulse-pressure-squared integral is replaced by mean square 
acoustic pressure as defined in IEC 61689; 

b) in cases where signal synchronization with the scanframe is not available the term pulse-pressure-squared 
integral can be replaced by temporal-average intensity. 

Note 3 to entry: Refer to Annex C and Annex D. 

[SOURCE: IEC 62127-1:2007, 3.8, modified – In the definition, "external transducer aperture" 
has been replaced by "external transducer surface plane".] 

3.15  
beam centrepoint 
position determined by the intersection of two lines passing through the beamwidth midpoints 
of two orthogonal planes, xz and yz 

3.16  
beam maximum 
bm 
maximum measured pulse-pressure-squared integral on the beam axis 

SEE: Figure B.7. 

[SOURCE: IEC TS 62556:2014, 3.10] 

3.17  
beam maximum depth 
Lbm 
smallest distance between two points on the beam axis where the pulse-pressure-squared 
integral falls below its maximum on the beam axis by 6 dB 

SEE: Figure B.7. 

Note 1 to entry: In a number of cases, the term pulse-pressure-squared integral is replaced in the above definition 
by any linearly related quantity, e.g.: in the case of a continuous wave signal the term pulse-pressure-squared 
integral is replaced by mean square acoustic pressure as defined in IEC 61689. 

Note 2 to entry: Beam maximum depth is expressed in metres (m). 

[SOURCE: IEC TS 62556:2014, 3.11] 
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3.18  
beam maximum length 
zp 
distance from the source aperture plane to the position on the beam axis where the maximum 
pulse-pressure-squared integral is measured 

SEE: Figure B.7. 

Note 1 to entry: In a number of cases, the term pulse-pressure-squared integral is replaced in the above definition 
by any linearly related quantity, e.g.: in the case of a continuous wave by the mean square acoustic pressure as 
defined in IEC 61689. 

Note 2 to entry: Beam maximum length is expressed in metres (m). 

[SOURCE: IEC TS 62556:2014, 3.12, modified – Added "distance from the source aperture 
plane to the" to the definition.] 

3.19  
beam maximum plane 
plane that is perpendicular to the beam axis and contains the beam maximum 

SEE: Figure B.7. 

3.20  
beam maximum point 
position on the beam axis of the maximum pulse-pressure-squared integral  

SEE: Figure B.7. 

3.21  
beam maximum volume 
Vbm 
volume in a specified space consisting of all points at which the pulse-pressure-squared 
integral is greater than −6 dB of the pulse-pressure-squared integral value at the beam 
maximum point  

SEE: Figure B.7. 

Note 1 to entry: In a number of cases, the term pulse-pressure-squared integral is replaced in the above definition 
by any linearly related quantity, e.g.: in the case of a continuous wave signal the term pulse-pressure-squared 
integral is replaced by mean square acoustic pressure as defined in IEC 61689. 

Note 2 to entry: Beam maximum volume is expressed in cubic metres (m3). 

[SOURCE: IEC TS 62556:2014, 3.13] 

3.22  
beamwidth midpoint 
linear average of the location of the centres of beamwidths in a plane  

Note 1 to entry: The average is taken over as many beamwidth levels as given in Clause C.2 and in Table C.2. 

3.23  
beam-minimum  
location along the beam axis in a specified longitudinal plane where the field of an ultrasonic 
transducer has minimum −6 dB beamwidth  

SEE: Figure B.6. 

Note 1 to entry: Under ideal conditions, this location corresponds to the transition distance for circularly symmetric 
fields and close to the transition distance for other geometries. 
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3.24  
beam-minimum depth  
bmin 
distance from the beam-minimum to the transducer aperture plane, or in the case of 
measurement, the source aperture plane  

SEE: Figure B.6. 

Note 1 to entry: The beam-minimum depth is expressed in metres (m). 

Note 2 to entry: The beam-minimum depth for a nonfocusing transducer was formerly known as "natural focal 
length". 

3.25  
beamwidth 
w6, w12, w20 
greatest distance between two points on a specified axis perpendicular to the beam axis where 
the pulse-pressure-squared integral falls below its maximum on the specified axis by a 
specified amount 

SEE: Figure B.4, Figure B.6 and Figure B.12. 

Note 1 to entry: In a number of cases, the term pulse-pressure-squared integral is replaced in the above definition 
by any linearly related quantity, e.g.: 

a) in the case of a continuous wave signal the term pulse-pressure-squared integral is replaced by mean square 
acoustic pressure as defined in IEC 61689; 

b) in cases where signal synchronization with the scanframe is not available, the term pulse-pressure-squared 
integral can be replaced by temporal-average intensity. 

Note 2 to entry: Commonly used beamwidths are specified at −6 dB, −12 dB and −20 dB levels below the 
maximum. The decibel calculation implies taking 10 times the logarithm of the ratios of the integrals. 

Note 3 to entry: Beamwidth is expressed in metres (m). 

[SOURCE: IEC 62127-1:2007, 3.11] 

3.26  
beamwidth focal length  
distance from source aperture plane along the beam axis to the beamwidth focus 

3.27  
beamwidth focal line  
in a specified longitudinal plane, the line perpendicular to the beam axis which passes through 
the beamwidth focus  

SEE: Figure B.6b. 

3.28  
beamwidth focus  
in a specified longitudinal plane, the point on the beam axis for which the −6 dB beamwidth 
measured perpendicular to the axis is a minimum and whose beamwidth meets the criteria of a 
focusing transducer 

SEE: Figure B.6b. 

Note 1 to entry: When two-dimensional focusing has been used for different longitudinal planes, the beamwidths 
can, in general, be different.  

3.29  
broadband signal  
signal with relative −3 dB fractional bandwidth greater than 0,25, where the relative −3 dB 
fractional bandwidth is the bandwidth divided by the arithmetic-mean working frequency  
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Note 1 to entry: Compare to broadband transducer, IEC 62127-1:2007, 3.12.  

3.30  
central scan line  
<for automatic scanning systems> the ultrasonic scan line closest to the symmetry axis of the 
scan plane 

[SOURCE: IEC 62127-1:2007, 3.13] 

3.31  
circular wave number 
k 
ratio of 2π divided by the effective wavelength  

3.31.1  
wave vector’s vector component along the x-axis 
kx 
<for a plane wave> product of the circular wave number and the cosine of the angle formed 
between the direction of propagation and the x-axis  

ˆ ˆxk k r x= ⋅ ⋅  

where r̂  is the unit vector in the direction of propagation and x̂  is the unit vector in the 
direction of the x-axis 

3.31.2  
wave vector’s vector component along the y-axis 
ky  
<for a plane wave> product of the circular wave number and the cosine of the angle formed 
between the direction of propagation and the y-axis 

ˆ ˆyk k r y= ⋅ ⋅  

where r̂  is the unit vector in the direction of propagation and ŷ  is the unit vector in the direction 
of the y-axis 

3.32  
clinical driving conditions 
settings of duty factor and transducer driving voltage when an ultrasonic transducer is 
operated for the purposes of treatment 

3.33  
continuous-wave signal  
signal that is monochromatic (single frequency) and is not amplitude-modulated  

3.34  
curvilinear array  
array or ultrasonic transducer element group consisting of in-line ultrasonic transducer 
elements which are mounted on a curved surface and can be electrically controlled to alter the 
characteristics and/or direction of an acoustic beam 

3.35  
depth-of-field 
ΔDOF 
in a specified longitudinal plane, the distance between two points along the beam axis which 
are defined by the locations on either side of the beamwidth focus where the −6 dB 
beamwidths increase by a factor of two 
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SEE: Figure B.6b. 

Note 1 to entry: In a design, if no such point exists between the beamwidth focus and the transducer aperture 
plane, the location of the depth-of-field point closest to the ultrasonic transducer is taken to be the transducer 
aperture plane. In a measurement, if no such point exists between the beamwidth focus and the source aperture 
plane, the location of the depth-of-field point closest to the ultrasonic transducer is taken to be the source 
aperture plane.  

Note 2 to entry: ΔDOF is expressed in metres (m).  

3.36  
diametrical beam scan 
set of measurements of the hydrophone output voltage made while moving the hydrophone 
in a straight line passing through a point on the beam axis and in a direction normal to the 
beam axis  

Note 1 to entry: The diametrical beam scan can extend to different distances on either side of the beam axis. 

[SOURCE: IEC 62127-1:2007, 3.14]  

3.37  
distance ze 
ze 
distance along the beam axis between the patient entry plane and the external transducer 
surface plane 

Note 1 to entry: Distance ze is expressed in metres (m). 

3.38  
distance zslpta  
zslpta 
distance along the beam axis between the plane containing the sidelobe peak temporal-
average intensity and the source aperture plane 

Note 1 to entry: Distance zslpta is expressed in metres (m). 

3.39  
distance zp  
zp 
distance along the beam axis between the plane containing the focal point (or for nonfocusing 
transducers, to the plane containing the beam maximum), and the source aperture plane 

SEE: Figure B.7 and Figure B.9. 

Note 1 to entry: Distance zp is the distance between the source aperture plane and the pressure focus for 
focusing transducers. 

Note 2 to entry: Distance zp is expressed in metres (m). 

[SOURCE: IEC TS 62556:2014, 3.21, modified – Note 1 to entry has been added.] 

3.40  
duty factor 
Fd 
ratio of the pulse duration to the pulse repetition period 

[SOURCE: IEC 60469:2013, 3.2.9, modified – Reference to the specific context of a periodic 
pulse train has been removed and the original note has been deleted.] 
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3.41  
effective focusing surface 
surface of constant phase whose periphery intersects the external transducer surface plane 

Note 1 to entry: In the case of arrays, focusing results from applying a phase delay to the electrical excitation 
applied to each element of an array to produce focusing and steering of a scan line. In this case, a total phase delay 
along a line normal to each element can be calculated by adding the excitation’s phase delay to the propagation 
delay along that line corresponding to the sound speed and distance along the line. A surface of constant phase can 
then be defined as a surface intersecting all such normals, such that all points of intersection have the same total 
phase. 

[SOURCE: IEC TS 62556:2014, 3.23] 

3.42  
effective hydrophone radius 
ah, ah3, ah6 
radius of a stiff disc receiver hydrophone that has a predicted directional response function 
with an angular width equal to the observed angular width 

Note 1 to entry: The angular width is determined at a specified level below the peak of the directional response 
function. For the specified levels of 3 dB and 6 dB, the radii are denoted by ah3 and ah6 respectively. 

Note 2 to entry: The radius is usually the function of frequency. For representative experimental data, see [5].  

Note 3 to entry: Effective hydrophone radius is expressed in metres (m). 

[SOURCE: IEC 62127-3:2007, 3.2] 

3.43  
effective path length 
deff 
distance that is the equivalent total acoustical path length between a specified field point and a 
specified point on the effective focusing surface of a transducer  

Note 1 to entry: In the case of a transducer with a lens, the part of the path through the lens is multiplied by the 
ratio cW/cL where cL is the speed of sound in a lens and cW is the speed of sound in water (or measurement medium). 

Note 2 to entry: In most cases, this definition applies to transducers of known construction; otherwise, it can be 
measured as time delay between the two points specified above divided by the speed of sound in water (or 
measurement medium). See also geometric focus and effective focusing surface. 

Note 3 to entry: Effective path length is expressed in metres (m). 

3.44  
effective radius of a focusing ultrasonic transducer 
af 
radius of a focusing ultrasonic transducer that has a predicted axial acoustic pressure 
distribution approximately equivalent to the observed axial acoustic pressure distribution in the 
axial focal zone 

Note 1 to entry: Effective radius of a focusing ultrasonic transducer is expressed in metres (m). 

Note 2 to entry: A transducer with a hole in its centre does not have an effective radius. 

3.45  
effective radius of a nonfocusing ultrasonic transducer 
at 
radius of a perfect stiff disc piston-like ultrasonic transducer that has a predicted axial 
acoustic pressure distribution approximately equivalent to the observed axial acoustic pressure 
distribution over an axial distance until at least the beam maximum point 

Note 1 to entry: Effective radius of a nonfocusing ultrasonic transducer is expressed in metres (m). 
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Note 2 to entry: A transducer with a hole in its centre does not have an effective radius. 

3.46  
effective wavelength 
λ 
longitudinal speed of sound in the propagation medium divided by the acoustic-working 
frequency 

Note 1 to entry: Effective wavelength is expressed in metres (m). 

3.47  
electric load impedance 
ZL 
complex electric input impedance (consisting of a real and an imaginary part) to which the 
assembly output cable is connected or is to be connected 

Note 1 to entry: Electric load impedance is expressed in ohms (Ω). 

[SOURCE: IEC 62127-3:2007, 3.3, modified – The symbol has changed from ZLto ZL. 
"hydrophone or hydrophone assembly output" has been replaced with "assembly output 
cable".]  

3.48  
elevation axis 
line in the source aperture plane (measurement) or transducer aperture plane (design) that 
is perpendicular to the azimuth axis  and the beam axis 

SEE: Figure B.3 and Figure B.12. 

Note 1 to entry: The selection of this axis is arbitrary for a circularly-symmetric HITU transducer without a hole in 
its centre. 

Note 2 to entry: If a HITU transducer has a hole in its centre within which is a diagnostic imaging transducer, then 
this axis is aligned with the elevation axis of the imaging transducer. 

3.49   
elevation plane 
longitudinal plane containing the elevation axis and the beam axis 

SEE: Figure B.3 and Figure B.12. 

3.50  
end-of-cable loaded sensitivity  
ML( f ) 
<of a hydrophone or hydrophone assembly> quotient of the Fourier transformed hydrophone 
voltage-time signal (p(t)) at the end of any integral cable or output connector of a hydrophone 
or hydrophone assembly, when connected to a specified electric load impedance, to the 
Fourier transformed acoustic pulse waveform (p(t)) in the undisturbed free field of a plane 
wave in the position of the reference centre of the hydrophone if the hydrophone were 
removed: 

 ( )
( )( )
( )( )

 L
Lu t

M
p t

f =



  

Note 1 to entry: The end-of-cable loaded sensitivity is a complex-valued parameter. Its modulus is expressed in 
units of volt per pascal (V/Pa). Its phase angle is expressed in degrees, and represents the phase difference between 
the electrical voltage and the sound pressure. 
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3.51  
end-of-cable open-circuit sensitivity 
Mc( f ) 
<of a hydrophone> quotient of the Fourier transformed hydrophone open-circuit voltage-time 
signal (p(t)) at the end of any integral cable or output connector of a hydrophone to the 
Fourier transformed acoustic pulse waveform (p(t)) in the undisturbed free field of a plane 
wave in the position of the reference centre of the hydrophone if the hydrophone were 
removed: 

 ( )
( )( )
( )( )

 c
cu t

M
p t

f =



  

Note 1 to entry: The end-of-cable open-circuit sensitivity is a complex-valued parameter. Its modulus is 
expressed in units of volt per pascal (V/Pa). Its phase angle is expressed in degrees, and represents the phase 
difference between the electrical voltage and the sound pressure. 

3.52  
external transducer surface 
external transducer aperture  
part of the surface of the ultrasonic transducer or ultrasonic transducer element group 
assembly that emits ultrasonic radiation into the propagation medium 

SEE: Figure B.5. 

Note 1 to entry: This surface is assumed to be accessible for measurements using a hydrophone in a chosen 
propagation medium (usually water).  

Note 2 to entry: This surface is either directly in contact with the patient or is in contact with a water or liquid path 
to the patient. 

3.53  
external transducer surface plane 
external transducer aperture plane 
plane that is orthogonal to the beam axis of the unsteered beam, or the axis of symmetry of 
the azimuth plane for an automatic scanner, and is adjacent physically to the ultrasonic 
transducer and external transducer surface 

SEE: Figure B.6b, Figure B.7, Figure B.9, Figure B.10, Figure B.13 and Figure B.14. 

Note 1 to entry: If the ultrasonic transducer is flat, the plane is coplanar with the radiating surface of the 
ultrasonic transducer; if it is concave, the plane touches the periphery of the radiating surface; if it is convex, the 
plane is tangent to the centre of the radiating surface at the point of contact (see Figure B.5). 

3.54  
f number  
NF 
ratio of the geometric focal length to the transducer aperture width in a specified 
longitudinal plane  

Note 1 to entry: NF is dimensionless. 

3.55  
far field 
region of the field where z > zT aligned along the beam axis for planar nonfocusing 
transducers 

SEE: Figure B.2. 
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Note 1 to entry: In the far field, the sound pressure appears to be spherically divergent from a point on or near the 
radiating surface. Hence the pressure produced by the sound source is approximately inversely proportional to the 
distance from the source. 

Note 2 to entry: The term "far field" is used in this document only in connection with nonfocusing source 
transducers. For focusing transducers a different terminology for the various parts of the transmitted field applies 
(see Figure B.4). 

Note 3 to entry: If the shape of the transducer aperture produces several transition distances, the one farthest 
from the transducer is used. 

Note 4 to entry: Identical to the former term "Fraunhofer zone". 

[SOURCE: IEC 62127-1:2007/AMD1:2013, 3.28] 

3.56  
far transition distance  
zFTD 
distance past which the postfocal zone begins for a focusing transducer 

SEE: Figure B.4. 

Note 1 to entry: The far transition distance is the greatest distance from the ultrasonic transducer at which the 
modulus of the difference between the aperture path difference and the axial field point path difference is half an 
effective wavelength.  

Note 2 to entry: Also given by Equation (A.16).  

Note 3 to entry: See Annex A.  

Note 4 to entry: zFTD is expressed in metres (m). 

3.57  
focal depth 
L6 
beam maximum depth for a focusing transducer  

SEE: Figure B.9. 

Note 1 to entry: Focal depth is expressed in metres (m). 

[SOURCE: IEC TS 62556:2014, 3.36]  

3.58  
focal gain at beam maximum 
Gp 
gain at beam maximum point for a focusing transducer  

[SOURCE: IEC TS 62556:2014, 3.37, modified – "point" has been added in the definition.] 

3.59  
focal volume 
Vfoc 
beam maximum volume for a focusing transducer  

SEE: Figure B.7. 

Note 1 to entry: Focal volume is expressed in cubic metres (m3). 

3.60  
focal zone 
region along the beam axis that is bounded by the near transition distance and the far 
transition distance 

Full document details: BS EN IEC 61828:2021

http://www.avadocuments.com/doc/bs-en-iec-61828-2021
http://www.avadocuments.com/doc/bs-en-iec-61828-2021


 – 22 – IEC 61828:2020 © IEC 2020 

SEE: Figure B.4, Figure A.1, Figure A.4 and Figure A.5. 

Note 1 to entry: See Annex A for more details and the spatial extent of this zone.  

Note 2 to entry: This term is equivalent to the former term "focal Fraunhofer zone".  

Note 3 to entry: Equivalently, the region of an ultrasound field about a geometric focus in a specified longitudinal 
plane where the axial field point path difference is within half a wavelength of the aperture path difference. 

3.61  
focusing transducer 
electro-acoustic device that produces a narrower −6 dB beamwidth in a longitudinal plane 
that is less than that of a flat transducer with the same source aperture size (and apodization, 
if any) and same excitation at a distance less than the transition distance from the source 
aperture plane 

SEE: Figure B.6. 

3.62  
full width half maximum  
FWHM 
minimum separation between two half maximum amplitude points 

SEE: Figure B.12. 

Note 1 to entry: Full width half maximum is expressed in metres (m) 

Note 2 to entry: Full width half maximum is equal to w6 for beamwidths 

Note 3 to entry: Full width half maximum can also be used for envelopes of signals. 

3.63  
gain at beam maximum 
Gbm 
ratio of the maximum pressure amplitude at the beam maximum point to the average pressure 
amplitude at the external transducer surface plane 

[SOURCE: IEC TS 62556:2014, 3.41] 

3.64  
geometric beam boundary 
surface containing straight lines passing through the geometric focus and all points around 
the periphery of the transducer aperture  

SEE: Figure A.4. 

Note 1 to entry: Applies to ultrasonic transducers of known construction.  

3.65  
geometric focal gain 
Gfocal  
ratio of amplitude at the geometric focus to the input amplitude 

3.65.1  
geometric focal gain 
<for the measurement case in which geometric foci of all longitudinal planes coincide> 
square root of the ratio of the pulse-pressure-squared-integral at the geometric focus 
divided by the average pulse-pressure-squared-integral over the active portion of the 
transducer (i.e. the region corresponding to the transducer aperture area) 
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3.65.2  
geometric focal gain 
<for unapodized transducers of known construction> ratio of the transducer aperture area to 
the product of the geometric focal length and the effective wavelength 

Gfocal = ΑTA/(λFgeo) 

3.65.2.1  
geometric focal gain 
<for a circularly symmetric source> Gfocal = πzT/Fgeo with zT the transition distance 

3.65.2.2  
geometric focal gain 
<focusing transducer> ratio of the transducer aperture width in a specified longitudinal 
plane to the square root of the product of the effective wavelength and the geometric focal 
length in that plane 

Note 1 to entry: Applicable for ultrasonic transducer cases in which the focuses in different longitudinal planes 
are not coincident. 

Note 2 to entry: The theoretical definitions of focal gain do not apply to a HITU transducer with a hole in its centre. 

3.66  
geometric focal length 
Fgeo 
distance from the geometric focus to the position where the beam axis intersects the effective 
focusing surface 

SEE: Figure A.3 and Figure B.4. 

Note 1 to entry: Applies to transducers of known construction. 

Note 2 to entry: Geometric focal length is expressed in metres (m). 

Note 3 to entry: This definition applies only to focusing transducers.  

3.67  
geometric focus 
spatial point for which all of the effective path lengths in a specified longitudinal plane are 
equal 

SEE: Figure A.3 and Figure A.5. 

Note 1 to entry: Equivalently, the spatial point for which the arrival times of all waves from the transducer have the 
same delay relative to the voltage excitation of the transducer, as viewed in the approximation of geometrical 
acoustics, neglecting diffraction. 

Note 2 to entry: This definition applies only to focusing transducers. 

3.68  
geometric line focus 
line for which all of the effective path lengths are essentially equal in all planes perpendicular 
to that line  

SEE: Figure A.2. 

3.69  
geometric spherical focus  
point focus  
geometric focus for a spherical ultrasonic transducer (or reflector) transmitting or effective 
focusing surface  
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SEE: Figure A.2. 

3.70  
HITU equipment 
high intensity therapeutic ultrasound (HITU) equipment 
equipment for the generation and application of ultrasound to a patient for therapeutic purposes 
with the intention to destroy, disrupt or denature living tissues or non-tissue elements (e.g. 
liquids, bubbles, micro-capsules) and which aims notably at making treatments through actions 
of ultrasound having mechanical, thermal and more generally physical, chemical or biochemical 
effects 

Note 1 to entry: Essentially the HITU equipment comprises a generator of electric high-frequency power and a 
transducer for converting this to ultrasound. In many cases this equipment also includes a targeting and monitoring 
device. 

Note 2 to entry: HITU equipment ,as a side effect by its operation, can induce hyperthermia, which heats much 
less rapidly and to much lower therapeutic temperatures (in general 42 °C to 50 °C and thermal equivalent times of 
0,2 min to 120 min) as compared with the main HITU-induced temperature rises in excess of 55 °C and much shorter 
times and also ultrasound-induced bioeffects by means other than heat. 

Note 3 to entry: This definition does not apply to: ultrasound equipment used for physiotherapy, ultrasound 
equipment used for lithotripsy or ultrasound equipment used for general pain relief.  

Note 4 to entry: See Annex AA of IEC 60601-2-62:2013 [2] for a few examples of equipment for which this document 
should be used. 

[SOURCE: IEC 60601-2-62:2013, 201.3.218, modified – Notes 2 and 3 to entry have been 
modified.] 

3.71  
hydrophone 
transducer that produces electric signals in response to waterborne acoustic signals 

[SOURCE: IEC 60050-801:1994 [3], 801-32-26] 

3.72  
hydrophone assembly 
combination of hydrophone and hydrophone pre-amplifier  

[SOURCE: IEC 62127-3:2007, 3.10] 

3.73  
hydrophone compressional pressure limit 
p+lim 
limit on the maximum compressional pressure that a hydrophone can withstand without 
damage or corruption of the measurement 

Note 1 to entry: This quantity is preferably specified by the hydrophone manufacturer, or can be set by the user 
based on measurement evidence. 

Note 2 to entry: Hydrophone compressional pressure limit is expressed in pascals (Pa). 

[SOURCE: IEC TS 62556:2014, 3.48, modified – Supplementary information has been moved 
from the definition to Note 1 to entry.] 

3.74  
hydrophone geometrical radius 
ag 
radius defined by the dimensions of the active element of a hydrophone 

Note 1 to entry: The hydrophone geometrical radius is expressed in metres (m). 
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[SOURCE: IEC 62127-3:2007, 3.8] 

3.75  
hydrophone intensity limit 
Ita,lim 
limit on the maximum temporal-average intensity that a hydrophone can withstand without 
damage or corruption of the measurement  

Note 1 to entry: This quantity is preferably specified by the hydrophone manufacturer, or can be set by the user 
based on measurement evidence. 

Note 2 to entry: The hydrophone intensity limit is expressed in watts per square metre (W/m2). 

[SOURCE: IEC TS 62556:2014, 3.50] 

3.76  
hydrophone pre-amplifier  
active electronic device connected to, or to be connected to, a particular hydrophone and 
reducing its output impedance 

Note 1 to entry: A hydrophone pre-amplifier requires a supply voltage (or supply voltages).  

3.77  
hydrophone rarefactional pressure limit 
p-lim 
limit on the maximum rarefactional pressures that a hydrophone can withstand without damage 
or corruption of the measurement 

Note 1 to entry: This quantity is preferably specified by the hydrophone manufacturer, or can be set by the user 
based on measurement evidence 

Note 2 to entry: The hydrophone rarefactional pressure limit is expressed in pascals (Pa). 

[SOURCE: IEC TS 62556:2014, 3.52] 

3.78  
inset 
h 
for concave transducers, the distance from the transducer aperture plane to the external 
transducer surface along the beam axis 

SEE: Figure B.4, Figure A.4 and Figure A.5. 

3.79  
instantaneous acoustic pressure 
p(t) 
pressure minus the ambient pressure at a particular instant in time and at a particular point in 
an acoustic field 

Note 1 to entry: See also IEC 60050-801:1994, 801-21-19. 

Note 2 to entry: Instantaneous acoustic pressure is expressed in pascals (Pa).  

[SOURCE: IEC 62127-1:2007, 3.33] 
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3.80  
instantaneous intensity 
I(t) 
acoustic energy transmitted per unit time in the direction of acoustic wave propagation per unit 
area normal to this direction at a particular instant in time and at a particular point in an acoustic 
field 

Note 1 to entry: Instantaneous intensity is the product of instantaneous acoustic pressure and particle velocity. 
It is difficult to measure intensity in the ultrasound frequency range. For the measurement purposes referred to in 
this document and under conditions of sufficient distance from the external transducer aperture (at least one 
transducer diameter, or an equivalent transducer dimension in the case of a non-circular transducer), the 
instantaneous intensity can be approximated by the derived instantaneous intensity.  

Note 2 to entry: Instantaneous intensity is expressed in watts per square metre (W/m2). 

[SOURCE: IEC 62127-1:2007 and IEC 62127-1:2007/AMD1:2013, 3.34] 

3.80.1  
derived instantaneous intensity 
quotient of squared instantaneous acoustic pressure and characteristic acoustic impedance 
of the medium at a particular instant in time at a particular point in an acoustic field 

 ( )( )
2p tI t

ρc
=  (1) 

where 
p(t) is the instantaneous acoustic pressure; 
ρ is the density of the medium; 
c is the speed of sound in the medium 

Note 1 to entry: For measurement purposes referred to in this document the derived instantaneous intensity is 
an approximation of the instantaneous intensity. 

Note 2 to entry: Increased uncertainty should be taken into account for measurements very close to the transducer. 

Note 3 to entry: Derived instantaneous intensity is expressed in watts per square metre (W/m2). 

[SOURCE: IEC 62127-1:2007/AMD1:2013, 3.78] 

3.81  
local area factor 
Laf 
square root of the ratio of the source aperture area to the beam area at the point of interest  

 
,

, SAeff
af

b 6

0 69AL
A

=  (2) 

Note 1 to entry: If the beam profile is approximately Gaussian at the distance of interest and the area at the −6 dB 
level, Ab,6, is known, the local beam area can be calculated as Ab = Ab,6 / 0,69: (0,69 = 3 ln(10)/10).  

Note 2 to entry: The relevant local beam area, Ab, is that for which the pulse-pressure-squared integral is greater 
than 0,135 (that is, e−2) times the maximum value in the cross-section. 

[SOURCE: IEC TS 61949:2007, 3.11, modified – The source definition refers to "source area" 
rather than "source aperture area", and the second sentence of the definition has been 
changed and given in the form of a note to entry.] 
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3.82  
local distortion parameter 
σq 
index which permits the prediction of nonlinear distortion of ultrasound for a specific ultrasonic 
transducer 

 awf
q p m 3

af

2 1   
 c

f βσ z p
Lρ

π
=

⋅
 (3) 

where: 
zp  is the axial distance of the point of interest to the source aperture plane; 

pm is the mean-peak-cycle acoustic pressure at the point in the acoustic field 
corresponding to the spatial-peak temporal-peak acoustic pressure; 

β  is the nonlinearity parameter (β = 3,5 for pure water at 20 °C);  
fawf  is the acoustic-working frequency; 

Laf is the local area factor 

Note 1 to entry: If the offset distance is not zero, its value can be estimated and added to the value of z in Equation 
(3). This will yield a new and more accurate calculation of the local distortion parameter.  

[SOURCE: IEC TS 61949:2007, 3.12, modified – The definition has been changed to refer to 
nonlinear distortion of ultrasound, and a note to entry has been added.] 

3.83  
longitudinal plane 
plane defined by the beam axis and a specified orthogonal axis 

SEE: Figure B.6, Figure B.13 and Figure B.14. 

3.84  
mean peak acoustic pressure 
pm 
arithmetic mean of the peak-rarefactional acoustic pressure and the peak-compressional 
acoustic pressure 

Note 1 to entry: Mean peak acoustic pressure is equal to (pr + pc)/2. 

[SOURCE: IEC TS 61949:2007, 3.13] 

3.85  
near field  
region of the field where z < zT aligned along the beam axis for planar nonfocusing 
transducers 

SEE: Figure B.2. 

Note 1 to entry: For circular planar transducers, this is at a distance less than Aob/πλ , where Aob is the output beam 
area and λ is the wavelength of the ultrasound corresponding to the acoustic frequency. 

Note 2 to entry: If the shape of the transducer aperture produces several transition distances, the one closest to 
the transducer is used. 

[SOURCE: IEC 62127-1:2007/AMD1:2013, 3.37] 
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3.86  
near transition distance  
zNTD  
distance past which the focal zone begins for a focusing transducer 

SEE: Figure B.4. 

Note 1 to entry: Near transition distance is the distance closest to the ultrasonic transducer at which the modulus 
of the difference between the aperture path difference and the axial field point path difference is half an effective 
wavelength. 

Note 2 to entry: See Annex A for details. 

Note 3 to entry: Also given by Equation (A.14).  

Note 4 to entry: zNTD is expressed in metres (m). 

3.87  
nonfocusing transducer 
ultrasonic transducer whose field does not meet the criteria for a focusing transducer  

SEE: Figure B.2. 

3.88  
non-scanning mode 
mode of operation of a system that involves a sequence of ultrasonic pulses which give rise to 
ultrasonic scan lines that follow the same acoustic path 

3.89  
normalized focal length 
SF 
for a given longitudinal plane, for design, the geometric focal length divided by the transition 
distance  

Note 1 to entry: SF is dimensionless. 

3.90  
offset distance 
doffset  
distance between the source aperture plane and the external transducer surface plane, 
measured along the beam axis 

SEE: Figure B.5, Figure B.6b, Figure B.7, Figure B.9, Figure B.10, Figure B.13 and Figure B.14. 

Note 1 to entry: Offset distance is expressed in metres (m). 

3.91  
output beam area 
Aob 
area of the ultrasonic beam derived from the −12 dB beam area at the external transducer 
aperture 

Note 1 to entry: For reasons of measurement accuracy, the −12 dB output beam area can be derived from 
measurements at a distance chosen to be as close as possible to the face of the transducer, and, if possible, no 
more than 1 mm from the face.  

Note 2 to entry: For single contact transducers, this area can be taken as the active geometrical area of the 
ultrasonic transducer or ultrasonic transducer element group. 

Note 3 to entry: Compare the output beam area (−12 dB with reference to the source aperture area). 

Note 4 to entry: The output beam area is expressed in metres squared (m2). 

Full document details: BS EN IEC 61828:2021

http://www.avadocuments.com/doc/bs-en-iec-61828-2021
http://www.avadocuments.com/doc/bs-en-iec-61828-2021


IEC 61828:2020 © IEC 2020 – 29 – 

[SOURCE: IEC 62127-1:2007, 3.40, modified – Notes 2 and 3 to entry have been added.] 

3.92  
output beam dimensions 
Xob, Yob 
dimensions of the ultrasonic beam (−12 dB beamwidth) in specified directions perpendicular 
to each other and in a direction normal to the beam axis and at the external transducer 
aperture 

Note 1 to entry: For reasons of measurement accuracy, the −12 dB output beam dimensions can be derived from 
measurements at a distance chosen to be as close as possible to the face of the transducer, and, if possible, no 
more than 1 mm from the face. 

Note 2 to entry: For contact transducers, these dimensions can be taken as the geometrical dimensions of the 
ultrasonic transducer or ultrasonic transducer element group.  

Note 3 to entry: Output beam dimensions are expressed in metres (m). 

[SOURCE: IEC 62127-1:2007, 3.41] 

3.93  
output power  
P 
time-average ultrasonic power emitted by an ultrasonic transducer into an approximately free 
field under specified conditions in a specified medium, preferably water 

Note 1 to entry: Output power is expressed in watts (W). 

[SOURCE: IEC 61161:2013, 3.3] 

3.94  
output power under clinical driving conditions 
Pc 
output power emitted by an ultrasonic transducer when it is operated under clinical driving 
conditions of transducer driving voltage and duty factor 

3.95  
Pq 
output power emitted by an ultrasonic transducer when it is driven under reduced quasi-linear 
conditions  

3.96  
patient entry plane 
plane that is closest to the external transducer surface, that is orthogonal to the beam axis, 
and that intersects any portion of a patient 

3.97  
peak acoustic pressure 
p- or p+  
peak-compressional acoustic pressure or peak-rarefactional acoustic pressure, 
whichever is largest  

Note 1 to entry: The term is used in relative determinations. 

Note 2 to entry: Peak acoustic pressure is expressed in pascals (Pa).  

Note 3 to entry: pr is an equivalent form of p-.  

Note 4 to entry: pc is an equivalent form of p+. 
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[SOURCE: IEC 62127-1:2007 and IEC 62127-1:2007/AMD1:2013, 3.43, modified – The phrase 
"whichever is largest" has been added to the definition.] 

3.98  
peak-compressional acoustic pressure 
pc  
maximum positive instantaneous acoustic pressure in an acoustic field or in a specified plane 
during an acoustic repetition period  

Note 1 to entry: Peak-compressional acoustic pressure is expressed in pascals (Pa). 

Note 2 to entry: The definition of peak-compressional acoustic pressure also applies to peak-positive acoustic 
pressure which is also in use in literature.  

Note 3 to entry: p+ is an archaic but equivalent form of pc. 

[SOURCE: IEC 62127-1:2007 and IEC 62127-1:2007/AMD1:2013, 3.45] 

3.99  
peak-rarefactional acoustic pressure 
pr 
maximum of the modulus of the negative instantaneous acoustic pressure in an acoustic field 
or in a specified plane during an acoustic repetition period 

Note 1 to entry: Peak-rarefactional acoustic pressure is expressed as a positive value. 

Note 2 to entry: Peak-rarefactional acoustic pressure is expressed in pascals (Pa). 

Note 3 to entry: The definition of peak-rarefactional acoustic pressure also applies to peak-negative acoustic 
pressure which is also in use in literature.  

Note 4 to entry: p- is an archaic but equivalent form of pr. 

[SOURCE: IEC 62127-1:2007 and IEC 62127-1:2007/AMD1:2013, 3.44] 

3.100  
phased array 
ultrasonic transducer element group consisting of ultrasonic transducer elements that can 
be electrically configured to control the characteristics and direction of an acoustic beam 

SEE: Figure B.3. 

3.101  
postfocal zone  
region beyond the focal zone for a focusing transducer in a specified longitudinal plane  

SEE: Figure B.4, Figure A.1, Figure A.4 and Figure A.5. 

Note 1 to entry: Refer to Equation (A.16) 

Note 2 to entry: This term is identical to former term "far Fresnel zone". 

Note 3 to entry: There will be no postfocal zone if the geometric focal length is greater than the transition length.  

3.102  
clinical beam maximum power 
Pc,6 
power contained within the −6 dB contour in the plane perpendicular to the beam axis at the 
beam maximum point under clinical driving conditions 
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3.103  
quasi-linear beam maximum power 
Pq,6 
power contained within the −6 dB contour in the plane perpendicular to the beam axis at the 
beam maximum point under reduced quasi-linear driving conditions 

3.104  
pre-focal peak temporal-average intensity 
Ipfpta 
largest local maximum of the temporal-average intensity on the beam axis which is not within 
the −6 dB focal volume or beam maximum volume and is located between the source aperture 
plane and the focal volume or beam maximum volume 

SEE: Figure B.11. 

Note 1 to entry: Pre-focal peak temporal-average intensity is expressed in watts per square metre (W/m2). 

3.105  
prefocal zone  
region between the ultrasonic transducer and the near transition distance for an ultrasonic 
focusing transducer in a specified longitudinal plane  

SEE: Figure B.4, Figure A.1, Figure A.4 and Figure A.5. 

Note 1 to entry: Refer to Equation (A.17). 

Note 2 to entry: This term is identical to former term "near Fresnel zone". 

3.106  
pressure focal gain  
Gpfocal  
for a focusing transducer, the square root of the pulse-pressure-squared-integral at the 
pressure focus, divided by the square root of source aperture average pressure-squared-
integral  

Note 1 to entry: Pressure focal gain is dimensionless. 

3.107  
pressure focal length for a focusing transducer 
Fpres 
distance from either the transducer aperture plane (design definition) or the source aperture 
plane (measurement definition) to the pressure focus position  

SEE: Figure B.8 and Figure B.9. 

Note 1 to entry: The pressure focal length is expressed in metres (m).  

3.108  
pressure focal plane for a focusing transducer 
plane perpendicular to the beam axis that contains the pressure focus  

SEE: Figure B.5 and Figure B.9. 

3.109  
pressure focus for a focusing transducer 
position of beam maximum on the beam axis for a focusing transducer 

SEE: Figure B.7 and Figure B.8. 
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