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National foreword

This British Standard is the UK implementation of EN IEC 61851‑1:2019. 
It is identical to IEC 61851‑1:2017, incorporating corrigendum 
November 2023. Together with BS EN 62752:2016, it supersedes 
BS EN 61851‑1:2011 which is withdrawn.

The start and finish of text introduced or altered by corrigendum is 
indicated in the text by tags. Text altered by IEC corrigendum November 
2023 is indicated in the text by .

The UK participation in its preparation was entrusted to Technical 
Committee PEL/69, Electric vehicles.

A list of organizations represented on this committee can be obtained on 
request to its committee manager.

The UK committee is concerned that in the UK, the usual method of 
providing protection against electric shock to a person touching an 
electric vehicle during a continuity fault in the PEN conductor of a 
TN supply where Protective Multiple Earthing conditions apply, is to 
automatically disconnect the protective conductor (and associated live 
conductors) serving the EV. BS 7671:2018+A2:2022 states that equivalent 
functionality could be included within the charging equipment; this 
conflicts with BS EN IEC 61851-1:2019 on PE switching, which is allowed 
by national codes outside of the charging station.

Subclause 8.4 of BS EN IEC 61851-1:2019 states that ‘For Modes 3 and 
4 permanently connected EV supply equipment, protective earthing 
conductors shall not be switched.’

The UK committee is of the opinion that this statement conflicts with the 
UK’s IET Wiring Regulations (BS 7671:2018+A2:2022, Requirements for 
Electrical Installations – IET Wiring Regulations).

In the UK, Regulation 543.3.3.101 of BS 7671 permits the switching of 
protective conductors under certain conditions, including, for example, 
the following.

a)	 With the growth of Prosuming Electrical Installations (PEI), where 
the electrical installation could switch between different electrical 
supplies with different earthing arrangements, it is necessary to 
permit the switching of protective conductors.

b)	 In the UK, the usual method of providing protection against electric 
shock to a person touching an electric vehicle during a continuity 
fault in the PEN conductor of a TN supply where Protective Multiple 
Earthing conditions apply, is to automatically disconnect the 
protective conductor (and associated live conductors) serving the EV.

The UK committee would therefore like to draw users’ attention to 
this matter.

Contractual and legal considerations

This publication has been prepared in good faith, however no 
representation, warranty, assurance or undertaking (express or 
implied) is or will be made, and no responsibility or liability is or will be 
accepted by BSI in relation to the adequacy, accuracy, completeness or 
reasonableness of this publication. All and any such responsibility and 
liability is expressly disclaimed to the full extent permitted by the law.
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This publication is provided as is, and is to be used at the 
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with 
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are 
responsible for its correct application.

This publication has been prepared under a mandate given to the 
European Standards Organizations by the European Commission and the 
European Free Trade Association. It is intended to support requirements 
of the EU legislation detailed in the European Foreword. A European 
Annex, usually Annex ZA or ZZ, describes how this publication relates to 
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK 
Government has designated this publication for conformity with UKCA 
marking (or similar) legislation, it may contain an additional National 
Annex. Where such a National Annex exists, it shows the correlation 
between this publication and the relevant UK legislation. If there is no 
National Annex of this kind, the relevant Annex ZA or ZZ in the body 
of the European text will indicate the relationship to UK regulation 
applicable in Great Britain. References to EU legislation may need to be 
read in accordance with the UK designation and the applicable UK law. 
Further information on designated standards can be found at  
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement 
relevant EU law subject to periodic confirmation. Therefore 
Annex ZA/ZZ in the European text, and references to EU legislation, are 
still valid for this market.

UK Government is responsible for legislation. For information on 
legislation and policies relating to that legislation, consult the relevant 
pages of www.gov.uk.

© The British Standards Institution 2024 
Published by BSI Standards Limited 2024

ISBN 978 0 539 29743 0

ICS 43.120

Compliance with a British Standard cannot confer immunity from 
legal obligations.

This British Standard was published under the authority of the 
Standards Policy and Strategy Committee on 31 July 2019.

Amendments/corrigenda issued since publication

Date Text affected

29 February 2020 Correction to supersession details in national 
foreword

31 July 2022 Update to text in national foreword

31 July 2022 Correction to national foreword

31 January 2024 Implementation of IEC corrigendum November 
2023
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EUROPEAN STANDARD 

NORME EUROPÉENNE 

EUROPÄISCHE NORM 

EN IEC 61851-1 

July 2019 

ICS 43.120  Supersedes  EN 61851-1:2011       

English Version 

Electric vehicle conductive charging system - Part 1: General 
requirements 

(IEC 61851-1:2017) 

Système de charge conductive pour véhicules électriques - 
Partie 1: Exigences générales 

(IEC 61851-1:2017) 

Konduktive Ladesysteme für Elektrofahrzeuge - Teil 1: 
Allgemeine Anforderungen 

(IEC 61851-1:2017) 

This European Standard was approved by CENELEC on 2017-03-14. CENELEC members are bound to comply with the CEN/CENELEC 
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration. 

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC 
Management Centre or to any CENELEC member.  

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation 
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the 
same status as the official versions. 

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, the Czech Republic, 
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, the 
Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, 
Turkey and the United Kingdom. 

European Committee for Electrotechnical Standardization 
Comité Européen de Normalisation Electrotechnique 

Europäisches Komitee für Elektrotechnische Normung 

CEN-CENELEC Management Centre: Rue de la Science 23,  B-1040 Brussels 

© 2019 CENELEC All rights of exploitation in any form and by any means reserved worldwide for CENELEC Members. 
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EN IEC 61851-1:2019 (E) 

European foreword 

The text of document 69/436/FDIS, future edition 3 of IEC 61851-1, prepared by IEC/TC 69 "Electric 
road vehicles and electric industrial trucks" was submitted to the IEC-CENELEC parallel vote and 
approved by CENELEC as EN IEC 61851-1:2019. 

The following dates are fixed: 

• latest date by which the document has to be implemented at national
level by publication of an identical national standard or by endorsement

(dop) 2020-01-05 

• latest date by which the national standards conflicting with the
document have to be withdrawn

(dow) 2022-07-05 

This document supersedes EN 61851-1:2011. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.  

 This document has been prepared under a mandate given to CENELEC by the European 
Commission and the European Free Trade Association, and supports essential requirements of EU 
Directive(s). 

For the relationship with EU Directive(s) see informative Annex ZZ, which is an integral part of this 
document. 

Endorsement notice 

The text of the International Standard IEC 61851-1:2017 was approved by CENELEC as a European 
Standard without any modification. 

In the official version, for Bibliography, the following notes have to be added for the standards 
indicated: 

IEC 62053-21:2003 NOTE Harmonized as EN 62053-21:2003 (not modified) 
ISO 4628-3:2016 NOTE Harmonized as EN ISO 4628-3:2016 (not modified) 
IEC 60063:2015 NOTE Harmonized as EN 60063:2015 (not modified) 
IEC 60068-2-2 NOTE Harmonized as EN 60068-2-2 
IEC 60068-2-5:2010 NOTE Harmonized as EN 60068-2-5:2011 (not modified) 
IEC 60068-2-6:2007 NOTE Harmonized as EN 60068-2-6:2008 (not modified) 
IEC 60068-2-14:2009 NOTE Harmonized as EN 60068-2-14:2009 (not modified) 
IEC 60068-2-27:2008 NOTE Harmonized as EN 60068-2-27:2009 (not modified) 
IEC 60068-2-52:1996 NOTE Harmonized as EN 60068-2-52:1996 (not modified) 
IEC 60068-2-53:2010 NOTE Harmonized as EN 60068-2-53:2010 (not modified) 
IEC 60068-2-75 NOTE Harmonized as EN 60068-2-75 
IEC 60364-6:2016 NOTE Harmonized as HD 60364-6:2016 (not modified) 
IEC 60947-1:2007 NOTE Harmonized as EN 60947-1:2007 (not modified) 

Full document details: BS EN IEC 61851-1:2019

https://doi.org/10.3403/BSENIEC61851?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02334596U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02845745?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30301163?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/00309703U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30166798?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30145021?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30166820?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30138373?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/00818801?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30143771?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01208148U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30132829?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-61851-1-2019
http://www.avadocuments.com/doc/bs-en-iec-61851-1-2019


EN IEC 61851-1:2019 (E) 

IEC 60947-1:2007/A1:2010 NOTE Harmonized as EN 60947-1:2007/A1:2011 (not modified) 
IEC 60947-1:2007/A2:2014 NOTE Harmonized as EN 60947-1:2007/A2:2014 (not modified) 
IEC 60947-6-1:2005 NOTE Harmonized as EN 60947-6-1:2005 (not modified) 
IEC 61140 NOTE Harmonized as EN 61140 
IEC 61439-1:2011 NOTE Harmonized as EN 61439-1:2011 (not modified) 
IEC 61540 NOTE Harmonized as HD 639 S1 
IEC 61558-1:2005 NOTE Harmonized as EN 61558-1:2005 (not modified) 
IEC 61558-1:2005/A1:2009 NOTE Harmonized as EN 61558-1:2005/A1:2009 (not modified) 
IEC 61558-2-4:2009 NOTE Harmonized as EN 61558-2-4:2009 (not modified) 
IEC 61558-2-12:2011 NOTE Harmonized as EN 61558-2-12:2011 (not modified) 
IEC 61558-2-16:2009 NOTE Harmonized as EN 61558-2-16:2009 (not modified) 
IEC 61558-2-16:2009/A1:2013 NOTE Harmonized as EN 61558-2-16:2009/A1:2013 (not modified) 
IEC 61851-21-2 NOTE Harmonized as EN 61851-21-21 
IEC 61980-1 NOTE Harmonized as EN 61980-12  
IEC 62262:2002 NOTE Harmonized as EN 62262:2002 (not modified) 
ISO/IEC 15118 (series) NOTE Harmonized as EN ISO 15118 (series) 
ISO 13849-1:2015 NOTE Harmonized as EN ISO 13849-1:2015 (not modified) 
ISO 15118-3 NOTE Harmonized as EN ISO 15118-3 

1 Under preparation. Stage at time of publication: FprEN 61851-21-2 
2 Under preparation. Stage at time of publication: prEN 61980-1 
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EN IEC 61851-1:2019 (E) 

Annex ZA 
(normative) 

Normative references to international publications 
with their corresponding European publications 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) 
applies.  

NOTE 1   Where an International Publication has been modified by common modifications, indicated by (mod), the relevant 
EN/HD applies.  

NOTE 2   Up-to-date information on the latest versions of the European Standards listed in this annex is available here: 
www.cenelec.eu.  

Publication Year Title EN/HD Year 

IEC 60038 (mod) - IEC standard voltages EN 60038 2011 

IEC 60068-2-1 - Environmental testing - Part 2-1: Tests - 
Test A: Cold

EN 60068-2-1 2007 

IEC 60068-2-78 - Environmental testing - Part 2-78: Tests - 
Test Cab: Damp heat, steady state

EN 60068-2-78 2013 

IEC 60309-1 - Plugs, socket-outlets and couplers for 
industrial purposes - Part 1: General 
requirements

EN 60309-1 1999 

+ A1 (mod) 2007 

+ A2 2012 

IEC 60309-2 - Plugs, socket-outlets and couplers for 
industrial purposes - Part 2: Dimensional 
interchangeability requirements for pin and 
contact-tube accessories

EN 60309-2 1999 

+ A1 (mod) 2007 

+ A2 2012 

IEC 60364-4-41 
(mod) 

- Low-voltage electrical installations - Part 4-
41: Protection for safety - Protection
against electric shock

HD 60364-4-41 2017 

+ A11 2017 

IEC 60364-5-54 - Low-voltage electrical installations - Part 5-
54: Selection and erection of electrical
equipment - Earthing arrangements and
protective conductors

HD 60364-5-54 2011 

+ A11 2017 

IEC 60529 20133 Degrees of protection provided by 
enclosures (IP Code) 

- - 

3 Dated as no equivalent European standard exists. 
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EN IEC 61851-1:2019 (E) 

Publication Year Title EN/HD Year 

IEC 60664-1 2007 Insulation coordination for equipment 
within low-voltage systems - Part 1: 
Principles, requirements and tests 

EN 60664-1 2007 

IEC 60884-1 20023 Plugs and socket-outlets for household and 
similar purposes -- Part 1: General 
requirements 

- - 

IEC 60898 series Electrical accessories - Circuit-breakers for 
overcurrent protection for household and 
similar installations  

EN 60898 series 

IEC 60898-1 (mod) - Electrical accessories - Circuit-breakers for 
overcurrent protection for household and 
similar installations - Part 1: Circuit-
breakers for a.c. operation 

EN 60898-1 2019 

IEC 60947-2 - Low-voltage switchgear and controlgear -
Part 2: Circuit-breakers 

EN 60947-2 2017 

IEC 60947-3 - Low-voltage switchgear and controlgear -
Part 3: Switches, disconnectors, switch-
disconnectors and fuse-combination units

EN 60947-3 2009 

+ A1 2012 

+ A2 2015 

IEC 60947-4-1 - Low voltage switchgear and controlgear – 
Part 4-1: Contactors and motorstarters – 
Electromechanical contactors and motor-
starters

EN IEC 60947-4-1 2019 

IEC 60947-6-2 - Low-voltage switchgear and controlgear - 
Part 6-2: Multiple function equipment - 
Control and protective switching devices 
(or equipment) (CPS)

EN 60947-6-2 2003 

+ A1 2007 

IEC 60950-1 (mod) 2005  Information technology equipment - Safety 
- Part 1: General requirements

EN 60950-1 2006 

- -  + A11 2009 

- -  + A12 2011 

- -  + AC 2011 

IEC 60990 - Methods of measurement of touch current 
and protective conductor current

EN 60990 2016 

IEC 61008-1 (mod) - Residual current operated circuit-breakers 
without integral overcurrent protection for 
household and similar uses (RCCBs) - Part
1: General rules

EN 61008-1 2012 

+ A1 (mod) 2014 

+ A2 (mod) 2014 

+ A11 2015 

+ A12 2017 
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EN IEC 61851-1:2019 (E) 

Publication Year Title EN/HD Year 

IEC 61009-1 (mod) - Residual current operated circuit-breakers 
with integral overcurrent protection for 
household and similar uses (RCBOs) - Part 
1: General rules 

EN 61009-1 2012 

+ A1 (mod) 2014 

+ A2 (mod) 2014 

+ A11 2015 

+ A12 2016 

IEC 61180 - High-voltage test techniques for low-
voltage equipment - Definitions, test and 
procedure requirements, test equipment

EN 61180 2016 

IEC 61316 1999  Industrial cable reels EN 61316 1999 

IEC/TS 61439-7 2014  Low-voltage switchgear and controlgear 
assemblies - Part 7: Assemblies for 
specific applications such as marinas, 
camping sites, market squares, electric 
vehicles charging stations 

- - 

IEC 61508 series  Functional safety of 
electrical/electronic/programmable 
electronic safety-related systems  

EN 61508 series 

IEC 61558-1 - Safety of power transformers, power
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Annex ZZ 
(informative) 

Relationship between this European standard and the safety 
objectives of Directive 2014/35/EU [2014 OJ L96] aimed to be 

covered  

This European Standard has been prepared under a Commission’s standardization request relating to 
harmonized standards in the field of the Low Voltage Directive, M/511, to provide one voluntary means 
of conforming to safety objectives of Directive 2014/35/EU of the European Parliament and of the 
Council of 26 February 2014 on the harmonization of the laws of the Member States relating to the 
making available on the market of electrical equipment designed for use within certain voltage limits 
[2014 OJ L96].  

Once this standard is cited in the Official Journal of the European Union under that Directive, 
compliance with the normative clauses of this standard given in Table ZZ.1 confers, within the limits of 
the scope of this standard, a presumption of conformity with the corresponding safety objectives of 
that Directive, and associated EFTA regulations.  

Table ZZ.1 — Correspondence between this European standard and Annex I of Directive 
2014/35/EU [2014 OJ L96] 

Safety objectives of 
Directive 2014/35/EU 

Clause(s) / subclause(s) 
of this EN 

Remarks / Notes 

1. General Conditions

(a) the essential characteristics,
the recognition and observance
of which will ensure that electrical
equipment will be used safely
and in applications for which it
was made, shall be marked on
the electrical equipment, or, if
this is not possible, on an
accompanying document

1 Scope 
2 Normative References 
3 Terms and Definitions 
5 Classification 
17 Marking and instructions 

(b) the electrical equipment,
together with its component
parts, shall be made in such a
way as to ensure that it can be
safely and properly assembled
and connected

4 General requirement 
6.3.1.2 Continuous continuity 
checking of the protective 
conductor 
6.3.1.3 Verification that the EV is 
properly connected to the EV 
supply equipment 
6.3.2.3 Intentional and 
unintentional disconnection of the 
vehicle connector and/or the EV 
plug 
9 Conductive electrical interface 
requirements 
10 Requirements for adaptors 

11 Cable assembly requirements 
(incl. chapter12) 
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Safety objectives of 
Directive 2014/35/EU 

Clause(s) / subclause(s) 
of this EN 

Remarks / Notes 

(c) the electrical equipment shall
be so designed and
manufactured as to ensure that
protection against the hazards
set out in points 2 and 3 is
assured, providing that the
equipment is used in applications
for which it was made and is
adequately maintained

Details see points 2 and 3 

2. Protection against hazards
arising from the electrical
equipment

(a) persons and domestic
animals are adequately protected
against the danger of physical
injury or other harm which might
be caused by direct or indirect
contact

8 Protection against electric 
shock 
9 Conductive electrical interface 
requirements 
13.4 IP Degree 
13.6 Touch current 
15 Automatic reclosing of 
protective devices 

(b) temperatures, arcs or
radiation which would cause a
danger, are not produced

6.3.2.3 Intentional and 
unintentional disconnection of the 
vehicle connector and/or the EV 
plug 
9 Conductive electrical interface 
requirements 
13 EV supply equipment 
constructional requirements and 
tests 
14 Overload and short-circuit 
protection 

(c) persons, domestic animals
and property are adequately
protected against non-electrical
dangers caused by the electrical
equipment which are revealed by
experience

13 EV supply equipment 
constructional requirements and 
tests 

(d) the insulation is suitable for
foreseeable conditions

13.5 Insulation resistance 
13.7 Dielectric withstand voltage 

3. Protection against hazards
which may be caused by
external influences on the
electrical equipment

(a) meets the expected
mechanical requirements in such
a way that persons, domestic
animals and property are not
endangered

4 General requirements 
13.11 Mechanical strength 
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Safety objectives of 
Directive 2014/35/EU 

Clause(s) / subclause(s) 
of this EN 

Remarks / Notes 

(b) is resistant to non-mechanical
influences in expected
environmental conditions, in such
a way that persons, domestic
animals and property are not
endangered

13.3 Clearances and creepage 
distances 
13.4 IP degrees 
13.6 Touch current 
13.7 Dielectric withstand voltage 
13.8 Temperature rise 
13.9 Damp heat functional test 
13.10 Minimum temperature 
functional test 

(c) does not endanger persons,
domestic animals and property in
foreseable conditions of overload

11 Cable assembly requirements 
14 Overload and short-circuit 
protection 
14.2 Overload protection of the 
cable assembly 
14.3 Short-circuit protection of 
the charging cable 

WARNING 1 — Presumption of conformity stays valid only as long as a reference to this 
European standard is maintained in the list published in the Official Journal of the European 
Union. Users of this standard should consult frequently the latest list published in the Official 
Journal of the European Union. 

WARNING 2 — Other Union legislation may be applicable to the product(s) falling within the 
scope of this standard. 
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
ELECTRIC VEHICLE CONDUCTIVE CHARGING SYSTEM –  

 
Part 1: General requirements 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 61851-1 has been prepared by IEC technical committee 69: 
Electric road vehicles and electric industrial trucks. 

This third edition cancels and replaces the second edition published in 2010. It constitutes a 
technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) The contents of IEC 61851-1:2010 have been re-ordered. Numbering of clauses has 
changed as new clauses were introduced and some contents moved for easy reading. The 
following lines give an insight to the new ordering in addition to the main technical 
changes. 

b) All requirements from IEC 61851-22 have been moved to this standard, as work on 
IEC 61851-22 has ceased.  
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c) Any requirements that concern EMC have been removed from the text and are expected 
to be part of the future version of 61851-21-21. 

d) Clause 4 contains the original text from IEC 61851-1:2010 and all general requirements 
from Clause 6 of IEC 61851-1:2010. 

e) Clause 5 has been introduced to provide classifications for EV supply equipment. 
f) Previous general requirements of Clause 6 have been integrated into Clause 4. Clause 6 

contains all Mode descriptions and control requirements. Specific requirements for the 
combined use of AC and DC on the same contacts are included. 

g) Clause 9 is derived from previous Clause 8. Adaptation of the description of DC 
accessories to allow for the DC charging modes that have only recently been proposed by 
industry and based on the standards IEC 61851-23, IEC 61851-24 as well as IEC 62196-1, 
IEC 62196-2 and IEC 62196-3. Information and tables contained in the IEC 62196 series 
standards have been removed from this standard. 

h) Clause 10 specifically concerns the requirements for adaptors, initially in Clause 6. 
i) Clause 11 includes new requirements for the protection of the cable.  
j) Specific requirements for equipment that is not covered in the IEC 62752 remain in the 

present document. 
k) Previous Clause 11 is now treated in Clauses 12 to 13. The requirements in 61851-1 

cover the EV supply equipment of both mode 2 and mode 3 types, with the exception in-
cable control and protection devices for mode 2 charging of electric road vehicles (IC-CPD) 
which are covered by IEC 62752. 

l) Clause 14 gives requirements on automatic reclosing of protection equipment.  
m) Clause 16 gives requirements for the marking of equipment and the contents of the 

installation and user manual. This makes specific mention of the need to maintain 
coherence with the standards for the fixed installation. It also contains an important text 
on the markings for temperature ratings. 

n) Annex A has been reviewed to introduce complete sequences and tests and to make the 
exact cycles explicit. Annex A in this edition supersedes IEC TS 62763 (Edition 1). 

o) Annex B is normative and has requirements for proximity circuits with and without current 
coding. 

p) Previous Annex C has been removed and informative descriptions of pilot function and 
proximity function implementations initially in Annex B are moved to Annex C.  

q) New informative Annex D describing an alternative pilot function system has been 
introduced. 

r) Dimensional requirements for free space to be left around socket-outlets used for EV 
energy supply are given in the informative Annex E. 

s) The inclusion of protection devices within the EV supply equipment could, in some cases, 
contribute to the protection against electric shock as required by the installation. This is 
covered by the information required for the installation of EV supply equipment in 
Clause 16 (Marking). 

The text of this standard is based on the following documents: 

FDIS Report on voting 

69/436/FDIS 69/469/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

____________ 
1  Under preparation. 
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A list of all parts of the IEC 61851 series, under the general title Electric vehicle conductive 
charging system can be found on the IEC website. 

In this standard, the following print types are used: 

– test specifications and instructions regarding application of Part 1: italic type. 

– notes: smaller roman type. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC website under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be 

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION 

This standard is the first part of the IEC 61851 series of standards that gives the general 
requirements for the supply2 of electric energy to Electric road vehicles 3. It is to be noted that 
the vehicle and the EV supply equipment2 make up a complete system that is covered by a 
number of IEC and ISO standards.  

IEC 61851 covers the mechanical, electrical, communications, EMC and performance 
requirements for EV supply equipment used to charge electric vehicles, including light electric 
vehicles.  

IEC 61851 is divided into several parts as follows: 

– Part 1: General Requirements,  
This document gives the general requirements that serve as a basis for all the subsequent 
standards in the series. It includes the requirements for AC EV supply equipment.  

– Part 21-14: Electric vehicle onboard charger EMC requirements for conductive connection 
to an AC/DC supply. This part will cover requirements for EMC onboard the vehicle. 

– Part 21-25: EMC requirements for OFF board electric vehicle charging systems. This part 
will cover all requirements for AC and DC EV supply equipment. EMC requirements for 
wireless power transfer systems (WPT) will not be included. 

– Part 23: DC electric vehicle charging station (2014).This part covers the requirements for 
DC charging stations both permanently wired and cable and plug connected. 

– Part 24: Digital communication between a d.c. EV charging station and an electric vehicle 
for control of d.c. charging (2014). This part provides the requirements for communication 
between the vehicle and the DC charging stations of Part 23.  

IEC 61851-3 subseries is under development and is intended to cover EV supply equipment 
with a DC output not exceeding 120 V where reinforced or double insulation or class III is 
used as the principal means of protection against electric shock (information on scope as 
available on 3/2016). 

– Part 3-1: Electric vehicles conductive power supply system – Part 3-1: General 
Requirements for Light Electric Vehicles (LEV) AC and DC conductive power supply 
systems. 

– Part 3-2: Electric vehicles conductive power supply system – Part 3-2: Requirements for 
Light Electric Vehicles (LEV) DC off-board conductive power supply systems. 

– Part 3-3: Electric vehicles conductive power supply system – Part 3-3: Requirements for 
Light Electric Vehicles (LEV) battery swap systems. 

– Part 3-4: Electric vehicles conductive power supply system – Part 3-4: Requirements for 
Light Electric Vehicles (LEV) communication. 

– Part 3-5: Electric vehicles conductive power supply system – Part 3-5: Requirements for 
Light Electric Vehicles communication – Pre-defined communication parameters. 

– Part 3-6: Electric vehicles conductive power supply system – Part 3-6: Requirements for 
Light Electric Vehicles communication –Voltage converter unit. 

– Part 3-7: Electric vehicles conductive power supply system – Part 3-7: Requirements for 
Light Electric Vehicles communication – Battery system. 

____________ 
2 The term “supply or electric energy” is used to designate energy flow to and from the electric vehicle. The term 

“charging” used in the title is also used to designate such energy flow.  

3 The reader is advised to refer to the definitions clause 3 for this and all subsequent terms that are used in this 
document. 

4  Under preparation. 

5  Under preparation. 

Full document details: BS EN IEC 61851-1:2019

https://doi.org/10.3403/BSENIEC61851?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-61851-1-2019
http://www.avadocuments.com/doc/bs-en-iec-61851-1-2019


IEC 61851-1:2017  IEC 2017 – 13 – 

Documents directly related to the present document: 

– ISO 17409:2015, Electrically propelled road vehicles – Connection to an external electric 
power supply – Safety requirements.  
This document gives requirements for electric vehicle that is to be connected to the EV 
supply equipment. It covers all the classes of vehicles that are in the scope of 
ISO/TC 22/SC 37. 

– IEC 62752:2016, In-cable control and protection device for mode 2 charging of electric 
road vehicles (IC-CPD).  
This product standard gives the requirements for Mode 2 cable assemblies that include 
supplementary protective and control devices that allow the safe connection of a vehicle to 
a mains socket-outlet of an installation. 

– ISO/IEC 15118 (all parts), Road vehicles — Vehicle to grid communication interface 
This series of documents gives the description and the requirements for high level data 
communication between the EV and the EV supply equipment.  

Requirements for wireless power transfer systems are given in IEC 61980-1. 

 

  

Full document details: BS EN IEC 61851-1:2019

http://www.iso.org/iso/home/standards_development/list_of_iso_technical_committees/iso_technical_committee.htm?commid=5391154
https://doi.org/10.3403/BSENIEC61851?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-61851-1-2019
http://www.avadocuments.com/doc/bs-en-iec-61851-1-2019


 – 14 – IEC 61851-1:2017  IEC 2017 

ELECTRIC VEHICLE CONDUCTIVE CHARGING SYSTEM –  
 

Part 1: General requirements 
 
 
 

1 Scope 

This part of IEC 61851 applies to EV supply equipment for charging electric road vehicles, 
with a rated supply voltage up to 1 000 V AC or up to 1 500 V DC. and a rated output voltage 
up to 1 000 V AC. or up to 1 500 V DC. 

Electric road vehicles (EV) cover all road vehicles, including plug-in hybrid road vehicles  
(PHEV), that derive all or part of their energy from on-board rechargeable energy storage 
systems (RESS). 

This standard also applies to EV supply equipment supplied from on-site storage systems (e.g. 
buffer batteries). 

The aspects covered in this standard include: 

• the characteristics and operating conditions of the EV supply equipment;  

• the specification of the connection between the EV supply equipment and the EV; 

• the requirements for electrical safety for the EV supply equipment.  

Additional requirements may apply to equipment designed for specific environments or 
conditions, for example: 

• EV supply equipment located in hazardous areas where flammable gas or vapour and/or 
combustible materials, fuels or other combustible, or explosive materials are present; 

• EV supply equipment designed to be installed at an altitude of more than 2 000 m; 

• EV supply equipment intended to be used on board on ships; 

Requirements for electrical devices and components used in EV supply equipment are not 
included in this standard and are covered by their specific product standards.  

EMC requirements for EV supply equipment are expected to be covered in the future 
IEC 61851-21-26. 

Requirements for bi-directional energy transfer are under consideration and are not in this 
edition of IEC 61851-1. 

This standard does not apply to: 

• safety aspects related to maintenance; 

• charging of trolley buses, rail vehicles, industrial trucks and vehicles designed primarily for 
use off-road; 

• equipment on the EV; 

• EMC requirements for equipment on the EV while connected, which are covered in 
IEC 61851-21-1; 

• Charging RESS off board of the EV;  

____________ 
6 Under consideration.  
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• DC EV supply equipment that relies specifically on double/reinforced insulation or class III 
protection against electric shock. See IEC 61851-23 or the future IEC 61851-3 series.  

The IEC 61851 series covers all EV supply equipment with the exception of in-cable control 
and protection devices for mode 2 charging of electric road vehicles (IC-CPD) which are 
covered by IEC 62752.  

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document (including 
any amendments) applies. 

IEC 60038, IEC standard voltages 

IEC 60068-2-1, Environmental testing – Part 2-1: Tests – Test A: Cold 

IEC 60068-2-78, Environmental testing – Part 2-78: Tests – Test Cab: Damp heat, steady 
state 

IEC 60309-1, Plugs, socket-outlets and couplers for industrial purposes – Part 1: General 
requirements 

IEC 60309-2, Plugs, socket-outlets and couplers for industrial purposes – Part 2: Dimensional 
interchangeability requirements for pin and contact-tube accessories 

IEC 60364-4-41, Low-voltage electrical installations – Part 4-41: Protection for safety – 
Protection against electric shock  

IEC 60364-5-54, Low-voltage electrical installations – Part 5-54: Selection and erection of 
electrical equipment – Earthing arrangements and protective conductors 

IEC 60529, Degrees of protection provided by enclosures (IP Code) 

IEC 60664-1:2007, Insulation coordination for equipment within low-voltage systems – Part 1: 
Principles, requirements and tests  

IEC 60884-1, Plugs and socket-outlets for household and similar purposes – Part 1: General 
requirements  

IEC 60898 (all parts), Circuit-breakers for overcurrent protection for household and similar 
installations 

IEC 60898-1, Electrical accessories – Circuit-breakers for overcurrent protection for 
household and similar installations – Part 1: Circuit-breakers for a.c. operation 

IEC 60947-2, Low-voltage switchgear and controlgear – Part 2: Circuit-breakers  

IEC 60947-3, Low-voltage switchgear and controlgear – Part 3: Switches, disconnectors, 
switch-disconnectors and fuse-combination units 

IEC 60947-4-1, Low voltage switchgear and controlgear – Part 4-1: Contactors and motor-
starters – Electromechanical contactors and motor-starters 
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IEC 60947-6-2, Low-voltage switchgear and controlgear – Part 6-2: Multiple function 
equipment – Control and protective switching devices (or equipment) (CPS) 

IEC 60950-1:2005, Information technology equipment – Safety – Part 1: General requirements 

IEC 60990, Methods of measurement of touch current and protective conductor current 

IEC 61008-1, Residual current operated circuit-breakers without integral overcurrent 
protection for household and similar uses (RCCBs) – Part 1: General rules 

IEC 61009-1, Residual current operated circuit-breakers with integral overcurrent protection 
for household and similar uses (RCBOs) – Part 1: General rules 

IEC 61180, High-voltage test techniques for low-voltage equipment – Definitions, test and 
procedure requirements, test equipment 

IEC 61316:1999, Industrial cable reels 

IEC TS 61439-7:2014, Low-voltage switchgear and controlgear assemblies – Part 7: 
Assemblies for specific applications such as marinas, camping sites, market squares, electric 
vehicles charging stations 

IEC 61508 (all parts), Functional safety of electrical/electronic/programmable electronic 
safety-related systems 

IEC 61558-1, Safety of power transformers, power supplies, reactors and similar products – 
Part 1: General requirements and tests 

IEC 61558-2-4, Safety of transformers, reactors, power supply units and similar products for 
supply voltages up to 1 100 V – Part 2-4: Particular requirements and tests for isolating 
transformers and power supply units incorporating isolating transformers 

IEC 61810-1, Electromechanical elementary relays – Part 1: General and safety requirements  

IEC 61851 (all parts), Electric vehicle conductive charging system 

IEC 61851-23:2014, Electric vehicle conductive charging system – Part 23: DC electric 
vehicle charging station  

IEC 61851-24:2014, Electric vehicle conductive charging system – Part 24: Digital 
communication between a d.c. EV charging station and an electric vehicle for control of d.c. 
charging  

IEC 62196 (all parts), Plugs, socket-outlets, vehicle connectors and vehicle inlets – 
Conductive charging of electric vehicles 

IEC 62196-1:2014, Plugs, socket-outlets, vehicle connectors and vehicle inlets – Conductive 
charging of electric vehicles – Part 1: General requirements  

IEC 62196-2:2016, Plugs, socket-outlets, vehicle connectors and vehicle inlets – Conductive 
charging of electric vehicles – Part 2: Dimensional compatibility and interchangeability 
requirements for a.c.pin and contact-tube accessories  

IEC 62196-3:2014, Plugs, socket-outlets, vehicle connectors and vehicle inlets – Conductive 
charging of electric vehicles – Part 3: Dimensional compatibility and interchangeability 
requirements for d.c. and a.c./d.c. pin and contact-tube vehicle couplers 
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IEC 62262, Degrees of protection provided by enclosures for electrical equipment against 
external mechanical impacts (IK code) 

IEC 62423, Type F and type B residual current operated circuit-breakers with and without 
integral overcurrent protection for household and similar uses 

IEC 62752, In-Cable Control and Protection Device for mode 2 charging of electric road 
vehicles (IC-CPD) 

ISO 17409:2015, Electrically propelled road vehicles – Connection to an external electric 
power supply – Safety requirements 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.1 Electric supply equipment 

3.1.1  
EV supply equipment 
equipment or a combination of equipment, providing dedicated functions to supply electric 
energy from a fixed electrical installation or supply network to an EV for the purpose of 
charging  

EXAMPLE 1: For Mode 3 case B, the EV supply equipment consists of the charging station and the cable assembly. 

EXAMPLE 2: For Mode 3 case C, the EV supply equipment consists of the charging station with its cable assembly. 

3.1.2  
AC EV supply equipment 
EV supply equipment that supplies alternating current to an EV 

3.1.3  
DC EV supply equipment 
EV supply equipment that supplies direct current to an EV 

3.1.4  
EV charging system 
complete system including the EV supply equipment and the EV functions that are required to 
supply electric energy to an EV for the purpose of charging  

3.1.5  
EV charging station 
stationary part of EV supply equipment connected to the supply network  

Note 1 to entry: For case C, the cable assembly is part of the EV charging station. 

3.1.6  
DC EV charging station 
EV charging station that supplies direct current to an EV 
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3.1.7  
AC EV charging station 
EV charging station that supplies alternating current to an EV 

3.1.8  
charging 
all functions necessary to condition voltage and/or current provided by the AC or DC supply 
network to assure the supply of electric energy to the RESS 

3.1.9  
charging mode 
method for connection of an EV to the supply network to supply energy to the vehicle 

Note 1 to entry: Mode 1, mode 2, mode 3 and mode 4 are described in Clause 6. 

3.1.10  
case A  
connection of an EV to the supply network with a plug and cable permanently attached to the 
EV  

SEE: Figure 1 

 

Note 1 to entry: The cable assembly is part of the vehicle. 

Figure 1 – Case A connection 

3.1.11  
case B  
connection of an EV to a supply network with a cable assembly detachable at both ends   

SEE: Figure 2 

 

Note 1 to entry: The detachable cable assembly is not part of the vehicle or the charging station. 

Figure 2 – Case B connection 

3.1.12  
case C  
connection of an EV to a supply network utilizing a cable and vehicle connector permanently 
attached to the EV charging station. 

SEE: Figure 3 
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Note 1 to entry: The cable assembly is part of the EV charging station. 

Figure 3 – Case C connection 

Key for Figures 1 to 3  

(a) Socket-outlet 

(b) Plug 

(c) Cable  

(d) Vehicle connector 

(e) Vehicle coupler 

(f) Vehicle inlet 

(g) Charging station 

(h) EV socket-outlet 

(i) EV plug 

 

3.2 Insulation 

3.2.1  
basic insulation 
insulation of hazardous-live-parts which provides basic protection 

[SOURCE: IEC 60050-826:2004, 826-12-14] 

3.2.2  
direct contact 
electrical contact of persons or animals with live parts 

[SOURCE: IEC 60050-195:1998, 195-06-03] 

3.2.3  
double insulation  
insulation comprising both basic insulation and supplementary insulation 

[SOURCE: IEC 60050-826:2004, 826-12-16] 

3.2.4  
conductive part 
part which can carry electric current 

[SOURCE: IEC 60050-195:1998, 195-01-06] 

3.2.5  
exposed conductive part 
conductive part of electrical equipment, which can be touched and which is not normally live, 
but which can become live when basic insulation fails 

Note 1 to entry: A conductive part of electrical equipment which can only become live through contact with an 
exposed-conductive-part which has become live is not considered to be an exposed-conductive-part itself. 

[SOURCE: IEC 60050-441:1998, 442-01-21] 
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3.2.6  
hazardous-live-part 
live part which, under certain conditions, can give a harmful electric shock 

[SOURCE: IEC 60050-195:1998, 195-06-05] 

3.2.7  
fault protection 
protection against shock under single-fault conditions 

[SOURCE: IEC 60050-195:1998/AMD1:2001, 195-06-02] 

3.2.8  
insulation 
all the materials and parts used to insulate conductive elements of a device, or a set of 
properties which characterize the ability of insulation to provide its function 

[SOURCE: IEC 60050-151:2001, 151-15-41, modified and 151-15-42, modified]  

3.2.9  
live part 
conductor or conductive part intended to be energized in normal operation, including a neutral 
conductor, but by convention not a PEN conductor or PEM conductor or PEL conductor 

Note 1 to entry: This concept does not necessarily imply a risk of electric shock. 

[SOURCE: IEC 60050-195:1998, 195-02-19] 

3.2.10  
reinforced insulation 
insulation of hazardous-live-parts which provides a degree of protection against electric shock 
equivalent to double insulation 

Note 1 to entry: Reinforced insulation may comprise several layers which cannot be tested singly as basic 
insulation or supplementary insulation. 

[SOURCE: IEC 60050-195:1998, 195-06-09] 

3.2.11  
supplementary insulation 
independent insulation applied in addition to basic insulation for fault protection 

[SOURCE: IEC 60050-826:2004, 826-12-15] 

3.3 Functions 

3.3.1  
control pilot conductor 
insulated conductor incorporated in a cable assembly, which, together with the protective 
conductor, is part of the control pilot circuit 

3.3.2  
control pilot circuit 
circuit designed for the transmission of signals or communication between the EV and the EV 
supply equipment 

Note 1 to entry: for Mode 2 it is between the EV and the ICCB or IC-CPD. 
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3.3.3  
control pilot function 
function used to monitor and control the interaction between the EV and the EV supply 
equipment 

3.3.4  
control pilot function controller 
CPFC  
device in the EV supply equipment and the EV responsible for the control pilot function and 
the generation of the PWM signal 

Note 1 to entry: This note applies to the French language only. 

3.3.5  
proximity function 
electrical or mechanical means to indicate the insertion state of the vehicle connector in the 
vehicle inlet to the EV and/or to indicate the insertion state of the plug in the socket-outlet of 
the EV charging station 

3.4 Vehicle 

3.4.1  
electric vehicle 
EV 
(electric road vehicle)  
any vehicle propelled by an electric motor drawing current from an RESS, intended primarily 
for use on public roads 

Note 1 to entry: In this standard, these terms refer only to those vehicles that can be charged from an external 
electrical source. 

[SOURCE: ISO 17409] 

3.4.2  
plug in hybrid electric road vehicle  
PHEV 
electrical vehicle that can charge the rechargeable electrical energy storage device from an 
external electric source and also derives part of its energy from another on-board source 

Note 1 to entry: This note applies to the French language only. 

3.4.3  
rechargeable energy storage system  
RESS 
system that stores energy for delivery of electric energy and which is rechargeable 

EXAMPLE: batteries, capacitors 

Note 1 to entry: This note applies to the French language only. 

[SOURCE: ISO 17409] 

3.5 Cords, cables and connection means 

3.5.1  
adaptor 
portable accessory constructed as an integral unit incorporating both a plug portion and one 
socket-outlet portion 

[SOURCE: IEC 60050-442:1998, 442-03-19, modified] 
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3.5.2  
cable assembly 
assembly consisting of flexible cable or cord fitted with a plug and/or a vehicle connector, that 
is used to establish the connection between the EV and the supply network or an EV charging 
station 

Note 1 to entry: A cable assembly can be detachable or be a part of the EV or the EV charging station. 

Note 2 to entry: A cable assembly can include one or more cables, with or without a fixed jacket, which can be in 
a flexible tube, conduit or wire way. 

[SOURCE: IEC 62196-1:2014, 3.1, modified] 

3.5.3  
cable management system 
one or more devices that is intended to protect a cable assembly from mechanical damage 
and/or to facilitate its handling 

EXAMPLE: Cable suspension device. 

3.5.4  
cord extension set 
assembly consisting of a flexible cable or cord fitted with plug and a portable socket-outlet or 
connector which can match each other 

Note 1 to entry: The cord is called an “adapter cord” when the plug and socket-outlet do not match. 

Note 2 to entry: A Mode 1, Mode 2 or Mode 3 cable assembly is not considered as a cord extension set. 

[SOURCE: IEC 60050-461:2008, 461-06-17, modified] 

3.5.5  
in-cable control box 
ICCB 
device incorporated in the Mode 2 cable assembly, which performs control functions and 
safety functions 

Note 1 to entry: The “ICCB” is called “function box” in IEC 62752. 

Note 2 to entry: This note applies to the French language only. 

3.5.6  
IC-CPD 
Mode 2 cable assembly that complies with IEC 62752  

3.5.7  
EV socket-outlet 
specific socket-outlet intended to be used as part of EV supply equipment and defined in the 
IEC 62196 series 

3.5.8  
EV plug 
specific plug intended to be used as part of EV supply equipment and defined in the 
IEC 62196 series 

3.5.9  
plug 
accessory having contacts designed to engage with the contacts of a socket-outlet, also 
incorporating means for the electrical connection and mechanical retention of flexible cables 
or cords 
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[SOURCE: IEC 60050-442:1998, 442-03-01, modified – The word "pins" has been replaced by 
"contacts" in the definition.] 

3.5.10  
socket-outlet 
accessory having socket-contacts designed to engage with the contacts of a plug and having 
terminals for the connection of cables or cords 

[SOURCE: IEC 60050-442:1998, 442-03-02, modified – The word "pins" has been replaced by 
"contacts" in the definition.] 

3.5.11  
standard plug and socket-outlet 
plug and socket-outlet which meets the requirements of any IEC and/or any national standard 
that provides interchangeability by standard sheets, excluding the specific EV accessories as 
defined in the IEC 62196 series 

Note 1 to entry: The IEC 60309-1, IEC 60309-2 and IEC 60884-1 and IEC TR 60083, define standard plugs and 
socket-outlets. 

3.5.12  
vehicle coupler  
electric vehicle coupler 
means of enabling the connection at will of a flexible cable to an electric vehicle 

Note 1 to entry: It consists of two parts: a vehicle connector and a vehicle inlet. 

[SOURCE: IEC 62196-1:2014, 3.3] 

3.5.13  
vehicle connector 
electric vehicle connector 
part of a vehicle coupler integral with, or intended to be attached to the cable assembly 

[SOURCE: IEC 62196-1:2014, 3.3.1] 

3.5.14  
vehicle inlet 
electric vehicle inlet 
part of a vehicle coupler incorporated in, or fixed to, the electric vehicle  

[SOURCE: IEC 62196-1:2014, 3.3.2] 

3.5.15  
connecting point 
point where one electric vehicle is connected to the fixed installation  

Note 1 to entry: The connecting point for Modes 1 and 2 is the point where one electric vehicle is connected to 
the fixed installation or supply network.  

Note 2 to entry: The connecting point for Modes 3 and 4 is the point where one electric vehicle is connected to 
the EV charging station 

Note 3 to entry: The connecting point for Mode 1, Mode 2 and Mode 4, connected by a cable and plug is the 
standard socket-outlet. 

Note 4 to entry: The connecting point for Mode 3 and permanently connected Mode 4 is the EV socket-outlet 
(case A and case B) or the EV connector (case C). 
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3.5.16  
interlock 
device or combination of devices that prevents the power contacts of a socket-outlet/vehicle 
connector from becoming live before it is in proper engagement with a plug/vehicle inlet, and 
which either prevents the plug/vehicle connector from being withdrawn while its power 
contacts are live or makes the power contacts dead before separation 

3.5.17  
retaining means 
device (e.g. mechanical or electromechanical) that holds a plug or vehicle connector in 
position when it is in proper engagement, and prevents its unintentional withdrawal  

[SOURCE: IEC 62196-1:2014, 3.9] 

3.5.18  
latching device 
part of the interlock mechanism provided to hold a plug in the socket-outlet or vehicle 
connector in the vehicle inlet to prevent its intentional or unintentional withdrawal 

EXAMPLE See standard sheets 2-II and 2-IIId in IEC 62196-2:2014 and 3-IIIc in IEC 62196-3:2014. 

[SOURCE: IEC 62196-1:2014, 3.10, modified] 

3.5.19  
locking mechanism 
means intended to reduce the likelihood of tampering with, or an unauthorised removal, of the 
accessories 

[SOURCE: IEC 62196-1:2014, 3.11, modified] 

3.5.20  
vehicle adaptor 
portable accessories constructed as an integral unit incorporating both vehicle inlet portion 
and vehicle connector portion 

3.6 Service and usage 

3.6.1  
indoor use 
intended for operation under normal ambient conditions in a building 

[SOURCE: IEC 60050-151:2001, 151-16-06, modified – The term "indoor" has been replaced 
by "indoor use".] 

3.6.2  
outdoor use 
capable of operating under specific range of outdoor conditions  

[SOURCE: IEC 60050-151:2001, 151-16-05, modified – The term "outdoor" has been replaced 
by "outdoor use".] 

3.6.3  
equipment for locations with restricted access 
equipment accessible to all persons who are authorized to have access to the location (e.g. 
equipment located in private housing, private parking areas or similar places) 

[SOURCE: IEC 60050-195:1998, 195-04-04, modified] 
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3.6.4  
equipment for locations with non-restricted access 
equipment accessible for all persons, e.g. access available in a public area 

3.6.5  
portable equipment 
cord and plug connected equipment, cable assembly, adaptors or other accessories that are 
capable to be carried by one person and designed and intended to be carried within the EV 

3.6.6  
mobile equipment 
electric equipment which is moved while in operation or which can easily be moved from one 
place to another while connected to the supply. 

[SOURCE: IEC 60050-826:2004, 826-16-04] 

3.6.7  
stationary equipment 
equipment or electric equipment not provided with a carrying handle and having such a mass 
that it cannot easily be moved 

Note 1 to entry: Stationary equipment is intended to be either permanently connected to the supply network or 
connected to the supply network by a cable and plug. 

[SOURCE: IEC 60050-826:2004, 826-16-06, modified] 

3.6.8  
ground mounted 
equipment with a part intended to be embedded or attached to the ground 

3.6.9  
permanently connected EV supply equipment 
EV supply equipment that can only be connected to, or disconnected from, the AC or DC 
supply network by the use of a tool 

[SOURCE: IEC 60050-151:2001/AMD2:2014, 151-11-29, modified] 

3.6.10  
user 
party who will specify, purchase, use and/or operate the EV supply equipment, or someone 
acting on their behalf 

[SOURCE: IEC 61439-1:2011, 3.10.3, modified] 

3.7 General terms 

3.7.1  
supply network 
any source of electric energy (eg. mains or electric grid, distributed energy resources (DER), 
battery bank, PV installation, generator, etc. ) 

3.7.2  
protective conductor  
conductor provided for purposes of safety, for example protection against electric shock 

EXAMPLE Examples of a protective conductor include a protective bonding conductor, protective earthing 
conductor and an earthing conductor when used for protection against electric shock. 

[SOURCE: IEC 60050-826:2004, 826-13-22, modified]  

Full document details: BS EN IEC 61851-1:2019

https://doi.org/10.3403/BSENIEC61851?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30204030?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-61851-1-2019
http://www.avadocuments.com/doc/bs-en-iec-61851-1-2019


 – 26 – IEC 61851-1:2017  IEC 2017 

3.7.3  
protective earthing conductor 
protective grounding conductor (US, CA) 
equipment grounding conductor (US, CA) 
protective conductor provided for protective earthing  

Note 1 to entry: In the U.S.A. and in CA, the term "ground" is used instead of "earth". 

[SOURCE: IEC 60050-195:1998, 195-02-11, modified – The third term and Note 1 have been 
added.] 

3.7.4  
earthing terminal 
grounding terminal (US, CA) 
terminal provided on equipment or on a device and intended for the electric connection with 
the earthing arrangement 

[SOURCE: IEC 60050-195:1998, 195-02-31] 

3.7.5  
protective earthing 
protective grounding (US, CA) 
earthing a point or points in a system or in an installation or in equipment for purposes of 
electrical safety 

[SOURCE: IEC 60050-195:1998/AMD1:2001, 195-01-11] 

3.7.6  
residual current device 
RCD 
mechanical switching device designed to make, carry and break currents under normal 
service conditions and to cause the opening of the contacts when the residual current attains 
a given value under specified conditions 

Note 1 to entry: A residual current device can be a combination of various separate elements designed to detect 
and evaluate the residual current and to make and break current. 

[SOURCE: IEC 60050-442:1998, 442-05-02] 

3.7.7  
leakage current 
electric current in an unwanted conductive path under normal operating conditions 

[SOURCE: IEC 60050-195:1998, 195-05-15] 

3.7.8  
switching device 
device designed to make or break the current in one or more electric circuits 

[SOURCE: IEC 60050-441:1984, 441-14-01]] 

3.7.9  
mechanical switching device 
switching device designed to close and open one or more electric circuits by means of 
separable contacts 

[SOURCE: IEC 60050-441:1984, 441-14-02, modified – The note has been removed.] 
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3.7.10  
touch current 
electric current passing through a human body or through an animal body when it touches one 
or more accessible parts of an electrical installation or electrical equipment 

[SOURCE: IEC 60050-826:2004, 826-11-12] 

4 General requirements 

The EV supply equipment shall be so constructed that an EV can be connected to the EV 
supply equipment so that in normal conditions of use, the energy transfer operates safely, and 
its performance is reliable and minimises the risk of danger to the user or surroundings. 

Compliance is checked by meeting all of the relevant requirements of the IEC 61851 series. 

Unless otherwise stated all tests indicated in this document are type tests. 

Unless otherwise stated, all tests required by this standard may be conducted on separate 
samples. They may be done on the same samples at the manufacturer’s agreement. 

Unless otherwise stated, each test is conducted once. 

Unless otherwise specified, all tests shall be carried out in a draught-free location and at an 
ambient temperature of 20°± 5 °C. 

The EV supply equipment shall be rated for one or more of standard nominal voltages and 
frequencies as given in IEC 60038. 

NOTE In the following countries, national standards or regulations provide different requirements for frequency: 
JP.  

Assemblies for EV supply equipment shall comply with IEC TS 61439-7 with the 
exceptions or additions as indicated in Clause 12. 

The standard applies to equipment that is designed to be used at an altitude up to 2 000 m. 

For equipment designed to be used at altitudes above 2 000 m, it is necessary to take into 
account the reduction of the dielectric strength and the cooling effect of the air. 
Electrical equipment intended to operate under these conditions shall be designed 
or used in accordance with an agreement between manufacturer and user. 

5 Classification 

5.1 Characteristics of power supply and output 

5.1.1 Characteristics of power supply input 

The EV supply equipment shall be classified according to the supply network system that it 
is intended to be connected to: 

– EV supply equipment connected to AC supply network;
– EV supply equipment connected to DC supply network.

The EV supply equipment shall be classified according to the electric connection method: 

– Plug and cable connected;
– Permanently connected.
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5.1.2 Characteristics of power supply output 

The EV supply equipment shall be classified according to the type of current the EV supply 
equipment delivers: 

– AC EV supply equipment; 
– DC EV supply equipment; 
– AC and/or DC EV supply equipment. 

5.2 Normal environmental conditions 

The EV supply equipment shall be classified according to the environmental conditions and 
use:  

– indoor use; 
– outdoor use. 

NOTE The conditions that define indoor and outdoor use are given in 7.1.1 of IEC 61439-1:2011. 

5.3 Special environmental conditions 

The EV supply equipment may be classified according to their suitability for use in special 
environmental conditions other than those specified in this document, if declared so by the 
manufacturer. 

5.4 Access 

The EV supply equipment shall be classified according to the location they are intended for: 

– equipment for locations with restricted access; 
– equipment for locations with non-restricted access. 

5.5 Mounting method 

The EV supply equipment shall be classified according to the type of mounting: 

a) stationary equipment;  
– mounted on walls, poles or equivalent positions: 

• flush mounted; 

• surface mounted. 
– pole/column/pipe-mounted 
– floor mounted 
– ground mounted.  

b) non stationary equipment 
– portable equipment; 
– mobile equipment. 

NOTE More than one classification can apply.  

5.6 Protection against electric shock 

The equipment shall be classified according to the protection against electric shock: 

– class I equipment; 
– class II equipment; 
– class III equipment. 
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NOTE Class I, Class II and Class III descriptions can be found in IEC 61140:2016, 7.3, 7,4 and 7.5. 

5.7 Charging modes 

The EV supply equipment shall be classified according to 6.2: 

– Mode 1; 
– Mode 2; 
– Mode 3; 
– Mode 4. 

NOTE EV supply equipment with multiple outputs can be classified as supporting more than one mode.  

6 Charging modes and functions 

6.1 General 

Clause 6 describes the different charging modes and functions for energy transfer to EVs. 

6.2 Charging modes 

6.2.1 Mode 1 

Mode 1 is a method for the connection of an EV to a standard socket-outlet of an AC supply 
network, utilizing a cable and plug, both of which are not fitted with any supplementary pilot or 
auxiliary contacts. 

The rated values for current and voltage shall not exceed: 

– 16 A and 250 V AC, single-phase,  
– 16 A and 480 V AC, three-phase. 

EV supply equipment intended for Mode 1 charging shall provide a protective earthing 
conductor from the standard plug to the vehicle connector. 

Current limitations are also subject to the standard socket-outlet ratings described in 9.2. 

NOTE 1 In the following countries, Mode 1 charging is prohibited by national codes: US, IL, UK 

NOTE 2 In the following countries, Mode 1 charging is prohibited in public areas by national codes: IT 

NOTE 3 In the following countries, Mode 1 charging without integral ground fault leakage interruption is not 
permitted: CA 

NOTE 4 In the following countries, plugs and socket-outlets according to IEC 60309-2 are recommended for 
Mode 1 connections for more than 8 A (2 kVA): CH. 

NOTE 5 In the following countries, for EV supply equipment equipped with a plug for household and similar use, 
repeated continuous loads of long duration, shall be limited to 6 A: DK 

NOTE 6 In the following countries, EV supply equipment equipped with a plug for household and similar use, if 
the charging cycle can exceed 2 hours, the maximum rated current is 10 A: NO 

NOTE 7 In the following countries, EV supply equipment equipped with a plug for household and similar use, if 
the charging cycle can exceed 2 hours, the maximum rated current is 8 A: FR 

NOTE 8 In the following countries, Mode 1 cable assembly without PCRD shall not be used but only Mode 1 
cables with a PCRD: DE 

– ( Due to Article 14 in the constitutional law of Germany which frames the preservation of status quo of existing 
electrical installations it cannot be ensured that fixed electrical installations at all times provide an RCD in 
Germany). 
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6.2.2 Mode 2 

Mode 2 is a method for the connection of an EV to a standard socket-outlet of an AC supply 
network utilizing an AC EV supply equipment with a cable and plug, with a control pilot 
function and system for personal protection against electric shock placed between the 
standard plug and the EV. 

The rated values for current and voltage shall not exceed: 

– 32 A and 250 V AC single-phase; 
– 32 A and 480 V AC three-phase. 

Current limitations are also subject to the standard socket-outlet ratings described in 9.2. 

EV supply equipment intended for Mode 2 charging shall provide a protective earthing 
conductor from the standard plug to the vehicle connector. 

Mode 2 equipment that is destined to be mounted on a wall but is detachable by the user, or 
to be used in a shock resistant enclosure shall use protection equipment as required by 
IEC 62752.  

NOTE 1 In the following countries, Mode 2 charging is limited by national codes to 250 V maximum: US, CA. 

NOTE 2 In the following countries, Mode 2 is not allowed in public areas: IT. 

NOTE 3 In the following countries, Mode 2 shall not exceed 16 A and not exceed 250 V AC in single phase 
systems: CH. 

NOTE 4 In the following countries, the use of IEC 60309-2 accessories is recommended for Mode 2 connections 
for more than 8 A (2 kVA): CH. 

NOTE 5 In the following countries, for EV supply equipment equipped with a plug for household and similar use, 
repeated continuous loads of long duration, shall be limited to 6 A: DK 

NOTE 6 In the following countries, EV supply equipment equipped with a plug for household and similar use, if 
the charging cycle can exceed 2 hours, the maximum rated current is 8 A: FR 

NOTE 7 In the following countries, EV supply equipment equipped with a plug for household and similar use, if 
the charging cycle can exceed 2 hours, the maximum rated current is 10 A: NO 

NOTE 8 In the following countries, the use of IEC 60309-2 accessories is recommended for Mode 2 connections 
for more than 10 A: IT 

6.2.3 Mode 3 

Mode 3 is a method for the connection of an EV to an AC EV supply equipment permanently 
connected to an AC supply network, with a control pilot function that extends from the AC EV 
supply equipment to the EV. 

EV supply equipment intended for Mode 3 charging shall provide a protective earthing 
conductor to the EV socket-outlet and/or to the vehicle connector.  

6.2.4 Mode 4 

Mode 4 is a method for the connection of an EV to an AC or DC supply network utilizing a DC 
EV supply equipment, with a control pilot function that extends from the DC EV supply 
equipment to the EV. 

Mode 4 equipment may be either permanently connected or connected by a cable and plug to 
the supply network.  

EV supply equipment intended for Mode 4 charging shall provide a protective earthing 
conductor or protective conductor to the vehicle connector.  
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Additional requirements for DC EV supply equipment are given in IEC 61851-23.  

6.3 Functions provided in Mode 2, 3 and 4 

6.3.1 Mandatory functions in Modes 2, 3, and 4  

6.3.1.1 General 

The following control pilot functions shall be provided by the EV supply equipment: 

• Continuous continuity checking of the protective conductor according to 6.3.1.2; 

• Verification that the EV is properly connected to the EV supply equipment according to 
6.3.1.3; 

• Energization of the power supply to the EV according to 6.3.1.4; 

• De-energization of the power supply to the EV according to 6.3.1.5; 

• Maximum allowable current according to 6.3.1.6. 

Compliance is checked by inspection and test where applicable. 

If EV supply equipment can supply more than one vehicle simultaneously, it shall ensure that 
the control pilot function performs the above functions independently at each connecting point. 

NOTE The control pilot functions can be achieved using a PWM signal and a control pilot as described in Annex A 
or by any other non PWM system that provides the same results and is compatible with Annex A. An example is 
given in informative Annex D. 

EV supply equipment designed for Mode 2 or Mode 3, using the control pilot conductor and 
utilizing accessories according to IEC 62196-2, shall be provided with control pilot function 
according to Annex A. 

6.3.1.2 Continuous continuity checking of the protective conductor 

While charging in Mode 2, the electrical continuity of the protective earthing conductor 
between the ICCB and the respective EV contact shall be continuously monitored by the ICCB. 

While charging in Mode 3, the electrical continuity of the protective earthing conductor 
between the EV charging station and the respective EV contact shall be continuously 
monitored by the EV supply equipment. 

While charging in Mode 4, the electrical continuity of the protective conductor between the EV 
charging station and the respective EV contact shall be continuously monitored by the EV 
supply equipment. 

The EV supply equipment shall disconnect the supply to the EV in case of: 

• loss of electrical continuity of the protective conductor (i.e. open control pilot circuit), 
within 100 ms.  

• incapacity to verify the continuity of the protective conductor (e.g. short circuit between 
pilot wire and protective conductor), within 3 s. 

6.3.1.3 Verification that the EV is properly connected to the EV supply equipment 

The EV supply equipment shall be able to determine that the EV is properly connected to the 
EV supply equipment.  

Proper connection is assumed when the continuity of the control pilot circuit is detected. 
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6.3.1.4 Energization of the power supply to the EV 

The EV socket-outlet or the vehicle connector shall not be energized unless the control pilot 
function between EV supply equipment and EV has been established correctly with signal 
states allowing energization. 

The presence of such states does not imply that energy will be transferred between the EV 
supply equipment and the EV as this may be subject to other external conditions, e.g. energy 
management system. 

If the EV requests ventilation, the EV supply equipment shall only energize the system if such 
ventilation is provided by the installation or the premises. 

6.3.1.5 De-energization of the power supply to the EV 

If the control pilot signal is interrupted the power supply to the EV shall be interrupted 
according to 6.3.1.2. 

If the control pilot signal status no longer allows energization, the power supply to the EV 
shall be interrupted but the control pilot signalling may remain in operation. 

6.3.1.6 Maximum allowable current 

A means shall be provided to inform the EV of the value of the maximum current it is allowed 
to draw. The value of the maximum current permitted shall be transmitted and shall not 
exceed any of the following: 

• the rated output current of the EV supply equipment,  

• the rated current of the cable assembly. 

NOTE The cable assembly includes Mode 2 and Mode 3 cable assemblies. 

The transmitted value may change, without exceeding the maximum allowed current, to adapt 
to power limitations, e.g. for load management. 

The EV supply equipment may interrupt the energy supply if the current drawn by the EV 
exceeds the transmitted value. 

6.3.2 Optional functions for Modes 2, 3 and 4 

6.3.2.1 General 

The optional functions that are implemented shall be indicated in the manual and shall fulfil 
the requirements of 6.3.2. 

Other functions can be provided. 

Compliance is checked by inspection and test where applicable. 

6.3.2.2 Ventilation during supply of energy 

EV supply equipment can exchange information with installation regarding the request and 
presence for ventilation. 

NOTE 1 Ventilation requirements might be subject to local or national regulation or standard. 

NOTE 2 In the following countries national regulations may require ventilation for some situations for indoor 
charging under certain conditions: CA. 

NOTE 3 This is mainly a requirement for indoor charging. 

Full document details: BS EN IEC 61851-1:2019

https://doi.org/10.3403/BSENIEC61851?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-61851-1-2019
http://www.avadocuments.com/doc/bs-en-iec-61851-1-2019


IEC 61851-1:2017  IEC 2017 – 33 – 

6.3.2.3 Intentional and unintentional disconnection of the vehicle connector and/or 
the EV plug 

A mechanical or electromechanical means shall be provided to prevent intentional and 
unintentional disconnection under load of the vehicle connector and/or plug according to 
IEC 62196-1. 

NOTE 1 IEC 62196-1:2014 defines three levels of prevention of disconnection as given in the definitions 3.9, 3.10 
and 3.11 in the order of increasing constraints, as follows: 

– Unintentional disconnection prevention -> retaining means, 

– Unintentional and intentional disconnection prevention -> latching device,  

– Unintentional, intentional disconnection and tampering prevention -> locking mechanism.  

NOTE 2 In the following countries a means to prevent unintentional disconnect of the EV accessories is required: 
CA, US. 

6.3.2.4 Mode 4 using the combined charging system   

The combined charging system as described in Annex CC of IEC 61851-23:2014 and 
ISO 17409 shall be so designed that: 

• AC chargeable EVs with a basic vehicle inlet do not require any means to protect the EV 
against DC voltage at the inlet. 

• AC EV supply equipment does not require any means to be self-protected against DC 
voltage coming from the EV. 

NOTE 1 Standard Sheets for configuration EE and FF of IEC 62196-3 gives dimensions, rating and relevant 
mechanical functions of the interfaces EE and FF for DC. EV charging system C is described in Annex CC of 
IEC 61851-23:2014. 

For DC charging, digital communication shall be established between the vehicle and the DC 
EV charging station that validates the DC energy transfer. The DC supply to the vehicle shall 
not be connected until such complete validation from the vehicle is achieved. 

A combined interface extends the use of a basic interface for AC and DC charging.  

DC charging can be achieved by using separate and additional DC power contacts to supply 
DC energy to the EV or by using power contacts placed at the position of the AC power 
contacts of a basic interface, if the vehicle connector and the vehicle inlet are both suitable 
for DC. 

The basic portion of the combined vehicle inlet can be used with a basic connector for AC 
charging only or with a combined connector having separate contacts for AC or DC charging. 

AC and DC power transfer shall not occur through the combined interface at the same time. 

The combined interface used for DC charging shall only be used with the “Combined Charging 
System” described in Annex CC of IEC 61851-23:2014. 

Analysis and design of the EV supply equipment using a basic interface for DC shall apply a 
risk analysis according to IEC 61508 (all parts) applying a severity level of at least S2 for the 
function preventing the risk of unintended DC voltage output.  

NOTE 2 Such analysis includes the effect of vehicle faults on EV supply equipment.  

7 Communications 

7.1 Digital communication between the EV supply equipment and the EV 

Digital communication is optional for Modes 1, 2 and 3. 
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For Mode 4 the digital communication as described in IEC 61851-24 shall be provided to allow 
the EV to control the EV supply equipment. 

NOTE 1 Digital communication as described in ISO/IEC 15118 series is also called high level communication. 

NOTE 2 Annex D also provides information on digital communication. 

7.2 Digital communication between the EV supply equipment and the management 
system 

Telecommunication network or telecommunication port of the EV supply equipment, 
connected to the telecommunication network, if any, shall comply with the requirements for 
connection to telecommunication networks according to Clause 6 of IEC 60950-1:2005. 

8 Protection against electric shock 

8.1 Degrees of protection against access to hazardous-live-parts 

The different parts of the EV supply equipment as mentioned shall fulfil the following 
requirements: 

• IP ratings for enclosures shall be at least IPXXC;  

• vehicle connector when mated with vehicle inlet: IPXXD; 

• plug mated with socket-outlet: IPXXD; 

• vehicle connector intended for Mode 1 use, not mated: IPXXD;  

• vehicle connector intended for Mode 2 use, not mated: IPXXB and fulfilling the following: 
Minimum opening of the contact equal to the clearance according to IEC 60664-1 
considering overvoltage category 2 (e.g. the value given in IEC 60664-1 for 230 V/400 V is 
2,5 kV rated impulse voltage withstand that implies 1,5 mm separation of contacts) and 
inhibits the charging and warns the user in case of welded contact. 

• vehicle connector and EV socket-outlet intended for Mode 3 use, not mated: IPXXB 
provided it is associated directly upstream with a mechanical switching device (see also 
12.3) and fulfilling one of the following: 
a) minimum opening of the contact equal to the clearance according to IEC 60664-1 

considering overvoltage category 3 (e.g. the value given in IEC 60664-1 for 
230 V/400 V is 4 kV rated impulse voltage withstand that implies at least 3 mm 
separation of contacts); 

b) presence of monitoring of the switching contacts associated with a means to operate 
another mechanical switching device providing isolating function upstream the above  
in case of fault of operation of the switching device upstream the accessory; 

c) presence of shutters on live entry hole of the socket-outlets or connectors for case C. 

NOTE 1 In the following countries, IPXXB is required for Mode 1: JP, SE, CH, AT, DE, BE, FI 

NOTE 2 In the following countries options a and b are only acceptable if both options are used together: NL, IT 

NOTE 3 In the following countries the option b alone is not allowed: BE, CH  

NOTE 4 In following countries socket-outlets are equipped with shutters where they are mandatory in residential 
and public locations: FR, UK  

NOTE 5 In following countries standard socket-outlets are equipped with shutters where they are mandatory in 
residential and public locations: DK 

NOTE 6 In the following countries, for installations in dwellings and for 16 A applications, Wiring Rules prescribe 
the use of socket-outlets with shutters: ES 

NOTE 7 In the following countries national regulations require shutters or equivalent protection methods with 
equivalent safety levels. For example: installation heights, blocking objects against touch ability, interlocking, 
locking cover etc. SE 
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