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European foreword 

The text of document 22H/267/FDIS, future edition 3 of IEC 62040-3, prepared by SC 22H 
"Uninterruptible power systems (UPS)" of IEC/TC 22 "Power electronic systems and equipment" was 
submitted to the IEC-CENELEC parallel vote and approved by CENELEC as EN IEC 62040-3:2021. 

The following dates are fixed: 

• latest date by which the document has to be implemented at national 
level by publication of an identical national standard or by endorsement 

(dop) 2022-02-26 

• latest date by which the national standards conflicting with the 
document have to be withdrawn 

(dow) 2024-05-26 

This document supersedes EN 62040-3:2011 and all of its amendments and corrigenda (if any). 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.  

Endorsement notice 

The text of the International Standard IEC 62040-3:2021 was approved by CENELEC as a European 
Standard without any modification. 

In the official version, for Bibliography, the following notes have to be added for the standards 
indicated: 

IEC 60034-22 NOTE Harmonized as EN 60034-22 

IEC 60068-1:2013 NOTE Harmonized as EN 60068-1:2014 (not modified) 

IEC 60068-2 (series) NOTE Harmonized as EN IEC 60068-2 (series) 

IEC 60068-3-3:2019 NOTE Harmonized as EN IEC 60068-3-3:2019 (not modified) 

IEC 60196 NOTE Harmonized as EN 60196 

IEC 60896-21:2004 NOTE Harmonized as EN 60896-21:2004 (not modified) 

IEC 60898-1:2015 NOTE Harmonized as EN 60898-1:2019 (modified) 

IEC 60947-3 NOTE Harmonized as EN IEC 60947-3 

IEC 60947-6-1 NOTE Harmonized as EN 60947-6-1 

IEC 61000-2-4:2002 NOTE Harmonized as EN 61000-2-4:2002 (not modified) 

IEC 61000-4-30 NOTE Harmonized as EN 61000-4-30 

IEC 61508 (series) NOTE Harmonized as EN 61508 (series) 

IEC 62040-4 NOTE Harmonized as EN 62040-4 

IEC 62040-5-3 NOTE Harmonized as EN 62040-5-3 

IEC 62310-3 NOTE Harmonized as EN 62310-3 

IEC 62485-2:2010 NOTE Harmonized as EN IEC 62485-2:2018 (not modified) 

IEC 88528-11:2004 NOTE Harmonized as EN 88528-11:2004 (not modified) 
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Annex ZA 
(normative) 

 
Normative references to international publications 

with their corresponding European publications 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) 
applies.  

NOTE 1   Where an International Publication has been modified by common modifications, indicated by (mod), 
the relevant EN/HD applies.  

NOTE 2   Up-to-date information on the latest versions of the European Standards listed in this annex is available 
here: www.cenelec.eu.  

Publication Year Title EN/HD Year 

IEC 60038 (mod) 2009 IEC standard voltages EN 60038 2011 

IEC 60068-2-1 2007 Environmental testing - Part 2-1: Tests - 
Test A: Cold 

EN 60068-2-1 2007 

IEC 60068-2-2 2007 Environmental testing - Part 2-2: Tests - 
Test B: Dry heat 

EN 60068-2-2 2007 

IEC 60068-2-27 2008 Environmental testing - Part 2-27: Tests - 
Test Ea and guidance: Shock 

EN 60068-2-27 2009 

IEC 60068-2-78 2012 Environmental testing - Part 2-78: Tests - 
Test Cab: Damp heat, steady state 

EN 60068-2-78 2013 

IEC 60146-1-1 2009 Semiconductor converters - General 
requirements and line commutated 
converters - Part 1-1: Specification of 
basic requirements 

EN 60146-1-1 2010 

IEC 60146-2 1999 Semiconductor converters - Part 2: Self-
commutated semiconductor converters 
including direct d.c. converters 

EN 60146-2 2000 

IEC 60364-1 - Low-voltage electrical installations - Part 
1: Fundamental principles, assessment of 
general characteristics, definitions 

HD 60364-1 - 

IEC 60364-5-52 - Low-voltage electrical installations - Part 
5-52: Selection and erection of electrical 
equipment - Wiring systems 

HD 60364-5-52 - 

IEC 60664-1 2020 Insulation coordination for equipment 
within low-voltage supply systems - Part 
1: Principles, requirements and tests 

EN IEC 60664-1 2020 

IEC/TR 60721-4-3 2001 Classification of environmental conditions 
- Part 4-3: Guidance for the correlation 
and transformation of environmental 
condition classes of IEC 60721-3 to the 
environmental tests of IEC 60068 - 
Stationary use at weatherprotected 
locations 

- - 
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Publication Year Title EN/HD Year 

+ A1 2003  - - 

IEC 61000-2-2 2002 Electromagnetic compatibility (EMC) - 
Part 2-2: Environment - Compatibility 
levels for low-frequency conducted 
disturbances and signalling in public low-
voltage power supply systems 

EN 61000-2-2 2002 

+ A1 2017  + A1 2017 

+ A2 2018  + A2 2019 

IEC 61000-3-2 2018 Electromagnetic compatibility (EMC) - 
Part 3-2: Limits - Limits for harmonic 
current emissions (equipment input 
current ≤ 16 A per phase) 

EN IEC 61000-3-2 2019 

IEC/TS 61000-3-4 1998 Electromagnetic compatibility (EMC) - 
Part 3-4: Limits - Limitation of emission of 
harmonic currents in low-voltage power 
supply systems for equipment with rated 
current greater than 16 A 

- - 

IEC 61000-3-12 2011 Electromagnetic compatibility (EMC) - 
Part 3-12: Limits - Limits for harmonic 
currents produced by equipment 
connected to public low-voltage systems 
with input current >16 A and &le; 75 A per 
phase 

EN 61000-3-12 2011 

IEC 62040-1 2017 Uninterruptible power systems (UPS) - 
Part 1: Safety requirements 

EN IEC 62040-1 2019 

- -  + A11 2021 

IEC 62040-2 2016 Uninterruptible power systems (UPS) - 
Part 2: Electromagnetic compatibility 
(EMC) requirements 

EN IEC 62040-2 2018 

ISO 3744 2010 Acoustics - Determination of sound power 
levels and sound energy levels of noise 
sources using sound pressure - 
Engineering methods for an essentially 
free field over a reflecting plane 

EN ISO 3744 2010 

ISO 3746 2010 Acoustics - Determination of sound power 
levels and sound energy levels of noise 
sources using sound pressure - Survey 
method using an enveloping 
measurement surface over a reflecting 
plane 

EN ISO 3746 2010 

ISO 4180 2019 Packaging - Complete, filled transport 
packages - General rules for the 
compilation of performance test schedules 

EN ISO 4180 2019 
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
UNINTERRUPTIBLE POWER SYSTEMS (UPS) –  

 
Part 3: Method of specifying the performance and test requirements 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees. 

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications. 

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

IEC 62040-3 was prepared by subcommittee 22H: Uninterruptible power systems (UPS), of IEC 
technical committee 22: Power electronic systems and equipment. It is an International 
Standard. 

This third edition cancels and replaces the second edition published in 2011 and constitutes a 
technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) environmental conditions aligned with IEC 62040-1:2017 (UPS safety requirements); 
b) compliance requirements included in all sub-clauses referenced in Table 5 UPS test 

schedule; 
c) non-linear step load is no longer a type test and was removed from 6.4 in consistency with 

requirements for switch mode power supplies incorporating inrush current controls; this 
resulted in the performance classification coding being shortened from 8 to 7 characters 
(see 5.3.4); 

d) free-fall test aligned with ISO 4180 (see 6.5.1.3); 
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e) multiple normal mode UPS test requirements introduced; 
f) non-linear load requirements relaxed in Annex E in consistency with requirements for switch 

mode power supplies complying with the applicable limits for harmonic current in 
IEC 61000-3-2 and IEC 61000-3-12; 

g) minimum UPS efficiency values referenced in Annex I became normative and are based on 
active output power rating and utilisation of weighting factors rather than on allowances 
related to isolation transformers, input harmonic current filters and input voltages. 

The text of this International Standard is based on the following documents: 

FDIS Report on voting 

22H/267/FDIS 22H/270/RVD 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this International Standard is English. 

This document has been drafted in accordance with the ISO/IEC Directives, Part 2, and 
developed in accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC 
Supplement, available at www.iec.ch/members_experts/refdocs. The main document types 
developed by IEC are described in greater detail at www.iec.ch/standardsdev/publications. 

In this document, the following print types are used: 

• requirements proper and normative annexes: in roman type; 

• compliance statements and test specifications: in italic type; 

• notes and other informative matter: in smaller roman type; 

• normative conditions within tables: in smaller roman type; 

• terms that are defined in Clause 3: bold. 

A list of all parts of the IEC 62040 series, published under the general title Uninterruptible power 
systems (UPS), can be found on the IEC website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to 
the specific document. At this date, the document will be 

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates that it 
contains colours which are considered to be useful for the correct understanding of its 
contents. Users should therefore print this document using a colour printer. 
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UNINTERRUPTIBLE POWER SYSTEMS (UPS) –  
 

Part 3: Method of specifying the performance and test requirements 
 
 
 

1 Scope 

This part of IEC 62040 establishes the performance and test requirements applied to movable, 
stationary and fixed electronic uninterruptible power systems (UPS) that 

• are supplied from AC voltage not exceeding 1 000 V, 

• deliver AC output voltage not exceeding 1 000 V, 

• incorporate an energy storage device not exceeding 1 500 V DC, and 

• have a primary function to ensure continuity of load power. 

This document specifies performance and test requirements of a complete UPS and, where 
applicable, of individual UPS functional units. Requirements for the individual UPS functional 
units found in IEC publications listed in the Bibliography apply so far that they are not in 
contradiction with this document. 

UPS are developed for a wide range of power, from less than hundred watts to several 
megawatts, to meet requirements for availability and quality of power to a variety of loads. 
Refer to Annex A and Annex B for information on typical UPS configurations and topologies. 

This document also includes UPS performance and test requirements related to UPS switches 
that interact with UPS functional units to maintain continuity of load power. 

This document does not cover  

• conventional AC and DC distribution boards and their associated switches, 

• stand-alone static transfer systems covered by IEC 62310-3, 

• rotary UPS covered by IEC 88528-11, and 

• DC UPS covered by IEC 62040-5-3. 

NOTE 1 This document recognises that continuity of load power to information technology (IT) equipment 
represents a major UPS application. The UPS output characteristics specified in this document are therefore also 
aimed at ensuring compatibility with the requirements of IT equipment. This, subject any limitation stated in the 
manufacturer’s declaration, includes requirements for steady state and transient voltage variation as well as for the 
supply of both linear and non-linear load characteristics of IT equipment. 

NOTE 2 Test loads specified in this document simulate both linear and non-linear load characteristics. Their use 
permits verification of the performance declared by the manufacturer while minimising complexity and energy 
consumption during the tests. 

NOTE 3 This document is aimed at 50 Hz and 60 Hz applications but does not exclude other frequency applications 
within the domain of IEC 60196. This is subject to an agreement between manufacturer and purchaser with respect 
to any particular requirements arising.  

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the cited edition applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60038:2009, IEC standard voltages 
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IEC 60068-2-1:2007, Environmental testing – Part 2-1: Tests – Test A: Cold 

IEC 60068-2-2:2007, Environmental testing – Part 2-2: Tests – Test B: Dry heat 

IEC 60068-2-27:2008, Environmental testing – Part 2-27: Tests – Test Ea and guidance: Shock 

IEC 60068-2-78:2012, Environmental testing – Part 2-78: Tests – Test Cab: Damp heat, steady 
state 

IEC 60146-1-1:2009, Semiconductor converters – General requirements and line commutated 
converters – Part 1-1: Specification of basic requirements 

IEC 60146-2:1999, Semiconductor converters – Part 2: Self-commutated semiconductor 
converters including direct d.c. converters 

IEC 60364-1, Low-voltage electrical installations – Part 1: Fundamental principles, assessment 
of general characteristics, definitions 

IEC 60364-5-52, Low-voltage electrical installations – Part 5-52: Selection and erection of 
electrical equipment – Wiring systems 

IEC 60664-1:2020, Insulation coordination for equipment within low-voltage supply systems – 
Part 1: Principles, requirements and tests 

IEC TR 60721-4-3:2001, Classification of environmental conditions – Part 4-3: Guidance for the 
correlation and transformation of environmental condition classes of IEC 60721-3 to the 
environmental tests of IEC 60068 – Stationary use at weatherprotected locations  
IEC TR 60721-4-3/AMD1:2003 

IEC 61000-2-2:2002, Electromagnetic compatibility (EMC) – Part 2-2: Environment – 
Compatibility levels for low-frequency conducted disturbances and signaling in public low-
voltage power supply systems  
IEC 61000-2-2:2002/AMD1:2017  
IEC 61000-2-2:2002/AMD2:2018 

IEC 61000-3-2:2018, Electromagnetic compatibility (EMC) – Part 3-2: Limits – Limits for 
harmonic current emissions (equipment input current ≤ 16 A per phase)  

IEC TS 61000-3-4:1998, Electromagnetic compatibility (EMC) – Part 3-4: Limits – Limitation of 
emission of harmonic currents in low-voltage power supply systems for equipment with rated 
current greater than 16 A  

IEC 61000-3-12:2011, Electromagnetic compatibility (EMC) – Part 3-12: Limits – Limits for 
harmonic currents produced by equipment connected to public low-voltage systems with input 
current > 16 A and ≤ 75 A per phase  

IEC 62040-1:2017, Uninterruptible power systems (UPS) – Part 1: Safety requirements 

IEC 62040-2:2016, Uninterruptible power systems (UPS) – Part 2: Electromagnetic 
compatibility (EMC) requirements 

ISO 3744:2010, Acoustics – Determination of sound power levels and sound energy levels of 
noise sources using sound pressure – Engineering methods for an essentially free field over a 
reflecting plane 
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ISO 3746:2010, Acoustics – Determination of sound power levels and sound energy levels of 
noise sources using sound pressure – Survey method using an enveloping measurement 
surface over a reflecting plane 

ISO 4180:2019, Packaging – Complete, filled transport packages – General rules for the 
compilation of performance test schedules 

3 Terms and definitions 

3.1 General 

For the purposes of this document, the following terms and definitions apply.  

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

NOTE In this document, IEC 60050 definitions are referenced wherever possible, particularly those of 
IEC 60050-551. When an existing IEC 60050 definition needs amplification or additional information, this is indicated 
by adding the word "modified" after the IEC 60050 reference. 

Table 1 provides an alphabetical cross-reference listing of terms. 

Table 1 – Alphabetical list of terms 

Term 
Term 

number Term 
Term 

number Term 
Term 

number 

AC input power 3.2.8 AC input power failure 3.3.1 active power 
P  

3.5.30 

ambient temperature 3.5.56 apparent power 
S  

3.5.31 asynchronous transfer 3.3.14 

automatic  3.3.11 battery 3.2.19 battery ripple current  3.3.18 

bidirectional converter 3.2.16 bypass 3.2.29 bypass mode 3.3.9 

charger 3.2.21 charger current limit  3.5.29 continuity of load 
power 

3.3.5 

converter 
convertor 

3.2.12 current limit  3.5.27 cut-off voltage 3.5.55 

DC link 3.2.17 deviation 3.5.5 displacement power 
factor 

3.5.41 

electronic power 
switch 

3.2.25 efficiency 3.5.57 energy storage device 3.2.18 

fixed UPS 3.4.3 flywheel energy 
storage system 

3.2.22 frequency variation 3.5.46 

UPS functional unit 
functional unit  

3.2.13 harmonic component 3.5.51 harmonic content  3.5.52 

high impedance failure 3.3.3 hybrid power switch 3.2.27 individual harmonic 
distortion 

3.5.50 

input frequency 
tolerance band 

3.5.47 input power factor 3.5.42 input voltage tolerance 
band 

3.5.14 

inrush current  3.5.25 instantaneous voltage 
variation 

3.5.11 UPS inverter 
inverter 

3.2.15 

inverter current limit  3.5.28 light load 3.2.38 linear load 3.2.33 

load 3.2.31 load power factor 3.5.43 load sharing 3.5.37 

low impedance failure 3.3.4 mains 3.2.9 maintenance bypass 
switch 

3.2.28 
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Term 
Term 

number Term 
Term 

number Term 
Term 

number 

manual 3.3.10 maximum input current  3.5.24 mechanical power 
switch 

3.2.26 

movable UPS 3.4.1 multiple normal mode 
UPS 

3.3.7 nominal  3.5.3 

non-linear load 3.2.34 non-sinusoidal output 
voltage 

3.5.18 normal mode 3.3.6 

output current  3.5.26 output frequency 
tolerance band 

3.5.48 output voltage 3.5.15 

output voltage 
tolerance band 

3.5.16 overload capacity  3.5.38 parallel redundant UPS 3.2.7 

parallel UPS 3.2.4 periodic output voltage 
modulation 

3.5.22 phase angle 3.5.39 

polyphase 3.2.10 port  3.2.11 power factor 3.5.40 

rated apparent power 
of the equipment 
Sequ  

3.5.32 rated current  3.5.13 rated frequency 3.5.44 

rated frequency 
tolerance band 

3.5.45 rated input current 3.5.23 rated load 3.2.32 

rated output active 
power 

3.5.36 rated output apparent 
power 

3.5.35 rated 3.5.1 

rated voltage 3.5.12 rating 3.5.2 recovery time 3.5.10 

UPS rectifier 
rectifier 

3.2.14 redundant UPS 3.2.5 reference non-linear 
load 

3.2.35 

reference test load 3.2.36 reliability integrity level 
RIL 

3.3.19 restored energy time 3.5.54 

RMS value 
RMS 

3.5.7 RMS voltage variation 3.5.8 routine test  3.3.16 

secondary battery 3.2.20 service life 3.3.17 short-circuit power 
Ssc 

3.5.33 

short-circuit ratio  
Rsce  

3.5.34 single UPS 3.2.3 sinusoidal output 
voltage 

3.5.17 

standby redundant 
UPS 

3.2.6 static bypass switch 3.2.30 stationary UPS 3.4.2 

steady state 3.5.9 step load 3.2.37 stored energy mode 3.3.8 

stored energy time 3.5.53 supply impedance 3.3.2 synchronization 3.3.12 

synchronous transfer 3.3.13 tolerance band 3.5.4 total harmonic 
distortion  
THD 

3.5.49 

transfer switch 3.2.24 transient  3.5.6 type test 3.3.15 

unbalance ratio 3.5.21 unbalanced load 3.5.20 uninterruptible power 
system  
UPS 

3.2.1 

UPS switch 3.2.23  UPS unit 3.2.2 voltage unbalance 3.5.19 

 

3.2 Systems and components 

3.2.1  
uninterruptible power system  
UPS 
combination of converters, switches and energy storage devices (such as batteries), 
constituting a power system for maintaining continuity of load power in case of AC input 
power failure 
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3.2.2  
UPS unit 
assembly consisting of at least one of each of the following UPS functional units:  

• UPS inverter; 

• UPS rectifier, and/or a charger;  
• energy storage device (or means for connection to one) 

3.2.3  
single UPS 
UPS comprising only one UPS unit 

3.2.4  
parallel UPS 
UPS comprising two or more UPS units operating together for the purpose of sharing the load  

3.2.5  
redundant UPS 
UPS that has additional UPS units and/or additional UPS functional units for the purpose of 
improving the continuity of load power 

3.2.6  
standby redundant UPS 
redundant UPS in which one or more UPS unit(s) or UPS functional units are held in reserve 
until one or more UPS unit(s) or UPS functional unit(s) fail 

3.2.7  
parallel redundant UPS 
parallel UPS that is also a redundant UPS 

3.2.8  
AC input power 
external electrical power supplied to the UPS and, subject to satisfying the UPS output 
specification, to any bypass circuits 

Note 1 to entry: The AC input power is usually the mains or a private low-voltage power supply system. 

3.2.9  
mains 
public low-voltage power supply system with characteristics as detailed in IEC 61000-2-2, or, 
for industrial applications, non-public industrial low-voltage power supply system with class 3 
characteristics as detailed in IEC 61000-2-4  

3.2.10  
polyphase 
<circuit> circuit comprising more than one phase conductor 

Note 1 to entry: Typical polyphase circuits include three-phase, bi-phase, split-phase circuits. 

3.2.11  
port 
access to a device or network where electromagnetic energy or signals may be supplied or 
received or where the device or network variables may be observed or measured 

Note 1 to entry: Examples of ports include sockets and a group of terminals. 

[SOURCE: IEC 60050-131:2002, 131-12-60, modified – Word "sockets" added to example in 
Note 1 to entry, which has also been rephrased.] 
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3.2.12   
converter 
convertor 
<electronic power conversion> unit for electronic power conversion, comprising one or more 
electronic valve devices, transformers and filters if necessary and auxiliaries if any 

Note 1 to entry: In English, the two spellings "converter" and "convertor" are in use, and both are correct. 

[SOURCE: IEC 60050-551:1998, 551-12-01, modified – "(electronic) (power)" deleted from 
term, <electronic power conversion> added as domain.]  

3.2.13  
UPS functional unit 
functional unit 
UPS sub-system, for example, a UPS rectifier, a UPS inverter or a UPS switch 

3.2.14  
UPS rectifier 
rectifier 
converter that changes single-phase or polyphase alternating electric currents to 
unidirectional current 

[SOURCE: IEC 60050-551:2001, 151-13-45, modified – Word "UPS" added to term and word 
"electric energy converter" replaced by "converter" in the definition.] 

3.2.15  
UPS inverter 
inverter 
converter that changes direct electric current to single-phase or polyphase alternating 
currents 

[SOURCE: IEC 60050-551:2001, 151-13-46, modified – Word "UPS" added to term and word 
"electric energy converter" replaced by "converter".] 

3.2.16  
bidirectional converter 
converter which has the functions of both a rectifier and an inverter, and which can reverse 
the flow of power from AC to DC and vice-versa 

3.2.17  
DC link 
DC power interconnection between the rectifier and the inverter functional units 

Note 1 to entry: The voltage of the energy storage device can differ from that of the DC link. 

Note 2 to entry: The DC link can include converters. 

3.2.18  
energy storage device 
system consisting of a single or multiple devices designed to provide power to the UPS inverter 
for the required stored energy time 

Note 1 to entry: Examples of energy storage devices include, but are not limited to, battery, double-layer capacitor 
("super" or "ultra" capacitor) and flywheel energy storage systems. 

3.2.19  
battery 
set of electrochemical cells of the same type so connected as to act together  
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[SOURCE: IEC 60050-151:2001, 151-12-11, modified – Words "bank" and "off" deleted from 
the term, word "devices" replaced by "electrochemical cells" and note deleted.]  

3.2.20  
secondary battery 
battery that is rechargeable by way of a reversible chemical reaction 

3.2.21  
charger 
converter that provides DC power to an energy storage device for the purpose of increasing 
or maintaining the amount of stored energy  

3.2.22  
flywheel energy storage system 
mechanical energy storage device wherein stored kinetic energy can be converted to electrical 
energy during stored energy mode 

3.2.23  
UPS switch 
controllable switch used to interconnect or isolate power ports of UPS units, bypass or load 
for continuity of load power 

Note 1 to entry: Annex C details UPS switch applications. 

3.2.24  
transfer switch 
UPS switch used to convey power from one of two or more sources 

3.2.25  
electronic power switch 
UPS switch comprising at least one controllable electronic valve device  

Note 1 to entry: A static bypass switch is an example of an electronic power switch. 

[SOURCE: IEC 60050-551:1998, 551-13-01, modified – Words "an operative unit for electronic 
power switching" replaced by "UPS switch" and Note 1 to entry added.]  

3.2.26  
mechanical power switch 
UPS switch with physical separation between contacts 

3.2.27  
hybrid power switch 
UPS switch with physical separation between contacts in combination with at least one 
controllable electronic valve device  

3.2.28  
maintenance bypass switch 
UPS switch designed to maintain continuity of load power via an alternative path during 
maintenance activities 

3.2.29  
bypass 
alternative power path provided to maintain continuity of load power when the normal path 
cannot be used  

3.2.30  
static bypass switch 
electronic power switch, typically internal to the UPS, used to enable the bypass mode  

Full document details: BS EN IEC 62040-3:2021

http://www.avadocuments.com/doc/bs-en-iec-62040-3-2021
http://www.avadocuments.com/doc/bs-en-iec-62040-3-2021


IEC 62040-3:2021 © IEC 2021 – 15 –  

3.2.31  
load 
device or condition intended to absorb power supplied by the UPS and defined by the equations  

Z = U / I 

S = U2 / Z = Z × I2 

where 
Z is the load impedance [Ω]; 
S is the apparent power [VA]; 
U is the UPS output voltage [V]; 
I is the current flowing through the load [A] 

3.2.32  
rated load 
value of load used for specification purposes, generally established by a manufacturer for a 
specified set of operating conditions of a component, device, equipment, or system 

Note 1 to entry: The rated load is expressed in apparent power [VA] and active power [W] resulting in a power 
factor of the rated load that includes the effect of any applicable combination of linear and of non-linear load 

3.2.33  
linear load 
load wherein the parameter Z (load impedance) is a constant  

3.2.34  
non-linear load 
load wherein the parameter Z (load impedance) is a variable dependent on other parameters, 
such as voltage or time 

3.2.35  
reference non-linear load 
non-linear load constructed, rated and applied in accordance with Annex E  

3.2.36  
reference test load 
load at which the UPS delivers its rated output active power  

Note 1 to entry: This definition permits, when in test-mode and subject to local regulations, the UPS output power 
to be returned to the AC input power port. 

3.2.37  
step load 
instantaneous addition or removal of electrical loads to a power source 

3.2.38  
light load 
load that, for practical and/or cost reasons, is limited to a low value when the load level is not 
relevant for performing a test, for example to 10 % of the reference test load value 

3.3 Performance of systems and components 

3.3.1  
AC input power failure 
variation in the AC input power which could cause the UPS to operate in stored energy mode 
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3.3.2  
supply impedance 
impedance of the power source supplying a port or a device 

Note 1 to entry: Examples of supply impedance include that of the AC input power source supplying the input 
port of a UPS and that of a converter supplying the output port of a UPS.  

3.3.3  
high impedance failure 
failure in which the power source is disconnected from the port or device it normally supplies 

3.3.4  
low impedance failure 
failure in which the power source is short-circuited at the port or device it normally supplies  

3.3.5  
continuity of load power 
set of electrical conditions required for proper operation of the load including 

a) voltage tolerance band, 
b) frequency tolerance band, 
c) voltage distortion limit, and 
d) power interruption time limit 

3.3.6  
normal mode 
<UPS operation> stable mode of operation that the UPS attains under the following conditions: 

a) AC input power is within the specified tolerance band;  
b) energy storage device is connected and charged or is under recharge; 
c) load is within the specified rating;  
d) bypass, if applicable, is within the specified tolerance band. 

3.3.7  
multiple normal mode UPS 
UPS that provides a manually selectable and/or automatically determined set of input 
dependency characteristics when operating in normal mode 

Note 1 to entry: Typical sets of declared input dependency characteristics supported by a multiple normal mode 
UPS include: (VFD, VI, VFI), (VFD, VI), (VFD, VFI) and (VI, VFI). 

3.3.8  
stored energy mode 
<UPS operation> stable mode of operation that the UPS attains under the following conditions: 

a) AC input power is disconnected or is out of the specified tolerance band; 
b) all power is derived from the energy storage device;  
c) load is within the specified rating. 

3.3.9  
bypass mode 
<UPS operation> temporary mode of operation that the UPS attains when the load is supplied 
via the bypass, resulting from abnormal conditions or a command 
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3.3.10  
manual 
<control> control of an operation by human intervention 

[SOURCE: IEC 60050-441:1984, 441-16-04, modified – Word "control" deleted from term and 
added as domain.] 

3.3.11  
automatic 
<control> control of an operation without human intervention, in response to the occurrence of 
predetermined conditions 

[SOURCE: IEC 60050-441:1984, 441-16-05, modified – Word "control" deleted from term and 
added as domain.] 

3.3.12  
synchronization 
adjustment of an AC power source to match another AC power source in frequency and phase 
angle 

3.3.13  
synchronous transfer 
transfer within the voltage and frequency tolerance bands and phase angle difference as 
declared by the manufacturer 

3.3.14  
asynchronous transfer 
transfer that is not a synchronous transfer 

3.3.15  
type test 
conformity test made on one or more items representative of the production 

[SOURCE: IEC 60050-151:2001, 151-16-16] 

3.3.16  
routine test 
conformity test made on each individual item during or after manufacture 

[SOURCE: IEC 60050-151:2001, 151-16-17] 

3.3.17  
service life 
<of a battery> period of useful life of a battery under specified conditions 

[SOURCE: IEC 60896-21:2004, 3.26, modified – Words "of a battery" added as domain.] 

3.3.18  
battery ripple current 
superimposed effective (RMS) alternating component of the battery current 
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3.3.19  
reliability integrity level 
RIL 
probability of UPS output power failure per hour in high demand or continuous mode of 
operation along with a discrete level for specifying the integrity requirements of the functions to 
be allocated to the UPS, where RIL level 1 has the lowest level of integrity and RIL level 4 has 
the highest 

Note 1 to entry: The target failure rates for the four reliability integrity levels for UPS are specified in Annex K. 

Note 2 to entry: High demand mode of operation means that the integrity is challenged more than once per year, 
for example AC input power failure is deemed to occur more than once per year. See Annex K. 

3.4 Equipment mobility  

3.4.1  
movable UPS 
UPS that is either 18 kg or less in mass and not a fixed UPS, or a UPS with wheels, castors or 
other means to facilitate movement as required to perform its intended use 

3.4.2  
stationary UPS 
UPS that is not movable UPS 

3.4.3  
fixed UPS 
UPS that is fastened or otherwise secured in a specific location 

3.5 Specified values 

3.5.1  
rated 
<value> value of a quantity used for specification purposes, generally established by a 
manufacturer for a specified set of operating conditions of a component, device, equipment, or 
system 

[SOURCE: IEC 60050-151:2001, 151-16-08, modified – Word "value" deleted from term and 
added as domain, words "generally" and "by a manufacturer" added to the definition.] 

3.5.2  
rating 
set of rated values and operating conditions 

[SOURCE: IEC 60050-151:2001, 151-16-11] 

3.5.3  
nominal 
<value> value of a quantity used to designate and identify a component, device, equipment, or 
system  

Note 1 to entry: The nominal value is generally a rounded value. 

[SOURCE: IEC 60050-151:2001, 151-16-09, modified – Word "value" deleted from term and 
added as domain.]  

3.5.4  
tolerance band 
range of values of a quantity within limits specified by the manufacturer 
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3.5.5  
deviation 
difference between the actual value and the desired value of a variable quantity at a given 
instant 

Note 1 to entry: This entry was numbered 351-21-04 in IEC 60050-351:2006.  

[SOURCE: IEC 60050-351:2013, 351-41-04] 

3.5.6  
transient 
behaviour of a variable quantity during transition between two consecutive steady states 

Note 1 to entry: This entry was numbered 351-24-07 in IEC 60050-351:2006.  

[SOURCE: IEC 60050-351:2013, 351-45-08, modified – Word "behaviour" deleted from term.] 

3.5.7  
RMS value 
RMS 
for a time-dependent quantity, positive square root of the mean value of the square of the 
quantity taken over a given time interval 

Note 1 to entry: The root-mean-square value of a periodic quantity is usually taken over an integration interval the 
range of which is the period multiplied by a natural number. 

Note 2 to entry: For a sinusoidal quantity a(t)=Âcos(ω t+ϑ0), the root-mean-square value is Aeff = Â/√2. 

Note 3 to entry: The root-mean-square value of a quantity may be denoted by adding one of the subscripts eff or 
rms to the symbol of the quantity. 

Note 4 to entry: In electrical technology, the root-mean-square values of electric current i(t) and voltage u(t) are 
usually denoted I and U, respectively. 

Note 5 to entry: The abbreviation RMS was formerly denoted as r.m.s. or rms, but these notations are now 
deprecated. 

[SOURCE: IEC 60050-103:2017, 103-02-03, modified – Words "root-mean-square" and 
"effective value" deleted from term, and domains deleted.] 

3.5.8  
RMS voltage variation 
difference between the RMS voltage and the corresponding previously undisturbed RMS 
voltage 

3.5.9  
steady state 
state of a physical system in which the relevant characteristics remain constant with time 

Note 1 to entry: A state under periodic conditions is often considered as a steady state. 

[SOURCE: IEC 60050-103:2009, 103-05-01] 

3.5.10  
recovery time 
time interval between a step change in one of the control or influence quantities and the instant 
when the stabilized output quantity returns to and stays within the steady state tolerance band 
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3.5.11  
instantaneous voltage variation 
difference between an instantaneous voltage and the previous instantaneous voltage one cycle 
prior divided by the peak voltage one cycle prior, expressed as a percentage 

Note 1 to entry: Refer to Figure H.1 for an example. 

3.5.12  
rated voltage 
input or output voltage assigned by the manufacturer for a specified operating condition 

3.5.13  
rated current 
input or output current of the equipment assigned by the manufacturer for a specified operating 
condition 

3.5.14  
input voltage tolerance band 
steady state AC input power voltage tolerance band for normal mode operation 

3.5.15  
output voltage 
RMS value of the voltage at the AC output port of the UPS 

Note 1 to entry: The output voltage is an RMS value unless otherwise specified for a particular test. 

3.5.16  
output voltage tolerance band 
steady state output voltage tolerance band with the UPS operating in normal mode or in 
stored energy mode 

3.5.17  
sinusoidal output voltage 
output voltage waveform complying with an applicable compatibility level for harmonic voltages 
in low-voltage power supply systems 

Note 1 to entry: Refer to Table 3 and Table 4. 

3.5.18  
non-sinusoidal output voltage 
output voltage waveform that is not a sinusoidal output voltage  

3.5.19  
voltage unbalance 
<polyphase circuit> condition in which the RMS values of the phase voltages or the phase 
angles between consecutive phases are not all equal 

[SOURCE: IEC 60050-161:1990, 161-08-09, modified – Words "voltage imbalance" deleted 
from term and "in a polyphase system" in the definition replaced by "polyphase circuit" as a 
domain.] 

3.5.20  
unbalanced load 
load as seen by the supply, where the current or power factor differs between any of the 
phases 
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3.5.21  
unbalance ratio 
difference between the highest and the lowest RMS values of the fundamental components in 
a polyphase circuit, referred to the average between all phases of the RMS values of the 
fundamental components of the currents or voltages respectively 

[SOURCE: IEC 60146-2:1999, 3.5.15, modified – Words "three-phase a.c. system" replaced by 
"polyphase circuit" and "three phases" replaced by "all phases".] 

3.5.22  
periodic output voltage modulation 
periodic variation of the RMS output voltage amplitude at frequencies less than the 
fundamental output frequency 

3.5.23  
rated input current 
<UPS> RMS current at the AC input port of the UPS while operating in normal mode, at rated 
input voltage, rated load and charging a fully depleted energy storage device 

3.5.24  
maximum input current 
<UPS> RMS current at the AC input port of the UPS while operating in normal mode, at worst-
case input voltage, rated load and charging a fully depleted energy storage device 

3.5.25  
inrush current 
maximum peak value and time duration of the input current when the UPS transitions from 
stored energy mode to normal mode with no load connected 

3.5.26  
output current 
RMS value of the current at the AC output port of the UPS 

Note 1 to entry: The output current is an RMS value unless otherwise specified for a particular test. 

3.5.27  
current limit 
<control> function that prevents a current from exceeding its specified value 

3.5.28  
inverter current limit 
ratio of the UPS output current supplied by the inverter to the rated UPS output current 
when a short-circuit is applied to the output port of the UPS 

3.5.29  
charger current limit 
value of the charger DC output current when the charger is connected to a fully depleted 
energy storage device 

3.5.30  
active power 
P 
under periodic conditions, mean value, taken over one period T, of the instantaneous power p: 

0
1 d

T
P p t

T
= ∫  
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Note 1 to entry: Under sinusoidal conditions, the active power is the real part of the complex power S. Thus P =  
Re S. 

Note 2 to entry: The SI unit for active power is watt, W. 

[SOURCE: IEC 60050-131:2013, 131-11-42] 

3.5.31  
apparent power 
S 
product of the RMS voltage U between the terminals of a two-terminal element or two-terminal 
circuit and the RMS electric current I in the element or circuit 

S = U × I 

Note 1 to entry: Under sinusoidal conditions, the apparent power is the modulus of the complex power S, thus S = 
|S|. 

Note 2 to entry: The coherent SI unit for apparent power is voltampere, VA. 

[SOURCE: IEC 60050-131:2013, 131-11-41] 

3.5.32  
rated apparent power of the equipment 
Sequ 
value calculated from the rated line current Iequ of the equipment stated by the manufacturer 
and the rated voltage Up (single phase) or Ui (interphase) as follows: 

a) Sequ = Up × Iequ for single-phase equipment and the single-phase part of hybrid equipment; 

b) Sequ = Ui × Iequ for interphase, for example bi-phase or split-phase equipment; 

c) Sequ = √3 Ui × Iequ for balanced three-phase equipment and the three-phase part of hybrid 
equipment; 

d) Sequ = 3 Up × Iequ max for unbalanced three-phase equipment, where Iequ max is the maximum 
of the RMS currents flowing in any one of the three phases 

Note 1 to entry: In the case of a voltage range, Up or Ui is the nominal system voltage according to IEC 60038 (for 
example: 120 V or 230 V for single-phase or 400 V line-line for three-phase). 

3.5.33  
short-circuit power 
Ssc 
value of the three-phase short-circuit power calculated from the nominal interphase system 
voltage Unominal and the line impedance Z of the system at the PCC: 

Ssc = U2 nominal / Z 

where 

Z is the system impedance at the power frequency 

Note 1 to entry: PCC means point of common coupling, see IEC 60050-161:1990, 161-07-15. 

[SOURCE: IEC 61000-3-12:2011, 3.10, modified – Note 1 to entry added.] 

3.5.34  
short-circuit ratio 
Rsce 
impedance relation between a UPS and its AC input power, defined as follows: 
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a) Rsce = Ssc / (3 Sequ) for single-phase UPS; 

b) Rsce = Ssc / (2 Sequ) for bi-phase or split-phase UPS; 

c) Rsce = Ssc / Sequ for all three-phase UPS 

3.5.35  
rated output apparent power 
apparent power available at the AC output port of the UPS as declared by the manufacturer  

3.5.36  
rated output active power 
active power available at the AC output port of the UPS as declared by the manufacturer 

3.5.37  
load sharing 
simultaneous supply of power to a load from two or more UPS units 

Note 1 to entry: The share of power provided by each UPS unit is not necessarily equal. 

3.5.38  
overload capacity 
highest load which a UPS can maintain during a short period of time with the output voltage 
remaining within applicable limits 

Note 1 to entry: The overload capacity is expressed as the ratio of output current, over a given time, to rated 
output current.  

Note 2 to entry: Overload capacity is typically required for load energisation purposes wherein the power factor 
is lower than the power factor at rated load. 

3.5.39  
phase angle 
angle between reference points on one or more AC waveforms 

Note 1 to entry: The phase angle is usually expressed in electrical degrees or radians. 

3.5.40  
power factor 
under periodic conditions, ratio of the absolute value of the active power P to the apparent 
power S: 

P
λ

S
=  

Note 1 to entry: Under sinusoidal conditions, the power factor is the absolute value of the active factor.  

[SOURCE: IEC 60050-131:2002, 131-11-46] 

3.5.41  
displacement power factor 
ratio of the active power of the fundamental wave to the apparent power of the fundamental 
wave 

3.5.42  
input power factor 
power factor at the AC input port of the UPS, while operating in normal mode, at rated input 
voltage, supplying the reference test load and with a fully charged energy storage device 
connected 
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3.5.43  
load power factor 
power factor of the load assuming it is supplied with an ideal sinusoidal voltage  

3.5.44  
rated frequency 
input or output frequency of the equipment assigned by the manufacturer for a specified 
operating condition 

3.5.45  
rated frequency tolerance band 
steady state input or output frequency tolerance band 

3.5.46  
frequency variation 
variation of the input or output frequency 

3.5.47  
input frequency tolerance band 
steady state input frequency tolerance band for normal mode operation 

3.5.48  
output frequency tolerance band 
steady state output frequency tolerance band 

3.5.49  
total harmonic distortion 
THD 
ratio of the RMS value of the sum of the harmonic components Xh of orders 2 to 40 to the 
RMS value of the fundamental component X1 

240
h

12h

XTHD
X=

 
=  

 
∑  

Note 1 to entry: In this context, Xh refers to harmonic current or voltage components. 

3.5.50  
individual harmonic distortion 
ratio of the RMS value of a specific harmonic component Xh of orders 2 to 40 to the RMS 
value of the fundamental component X1 

3.5.51  
harmonic component 
component of the harmonic content as expressed in terms of the order and RMS value of the 
Fourier series terms describing the periodic function 

3.5.52  
harmonic content 
quantity obtained by subtracting the fundamental component from an alternating quantity 

[SOURCE: IEC 60050-161:1990, 161-02-21] 
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3.5.53  
stored energy time 
minimum time during which the UPS, under specified operational conditions, will ensure 
continuity of load power, during an AC input power failure 

3.5.54  
restored energy time 
maximum time required to, under normal mode of operation and with the charging capacity 
installed, recharge the energy storage device of the UPS so that the stored energy time can 
again be achieved 

3.5.55  
cut-off voltage 
voltage at which the energy storage device, during stored energy mode, under specified 
operational conditions, is considered to be fully depleted 

3.5.56  
ambient temperature 
temperature of the air or other medium where the equipment is to be used 

[SOURCE: IEC 60050-826:2004, 826-10-03, modified – Words "average temperature" replaced 
by "temperature", words "in the vicinity of the equipment" replaced by "where the equipment is 
to be used", and Note to entry deleted.] 

3.5.57  
efficiency 
<UPS> ratio of output active power to input active power or the ratio of output energy to input 
energy under specified test conditions 

Note 1 to entry: Test conditions for UPS efficiency are found in Annex J. 

4 Environmental conditions 

4.1 General – Test environment 

The UPS shall be capable of operating as rated in an environment with pollution degree 2 of 
IEC 60664-1 and under the normal conditions in 4.2.  

Other conditions may be agreed upon between manufacturer/supplier and purchaser.  

NOTE 1 Pollution degree is a characteristic of an environment and detailed in IEC 60664-1 from where the following 
is derived. 

– Pollution degree 1 applies where there is no pollution or only dry, non-conductive pollution.  

– Pollution degree 2 applies where there is only non-conductive pollution that might temporarily become conductive 
due to occasional condensation. 

– Pollution degree 3 applies where a local environment within the equipment is subject to conductive pollution, or 
to dry non-conductive pollution that could become conductive due to expected condensation. 

– Pollution degree 4 applies when the pollution generates persistent conductivity caused for example by conductive 
dust or rain or snow. 

NOTE 2 It is assumed that the applicable safety and EMC conformity assessments are coordinated with any other 
conditions agreed upon between manufacturer/supplier and purchaser. 

4.2 Normal conditions 

4.2.1 General 

4.2 lists the default environmental conditions applicable to the operation, storage and 
transportation of UPS.  
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