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European foreword
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"Electrical energy measurement and control" was submitted to the IEC-CENELEC parallel vote and
approved by CENELEC as EN IEC 62055-42:2022.

The following dates are fixed:

+ latest date by which the document has to be implemented at national (dop) 2023-05-17
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+ latest date by which the national standards conflicting with the (dow) 2025-08-17
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national committee. A
complete listing of these bodies can be found on the CENELEC website.

Endorsement notice

The text of the International Standard IEC 62055-42:2022 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards
indicated:

IEC 62056-4-7:2015 NOTE Harmonized as EN 62056-4-7:2016 (not modified)

NOTE Harmonized as EN 62056-6-1

NOTE Harmonized as EN IEC 62056-6-2
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NOTE Harmonized as EN 62056-42

NOTE Harmonized as EN 62056-46
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

NOTE 1 Where an International Publication has been modified by common modifications, indicated by (mod), the
relevant EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available
here: www.cenelec.eu.

Publication Year Title EN/HD Year

IEC 60050-300 2001 International Electrotechnical Vocabulary - - -
Electrical and electronic measurements
and measuring instruments - Part 311:
General terms relating to measurements -
Part 312: General terms relating to
electrical measurements - Part 313: Types
of electrical measuring instruments - Part
314: Specific terms according to the type of

instrument
+ AMD1 2015 - -
+ AMD2 2016 - -
+ AMD3 2017 - -
+ AMD4 2020 - -
IEC/TR 62051 1999 Electricity metering - Glossary of terms - -

IEC/TR 62055-21 2005 Electricity metering - Payment systems -
Part 21: Framework for standardization

2005 Electricity metering - Payment systems - EN 62055-31 2005
Part 31: Particular requirements - Static
payment meters for active energy (classes
1 and 2)

2018  Electricity metering - Payment systems -
Part 41: Standard transfer specification
(STS) - Application layer protocol for one-
way token carrier systems

EC 62056-5-3 2017 Electricity metering data exchange - The EN 62056-5-3 2017
DLMS/COSEM suite - Part 5-3:
DLMS/COSEM application layer

IEEE EUI 64 - https://standards.ieee.org/develop/regauth/ - -
tut/eui64.pdf

1975 Verhoeff, J, Error Detecting Decimal - -
Codes, (Tract 29)
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NIST SP 800-38D - Recommendation for Block Cipher Modes - -
of Operation: Galois/Counter Mode (GCM)
and GMAC
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

ELECTRICITY METERING — PAYMENT SYSTEMS -
Part 42: Transaction Reference Numbers (TRN)

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

IEC 62055-42 has been prepared by IEC technical committee 13: Electrical energy
measurement and control. It is an International Standard.

The text of this International Standard is based on the following documents:

Draft Report on voting

13/1843/CDV 13/1860/RVC

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/standardsdev/publications. ﬁocuments
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A list of all parts in the IEC 62055 series, published under the general title Electricity metering
— Payment systems, can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.

IMPORTANT - The "colour inside"” logo on the cover page of this document indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this document using a colour printer.
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INTRODUCTION

The IEC 62055 series recognizes and takes into account the concept of layered interoperability
for use within the smart metering and smart grid domains.

It also ensures system element interoperability above the semantic layer to include business
function and business process interoperability layers within an electricity metering system, thus
ensuring overall compatibility at all these levels.

This document is based on the principles the IEC 62055 standards are built on and sets the
rules for future extensions to guarantee consistency, thus providing a common vocabulary for
use by utilities to express requirements in tenders and also by vendors to have a unified
understanding for interpretation of the tender requirements.

This document forms part of the IEC 62055 series and shares some references with IEC 62055-
41, in that both standards represent TransferCredit tokens utilising 20-digit token carriers.
However, and |IEC 62055-42 differ greatly in their encoding, security mechanism
and intended use cases. Whereas is meant for predominantly offline systems,
IEC 62055-42 is intended for mostly online systems where the decimal token carrier is used as
a back-up mechanism for vending while meters are intermittently offline.

The IEC 62055 series has been developed by IEC TC13 specifically for electricity metering
systems, but it is equally applicable in the domain of other utility services such as water and
gas.
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ELECTRICITY METERING — PAYMENT SYSTEMS -

Part 42: Transaction Reference Numbers (TRN)

1 Scope

This document specifies a token generation mechanism and token structure for smart
prepayment functionality in markets where compliant systems are not used, and
where a different security mechanism is required by project-specific or national requirements.
This document specifies token structure, authentication and an anti-replay mechanism, token
operating model, and protocol.

This document is informed by the STS Association key management services, and by the key
management mechanisms used within the DLMS/COSEM security model within IEC 62056-6-2.
Reference is made to the international STS token standards (, IEC 62055-51 and
IEC 62055-52) for payment metering systems, and interworking has been considered where
appropriate in terms of token carrier ranges in the decimal domain. tokens and

those described in this document are not interoperable, however their domains are designed to
be mutually exclusive to ensure the two kinds of tokens do not interfere with each other.

Metering application processing and functionality, HAN interface commands and attributes,
WAN interface commands and attributes are outside the scope of this document; however,
reference is made to other standards in this regard.

The mechanism for auditing and retrieving data from the meter relating to tariffication, meter
readings, profile data and other legal metrology information is outside the scope of this
document; however, this is defined as part of any overall metering solution. Such interfaces for
retrieving data from a meter may be defined using suitable protocols such as DLMS/COSEM as
defined in the IEC 62056 series.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60050-300:2001, International Electrotechnical Vocabulary (IEV) — Part 300: Electrical and
electronic measurements and measuring instruments — Part 311. General terms relating to
measurements — Part 312: General terms relating to electrical measurements — Part 313: Types
of electrical measuring instruments — Part 314: Specific terms according to the type of
instrument

IEC 60050-300:2001/AMD1:2015

IEC 60050-300:2001/AMD2:2016

IEC 60050-300:2001/AMD3:2017

IEC 60050-300:2001/AMD4:2020

IEC TR 62051:1999, Electricity metering — Glossary of terms

IEC TR 62055-21:2005, Electricity metering — Payment systems — Part 21: Framework for
standardization

IEC 62055-31:20084, Electricity metering — Payment systems — Part 31: Particular reﬂjgeé'rﬁﬁients

— Static payment meters for active energy (classes 1 and 2)
Document Sharing Hub
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IEC 62055-41:2018, Electricity metering — Payment systems — Part 41: Standard transfer
specification — Application layer protocol for one-way token carrier systems

IEC 62056-5-3:2017, Electricity metering data exchange — The DLMS/COSEM suite — Part 5-3:
DLMS/COSEM application layer

IEEE EUI 64, https://standards.ieee.org/develop/regauth/tut/eui64.pdf
Verhoeff, J.,1975, Error Detecting Decimal Codes, (Tract 29)

NIST SP 800-38D: 2007, Recommendation for Block Cipher Modes of Operation:
Galois/Counter Mode (GCM) and GMAC

3 Terms, definitions, abbreviated terms and notation

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60050-300:2001, IEC
TR 62051:1999, JEC 62055-31:2005, IEC 62055-41:2018, IEC 62055-21:2005 and the
following apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp

NOTE Where there is a difference between the definitions in this document and those contained in other referenced
IEC standards, then those defined in this document take precedence.

3.11

companion specification

regional, consortia, or manufacturer-specific set of requirements and choices taken from a base
standard, in order to facilitate a particular set of use cases

3.1.2

meter

measuring instrument; synonymous with “payment meter” and “decoder” where the decoder is
a sub-part of of a multi-device installation

3.1.3

POS

point of sale; entity that may create and transfer tokens, synonymous with “CIS”, “MIS” and
KEHHU’I

3.1.4

super token

group of digits derived from more than one data block of the APDU that shall be entered together
in sequence to form a larger message

3.1.5
utility
retailer or supplier of an energy or water commodity service

Note 1 to entry: In the liberalized markets the actual contracting party acting as the "supplier" of the service to the
consumer may not be the traditional utility as such, but may be a third service provider party.
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3.2 Abbreviated terms

AES Advanced Encryption Standard

AAD AdditionalAuthenticatedData

AMT Amount

APDU ApplicationProtocolDataUnit

CIS Customer Intormation System

COSEM Companion Specification for Electricity Metering
DLMS Device Language Message Specification
EUI Extended Unique Identifier

GMAC Galois Message Authentication Code
HAN Home Area Network

HES Head End System

HHU Hand Held Unit

HMI Human to Machine Interface

ID Identifier

IHD In-Home Display

IEEE Institute of Electrical and Electronics Engineers
KMS Key Management System

LCS Load Control Switch

LSB Least Significant Byte

MAC MessageAuthenticationCode

MIS Management Information System

MOD Modulo operation

MS Most Significant

MSB Most Significan Byte

NIST National Institute of Standards and Technology
NSP National Service Provider

PIN Personal Identification Number

POS Point Of Sale

RANDz Reasonable And Non-Discriminatory with Zero royalty
RES Reserved

SE Smart Energy

SMS Short Message Service

STN SequentialTokenNumber

STS Standard Transfer Specification

TC Technical Committee

TCDU TokenCarierDataUnit

TMAC Truncated Message Authentication Code
TOU Time Of Use

TSTN TruncatedSequentialTokenNumber

WAN Wide Area Network

WG Working Group
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3.3 Notation

Entity names, data element names, function names and process names are treated as generic
object classes and are given names in terms of phrases in which the words are capitalized and
joined without spaces.

NOTE The notation used for naming of objects has been aligned with the so called "camel-notation" used in the
common information model (CIM) standards prepared by IEC TC 57, in order to facilitate future harmonization and
integration of payment system standards with the CIM standards.

The symbol "||" inserted between two expressions means that the resultant values of the two
expressions are concatenated into a single string without separators.

4 Numbering conventions in this document

Numbers are in decimal format, unless otherwise indicated. Decimal digit values range from 0
to 9.

Binary digit values range from 0 to 1. Binary numbers are indicated by suffix "b". The
representation of binary strings is such that the least significant bit is to the right of the string
representation and the most significant bit is to the left of the string. Numbering of bit positions
starts with bit position 0 which corresponds to the least significant bit of the binary number.

Hexadecimal digit values range from 0 to 9 and A to F and are indicated by prefix "0x" or suffix
llhexll.

5 Reference smart meter model

5.1 Generic functional reference diagram

In the general case any meter designed to be compliant with this document may contain some
or all of the functions specified in Figure 1 and a minimum of 1 credit and 1 charge type (more
are permitted). The diagram in Figure 1 is provided here for reference and context, but is
outside the normative scope of this document.
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Figure 1 — Functional block diagram of a generic payment meter

This document primarily deals with the structure, generation, transport and security of the token
itself as shown in Figure 1.The generation of the tokens, in the case of meter-terminating
tokens, happens within some form of software system outside the meter domain by using
information that is specific to a meter and the generating party. In the case of meter-originated
tokens the generation of tokens happens within the meter using information relating to the
specific meter and the intended recipient of such tokens. This information contains, but is not
limited to, meter identification information and security material such as encryption keys and
authentication keys.

The model represents a typical payment meter, housing all the above functions; however, it is
possible that other multi-device architectures may comply with the generic model. For example,
delivery of the token could take place through a proxy device.

It is also possible for a token in this architecture to be delivered through the HAN or WAN
interface or separate Human Machine Interface (HMI).

Because of the variety of use cases required for smart metering it may be necessary for a token
to be transported / tunnelled through multiple protocols. This means that a common transport
protocol is not practical and is not necessary for this document.
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All that is required for it to be transported is to define the data format and payload of the token
and ensure that the format of the token is simple and flexible enough to be accommodated as
a tunnelled object within any transport protocol (from the view of the token).

5.2 Token transfer protocol reference model

4 e RN /" ™\
L) ( s \ Meter
Token Generation Meter Application -
Function
Process Process .
‘ ) \ ) . Objects
AN / N ,/
A A
IEC < A 4 A\ 4 Companion Specifications
62055-42 v A
ey  (apoyy
/- N\ Ve N
“ Application Layer\“ [ Application Layer |
\ Protocol ) \ Protocol
NN / N 4
C Key Management ) A
Token carrier interface v Token carrier interface
IEC S @ AT
6205542 vereld . p TCDU -
[ — ([ —
v N ‘ r \
\ ‘ Physical Layer‘ Physical Layer |
\ Protocol | | Protocol |
\\\ ) //// \\\ i i///
C Token Carrier )
POSToTokenCarrierinterface TokenCarrierToMeterlnterface

APDU = Application Protocol Data Unit
TCDU = Token Carrier Data Unit

IEC
Figure 2 — Reference model as a 2-layer collapsed OSI protocol stack

Figure 2 shows the token generation system and meter interface using a protocol representation
describing a system that generates a token using some specific concatenated data items to
make a binary payload, which is optionally encrypted (depending on SubClass), creating an
ApplicationProtocolDataUnit (APDU). The binary payload is then converted into a decimal
number that is known as the TokenCarrierDataUnit (TCDU) and the TCDU can be transported
to a meter in some way via a physical protocol layer (this could be via a paper printed token
carrier, over the air or any other mechanism). Where human interaction is required (e.g. when
printed, entered via a keypad, or spoken) the TCDU shall be in decimal form but may be
represented in a format other than decimal, e.g. over the air transport. After transporting the
TCDU to the meter’s interface, it is the responsibility of the meter’s application protocol layer
to convert and decrypt the TCDU and deliver the payload to the appropriate function in the
payment meter application process.

The TCDU may be delivered to the meter in a variety of ways, including but not limited to:

¢ remotely by some communications interface ("over the air");
e locally by a physical token carrier;

e manual entry process initiated by the user.

In addition to a TCDU created for delivery to a meter it is also possible within this document for
the meter to create a TCDU for delivery to and processing by some other external software
system (see 6.2.5.4).
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5.3 Dataflow from the POSApplicationProcess to the TokenCarrier

Figure 3 shows a generic process for creating a TCDU from an APDU, whereby binary data
items are concatenated to construct an APDU and then undergo a number of mandatory and
optional operations to convert the APDU into a decimal TDCU. The TCDU is then used as the
encoded payload to send to a payment meter over a variety of physical and transport media.

Add
CHK 1
S digit _—

/,' ) ™~ \\\\\////
( Token data item1 ) N Ve ~ \. N e N
N / \ N [ \ \\ \\ / \
[ Token data item 2 ; \ B | N N\ - v N\ TCDU (20
AN N\ N \\ N
~. | Concatenate, bit ( Encrypt Add offset ) Do nve Io > diait (
( Token data item 3 / // its) T / Sl // igits)
( Token data item n \ / \ J/ / / \_ /
L / - ' I

Where:
APDU = Application Protocol Data Unit
TCDU = Token Carrier Data Unit
CHK = Check Digit
Token data items are assumed to be binary
Dotted outlined items are optional processes, and dependent on subclass

IEC
Figure 3 — Generic model of POSApplicationProcess to TokenCarrier
5.4 Dataflow from the TokenCarrier to the MeterApplicationProcess
The flow of data from the TokenCarrier to the MeterApplicationProcess is shown in Figure 4.
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Figure 4 — Dataflow from the TokenCarrier to the MeterApplicationProcess
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5.5 MeterFunctionObjects / companion specifications
As shown in Figure 2, the TokenCarrierToMeterInterface, which also includes the TokenCarrier,

is dealt with in this document. The remaining MeterFunctionObjects shown in the diagram are
defined in companion specifications and are not normative to this document. (See 3.1.1).

6 POSToTokenCarrierinterface application layer protocol

6.1 APDU: ApplicationProtocolDataUnit
6.1.1 Data elements in the APDU

The Token payload in the APDU is a (61-bit for SingleTokenPayload) binary payload comprising
a number of smaller data elements as given in 6.3.

To construct a full APDU, additional data elements are required such as SubClass, Truncated
SequentialTokenNumber (TSTN), Data and TruncatedMessageAuthenticationCode (TMAC).

Table 1 gives details of Basic and Derived data for elements of the APDU construction.

Table 1 — Basic and derived elements of APDU and TCDU construction

Data element name Context Data Size Range Basic/ |Reference
element Derived
format
AdditionalAuthentication |Additional octets of data |Binary Variable |Variable Derived 6.1.14
Data (AAD) that can be placed in the

MAC calculation string
for calculation of a MAC.

Data Data in APDU depends Binary Variable [All possible Basic or
on SubClass type values based |[Derived
on data size data
depending
upon
SubClass
type
FunctionIndex A parameter which is Binary 32 bits | All possible Basic 6.1.9

used to enforce token
acceptance at receiving
end in a particular order.

InitializationVector (1V) Part of the AAD required |Binary 96 bits | Fixed value of | Derived Figure 7
for the GMAC algorithm. 0x00000000
concatenated
with
SupplierlD of
64 bits

MessageAuthenticationC | Message authentication |Binary 128 bits |All possible Derived 6.1.13
ode code generated using values
the TokenPayload and
(MAC) other data elements.
This MAC is then
truncated to form
TruncatedMAC and the
TMAC added to the
TokenPayload as the
LSB to form the APDU

Messageldentifier It is an octet data that is |Binary Variable |Variable Derived 6.1.5
used to prepare AAD
and is made up of
multiple data elements
as per SubClass type.

MeterID Individual unique Binary 64 bits Basic 6.1.3
identification for a

specific meter. [Pocuments
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Data element name

Context

Data
element
format

Size

Range

Basic/
Derived

Reference

Offset

A constant numerical
value used in production
of a TCDU to offset the
numerical token to a
value that does not clash
with Class 0, 1, 2, 3, 4 or
6 tokens.

Binary or
decimal
according
to context
of use

63 bits
or19
digits

Specific value
detailed in
Table 9

6.1.17

SequentialTokenNumber

(STN)

A per meter unique
token number that is
used in full to create a
MAC for an APDU, of
which only the 10 LS bits
are included in the
APDU and referred to as
the
TruncatedSequentialTok
enNumber (TSTN)

Binary

32 bits

All possible
values

Basic

6.1.6

SingleTokenPayload

The actual token data
that is to be transferred
to the meter prior to
processing, including
truncated MAC and/or
encryption, with 3
additional MS bits 000b
to pad out to 64 bits.

Binary

61 bits

All possible
values

Derived

6.1.11

SuperTokenPayload

The payload considered
from multiple tokens
when a series of tokens
is presented to the meter
in order. This payload is
larger than the 61 bits as
it shall incorporate the
initial 61-bit payload of
the first data block in the
series (with 3 additional
MS bits with 000b to pad
out to 64 bits) and then
all of the binary payloads
of the subsequent data
blocks in the set. Also
for each data block 2
onwards in the set there
shall be in the inclusion
of 3 additional bits of
000b value to pad to 64-
bit equivalent payloads.

Binary

122 bits
Or
183 bits
Or
244 bits

3 discrete
values
depending on
whether the
SuperToken
is2or3or4
blocks long.

Derived

6.1.12

SubClass

Defines the type of token
and whether token is
encrypted or not. This
information is never
encrypted in token

Binary

4 bits

All possible
values

Basic

6.2.3
and

6.2.4

SuperTokenBlockToFollo
w

Identification of the
number of the block in
the chain of data blocks
in the case of SubClass
10 token. This value
represents the number of
blocks to follow.

Binary

2 bits

All possible
values

(00b, 01b,
10b) except
11b

See B.1.2

SupplierIlD

An identification number
specific to the party
creating the token.

Binary

64 bits

All possible
values

Basic

6.1.2

TruncatedSequnetialTok
enNumber (TSTN)

As STN data size is 32
bits, its 10 LS bits,
referred to as
TruncatedSequentialTok
enNumber (TSTN), are
used in the APDU
payload data.

Binary

10 bits

All possible
values
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Data element name Context Data Size Range Basic/ |Reference
element Derived
format
TruncatedMAC (TMAC) |32 LS bits of MAC Binary 32 bits | All possible Derived 6.1.13
values
TokenOriginationID An indication of the Binary 8 bits 0x01, 0x02 Basic 6.1.4
direction of the token —
meter originating or
meter terminating.

6.1.2 SupplieriD

The SupplierID uniquely identifies the creater of the token that may be a utility, vending network,
or some other third party service provider. The SupplierID may be a project-specific value
assigned to an individual meter and shall be globally unique. Typically, this could be a client
System Title as defined in DLMS/COSEM (See IEC 62056-5-3:2017, 4.1.3.4) or an IEEE EUI
64 or some other 64-bit identifier chosen for a project and managed by some official Registration
Authority or other party to guarantee its uniqueness.

6.1.3 MeterlD

The MeterID may be a project-specific value assigned to an individual meter and shall be
globally unique. Typically this could be a meter (server) System Title as defined in
DLMS/COSEM (See IEC 62056-5-3:2017, 4.1.3.4) or an IEEE EUI 64 or some other 64-bit
identifier chosen for a project and managed by some official Registration Authority or other
party to guarantee its uniqueness.

6.1.4 TokenOriginationlD

This field indicates whether the token was generated from the meter or from the HES and is
included in the MAC calculation. The assigned values are:

e 0x01 for Commands (to meter);
e 0x02 for Responses (from meter);

e 0x03....0xFF reserved for future assignment.
6.1.5 Messageldentifier

Itis an octet data array which is used in the derivation of AAD. Messageldentifier data derivation
information for unencrypted and encrypted sub-classes is given in Table 2.
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Table 2 — SubClass-wise Messageldentifier detail and SubClass Functional Class

SubClass

Description

Message-ldentifier

SubClass
Functional
Class

Remarks

Unencrypted
sub-classes

0

Unencrypted
TransferCredit

SupplierIlD
||MeterID
||TokenOriginationID (0x01)

||[STN (Supplier generated
non- SpecialFunction token
counter)

||Functionindex (optional)

Functionlndex will remain
0 as no "TransferCredit +
Function" token SubClass
is present

SpecialFunction token

SupplierIlD
||MeterID
||TokenOriginationID (0x01)

|[STN (Supplier generated
SpecialFunction token
counter)

2-7

RESERVED

Encrypted
sub —
classes

TransferCredit

SupplierIlD
||MeterID
||TokenOriginationID (0x01)

||[STN (Supplier generated
non-SpecialFunction token
counter)

||Functionindex

Functionlndex will be the
value as used in
previously issued
"TransferCredit +
Function" token.

SpecialFunction token

SupplierIlD
||MeterID
||TokenOriginationID (0x01)

||[STN (Supplier generated
SpecialFunction token
counter)

Whenever a
SpecialFunction token is
accepted by a meter then
any earlier
SpecialFunction tokens
will be rejected if entered
subsequently.

10

TransferCredit +
Function

SupplierlD
||MeterID
||TokenOriginationID (0x01)

||SequentialTokenNumber
(Supplier generated non-
SpecialFunction token
counter)

||Functionindex

Functionlndex =
(last Functionindex + 1)

11

MeterGenerated token

SupplierIlD
||MeterID
||TokenOriginationID (0x02)

||SequentialTokenNumber
(MeterGenerated token
counter)

No SubClass
group rule
required for
token to be
accepted at
HeadEndSystem.

12-15

RESERVED
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6.1.6 SequentialTokenNumber (STN)

This value is a 32-bit number that is generated and managed by the HES (or by the meter in
the case of meter-generated tokens). It is a monotonically increasing counter that increments
with each token generated for, or by, the meter in order to prevent replay of tokens. Each token
generated for, or by, a particular meter shall have a different STN until the point at which the
STN rolls over. However, it is assumed that with normal TransferCredit patterns, the periodicity
of roll over will be very long (much greater than the lifetime of a meter). The STN shall be
truncated and the 10 least significant bits shall be used in the token payload and shall be called
the TSTN (see 6.1.7); however, the full 32-bit value of STN, which is reconstructed by the meter,
shall be used to calculate the MAC for the token.

The generation of a token for or by any one meter shall not affect the sequence of STN instances
generated for or by any other meter. The first token generated for any SubClass shall have an
STN value of 0x00000001.

6.1.7 TruncatedSequentialTokenNumber (TSTN)

To save space within the token the full 32-bit STN is not transferred. Its MS 22 bits change very
infrequently and can safely be deduced from the 10 LS bits of a token; these LS 10 bits are the
TSTN.

There are various ways to deduce the full STN based on the TSTN, one of which is by the
principle of a sliding window whereby the meter (or the HES in the case of a meter-generated
token) shall never accept a token that has a TSTN that is more than X higher or more than Y
lower than the last accepted token where the unsigned sum of X and Y is no more than 256.
The reason for this is to prevent the unobserved rollover of the 10-bit field of STN (i.e. TSTN).
Given that older tokens are more likely to be presented to the meter out of order than newer
tokens, it is recommended that the sliding window of token acceptance is biased towards the
past, meaning that Y will be larger than X.

6.1.8 Deducing the MS part of STN and validating TSTN

STN, N, is validated by relating it to previous STN values accepted by the meter (or HES in the
case of a meter-generated token) for tokens of the same SubClass.

The following data need to be used by the meter (HES in case of a meter generated token) to
deduce and validate STN for each SubClass:

a) My is the maximum value of N of the token already accepted (by the meter or HES as per

SubClass) where M has an initial value of 0 (unless otherwise specified in a companion
specification);

b) L, is the lower acceptable value of N that is valid, where L, has an initial value of 1 for all
sub-classes;

c) Uylis the upper acceptable value of N that is valid (having initial value of 128 for SubClass

0, 128 common value for SubClass 8 and SubClass 10, whereas intial value is 512 for
SubClass 9 as derived from Table 3;

d) LS(N) (i.e. TSTN) is the least significant part of N, which is available in the token payload;

e) R is the number of possible values of TSTN. For example: TSTN has a 10-bit field and R
has a value of 1 024 and TSTN has possible values from 0 to 1 023;

f) MS(N) which is included as input information in MAC and can be deduced at the meter end;

g) My, limits Ly, and Uy, are stored having data size similar to the full STN value of 32 bits and
are not transmitted in the token.

Table 3 gives one example of defining L, and Uy for each SubClass of token considering the
number of tokens to be issued.

Documents

Document Sharing Hub

Full document details: BS EN IEC 62055-42:2022


http://www.avadocuments.com/doc/bs-en-iec-62055-42-2022
http://www.avadocuments.com/doc/bs-en-iec-62055-42-2022

