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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN IEC 62108:2022.
It is identical to I[EC 62108:2022. It supersedes BS EN 62108:2016, which
is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee GEL/82, Photovoltaic Energy Systems.

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022

ISBN 978 0 539 03020 4
ICS 27.160

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 August 2022.

Amendments/corrigenda issued since publication

Date Text affected
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EN IEC 62108:2022 (E)

European foreword

The text of document 82/2024/FDIS, future edition 3 of IEC 62108, prepared by IEC/TC 82 "Solar
photovoltaic energy systems" was submitted to the IEC-CENELEC parallel vote and approved by
CENELEC as EN IEC 62108:2022.

The following dates are fixed:

+ latest date by which the document has to be implemented at national (dop) 2023-04-07
level by publication of an identical national standard or by endorsement

» latest date by which the national standards conflicting with the (dow) 2025-07-07
document have to be withdrawn

This document supersedes EN 62108:2016 and all of its amendments and corrigenda (if any).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national committee. A
complete listing of these bodies can be found on the CENELEC website.

Endorsement notice

The text of the International Standard IEC 62108:2022 was approved by CENELEC as a European
Standard without any modification.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)

applies.

NOTE 1 Where an International Publication has been modified by common modifications, indicated by (mod), the

relevant EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available

here: www.cenelec.eu.

Publication Year
IEC 60529 -
IEC 60664-1 2020
IEC 60721-2-1 -
IEC 60904-1 2020

IEC 60904-1-1 2017

IEC/TS 60904-1-2 2019

IEC 60904-2 2015
IEC 60904-3 2019
IEC 60904-4 2019
IEC 60904-5 2011

Full document details: BS EN IEC 62108:2022

Title EN/HD

Degrees of protection provided by -
enclosures (IP Code)

Insulation coordination for equipment EN IEC 60664-1
within low-voltage supply systems - Part 1:
Principles, requirements and tests

Classification of environmental conditions - EN 60721-2-1
Part 2-1: Environmental conditions

appearing in nature - Temperature and

humidity

Photovoltaic devices - Part 1: EN IEC 60904-1
Measurement of photovoltaic current-
voltage characteristics

Photovoltaic devices - Part 1-1: EN 60904-1-1
Measurement of current-voltage

characteristics of multi-junction

photovoltaic (PV) devices

Photovoltaic devices - Part 1-2: -
Measurement of current-voltage
characteristics of bifacial photovoltaic (PV)

devices

Photovoltaic devices - Part 2: EN 60904-2
Requirements for photovoltaic reference

devices

Photovoltaic devices - Part 3: EN IEC 60904-3

Measurement principles for terrestrial
photovoltaic (PV) solar devices with
reference spectral irradiance data

Photovoltaic devices - Part 4: Reference  EN IEC 60904-4
solar devices - Procedures for establishing
calibration traceability

Photovoltaic devices - Part 5: EN 60904-5
Determination of the equivalent cell

temperature (ECT) of photovoltaic (PV)

devices by the open-circuit voltage method
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2017
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2019

2011
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IEC 60904-7 2019 Photovoltaic devices - Part 7: Computation EN IEC 60904-7 2019
of the spectral mismatch correction for
measurements of photovoltaic devices

IEC 60904-8 2014  Photovoltaic devices - Part 8: EN 60904-8 2014
Measurement of spectral responsivity of a
photovoltaic (PV) device

IEC 60904-8-1 2017  Photovoltaic devices - Part 8-1: EN 60904-8-1 2017

Measurement of spectral responsivity of
multi-junction photovoltaic (PV) devices

IEC 61140 2016 Protection against electric shock - EN 61140 2016
Common aspects for installation and
equipment

IEC 61210 (mod) 2010 Connecting devices - Flat quick-connect EN 61210 2010

terminations for electrical copper
conductors - Safety requirements

IEC 61215-1 2021 Terrestrial photovoltaic (PV) modules - ENIEC 612151 2021
Design qualification and type approval -
Part 1: Test requirements

IEC 61215-2 2021 Terrestrial photovoltaic (PV) modules - ENIEC 61215-2 2021
Design qualification and type approval -
Part 2: Test procedures

IEC/TS 61836 2016  Solar photovoltaic energy systems - -
Terms, definitions and symbols

IEC 61853-1 2011 Photovoltaic (PV) module performance - -
testing and energy rating - Part 1:
Irradiance and temperature performance
measurements and power rating

IEC 61853-2 2016 Photovoltaic (PV) module performance EN 61853-2 2016
testing and energy rating - Part 2: Spectral
responsivity, incidence angle and module
operating temperature measurements

IEC 61853-3 2018 Photovoltaic (PV) module performance ENIEC 61853-3 2018
testing and energy rating — Part 3: Energy
rating of PV modules

IEC 62670-1 - Photovoltaic concentrators (CPV) - EN 62670-1 -
Performance testing - Part 1: Standard
conditions

IEC 62670-3 2017 Photovoltaic concentrators (CPV) - EN 62670-3 2017

Performance testing — Part 3: Performance
measurements and power rating

IEC 62790 2020  Junction boxes for photovoltaic modules - EN IEC 62790 2020
Safety requirements and tests

IEC 62852 2014 Connectors for DC-application in EN 62852 2015
photovoltaic systems - Safety requirements
and tests

+ A1 2020 + A1 2020

- - +AC 2019-02
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

CONCENTRATOR PHOTOVOLTAIC (CPV) MODULES AND ASSEMBLIES -
DESIGN QUALIFICATION AND TYPE APPROVAL

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

IEC 62108 has been prepared by IEC technical committee 82: Solar photovoltaic energy
systems. It is an International Standard.

This third edition cancels and replaces the second edition published in 2016. This edition
constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) Changes in the procedure of the thermal cycling test for the active cooling module.
b) Solar simulator |-V measurement.
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The text of this International Standard is based on the following documents:

Draft

Report on voting

82/2024/FDIS

82/2046/RVD

IEC 62108:2022 © IEC 2022

Full information on the voting for its approval can be found in the report on voting indicated in

the above table.

The language used for the development of this International Standard is English.

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are

described in greater detail at www.iec.ch/standardsdev/publications.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.

Full document details: BS EN IEC 62108:2022
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CONCENTRATOR PHOTOVOLTAIC (CPV) MODULES AND ASSEMBLIES -
DESIGN QUALIFICATION AND TYPE APPROVAL

1 Scope

This document specifies the minimum requirements for the design qualification and type
approval of concentrator photovoltaic (CPV) modules and assemblies suitable for long-term
operation in general open-air climates as defined in IEC 60721-2-1. The test sequence is
partially based on that specified in IEC 61215-1 for the design qualification and type approval
of flat-plate terrestrial crystalline silicon PV modules. However, some changes have been made
to account for the special features of CPV receivers and modules, particularly with regard to
the separation of on-site and in-lab tests, effects of tracking alignment, high current density,
and rapid temperature changes, which have resulted in the formulation of some new test
procedures or new requirements.

The object of this test document is to determine the electrical, mechanical, and thermal
characteristics of the CPV modules and assemblies and to show, as far as possible within
reasonable constraints of cost and time, that the CPV modules and assemblies are capable of
withstanding prolonged exposure in climates described in the scope. The actual life of CPV
modules and assemblies so qualified will depend on their design, production, environment, and
the conditions under which they are operated.

This document is used in conjunction with the retest guidelines described in Annex B.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60529, Degrees of protection provided by enclosures (IP Code)

IEC 60664-1:2020, Insulation coordination for equipment within low-voltage supply systems —
Part 1: Principles, requirements and tests

IEC 60721-2-1, Classification of environmental conditions — Part 2-1: Environmental conditions
appearing in nature — Temperature and humidity

IEC 60904-1:2020, Photovoltaic devices — Part 1: Measurement of photovoltaic current-voltage
characteristics

IEC 60904-1-1:2017, Photovoltaic devices — Part 1-1. Measurement of current-voltage
characteristics of multi-junction photovoltaic (PV) devices

IEC TS 60904-1-2:2019, Photovoltaic devices — Part 1-2: Measurement of current-voltage
characteristics of bifacial photovoltaic (PV) devices

IEC 60904-2:2015, Photovoltaic devices — Part 2: Requirements for photovoltaic reference
devices

IEC 60904-3:2019, Photovoltaic devices — Part 3: Measurement principles for_terrestrial

photovoltaic (PV) solar devices with reference spectral irradiance data Documents
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IEC 60904-4:2019, Photovoltaic devices — Part 4: Photovoltaic reference devices — Procedures
for establishing calibration traceability

IEC 60904-5:2011, Photovoltaic devices — Part 5: Determination of the equivalent cell
temperature (ECT) of photovoltaic (PV) devices by the open-circuit voltage method

IEC 60904-7:2019, Photovoltaic devices — Part 7: Computation of the spectral mismatch
correction for measurements of photovoltaic devices

IEC 60904-8:2014, Photovoltaic devices — Part 8: Measurement of spectral responsivity of a
photovoltaic (PV) device

IEC 60904-8-1:2017, Photovoltaic devices — Part 8-1: Measurement of spectral responsivity of
multi-junction photovoltaic (PV) devices

IEC 61140:2016, Protection against electric shock — Common aspects for installation and
equipment

IEC 61210:2010, Connecting devices — Flat quick-connect terminations for electrical copper
conductors — Safety requirements

IEC 61215-1:2021, Terrestrial photovoltaic (PV) modules — Design qualification and type
approval — Part 1: Test requirements

IEC 61215-2:2021, Terrestrial photovoltaic (PV) modules — Design qualification and type
approval — Part 2: Test procedures

IEC TS 61836:2016, Solar photovoltaic energy systems — Terms, definitions and symbols

IEC 61853-1:2011, Photovoltaic (PV) module performance testing and energy rating — Part 1:
Irradiance and temperature performance measurements and power rating

IEC 61853-2:2016, Photovoltaic (PV) module performance testing and energy rating — Part 2:
Spectral responsivity, incidence angle and module operating temperature measurements

IEC 61853-3:2018, Photovoltaic (PV) module performance testing and energy rating — Part 3:
Energy rating of PV modules

IEC 62670-1, Photovoltaic concentrators (CPV) — Performance testing — Part 1: Standard
conditions

IEC 62670-3:2017, Photovoltaic concentrators (CPV) — Performance testing — Part 3:
Performance measurements and power rating

IEC 62790:2020, Junction boxes for photovoltaic modules — Safety requirements and tests

IEC 62852:2014, Connectors for DC-application in photovoltaic systems — Safety requirements
and tests
IEC 62852:2014/AMD1:2020
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3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60664-1,
IEC TS 60904-1-2, IEC 61140, IEC TS 61836 and the following apply, see also Table 1.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp

3.1
concentrator
term associated with photovoltaic devices that use concentrated sunlight

3.2
concentrator cell
basic photovoltaic device that is used under the illumination of concentrated sunlight

3.3

concentrator optics

optical device that performs one or more of the following functions from its input to output:
increasing the light intensity, filtering the spectrum, modifying light intensity distribution, or
changing light direction. Typically, it is a lens or a mirror

Note 1 to entry: A primary optics receives unconcentrated sunlight directly from the sun. A secondary optics
receives concentrated or modified sunlight from another optical device, such as primary optics or another secondary
optics.

3.4

concentrator receiver

group of one or more concentrator cells and secondary optics (if present) that accepts
concentrated sunlight and incorporates the means for thermal and electric energy transfer

Note 1 to entry: A receiver could be made of several sub-receivers. The sub-receiver is a physically stand-alone,
smaller portion of the full-size receiver.

3.5

concentrator module

group of receivers, optics, and other related components, such as interconnection and
mounting, that accepts unconcentrated sunlight

Note 1 to entry: All above components are usually prefabricated as one unit, and the focus point is not field
adjustable.

Note 2 to entry: A module could be made of several sub-modules. The sub-module is a physically stand-alone,
smaller portion of the full-size module.

3.6

concentrator assembly

group of receivers, optics, and other related components, such as interconnection and
mounting, that accepts unconcentrated sunlight

Note 1 to entry: All above components would usually be shipped separately and need some field installation, and
the focus point is field adjustable.

Note 2 to entry: An assembly could be made of several sub-assemblies. The sub-assembly is a physically stand-
alone, smaller portion of the full-size assembly.
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3.7

control unit

hardware that is not stressed, but is included in each measurement to enable greater confidence
in consistent measurements

Table 1 — Terms used for CPV

Primary optics —

CPV Module —
prefabricated and
— the focus point is not field
adjustable, such as most

Fresnel lens systems

Secondary optics —

CPV cells —

— CPV receiver —

Electric energy
transfer means

Thermal energy

transfer means — CPV Assembly -

needs some field
installation and the focus point
is field adjustable, such as
most reflective systems

Interconnection —

Mounting

IEC

4 Sampling
Figure 1 to Figure 5 are schematics of cells, receivers, modules, and assemblies.

For non-field-adjustable focus-point CPV systems or modules, 7 modules and 2 receivers are
required to complete all the specified tests, plus one receiver for the bypass/blocking diode
thermal test (intrusive or non-intrusive). For details, see Figure 6. For field-adjustable focus-
point CPV systems or assemblies, 9 receivers (including secondary optics sections, if applicable)
and 7 primary optics sections are required to complete all the specified tests, plus one receiver
for the bypass/blocking diode thermal test (intrusive or non-intrusive). For details, see Figure 7.

In the case that a full-size module or assembly is too large to fit into available testing equipment,
such as environmental chambers, or a full-size module or assembly is too expensive (e.g., for
a 20 kW reflective dish concentrator system, 9 receiver samples account for 180 kW of PV cells),
a smaller representative sample can be used. However, even if representative samples are
used for the other test, a full-size module or assembly shall be installed and tested for outdoor
exposure. This can be conducted either in the testing lab, or through on-site witness.

Representative samples shall include all components, except some repeated parts. If possible,
the representative samples shall use sub-receivers, sub-modules, or sub-assemblies. During
the design and manufacturing of the representative samples, much attention shall be paid to
reach the maximum similarity to the full-size component in all electrical, mechanical, and
thermal characteristics related to quality and reliability.

Specifically, the cell string in representative samples shall be long enough to include at least
two bypass diodes, but in no case less than ten cells. The encapsulations, interconnects,
terminations, and the clearance distances around all edges shall be the same as on the actual
full-size products. Other representative components, including lens/housing joints,
receiver/housing joints, and end plate/lens shall also be included and tested.
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Test samples should be taken at random from a production batch or batches. When the samples
to be tested are prototypes of a new design and not from production, or representative samples
are used, these facts should be noted in the test report (see Clause 8).

The test samples shall have been manufactured from specified materials and components in
accordance with the relevant drawings and process instructions and should have been
subjected to the manufacturer’s normal inspection, quality control, and production acceptance
procedures. They shall be complete in every detail and should be accompanied by the
manufacturer’s handling, mounting, connection, and operation manuals. Samples shall not be
subjected to other special procedures that are not a part of standard production.

If the intrusive bypass/blocking diode thermal test is to be performed, an additional specially
manufactured receiver is required with extra electrical and thermal detector leads so that each
individual diode can be accessed separately.

5 Marking

Each receiver or module section shall carry the following clear and indelible markings:

— Name, monogram, or symbol of manufacturer.

— Type or model number.

— Serial number.

— Polarity of terminals or leads (color coding is permissible).

— Maximum system voltage for which the module or assembly is suitable.

— Nominal maximum output power and its tolerance at specified condition.

— The date, place of manufacture, and cell materials shall be marked, or be traceable from
the serial number.

If representative samples are used, the same markings as on full-size products shall be included
for all tests, and the marking should be capable of surviving all test sequences.

6 Testing

If recommended by the manufacturer, before beginning the testing, all testing samples,
including the control module and control receiver, shall be exposed to the direct normal
irradiation (DNI) of sunlight (either natural or simulated) for a total of 5 kWh/m2 to 5,5 kWh/m?
while open circuited. This procedure is designed to reduce the initial photon degradation effects.
In this document all references to short-circuit current I, open-circuit voltage V., maximum
output power P,,, are based on Concentrator Standard Test Condition (CSTC), which is defined
in IEC 62670-1. Alternatively, Concentrator Standard Operating Conditions (CSOC), as defined
in IEC 62670-1, may be used consistently. Other parameters and testing method unless
specified are based on IEC 60904 and IEC 61853.

The test samples shall be randomly divided into groups and subjected to the qualification test
sequences in Figure 6 or Figure 7. Test procedures and requirements are detailed in Clause 10,
and summarized in Annex A. The allocation of test samples to typical test sequences is given
in Table 2.
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After initial tests and inspections, one module or one receiver/mirror section shall be removed
from the test sequence as a control unit. Preferably, the control unit should be stored in the
dark at room temperature to reduce the electrical performance degradation, but it may be kept
outdoors with a dark cover. As shown in Figure 6 for modules or in Figure 7 for assemblies, the
test sequence is performed both in-lab and on-site. If the CPV receiver uses crystalline silicon,
a 1-sun measurement (flash or outdoor) can be used as a diagnostic tool throughout the
program. If the distance between these two locations is considerable or public shipping
companies are involved, a dark current-voltage (I-V) curve measurement before and after the
shipping should be performed to evaluate any possible changes on testing samples.

If a particular manufacturer produces only specific components, such as receivers, lenses, or
mirrors, the design qualification and type approval testing can be conducted only on applicable
test sequences, and a partial certification can be issued independently.

If some test procedures in this document are not applicable to a specific design configuration,
the manufacturer should discuss this with the certifying body and testing agency to develop a
comparable test program, based on the principles described in this document. Any changes and
deviations shall be recorded and reported in details, as required in Clause 8 j).

Table 2 — Allocation of test samples to typical test sequences

Test Module Assembly
sequence receiver module receiver mirror

Control 1 1 1
A 2 2
B 2 2 2
C 2 2 2
D 1 1 1
E 1 (full-size) 1 (full-size) 1 (full-size)
F 1 1

Total 3 7 10 7

7 Pass criteria

A concentrator photovoltaic module or assembly design shall be judged to have passed the
qualification tests, and therefore to be IEC 62108 type approved, if each test sample meets all
the following criteria:

a) The relative power degradation in sequence A to D does not exceed 13 % if the |-V
measurement is under outdoor natural sunlight, or 8 % if the I-V measurement is under solar
simulator.

b) The relative power degradation in sequence E does not exceed 7 % for natural sunlight I-V
measurement, or 5 % for solar simulator |-V measurement, because the 1 000 kWh/m2 DNI
outdoor exposure test is not an accelerated stress test.

c) No sample has exhibited any open circuit during the tests.
d) There is no visual evidence of a major defect, as defined in 10.1.2.
e) The insulation test requirements are met at the beginning and the end of each sequence.

f) The wet leakage current test requirements are met at the beginning and the end of each
sequence.

g) Specific requirements of the individual tests are met.
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If there are some failures observed during the test, the following judgment and re-test procedure
shall apply:

h) If two or more test samples do not meet pass criteria, the design shall be deemed not to
have met the qualification requirements.

i) Should one sample fail any test, another two samples meeting the requirements of Clause 4
could be subjected to the whole of the relevant test sequence from the beginning.

j) In case i), if both samples pass the test sequence, the design shall be judged to have met
the qualification requirements.

k) In case i), if one or both of these samples also fail, the design shall be deemed not to have
met the qualification requirements.

[) In case h) or k), the entire test program illustrated in Figure 6 or Figure 7 shall be re-
performed, usually after some design or processing improvement.
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Figure 1 — Schematic of point-focus dish PV concentrator
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Figure 2 — Schematic of linear-focus trough PV concentrator
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Figure 3 — Schematic of point-focus Fresnel lens PV concentrator
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RECEIVER

Figure 4 — Schematic of linear-focus Fresnel lens PV concentrator
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7 modules (labeled as "m") and 2 receivers "r", at least one in full size, are required.

Figure 6 — Qualification test sequence for CPV modules

1 receiver specially constructed for intrusive bypass/blocking diode thermal test, when required.
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9 receivers (labeled as "r") and 5 mirrors "mir", at least one pair in full size, are required.
1 receiver specially constructed for intrusive bypass diode thermal test, when required.
Visual On-site testing | In-lab testin
9r+5 mir 10.1 B 9 3 9

R ——

v

Elect. perf. SBS
Sequence F
9r+5mir 102

Elect. perf. dark 10.2] If long-distance shipping is involved, E|e7<:tr-fzrf[.n?rark 102
‘ 71+ 3 mir use dark |-V to evaluate any changes _
Bypass/blocking

* diode 1r

\i

10.11

Ground continuity

2r+2mir 10.3

Ground continuity 103
* 71+ 3 mir ’

v

Dry/wet insul 10.4
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Figure 7 — Qualification test sequence for CPV assemblies

8 Report

Following type approval, a certified report of the qualification tests, with measured performance
characteristics and details of any failures and re-tests, shall be prepared by the test agency.
Each test report shall include at least the following information: Components test unless
specified is based on IEC 62790 and IEC 62852.

a) A title.

b) The name and address of the laboratory, and the location where the tests were carried out,
if different from the address of the laboratory (such as on-site location).

¢) Unique identification of the test report (such as the serial number), and on each page an
identification to ensure that the page is recognized as a part of the test report, and a clear
identification of the end of the test report.

d) Name and address of client, where appropriate.

e) Description and identification of the item tested. Documents
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f) Characterization and condition of the test item.

g) Date of receipt of test item and date(s) of test, where appropriate.
h) Identification of test method used.

i) Reference to sampling procedure, where relevant.

j) Any deviations from, additions to, or exclusions from the test method, and any other
information relevant to a specific test, such as environmental conditions.

k) Measurements, examinations, and derived results supported by tables, graphs, sketches,
and photographs as appropriate, including short-circuit current, open-circuit voltage,
maximum output power, maximum power loss observed after all of the tests, and any failures
observed.

I) A statement of the estimated uncertainty of the test results, where relevant.

m) A signature and title, or equivalent identification, of the person(s) accepting responsibility
for the content of the report, and the date of issue.

n) Where relevant, a statement to the effect that the results relate only to the items tested.

o) A statement that to maintain the qualification and type approval, the manufacturer shall
report to and discuss with the certifying body and testing agency every change they made,
guided by the retest guidelines provided in Annex B.

p) A statement that the report shall not be reproduced except in full, without the written
approval of the laboratory.

A copy of this report should be kept by the manufacturer for reference purposes.

9 Modifications

Any changes in design, materials, components, or processing of the modules and assemblies
may require a repetition of some or all of the qualification tests to maintain type approval, as
described in Annex B. Manufacturers shall report to and discuss with the certifying body and
testing agency every change they made.

10 Test procedures

10.1 Visual inspection
10.1.1 General

This procedure provides the requirements for obtaining baseline, intermediate, and final visual
inspections to identify and determine any physical changes or defects in module or assembly
construction at the beginning and after the completion of each required test.

Any hardware showing initial damage not due to the manufacturing process should be rejected
if it may worsen and lead to failure during the subsequent environmental tests. A new module
or assembly may then be substituted before beginning the test sequence.

10.1.2 Procedure

All test samples shall be thoroughly inspected and photographed when necessary. All defects
or abnormalities (including initial defects related to the quality of solder joints such as
inadequate or excessive solder, solder balls, bent interconnects, or misalignment of parts) shall
be documented with appropriate sketches or photographs to show the locations of the defects.
Components, such as the lens, mirror, secondary optical elements, heat spreaders, and
encapsulants, shall also be inspected for defects. Specifically, inspect for:

a) Bubbles, delamination, or any kind of similar defect on the cell and around its edges.

b) Damage incurred during shipping and handling, such as cracked lenses, crac
housings, and bent terminals or mounting brackets. Bﬁ%ﬁ?ﬁents
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c) Integrity of the seal around the lens and housing joints. Any crack or gap in sealant materials
shall be noted.

d) Any ventilation hole or breather shall not be clogged.

e) Provision for grounding all accessible conductive parts.

f) Broken, cracked, bent, misaligned, or torn external surfaces.

g) Faulty interconnections or joints.

h) Visible corrosion of output connections, interconnections, and bus bars.
i) Failure of adhesive bonds.

j) Tacky surfaces of plastic materials.

k) Faulty terminations, or exposed live electrical parts.

[) Any other conditions that may affect reliability or performance.

10.1.3 Major visual defects

For the purpose of design qualification and type approval, the following are considered to be
major visual defects:

a) Broken, cracked, bent, misaligned, or torn external surfaces, including lens, mirror, receiver
body, frame, and junction box.
b) Broken or cracked cells.

c) Bubbles or delamination forming a continuous path between any part of the electrical circuit
and the edge of the receiver.

d) Visible corrosion of any of the active circuitry of the sample.

e) Adhesive or sealant failures.

f) Loss of mechanical integrity, to the extent that the installation and/or operation of the
modules or assemblies would be impaired.

10.1.4 Requirements

No major visual defects.

10.2 Electrical performance measurement
10.2.1 Purpose

The purpose of the electrical performance test is to identify electrical performance degradation
of test samples caused by required tests. The focus of this test is on the power degradation,
not on the absolute power output, which will be covered by a separate power and energy rating
standard.

Repeatability of the measurement is the most important factor for this test.

10.2.2 Outdoor side-by-side |-V measurement
10.2.2.1 General

The side-by-side |-V measurement identifies power degradation of a test sample by comparing
its post-stress test relative power to its pre-stress test relative power. The relative power is
defined as the maximum power output of the sample under test divided by the maximum power
output of the control sample, measured under similar test conditions. This method is based on
the assumption that the changes of the control sample’s electrical performance are negligible
during the whole qualification test period. By using this method, test condition variables are
self-correcting, and the complex translation procedures are eliminated.
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The side-by-side |-V measurement is required for each test sample on the beginning and final
I-V measurements. It is optional for all intermediate |-V measurements.

When applying this method to receivers, the control receiver and the receiver under test shall
be installed with a proper optical and mechanical system so that during the test, the
concentrated light and thermal conditions of these two receivers are similar to the real operating
conditions.

10.2.2.2 Procedure
Measure the relative power of a test sample according to following procedures:

a) Conduct the test on a favorable day and during a period of time that meets the following
conditions:

— sky is clear, DNI is greater than 700 W/m2, and its variation is less than 2 % in any 5 min
interval;

— for systems with acceptance half-angle larger than 2,5°, no visible clouds or hazy
conditions in 45° view angle around the sun;

— wind speed is less than 6 m/s, and no gust of greater than 10 m/s in 10 min before any
measurement.

Pay attention to the tracking system’s rigidity and make sure it is stable under the windy
condition.

b) Mount the test sample and the control sample side-by-side on a two-axis tracker. The
alignment of the samples to sunlight could be done by either of following two sequences:

— adjust the test and control samples to co-plane, then align both of them together to the
direction of sun beam; or

— separately align the test and control samples to the sun beam before each |-V
measurement.

NOTE Test sample and control sample can also be tested on two adjacent two-axis trackers, or two
receivers can be tested in sequence on one tracker and optical system, if all conditions in a) are met.

c) Alignment shall meet the manufacturer’s specifications. If specifications are not available,
use the maximum I, of the module as an indicator of alignment. Misalignment shall not
cause /i to decrease more than 2 % from its maximum value.

d) Monitor sample’s temperature to make sure the sample temperature changes are less than
2 °C in any 1 min period.

e) If coolant is employed, monitor coolant flow rate and inlet/outlet temperatures. The coolant
flow rate shall not change by more than 2 %, and the temperature shall not change by more
than 1 °C in any 5 min period.

f) Take |-V measurements on both samples to obtain their maximum power output. This
procedure shall be completed quickly so that the change of power output caused by solar
irradiance, ambient temperature, and wind speed changes is less than 2 % during this step.

g) Calculate the sample’s relative power P,:

P
P =—1x100%

mc

where:

p, is the sample’s relative power, in %;

P is the test sample’s maximum power, in W;

P is the control sample’s maximum power measured at the similar condition as P,

in W.
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10.2.2.3 Requirements

a) The sample’s maximum power (P l

repeatably.

and V. shall be measured accurately and

m)’ sC’

b) The relative power degradation, P4, is defined as follows:

P —P;
By=—" x 100 %
B,
where:
P is the relative power measured after the given test;
Py is the relative power measured before the given test.

For outdoor measurement, P4 shall be less than 13 %, and for indoor simulator measurement,
P.q shall be less than 8 %. The 5 % difference takes into account the larger uncertainty from
outdoor measurements.

10.2.3 Solar simulator I-V measurement

CPV 1-V measurement could also be performed under indoor solar simulator according to
IEC 62670-3:2017, 9.5 and 9.6. The testing lab should create its own testing procedure, as long
as similar conditions are achieved.

10.2.4 Dark I-V measurement
10.2.4.1 General

The dark I-V measurement compares the sample’s series resistances measured before and
after the tests. It is performed before and after the test sample’s shipping to evaluate any
possible changes.

The dark |-V measurement is also a cost-effective method to monitor and diagnose power
degradation of test modules or assemblies following intermediate stress tests, or to monitor the
electric performance stability of the control samples.

10.2.4.2 Procedure

If the dark I-V is used for diagnostic purpose, it should be measured during initial measurements
to establish a reference for later dark I-Vs, in addition to the side-by-side baseline |-V
measurement, which serves as a reference for later side-by-side I-Vs. The method is applicable
to both receivers and modules.

a) Choose a suitable power source, which could be a conventional DC power supply or a
charged-up capacitor, whatever is most convenient, as long as it will generate current up to
1,6 times rated /g.. The current should be adjustable so that there are at least 10 separate

points in the range of 0,9 to 1,6 times rated /., and the interval of the points should be
nearly equal-spaced.

b) Short the blocking diode by placing a jumper lead across the leads of the blocking diode, if
there is one installed.

c) Connect the power source’s positive lead to sample’s positive lead, and the negative lead
to negative lead.

d) Block the light source to the cells, e.g. turn the samples upside down, so that the measured
open-circuit voltage of the sample is less than 5% of its rated V..

e) Apply at least 10 different currents to the module and record each set of current, voltage,
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Complete this procedure as quickly as possible to avoid significant heating of the cells during
the test. If the temperature drift is too fast to give a repeatable reading, allow the current to flow
while the module heats to its equilibrium temperature, then record the steady-state values.

f) Plot the current and voltage data on a chart with the voltage on the vertical axis and current
on the horizontal axis, and perform a linear regression in the region of the linear part of the
curve (usually, it is at the higher end of current):

V=RxI+V,
where

R is the module’s series resistance, and
Vo is the linear-regression constant.

10.2.4.3 Requirements

The dark I-V test is not intended to be used as the pass/fail criterion for the qualification test,
but as a cost-effective method for identifying degradations of the sample following each test.

Side-by-side |-V measurement shall be conducted for pass/fail decision.

10.3 Ground path continuity test
10.3.1 General

In some countries or regions, system grounding is not required. If the product installation is
restricted to these areas, this test may be omitted.

10.3.2 Purpose

The purpose of the ground path continuity test is to verify adequate electrical continuity between
all exposed conductive parts and the grounding point under high-current conditions.

10.3.3 Procedure

a) A continuity tester (ohmmeter) shall be used to test electrical continuity between any parts
on the test sample and its grounding point.

b) To minimize danger to testing personnel, a current- and voltage-limited power supply that
is not capable of producing more than 10 V DC between its output terminals should be used
for this test.

c) The resistance between the grounding point and any accessible conductive part shall be
measured with a current passing through these two points. If the module manufacturer has
not provided contact points for this test on the modules, a small area on the module shall
be scraped clear of any anodization or coating to make good contact.

d) Apply a current of two times Iy, between the grounding terminal and a point, and measure
the voltage within 1,3 cm of each point of current injection.

e) Record the current and voltage until the values are stable.

f) If more than one test is needed to evaluate all paths of conduction, allow enough cooling
time between tests if the temperature of the sample increased significantly.

g) At the end of this test, the test sample shall be subjected to an insulation test of 10.4.

10.3.4 Requirements
a) Resistance shall be less than 0,1 Q.
b) Damage shall not be produced at joints between different exposed conducting parts.
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10.4 Electrical insulation test
10.4.1 Purpose

The purpose of the electrical insulation (also called dry insulation) test is to determine whether
or not the concentrator system is sufficiently well-insulated between all active parts in the
power-generating circuit and the frame or the outside world.

10.4.2 Procedure
a) Obtain an insulation tester, which has the following functions, to:
— Supply DC current limiting to 10 mA.
— Apply DC voltage of 1 000 V plus twice the maximum system voltage of the test sample.
— Measure the current in pA resolution.
These functions could be combined in one single unit or with a few separate units:

b) The test shall be conducted on samples at ambient temperature of 25 °C + 10 °C and
relative humidity not exceeding 75 %.

c) Designs that use a cooling medium shall have the cooling medium present during the test,
but the cooling medium circulation is not required.

d) The sample cell faces shall be darkened and the sample shall not be connected to any
active electrical source.

e) Connect the shorted positive and negative output terminals of the sample to the positive
terminal of the tester.

f) Connect the exposed metal parts of the sample to the negative terminal of the tester. If the
sample has no conductive frame or if the frame is a poor electrical conductor, wrap the
sample with a metallic plate or foil, then connect the plate or foil to the negative terminal of
the tester.

g) Increase the voltage applied by the tester at a rate not exceeding 500 V/s to 1 000 V plus
twice the maximum system voltage (i.e., the maximum system voltage rated by the
manufacturer). If the maximum system voltage does not exceed 50 V, the applied voltage
shall be 500 V.

h) Maintain the voltage at this level, and wait for 2 min after a stable leakage current is reached.

i) Observe any sign for dielectric breakdown or surface tracking (steps g) to i) are also called
the dry hi-pot test).

j) Reduce the voltage to 500 V, and maintain for 2 min after a stable leakage current is
reached.

k) Record the applied voltage and the current.
I) Calculate the insulation resistance based on recorded data.

m) Reduce the applied voltage to zero and short-circuit the terminals of the tester to discharge
the electrical charges built up in the sample.

n) Disconnect the tester from the sample.

10.4.3 Requirements
a) No dielectric breakdown, surface tracking, or bubble generation.

b) For samples with an overall receiver aperture area less than or equal to 0,1 m2, the
measured insulation resistance shall not be less than 50 MQ.

c) For samples with an overall receiver aperture area larger than 0,1 m2, the measured
insulation resistance times cell area shall not be less than 5 MQm?2.

d) In addition to the previous requirements, receivers, modules, or assemblies shall always
have a total insulation resistance more than 1 MQ, or more than 10 MQ if double-insulated.
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10.5 Wet insulation test
10.5.1 Purpose

The purpose of the wet insulation test is to evaluate the insulation of the concentrator system
under wet operating conditions and verify that moisture from rain, fog, dew, or melted snow
does not enter the active parts of the sample circuitry, where it might cause corrosion, a ground
fault, or a safety hazard.

10.5.2 Procedure
a) Obtain an insulation tester as described in 10.4.2 a).

b) Prepare a non-corrosive liquid agent (surfactant) solution in a testing tank that is large
enough to hold the test samples. The resistivity of the test solution shall be between
1500 Q cm to 3 500 Q cm when measured at a temperature of 22 °C + 3 °C.

c) Designs that use a cooling medium shall have the cooling medium present during the test,
but the cooling medium circulation is not required.

d) The sample cell faces shall be darkened and the sample shall not be connected to any
active electrical source.

e) Connect the shorted positive and negative output terminals of the sample to the positive
terminal of the tester.

f) Make a good connection between the negative terminal of the tester and the liquid solution.

g) Immerse the sample in the solution, or spray the solution over the sample, for at least 5 min.
The terminal boxes, pigtail leads, uninsulated terminations, or other connectors that are not
suitable for immersion could be maintained above the solution level, but be thoroughly
wetted by spraying the solution over these areas from all possible directions that rain or
melt snow could enter.

h) Increase the voltage applied by the tester at a rate not exceeding 500 V/s to 500 V.

i) Maintain the voltage at this level, and wait for 2 min after a stable leakage current is reached,
then observe any sign of dielectric breakdown, surface tracking, or bubble generation.

j) Record the applied voltage and the current.
k) Calculate the insulation resistance based on recorded data.

I) Reduce the applied voltage to zero and short-circuit the terminals of the test equipment to
discharge the electrical charges built up in the test sample.

m) Disconnect the test equipment from the sample.
n) Clean the surface of the module from residues of the solution.

10.5.3 Requirements
a) No dielectric breakdown or surface tracking.

b) For samples with an overall receiver aperture area less than or equal to 0,1 m?2, the
measured insulation resistance shall not be less than 50 MQ.

c) For samples with an overall receiver aperture area larger than 0,1 m2, the measured
insulation resistance times cell area shall not be less than 5 MQm?2.

d) In addition to the previous requirements, receivers, modules, or assemblies shall always
have a total insulation resistance more than 1 MQ, or more than 10 MQ if double-insulated.

10.6 Thermal cycling test

10.6.1 Purpose

The purpose of the thermal cycling test is to determine the ability of the receivers to withstand
thermal mismatch, fatigue, and other stresses caused by rapid, non-uniform, or repeated

changes of temperature.
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10.6.2 Test sample

Two receiver samples are required for the sequence A thermal cycling test, which is a full length
of the thermal cycle. If a full-size sample is too large to fit into the environmental chamber, or it
is too expensive to use, a smaller representative sample may be specially designed and
manufactured for this test. The representative sample shall be carefully designed so that it can
reveal similar failure mechanisms as the full-size one, and the fabrication process of the
representative sample shall be as identical as possible to the process of the full-size ones.

NOTE Possible failure mechanisms for temperature cycling test could include weak mechanical strength of cells,
poor bus bar and soldering (loose, wrong flux, tension) materials, incorrect interconnection design (for example, too
large differences of thermal expansion coefficients among bonded layers and not enough buffering layer in between),
wrong adhesives, and poor workmanship.

When designing or fabricating the representative samples, special considerations shall include,
but not be limited to, the following aspects:

— Repeated parts or sections (sub-receivers) used by the full-size sample can be reduced,
but if possible, try to use at least two of these parts or sections in their full dimensions.

— All non-repeated parts or sections, such as cell string’s end-connections and corners,
electrical and mechanical joints, sensors, and bypass/blocking diodes, should be
included in the representative samples.

10.6.3 Procedure

Three options are given in Table 3 to fit the different materials used. The thermal cycle test
shall be carried out in air without adding humidity. It could be in a single-chamber system or in
a dual-chamber system. A dwell time of at least 10 min within +3 °C of the high and low
temperatures is required. The cycling frequency can range from 5 to 48 cycles per day. During
each cycles current I;.¢; equal to 1,25 times rated Igc at CSTC shall be applied to the test

sample when temperature is above 25 °C as shown in Figure 8.

To apply current during each thermal cycle, one of the following options could be adopted to:

a) Use an external DC power supply to provide a desired current in the negative direction (the
positive direction is the sample’s normal generating current direction) while the sample is in
the dark (blocking diodes, if present, shall be shorted).

b) Provide a full intensity of illumination so that the sample can generate the desired current
in the positive direction.

c) Provide a partial intensity of illumination in combination with an external DC power supply
to generate the desired current in the positive direction (bypass diodes, if present, shall be
opened).

In the case where the active cooling circuit is used, the manufacturer and test lab may agree to
use the maximum fluid temperature to represent the heatsink temperature. The temperature
shall be monitored at a location as close to the cell as possible during temperature cycling —
and the chamber temperature adjusted to ensure that this temperature does not exceed the test
target temperature. The temperature of the heat-sink or some other representative component
close to the cell may be measured if the cell is inaccessible. The exact location of the heat sink
temperature shall be noted on the measurement report.

When the sample has parallel strings, make sure that the required current is supplied to each
single string. Sometimes this will require separating the parallel strings, and to use separate
power supplies for each string.

Documents

Document Sharing Hub

Full document details: BS EN IEC 62108:2022


http://www.avadocuments.com/doc/bs-en-iec-62108-2022
http://www.avadocuments.com/doc/bs-en-iec-62108-2022

IEC 62108:2022 © |IEC 2022 - 29 -

Based on the knowledge as this document is written, some large-area |lI-V cells may not be
able to hold up under option a) or c), and some testing facilities may have an equipment
limitation to perform option b). In these cases, the thermal cycle test sequence A could be
conducted without applying the current, but the manufacturer should prepare three additional
receiver samples with similar, but “dead,” cells, i.e., electrically inactive IlI-V cells. A minimum
of 1,25 I, should be provided in either positive or negative direction. The current should be

controlled to maintain a temperature difference between the cell and heat sink comparable to,
or greater than, operating conditions so that the localized heating can take place, and the ability
of the receivers to withstand thermal mismatch, fatigue, and other stresses can be evaluated.
The thermal gradients during operating conditions can be determined from commercially
available modeling programs or from direct measurements when DNI is greater than 700 W/m?2
and wind speed is less than 2 m/s. The pass criteria for these receiver samples will be changed
to: after the thermal cycle test, the change of the receiver resistance shall be less than 2 %
(excluding the cell). This alternative procedure will be re-evaluated, and if necessary, an
amendment to this standard will be issued, as soon as further knowledge on this topic becomes
available.

Actively cooled systems are typically designed to handle a very large heat load. If coolant is
present, it may not be possible to heat the system to the target temperatures, but if the coolant
is removed and (i;;) bias current is applied, the temperature can reach arbitrarily high

temperatures. Thermal cycling because of bias current applies stress differently than thermal
cycling the chamber and may be especially effective if a series resistance develops that
enhances local heating from the flow of current. Cooling may need to be reduced below the
system operational specification to allow the chamber or electrical biasing to achieve target
temperatures.

There will be one current cycle for each temperature cycle. Current flow shall commence during
the upward temperature ramp when the cell temperature reaches 25 °C and stop at the end of
the maximum temperature dwell. (see illustration in Figure 8). The sample’s circuit continuity
shall be monitored and recorded. In the case where the active cooling circuit is used, the
manufacturer and test lab may agree to use the maximum fluid temperature to represent the
heatsink temperature. The temperature shall be monitored at a location as close to the cell as
possible during temperature cycling — and the chamber temperature adjusted to ensure that this
this heat sink temperature does not exceed the test target temperature. The temperature of the
heat-sink or some other representative component close to the cell may be measured if the cell
is inaccessible. The exact location of the heat sink temperature measurement location shall be
noted on the measurement report.

Table 3 — Thermal cycle test options for sequence A

Option Target cell Total cycles Applied current during heating and high-
temperature dwell
temperature
°C
TCA-1 85 1 000 Apply I, when T > 25 °C
TCA-2 110 500 Apply I, i, when T > 25 °C
TCA-3 65 2 000 Apply I, when T > 25 °C

The samples shall be subjected to visual inspection 10.1 and the insulation test 10.4 following
the thermal cycling test.
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