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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN IEC 62271-
110:2018. It is identical to [EC 62271-110:2017, incorporating corrigenda
December 2017 and February 2018. It supersedes BS EN 62271-110:2012,
which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PEL/17/1, High-voltage switchgear and controlgear.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2018
Published by BSI Standards Limited 2018

ISBN 978 0 580 90334 2
ICS 29.130.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 March 2018.
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EN IEC 62271-110:2018 (E)

European foreword

The text of document 17A/1151/FDIS, future edition 2 of |EC 62271-110, prepared by SC17A
"Switching devices" of IEC/TC 17 "High-voltage switchgear and controlgear" was submitted to the IEC-
CENELEC parallel vote and approved by CENELEC as EN IEC 62271-110:2018.

The following dates are fixed:

¢ latest date by which the document has to be (dop) 2018-08-09
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2020-11-09
standards conflicting with the
document have to be withdrawn

This document supersedes EN 62271-110:2012.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Endorsement notice

The text of the International Standard IEC 62271-110:2017 was approved by CENELEC as a
European Standard without any modification.
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EN IEC 62271-110:2018 (E)

Annex ZA
(normative)

Normative references to international publications

with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)

applies.

NOTE 1 Where an International Publication has been modified by common modifications, indicated by (mod), the relevant

EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here:

www.cenelec.eu.
Publication
IEC 60050-441
EC 62271-1
EC 62271-100

+ A1
EC 62271-106

Full document details: BS EN IEC 62271-110:2018
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Title EN/HD
International Electrotechnical Vocabulary -
(IEV) -- Chapter 441: Switchgear,
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High-voltage switchgear and controlgear -- EN 62271-1
Part 1: Common specifications
High-voltage switchgear and controlgear -- EN 62271-100
Part 100: Alternating current circuit-
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+ A1
High-voltage switchgear and controlgear -- EN 62271-106
Part 106: Alternating current contactors,
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

HIGH-VOLTAGE SWITCHGEAR AND CONTROLGEAR -
Part 110: Inductive load switching

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and
non-governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates
closely with the International Organization for Standardization (ISO) in accordance with conditions determined
by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply |IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard |[EC 62271-110 has been prepared by subcommittee 17A: Switching
devices, of IEC technical committee 17: High-voltage switchgear and controlgear.

This fourth edition cancels and replaces the third edition published in 2012 and constitutes a
technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

— all switching devices are now covered, not only circuit-breakers;
— alimited number of T10 tests no longer covers shunt-reactor switching tests below 52 kV;

— evaluation and reporting of a re-ignition-free arcing time window has been added.
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The text of this International Standard is based on the following documents:

IEC 62271-110:2017 © IEC 2017

FDIS

Report on voting

17A/1151/FDIS

17A/1155/RVD

Full information on the voting for the approval of this International Standard can be found in

the report on voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of the IEC 62271 series can be found, under the general title High-voltage

switchgear and controlgear, on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to
the specific document. At this date, the document will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.

The contents of the corrigenda of December 2017 and February 2018 have been included in

this copy.
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HIGH-VOLTAGE SWITCHGEAR AND CONTROLGEAR -

Part 110: Inductive load switching

1 Scope

This part of IEC 62271 is applicable to AC switching devices designed for indoor or outdoor
installation, for operation at frequencies of 50 Hz and 60 Hz on systems having voltages
above 1000 V and applied for inductive current switching. It is applicable to switching devices
(including circuit-breakers in accordance with |EC 62271-100) that are used to switch
high-voltage motor currents and shunt reactor currents and also to high-voltage contactors
used to switch high-voltage motor currents as covered by |JEC 62271-108.

Switching unloaded transformers, i.e. breaking transformer magnetizing current, is not
considered in this document. The reasons for this are as follows:

a) Owing to the non-linearity of the transformer core, it is not possible to correctly model the
switching of transformer magnetizing current using linear components in a test laboratory.
Tests conducted using an available transformer, such as a test transformer, will only be
valid for the transformer tested and cannot be representative for other transformers.

b) As detailed in IEC TR 62271-306, the characteristics of this duty are usually less severe
than any other inductive current switching duty. Such a duty may produce severe
overvoltages within the transformer winding(s) depending on the re-ignition behaviour of
the switching device and transformer winding resonance frequencies.

NOTE 1 The switching of tertiary reactors from the high-voltage side of the transformer is not covered by this
document.

NOTE 2 The switching of shunt reactors earthed through neutral reactors is not covered by this document.
However, the application of test results according to this document, on the switching of neutral reactor earthed
reactors (4-leg reactor scheme), is discussed in [IEC TR 62271-306.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

IEC 60050-441, International Electrotechnical Vocabulary — Chapter 441: Switchgear,
controlgear and fuses (available at www.electropedia.org)

IEC 62271-1:2017, High-voltage switchgear and controlgear — Part 1: Common specifications
for alternating current switchgear and controlgear

IEC 62271-100:2008, High-voltage switchgear and controlgear — Part 100: Alternating current
circuit-breakers
IEC 62271-100:2008/AMD1:2012

IEC 62271-106:2011|, High-voltage switchgear and controlgear — Part 106: Alternating current
contactors, contactor-based controllers and motor-starters
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3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60050-441,
EC 62271-1 and the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp

3.1
inductive current
power-frequency current drawn by an inductive circuit having a power factor 0,5 or less

3.2

current chopping

abrupt current interruption in a switching device at a point-on-wave other than the natural
power-frequency current zero

3.3

virtual current chopping

current chopping in one of the three phases in a three-phase circuit originated by transients in
another phase of the circuit

3.4

suppression peak

first peak of the transient voltage to earth on the load side of the switching device following
current interruption

Note 1 to entry: Suppression peak is not necessarily the absolute maximum of the transient recovery voltage.
Previous breakdowns may have appeared at higher voltage values.

3.5

recovery peak

maximum value of the voltage across the switching device occurring when the polarity of the
recovery voltage is equal to the polarity of the power-frequency voltage

Note 1 to entry: Recovery peak is not necessarily the absolute maximum of the transient recovery voltage.
Previous breakdowns may have appeared at higher voltage values.

3.6

re-ignition

resumption of current between the contacts of a mechanical switching device during a
breaking operation with an interval of zero current of less than a quarter cycle of power
frequency

Note 1 to entry: In the case of inductive load switching the initiation of the re-ignition is a high-frequency event,
which can be of a single or multiple nature and may in some cases be interrupted without power-frequency follow
current.

3.7

re-ignition-free arcing time window

period of arc duration during a breaking operation during which the contacts of a mechanical
switching device reach sufficient distance to exclude re-ignition
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