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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of
EN IEC 62271-209:2019. It is identical to IEC 62271-209:2019. It
supersedes BS EN 62271-209:2007 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PEL/17, High voltage switchgear, controlgear and assemblies.

Alist of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2019
Published by BSI Standards Limited 2019

ISBN 978 0 580 96020 8
ICS 29.130.10; 45.060.01

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 April 2019.

Amendments/corrigenda issued since publication

Date Text affected
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I
EUROPEAN STANDARD EN IEC 62271-209

NORME EUROPEENNE
EUROPAISCHE NORM April 2019

ICS 29.130.10 Supersedes EN 62271-209:2007

English Version

High-voltage switchgear and controlgear - Part 209: Cable
connections for gas-insulated metal-enclosed switchgear for
rated voltages above 52 kV - Fluid-filled and extruded insulation
cables - Fluid-filled and dry-type cable-terminations
(IEC 62271-209:2019)

Appareillage a haute tension - Partie 209: Raccordement de Hochspannungs-Schaltgerate und -Schaltanlagen - Teil
cables pour appareillage sous enveloppe métallique a 209: Kabelanschlisse fiir gasisolierte metallgekapselte
isolation gazeuse de tension assignée supérieure a 52 kV - Schaltanlagen fiir Bemessungsspannungen tber 52 kV -
Cables remplis d'un fluide ou a isolation extrudée - Kabel mit fluidgefiillter und extrudierter Isolierung -
Extrémité de cable de type sec ou remplie d'un fluide Fluidgefillte und feststoffisolierte Kabelendverschlisse
(IEC 62271-209:2019) (IEC 62271-209:2019)

This European Standard was approved by CENELEC on 2019-03-15. CENELEC members are bound to comply with the CEN/CENELEC
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC
Management Centre or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the
same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, the Czech Republic,
Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden,
Switzerland, Turkey and the United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europiisches Komitee fiir Elektrotechnische Normung

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2019 CENELEC All rights of exploitation in any form and by any means reserved worldwide for CENELEC Members.
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I |
EN IEC 62271-209:2019 (E)

European foreword

The text of document 17C/696/FDIS, future edition 2 of JEC 62271-209, prepared by SC 17C
"Assemblies" of IEC/TC 17 "High-voltage switchgear and controlgear" was submitted to the IEC-
CENELEC parallel vote and approved by CENELEC as EN IEC 62271-209:2019.

The following dates are fixed:

+ latest date by which the document has to be implemented at national (dop) 2019-12-15
level by publication of an identical national standard or by endorsement

+ latest date by which the national standards conflicting with the (dow) 2022-03-15
document have to be withdrawn

This document supersedes EN 62271-209:2007.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Endorsement notice

The text of the International Standard IEC 62271-209:2019 was approved by CENELEC as a
European Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards

indicated:
IEC 60137:2017 NOTE Harmonized as EN 60137:2017 (not modified)
EC 62271-20 NOTE Harmonized as EN 62271-207
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EN IEC 62271-209:2019 (E)

Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)

applies.

NOTE 1 Where an International Publication has been modified by common modifications, indicated by (mod), the relevant

EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here:

www.cenelec.eu.

Publication
IEC 60038
EC 60068-2-1

IEC 60141

EC 60376

IEC 60840

IEC 62067

EC 62271-1

EC 62271-203

Full document details: BS EN IEC 62271-209:2019

Year

1994

series

2017

2011

Title EN/HD
IEC standard voltages N 60038

Basic environmental testing procedures - EN 60068-2-17
Part 2-17: Tests - Test Q: Sealing

Tests on oil-filled and gas-pressure cables -
and their accessories

Specification of technical grade sulphur EN IEC 60376
hexafluoride (SFe) and
complementarygases to be used in its

mixtures for use in electrical equipment

Guidelines for the checking and treatment EN 60480
of sulfur hexafluoride (SFe) taken from

electrical equipment and specification for

its re-use

Power cables with extruded insulation and -
their accessories for rated voltages above
30 kV (Um = 36 kV) up to 150 kV (Um = 170
kV) — Test methods and requirements

Power cables with extruded insulation and -
their accessories for rated voltages above
150 kV (Um = 170 kV) up to 500 kV (Um =
550 kV) - Test methods and requirements

High-voltage switchgear and controlgear - EN 62271-1
Part 1: Common specifications for
alternating  current  switchgear and
controlgear

High-voltage switchgear and controlgear - EN 62271-203
Part 203: Gas-insulated metal-enclosed
switchgear for rated voltages above 52 kV

2017

2012
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

HIGH-VOLTAGE SWITCHGEAR AND CONTROLGEAR -

Part 209: Cable connections for gas-insulated metal-enclosed
switchgear for rated voltages above 52 kV — Fluid-filled and extruded
insulation cables — Fluid-filled and dry-type cable terminations

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard JEC 62271-209 has been prepared by subcommittee 17C: Assemblies,
of IEC technical committee 17: High-voltage switchgear and controlgear.

This second edition cancels and replaces the first edition published in 2007. This edition
constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) New numbering in accordance with ISO/IEC directives, Part 2 (2016) and to
IEC 62271-1:2017;

b) Clause 3: addition of a definition for plug-in cable termination, filling pressure and
minimum function pressure for insulation;

Documents

Document Sharing Hub

Full document details: BS EN IEC 62271-209:2019


https://doi.org/10.3403/BSENIEC62271
https://doi.org/10.3403/30147651U
http://www.avadocuments.com/doc/bs-en-iec-62271-209-2019
http://www.avadocuments.com/doc/bs-en-iec-62271-209-2019

