BS EN IEC 62305-1:2024

Protection against lightning

Part 1: General principles

°
bSl o Documents

Document Sharing Hub

Full document details: BS EN IEC 62305-1:2024


http://www.avadocuments.com/doc/bs-en-iec-62305-1-2024
http://www.avadocuments.com/doc/bs-en-iec-62305-1-2024

BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN IEC 62305-1:2024.
It is identical to IEC 62305-1:2024. It supersedes BS EN 62305-1:2011]
which will be withdrawn on 31 October 2027.

BSI, as a member of CEN, is obliged to publish EN IEC 62305-1:2024 as a
British Standard. However, attention is drawn to the fact that during the
development of this European Standard, the UK committee voted against
its approval.

The UK committee points out to users that ‘Internal’ in definition 3.34
also applies to other external equipment with internal connections, as
well as equipment on the roof.

The UK committee also believes that in applying the definition in
3.39, users should also consider including surges arising from direct
strikes to service lines, and that in applying the definition in 3.54,
users should include screening as an important aspect of relevant
protection measures.

The UK committee points out that in applying 8.4.1 paragraph 4,
separation distances should also be observed between lightning
conductors and significant external conductive elements on the outside
of a structure or in very close proximity to the structure. In all cases
where adequate separation distances cannot be achieved, then such
items should be bonded to the near point of the lightning conductor.

The UK committee advises users that the BS EN IEC 62305 third
edition series should be implemented in full as it would not be safe to
implement Parts 1, 3 and 4 of the third edition without having done a
risk assessment in accordance with BS EN [EC 62305-2:2024.

The UK participation in its preparation was entrusted to Technical
Committee GEL/81, Protection against lightning.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2025
Published by BSI Standards Limited 2025
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BRITISH STANDARD

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2025.

Amendments/corrigenda issued since publication

Date Text affected
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English Version
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This European Standard was approved by CENELEC on 2024-10-17. CENELEC members are bound to comply with the CEN/CENELEC
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC
Management Centre or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the
same status as the official versions.
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Européisches Komitee fiir Elektrotechnische Normung

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels
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EN IEC 62305-1:2024 (E)

European foreword

The text of document 81/737/FDIS, future edition 3 of |EC 62305-1, prepared by TC 81 "Lightning
protection" was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as
EN IEC 62305-1:2024.

The following dates are fixed:

» latest date by which the document has to be implemented at national (dop) 2025-10-31
level by publication of an identical national standard or by endorsement

+ latest date by which the national standards conflicting with the (dow) 2027-10-31
document have to be withdrawn

This document supersedes EN 62305-1:2011 and all of its amendments and corrigenda (if any).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national committee. A
complete listing of these bodies can be found on the CENELEC website.

Endorsement notice

The text of the International Standard IEC 62305-1:2024 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standard indicated:

IEC 62561 series NOTE Approved as EN IEC 62561 series

IEC 62305-2:2024 NOTE Approved as EN IEC 62305-2:2024 (not modified)
IEC 62793 NOTE Approved as EN IEC 62793

NOTE Approved as EN IEC 61400-24

NOTE Approved as EN 61000-4-5

IEC 61643-31 NOTE Approved as EN 61643-31
EC 62475 NOTE Approved as EN 62475

IEC 60071-2:2023 NOTE Approved as EN IEC 60071-2:2023 (not modified)
IEC 61643-21 NOTE Approved as EN 61643-21
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

NOTE 1 Where an International Publication has been modified by common maodifications, indicated by (mod),
the relevant EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available
here: www.cencenelec.eu.

Publication Year Title EN/HD Year
IEC 62305-3 2024 Protection against lightning - Part 3: EN IEC 62305-3 2024
Physical damage to structures and life
hazard
EC 62305-4 2024 Protection against lightning - Part 4: EN IEC 62305-4 2024
Electrical and electronic systems within
structures
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

PROTECTION AGAINST LIGHTNING -
Part 1: General principles

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) IEC draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). IEC takes no position concerning the evidence, validity or applicability of any claimed patent rights in
respect thereof. As of the date of publication of this document, IEC had not received notice of (a) patent(s), which
may be required to implement this document. However, implementers are cautioned that this may not represent
the latest information, which may be obtained from the patent database available at https://patents.iec.ch. IEC
shall not be held responsible for identifying any or all such patent rights.

EC 62305-1 has been prepared by IEC technical committee 81: Lightning protection. It is an
International Standard.

This third edition cancels and replaces the second edition published in 2010. This edition
constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) reference to the IEC 62561 series [1]! is made in Annex D to provide a link to relevant
lightning protection system components according to the IEC 62561 series;

T Numbers in square brackets refer to the Bibliography. Documents
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b) risk management introduces the concept of types of loss with public relevance;

c) the concept of frequency of damage that can impair the availability of the internal systems
within the structure has been introduced;

d) surge currents due to lightning flashes have been more accurately specified for SPD
dimensioning in low-voltage power systems and in telecommunication systems.

The text of this International Standard is based on the following documents:

Draft Report on voting

81/737/FDIS 81/756/RVD

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/publications.

A list of all parts in the IEC 62305 series, published under the general title Protection against
lightning, can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,
e withdrawn, or

e revised.
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INTRODUCTION

There are no devices or methods capable of modifying the natural weather phenomena to the
extent that they can prevent lightning discharges. Lightning flashes to, or nearby, structures (or
lines connected to the structures) are hazardous to people, to the structures themselves, their
contents and installations as well as to lines. This is why the application of lightning protection
measures is essential.

The need for protection, the economic benefits of installing protection measures, and the
selection of adequate protection measures should be determined in terms of risk management.
Risk management is the subject of IEC 62305-2 [2].

NOTE In Germany, the need for lightning protection is determined by, and the class of required LPS shall be
selected according to, a national annex to the third edition of |JEC 62305-1| (including an option for a risk assessment
following the third edition of IEC 62305-2).

Protection measures considered in the IEC 62305 series have been proven to be effective in
risk reduction.

All measures for protection against lightning form the overall lightning protection. For practical
reasons the criteria for design, installation and maintenance of lightning protection measures
are considered in two separate groups:

— the first group concerning protection measures to reduce physical damage and life hazard
in a structure is given in IEC 62305-3;

— the second group concerning protection measures to reduce failures of electrical and

electronic systems in a structure is given in JEC 62305-4.

The connection between the parts of the IEC 62305 series is illustrated in Figure 1.

NOTE The implementation of an IEC 62793 [3] compliant TWS in the protection measures for a structure can assist
in reducing physical damage, life hazard, and failure of electrical and electronic systems.
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Figure 1 — Connection between the various parts of the IEC 62305 series
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PROTECTION AGAINST LIGHTNING -

Part 1: General principles

1 Scope

This part of IEC 62305 provides general principles for the protection of structures against
lightning, including their installations and contents, as well as persons.

The following cases are outside the scope of this document:

railway systems;

— vehicles, ships, aircraft, offshore installations;

— underground high-pressure pipelines;

— pipe, power and telecommunication lines separated from the structure;
— nuclear power plants.

The IEC 62305 series should be considered as a minimum requirement for these structures.

Until any further information by CIGRE is available the lightning current parameters described
in this document can be applied also for offshore installations.

NOTE 1 In these cases, structures usually fall under special regulations produced by various specialized
authorities. For structures (subsidiary or others) not falling under such special regulations, the IEC 62305 series still
applies.

NOTE 2 Lightning protection of wind turbines is also covered by |[EC 61400-24 [4].
2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 62305-3:2024, Protection against lightning — Part 3: Physical damage to structures and life
hazard

IEC 62305-4:2024, Protection against lightning — Part 4: Electrical and electronic systems within
structures

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminology databases for use in standardization at the following
addresses:

e |EC Electropedia: available at https://www.electropedia.org/
e |SO Online browsing platform: available at https://www.iso.org/obp
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3.1

lightning flash to earth

electrical discharge of atmospheric origin between cloud and earth consisting of one or more
strokes

3.2
downward flash
lightning flash initiated by a downward leader from cloud to earth

Note 1 to entry: A downward flash consists of a first current short stroke, which can be followed by other subsequent
short strokes. One or more short strokes can be also followed by a long stroke.

3.3
upward flash
lightning flash initiated by an upward leader from an earthed structure to cloud

Note 1 to entry: An upward flash consists of a first long stroke with or without multiple superimposed impulses. One
or more impulses can be followed by a long stroke.

3.4
lightning stroke
single electrical discharge in a lightning flash to earth

3.5
short stroke
part of the lightning flash which corresponds to an impulse current

Note 1 to entry: The impulse current has a time T, to the half peak value on the tail typically less than 2 ms (see
Figure A.1).

3.6
long stroke
part of the lightning flash which corresponds to a continuing current

Note 1 to entry: The duration time 7| 5\ Of this continuing current is typically more than 2 ms and less than 1 s
(see Figure A.2).

3.7

multiple strokes lightning flash

lightning flash consisting on average of three to four strokes, with a typical time interval between
them of about 50 ms

Note 1 to entry: Events having up to a few dozen strokes with intervals between them ranging from 10 ms to 250 ms
have been reported.

3.8
point of strike
point where a lightning flash strikes the earth or a structure (e.g. building, LPS, line, tree)

Note 1 to entry: A lightning flash can have more than one point of strike.

3.9

lightning current

i

current flowing at the point of strike

3.10

current peak value

1

maximum value of the lightning current
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3.11

average steepness of the current front

di/dt

maximum current of the impulse / divided by the front time of the impulse T,

Note 1 to entry: See 3.10 and 3.12 and Figure A.1.

3.12

front time of impulse current

T

virtual parameter defined as 1,25 times the time interval between the instants when the 10 %
and 90 % of the peak value are reached

SEE: Figure A1.

3.13

virtual origin of impulse current

o

point of intersection with the time axis of a straight line drawn through the 10 % and the 90 %
reference points on the stroke current front preceding by 0,1 T, that instant at which the current

attains 10 % of its peak value
SEE: Figure A1.

3.14

time to half value on the tail of impulse current

T3

virtual parameter defined as the time interval between the virtual origin O4 and the instant at
which the current has decreased to half the peak value on the tail

SEE: Figure A1.

3.15

flash duration

T

time for which the lightning current flows at the point of strike

3.16
duration of long stroke current

TLonG

time duration during which the current in a long stroke is between 10 % of the peak value during
the increase of the continuing current and 10 % of the peak value during the decrease of the
continuing current

SEE: Figure A.2.

3.17
flash charge

OFLASH
value resulting from the time integral of the lightning current for the entire lightning flash
duration

3.18
short stroke charge

OSHORT
value resulting from the time integral of the lightning current in an impulse Documents
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3.19
long stroke charge

9LoNG
value resulting from the time integral of the lightning current in a long stroke

3.20

specific energy

W/R

value resulting from the time integral of the square of the lightning current for the entire flash
duration

Note 1 to entry: The specific energy represents the energy dissipated by the lightning current in a unit resistance.

3.21

specific energy of the impulse current

value resulting from the time integral of the square of the lightning current for the duration of
the impulse

Note 1 to entry: The specific energy in a long stroke current is negligible.

3.22
structure to be protected
any place, facility or building suitable to contain persons, animals, materials or systems

Note 1 to entry: A structure to be protected can be part of a larger structure.

3.23
line
external power line or telecommunication line connected to the structure to be protected

3.24

telecommunication line

line intended for communication between equipment that can be located in separate structures,
such as a phone line and a data line

3.25

power line

distribution line feeding electrical energy into a structure to power electrical and electronic
equipment located there, such as low voltage (LV) or high voltage (HV) electric mains

3.26
lightning flash to a structure
lightning flash striking a structure

3.27
lightning flash near a structure
lightning flash striking close enough to a structure that it can cause dangerous overvoltages

3.28
lightning flash to a line
lightning flash striking a line connected to a structure

3.29

lightning flash near a line

lightning flash striking close enough to a line connected to a structure that it can cause
dangerous overvoltages within the structure
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3.30

dangerous event

lightning flash to or near a structure, or to or near a line connected to the structure that can
cause damage within the structure

3.31

dangerous sparking

spark inside the structure where lightning current flows triggering fire or explosion or leading to
mechanical and chemical effects which can also endanger the environment

3.32
electrical system
system incorporating low-voltage power supply components

3.33

electronic system

system incorporating sensitive electronic components such as telecommunication equipment,
computer, control and instrumentation systems, radio systems, power electronic installations

3.34
internal systems
electrical and electronic systems of a structure

Note 1 to entry: Internal systems may for example be located on the roof of the structure provided they are
connected internally to the structure.

3.35

physical damage

damage to a structure (or to its contents) due to mechanical, thermal, chemical and explosive
effects of lightning

3.36
injury to human beings
injuries to, including loss of life of, people, resulting from lightning

3.37
failure of internal systems
damage of internal systems due to LEMP

3.38

lightning electromagnetic impulse

LEMP

fast time-varying electromagnetic field emitted by lightning which can create surges via
resistive, inductive and capacitive coupling to circuits

3.39

surge

transient in lines and equipment created by LEMP that appears as overvoltage or overcurrent
or both

3.40

lightning protection zone

LPZ

zone where the lightning electromagnetic environment is defined

Note 1 to entry: The zone boundaries of an LPZ are not necessarily physical boundaries (e.g. walls, floor and
ceiling).
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3.41

frequency of damage

F

value of the annual number of damaging events due to LEMP which can occur to the internal
systems of a structure

3.42

tolerable frequency of damage

Fr

maximum value of the frequency of damage which can be tolerated for the internal systems of
the structure or a zone to be protected

3.43

loss

L

mean amount of a specified type of loss consequent to a dangerous event in the considered
zone of a structure

3.44

loss of public relevance

loss which will result in consequences that will affect more than those involved in the decision-
making process such as external consequences, injury to human beings, unavailability of
services provided to the public, including physical damage, damage to the environment, and
costs required to be paid by the public

EXAMPLE The costs of emergency measures to limit the damage, the costs resulting from loss of the structure and
production, the costs of reconstruction.

3.45
service
function performed by the internal systems of the structure to supply a specific need

3.46

service of public relevance

service provided to the public as well as service where the heritage of cultural interest is
involved

3.47

risk

R

probable average annual loss due to lightning, in a structure or in a considered zone of the
structure

3.48

tolerable risk

Ry

maximum value of the risk which can be tolerated for the structure to be protected

3.49

lightning protection level

LPL

number related to a set of lightning current parameters values relevant to the probability that
the associated maximum and minimum design values will not be exceeded in naturally occurring
lightning

Note 1 to entry: The lightning protection level is used to design protection measures according to the relevant set
of lightning current parameters.
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3.50
protection measures
measures adopted for the structure to be protected in order to reduce the risk

3.51

lightning protection

LP

measures taken for the protection of structures against lightning, including their internal
systems and contents, as well as persons, in general consisting of an LPS and SPM

3.52

lightning protection system

LPS

complete system used to reduce injury to human beings and physical damage due to lightning
flashes to a structure

Note 1 to entry: A lightning protection system consists of both external and internal lightning protection systems.
To protect internal systems against the effects of LEMP, measures according to |JEC 62305-4 are necessary.

3.53

external lightning protection system

part of the LPS consisting of an air-termination system, a down-conductor system and an earth-
termination system

3.54

internal lightning protection system

part of the LPS consisting of lightning equipotential bonding or electrical separation of an
external LPS or both

3.55

air-termination system

part of an external LPS using metallic elements such as rods, masts, mesh conductors or
catenary wires intended to intercept lightning flashes

3.56

down-conductor system

part of an external LPS intended to conduct lightning current from the air-termination system to
the earth-termination system

3.57

earth-termination system

part of an external LPS which is intended to conduct and disperse lightning current into the
earth

3.58

external conductive parts

extended metal items entering or leaving the structure to be protected such as pipe works, cable
metallic elements, metal ducts which can carry a part of the lightning current

3.59

lightning equipotential bonding

EB

bonding to the LPS of separated metallic parts, by direct conductive connections or via surge
protective devices, to reduce potential differences caused by lightning current

3.60

conventional earthing impedance

ratio of the peak values of the earth-termination voltage and the earth-termination current which,

in general, do not occur simultaneously Documents
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3.61

surge protection measures

SPM

measures taken to protect internal systems against the effects of LEMP

Note 1 to entry: Surge protection measures are part of the overall lightning protection.

3.62

electromagnetic shield

screen of conductive material intended to reduce the penetration of a time-varying
electromagnetic field into the structure or part of the structure to be protected, used to reduce
failures of internal systems

3.63

surge protective device

SPD

device that contains at least one non-linear component and that is intended to limit transient
overvoltages and divert surge currents

3.64

coordinated SPD system

set of SPDs properly selected, coordinated and installed to form a system intended to reduce
failures of internal systems

3.65
isolating interfaces
devices which are capable of reducing conducted surges on lines entering the LPZ

Note 1 to entry: Isolating interfaces include isolation transformers with an earthed screen between windings, metal
free fibre optic cables and opto-isolators.

Note 2 to entry: The insulation withstand characteristics of these devices should be suitable for this application
either intrinsically or by SPD.

3.66

separation distance

A

necessary distance between a conductor carrying full or partial lightning current and other
conductive parts to avoid dangerous sparking

3.67

safety distance

dS

necessary distance between the internal systems and the shield of the LPZ, at which the
shielding effect of the LPZ against the influence of the magnetic field is valid

4 Lightning current parameters

The lightning current parameters used in the IEC 62305 series are given in Annex A.

The time function of the lightning current to be used for analysis purposes is given in Annex B.
Information for simulation of lightning current for test purposes is given in Annex C.

The basic parameters to be used in laboratories to simulate the effects of lightning on LPS
components are given in Annex D.

Information on surges due to lightning at different installation points is given in AnnB&Cl.lmentS
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5 Damage due to lightning

5.1 Damage to a structure
511 General

Lightning affecting a structure can cause damage to the structure itself and to its occupants
and contents, including failure of internal systems. The damages and failures can also extend
to the surroundings of the structure and even involve the local environment. The scale of this
extension depends on the characteristics of the structure and on the characteristics of the
lightning flash.

5.1.2 Effects of lightning on a structure
The main characteristics of structures relevant to lightning effects include:

— construction (e.g. wood, brick, concrete, reinforced concrete, steel frame construction);

— function (dwelling house, office, farm, theatre, hotel, school, hospital, museum, church,
prison, department store, bank, factory, industry plant, sports area);

— occupants and contents (persons and animals, presence of combustible or non-combustible
materials, explosive or non-explosive materials, radioactive materials, hazardous
biochemical materials, electrical and electronic systems with low or high rated impulse
voltage);

— connected lines (power lines, telecommunication lines) pipelines;
— photovoltaic systems, vehicle charging systems, mobile phone installations;

— existing or provided protection measures (protection measures to reduce physical damage
and life hazard, protection measures to reduce failure of internal systems);

— scale of the extension of danger (structure with difficulty of evacuation or structure where
panic can be created, structure dangerous to the surroundings, structure dangerous to the
environment).

Table 1 reports some examples of the effects of lightning on various types of structures.
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Table 1 — Effects of lightning on typical structures

Type of structure according to
function or contents or both

Effects of lightning

Dwelling house

Puncture of electrical installations, fire and material damage

Damage normally limited to structures exposed to the point of strike or to
the lightning current path

Failure of electrical and electronic equipment and systems installed (e.g.
TV sets, computers, modems, telephones)

Primary risk of fire and hazardous step voltages as well as material
damage

Department store

Sports area

Farm building Secondary risk due to loss of electric power, and life hazard to livestock
due to failure of electronic control of ventilation and food supply
systems, etc.

Theatre

Hotel Damage to the electrical installations (e.g. electric lighting) likely to

School cause panic

Failure of fire alarms resulting in delayed fire-fighting measures

Bank
Insurance company

Commercial company, etc.

As all the types of structures listed above, plus problems resulting from
loss of communication, failure of computers and loss of data

Hospital
Nursing home

Prison

As all the types of structures listed above, plus problems of people in
intensive care, and the difficulties of rescuing immobile people

Industry

Additional effects depending on the contents of factories, ranging from
minor to unacceptable damage and loss of production

Museums and archaeological site

Church

Loss of irreplaceable cultural heritage

Telecommunication

Power plants

Unacceptable loss of services to the public

Firework factory

Munitions works

Consequences of fire and explosion to the plant and its surroundings

Surface mine

Risk of hazardous step voltages

Risk of damage to plant and mobile machinery, including tyre explosions

Underground mine

Risk of hazardous step voltages
Risk due to loss of electric power

Risk of methane gas explosion or coal dust fire

Chemical plant
Refinery

Biochemical laboratories and plants

Fire and malfunction of the plant with detrimental consequences to the
local and global environment

5.1.3

Sources and causes of damage to a structure

The lightning current is the source of damage. The following situations shall be taken into
account, depending on the position of the point of strike relative to the structure considered:

S1: flashes to the structure;

S2: flashes near the structure;

S3: flashes to the lines connected to the structure;
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