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EN IEC 62325-503:2018 (E)

European foreword

The text of document 57/1936/CDV, future edition 1 of IEC 62325-503, prepared by IEC/TC 57 "Power
systems management and associated information exchange" was submitted to the IEC-CENELEC
parallel vote and approved by CENELEC as EN IEC 62325-503:2018.

The following dates are fixed:

+ latest date by which the document has to be implemented at national (dop) 2019-05-30
level by publication of an identical national standard or by endorsement

+ latest date by which the national standards conflicting with the (dow) 2021-08-30
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Endorsement notice

The text of the International Standard IEC 62325-503:2018 was approved by CENELEC as a
European Standard without any modification.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

NOTE 1 Where an International Publication has been modified by common modifications, indicated by (mod), the relevant
EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here:
www.cenelec.eu.

Publication Year Title EN/HD Year

IEC TS 61970-2 - Energy management system application program interface - -
(EMS-API) - Part 2: Glossary

SO/IEC 9594-8 2017 Information technology - Open Systems Interconnection - - -
The Directory - Part 8: Public-key and attribute certificate

frameworks
ISO/IEC 2014 Information technology - Advanced Message Queuing - -
19464:2014 Protocol (AMQP) v1.0 specification
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

FRAMEWORK FOR ENERGY MARKET COMMUNICATIONS -

Part 503: Market data exchanges guidelines for the |[EC 62325-351 profile

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 62325-503 has been prepared by IEC technical committee 57:
Power systems management and associated information exchange.

This edition cancels and replaces IEC TS 62325-503 published in 2014.

This edition includes the following significant technical changes with respect to the previous
edition:

a) Use of ISO/IEC 19464:2014, Advanced Message Queuing Protocol (AMQP) v1.0
specification;

b) Splitting of the node described in the IEC TS 62325-503:2014 into a broker that
implements the messaging function and a directory;

c) Increase of operability and resilience of the communication system with the ability for an
endpoint to send and receive messages through several brokers;

d) Benefits of standardisation, performance and scalability of the AMQP pﬁtocol for
transferring messages. ocuments
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The text of this standard is based on the following documents:

CDV Report on voting
57/1936/CDV 57/1983/RVC

Full information on the voting for the approval of this International Standard can be found in
the report on voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

In this document, the following print types are used:
Help the visibility of information in table and diagram: in italic type

A list of all parts in the IEC 62325 series, published under the general title Framework for
energy market communications, can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to
the specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

IMPORTANT - The 'colour inside' logo on the cover page of this publication indicates
that it contains colours, which are considered useful for the correct understanding of
its contents. Users should therefore print this document using a colour printer.
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INTRODUCTION

This document is part of the IEC 62325 series for deregulated energy market communications.

The principal objective of the IEC 62325 series is to produce documents which facilitate the
integration of market application software developed independently by different vendors into a
market management system, between market management systems and market participant
systems. This is accomplished by defining message exchanges to enable these applications
or systems access to public data and exchange information independent of how such
information is represented internally.

The common information model (CIM) specifies the basis for the semantics for the message
exchange. The European style market profile specifications that support the European style
design electricity markets are defined in |EC 62325-351. These electricity markets are based
on the European regulations, and on the concepts of third party access and zonal markets.
The IEC 62325-451-n International documents specify the content of the messages
exchanged.

The purpose of this document is to provide the guidelines to exchange the above-mentioned
messages. A European market participant (trader, distribution utilities, etc.) could benefit from
a single, common, harmonised, secure platform for message exchange with the European
Transmission System Operators (TSOs); thus reducing the cost of building different IT
platforms to interface with all the parties involved.

This document represents an important step in facilitating parties entering into electricity
markets other than their national ones; they could use the same or similar information
exchange system to participate in more than one market all over Europe.

This document was originally based upon the work of the European Network of Transmission
System Operators (ENTSO-E) Working Group EDI.

Documents

Document Sharing Hub

Full document details: BS EN IEC 62325-503:2018


https://doi.org/10.3403/BSENIEC62325
https://doi.org/10.3403/30227721U
http://www.avadocuments.com/doc/bs-en-iec-62325-503-2018
http://www.avadocuments.com/doc/bs-en-iec-62325-503-2018

-10 - IEC 62325-503:2018 © IEC 2018

FRAMEWORK FOR ENERGY MARKET COMMUNICATIONS -

Part 503: Market data exchanges guidelines for the |[EC 62325-351 profile

1 Scope
This part of IEC 62325 is for European electricity markets.

This document specifies a standard for a communication platform which every Transmission
System Operator (TSO) in Europe can use to exchange reliably and securely documents for
the energy market. Consequently a European market participant (TSO, regional supervision
centre, distribution utility, power exchange, etc.) could benefit from a single, common,
harmonised and secure platform for message exchange with other participants; thus, reducing
the cost of building different information technology (IT) platforms to interface with all the
parties involved.

“MADES” (MArket Data Exchange Standard) is the acronym to designate this standard.

MADES is a specification for a decentralised common communication platform based on
international IT standards:

e From an application program perspective, MADES specifies the software interfaces to
exchange electronic documents with peer applications. Such interfaces mainly provide
means to send and receive documents using a so-called “MADES communication system”
(or "MADES system" or simply "system"). The sender can request about the status of the
delivery of a document and the recipient issues a message back, the acknowledgement,
when receiving the document. This makes a MADES system usable for exchanging
documents in business processes requiring a reliable delivery.

e MADES also specifies services hidden to the applications such as recipient localisation,
recipient connection status, message routing and security. Services include directory,
authentication, signing, encryption, message tracking, message logging and message
temporary storage.

The purpose of MADES is to create a secured message exchange standard based on
standard communication protocols and utilising IT best practices for exchanging data over any
TCP/IP communication network, in order to facilitate business-to-business (B2B) information
exchanges as described in |[EC 62325-351 and the IEC 62325-451 series.

A MADES system acts as a post-office organisation: the transported object is a “message” in
which the document of the sender is securely packaged in an envelope containing metadata,
which is necessary information for transportation, tracking and delivery.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

IEC TS 61970-2, Energy management system application program interface (EMS-API) —
Part 2: Glossary
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ISO/IEC 19464:2014, Information technology — Advanced Message Queuing Protocol (AMQP)
v1.0 specification, https://www.amqp.org/ (developed by the OASIS open standards
consortium)

ISO/IEC 9594-8:2017, Information technology — Open systems interconnection — The
Directory — Part 8: Public-key and attribute certificate frameworks

3 Terms and definitions

For the purposes of this document, the terms and definitions given in [IEC TS 61970-2 and the
following apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

o |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp
NOTE For general glossary definitions, see IEC 60050, International Electrotechnical Vocabulary.

3.1

advanced message queuing protocol

AMQP

open Internet protocol for business messaging, as described in IEC 19464:2014

3.2

advanced message queuing protocol secured with transport layer security

AMQPS

combining of the IEC 19464 business messaging protocol with transport layer security (TLS)

3.3

market data exchange standard

MADES

specification described in this document for the European market style market profile

3.4

representational state transfer

REST

method of providing interoperability between computer systems by requesting to access and
manipulate textual representations of resources using predefined set of stateless operations

3.5

simple authentication and security layer

SASL

framework for authentication and data security in internet protocols

3.6

simple object access protocol

SOAP

protocol specification for exchanging structured information in the implementation of
webservices

3.7

transmission system operator

TSO

entity involved in electric power transmission or in transmission of natural gas
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3.8

transport layer security

TLS

cryptographic protocol to provide privacy and data integrity between two communicating
computer applications

4 High level concepts

4.1 What is the purpose of MADES?

NOTE Clause 4 describes the business context for the specification usage, introduces the main concepts of the

specification and does not contain requirements.
Capacity
allocator
,__j ____________ Balance .
b M. L , responsible party |

MADES B '

communication system

(to exchange electronic
documents)

Distribution system |2
operator

Power exchange
d
SR VA— .

i Regional E -
- supervision centre 'J Market participant }
IEC

Figure 1 — MADES overall view

MADES' first intention is to provide transmission system operators (TSOs) with a standardised
communication system for securely exchanging electronic documents between themselves
and with others parties involved in the European electricity market as shown in Figure 1.

These documents are mainly those used in the energy market and described in
IEC 62325-351 and the IEC 62325-451 series. Such parties include TSOs, regional
supervision centres, power exchanges, distribution system operators, balance responsible
parties, transmission capacity allocators, market operators, capacity traders, producers, etc.

MADES enables each party to host an access point to the communication system:
applications of his information system can then use the access point to send and receive
securely documents with other parties.

Technically, MADES is a data exchange standard comprised of standard communication
protocols and utilising information technology standards and best practices to create a
mechanism for exchanging data over any TCP/IP communication network and infrastructure,
in order to facilitate business-to-business information exchanges.

New market rules induce new business processes and activities, and generally require new
information exchanges between parties. Experience shows that, for the data exchanges to

meet the business goals, the chosen technical solution results from an agreement of all the

involved parties gathering various constraints including implementation time scale, vendors’

offers, already existing communication infrastructure and links, integration capabilities of

existing information systems, confidentiality of exchanged information, | j

performance, etc. %C’ﬁﬁlents
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Whereas business processes require that information be exchanged between multiple
systems or multiple parties, solutions developed bilaterally can become complex, each
interface taking time before coming in operation, taking money and resources for development
and maintenance. A noticeable consequence is that some parties involved in business
processes that require exchanges with many others parties have to install and operate
different communication tools and solutions to interface with multiple information systems.
The process towards a more integrated European electricity market creates many such
situations with new coordinated processes between actors with regulated roles. Market
participants acting in several countries are also looking for a harmonised interface.

MADES can support any business process whatever the transmitted document format (e.g.
XML, binary) and the sequence for the exchanges.

MADES is independent of the physical underlying communication Infrastructure, which can be
any internet protocol (IP) network, such as Internet, a physical private infrastructure, or a
multi access-point virtual private network (VPN).

MADES relies on and only on non-proprietary IT standards for communication protocols, data
integrity, peer authentication (signature), confidentiality (encryption), accessible parties’
directory (e.g. HTTP, AMQP, TLS, X.509), as shown in Figure 2.

Business logic
(processes and activities) } Market rules

Document structure and content :lr— Implementation Guide

Business

(e.g. ENTSO-E ESS XML)

— =

Reliable Message Delivery,
transparency,
security, — MADES
integrity,
integration

IT standards

Communication protocols (e.g. HTTP, AMQP, TLS)

Information technology (IT)

e.g. Internet, private network,

Network infrastructure : .
virtual private network

.

IEC
Figure 2 — MADES scope in a layered architecture

4.2 Overview

The MADES standard specifies a communication system that delivers messages between
authorised parties. Such a system has the following key features:

1) Reliable message delivery — A (sender) party connected can send a message to another
(recipient) party connected or that can connect to the system. The sender is notified when
a message is not acknowledged by the recipient in due time, whatever reason.

2) Transparency — The system is not a black box: it tracks every message down to gather
trustworthy information about the delivery.

3) Security — Only the recipient of the message can read the content (confidentiality) and the
recipient unambiguously authenticates the sender (signature).

4) Integrity — The system guarantees that the content of a message is unaltered i
delivery process. Ij&f&ilﬁelents
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5) Integration — A wide variety of technologies can integrate with the services exposed for
sending and receiving messages. This eases development and integration in any
information system.

The first four key features (reliable message delivery, transparency, security and integrity) are

capabilities of the system, while the last one (integration) is a design characteristic of the
MADES components.

4.3 Transparent and reliable message delivery

The main feature of a MADES system is the message delivery function, as shown Figure 3.

Data
—_—
MADES
Message
Sender Recipient
endpoint endpoint
Acknowledgement
Sender application Recipient application

IEC
Figure 3 — MADES message delivery

A sender wants or needs to transfer a document to a recipient using the system. Both the
sender and the recipient are applications that use an application-programming interface (API)
to connect to their respective access points, named endpoints.

The peer applications view the system only through the defined interface. The document
being transported from one to the other can be any text or binary data. Actually, the system
transports a message that comprises the document with additional metadata, which includes
information to route and transport the message securely such as a unique ID, the identities of
the peer endpoints and cryptographic information related to the message signing and to the
document encryption.

The system tracks any message that a sender endpoint accepted. The endpoint can reject a
request from a business application for sending a document, e.g. if the recipient is unknown.

The sender application can check at any time the status of a sent message among
ACCEPTED, DELIVERED, RECEIVED or FAILED (see 5.6.1).

The sender endpoint knows that the system has delivered a message to the recipient endpoint,
when it receives back an acknowledgement issued by the recipient endpoint. The sender
endpoint sets the status of the message to FAILED when the message expires, i.e. if it does
not receive the acknowledgement in due time, whatever reason.

The system transports both:

e Standard message — a message composed by a sender endpoint to send an electronic
document upon request from a sender application.
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e Acknowledgement — a message composed by a recipient endpoint for tracking the
endpoint-to-endpoint delivery' of a standard message. The applications do not know about
acknowledgements, which remain internal to the system.

NOTE Further in the document, the single work "message" refers to "standard message", and "internal message"
generically refers to either (standard) message or acknowledgement.

4.4 Components of a MADES system
4.4.1 Endpoint, broker and component-directory

A MADES system is a set of components out of three types: endpoint, broker and component-
directory. Two components interact in a client / server mode as shown in Figure 4. This is the
full view that the current clause explains in details.

Directory

, MADES Message  SYNCHRONISE _
h services

queuing directory

H
https 4% Component
directory

Broker

REGISTER,
GET, SET

https
directory data

TRANSFER
internal messages

Security:
Message encryption
and signing
\ Endpoint /

http(s)
The endpoint is the SEND, RECEIVE
access point for the message
business applications
Application Server

EXEH| (protocol) (Interaction
. functions)
client

IEC
Figure 4 —- MADES components, interactions and protocols

A party using the system hosts an endpoint. An application (client) uses the interface exposed
by the endpoint (server) to send and receive messages. The interface uses the HTTP(S)
protocol.

NOTE The client component opens a connection. The server component accepts the connection.

This document refers to a sender (respectively recipient) endpoint when focussing on the
operations that the endpoint performs for sending (resp. receiving) a message. The endpoints
perform the end-to-end security; namely, the sender endpoint signs and encrypts the
message, whereas the recipient endpoint decrypts the message and verifies the sender
signature.

1 This is a technical acknowledgement, not an acknowledgement as defined in |[EC 62325-451-1]. Documents
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For transferring a message, the sender endpoint (client) uploads it to a broker (server), and
the recipient endpoint (client) downloads it from that broker: the broker temporarily stores the
message in a queue; this is further referred as an indirect transfer. The sender endpoint
(client) can also upload the message directly to the recipient endpoint (server): this is further
referred as a direct transfer. Whatever route, the protocol to transfer the message is AMQPS,
which stands for Advanced Message Queuing Protocol Secured with transport layer security
(TLS).

Transferring an acknowledgement works the same way, but the peer endpoints play reverse
roles, the recipient being the sender and vice versa. A broker only works with internal
messages and does not distinguish between messages and acknowledgements.

The endpoints and the brokers (all clients) get configuration data of the system, e.g.
identifications of the existing components, certificates, authorised delivery routes, from a
component-directory (a server), which implements an address book. When the system
comprises several component-directories, they synchronise each other. The directory services
use the HTTPS protocol.

4.4.2 Delivery routes and acknowledgements

Figure 5 shows the possible routes to transfer a message:

P S
\ ”

Broker B

Message transfer
s

Sender
application

Recipient

Q application
Recipient -
endpoint -

Sender |
endpoint

IEC
Figure 5 — Possible routes for delivering a message

A sender endpoint can transfer a message to a recipient endpoint either using an intermediate
broker or directly. Enabling or not enabling direct transfer is a security issue (see 4.5.2).

Figure 5 shows that the system can include several brokers and that the messages between
two given endpoints can use different routes. The route depends on the type of the document
to transport, named after the message-type, which generally binds the message to some
business process (see 5.2). The sender endpoint selects the route according to the message-
path (see 5.3) associated with the message-type, as configured by the recipient endpoint, and
published and accessible in the components-directories.

Figure 6 shows the communication protocols used along the message route.
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Figure 6 — Communication protocols for delivering a message

An acknowledgement is an internal message issued by the recipient endpoint back to the
sender endpoint to notify that it received a message. The route of the acknowledgement is the
exact reverse route of the corresponding message.

NOTE:

e The sender application sets the message-type but does not select the route. Modifying a message-path
changes the route but does not affect the applications.

e Load balancing the message traffic through multiple brokers is not possible. Between two given endpoints, all
messages with the same message-type use the same route. Some brokers can support high available
clustered setups.

e There is at most one broker on the route from a sender endpoint to a recipient endpoint.
4.4.3 Sharing configuration data of the system

Implementing message routing and security transparently to applications enforces that the
endpoints and the brokers access to configuration data that describes the system. This
includes the following information for each component:

e unique ID,

e security certificates for authentication, signing and encryption,

¢ telecommunication network location to access the services that the component exposes,

e rules for message delivery: for an endpoint, the rules say what are the routes to send
messages to the endpoint; for a broker the rules say which messages the broker accepts,
i.e. which message-types and from which sender endpoints,

e operational contact information.

Each endpoint and each broker registers with a single component-directory, named after its
home component-directory. A major role of the administrator of a component-directory is to
accept new parties, establish trust with them, and to register their components. The role
includes the reverse operations: unregister components, notably the ones potentially

compromised. A component-directory and the set of its registered components forms a
subsystem.

Figure 7 shows data flows between a component-directory "A" and its registered components:
(A) When accepting a registration request, the component-directory creates a new entry for
the component in the directory. It also issues and stores the component certificates.

(B) The administrator of a registered component enters all of configuration data about the
component, which is pushed for update in the home component-directory.

(C) A registered component locally caches the whole directory content and cyclically request
for synchronisation. On a change, it receives a full copy of the directory, not increments.
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— Data flow
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Figure 7 — Data flows between a component-directory
and its registered components

The specification of the component-directory pursues two goals:

1)

2)

Minimise the administration tasks: data entry is limited. In addition, whereas the first
registration should probably always require a manual acceptance, the certificates renewal
could 2 be automatic (see 7.6) in case the request comes from a validly registered
component.

Design a non-critical component, i.e. which does not block the message transfer when it is
down. Indeed, each endpoint and each broker locally caches and refreshes directory data,
which remains valid during a configurable period while the component-directory is down.

Figure 8 shows the same component-directory "A", now included in a wider system with two
other subsystems, i.e. component-directories: "B" and "C".

every component-directory couple synchronises bi-directionally, i.e.
requests the other for its subsystem directory content;

each directory

an "A"-registered endpoint (respectively broker) now receives the entire system directory
content ("A" + "B" + "C") when synchronising with its home component-directory;

a "B"-registered or "C"-registered component synchronises with the "A" component-
directory when its home component-directory is down. Conversely an "A"-registered
component can synchronise with another component-directory (such a flow is not
presented in Figure 8).

2 Thisis a system governance decision.
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NOTE Locally caching the whole directory content is the key point for a component-directory not being critical in
the system. The underlying design assumption is that, even when some hundred components compose the system,
configuration data remains small and does not change frequently.

All services exposed by a component-directory are accessible using the https protocol as

shown in Figure 9.
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Figure 9 — Component-directory services and protocols

4.4.4

Interfaces exposed by the components

IEC

Figure 10 shows the interfaces that the specification defines in Clause 5, and that a compliant
component implements, i.e. uses and exposes.
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Figure 10 — MADES Interfaces, services and protocols
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(1) Endpoint interface for applications using HTTP(S) SOAP web services — see 11.1.
e An application sends a message (SendMessage) through the system or requests for
the delivery status of a previously sent message (CheckMessageStatus).

e An application requests for downloading a received message (ReceiveMessage) and
then confirms back to the system that it has safely stored or processed the message
(ConfirmReceiveMessage).

NOTE Safe storage is defined in 5.9.

e An application requests the system to send a test message to a peer party
(ConnectivityTest) in order to check that the communication with that party is working
correctly for a given message-type.

(2a) Broker interface for endpoints using AMQP — see 6.3.

e AMQP is a protocol intended for the interoperability between various messaging
middleware: it does not describe an interface but the byte-flow structure (frames) to
exchange between two TCP peers (on the wire).

e A MADES broker is as a server that manages queues of (internal) messages until the
intended recipient gets them.

e When successfully authenticated to the broker, an endpoint acts as a message
producer to send a message (Produce) and as a message consumer to receive its
intended messages (Consume).

(2b) Endpoint interface for others endpoints using AMQP — see 6.3.

e The interface for direct transfer between endpoints is the same as (2a) without the
Consume service. Indeed, an endpoint does not contain queues in which other
endpoints can consume messages.

(3a) Component-directory interface used by endpoints and brokers — see 7.5 Documents
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e The endpoints and the brokers use the interface to register with their home directory-
component into which they push configuration data. They also use the interface for
keeping up-to-date a local copy of the system directory.

e The interface uses the REST principles. Requests and responses use XML format and
are specified using XML schemas.

e The resources accessible to an authenticated component are:
— registrations: to request for entering the system, to get and renew the certificates.

— components: to get directory information about all components registered in the
system in order to maintain a local copy of the directory. The answer returns either
the whole directory content or nothing when the local directory is already up-to-date.

— endpoints (resp. brokers): to get configuration data on an endpoint (resp. a broker)
or to modify such information. Only a component can modify its own configuration
data.

(3b) Component-directory interface used by other component-directories — see 7.5.
e A component-directory uses the interface to synchronise with another component-
directory of the system.

e For synchronising, an "A" component-directory requests the components resources of
a "B" component-directory exactly as endpoints and brokers do when using interface
(3b). However, it only asks for the peer directory content restricted to the "B"
subsystem components.

4.4.5 Architecture examples of MADES systems
A MADES system can range from a minimal architecture composed of two endpoints and one

component-directory either without (Figure 11) or with a broker (Figure 12), up to a network of
endpoints with several brokers and component-directories (Figure 13, Figure 14).

Client ——» Server -
Component
/ — \

P>

Endpoint

Endpoint

IEC

Figure 11 — Minimal MADES system (without broker)
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Figure 12 — Minimal MADES system (with broker)

Any of the two communicating parties using the architecture of Figure 12 can host either the
broker or the component-directory or both.

A typical architecture is when one of the stakeholders of a business process, say "A", plays a
central role (Figure 13). Therefore, he can host a broker and a component-directory. Acting as
a hub in the business process logic, he also owns and hosts an endpoint for exchanging with

other stakeholders. Documents
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Figure 13 — MADES system with a party in a central role

Another business process could involve the same parties or others, or a subgroup, in which a
party, say "B", now plays the central role. The parties can share the existing broker "A". But
they also can use another and dedicated broker (broker "B") for reasons such as hosting
localisation, business criticality, responsibility perimeter, contracted service-level agreement
(SLA), project planning, etc., leading to a multi broker architecture as shown in Figure 14.
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Figure 14 — MADES system with several brokers

Figure 14 shows two component-directories respectively hosted by parties who own broker A
and broker B. There are two component-directories but possibly more. The rules are the
following:

e Each component-directory synchronises with any other.

e The system has two component-directories. This is recommended for business continuity
although the component-directory is not a critical component and could be down for some
time without affecting the message delivery function.

In the Figure 14 example, both parties A and B host a component-directory and are registry
offices each for a subsystem, i.e. a subset of endpoints and brokers of the system. However,
the party C could also host a component-directory.

Figure 15 presents the same architecture viewed by a party involved in each business
process. The party owns a single endpoint registered with a unique component-directory.
Here the party accepts direct transfer and thus incoming connections to the endpoint. The
architecture can encompass some direct bilateral exchanges between parties with no impact
on the brokers.
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Figure 15 — Using a single endpoint for several business processes

The party could also choose to host multiple endpoints, each dedicated to a subset of
business process or messages for reasons such as hosting localisation, business criticality,
internal organisation and responsibility perimeter, contracted service-level agreement (SLA),
project planning, etc. Each endpoint will then have to register with a component-directory, and
the endpoints will appear in the system with different IDs as if owned by distinct parties. Such
endpoints cannot behave in a master / slave mode, nor can they load balance the incoming
message traffic towards the party3.

4.5 Security and message integrity
4.51 Security goals and security solution
The goals of MADES security are:

e The security solution is transparent to applications — no specific implementation is
required for an application to communicate securely.

e All communication channels are encrypted.

e Only the intended recipient can read a message.

e The recipient of a message can unambiguously identify the sender.

e Non-repudiation — A message together and its acknowledgement form an unambiguous
proof that the sender sent the message and that the recipient received it.

The specified security solution complies with the X.509 public key infrastructure (PKI) using
certificates, and it covers two security levels: a transport-layer security and a message-level
security.

3 High availability of an endpoint is an issue of the endpoint design. Documents
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