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European foreword

The text of document 65E/806/CDV, future edition 1 of IEC 62453-71, prepared by SC 65E "Devices
and integration in enterprise systems" of IEC/TC 65 "Industrial-process measurement, control and
automation"” was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as
EN IEC 62453-71:2023.

The following dates are fixed:

» latest date by which the document has to be implemented at national (dop) 2024-09-06
level by publication of an identical national standard or by endorsement

+ latest date by which the national standards conflicting with the (dow) 2026-12-06
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national committee. A
complete listing of these bodies can be found on the CENELEC website.

Endorsement notice

The text of the International Standard IEC 62453-71:2023 was approved by CENELEC as a European
Standard without any modification.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

NOTE 1 Where an International Publication has been modified by common modifications, indicated by (mod), the
relevant EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available
here: www.cencenelec.eu.

Publication Year Title EN/HD Year
EC 62453-1 2023 Field device tool (FDT) interface EN IEC 62453-1 —1
specification - Part 1: Overview and
guidance
EC 62453-2 2022 Field device tool (FDT) interface EN IEC 62453-2 2022

specification - Part 2: Concepts and
detailed description

EC 62541-3 2020 OPC Unified Architecture - Part 3: Address EN IEC 62541-3 2020
Space Model

EC 62541-5 2020 OPC Unified Architecture - Part 5: EN IEC 62541-5 2020
Information Model

IEC 62541-6 - OPC Unified Architecture - Part 6: EN IEC 62541-6 -
Mappings

EC 62541- - OPC unified architecture - Part 7: Profiles EN IEC 62541-7 -

IEC 62541-8 - OPC Unified Architecture - Part 8: Data EN IEC 62541-8 -
Access

EC 62541-100 2015 OPC Unified Architecture - Part 100: EN 62541-100 2015

Device Interface

" Under preparation. Stage at time of publication: prEN IEC 62453-1:2022.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

FIELD DEVICE TOOL (FDT) INTERFACE SPECIFICATION -
Part 71: OPC UA Information Model for FDT

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) IEC draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). IEC takes no position concerning the evidence, validity or applicability of any claimed patent rights in
respect thereof. As of the date of publication of this document, IEC had not received notice of (a) patent(s), which
may be required to implement this document. However, implementers are cautioned that this may not represent
the latest information, which may be obtained from the patent database available at https://patents.iec.ch. IEC
shall not be held responsible for identifying any or all such patent rights.

IEC 62453-71 has been prepared by subcommittee 65E: Devices and integration in enterprise
systems, of IEC technical committee 65: Industrial-process measurement, control and
automation. It is an International Standard.

The text of this International Standard is based on the following documents:

Draft Report on voting

65E/806/CDV 65E/897A/RVC

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.
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This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/standardsdev/publications.

A list of all parts in the IEC 62453 series, published under the general title Field device tool
(FDT) interface specification, can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,

e withdrawn, or

e revised.

IMPORTANT - The "colour inside” logo on the cover page of this document indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this document using a colour printer.
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INTRODUCTION

0.1 General

The new OPC Unified Architecture (OPC UA) unifies the existing standards and brings them to
state-of-the-art technology using service-oriented architecture (SOA). Platform-independent
technology allows the deployment of OPC UA beyond current OPC applications only running
on Windows-based PC systems. OPC UA can also run on embedded systems as well as Linux
/ UNIX based enterprise systems. The provided information can be generically modelled and
therefore arbitrary information models can be provided using OPC UA.

FDT standardizes the communication and configuration interface between all field devices and
host systems. FDT provides a common environment for accessing the devices’ most
sophisticated features. Any device can be configured, operated, and maintained through the
standardized user interface — regardless of supplier, type or communication protocol.

This document specifies a synergy of both approaches, thus allowing easy, standardized access
via OPC UA interfaces to device know-how provided on base of FDT.

0.2 Presentation of FDT

FDT is a technology supporting the data exchange between field devices and automation
systems. The technology is based on an interface specification standardized as IEC 62453. The
specification defines two main concepts: Device Type Manager (DTM) and Frame Application.
A DTM is a software component specific to a field device type. A Frame Application is a software
environment (part of the automation system) for integration of DTMs. Within a Frame Application
every DTM provides data and services specific to the respective field device. Since the
technology is based on a standardized set of interfaces, every DTM may be integrated in every
Frame Application. Based on FDT it is possible to integrate communication devices,
communication infrastructure devices (e.g. gateways) and field devices, depending on their
communication protocols. Support for different communication protocols is provided by means
of supplemental communication protocol specifications (e.g. for PROFINET, PROFIBUS,
Ethernet IP, TCP, HART and FF) or by means of manufacturer-specific protocol integration.

0.3 Presentation of OPC Unified Architecture

The main use case for OPC standards is the online data exchange between devices and HMI
or SCADA systems using Data Access functionality. In this use case the device data is provided
by an OPC server and is consumed by an OPC client integrated into the HMI or SCADA system.
OPC DA provides functionality to browse through a hierarchical namespace containing data
items and to read, to write and to monitor these items for data changes. The OPC Classic
specifications are based on Microsoft COM/DCOM technology for the communication between
software components from different vendors. Therefore OPC Classic server and clients are
restricted to Windows OS based automation systems.

OPC UA incorporates all features of OPC Class specifications like OPC DA, A&E and HDA, but
defines platform independent communication mechanisms and generic, extensible and object-
oriented modelling capabilities for the information a system wants to expose.

The OPC UA network communication part defines different mechanisms optimized for different
use cases. The first version of OPC UA is defining an optimized binary TCP protocol for high
performance intranet communication as well as a mapping to accepted internet standards like
Web Services. The abstract communication model does not depend on a specific protocol
mapping and allows the addition of new protocols in the future. Features like security, access
control and reliability are directly built into the transport mechanisms. Based on the platform
independence of the protocols, OPC UA servers and clients can be directly integrated into
devices and controllers.
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The OPC UA Information Model provides a standard way for Servers to expose Objects to
Clients. Objects in OPC UA terms are composed of other Objects, Variables and Methods. OPC
UA also allows relationships to other Objects to be expressed.

The set of Objects and related information that an OPC UA Server makes available to Clients
is referred to as its AddressSpace. The elements of the OPC UA Object Model are represented
in the AddressSpace as a set of Nodes described by Attributes and interconnected by
References. OPC UA defines eight classes of Nodes to represent AddressSpace components.
The classes are Object, Variable, Method, ObjectType, DataType, ReferenceType and View.
Each NodeClass has a defined set of Attributes.

This specification makes use of two essential OPC UA NodeClasses: Objects and Variables.

Objects are used to represent components of a system. An Object is associated with a
corresponding ObjectType that provides definitions for that Object.

Variables are used to represent values. Two categories of Variables are defined, Properties
and DataVariables.

Properties are Server-defined characteristics of Objects, DataVariables and other Nodes.
Properties are not allowed to have Properties defined for them. An example for Properties of
Objects is the Revision Property of a DeviceType.

DataVariables represent the contents of an Object. DataVariables might have component
DataVariables. This is typically used by Servers to expose individual elements of arrays and
structures. This specification uses DataVariables to represent data like the process variables
provided by a device.

0.4 Presentation of OPC UA Device Integration

The specification "OPC UA Device Integration" is an extension of the overall OPC Unified
Architecture specification series and defines the information model associated with Devices.
The model is intended to provide a unified view of Devices irrespective of the underlying Device
rotocols. FDT deals with physical or logical Devices and the information model of
EC 62541-100 therefore is used as base for the FDT information model.

The Devices information model specifies different ObjectTypes and procedures used to
represent devices and related components like the communication infrastructure in an OPC UA
Address Space. The main use cases are device configuration and diagnostic, but it allows a
general and standardized way for any kind of application to access device related information.
The following examples illustrate the concepts used in this specification. See UA Devices for
the complete definition of the Devices information model.

Figure 1 shows an example for a temperature controller represented as Device Object. The
component ParameterSet contains all Variables describing the Device. The component
MethodSet contains all Methods provided by the Device. Both components are inherited from
the TopologyElementType which is the root Object type of the Device Object type hierarchy.
Objects of the type FunctionalGroupType are used to group the Parameters and Methods of the
Device into logical groups. The FunctionalGroupType and the grouping concept are defined in
UA Devices but the groups are device type specific i.e. the groups ProcessData and
Configuration are defined by the TemperatureControllerType in this example.
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TemperatureControllerType:
Device1
BaseObjectType: X
ParamerterSet '
FunctionalGroupType:
1 P Dat
rocessbata BaseObjectType:
. MethodSet [T
Organizes Temperature
Organize54>( TemperatureSetpoint }o—
L Organizes ChangeSetpoint N——
FunctionalGroupType:
— Configuration
Organizes—b( RunState }f—
Organizes Start t
— Organizes #/?OP\ t

IEC
Figure 1 — OPC UA Devices Example

The use cases in Annex B illustrate the usage of the information model. Not all necessary
Objects need to be realized within a concrete OPC UA Server.
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FIELD DEVICE TOOL (FDT) INTERFACE SPECIFICATION -

Part 71: OPC UA Information Model for FDT

1 Scope

This part of IEC 62453 specifies an OPC UA Information Model to represent the device
information based on FDT-defined device integration.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 62453-1:2023, Field Device Tool (FDT) interface specification — Part 1: Overview and
guidance

IEC 62453-2:2022, Field Device Tool (FDT) interface specification — Part 2: Concepts and
detailed description

IEC 62541-3:2020, OPC Unified Architecture — Part 3: Address Space Model
IEC 62541-5:2020, OPC Unified Architecture — Part 5: Information Model
IEC 62541-6, OPC Unified Architecture — Part 6: Mappings

, OPC Unified Architecture — Part 7: Profiles

IEC 62541-8, OPC Unified Architecture — Part 8: Data Access

IEC 62541-100:2015, OPC Unified Architecture — Part 100: Device Interface

3 Terms, definitions and abbreviated terms

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in |[EC 62453-1, IEC 62453-2
and IEC 62451-100 apply.

ISO and IEC maintain terminology databases for use in standardization at the following
addresses:

e |EC Electropedia: available at https://www.electropedia.org/

e |SO Online browsing platform: available at https://www.iso.org/obp
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3.2 Abbreviated terms

For the purposes of this document, the abbreviations given in |EC 62453-1, |JEC 62453-9 as
well as the following apply.

A&E Alarms & Events

DA Data Access

DTM Device Type Manager

FDT Field Device Technology

HDA Historical Data Access

HMI Human-Machine Interface

IEC International Electrotechnical Commission
MES Manufacturing Execution System

UA Unified Architecture

XML Extensible Markup Language

4 Conventions used in this document

411 Document conventions

Throughout this document certain document conventions are used.

Italics are used to denote a defined term or definition that appears in Clause 3 in this document
or in one of the referenced OPC UA documents.

Italics are also used to denote the name of a service input or output parameter or the name of
a structure or element of a structure that are usually defined in tables.

4.1.2 Conventions for FDT methods

FDT defines synchronous methods and asynchronous methods. Asynchronous methods are
implemented with a set of methods. For example an asynchronous method <MethodName> is
implemented with Begin<MethodName>(), Cancel<MethodName>(), and End<MethodName=>().

In this document asynchronous methods are indicated by ‘<>’ in front of the name
(e.g. <>MethodName).

4.1.3 Conventions for Node descriptions
4.1.31 General

Node definitions are specified using tables (see Table 2)
Attributes are defined by providing the Attribute name and a value, or a description of the value.

References are defined by providing the ReferenceType name, the BrowseName of the
TargetNode and its NodeClass.

e If the TargetNode is a component of the Node being defined in the table the Attributes
of the composed Node are defined in the same row of the table.

e The DataType is only specified for Variables; "[<number>]" indicates a single-
dimensional array, for multi-dimensional arrays the expression is repeated for each
dimension (e.g. [2][3] for a two-dimensional array). For all arrays the ArrayDimensions
is set as identified by <number> values. If no <number> is set, the corresponding
dimension is set to 0, indicating an unknown size. If no number is provide@@Uiments
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ArrayDimensions can be omitted. If no brackets are provided, it identifies a scalar
DataType and the ValueRank is set to the corresponding value (see ). In
addition, ArrayDimensions is set to null or is omitted. If it can be Any or
ScalarOrOneDimension, the value is put into "{<value>}", so either "{Any}" or

“iSca/arOrOneDimension}“ and the ValueRank is set to the corresponding value (see
EC 62541-3) and the ArrayDimensions is set to null or is omitted. Examples are given

in Table 1.
Table 1 — Examples of DataTypes
Notation Data- Value | Array- Description
Type -Rank | Dimensions

0:Int32 0:Int32 -1 omitted or null A scalar Int32.

0:Int32[] 0:Int32 1 omitted or {0} Single-dimensional array of Int32 with an
unknown size.

0:Int32[][] 0:Int32 2 omitted or Two-dimensional array of Int32 with unknown

{0,0} sizes for both dimensions.
0:Int32[3][] 0:Int32 2 {3,0} Two-dimensional array of Int32 with a size of

3 for the first dimension and an unknown size
for the second dimension.

0:Int32[5][3] 0:Int32 2 {5,3} Two-dimensional array of Int32 with a size of
5 for the first dimension and a size of 3 for
the second dimension.

0:Int32{Any} 0:Int32 -2 omitted or null An Int32 where it is unknown if it is scalar or

array with any number of dimensions.
0:Int32{ScalarOrOne 0:Int32 -3 omitted or null An Int32 where it is either a single-
Dimension} dimensional array or a scalar.

o The TypeDefinition is specified for Objects and Variables.

e The TypeDefinition column specifies a symbolic name for a Nodeld, i.e. the specified
Node points with a HasTypeDefinition Reference to the corresponding Node.

e The ModellingRule of the referenced component is provided by specifying the symbolic
name of the rule in the ModellingRule column. In the AddressSpace, the Node shall use
a HasModellingRule Reference to point to the corresponding ModellingRule Object.

If the Nodeld of a DataType is provided, the symbolic name of the Node representing the
DataType shall be used.

Note that if a symbolic name of a different namespace is used, it is prefixed by the
Namespacelndex (see 4.1.4.2).

Nodes of all other NodeClasses cannot be defined in the same table; therefore, only the used
ReferenceType, their NodeClass and their BrowseName are specified. A reference to another
part of this document points to their definition.

Table 2 illustrates the table. If no components are provided, the DataType, TypeDefinition and
Other columns may be omitted and only a Comment column is introduced to point to the Node
definition.
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Table 2 — Example for type definition

Attribute Value

Attribute Attribute value. If it is an optional Attribute that is not set "--" is used.

name

References NodeClass | BrowseNa DataType TypeDefinition Other

me

ReferenceTy | NodeClass BrowseNa DataType of TypeDefinition of the Additional

pe name of the me of the the referenced referenced Node, only characteristics of the
target target Node, only applicable for Variables TargetNode such as
Node. Node. applicable for and Objects. the ModellingRule or

Variables. Accesslevel.
NOTE Notes referencing footnotes of the table content.

Components of Nodes can be complex that is containing components by themselves. The
TypeDefinition, NodeClass and DataType can be derived from the type definitions, and the
symbolic name can be created as defined in 4.1.5.1. Therefore, those containing components
are not explicitly specified; they are implicitly specified by the type definitions.

The Other column defines additional characteristics of the Node. Examples of characteristics
that can appear in this column are show in Table 3.

Table 3 — Examples of other characteristics

Name Short Name Description

0:Mandatory M The Node has the Mandatory ModellingRule.

0:Optional O The Node has the Optional ModellingRule.

0:MandatoryPlaceholder MP The Node has the MandatoryPlaceholder ModellingRule.

0:OptionalPlaceholder OP The Node has the OptionalPlaceholder ModellingRule.

ReadOnly RO The Node AccessLevel has the CurrentRead bit set but not the
CurrentWrite bit.

ReadWrite RwW The Node AccessLevel has the CurrentRead and CurrentWrite bits
set.

WriteOnly 6] The Node AccessLevel has the CurrentWrite bit set but not the
CurrentRead bit.

If multiple characteristics are defined they are separated by commas. The name or the short
name may be used.

4.1.3.2 Additional References

To provide information about additional References, the format as shown in Table 4 is used.

Table 4 - <some>Type Additional References

SourceBrowsePath Reference Is Forward TargetBrowsePath

Type
SourceBrowsePath is always | ReferenceTyp True = TargetBrowsePath points to another Node,
relative to the TypeDefinition. | e name forward which can be a well-known instance or a
Multiple elements are Reference. TypeDefinition. You can use BrowsePaths

defined as separate rows of
a nested table.

here as well, which is either relative to the
TypeDefinition or absolute.

If absolute, the first entry needs to refer to a
type or well-known instance, uniquely
identified within a namespace by the
BrowseName.

Documents

Document Sharing Hub

Full document details: BS EN IEC 62453-71:2023


https://doi.org/10.3403/BSENIEC62453?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-62453-71-2023
http://www.avadocuments.com/doc/bs-en-iec-62453-71-2023

-16 - IEC 62453-71:2023 © IEC 2023
References can be to any other Node.

4.1.3.3 Additional sub-components

To provide information about sub-components, the format as shown in Table 5 is used.

Table 5 - <some>Type Additional sub-components

BrowsePath References |NodeCIass |BrowseName |DataType |TypeDefinition Others

BrowsePath is always
relative to the
TypeDefinition. Multiple
elements are defined as
separate rows of a
nested table

NOTE Same as for Table 2

4.1.3.4 Additional Attribute values
The type definition table provides columns to specify the values for required Node Attributes for

InstanceDeclarations. To provide information about additional Attributes, the format as shown
in Table 6 is used.

Table 6 — <some>Type Attribute values for child Nodes

BrowsePath <Attribute name> Attribute

BrowsePath is The values of attributes are converted to text by adapting the reversible JSON encoding
always relative to | rules defined in IEC 52541-6.

the

If the JSON encoding of a value is a JSON string or a JSON number then that value is

TypeDefinition. entered in the value field. Double quotes are not included.

Multiple elements
are defined as If the DataType includes a Namespacelndex (QualifiedNames, Nodelds or
separate rows of ExpandedNodelds) then the notation used for BrowseNames is used.

a nested table If the value is an Enumeration the name of the enumeration value is entered.

If the value is a Structure then a sequence of name and value pairs is entered. Each pair is
followed by a newline. The name is followed by a colon. The names are the names of the
fields in the DataTypeDefinition.

If the value is an array of non-structures then a sequence of values is entered where each
value is followed by a newline.

If the value is an array of Structures or a Structure with fields that are arrays or with nested
Structures then the complete JSON array or JSON object is entered. Double quotes are not
included.

There can be multiple columns to define more than one Attribute.

4.1.4 Nodelds and BrowseNames
4.1.41 Nodelds

The Nodelds of all Nodes described in this document are only symbolic names. Annex A defines
the actual Nodelds.

The symbolic name of each Node defined in this document is its BrowseName, or, when it is
part of another Node, the BrowseName of the other Node, a ".", and the BrowseName of itself.
In this case "part of" means that the whole has a HasProperty or HasComponent Reference to
its part. Since all Nodes not being part of another Node have a unique name in this document,
the symbolic name is unique.

The NamespaceUri for all Nodelds defined in this document is defined in Annex A. The
Namespacelndex for this NamespaceUri is vendor-specific and depends on the position of the
NamespaceUri in the server namespace table. Documents
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NOTE This document not only defines concrete Nodes, but also requires that some Nodes have to be generated,
for example one for each Session running on the Server. The Nodelds of those Nodes are Server-specific, including
the namespace. But the Namespacelndex of those Nodes cannot be the Namespacelndex used for the Nodes defined
in this document, because they are not defined by this document but generated by the Server.

4.1.4.2 BrowseNames

The text part of the BrowseNames for all Nodes defined in this document is specified in the
tables defining the Nodes. The NamespaceUri for all BrowseNames defined in this document is
defined in 13.2.

For InstanceDeclarations of NodeClass Object and Variable that are placeholders
(OptionalPlaceholder and MandatoryPlaceholder ModellingRule), the BrowseName and the
DisplayName are enclosed in angle brackets (<>) as recommended in . If the
BrowseName is not defined by this document, a namespace index prefix is added to the
BrowseName (e.g., prefix '0' leading to ‘0O:EngineeringUnits’ or prefix '2' leading to
‘2:DeviceRevision’). This is typically necessary if a Property of another specification is
overwritten or used in the OPC UA types defined in this document. Table 82 provides a list of
namespaces and their indexes as used in this document.

4.1.5 Common Attributes
4.1.5.1 General

The Attributes of Nodes, their DataTypes and descriptions are defined in IEC 62541-3.
Attributes not marked as optional are mandatory and shall be provided by a Server. The
following tables define if the Attribute value is defined by this document or if it is server-specific.

For all Nodes specified in this document, the Aftributes named in Table 7 shall be set as
specified in the table.

Table 7 — Common Node Attributes

Attribute Value

DisplayName The DisplayName is a LocalizedText. Each Server shall provide the DisplayName
identical to the BrowseName of the Node for the Localeld "en". Whether the server
provides translated names for other Localelds are server-specific.

Description Optionally a server-specific description is provided.

NodeClass Shall reflect the NodeClass of the Node.

Nodeld The Nodeld is described by BrowseNames as defined in 4.1.4.1.

WriteMask Optionally the WriteMask Attribute can be provided. If the WriteMask Attribute is

provided, it shall set all non-server-specific Attributes to not writable. For example,
the Description Attribute may be set to writable since a Server may provide a server-
specific description for the Node. The Nodeld shall not be writable, because it is
defined for each Node in this document.

UserWriteMask Optionally the UserWriteMask Attribute can be provided. The same rules as for the
WriteMask Attribute apply.

RolePermissions Optionally server-specific role permissions can be provided.

UserRolePermissions Optionally the role permissions of the current Session can be provided. The value is

server-specific and depends on the RolePermissions Attribute (if provided) and the
current Session.

AccessRestrictions Optionally server-specific access restrictions can be provided.

4.1.5.2 Objects

For all Objects specified in this document, the Attributes named in Table 8 shall be set as
specified in the Table 8. The definitions for the Attributes can be found in IEC 62541-3.
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Table 8 — Common Object Attributes

Attribute Value

EventNotifier Whether the Node can be used to subscribe to Events or not is server-specific.

4.1.5.3 Variables

For all Variables specified in this document, the Attributes named in Table 9 shall be set as
specified in the table. The definitions for the Attributes can be found in IEC 62541-3.

Table 9 — Common Variable Attributes

Attribute Value

MinimumSamplinginterval | Optionally, a server-specific minimum sampling interval is provided.

AccesslLevel The access level for Variables used for type definitions is server-specific, for all other
Variables defined in this document, the access level shall allow reading; other settings
are server-specific.

UserAccessLevel The value for the UserAccessLevel Attribute is server-specific. It is assumed that all
Variables can be accessed by at least one user.

Value For Variables used as InstanceDeclarations, the value is server-specific; otherwise it
shall represent the value described in the text.

ArrayDimensions If the ValueRank does not identify an array of a specific dimension (i.e. ValueRank <=
0) the ArrayDimensions can either be set to null or the Attribute is missing. This
behaviour is server-specific.

If the ValueRank specifies an array of a specific dimension (i.e. ValueRank > 0) then
the ArrayDimensions Attribute shall be specified in the table defining the Variable.

Historizing The value for the Historizing Attribute is server-specific.

AccesslLevelEx If the AccessLevelEx Attribute is provided, it shall have the bits 8, 9, and 10 set to 0,
meaning that read and write operations on an individual Variable are atomic, and
arrays can be partly written.

4.1.5.4 VariableTypes

For all VariableTypes specified in this document, the Attributes named in Table 10 shall be set
as specified in the table. The definitions for the Attributes can be found in IEC 62541-3.

Table 10 - Common VariableType Attributes

Attributes Value
Value Optionally a server-specific default value can be provided.
ArrayDimensions If the ValueRank does not identify an array of a specific dimension (i.e. ValueRank <=

0) the ArrayDimensions can either be set to null or the Attribute is missing. This
behaviour is server-specific.

If the ValueRank specifies an array of a specific dimension (i.e. ValueRank > 0) then
the ArrayDimensions Attribute shall be specified in the table defining the VariableType.

4.1.5.5 Methods

For all Methods specified in this document, the Attributes named in Table 11 shall be set as
specified in the table. The definitions for the Attributes can be found in IEC 62541-3.

Documents

Document Sharing Hub

Full document details: BS EN IEC 62453-71:2023


https://doi.org/10.3403/BSENIEC62453?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iec-62453-71-2023
http://www.avadocuments.com/doc/bs-en-iec-62453-71-2023

IEC 62453-71:2023 © |IEC 2023 -19 -

Table 11 — Common Method Attributes

Attributes Value

Executable All Methods defined in this document shall be executable (Executable Attribute set to
"True"), unless it is defined differently in the Method definition.

UserExecutable The value of the UserExecutable Attribute is server-specific. It is assumed that all
Methods can be executed by at least one user.

4.1.6 Graphical notation

4.1.6.1 General

OPC UA defines a graphical notation for an OPC UA AddressSpace. It defines graphical
symbols for all NodeClasses and how different types of References between Nodes can be

visualized. Figure 2 shows the symbols for the NodeClasses used in this specification.
NodeClasses representing types always have a shadow.

Instances Object [ Variable } / View \

ObjectType [ VariableTypeJ < DataType > < ReferenceType <

Types

L]
Standard T

<TypeName> <TypeName> <TypeName>
references P P vp

L] C 1 L] L] L1 C ] CJ I;I
I
I
I

na 5

Symmetric Asymmetric Hierarchical Has Has HasProperty HasType HasSubType Has
reference  reference reference EventSource Component Definition Interface

IEC

Figure 2 — The OPC UA Information Model Notation
A complete description of the different types of Nodes and References can be found in
EC 62541-3 and the base structure is described in |[EC 62541-5.

OPC UA specification defines a very wide range of functionality in its basic information model.
It is not required that all Clients or Servers support all functionality in the OPC UA specifications.
OPC UA includes the concept of Profiles, which segment the functionality into testable
certifiable units. This allows the definition of functional subsets (that are expected to be
implemented) within a companion specification. The Profiles do _not restrict functionality, but
generate requirements for a minimum set of functionality (see ).
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4.1.6.2 Namespaces

OPC UA allows information from many different sources to be combined into a single coherent
AddressSpace. Namespaces are used to make this possible by eliminating naming and id
conflicts between information from different sources. Each namespace in OPC UA has a
globally unique string called a NamespaceUri which identifies a naming authority and a locally
unique integer called a Namespacelndex, which is an index into the Server's table
of NamespaceUris. The Namespacelndex is unique only within the context of a Session
between an OPC UA Client and an OPC UA Server- the Namespacelndex can change between
Sessions and still identify the same item even though the NamespaceUri's location in the table
has changed. The Services defined for OPC UA use the Namespacelndex to specify the
Namespace for qualified values.

There are two types of structured values in OPC UA that are qualified with Namespacelndexes:
Nodelds and QualifiedNames. Nodelds are locally unique (and sometimes globally unique)
identifiers for Nodes. The same globally unique Nodeld can be used as the identifier in a node
in many Servers — the node's instance data may vary but its semantic meaning is the same
regardless of the Server it appears in. This means Clients can have built-in knowledge of of
what the data means in these Nodes. OPC UA Information Models generally define globally
unique Nodelds for the TypeDefinitions defined by the Information Model.

QualifiedNames are non-localized names qualified with a Namespace. They are used for the
BrowseNames of Nodes and allow the same names to be used by different information models
without conflict. TypeDefinitions are not allowed to have children with duplicate BrowseNames;
however, instances do not have that restriction.

5 Concept

5.1 System architecture

The system architecture as shown in Figure 3 has already been defined in IEC 62453-42:2016.
It shall follow the general FDT software architecture as defined in IEC 62453-1 and may be
applied to all object implementation profiles based on JEC 62453-2.

The OPC UA server is a Frame Application. The Frame Application is interacting with the DTMs
to manage the device-specific information and in order to interact with the devices. Frame
Applications may support different use cases, for example: vendor-specific service, process
control or asset management. Frame Applications may start and terminate the DTMs on demand
(e.g. only if a value is read from the respective device).

The OPC UA server is equipped with an OPC UA server interface. In the information model of
the OPC UA server the application-specific project information may be represented (depending
on the Frame Application) and device-specific information shall be represented. The OPC UA
client may browse the information model and may use the services of the OPC UA interface to
access the represented information. If device-specific information is accessed, the information
is retrieved from the DTMs.

In a multi-client scenario, the Frame Application is responsible for managing the access to the
DTMs. The approach for managing the access from multiple clients is to use the "multi-user
access" as specified in IEC 62453-42.
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