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National foreword

This British Standard is the UK implementation of EN IEC 63052:2021. 
It is identical to IEC 63052:2019, incorporating corrigendum 
November 2019. It supersedes BS EN 50550:2011+A1:2014, which 
will be withdrawn on 20 August 2024.

The UK participation in its preparation was entrusted to Technical 
Committee PEL/23/1, Circuit breakers and similar equipment for 
household use.

A list of organizations represented on this committee can be obtained on 
request to its committee manager.

This publication has been prepared under a mandate given to the 
European Standards Organizations by the European Commission and the 
European Free Trade Association. It is intended to support requirements 
of the EU legislation detailed in the European Foreword. A European 
Annex, usually Annex ZA or ZZ, describes how this publication relates to 
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK 
Government has designated this publication for conformity with UKCA 
marking (or similar) legislation, it may contain an additional National 
Annex. Where such a National Annex exists, it shows the correlation 
between this publication and the relevant UK legislation. If there is no 
National Annex of this kind, the relevant Annex ZA or ZZ in the body 
of the European text will indicate the relationship to UK regulation 
applicable in Great Britain. References to EU legislation may need to be 
read in accordance with the UK designation and the applicable UK law. 
Further information on designated standards can be found at  
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement 
relevant EU law subject to periodic confirmation. Therefore 
Annex ZA/ZZ in the European text, and references to EU legislation, are 
still valid for this market.

UK Government is responsible for legislation. For information on 
legislation and policies relating to that legislation, consult the relevant 
pages of www.gov.uk.

Contractual and legal considerations

This publication has been prepared in good faith, however no 
representation, warranty, assurance or undertaking (express or 
implied) is or will be made, and no responsibility or liability is or will be 
accepted by BSI in relation to the adequacy, accuracy, completeness or 
reasonableness of this publication. All and any such responsibility and 
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the 
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with 
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are 
responsible for its correct application.

© The British Standards Institution 2021 
Published by BSI Standards Limited 2021
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EN IEC 63052:2021 (E) 

European foreword 

The text of document 23E/1131/FDIS, future edition 1 of IEC 63052, prepared by SC 23E "Circuit-
breakers and similar equipment for household use" of IEC/TC 23 "Electrical accessories" was 
submitted to the IEC-CENELEC parallel vote and approved by CENELEC as EN IEC 63052:2021. 

The following dates are fixed: 

• latest date by which the document has to be implemented at national
level by publication of an identical national standard or by endorsement

(dop) 2022-02-20 

• latest date by which the national standards conflicting with the
document have to be withdrawn

(dow) 2024-08-20 

This document supersedes EN 50550:2011 and all of its amendments and corrigenda (if any). 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.  

This document has been prepared under a Standardization Request given to CENELEC by the 
European Commission and the European Free Trade Association, and supports essential 
requirements of EU Directive(s) / Regulation(s). 

For relationship with EU Directive(s) / Regulation(s), see informative Annex ZZ, which is an integral 
part of this document. 

Any feedback and questions on this document should be directed to the users’ national committee. A 
complete listing of these bodies can be found on the CENELEC website. 

Endorsement notice 

The text of the International Standard IEC 63052:2019 was approved by CENELEC as a European 
Standard without any modification. 

In the official version, for Bibliography, the following notes have to be added for the standards 
indicated: 

IEC 60060-2 NOTE Harmonized as EN 60060-2 

IEC 60068-2-30:2005 NOTE Harmonized as EN 60068-2-30:2005 (not modified) 

IEC 60068-3-4:2001 NOTE Harmonized as EN 60068-3-4:2002 (not modified) 

IEC 60085 NOTE Harmonized as EN 60085 

IEC 60112 NOTE Harmonized as EN IEC 60112 

IEC 60364-4-41 NOTE Harmonized as HD 60364-4-41 

IEC 60364-4-44 NOTE Harmonized as HD 60364-4-444 
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EN IEC 63052:2021 (E) 

Annex ZA 
(normative) 

Normative references to international publications 
with their corresponding European publications 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) 
applies.  

NOTE 1   Where an International Publication has been modified by common modifications, indicated by (mod), 
the relevant EN/HD applies.  

NOTE 2   Up-to-date information on the latest versions of the European Standards listed in this annex is available 
here: www.cenelec.eu.  

Publication Year Title EN/HD Year 

IEC 60065 (mod) 2014 Audio, video and similar electronic 
apparatus - Safety requirements 

EN 60065 2014 

- -  + A11 2017 

IEC 60269 series Low-voltage fuses EN 60269 series 

IEC 60364 series Low-voltage electrical installations HD 60364 series 

IEC 60384-14 2013 Fixed capacitors for use in electronic 
equipment - Part 14: Sectional 
specification - Fixed capacitors for 
electromagnetic interference suppression 
and connection to the supply mains 

EN 60384-14 2013 

+ A1 2016 + A1 2016 

IEC 60417 - Graphical symbols for use on equipment -

IEC 60529 1989 Degrees of protection provided by 
enclosures (IP Code) 

EN 60529 1991 

+ A1 1999 + A1 2000 

+ A2 2013 + A2 2013 

IEC 60664-1 2007 Insulation coordination for equipment 
within low-voltage systems - Part 1: 
Principles, requirements and tests 

EN 60664-1 2007 

IEC 60664-3 2016 Insulation coordination for equipment 
within low-voltage systems - Part 3: Use of 
coating, potting or moulding for protection 
against pollution 

EN 60664-3 2017 

IEC 60695-2-10 2013 Fire hazard testing - Part 2-10: 
Glowing/hot-wire based test methods - 
Glow-wire apparatus and common test 
procedure 

EN 60695-2-10 2013  

IEC 60695-2-11 2014 Fire hazard testing - Part 2-11: 
Glowing/hot-wire based test methods - 
Glow-wire flammability test method for 
end-products (GWEPT) 

EN 60695-2-11 2014 
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EN IEC 63052:2021 (E) 

Publication Year Title EN/HD Year 

IEC 60898-1 (mod) 2015 Electrical accessories - Circuit-breakers 
for overcurrent protection for household 
and similar installations - Part 1: Circuit-
breakers for a.c. operation 

EN 60898-1 2019 

IEC 60898-2 2016 Electrical accessories - Circuit-breakers 
for overcurrent protection for household 
and similar installations - Part 2: Circuit-
breakers for AC and DC operation 

EN 60898-2 2006 

IEC 61000-4-2 2008 Electromagnetic compatibility (EMC) - Part 
4-2: Testing and measurement techniques
- Electrostatic discharge immunity test

EN 61000-4-2 2009 

IEC 61000-4-3 2020 Electromagnetic compatibility (EMC) - Part
4-3: Testing and measurement techniques
- Radiated, radio-frequency, 
electromagnetic field immunity test 

EN 61004-4-3 2020 

IEC 61000-4-4 2012 Electromagnetic compatibility (EMC) - Part 
4-4: Testing and measurement techniques
- Electrical fast transient/burst immunity
test

EN 61000-4-4 2012 

IEC 61000-4-5 2014 Electromagnetic compatibility (EMC) - Part 
4-5: Testing and measurement techniques
- Surge immunity test

EN 61000-4-5 2014 

+ A1 2017 + A1 2017 

IEC 61000-4-6 2013 Electromagnetic compatibility (EMC) - Part 
4-6: Testing and measurement techniques
- Immunity to conducted disturbances,
induced by radio-frequency fields

EN 61000-4-6 2014 

IEC 61000-4-16 2015 Electromagnetic compatibility (EMC) - Part 
4-16: Testing and measurement 
techniques - Test for immunity to 
conducted, common mode disturbances in 
the frequency range 0 Hz to 150 kHz 

EN 61000-4-16 2016 

IEC 61000-6-3 2020 Electromagnetic compatibility (EMC) - Part 
6-3: Generic standards - Emission
standard for residential, commercial and
light-industrial environments

EN 61000-6-3 2007 

- - + A1 2011 

IEC 61008-1 (mod) 2010 Residual current operated circuit-breakers 
without integral overcurrent protection for 
household and similar uses (RCCBs) - 
Part 1: General rules 

EN 61008-1 2012 

+ A1 (mod) 2012 + A1 2014 

+ A2 (mod) 2013 + A2 2014 

- -  + A11 2015 

- -  + A12 2017 
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EN IEC 63052:2021 (E) 

Publication Year Title EN/HD Year 

IEC 61009-1 (mod) 2010 Residual current operated circuit-breakers 
with integral overcurrent protection for 
household and similar uses (RCBOs) - 
Part 1: General rules 

EN 61009-1 2012 

+ A1 (mod) 2012 + A1 2014 

+ A2 (mod) 2013 + A2 2014 

- -  + A11 2015 

- -  + A12 2016 

IEC 61249-2 series  Materials for printed boards and other 
interconnecting structures 

EN 61249-2 series 

IEC 61543 1995 Residual current-operated protective 
devices (RCDs) for household and similar 
use - Electromagnetic compatibility 

EN 61543 1995 

+ A1 2004 - - 

- -  + corrigendum 
Dec. 

1997 

- -  + A11 2003 

- -  + A12 2005 

+ A2 2005 + A2 2006 

IEC 61558-1 2017 EN IEC 61558-1 2019 

IEC 61558-2 series  Safety of power transformers, power 
supplies, reactors and similar products 

EN 61558-2 series 

IEC 62423 2009 Type F and type B residual current 
operated circuit-breakers with and without 
integral overcurrent protection for 
household and  similar uses 

EN 62423 2012 

IEC 62873-2 2016 Residual current operated circuit-breakers 
for household and similar use – Part 2: 
Residual current devices (RCDs) – 
Vocabulary 

- - 

IEC 62873-3-1 2016 Residual current operated circuit-breakers 
for household and similar use – Part 3-1: 
Particular requirements for RCDs with 
screwless-type terminals for external 
copper conductors 

- - 

IEC 62873-3-2 2016 Residual current operated circuit-breakers 
for household and similar use – Part 3-2: 
Particular requirements for RCDs with flat 
quick-connect terminations 

- - 

IEC 62873-3-3 2016 Residual current operated circuit-breakers 
for household and similar use – Part 3-3: 
Specific requirements for RCDs with 
screw-type terminals for external untreated 
aluminium conductors and with aluminium 
screw-type terminals for use with copper 
or with aluminium conductors 

- - 

Full document details: BS EN IEC 63052:2021

http://www.avadocuments.com/doc/bs-en-iec-63052-2021
http://www.avadocuments.com/doc/bs-en-iec-63052-2021


EN IEC 63052:2021 (E) 

Publication Year Title EN/HD Year 

ISO 306 2014 Plastics - Thermoplastic materials - 
Determination of Vicat softening 
temperature (VST) 

EN ISO 306 2014 

CISPR 14-1 2016 Electromagnetic compatibility - 
Requirements for household appliances, 
electric tools and similar apparatus - Part 
1: Emission 

EN 55014-1 2017 

CISPR 32 2015  Electromagnetic compatibility of 
multimedia equipment - Emission 
requirements 

EN 55032 2015 

+ A1 2019 - - 

- - + A11 2020 
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EN IEC 63052:2021 (E) 

Annex ZZ 
(informative) 

Relationship between this European standard and the safety 
objectives of Directive 2014/35/EU [2014 OJ L96] aimed to be 

covered 

This European Standard has been prepared under a Commission’s standardization request relating to 
harmonized standards in the field of the Low Voltage Directive, M/511, to provide one voluntary means 
of conforming to safety objectives of Directive 2014/35/EU of the European Parliament and of the 
Council of 26 February 2014 on the harmonisation of the laws of the Member States relating to the 
making available on the market of electrical equipment designed for use within certain voltage limits 
[2014 OJ L96]. 

Once this standard is cited in the Official Journal of the European Union under that Directive, 
compliance with the normative clauses of this standard given in Table ZZ.1 confers, within the limits of 
the scope of this standard, a presumption of conformity with the corresponding safety objectives of 
that Directive, and associated EFTA regulations. 

Table ZZ.1 — Correspondence between this European standard and Annex I of Directive 
2014/35/EU [2014 OJ L96] 

Safety objectives of Directive 
2014/35/EU 

Clause(s) / sub-clause(s) 
of this EN 

Remarks / Notes 

(1)(a) 1, 2, 3, 4, 5, 6, 9.3 

(1)(b) 8.1, 8.2, 9.4, 9.5 

(1)(c) 7, 8.6, 8.12, 8.13, 9.1, 9.2, 9.9, 
9.15, 9.16 

(2) (a) 8.3, 8.7, 8.13, 9.6, 9.10, 9.16 

(2) (b) 8.5, 8.6, 8.7, 8.8, , 8.14, 9.8, 
9.9, 9.10, 9.11, 9.17, Annex A, 
Annex C 

(2) (c) 8.2.2, 9.1.1 

(2) (d) 8.2.3, 8.4, 9.7, 9.19, 9.20, 9.7, 
Annex  B 

(3) (a) 8.9, 9.12 

(3) (b) 8.10, 8.11, 8.15, 9.13, 9.14, 
9.18 

(3) (c) 8.8, 9.11, Annex C 

WARNING 1 — Presumption of conformity stays valid only as long as a reference to this European 
standard is maintained in the list published in the Official Journal of the European Union. Users of this 
standard should consult frequently the latest list published in the Official Journal of the European 
Union. 

WARNING 2 — Other Union legislation may be applicable to the product(s) falling within the scope of 
this standard. 
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
POWER FREQUENCY OVERVOLTAGE PROTECTION DEVICES (POPs)  

FOR HOUSEHOLD AND SIMILAR APPLICATIONS  
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC 
Publication(s)"). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees. 

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications. 

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 63052 has been prepared by subcommittee 23E: Circuit-breakers 
and similar equipment for household use, of IEC technical committee 23: Electrical 
accessories. 

The text of this International Standard is based on the following documents: 

FDIS Report on voting 

23E/1131/FDIS 23E/1155/RVD 

 
Full information on the voting for the approval of this International Standard can be found in 
the report on voting indicated in the above table. 

This document has been drafted in accordance with the ISO/IEC Directives, Part 2. 

The following differing practices of a less permanent nature exist in the countries indicated 
below. 
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5.3.6.2: In Korea, the values of 1 000 A, 1 500 A, 2 000 A, 2 500 A, 7 500 A, 9 000 A are also 
considered as standard values. 

6.1: In Australia, this marking is mandatory but is not required to be visible after installation. 

8.2.2: In the USA, the colours red and green are not used for contact position indication. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to 
the specific document. At this date, the document will be 

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

The contents of the corrigendum of November 2019 have been included in this copy. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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POWER FREQUENCY OVERVOLTAGE PROTECTION DEVICES (POPs)  
FOR HOUSEHOLD AND SIMILAR APPLICATIONS  

 
 
 

1 Scope 

This document applies to devices for power frequency overvoltage protection (hereafter 
referred to as "POP") for household and similar uses, with a rated frequency of 50 Hz, 60 Hz 
or 50/60 Hz, with rated voltage not exceeding 230 V AC (between phase and neutral), and 
with rated current not exceeding 63 A, either consisting of a functional unit in combination 
with a main protective device (MPD), or as one single device having opening means able to 
open the protected circuit in specified conditions. 

The main protective device is a circuit-breaker, an RCCB or an RCBO. 

NOTE 1 A POP, as one single device, is not a protective device to be used for automatic disconnection of the 
supply within the meaning specified in IEC 60364-4-41. 

POPs are intended for use in an environment with pollution degree 2 and overvoltage 
category III. Devices for POPs are suitable for isolation. 

POPs can be designed as a POP unit assembled to or integrated in a main protective device 
by the manufacturer or as an assembly of a main protective device mechanically or 
electrically coupled on site with the POP unit, or as one single POP having opening means 
able to open the protected circuit in specified conditions. 

POPs are intended to mitigate the effects of power frequency overvoltages between a phase 
and neutral conductor (e.g. caused by loss of a neutral conductor in the three-phase supply 
upstream of the POP) for downstream equipment by opening the protected circuit when an 
overvoltage between phase and neutral is detected. 

NOTE 2 In this context, the verb "mitigate" means that the POP will provide protection in most cases of power 
frequency overvoltages. 

POPs intended for monitoring one line-to-neutral conductor voltage can be used between 
twophase conductors in a phase-to-phase electrical supply system not exceeding 230 V if 
both conductors are switched and declared as such by the manufacturer. 

POPs according to this document are suitable for use in an IT system provided all active 
conductors are switched. 

This document does not apply to protection against common mode overvoltages. 

This document does not apply to surge protective devices. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document (including 
any amendments) applies. 

IEC 60065:2014, Audio, video and similar electronic apparatus – Safety requirements 

IEC 60269 (all parts), Low-voltage fuses 
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IEC 60364 (all parts), Low-voltage electrical installations 

IEC 60384-14:2013, Fixed capacitors for use in electronic equipment – Part 14: Sectional 
specification – Fixed capacitors for electromagnetic interference suppression and connection 
to the supply mains  
IEC 60384-14:2013/AMD1:2016 

IEC 60417, Graphical symbols for use on equipment (available at: http://www.graphical-
symbols.info/equipment) 

IEC 60529, Degrees of protection provided by enclosures (IP Code) 

IEC 60664-1:2007, Insulation coordination for equipment within low-voltage systems – Part 1: 
Principles, requirements and tests 

IEC 60664-3, Insulation coordination for equipment within low-voltage systems – Part 3: Use 
of coating, potting or moulding for protection against pollution 

IEC 60695-2-10, Fire hazard testing – Part 2-10: Glowing/hot-wire based test methods – 
Glowwire apparatus and common test procedure 

IEC 60695-2-11:2014, Fire hazard testing – Part 2-11: Glowing/hot-wire based test methods – 
Glow-wire flammability test method for end-products (GWEPT) 

IEC 60898-1:2015, Electrical accessories – Circuit-breakers for overcurrent protection for 
household and similar installations – Part 1: Circuit-breakers for a.c. operation 

IEC 60898-2:2016, Electrical accessories – Circuit-breakers for overcurrent protection for 
household and similar installations – Part 2: Circuit-breakers for AC and DC operation 

IEC 61000-4-2, Electromagnetic compatibility (EMC) – Part 4-2: Testing and measurement 
techniques – Electrostatic discharge immunity test 

IEC 61000-4-3, Electromagnetic compatibility (EMC) – Part 4-3: Testing and measurement 
techniques – Radiated, radio-frequency, electromagnetic field immunity test 

IEC 61000-4-4, Electromagnetic compatibility (EMC) – Part 4-4: Testing and measurement 
techniques – Electrical fast transient/burst immunity test 

IEC 61000-4-5:2014, Electromagnetic compatibility (EMC) – Part 4-5: Testing and 
measurement techniques – Surge immunity test 

IEC 61000-4-6, Electromagnetic compatibility (EMC) – Part 4-6: Testing and measurement 
techniques – Immunity to conducted disturbances, induced by radio-frequency fields 

IEC 61000-4-16:2015, Electromagnetic compatibility (EMC) – Part 4-16: Testing and 
measurement techniques – Test for immunity to conducted, common mode disturbances in 
the frequency range 0 Hz to 150 kHz 

IEC 61000-6-3, Electromagnetic compatibility (EMC) – Part 6-3: Generic standards – 
Emission standard for residential, commercial and light-industrial environments 

IEC 61008-1:2010, Residual current operated circuit-breakers without integral overcurrent 
protection for household and similar uses (RCCBs) – Part 1: General rules  
IEC 61008-1:2010/AMD1:2012 
IEC 61008-1:2010/AMD2:2013 
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IEC 61009-1:2010, Residual current operated circuit-breakers with integral overcurrent 
protection for household and similar uses (RCBOs) – Part 1: General rules  
IEC 61009-1:2010/AMD1:2012 
IEC 61009-1:2010/AMD2:2013 

IEC 61249-2 (all parts), Materials for printed boards and other interconnecting structures 

IEC 61543:1995, Residual current-operated protective devices (RCDs) for household and 
similar use – Electromagnetic compatibility  
IEC 61543:1995/AMD1:2004  
IEC 61543:1995/AMD2:2005 

IEC 61558-1, Safety of transformers, reactors, power supply units and combinations thereof – 
Part 1: General requirements and tests 

IEC 61558-2 (all parts), Safety of transformers, reactors, power supply units and combinations 
thereof 

IEC 62423, Type F and type B residual current operated circuit-breakers with and without 
integral overcurrent protection for household and similar uses 

IEC 62873-2, Residual current operated circuit-breakers for household and similar use – 
Part 2: Residual current devices (RCDs) – Vocabulary 

IEC 62873-3-1, Residual current operated circuit-breakers for household and similar use – 
Part 3-1: Particular requirements for RCDs with screwless-type terminals for external copper 
conductors 

IEC 62873-3-2, Residual current operated circuit-breakers for household and similar use – 
Part 3-2: Particular requirements for RCDs with flat quick-connect terminations 

IEC 62873-3-3, Residual current operated circuit-breakers for household and similar use – 
Part 3-3: Specific requirements for RCDs with screw-type terminals for external untreated 
aluminium conductors and with aluminium screw-type terminals for use with copper or with 
aluminium conductors 

ISO 306, Plastics – Thermoplastic materials – Determination of Vicat softening temperature 
(VST) 

CISPR 14-1, Electromagnetic compatibility – Requirements for household appliances, electric 
tools and similar apparatus – Part 1: Emission 

CISPR 32, Electromagnetic compatibility of multimedia equipment – Emission requirements 

3 Terms, definitions and abbreviated terms 

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 62873-2 and the 
following apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

NOTE Where the terms "voltage" or "current" are used, they imply RMS values, unless otherwise specified. 
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3.1.1  
power frequency overvoltage 
increase of the voltage at the rated frequency in the electrical supply system, above a 
specified threshold 

3.1.2  
power frequency overvoltage protective device 
POP 
device intended to mitigate the effects of power frequency overvoltages between the phase 
and neutral conductor (e.g. caused by loss of the neutral conductor in the three-phase supply 
upstream of the POP) for downstream equipment 

Note 1 to entry: A POP monitoring one line-to-neutral conductor voltage can be used also to mitigate the effects 
of power frequency overvoltages between two-phase conductors in phase-to-phase electrical supply systems. 

Note 2 to entry: This note applies to the French language only. 

3.1.3  
main protective device 
MPD 
device to which the POP is intended to be integrated, or mechanically coupled, or electrically 
coupled, directly or through a release unit and which trips under specified conditions 

Note 1 to entry: The main protective device is a circuit-breaker (IEC 60898-1 or IEC 60898-2) or an RCCB 
(IEC 61008-1 or IEC 62423) or an RCBO (IEC 61009-1 or IEC 62423). 

Note 2 to entry: This note applies to the French language only. 

3.1.4  
actuating voltage 
Ua 
voltage value measured between the phase and neutral conductor, at which the POP actuates 
the main protective device or the integrated opening means 

3.1.5  
release unit 
device mechanically connected to a main protective device, which releases the holding means 
and permits the automatic opening of the main protective device 

Note 1 to entry: The release unit may be mechanically coupled with the MPD or integrated into the MPD. 

3.1.6  
POP unit 
part of the POP ensuring the function of detection of power frequency overvoltages and 
initiating the operation of the device to cause interruption of the current 

Note 1 to entry: The interruption of the current can either be provided by opening means (see 4.1.4) or by a main 
protective device assembled or integrated by the manufacturer with the POP unit (see 4.1.1) or by a main 
protective device coupled on site with a POP unit (see 4.1.2 and 4.1.3). 

3.1.7  
break time 
tB 
time that elapses between the instant when the overvoltage is suddenly attained, and the 
instant when the MPD associated to the POP or the integrated opening means has switched 
OFF the protected circuit 

3.1.8  
non-actuating time 
t0A 
maximum period during which a given overvoltage can be applied to the POP without causing 
it to operate 
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3.1.9  
closed position 
position in which the predetermined continuity of the main circuit of the POP is secured 

3.1.10  
open position 
position in which the predetermined clearance between open contacts in the main circuit of 
the POP is secured 

3.1.11  
pole of a switching device 
portion of a switching device associated exclusively with one electrically separated conducting 
path of its main circuit and excluding those portions which provide a means for mounting and 
operating all poles together 

Note 1 to entry A switching device is called single-pole if it has only one pole. If it has more than one pole, it may 
be called multipole (two-pole, three-pole, etc.) provided the poles are or can be coupled in such a manner as to 
operate together.  

[SOURCE: IEC 60050-441:2000, 441-15-01] 

3.1.12  
making capacity 
value of the AC component of a prospective current that a POP is capable of making at a 
stated voltage under specified conditions of use and behaviour 

3.1.13  
breaking capacity 
value of the AC component of a prospective current that a POP is capable of breaking at a 
stated voltage under specified conditions of use and behaviour 

3.1.14  
conditional short-circuit current 
lnc 
value of the AC component of a prospective current which a POP protected by a suitable 
short-circuit protective device (SCPD) in series can withstand under specified conditions of 
use and behaviour 

3.1.15  
prospective current 
current that would flow in the circuit if each main current path of the POP were replaced by a 
conductor of negligible impedance 

Note 1 to entry: The prospective current may be qualified in the same manner as an actual current, for example: 
prospective breaking current, prospective peak current, etc. 

3.1.16  
short-circuit making and breaking capacity 
alternating component of the prospective current, expressed by its RMS value, which the POP 
is designed to make, to carry for its opening time and to break under specified conditions 

[SOURCE: IEC 60050-442:2019, 442-05-48, modified – Adapted to POPs.] 

3.2 Abbreviated terms 
CTI comparative tracking index 
MPD main protective device 
POP power frequency overvoltage protection device 
RCBO residual current operated circuit-breaker with integral overcurrent protection 
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RCCB residual current operated circuit-breaker without integral overcurrent protection 
RCD residual current device 
SCPD short-circuit protective device 

4 Classification 

4.1 According to the method of construction 

4.1.1 POP unit assembled to or integrated in the main protective device by the 
manufacturer as one device; 

4.1.2 POP unit with a release unit mechanically coupled on site with a main protective 
device; 

4.1.3 POP unit to be only electrically coupled on site with the release unit attached to the 
main protective device; 

4.1.4 POP as one single device having opening means and intended to be connected in 
series with a suitable short-circuit protective device declared by the manufacturer complying 
with one of the following documents IEC 60898-1, IEC 60898-2, IEC 61009-1, and RCBOs 
according to IEC 62423 or IEC 60269 (all parts). 

POP configurations according to the classification in 4.1 are shown in Annex H. 

4.2 According to the number of monitored line-to-neutral conductor voltages 

4.2.1 One monitored line-to-neutral conductor voltage. 

4.2.2 Three monitored lines-to-neutral conductor voltages. 

NOTE A POP according to classification 4.2.1 can be used to monitor voltage between two phases in a 
phasetophase electrical supply system with rated voltage of 230 V according to the instruction sheets 
accompanying the product. In this case, the voltage is not monitored between line and neutral but between two 
lines. 

4.3 According to the method of mounting 
– surface-type; 
– flush-type; 
– panel board type, also referred to as distribution board type. 

NOTE These types can be rail mounted. 

5 Characteristics of POPs 

5.1 Summary of characteristics 

The characteristics of the standard of the main protective device and the following apply: 

– protection against external influences; 
– method of mounting; 
– method of connection; 
– value of rated operational voltage; 
– value of rated frequency; 
– limit values of break times and non-actuating times. 
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5.2 Rated quantities and other characteristics 

5.2.1 Rated voltage 

5.2.1.1 Rated operational voltage (Un) 

The rated operational voltage (hereafter referred to as "rated voltage") of a POP is the value 
of voltage, assigned by the manufacturer, to which its performance is referred. 

The same POP may be assigned for a number of rated voltages. 

5.2.1.2 Rated insulation voltage (Ui) 

The rated insulation voltage of a POP is the value of voltage, assigned by the manufacturer, 
to which dielectric test voltages and creepage distances are referred. 

Unless otherwise stated, the rated insulation voltage is the value of the maximum rated 
voltage of the POP. In no case shall the maximum rated voltage exceed the rated insulation 
voltage. 

5.2.1.3 Rated impulse withstand voltage (Uimp) 

The rated impulse withstand voltage of a POP shall be equal to or higher than the standard 
values of rated impulse withstand voltage according to Table F.1 of IEC 60664-1:2007 and to 
Table 2 of this document. 

5.2.2 Rated current (In) 

The value of current, assigned to the POP by the manufacturer, which the POP can carry in 
uninterrupted duty. 

5.2.3 Rated frequency 

The rated frequency of a POP is the power frequency for which the POP is designed and to 
which the values of the other characteristics correspond. 

The same POP may be assigned a number of rated frequencies. 

5.2.4 Rated making and breaking capacity (Im) 

The rated making and breaking capacity of a POP is the RMS value of the AC component of 
prospective current, assigned by the manufacturer, which a POP can make, carry and break 
under specified conditions. 

The conditions are those specified in 9.11.2 for POPs classified according to 4.1.4, and in the 
applicable standard of the declared protective device (e.g. IEC 60898-1, IEC 60898-2, 
IEC 61008-1, IEC 61009-1, IEC 62423) for POPs classified according to 4.1.1, 4.1.2 and 
4.1.3. 

5.2.5 Rated making and breaking capacity on one pole (Im1) 

The rated making and breaking capacity on one pole is the RMS value of the AC component 
of prospective current, assigned by the manufacturer, which a POP can make, carry and 
break with one pole, under specified conditions. 

5.3 Standard and preferred values 

5.3.1 Preferred values of rated voltage (Un) 

Preferred values of rated voltage are as follows: 
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– 230 V: wherever in this document there is a reference to 230 V, it may be read as 220 V or 
240 V respectively; 

– 120 V: wherever in this document there is a reference to 120 V, it may be read as 100 V or 
110 V respectively. 

5.3.2 Preferred values of rated current (In) 

Preferred values of rated current are: 

6 A – 8 A – 10 A – 13 A – 16 A – 20 A – 25 A – 32 A – 40 A – 50 A – 63 A. 

5.3.3 Preferred values of rated frequency 

Preferred values of rated frequency are 50 Hz, 60 Hz and 50/60 Hz. 

If another value is used, the rated frequency shall be marked on the device and the tests 
carried out at this frequency. 

5.3.4 Minimum value of the rated making and breaking capacity (Im) 

The minimum value of the rated making and breaking capacity Im is 10 In or 500 A, whichever 
is the greater. 

The associated power factors are given in 9.11.2 for POPs classified according to 4.1.4 and in 
the standard of the declared protective device for POPs classified according to 4.1.1, 4.1.2 
and 4.1.3. 

5.3.5 Minimum value of the rated making and breaking capacity on one pole (Im1) 

The minimum value of the rated making and breaking capacity on one pole Im1 is 10 In or 
500 A, whichever is the greater. 

The associated power factors are given in 9.11.2 for POPs classified according to 4.1.4 and in 
the standard of the declared protective device for POPs classified according to 4.1.1, 4.1.2 
and 4.1.3. 

5.3.6 Standard and preferred values of the rated conditional short-circuit current 
(Inc) and standard and preferred values of the rated conditional short-circuit 
current for one pole (Inc1) 

5.3.6.1 General 

The standard and preferred values of the rated conditional short-circuit current Inc and Inc1 
are specified as follows. 

5.3.6.2 Values up to and including 10 000 A 

Up to and including 10 000 A, the standard values of the rated conditional short-circuit current 
Inc and Inc1 are: 

3 000 A – 4 500 A – 6 000 A – 10 000 A. 

The associated power factors are given in 9.11.2 for POPs classified according to 4.1.4 and in 
the standard of the declared protective device for POPs classified according to 4.1.1, 4.1.2 
and 4.1.3. 

NOTE In Korea, the values of 1 000 A, 1 500 A, 2 000 A, 2 500 A, 7 500 A, 9 000 A are also considered as 
standard values. 
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5.3.6.3 Values above 10 000 A 

For values above 10 000 A up to and including 25 000 A, the preferred value is 20 000 A. 

The associated power factors are given in 9.11.2 for POPs classified according to 4.1.4 and in 
the applicable standard of the declared protective device for POPs classified according to 
4.1.1, 4.1.2 and 4.1.3. Values above 25 000 A are not considered in this document. 

5.3.7 Limit values of the break times and non-actuating times 

The limit values of break time (see 3.1.7) and non-actuating time (see 3.1.8) for the POP are 
given in Table 1. 

Table 1 – Limit values of break times and non-actuating times 

 Standard values of break time and non-actuating time 
at a voltage (Ua) equal to: 

255 V 275 V 300 V 350 V 400 V 

Maximum break time  
No tripping 

15 s 5 s 0,75 s 0,20 s 

Minimum nonactuating time 3 s 1 s 0,25 s 0,07 s 

 

Values for POPs rated 120 V are under consideration. 

5.3.8 Standard value of rated impulse withstand voltage (Uimp) 

Table 2 gives the standard value of rated impulse withstand voltages as a function of the 
nominal voltage of the installation. 

Table 2 – Rated impulse withstand voltage as a function 
of the nominal voltage of the installation 

Rated impulse 
withstand voltage 

Uimp 

kV  

Nominal voltage of the installation 

Three-phase systems 

V 

Single-phase system with mid-point earthed 

V 

2,5a  120/240b 

4a 230/400  120/240, 240c 

 

 

NOTE 1 For test voltages to check the insulation, see Table 13. 

NOTE 2 For test voltages to check the isolation distance across open contacts, see Table 14. 

a  The values 3 kV and 5 kV are used for verifying the isolating distances across open contacts at the altitude of 
2 000 m (see Table 14). 

b For installation practice in Japan. 
c For installation practice in North American countries. 

 

5.4 Coordination with short-circuit protective devices (SCPDs) 

5.4.1 General 

POPs classified according to 4.1.1, 4.1.2 and 4.1.3 using an RCCB as an MPD (IEC 61008-1 
or IEC 62423) and POPs classified according to 4.1.4 shall be protected against short-circuits 
by means of circuit-breakers or fuses complying with their relevant standards according to the 
installation rules of IEC 60364 (all parts). 
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Coordination between POPs and the SCPD shall be verified under the general conditions of 
9.11 to verify that there is an adequate protection of the POPs against short-circuit currents 
up to the conditional short-circuit current Inc. 

5.4.2 Rated conditional short-circuit current (Inc) and rated conditional short-circuit 
on one pole (Inc1) 

The rated conditional short-circuit current and rated conditional short-circuit on one pole 
represent the RMS value of prospective current assigned by the manufacturer which a POP 
protected by an SCPD can withstand under specified conditions without undergoing 
alterations impairing its functions.  

The conditions are those specified in 9.11. 

5.4.3 Operating characteristics of opening means for POPs according to 4.1.4 

5.4.3.1 General 

Opening means shall meet all applicable requirements of this document. 

The following symbols Im1 and Inc1 are used for testing on one pole only. 

5.4.3.2 Rated making and breaking capacity (Im and Im1) 

The conditions for the rated making and breaking capacity (Im and Im1) in 5.2.4 and 5.2.5 are 
those specified in 9.11.2.3 and in 9.11.2.4. 

The associated power factors for the minimum value of the rated making and breaking 
capacity (Im and Im1) given in 5.3.4 and 5.3.5 are specified in Table 17. 

5.4.3.3 Rated conditional short-circuit capacity (Inc and Inc1) 

The conditions for the rated conditional short-circuit capacity (Inc and Inc1) in 5.3.6 are those 
specified in 9.11.2.5. 

The associated power factors are specified in Table 17. 

6 Marking and other product information 

6.1 Marking 

Each POP shall be marked according to Table 3 in a durable manner. 
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Table 3 – Marking and position of marking 

 

Marking or information item 

Position of the marking or 
information 

Visible on 
product 

when 
installed 

On the 
product 

In a 
leaflet 

a the manufacturer's name or trade mark X   

b type designation, catalogue number or serial number X   

c rated voltage(s) with the symbol  (IEC 60417-5032:2002-10) X   

d rated frequency; POPs with more than one rated frequency (e.g. 
50/60 Hz) shall be marked accordingly 

 X  

e for devices classified according to 4.1.1 and 4.1.4, rated current X   

f for devices classified according to 4.1.1 and 4.1.4, rated making 
and breaking capacity 

 X  

g the position of use, if necessary   X 

h the degree of protection (only if different from IP20)   X 

i assembling method and wiring diagram   X 

j POP or standard reference  X   

k the type designation and catalogue number of the main 
protective device with which the POP is intended to be 
associated  

  X 

l instructions for checking operation after assembly to verify the 
mechanical operation of the main protective device in the case 
of devices according to classification 4.1.2 and 4.1.3 

  X 

 

The suitability for isolation, which is provided by all POPs in accordance with this document, 
may be indicated by the symbol  (IEC 60417-6169-1:2012-08) on the device. When 
affixed, this marking may be included in a wiring diagram, where it may be combined with 
symbols of other functions. 

NOTE In Australia, this marking is mandatory but is not required to be visible after installation. 

When the symbol is used on its own (i.e. not in a wiring diagram), its combination with 
symbols of other functions is not allowed. 

If a degree of protection higher than IP20 according to IEC 60529 is marked on the device, it 
shall comply with it, whichever the method of installation. If the higher degree of protection is 
obtained only by a specific method of installation and/or with the use of specific accessories 
(e.g. terminal covers, enclosures), this shall be specified in the manufacturer's literature. 

For POPs other than those operated by means of a push-button, the open position shall be 
indicated by the symbol  (IEC 60417-5008:2002-10) and the closed position by the symbol  
(a short straight line, IEC 60417-5007:2002-10). Additional national symbols are allowed for 
this indication. Provisionally, the use of national indications only is allowed. These indications 
shall be readily visible when the POP is installed. 

For POPs operated by means of two push-buttons, the push-button designed for the opening 
operation only shall be red and/or be marked with the symbol  (IEC 60417-5008:2002-10). 

The colour red shall not be used for any other push-button of the POP. 
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Alternatively, a button remaining in its depressed position is sufficient to indicate the closed 
position. On the other hand, if the button does not remain depressed, an additional means of 
indicating the position of the contacts shall be provided. 

If it is necessary to distinguish between the supply and the load terminals, they shall be 
clearly marked (e.g. by placing the words "line" and "load" near the corresponding terminals 
or by arrows indicating the direction of power flow). 

Terminals exclusively intended for the connection of the neutral circuit shall be indicated by 
the letter N. 

Terminals intended for a protective conductor, if any, shall be indicated by the symbol   
(IEC 60417-5019:2006-08).  

The markings shall be indelible, easily legible and shall not be placed on screws, washers or 
other removable parts. 

The terminal shall be suitable for conductors that are rigid (solid or stranded) and, unless 
otherwise specified by the manufacturer, also flexible. 

For universal terminals (for rigid-solid, rigid-stranded and flexible conductors): 

– no marking. 

For non-universal terminals: 

• terminals declared for rigid-solid conductors only shall be marked by the letters "s" or 
"sol"; 

• terminals declared for rigid (solid and stranded) only conductors shall be marked by the 
letter "r"; 

The markings should appear on the POP or, if the space available is not sufficient, on the 
smallest package unit or in technical information. 

For devices according to 4.1.2 and 4.1.3, the marking required in Clause 6 of the following 
documents shall be indicated, as applicable: IEC 60898-1:2015, or IEC 60898-2:2016, or 
IEC 61008-1:2010 and IEC 610081:2010/AMD1:2012, or IEC 61009-1:2010 and 
IEC 610091:2010/AMD1:2012. 

Compliance is checked by inspection and by the test of 9.3, according to the testing 
procedure given in 9.1.1. 
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6.2 Additional marking for POPs according to 4.1.4 

6.2.1 Marking of POPs 

POPs shall be marked with the following information: 

– maximum rated current and characteristics of the protective devices suitable for 
overcurrent protection (e.g. circuit-breakers type C32 A max.), declared by the 
manufacturer; 

– rated making and breaking capacity on one pole (Im1); 
– rated conditional short-circuit current (Inc); 
– rated conditional short-circuit current on one pole (Inc1). 

This information may be marked on the side or on the back of the POP and needs to be 
visible only before the device is installed. 

It is recommended that the references (type designation, catalogue number or serial number) 
of the main protective device with which the POP can be connected in series be marked on 
the device or in the instruction sheet. 

The manufacturer shall state the Joule integral I2t and the peak current Ipk withstand 
capabilities of the POP. Where these are not stated, minimum values are as given  
in Table 16. 

For POPs intended to be wired with several protective devices, the highest values of I2t and 
Ipk of the protective devices declared by the manufacturer are applied. 

Compliance is checked by inspection and by the tests of 9.3 of this document. 

6.2.2 Instructions for wiring and operation 

The manufacturer shall provide adequate instructions with the POP. 

These instructions shall cover at least the following: 

– reference to the type(s) and catalogue number(s), covering current and voltage ratings, 
etc. of the declared protective device(s) with which the POP is designed to be wired;  

– derating factor(s), if any. 

7 Standard conditions for operation in service and for installation 

7.1 Standard conditions 

A POP complying with this document shall be capable of operating under the following 
standard conditions shown in Table 4. 
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Table 4 – Standard conditions for operation in service 

Influencing quantity Standard range 
of application 

Reference value Test tolerances f 

Ambient temperature a g −5 °C to +40 °C b 20 °C ±5 °C 

Altitude Not exceeding 2 000 m   

Relative humidity 
maximum value 40 °C 50 % c   

External magnetic field 
Not exceeding 5 times the 

earth's magnetic field in any 
direction 

Earth's magnetic field d 

Position 

As stated by the 
manufacturer, with a 
tolerance of 2° in any 

direction e 

As stated by the 
manufacturer 2° in any direction 

Frequency Reference value ±5 % f Rated value ±2 % 

Sinusoidal wave distortion Not exceeding 5 % Zero 5 % 

a The maximum value of the mean daily temperature is +35 °C. 
b Values outside the range are admissible where more severe climatic conditions prevail, subject to agreement 

between manufacturer and user. 
c Higher relative humidities are admitted at lower temperature (for example 90 % at 20 °C). 
d When a POP is installed in the proximity of a strong magnetic field, supplementary requirements may be 

necessary. 
e The device shall be fixed without causing deformation liable to impair its functions. 
f The tolerances given apply unless otherwise specified in the relevant test. 
g Extreme limits of −20 °C and +60 °C are admissible during storage and transportation, and should be taken 

into account in the design of the device. 

 

In the case of a POP unit integrated or assembled by the manufacturer (see 4.1.1) or 
designed to be assembled on site (see 4.1.2 and 4.1.3) with one or several declared main 
protective devices whose standard conditions for operation in service and for installation are 
more severe than those mentioned in Table 4, the standard conditions for operation in service 
and for installation of the most severe protective device standard shall apply. 

7.2 Conditions of installation 

A POP shall be installed in accordance with the manufacturer's instructions. 

7.3 Pollution degree 

POPs complying with this document are intended for environments with pollution degree 2, 
i.e. normally, only non-conductive pollution occurs; occasionally, however, a temporary 
conductivity caused by condensation can be expected. 

8 Requirements for construction and operation  

8.1 General 

The POP unit shall not reduce the main operating characteristics of the declared main 
protective device. The POP unit according to 4.1.2 or 4.1.3 and the protective device to which 
it is coupled shall be from the same manufacturer or be affixed with the same trade mark. 

As a consequence, the manufacturer shall declare both the protective device with which the 
POP unit can be associated, and the POP unit suitable for use with the protective device. 
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A POP shall not be designed in such a way that the POP unit provides an overcurrent or 
residual current within the installation with the purpose of tripping another device. 

A POP unit shall be connected either to the MPD's input terminals only or to its output 
terminals only, but not to both. 

A POP shall be so designed and constructed that, in normal use, its performance is safe, 
reliable and without danger to the user or the environment. 

A POP shall comply with this document in accordance with the scope and the relevant 
classifications. 

A POP classified according to 4.1.1 shall comply with the relevant standard of the main 
protective device with which it is integrated or assembled by the manufacturer (IEC 60898-1, 
IEC 60898-2, IEC 61008-1, IEC 61009-1, or IEC 62423 as applicable) and additionally to the 
requirements and tests given in this document. 

Where tests included in this document are also included in IEC 60898-1, IEC 60898-2, 
IEC 61008-1, IEC 61009-1, or IEC 62423, a selection of the most stringent requirements and 
tests among all applicable standards shall be applied only once. 

A POP classified according to 4.1.2 and 4.1.3 shall comply with the requirements given in this 
document. 

In the case of a POP unit classified according to 4.1.2 and 4.1.3 intended to be coupled on 
site with several protective devices, a selection of the most stringent tests among all 
applicable standards shall be applied. 

A POP classified according to 4.1.4 shall comply with the requirements and tests given in this 
document (in particular, see 6.2, 9.11.2 and 9.16.2). 

In the case of POPs according to 4.1.4 intended to be wired with several protective devices, a 
selection of the most stringent tests among all applicable protective device standards shall be 
applied. 

The degree of protection of a POP according to 4.1.4 shall not be less than the degree of 
protection of the declared protective device with which it is to be wired. 

Where a POP according to 4.1.4 can be wired with several declared protective devices, the 
highest degree of protection of all applicable standards, including that provided in this 
document, applies. 

8.2 Mechanical design 

8.2.1 General  

It shall not be possible to alter the operating characteristics of the POP by means of external 
interventions. It shall not be possible to disable or inhibit the POP function by any means. 

The instructions shall state that it is not allowed to wire a circuit-breaker or an overcurrent 
protective device of a given rated short-circuit capacity with a POP according to 4.1.4 so as to 
result in a lower short-circuit performance. 

Compliance is checked by inspection and by verifying the documentation. 
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8.2.2 Mechanism 

This subclause applies to POPs according to 4.1.4. 

The moving contacts of all poles of a multipole POP shall be mechanically coupled in such a 
way that all poles except the switched neutral pole, if any, make and break substantially 
together, whether operated manually or automatically. 

A switched neutral pole of a four-pole POP shall not close after and shall not open before the 
other pole(s). 

Compliance is checked by inspection and by manual tests, using any appropriate means 
(indicator light, oscilloscope, etc.). 

A POP shall have a trip-free mechanism. 

It shall be possible to switch the POP ON and OFF by hand. 

A POP shall be so constructed that the moving contacts can come to rest only in the closed 
position or in the open position, even when the operating means is released in an 
intermediate position. 

A POP shall provide in the open position an isolation distance in accordance with the 
requirements necessary to satisfy the isolating function. 

Indication of the position of the main contacts shall be provided by one or both of the following 
means: 

– the position of the actuator (this being preferred), or 
– a separate mechanical indicator. 

If a separate mechanical indicator is used to indicate the position of the main contacts, this 
shall show the colour red for the closed position and the colour green for the open position. 

NOTE In the USA, the colours red and green are not used for contact position indication. 

The means of indication of the contact position shall be reliable. 

A POP shall be designed so that the actuator, front plate or cover can only be fitted in a 
manner which ensures correct indication of the contact position. 

When means are provided or specified by the manufacturer to lock the operating means in the 
open position, locking in that position shall only be possible when the main contacts are in the 
open position. 

Locking of the operating means in the closed position is permitted for particular applications. 

Where the operating means is used to indicate the position of the contacts, the operating 
means, when released, shall automatically take up the position corresponding to that of the 
moving contacts; in this case, the operating means shall have two distinct rest positions 
corresponding to the position of the contacts, but, for automatic opening, a third distinct 
position of the operating means may be provided, in which case it shall be necessary to reset 
the POP manually before reclosing is possible. 

The action of the mechanism shall not be influenced by the position of enclosures or covers 
and shall be independent of any removable part. 
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A cover sealed in position by the manufacturer is considered to be a non-removable part. 

If the cover is used as a guiding means for push-buttons, it shall not be possible to remove 
the buttons from the outside of the POP. 

Operating means shall be securely fixed on their shafts and it shall not be possible to remove 
them without the aid of a tool. 

Operating means fixed directly to covers are allowed. If the operating means has an "up-
down" movement, when the POP is mounted as in normal use, the contacts shall be closed by 
the up movement. 

Compliance with the above requirements is checked by inspection, by manual test and, for the 
trip-free mechanism, by the tests of 9.11 according to the testing procedure given in 9.1.1. 

8.2.3 Clearances and creepage distances 

8.2.3.1 General (see Annex B) 

The minimum required clearances and creepage distances are given in Table 5 which is 
based on the POP being designed for operating in an environment with pollution degree 2. 

Compliance for item 1 in Table 5 is checked by measurement and by the tests of 9.7.6.4. The 
test is carried out with samples not submitted to the humidity treatment described in 9.7.1. 

The clearances of items 2 and 4 may be reduced provided that the measured clearances are 
not shorter than the minimum clearances allowed in IEC 60664-1 for homogenous field 
conditions, in which case, after the humidity treatment described in 9.7.1, compliance as 
regards items 2 and 4 and with the test arrangements of 9.7.2 items b), c), and d) is checked 
in the following order: 

– tests according to 9.7.1 to 9.7.5 as applicable; 
– tests according to 9.7.6.2 are applied with test voltages given in Table 13 and with the test 

arrangements of 9.7.2 items b), c), and d). 

If the measurement does not show any reduced clearance, the test of 9.7.6.2 is not applied. 

Compliance as regards item 3 in Table 5 is checked by measurement. 

NOTE All measurements required in 8.2.3 are carried out in test sequence A (see Annex A) on one sample and 
the tests according to 9.7 are carried out on three samples of the test sequence B (see Annex A). 

Parts of printed circuit boards connected to the live parts protected against pollution by the 
use of a type 2 protection according to IEC 60664-3 are exempt from this verification. 

The insulating materials are classified into material groups on the basis of their comparative 
tracking index (CTI) according to 4.8.1 of IEC 60664-1:2007. 

 

Full document details: BS EN IEC 63052:2021

http://www.avadocuments.com/doc/bs-en-iec-63052-2021
http://www.avadocuments.com/doc/bs-en-iec-63052-2021


 

IEC 63052:2019 © IEC 2019 – 27 –  

Ta
bl

e 
5 

– 
M

in
im

um
 c

le
ar

an
ce

s 
an

d 
cr

ee
pa

ge
 d

is
ta

nc
es

  

 
M

in
im

um
 c

le
ar

an
ce

s 
m

m
 

M
in

im
um

 c
re

ep
ag

e 
di

st
an

ce
s 

e,
 f
  

m
m

 

 
G

ro
up

 II
Ia

 h  
(1

75
 V

 ≤
 C

TI
 <

 
40

0 
V)

d  

G
ro

up
 II

 
(4

00
 

V 
≤ 

C
TI

 <
 6

00
 V

)d  

G
ro

up
 I 

(6
00

 V
 ≤

 C
TI

) d  
 

R
at

ed
 v

ol
ta

ge
 

V
 

W
or

ki
ng

 v
ol

ta
ge

 e  
V

 

U
im

p 
 

2,
5 

kV
 

4 
kV

 
4 

kV
 

D
es

cr
ip

tio
n 

12
0/

24
0 

12
0 

12
0/

24
0 

24
0 

23
0/

40
0 

23
0 

40
0 

> 
25

 
≤ 

50
i  

12
0 

25
0 

40
0 

> 
25

 
≤ 

50
i 

12
0 

25
0 

40
0 

> 
25

 
≤ 

50
i 

12
0 

25
0 

40
0 

1.
  

be
tw

ee
n 

liv
e 

pa
rt

s 
w

hi
ch

 a
re

 s
ep

ar
at

ed
 w

he
n 

th
e 

m
ai

n 
co

nt
ac

ts
 a

re
 in

 
th

e 
op

en
 p

os
iti

on
 a  

2,
0 

4,
0 

4,
0 

1,
20

 
2,

00
 

4,
0 

4,
0 

0,
90

 
2,

00
 

4,
0 

4,
0 

0,
60

 
2,

00
 

4,
0 

4,
0 

2.
  

be
tw

ee
n 

liv
e 

pa
rt

s 
of

 d
iff

er
en

t p
ol

ar
ity

 a  
1,

5 
3,

0 
3,

0 
1,

20
 

1,
50

 
3,

0 
4,

0 
0,

90
 

1,
50

 
3,

0 
3,

0 
0,

60
 

1,
50

 
3,

0 
3,

0 

3.
  

be
tw

ee
n 

ci
rc

ui
ts

 s
up

pl
ie

d 
fr

om
 d

iff
er

en
t s

ou
rc

es
, o

ne
 o

f w
hi

ch
 is

 P
E

LV
 

or
 S

E
LV

 g  
3,

0 
6,

0 
8,

0 
 

3,
0 

6,
0 

8,
0 

 
3,

0 
6,

0 
8,

0 
 

3,
0 

6,
0 

8,
0 

 
 

R
at

ed
 v

ol
ta

ge
 

V
 

 
12

0/
24

0 
 

23
0/

40
0 

 
12

0/
24

0 
 

23
0/

40
0 

 
12

0/
24

0 
 

23
0/

40
0 

 

4.
  

be
tw

ee
n 

liv
e 

pa
rt

s 
an

d 
 

– 
ac

ce
ss

ib
le

 s
ur

fa
ce

s 
of

 o
pe

ra
tin

g 
m

ea
ns

 

– 
sc

re
w

s 
or

 o
th

er
 m

ea
ns

 f
or

 f
ix

in
g 

co
ve

rs
 w

hi
ch

 h
av

e 
to

 b
e 

re
m

ov
ed

 
w

he
n 

m
ou

nt
in

g 
th

e 
P

O
P

 

– 
su

rf
ac

e 
on

 w
hi

ch
 th

e 
P

O
P

 is
 m

ou
nt

ed
 b  

– 
sc

re
w

s 
or

 o
th

er
 m

ea
ns

 fo
r 

fix
in

g 
th

e 
P

O
P

 b  

– 
m

et
al

 c
ov

er
s 

or
 b

ox
es

 b  

– 
ot

he
r 

ac
ce

ss
ib

le
 m

et
al

 p
ar

ts
 c  

– 
m

et
al

 fr
am

es
 s

up
po

rt
in

g 
flu

sh
-t

yp
e 

P
O

P
s 

1,
50

 
3,

0 
3,

0 
1,

50
 

4,
0 

1,
50

 
3,

0 
1,

50
 

3,
0 

 

Fu
ll 

do
cu

m
en

t d
et

ai
ls

: B
S 

EN
 IE

C
 6

30
52

:2
02

1

http://www.avadocuments.com/doc/bs-en-iec-63052-2021
http://www.avadocuments.com/doc/bs-en-iec-63052-2021

