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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN IEC 63119-2:2022.
Itis identical to IEC 63119-2:2022.

The UK participation in its preparation was entrusted to Technical
Committee PEL/69, Electric vehicles.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication has been prepared under a mandate given to the
European Standards Organizations by the European Commission and the
European Free Trade Association. It is intended to support requirements
of the EU legislation detailed in the European Foreword. A European
Annex, usually Annex ZA or ZZ, describes how this publication relates to
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK
Government has designated this publication for conformity with UKCA
marking (or similar) legislation, it may contain an additional National
Annex. Where such a National Annex exists, it shows the correlation
between this publication and the relevant UK legislation. If there is no
National Annex of this kind, the relevant Annex ZA or ZZ in the body
of the European text will indicate the relationship to UK regulation
applicable in Great Britain. References to EU legislation may need to be
read in accordance with the UK designation and the applicable UK law.
Further information on designated standards can be found at
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement
relevant EU law subject to periodic confirmation. Therefore

Annex ZA /77 in the European text, and references to EU legislation, are
still valid for this market.

UK Government is responsible for legislation. For information on
legislation and policies relating to that legislation, consult the relevant

pages of www.gov.uk.
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legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2022.
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service - Part 2: Use cases
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This European Standard was approved by CENELEC on 2022-11-22. CENELEC members are bound to comply with the CEN/CENELEC
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC
Management Centre or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the
same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, the Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, the
Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkiye and the United Kingdom.

CENELEC
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EN IEC 63119-2:2022 (E)

European foreword

The text of document 69/847/FDIS, future edition 1 of IEC 63119-2, prepared by IEC/TC 69 "Electrical
power/energy transfer systems for electrically propelled road vehicles and industrial trucks" was
submitted to the IEC-CENELEC parallel vote and approved by CENELEC as EN IEC 63119-2:2022.

The following dates are fixed:

» latest date by which the document has to be implemented at national (dop) 2023-08-22
level by publication of an identical national standard or by endorsement

+ latest date by which the national standards conflicting with the (dow) 2025-11-22
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national committee. A
complete listing of these bodies can be found on the CENELEC website.

Endorsement notice

The text of the International Standard IEC 63119-2:2022 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standard indicated:

IEC 61850-7-420 NOTE Harmonized as EN IEC 61850-7-420

IEC 62559-2 NOTE Harmonized as EN 62559-2

ISO15118 (series) NOTE Harmonized as EN ISO 15118 (series)

ISO 15118-2:2014 NOTE Harmonized as EN ISO 15118-2:2016 (not modified)
ISO 15118-20 NOTE Harmonized as EN ISO 15118-20
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

NOTE 1 Where an International Publication has been modified by common modifications, indicated by (mod), the
relevant EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available
here: www.cenelec.eu.

Publication Year Title EN/HD Year

IEC 63119-1 - Information exchange for electric vehicle EN IEC 63119-1 -
charging roaming service - Part 1: General
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

INFORMATION EXCHANGE FOR ELECTRIC
VEHICLE CHARGING ROAMING SERVICE -

Part 2: Use cases

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

IEC 63119-2 has been prepared by IEC technical committee 69: Electrical power/energy
transfer systems for electrically propelled road vehicles and industrial trucks. It is an
International Standard.

The text of this International Standard is based on the following documents:

Draft Report on voting

69/847/FDIS 69/862/RVD

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.
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This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/standardsdev/publications.

A list of all parts in the IEC 63119 series, published under the general title Information exchange
for electric vehicle charging roaming service, can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

IMPORTANT - The "colour inside” logo on the cover page of this document indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this document using a colour printer.
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INFORMATION EXCHANGE FOR ELECTRIC
VEHICLE CHARGING ROAMING SERVICE -

Part 2: Use cases

1 Scope

This part of IEC 63119 specifies roaming use cases of information exchange between EV
charging service providers (CSP), charging station operators (CSOs) and clearing house
platforms through roaming endpoints. The elementary use cases defined in this document are
designed to support the user to have access to the EV supply equipment which does not belong
to the home-CSP.

IEC 63119 (all parts) is applicable to high-level communication involved in information
exchangel/interaction between different CSPs, as well as between a CSP and CSO with or
without clearing house platform through the roaming endpoint.

IEC 63119 (all parts) does not specify the communication either between charging station (CS)
and charging station operator (CSO) or between EV and CS.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 63119-1, Information exchange for electric vehicle charging roaming service — Part 1:
General

3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 63119-1 and the
following apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/
e |SO Online browsing platform: available at http://www.iso.org/obp

3.1

service

series of processes that the service provider provides to the EV user, including energy transfer
service, reservation service, parking service, etc.

3.2

energy transfer service

charging service

complete energy transfer process that the service provider provides to the EV user, including
authentication, charging, billing, and settlement, for the time being
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3.3

EV user ID

unique electronic identifier used to distinguish different EV users, which probably can be a
contract information NO/RFID id/UID

3.4

roaming endpoint ID

REP ID

unique electronic identifier used to distinguish different CSP, CSO or clearing house

3.5
EV supply equipment ID
unique electronic identifier used to distinguish different EV supply equipment

3.6
transaction ID
unique electronic identifier used to label each service transaction

3.7
energy transfer session ID
unique electronic identifier used to label each energy transfer session

3.8

business actor

stakeholder related to EV roaming energy transfer services, including operators, automobile
manufacturers, charging facilities, EV and charging users

3.9

service provider

entity which provides EV service to users, such as charging service provider (CSP) and
charging station operators (CSO)

3.10
EV charging system platform provider
dedicated service party that provides the energy transfer service platform for the CSP/CSO

3.1

home charging service provider
home-CSP

home e-mobility service provider
home-EMSP

entity which has a contract with the EV user and can authorize an energy transfer session to
another CSP/CSO

3.12

visited charging station operator

visited-CSO

CSO that the EV user visits for getting energy transfer service, which is not the EV user’s home-
CSP

3.13
system actor
actor who uses and interacts with the system

3.14
system platform
combination of hardware, software, and data that provides software services
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3.15

function unit

hardware and software unit that provides information process and exchange function between
different system platforms

3.16

information exchange channel

secured and authenticated communication data high-level link used for exchanging information
between the different platforms

3.17

information exchange session

period that started from the platform authentication and the closing of the platform exchange
channel

3.18
service contract
regulations and provisions of settlement between different CSPs, CSOs and clearing house

3.19

EV energy exchange infrastructure

EV charging service infrastructure

set of associated equipment/systems used to support energy transfer service, which include
EV supply equipment, and may also include supply network, and parking service system
(ground lock system, barrier gate system, etc.)

3.20
EV service infrastructure
EV supply equipment and set of value added service systems

Note 1 to entry: A value added service system may include
— supply network related information which, for example, might be necessary for smart charging services, and

— parking service system (ground lock system, barrier gate system, etc.).

3.21
authentication
process of verifying the identity of the subject as what it claims to be

3.22
authorization
process of granting subject access to particular resources or services

3.23
primary actor
entity involved directly in IEC 63119 domain

3.24
secondary actor
entity involved indirectly in IEC 63119 domain

3.25

identification

procedure of identifying the credential (e.g., contract certificate, credit card number, etc.) to
obtain the information for authentication

3.26

tariff

tariff scheme

formula with parameters to calculate the cost of an energy transfer session Documents
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3.27

price

unit price

value applied to each parameter of the tariff scheme

Note 1 to entry: The price can be dependent on contextual factors, such as the time of the day or the nominal power
of the EV supply equipment.

3.28

cost

total cost

series of process that manage to provide energy transfer service to the EV user

Note 1 to entry: The cost includes authentication and authorization from home-CSP, charging operation from
visited-CSO and transaction between these two platforms.

3.29

switch table

complicated information structure, which stores REP ID and relevant service URI, provides the
path selection from incoming REP entries to initiate outgoing REP URI entries based on the
destination REP ID

3.30

charge plan

combined set of user’s preferences which could include the energy transfer plan, monetary
goals, mobility needs

EXAMPLE expected start time, expected departure time, expected amount of energy/power, etc.)

4 Abbreviated terms

PnC plug and charge

SOC state of charging

PKI public key infrastructure
SDR service detail record

SP system platform
OID operator identification
URI universal resource identification

5 General requirements

5.1 General

Clause 5 presents the general requirements that an implementer of the roaming protocol shall
follows.

5.2 System requirements
5.2.1 General

In the charging roaming service system, the charging roaming service achieves the service
collaboration of different CSP/CSOs. Coherent system roles fall into two categories: primary
actors and secondary actors. The system functions provided directly by the primary actors are
to complete the information exchange process of the charging roaming service, and the system
functions provided by the secondary system actors are used to support users to obtain the
complete service transaction process. See Table 1.
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Table 1 — System actor categories

System actor Actor type

EV charging service provider system platform (SP system platform) Primary actor

EV charging station operator system platform (CSO system platform) Primary actor

Clearing house system platform (CH system platform) Primary actor

EV services provider system platform Secondary actor
EV parking services provider system platform Secondary actor
Third-party charging services provider system platform Secondary actor
EV charging service infrastructure Secondary actor
EV user Secondary actor
EV Secondary actor

5.2.2 CSO system platform requirement

The CSO system platform is responsible for collecting, processing, and managing the
information of the EV energy exchange infrastructure. It may exchange the information with the
superior CSP platform.

The main functions of the CSO system platform include charging equipment registration,
management, monitoring, remote control; user identification may be included under some
scenarios.

The CSO system platform complies with the cybersecurity and data privacy requirements
according to 5.3.

5.2.3 CSP platform system requirement

The CSP system platform is responsible for the EV or EV user registration and management,
providing the charging transaction records, managing the payment, settlement information, and
completing information interaction with the CSO system platform and other third party platforms.

The main functions of the CSP system platform include user identification, charging service
authentication and authorization, billing, and settlement.

The CSP system platform complies with the cybersecurity and data privacy requirements
according to 5.4 and IEC 63119-31.

5.3 Communication requirements
The platform which implemented roaming endpoint shall

e be based on IPV4/IPV6, and support bidirectional information exchange,

e support synchronous and asynchronous message mechanism,

e support request/response and publish/subscribe model,

e be capable of transmitting encrypted and/or signed message payload sub-elements, and
e be able to control the message transmitting priority by the application layer.

-
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5.4 Cybersecurity requirements
5.4.1 Data transmission security

The information exchange between the REPs may adopt state of the art secure communication
technology.

5.4.2 Role identification

The information exchange between the REPs shall adopt a trusted platform access
authorization mechanism to ensure the authenticity of the identity of the information-sharing
platform.

5.4.3 Information privacy protection

Privacy-preserving technology should be adopted in order to protect EV user privacy
information in all cases where regulation is demanding it. For example, by applying
pseudonymization, anonymization and de-identification.

5.4.4 Information sharing principle

Information should be shared securely exclusively with the corresponding recipient. When
necessary, for example, end-to-end encryption or role-based access control may be applied.

5.4.5 Encryption key usage and management

The security and integrity of transmitted and received data should be guaranteed during the
message transmission between the operators' platforms. PKI should be considered.

5.4.6 Agreement sharing principle

All roaming service parties, including CSP, CSO and clearing house, shall have an agreement
on information sharing. Furthermore, the clearing house shall have an agreement with each
CSP and CSO on information sharing.

5.5 Unique identifier
5.5.1 Requirements of the unique identifier

To achieve the roaming between the different platforms, the following requirements may be
fulfilled.

e All the identification such as REP ID, equipment ID, connector ID, energy transfer
transaction ID, etc., which are used by roaming endpoint may be universally unified and
unique.

e The identification field should consist of two parts: global and local.

e The global part of the identification shall be public and unique.

e The local part of the identification may be defined and managed respectively by CSP/CSO.

e The information routing and destination addressing may be realized by distinguishing the
global part of the ID during the information exchange for roaming.

5.5.2 Classification of the global ID

According to ISO 15118-2:2014, Annex H, the global identifiers used by the roaming endpoint
are classified as follows:

— REP ID: the unique ID of the CSP/CSO/clearing house which implements the roaming
endpoint;
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