BRITISH STANDARD BS EN ISO
10322-1:1997

BS 2738-4:
1996

Incorporating
Amendment No. 1 to
BS 2738-4:1996

Ophthalmic Optics R ggngxl}grgtheBSas
Semi-finished spectacle
lens blanks —

Part 1: Specifications for single-vision
and multifocal lens blanks

The European Standard EN 10322-1:1997 has the status of a
British Standard

ICS 11.040.70

W, A, @
LA W =—
B e

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW
Y\ W

Document Sharing Hub

Full document details: BS EN ISO 10322-1:1997


http://www.avadocuments.com/doc/bs-en-iso-10322-1-1997
http://www.avadocuments.com/doc/bs-en-iso-10322-1-1997

BS EN ISO 10322-1:1997

Committees responsible for this
British Standard

The preparation of this British Standard was entrusted to Technical
Committee CH/78 Ophthalmic optics, upon which the following bodies were

represented:

Association of British Dispensing Opticians
Association of British Health-care Industries
Association of Contact Lens, Manufacturers

British College of Optometrists

British Contact Lens Association

British Medical Association

British Spectacle Frame Makers’ Association
Consumer Policy Committee of BSI

Consumers’ Association

Department of Health

Department of Trade and Industry (National Physical Laboratory)
Federation of Manufacturing Opticians

Federation of Ophthalmic and Dispensing Opticians
Flat Glass Manufacturers’ Association

OPTIC (UK)

Royal College of Ophthalmologists

This British Standard, having
been prepared under the
direction of the Health and
Environment Sector Board,
was published under the
authority of the Standards
Board and comes into effect on
15 August 1996
Amendments issued since publication
© BSI 06-1999
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National foreword

This Part of BS EN ISO 10322 has been prepared by Technical Committee CH/78
and is the English language version of EN ISO 10322-1:1997 Ophthalmic

optics — Semi-finished spectacle lenses — Part 1: Specifications for single-vision
and multifocal lens blanks, published by the European Committee for
Standardization (CEN). It is identical with ISO 10322-1:1996 published by the
International Organization for Standardization (ISO).

This Part of BS EN ISO 10322 supersedes BS 2738-4:1992 which is withdrawn.
It has been assumed in the drafting of this British Standard that the execution of
1ts provisions is entrusted to appropriately qualified and experienced people.
Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under

the section entitled “International Standards Correspondence Index”, or by using
the “Find” facility of the BSI Standards Electronic Catalogue.

Textual errors. When adopting the text of the international standard, the
textual errors listed below were discovered. They have been marked in the text
and have been reported to ISO in a proposal to amend the international standard.

In 5.1.5.2, line 1, the phrase “The deviation from” should be read as “The
tolerances on”.

In 5.2.3.1, second paragraph, lines 3 and 4, the text “not deviate from its nominal
value by more than + 0,7 mm” should be read as “not differ by more
than 0,7 mm”.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
the EN ISO title page, pages 2 to 8, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on

the inside front cover. Documents
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EUROPEAN STANDARD EN IS0 10329-1
NORME EUROPEENNE
EUROPAISCHE NORM July 1997

ICS 11.040.70

Descriptors: Optical equipment, ophthalmic equipment, spectacle lenses, classification, specifications, optical properties, geometric
characteristics, tests, labelling

English version

Ophthalmic optics — Semai-finished spectacle lens blanks —

Part 1: Specifications for single-vision and multifocal lens
blanks

(ISO 10322-1:1996)

Optique ophtalmique — Verres de lunettes Augenoptik — Einseitig fertige
semi-finis — Brillenglasblanks —

Partie 1: Spécifications pour les verres Teil 1: Anforderungen an Ein- und
unifocaux et multifocaux Mehrstiarken-Brillenglasblanks
(ISO 10322-1:1996) (ISO 10322-1:1996)

This European Standard was approved by CEN on 1997-06-30. CEN members
are bound to comply with the CEN/CENELEC Internal Regulations which
stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CEN member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium,
Czech Republic, Denmark, Finland, France, Germany, Greece, Iceland,
Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden,
Switzerland and United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europaisches Komitee fur Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© 1997 CEN All rights of exploitation in any form and by any means reserved worldwide for CEN national
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