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National foreword

This British Standard is the UK implementation of EN ISO 10360-6:2001. It is
identical with ISO 10360-6:2001, incorporating corrigendum May 2007.

The start and finish of text introduced or altered by corrigendum is indicated
in the text by tags. Text altered by ISO corrigendum May 2007 is indicated in
the text by (el

The UK participation in its preparation was entrusted to Technical Committee
TDW/4, Technical product realization.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

Amendments/corrigenda issued since publication

Date Comments

31 July 2008 Implementation of ISO corrigendum May 2007
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CORRECTED 2002-02-06

Foreword

This document (ISO 10360-6:2001) has been prepared by Technical Committee ISO/TC 213
"Dimensional and geometrical product specifications and verification" in collaboration with
Technical Committee CEN/TC 290 "Dimensional and geometrical product specification and
verification", the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication
of an identical text or by endorsement, at the latest by June 2002, and conflicting national
standards shall be withdrawn at the latest by June 2002.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of
the following countries are bound to implement this European Standard: Austria, Belgium,
Czech Republic, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,

Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and the United
Kingdom.

Endorsement notice

The text of the International Standard ISO 10360-6:2001 has been approved by CEN as a
European Standard without any modifications.

NOTE Normative references to International Standards are listed in annex ZA (normative).
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Introduction

This part of ]SO 10360 is a geometrical product specification (GPS) standard and is to be regarded as a general
GPS standard (see ISO/TR 14638). It influences link 5 of the chains of standards on size, distance, radius, angle,
form, orientation, location, run-out and datums.

For more detailed information of the relation of this part of [SO 10360 to other standards and the GPS matrix model
see annex B.

Coordinate measurement technology is widely used in industrial metrology to assess features of a workpiece. A
common requirement is to fit an associated feature to a data set consisting of coordinate measurements of a real
feature. This fitting is carried out by software.

Software for calculating an associated feature provides values of parameters of the associated feature that are
descriptive of the size, shape, location and orientation of the feature. These parameters are useful

— for the purpose of carrying out calculations involving the feature, often in conjunction with other associated
features and other information, and

— in determining the extent to which a workpiece satisfies dimensional and positional specifications.

The reliability of information about features that is determined from associated features is influenced by the quality
of the software for computing these features.

The tests defined in this part of are concerned with assessing the correctness of the parameters of
computed associated features as measured by a coordinate measuring machine (CMM) or other coordinate
measuring system. Although different criteria may be used to compute associated features, for example, by
minimizing the Euclidean or Chebyshev norm of residuals, this test is applicable for software designed for
unconstrained Gaussian (least-squares) features.

In the case of reverification tests of CMMs, the software test of this part of usually does not provide new
or different information in comparison with that obtained by an acceptance test, since software is supposed to be
stable over time. However, a reverification test of the software may be useful following possible corruption or
alteration of the software under test.

For software already in existence, the evaluation of the performance may not be obtained only by fulfilling the
requirements of this part of |[SO 10360. However, such cases do not necessarily exclude the ability of the software
to perform correct computation of measurements.

This part of |[SO 1036Q is applicable to software submitted for test in respect of the values it provides for the

parameters of an associated feature. The test procedure is based on applying the software under test to reference
data sets, and comparing the results obtained with reference results.
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Geometrical Product Specifications (GPS) — Acceptance and
reverification tests for coordinate measuring machines (CMM) —

Part 6:
Estimation of errors in computing Gaussian associated features

1 Scope

This part of |[SO 10360 specifies a method for testing software used for computing associated features from
coordinate measurements. The features of concern are the line (in two and three dimensions), the plane, the circle
(in two and three dimensions), the sphere, the cylinder, the cone and the torus.

One or more separate tests are required for each feature claimed to be covered by the software.
The test is of the software alone and therefore independent of the coordinate measuring system.

NOTE 1 If the result of the test indicates that the performance values for linear size parameters of the associated feature are
significant compared with the error of indication of a CMM for size measurement (see ), as provided by the CMM
manufacturer, the software is inadequate for application on that measuring system. However, small performance values,
obtained as a result of this test, do not provide complete assurance that the software is totally suitable for computing associated
features.

This part of |ISO 1036( is concerned with complete features and non-extremely partial features; however, the test
for complete features and that for partial features are separate, and software may be submitted for either or both
tests.

Cones with very large apex angles are not covered by the test.

NOTE 2  Associated cones with very large angles are unusual in practice and the software for their stable computation is not
widely available.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this part of . For dated references, subsequent amendments to, or revisions of, any of these publications
do not apply. However, parties to agreements based on this part of are encouraged to investigate the
possibility of applying the most recent editions of the normative documents indicated below. For undated
references, the latest edition of the normative document referred to applies. Members of ISO and IEC maintain
registers of currently valid International Standards.

ISO 10360-1:2000, Geometrical product specifications (GPS) — Acceptance and reverification tests for coordinate
measuring machines (CMM) — Part 1: Vocabulary

ISO 10360-2:2001, Geometrical Product Specifications (GPS) — Acceptance and reverification tests for coordinate
measuring machines (CMM) — Part 2: CMMs used for measuring size

ISO 14253-1:1998, Geometrical product specifications (GPS) — Inspection by measurement of workpieces and
measuring equipment — Part 1: Decision rules for proving conformance or non-conformance with specifications
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